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UNIVERSAL SPARK PLUG WIRE SETS
O�ering Premium Quality 
Universal Spark Plug Wire Sets!
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LIMITED LIFETIME
WARRANTY!



Universal Spark Plug
Wire Sets

924-1550
Mag Core
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Copper Core
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Universal Spark Plug
Wire Sets
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• Class E Silicone / EPDM Wire Construction / SAE J2031 Rated Cable

• Operating Temperature Resistance Exceeds 450 Degrees Fahrenheit

• 500 ohm Kevlar Core, Ferrite Impregnated, Stainless Steel Wire “MAG” Wound

• Latex Silicone Layer Enhances Conductive Efficiency & Core Stability

• RFI and EMI Suppression

• EPDM Inner Insulation For Dielectric Strength

• Premium Core Provides Unmatched Strength and High Temperature Durability

• Braided Inner Tape to Provide Maximum Flexibility and Strength

• Tempered Silicone Outer Jacket

• Hi-Temperature Boots

• OE Quality Terminals, Tips, Tubes

• Comes with Dielectric Grease
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All Walker
ThunderCore™Pro

Wire sets come with a
Limited Lifetime

Warranty!

Mag & Copper Core

Stainless Steel conductive winding
allows for a low resistance current

path while maximum voltage reaches
the spark plug. “Mag” winding meets
or exceeds SAE standards for radio
frequency interference suppression,

eliminating radio static.

EPDM inner
insulation
for dielectric
strength

Tempered silicone
outer jacket

Braid tape used to
provide maximum
flexibility and strength

High quality core provides
unmatched strength and

high temperature durability
Latex silicone layer

enhances conductive
efficiency & core stability

SAE J2031
Class E rated

cable
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