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Walker Products began supplying the fuel system needs of the automotive
industry in 1946. Today Walker is one of the largest privately owned
manufacturers of fuel system components and engine management devices.

We serve major Original Equipment Manufacturers, Co-manufacturers,
Rebuilders, and Retail customers in the fuel, engine management and exhaust
markets worldwide.

Walker Products’ offerings include Carburetor and Fuel Injection repair kits,
Oxygen sensors, Exhaust Gas Temperature sensors and other engine
management products such as Cam & Crank position sensors, Knock sensors,
Throttle Position sensors, Mass Air Flow sensors, Manifold Absolute Pressure
sensors, Engine Coolant Temperature sensors, Fuel Injectors, Fuel Pressure
Regulators and much more.

We are committed to supplying products manufactured to meet or exceed OEM
standards and specifications. This effort is backed by our own manufacturing,
product management and engineering staff to ensure it is maintained and
accurate in the production of quality parts, vehicle applications, instruction sheets
and technical support.
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Spark Plug Wire Sets

Offering
High Quality
Spark Plug
Wire Sets!

Limited
Lifetime
Warranty!

Also includes Coil-On-Plug Boots

Meets or Exceeds

Original Equipment
Specifications

High temperature silicone boots provide maximum heat protection while keeping out moisture
and other chemicals. Premium corrosion-resistant snap lock terminals click into place for ease
of installation and removal. Engineered for custom fit.
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WALKER PRODUCTS INC. ¢ 525 West Congress Street ¢ Pacific, MO 63069
U.S. Corporate Office: 636-257-2400 » Fax: 636-257-6211
Customer Service: 636-257-1700 « Technical Support: 844-252-0114
www.walkerproducts.com
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Ignition Coils & Coil-On-Plug

New Products!
Ignition Coils, Coil Packs, Coil-On-Plugs, Caps, Rotors,
Spark Plug Wire Sets, Combo Kits and Coil-On-Plug Boots coverage
for many popular domestic and import cars & light trucks.

Our Ignition Coils are
designed for the professional
technician and meet or
exceed OEM manufacturers
specifications.

or more information call customer service: (636) 257-1700
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
ACURA

CL

1997 2214 920-1046 N/A N/A

1999-1998 2314 920-1046 N/A N/A

2003-2001 32V6 921-2012 N/A N/A
ILX

2014-2013 1514 Naturally Aspirated, REAR 921-2177 N/A N/A

2015-2013 20L4 Naturally Aspirated 921-2152 N/A N/A

2015-2013 2414 Naturally Aspirated 921-2149 N/A N/A
Integra

1993-1992 1.7 L4 920-1018 N/A N/A

2001-1992 1814 920-1018 N/A N/A
MDX

2004-2001 35V6 921-2026 N/A N/A

2013-2010 3.7V6 Naturally Aspirated, USA 921-2154 N/A N/A

2009-2007 3.7V6 921-2026 N/A N/A
RDX

2015-2013 35V6 Naturally Aspirated, USA 921-2154 N/A N/A
RL

2008-2005 35V6 921-2012 N/A N/A

2012-2009 3.7V6 Naturally Aspirated, USA 921-2150 N/A N/A
RSX

2006-2002 20L4 921-2048 N/A N/A
SLX

1997-1996 32V6 921-2041 N/A N/A

1999-1998 35V6 921-2038 N/A N/A
TL

1998-1995 2515 Naturally Aspirated, USA 920-1110 N/A N/A

2008 32V6 921-2150 N/A N/A

2007-1999 32V6 921-2012 N/A N/A

2014-2010 3.5V6 Naturally Aspirated, USA 921-2150 N/A N/A

2008 35V6 921-2150 N/A N/A

2007 35V6 921-2012 N/A N/A

2014-2009 3.7V6 Naturally Aspirated, USA 921-2150 N/A N/A
TSX

2014-2009 2414 Naturally Aspirated 921-2149 N/A N/A

2014-2010 35V6 Naturally Aspirated, USA 921-2150 N/A N/A
ZDX

2013-2010 3.7V6 Naturally Aspirated, USA 921-2154 N/A N/A
2600

1968-1967 266 920-1041 N/A N/A
Alfetta

1977-1975 20L4 920-1041 N/A N/A
Berlina

1972 1.8L4 920-1054 N/A N/A

1971-1969 1.8L4 920-1041 N/A N/A

1973-1970 20L4 920-1041 N/A N/A
Duetto 1600

1968-1967 1.6 L4 920-1054 N/A N/A
Giulia

1968-1967 1.6 L4 920-1041 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)

ALFA ROMEO (Cont'd.
Giulia Sprint

1968-1967 1.6L4 920-1041 N/A N/A
GTV-6

1983-1981 25V6 920-1017 N/A N/A
GT Veloce

1971-1969 1814 920-1054 N/A N/A
Montreal

1973-1972 26V8 920-1041 N/A N/A
Spider

1969 1814 920-1041 N/A N/A

1982-1978 20L4 920-1041 N/A N/A
Sport

1979-1978 20L4 920-1041 N/A N/A
Sprint

1979-1977 20L4 920-1041 N/A N/A
TZ 2

1967 1.6 L4 920-1041 N/A N/A
Ambassador

1967-1966 3.3L6 920-1041 N/A N/A

1967-1965 3.8L6 920-1041 N/A N/A

1974-1971 5.0V8 920-1001 N/A N/A

1974-1971 59V8 920-1001 N/A N/A

1974-1971 6.6 V8 920-1001 N/A N/A
American

1965-1960 32L6 920-1001 N/A N/A

1968-1966 3.3L6 920-1001 N/A N/A

1968-1965 3.8L6 920-1001 N/A N/A

1968-1966 47V8 920-1001 N/A N/A

1968-1967 5.6V8 920-1001 N/A N/A
AMX

1980-1978 4216 920-1010 N/A N/A

1969-1968 47V8 920-1001 N/A N/A

1969-1968 48V8 920-1001 N/A N/A

1979-1978 5.0V8 920-1010 N/A N/A

1969-1968 5.6V8 920-1001 N/A N/A

1970-1968 6.4 V8 920-1001 N/A N/A
Classic

1965-1961 32L6 920-1001 N/A N/A

1966-1965 3.3L6 920-1001 N/A N/A

1966-1964 3.8L6 920-1001 N/A N/A

1962-1961 41V8 920-1001 N/A N/A

1966-1963 47V8 920-1001 N/A N/A

1966-1965 5.3V8 920-1001 N/A N/A
Concord

1979-1978 20L4 920-1001 N/A N/A

1982 2514 920-1083 N/A N/A

1981-1980 2514 920-1003 N/A N/A

1979-1978 3.8L6 920-1010 N/A N/A

1979-1978 4216 920-1010 N/A N/A

1979-1978 5.0 V8 920-1010 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
AMERICAN MOTORS (Cont'd.

Eagle
1984-1983 2514 920-1010 N/A N/A
1983-1982 2514 920-1083 N/A N/A
1981 2514 920-1003 N/A N/A
1988-1980 4216 920-1010 N/A N/A

Gremlin
1978-1977 20L4 920-1001 N/A N/A
1970 3.3L6 920-1001 N/A N/A
1978 3.8L6 920-1010 N/A N/A
1977 3.8L6 Slide On Terminals 920-1010 N/A N/A
1977 3.8L6 Threaded Terminals 920-1001 N/A N/A
1976-1970 3.8L6 920-1001 N/A N/A
1978 4216 920-1010 N/A N/A
1977 4216 Slide On Terminals 920-1010 N/A N/A
1977 4216 Threaded Terminals 920-1001 N/A N/A
1976-1971 4216 920-1001 N/A N/A
1976-1972 5.0V8 920-1001 N/A N/A

Hornet
1970 3.3L6 920-1001 N/A N/A
1977 3.8L6 Slide On Terminals 920-1010 N/A N/A
1977 3.8L6 Threaded Terminals 920-1001 N/A N/A
1976-1970 3.8L6 920-1001 N/A N/A
1977 4216 Slide On Terminals 920-1010 N/A N/A
1977 4216 Threaded Terminals 920-1001 N/A N/A
1976-1971 4216 920-1001 N/A N/A
1977-1970 5.0V8 920-1001 N/A N/A
1974-1971 59V8 920-1001 N/A N/A

Javelin
1974-1968 3.8L6 920-1001 N/A N/A
1974-1971 4216 920-1001 N/A N/A
1969-1968 47V8 920-1001 N/A N/A
1974-1970 5.0V8 920-1001 N/A N/A
1969-1968 5.6V8 920-1001 N/A N/A
1970-1968 6.4 V8 920-1001 N/A N/A
1974-1971 6.6 V8 920-1001 N/A N/A

Marlin
1967-1966 3.3L6 920-1001 N/A N/A
1967-1965 3.8L6 920-1001 N/A N/A
1967-1965 47V8 920-1001 N/A N/A
1966-1965 5.3V8 920-1001 N/A N/A
1967 5.6V8 920-1001 N/A N/A

Matador
1974-1971 3816 920-1001 N/A N/A
1978 4216 920-1010 N/A N/A
1977 4216 Slide On Terminals 920-1010 N/A N/A
1977 4216 Threaded Terminals 920-1001 N/A N/A
1976-1971 4216 920-1001 N/A N/A
1977-1971 50V8 920-1001 N/A N/A
1978 59V8 920-1010 N/A N/A
1977-1971 59V8 920-1001 N/A N/A
1976-1971 6.6 V8 920-1001 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
Pacer
1978 3.8L6 920-1010 N/A N/A
1977 3.8L6 Slide On Terminals 920-1010 N/A N/A
1977 3.8L6 Threaded Terminals 920-1001 N/A N/A
1976-1975 3.8L6 920-1001 N/A N/A
1980-1978 4216 920-1010 N/A N/A
1977 4216 Slide On Terminals 920-1010 N/A N/A
1977 4216 Threaded Terminals 920-1001 N/A N/A
1976-1975 4216 920-1001 N/A N/A
1979-1978 5.0V8 920-1010 N/A N/A
Rambler
1960 3216 920-1001 N/A N/A
1969 3.3L6 920-1001 N/A N/A
1969 3816 920-1001 N/A N/A
1969 4.7V8 920-1001 N/A N/A
1969 5.6V8 920-1001 N/A N/A
1969 6.4 V8 920-1001 N/A N/A
Rebel
1967 3.3L6 920-1001 N/A N/A
1970-1967 3.8L6 920-1001 N/A N/A
1961-1960 4.1V8 920-1001 N/A N/A
1968-1966 4.7V8 920-1001 N/A N/A
1969-1968 48V8 920-1001 N/A N/A
1970 5.0V8 920-1001 N/A N/A
1969 5.1V8 920-1001 N/A N/A
1966 53V8 920-1001 N/A N/A
1969-1967 5.6V8 920-1001 N/A N/A
1970 59V8 920-1001 N/A N/A
1970-1968 6.4 V8 920-1001 N/A N/A
Rogue
1966 4.7V8 920-1001 N/A N/A
Spirit
1979 20L4 920-1001 N/A N/A
1982 2514 920-1083 N/A N/A
1981-1980 2514 920-1003 N/A N/A
1979 3.8L6 920-1010 N/A N/A
1983-1979 4216 920-1010 N/A N/A
1979 5.0 V8 920-1010 N/A N/A
DB6
1969 40L6 920-1041 N/A N/A
DBS
1971-1967 40L6 External Resistor 920-1001 N/A N/A
1971-1967 40L6 Internal Resistor 920-1041 N/A N/A
1971-1969 53V8 External Resistor 920-1001 N/A N/A
1971-1969 53V8 Internal Resistor 920-1041 N/A N/A
Vantage
1974-1972 40L6 920-1041 N/A N/A
ASUNA
GT
1993 1.6 L4 920-1004 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
ASUNA (Cont'd.
SE
1993 1.6 L4 920-1004 N/A N/A
100 Series
1971-1970 1.8L4 920-1017 N/A N/A
1969 1.8L4 920-1001 N/A N/A
1974-1972 1914 920-1017 N/A N/A
4000
1980 1.6 L4 920-1017 N/A N/A
A3
2013-2006 20L4 921-2110 N/A N/A
A3 Quattro
2013-2009 20L4 921-2110 N/A N/A
2007-2006 3.2V6 921-2100 N/A N/A
A4
2006-2001 1.8L4 921-2027 N/A N/A
2000 1.8L4 921-2016 N/A N/A
1999-1997 1.8L4 921-2069 N/A N/A
2016-2005 20L4 921-2110 N/A N/A
2001-1997 2.8V6 920-1050 N/A N/A
2005-2002 3.0V6 921-2087 N/A N/A
A4 Quattro
2005-2001 1.8L4 921-2027 N/A N/A
2000-1997 1.8L4 AEB 921-2069 900-P2011 900-P2011-4
2000 1.8L4 ATW 921-2016 N/A N/A
2016-2005 20L4 921-2110 N/A N/A
2001-1998 2.8V6 920-1050 N/A N/A
2006-2002 3.0V6 921-2087 N/A N/A
A5
2014-2010 20L4 921-2110 N/A N/A
A5 Quattro
2016-2010 20L4 921-2110 N/A N/A
A6
2015-2012 20L4 921-2110 N/A N/A
2001-1998 2.8V6 920-1050 N/A N/A
2004-2003 3.0V6 From Chassis/VIN 4B-3-103 001 921-2027 N/A N/A
2003-2002 3.0V6 To Chassis/VIN 4B-3-103-000 921-2087 N/A N/A
A6 Quattro
2015-2013 20L4 921-2110 N/A N/A
2004-2003 2.7V6 921-2027 N/A N/A
2002-2000 2.7V6 921-2069 900-P2011 900-P2011-6
2001-1998 2.8V6 920-1050 N/A N/A
2004-2003 3.0V6 From Chassis/VIN 4B-3-103 001 921-2027 N/A N/A
2003-2002 3.0V6 To Chassis/VIN 4B-3-103-000 921-2087 N/A N/A
2004-2000 42V8 921-2016 N/A N/A
A8
2000 3.7V8 921-2016 N/A N/A
1999-1997 3.7V8 921-2069 900-P2025 900-P2025-8
A8 Quattro
2003-2000 42V8 921-2016 N/A N/A
1999-1997 4.2V8 921-2069 900-P2025 900-P2025-8
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
AUDI (Cont'd.
allroad
2016-2013 20L4 921-2110 N/A N/A
Allroad Quattro
2005-2003 2.7V6 921-2027 N/A N/A
2002-2001 2.7V6 921-2069 900-P2011 900-P2011-6
Fox
1974-1973 1514 920-1017 N/A N/A
1979-1975 1.6L4 920-1017 N/A N/A
Q3
2016-2015 20L4 921-2110 N/A N/A
Q3 Quattro
2016-2015 20L4 921-2110 N/A N/A
Q5
2016-2011 20L4 921-2110 N/A N/A
2009 32V6 921-2110 N/A N/A
Q7
2008-2007 36V6 921-2100 N/A N/A
R8
2012 5.2V10 921-2110 N/A N/A
RS4
2008-2007 42V8 921-2110 N/A N/A
RS5
2015-2013 42V8 921-2110 N/A N/A
RS6
2003 42V8 921-2016 N/A N/A
S4
1994-1992 2215 N/A 900-P2021 900-P2021-5
2002-2000 2.7V6 921-2069 900-P2011 900-P2011-6
S6
1997-1995 2215 N/A 900-P2021 900-P2021-5
2003-2002 42V8 921-2016 N/A N/A
S8
2003-2001 42V8 921-2016 N/A N/A
Super 90
1972-1970 1814 920-1017 N/A N/A
1969 1814 920-1001 N/A N/A
TT
2002-2001 1814 AWP 921-2027 N/A N/A
2001-2000 1814 ATC 921-2016 N/A N/A
2009-2008 20L4 921-2110 N/A N/A
TT Quattro
2006-2003 1814 BEA 921-2027 N/A N/A
2002-2001 1814 AMU 921-2016 N/A N/A
2002-2001 1814 AWP 921-2027 N/A N/A
2000 1814 ATC 921-2016 N/A N/A
2015-2009 20L4 921-2110 N/A N/A
2013-2012 2515 921-2110 N/A N/A
2008 32V6 921-2100 N/A N/A
2006-2004 3.2V6 921-2100 N/A N/A
America
1972-1968 1314 920-1017 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)

Marina

1975-1973 1814 920-1017 N/A N/A
Mini Cooper

1969-1967 1314 920-1041 N/A N/A
Continental

1992-1985 6.8V8 920-1041 N/A N/A
Corniche

1984-1982 6.8V8 920-1041 N/A N/A

1980-1971 6.8V8 920-1041 N/A N/A
Eight

1991-1986 6.8V8 920-1041 N/A N/A

1984 6.8V8 920-1041 N/A N/A
Mulsanne

1992-1982 6.8V8 920-1041 N/A N/A

1981 6.8V8 External Resistor 920-1017 N/A N/A

1981 6.8V8 Internal Resistor 920-1041 N/A N/A
T1 Series

1970-1967 6.2V8 920-1041 N/A N/A

1976-1970 6.8V8 920-1041 N/A N/A
T2 Series

1980-1977 6.8 V8 920-1041 N/A N/A
X-1/9

1987-1984 1504 920-1017 N/A N/A

- BMW___ |

1 Series M

2011 3.0L6 921-2111 N/A N/A
3.0CS

1974-1972 3.0L6 920-1017 N/A N/A
3.0CSi

1972 3.0L6 920-1017 N/A N/A
3.08

1974-1972 3.0L6 920-1017 N/A N/A
3.0Si

1976-1975 3.0L6 920-1017 N/A N/A
128i

2013-2008 3.0L6 921-2111 N/A N/A
135i

2011-2008 3016 921-2111 N/A N/A
320i

1979-1977 20L4 920-1017 N/A N/A
323Ci

2000 25L6 921-2070 900-P2005 900-P2005-6
323i

2001-1997 2516 921-2070 900-P2005 900-P2005-6
323is

1999-1998 25L6 921-2070 900-P2005 900-P2005-6
325Ci

2006-2003 2516 921-2098 N/A N/A

2002-2001 2516 921-2070 900-P2005 900-P2005-6
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
BMW (Cont'd.
325i
2005-2003 2516 921-2098 N/A N/A
2002-2001 2516 N/A 900-P2005 900-P2005-6
2002-2001 2516 Round Coil 921-2070 N/A N/A
2002-2001 2516 Square Coil 921-2025 N/A N/A
1997-1992 2516 N/A 900-P2005 900-P2005-6
1995 2516 Naturally Aspirated, USA 921-2189 N/A N/A
2006 3.0L6 From 04/2006 921-2111 N/A N/A
325is
1995-1992 2516 N/A 900-P2005 900-P2005-6
1995 2516 Naturally Aspirated, USA 921-2189 N/A N/A
325xi
2005-2003 2516 921-2098 N/A N/A
2002-2001 2516 N/A 900-P2005 900-P2005-6
2002-2001 2516 Round Coil 921-2070 N/A N/A
2002-2001 2516 Square Coil 921-2025 N/A N/A
2006 3.0L6 From 04/2006 921-2111 N/A N/A
328Ci
2000 2816 N/A 900-P2005 900-P2005-6
2000 2816 Round Coil 921-2070 N/A N/A
2000 2816 Square Coil 921-2025 N/A N/A
328i
2000-1996 2816 921-2070 900-P2005 900-P2005-6
2013-2007 30L6 921-2111 N/A N/A
328is
1999-1996 2816 921-2070 900-P2005 900-P2005-6
328i xDrive
2013-2009 3.0L6 921-2111 N/A N/A
328xi
2008-2007 3.0L6 921-2111 N/A N/A
330Ci
2006-2003 3.0L6 921-2098 N/A N/A
2002-2001 3.0L6 921-2070 900-P2005 900-P2005-6
330i
2006 3.0L6 From 04/06 921-2111 N/A N/A
2005-2003 3.0L6 921-2098 N/A N/A
2002-2001 3.0L6 921-2070 900-P2005 900-P2005-6
330xi
2006 3.0L6 From 04/2006 921-2111 N/A N/A
2005-2003 3.0L6 921-2098 N/A N/A
2002-2001 3.0L6 921-2070 900-P2005 900-P2005-6
335i
2010-2007 30L6 921-2111 N/A N/A
335is
2013-2011 30L6 921-2111 N/A N/A
335i xDrive
2010-2009 3.0L6 921-2111 N/A N/A
335xi
2008 3.0L6 921-2111 N/A N/A
2007 3.0L6 To 12/06 921-2111 N/A N/A
525i
2005-2003 2,516 921-2098 900-P2005 900-P2005-6
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Year
Ao
Année
BMW (Cont'd.

525i (Cont'd.)
2002-2001
2002-2001
2002-2001
1995-1991
1995
2007-2006

525iT
1993

525xi
2007-2006

528i
2000-1997
1996
2011-2008

528i xDrive
2010-2009

528xi
2008

530i
2007-2006
2005-2003
2002-2001
1978-1975
1995-1994
1995

530xi
2007-2006

535i
2010-2008

535i xDrive
2010-2009

535xi
2008

540i
1995-1994
1995
2003-1997
2003-1997
2003-1997

545i
2005-2004

550i
2016-2011
2010-2006

550i GT
2015-2010

550i GT xDrive
2016-2010

550i xDrive
2016-2011

Eng.
Lit/
La

2516
2516
2516
2516
2516
3.0L6

2516
3.0L6
2816
2816
3.0L6
3.0L6
3.0L6
30L6
3.0L6
30L6
3.0L6
3.0V8
3.0V8
3.0L6
3.0L6
3.0L6
3.0L6
40V8
40V8
44V8
44V8
44V8

44V8

44V8
48V8

44V8

44V8

4.4V8

Application Identifier
Identificador de Aplicacion
Application Identifier

Round Caoil
Square Coil

Naturally Aspirated, USA
From 04/06

From 04/06

From 04/06

Naturally Aspirated, USA

From 04/06

Naturally Aspirated, USA

Round Caoil
Square Coil

ThunderSpark™ ThunderSpark™ ThunderSpark™
COP Boots
(Each)

Ignition Coils

N/A
921-2070
921-2025

N/A
921-2189
921-2111

N/A
921-2111
921-2070

N/A
921-2111
921-2111
921-2111
921-2111
921-2098
921-2070
920-1017

N/A
921-2189
921-2111
921-2111
921-2111
921-2111

N/A
921-2189

N/A
921-2070
921-2025

921-2098

921-2111
921-2098

921-2111

921-2111

921-2111

900-P2005
N/A
N/A

900-P2005
N/A
N/A

900-P2005
N/A
900-P2005
900-P2005
N/A
N/A
N/A
N/A
N/A
900-P2005
N/A
900-P2005
N/A
N/A
N/A
N/A
N/A
900-P2005
N/A
900-P2005
N/A
N/A

N/A

N/A
N/A

N/A

N/A

N/A

COP Boots
(Set)

900-P2005-6
N/A
N/A
900-P2005-6
N/A
N/A

900-P2005-6

N/A

900-P2005-6

900-P2005-6

N/A

N/A

N/A

N/A

N/A

900-P2005-6

N/A

N/A

N/A

N/A

N/A

N/A

N/A

900-P2005-8

N/A

900-P2005-8

N/A

N/A

N/A

N/A
N/A

N/A

N/A

N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
BMW (Cont'd.
630CSi
1978-1977 3.0L6 920-1017 N/A N/A
645Ci
2005-2004 44V8 921-2098 N/A N/A
650i
2016-2012 44V8 921-2111 N/A N/A
2010-2006 48V8 921-2098 N/A N/A
650i Gran Coupe
2016-2013 44V8 921-2111 N/A N/A
650i xDrive
2016-2012 44V8 921-2111 N/A N/A
650i xDrive Gran Coupe
2016-2013 44V8 921-2111 N/A N/A
740i
2012-2011 3.0L6 921-2111 N/A N/A
1995-1993 40V8 N/A 900-P2005 900-P2005-8
1995 40V8 Naturally Aspirated, USA 921-2189 N/A N/A
2001-1997 44V8 N/A 900-P2005 900-P2005-8
2001-1997 44V8 Round Coil 921-2070 N/A N/A
2001-1997 44V8 Square Coil 921-2025 N/A N/A
740iL
1995-1993 40V8 N/A 900-P2005 900-P2005-8
1995 40V8 Naturally Aspirated, USA 921-2189 N/A N/A
2001-1996 44V8 N/A 900-P2005 900-P2005-8
2001-1996 44V8 Round Coil 921-2070 N/A N/A
2001-1996 44V8 Square Coil 921-2025 N/A N/A
740Li
2012-2011 3.0L6 921-2111 N/A N/A
745i
2005-2002 44V8 921-2098 N/A N/A
745Li
2005-2002 44V8 921-2098 N/A N/A
750i
2016-2009 44V8 921-2111 N/A N/A
2008-2006 48V8 921-2098 N/A N/A
750iL
2001-1997 5.4 V12 Round Coil 921-2070 N/A N/A
2001-1997 5.4 V12 Square Coil 921-2025 N/A N/A
1998-1995 5.4 V12 M73 N/A 900-P2047 N/A
1998 5.4 V12 M73N N/A 900-P2047 N/A
1996-1995 5.4 V12 921-2070 N/A N/A
750i xDrive
2016-2010 44V8 921-2111 N/A N/A
750Li
2015-2009 44V8 921-2111 N/A N/A
2008-2006 48V8 921-2098 N/A N/A
750Li xDrive
2015-2010 44V8 921-2111 N/A N/A
760i
2006-2004 6.0 V12 921-2098 N/A N/A
760Li
2015-2010 6.0 V12 921-2111 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
BMW (Cont'd.
760Li (Cont'd.)
2008-2003 6.0 V12 921-2098 N/A N/A
840Ci
1995-1994 40V8 N/A 900-P2005 900-P2005-8
1995 40V8 Naturally Aspirated, USA 921-2189 N/A N/A
1997-1996 44V8 N/A 900-P2005 900-P2005-8
1997-1996 44V8 Round Coil 921-2070 N/A N/A
1997-1996 44V8 Square Coil 921-2025 N/A N/A
850Ci
1997-1995 54V12 921-2070 N/A N/A
850CSi
1995-1994 56 V12 S70 N/A 900-P2047 N/A
1600
1971-1970 16L4 920-1054 N/A N/A
1969-1967 1.6 L4 6 Volt 920-1040 N/A N/A
1969-1967 1.6 L4 12 Volt 920-1054 N/A N/A
1966 1.6 L4 920-1054 N/A N/A
1600ti
1968-1966 1.6 L4 920-1001 N/A N/A
1800
1971-1969 1814 SOHC 920-1054 N/A N/A
1968-1967 1.8L4 SOHC 920-1040 N/A N/A
1802
1971 1814 920-1054 N/A N/A
2000
1972-1968 20L4 920-1054 N/A N/A
1967 20L4 6 Volt 920-1040 N/A N/A
1967 2.0L4 12 Volt 920-1054 N/A N/A
1966 20L4 920-1054 N/A N/A
2000c
1970-1966 20L4 12 Volt 920-1054 N/A N/A
1967 20L4 6 Volt 920-1040 N/A N/A
2000cs
1970-1966 20L4 12 Volt 920-1054 N/A N/A
1967 20L4 6 Volt 920-1040 N/A N/A
2000ti
1971-1966 20L4 920-1054 N/A N/A
2000tii
1971-1969 20L4 920-1054 N/A N/A
2002
1976-1967 20L4 12 Volt 920-1054 N/A N/A
1968-1966 20L4 6 Volt 920-1040 N/A N/A
2002ti
1971-1970 2.0L4 12 Volt 920-1054 N/A N/A
1968 20L4 6 Volt 920-1040 N/A N/A
1968 20L4 12 Volt 920-1054 N/A N/A
2500
1971-1968 2516 920-1017 N/A N/A
2800
1974 2816 920-1001 N/A N/A
1971-1968 2,816 920-1017 N/A N/A
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Year Eng.
Ao Lit/
Année La
BMW (Cont'd.
2800CS
1971-1968 2816
Alpina B6 xDrive Gran Coupe
2016-2015 44V8
Alpina B7
2015-2011 44V8
2008-2007 44V8
Alpina B7L
2015-2011 44V8
Alpina B7L xDrive
2015-2011 44V8
Alpina B7 xDrive
2015-2011 44V8
M3
1995-1994 3.0L6
1995-1994 3.0L6
2006-2001 3216
1999-1996 3216
M5
2016-2013 44V8
2003-1999 49V8
2003-2000 50V8
M6
2016-2012 44V8
M6 Gran Coupe
2016-2014 44V8
X3
2005-2004 2516
2012-2007 30L6
2006-2004 3.0L6
X5
2010-2007 3.0L6
2006-2003 3.0L6
2002 3.0L6
2002 3.0L6
2002 3.0L6
2001 3.0L6
2016-2010 44V8
2006-2004 44V8
2003-2000 44V8
2003-2000 44V8
2003-2000 44V8
2003 46V8
2002 46V8
2002 46V8
2002 46V8
2010 48V8
2009-2004 48V8
X6
2010-2008 3.0L6
2016-2008 44V8

Application Identifier
Identificador de Aplicacion
Application Identifier

Square Coil

Round Caoil
Square Coil

Round Coil

Square Coil

Round Caoil
Square Coil

ThunderSpark™ ThunderSpark™ ThunderSpark™
COP Boots
(Each)

Ignition Coils

920-1017

921-2111

921-2111
921-2098

921-2111

921-2111

921-2111

N/A
921-2025
921-2098
921-2070

921-2111
N/A
921-2070

921-2111

921-2111

921-2098
921-2111
921-2098

921-2111
921-2098
N/A
921-2070
921-2025
921-2070
921-2111
921-2098
N/A
921-2070
921-2025
921-2070
N/A
921-2070
921-2025
921-2111
921-2098

921-2111
921-2111

N/A

N/A

N/A
N/A

N/A

N/A

N/A

900-P2047
N/A
N/A

900-P2047

N/A
900-P2005
900-P2005

N/A

N/A

N/A
N/A
N/A

N/A
N/A
900-P2005
N/A
N/A
900-P2005
N/A
N/A
900-P2005
N/A
N/A
N/A
900-P2005
N/A
N/A
N/A
N/A

N/A
N/A

COP Boots

(Set)

N/A

N/A

N/A
N/A

N/A

N/A

N/A

900-P2047-6
N/A
N/A
900-P2047-6

N/A
900-P2005-8
900-P2005-8

N/A

N/A

N/A
N/A
N/A

N/A

N/A
900-P2005-8

N/A

N/A
900-P2005-6

N/A

N/A
900-P2005-8

N/A

N/A

N/A
900-P2005-8

N/A

N/A

N/A

N/A

N/A
N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
BMW (Cont'd.
Z3
2002-1999 2516 921-2070 900-P2005 900-P2005-6
2000-1999 2816 N/A 900-P2005 900-P2005-6
2000-1999 2816 Round Coil 921-2070 N/A N/A
2000-1999 2816 Square Coil 921-2025 N/A N/A
1998-1997 2816 921-2070 900-P2005 900-P2005-6
2002 3.0L6 921-2070 900-P2005 900-P2005-6
2001 3.0L6 N/A 900-P2005 900-P2005-6
2001 3.0L6 Round Coil 921-2070 N/A N/A
2001 3.0L6 Square Coil 921-2025 N/A N/A
2002-2001 3216 921-2098 N/A N/A
2000-1999 3216 N/A 900-P2047 900-P2047-6
2000-1999 3216 Round Coil 921-2070 N/A N/A
2000-1999 3216 Square Coil 921-2025 N/A N/A
1998 3216 921-2070 900-P2047 900-P2047-6
Z4
2005-2003 2516 921-2098 N/A N/A
2016-2008 3.0L6 921-2111 N/A N/A
2007-2006 3.0L6 From 04/06 921-2111 N/A N/A
2005-2003 3.0L6 921-2098 N/A N/A
2008-2006 3216 921-2098 N/A N/A
Z8
2003 48V8 921-2070 900-P2005 900-P2005-8
2003-2002 49V8 921-2025 N/A N/A
2001 49V8 N/A 900-P2005 900-P2005-8
2003-2000 5.0 V8 921-2070 900-P2005 900-P2005-8
BUICK
Allure
2010 3.0V6 N/A N/A 900-P2078-6
Apollo
1975 4116 920-1083 N/A N/A
1974-1973 4116 920-1001 N/A N/A
1975 43V8 920-1037 N/A N/A
1975 5.7V8 920-1037 N/A N/A
1974 5.7V8 Breaker Point Ignition 920-1001 N/A N/A
1974 5.7V8 Electronic Ignition 920-1037 N/A N/A
1973 5.7V8 920-1001 N/A N/A
Centurion
1973 5.7V8 920-1001 N/A N/A
1973-1971 75V8 920-1001 N/A N/A
Century
1996-1993 2214 920-1005 N/A N/A
1992-1987 254 920-1005 N/A N/A
1986-1985 254 920-1004 N/A N/A
1984-1982 254 920-1083 N/A N/A
1989-1987 2.8V6 920-1005 N/A N/A
1986-1985 2.8V6 920-1004 N/A N/A
1984-1982 2.8V6 920-1083 N/A N/A
1985 3.0V6 Coil Pack Ignition 920-1038 N/A N/A
1985 3.0V6 Distributor Ignition 920-1037 N/A N/A
1984-1982 3.0V6 920-1037 N/A N/A
2005-1994 3.1V6 920-1005 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
BUICK (Cont'd.

Century (Cont'd.)
1979-1978 32V6 920-1037 N/A N/A
1993-1989 3.3V6 920-1005 N/A N/A
1988-1986 3.8V6 Coil Pack 920-1038 N/A N/A
1988-1986 3.8V6 Individual Coils (3) 920-1005 N/A N/A
1985-1984 3.8V6 920-1037 N/A N/A
1981-1975 3.8V6 920-1037 N/A N/A
1981-1980 4.3V8 920-1037 N/A N/A
1981 44V8 920-1003 N/A N/A
1980-1979 49V8 920-1037 N/A N/A
1981-1977 5.0V8 920-1003 N/A N/A
1979-1978 57V8 920-1003 N/A N/A
1977-1975 5.7V8 920-1037 N/A N/A
1974 5.7V8 Breaker Point Ignition 920-1001 N/A N/A
1974 5.7V8 Electronic Ignition 920-1037 N/A N/A
1973 57V8 920-1001 N/A N/A
1977 6.6 V8 920-1037 N/A N/A
1974 7.5V8 Breaker Point Ignition 920-1001 N/A N/A
1974 75V8 Electronic Ignition 920-1037 N/A N/A
1973 75V8 920-1001 N/A N/A

Commercial Chassis
1991 5.0V8 920-1004 N/A N/A
1996 57V8 920-1006 N/A N/A
1995-1992 5.7V8 920-1004 N/A N/A

Electra
1985 3.0V6 920-1037 N/A N/A
1990 3.8V6 Coil Pack 920-1038 N/A N/A
1990 3.8V6 Individual Coils (3) 920-1005 N/A N/A
1989-1988 3.8V6 920-1038 N/A N/A
1987-1986 3.8V6 Coil Pack 920-1038 N/A N/A
1987-1986 3.8V6 Individual Coils (3) 920-1005 N/A N/A
1985 3.8V6 920-1037 N/A N/A
1984-1980 4.1V6 920-1037 N/A N/A
1980 49V8 920-1037 N/A N/A
1984-1981 5.0V8 920-1037 N/A N/A
1980 57V8 920-1037 N/A N/A
1979-1978 5.7V8 920-1003 N/A N/A
1977 57V8 920-1037 N/A N/A
1979-1978 6.6 V8 920-1003 N/A N/A
1977 6.6 V8 920-1037 N/A N/A
1966-1960 6.6 V8 920-1001 N/A N/A
1969-1964 7.0V8 920-1001 N/A N/A
1976-1975 75V8 920-1037 N/A N/A
1974 7.5V8 Breaker Point Ignition 920-1001 N/A N/A
1974 75V8 Electronic Ignition 920-1037 N/A N/A
1973-1970 75V8 920-1001 N/A N/A

Enclave
2014-2011 36V6 921-2109 N/A 900-P2078-6

Encore
2015-2013 1414 Turbocharged 921-2186 N/A N/A

Estate Wagon
1964 4.9V8 920-1001 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
BUICK (Cont'd.
Estate Wagon (Cont'd.)
1979-1977 5.7V8 920-1037 N/A N/A
1973 5.7V8 920-1001 N/A N/A
1970 5.7V8 920-1001 N/A N/A
1961-1960 6.0V8 920-1001 N/A N/A
1979-1977 6.6 V8 920-1037 N/A N/A
1964-1960 6.6 V8 920-1001 N/A N/A
1964 7.0V8 920-1001 N/A N/A
1976-1975 75V8 920-1037 N/A N/A
1974 75V8 Breaker Point Ignition 920-1001 N/A N/A
1974 75V8 Electronic Ignition 920-1037 N/A N/A
1973-1970 75V8 920-1001 N/A N/A
Gran Sport
1967 5.6V8 920-1001 N/A N/A
1967-1965 6.6 V8 920-1001 N/A N/A
GS
1972-1970 5.7V8 920-1001 N/A N/A
GS 350
1969-1968 5.7V8 920-1001 N/A N/A
GS 400
1969-1968 6.6 V8 920-1001 N/A N/A
GS 455
1972-1970 75V8 920-1001 N/A N/A
Invicta
1963-1960 6.6 V8 920-1001 N/A N/A
LaCrosse
2014-2010 2414 921-2090 900-P2071 900-P2071-4
2010 3.0V6 921-2109 N/A 900-P2078-6
2014-2010 36V6 921-2109 N/A 900-P2078-6
2009-2005 3.8V6 920-1005 N/A N/A
2009-2008 5.3V8 Delphi Ignition 920-1062 N/A N/A
2009-2008 5.3V8 Mitsubishi Ignition 920-1061 N/A N/A
LeSabre
1986 3.0V6 920-1038 N/A N/A
2005-1993 3.8V6 920-1005 N/A N/A
1992-1986 3.8V6 Coil Pack 920-1038 N/A N/A
1992-1986 3.8V6 Individual Coils (3) 920-1005 N/A N/A
1985-1976 3.8V6 920-1037 N/A N/A
1984-1980 41V6 920-1037 N/A N/A
1982 44V8 920-1003 N/A N/A
1980-1977 49V8 920-1037 N/A N/A
1965-1964 49V8 920-1001 N/A N/A
1989-1983 5.0V8 920-1037 N/A N/A
1982 5.0V8 CAN, Canadian Models 920-1003 N/A N/A
1982 5.0V8 USA, U.S. Models 920-1037 N/A N/A
1981 5.0V8 920-1037 N/A N/A
1978 5.0V8 920-1037 N/A N/A
1967-1966 5.6V8 920-1001 N/A N/A
1980-1975 5.7V8 920-1037 N/A N/A
1974 5.7V8 Breaker Point Ignition 920-1001 N/A N/A
1974 5.7V8 Electronic Ignition 920-1037 N/A N/A
1973-1968 5.7 V8 920-1001 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
BUICK (Cont'd.
LeSabre (Cont'd.)
1961-1960 6.0V8 920-1001 N/A N/A
1978-1977 6.6 V8 920-1037 N/A N/A
1975 6.6 V8 920-1037 N/A N/A
1964-1960 6.6 V8 920-1001 N/A N/A
1964 7.0V8 920-1001 N/A N/A
1976-1975 75V8 920-1037 N/A N/A
1974 75V8 Breaker Point Ignition 920-1001 N/A N/A
1974 7.5V8 Electronic Ignition 920-1037 N/A N/A
1973-1970 75V8 920-1001 N/A N/A
Lucerne
2008-2006 3.8V6 920-1005 N/A N/A
2011-2009 39V6 920-1066 N/A N/A
2011-2007 46V8 921-2105 N/A N/A
Opel
1979-1976 1814 920-1001 N/A N/A
Park Avenue
2005-1993 3.8V6 920-1005 N/A N/A
1992-1991 3.8V6 Coil Pack 920-1038 N/A N/A
1992-1991 3.8V6 Individual Coils (3) 920-1005 N/A N/A
Rainier
2007-2006 4216 921-2091 900-P2075 900-P2075-6
2005-2004 4216 921-2003 900-P2038 900-P2038-6
2007-2005 53V8 Delphi Ignition 920-1062 N/A N/A
2007-2005 53V8 Mitsubishi Ignition 920-1061 N/A N/A
2004 53V8 920-1020 N/A N/A
Reatta
1991 3.8V6 920-1005 N/A N/A
1990 3.8V6 Coil Pack 920-1038 N/A N/A
1990 3.8V6 Individual Coils (3) 920-1005 N/A N/A
1989-1988 3.8V6 920-1038 N/A N/A
Regal
2014-2011 20L4 921-2090 900-P2071 900-P2071-4
2014-2011 2414 921-2090 900-P2071 900-P2071-4
1989-1988 2.8V6 920-1005 N/A N/A
1996-1989 3.1V6 920-1005 N/A N/A
1979-1978 32V6 920-1037 N/A N/A
2004-1990 3.8V6 920-1005 N/A N/A
1987-1984 3.8V6 Coil Pack 920-1038 N/A N/A
1987-1984 3.8V6 Distributor Ignition 920-1037 N/A N/A
1983-1975 3.8V6 920-1037 N/A N/A
1984-1982 4.1V6 920-1037 N/A N/A
1981-1980 4.3V8 920-1037 N/A N/A
1982-1981 44V8 920-1003 N/A N/A
1980-1979 49V8 920-1037 N/A N/A
1987-1986 5.0V8 920-1037 N/A N/A
1987-1982 5.0V8 920-1003 N/A N/A
1980-1977 5.0V8 920-1003 N/A N/A
1977-1975 57V8 920-1037 N/A N/A
1977 5.7V8 920-1003 N/A N/A
1974 5.7V8 Breaker Point Ignition 920-1001 N/A N/A
1974 5.7V8 Electronic Ignition 920-1037 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
BUICK (Cont'd.
Regal (Cont'd.)
1973 5.7V8 920-1001 N/A N/A
1974 75V8 Breaker Point Ignition 920-1001 N/A N/A
1974 75V8 Electronic Ignition 920-1037 N/A N/A
1973 75V8 920-1001 N/A N/A
Rendezvous
2005-2002 34V6 920-1005 N/A N/A
2007-2006 35V6 920-1066 N/A N/A
Riviera
1999-1995 3.8V6 920-1005 N/A N/A
1993-1991 3.8V6 920-1005 N/A N/A
1990-1984 3.8V6 Coil Pack 920-1038 N/A N/A
1987-1986 3.8V6 Individual Coils (3) 920-1005 N/A N/A
1983-1979 3.8V6 920-1037 N/A N/A
1984-1981 41V6 920-1037 N/A N/A
1985-1980 5.0V8 920-1037 N/A N/A
1980-1977 5.7V8 920-1037 N/A N/A
1978-1977 6.6 V8 920-1037 N/A N/A
1965-1963 6.6 V8 920-1001 N/A N/A
1969-1963 7.0V8 920-1001 N/A N/A
1976-1975 75V8 920-1037 N/A N/A
1974 75V8 Breaker Point Ignition 920-1001 N/A N/A
1974 75V8 Electronic Ignition 920-1037 N/A N/A
1973-1970 75V8 920-1001 N/A N/A
Roadmaster
1991 5.0V8 920-1004 N/A N/A
1996 5.7V8 920-1006 N/A N/A
1995-1992 5.7V8 920-1004 N/A N/A
Skyhawk
1986-1985 1814 920-1004 N/A N/A
1984-1982 1814 920-1083 N/A N/A
1989-1987 20L4 920-1005 N/A N/A
1988-1985 20L4 920-1004 N/A N/A
1984-1983 20L4 920-1083 N/A N/A
1980-1975 3.8V6 920-1037 N/A N/A
Skylark
1995-1988 2314 920-1022 900-P2032 900-P2032-4
1998-1996 2414 920-1022 900-P2032 900-P2032-4
1991-1987 2514 920-1005 N/A N/A
1986-1985 2514 920-1004 N/A N/A
1984-1982 2514 920-1083 N/A N/A
1981 2514 w/ Coil Inside Distributor 920-1003 N/A N/A
1981 2514 w/ Coil Outside Distributor 920-1083 N/A N/A
1980 2514 920-1003 N/A N/A
1971-1968 4116 920-1001 N/A N/A
1985 28V6 920-1004 N/A N/A
1984-1983 2.8V6 920-1083 N/A N/A
1982-1980 28V6 920-1003 N/A N/A
1988-1986 3.0V6 920-1038 N/A N/A
1998-1994 3.1V6 920-1005 N/A N/A
1993-1989 3.3V6 920-1005 N/A N/A
1967-1964 3.7 V6 920-1001 N/A N/A

24



N\WVallkcer Application Guide

walkerproducts.com

Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
BUICK (Cont'd.
Skylark (Cont'd.)
1979-1975 3.8V6 920-1037 N/A N/A
1963-1961 35V8 920-1001 N/A N/A
1976-1975 4.3V8 920-1037 N/A N/A
1977 49V8 920-1037 N/A N/A
1967-1964 49V8 920-1001 N/A N/A
1979-1977 5.0V8 920-1003 N/A N/A
1967-1966 5.6V8 920-1001 N/A N/A
1979-1977 5.7V8 920-1003 N/A N/A
1977-1975 57V8 920-1037 N/A N/A
1972-1968 5.7V8 920-1001 N/A N/A
1968-1965 6.6 V8 920-1001 N/A N/A
1971-1970 75V8 920-1001 N/A N/A
Somerset
1987 2514 920-1005 N/A N/A
1986 2514 920-1004 N/A N/A
1987 3.0V6 920-1038 N/A N/A
Somerset Regal
1985 2514 920-1004 N/A N/A
1985 3.0V6 920-1038 N/A N/A
Special
1969-1968 4116 920-1001 N/A N/A
1963-1962 32V6 920-1001 N/A N/A
1967-1964 3.7V6 920-1001 N/A N/A
1963-1961 35V8 920-1001 N/A N/A
1967-1964 49V8 920-1001 N/A N/A
1967-1966 5.6V8 920-1001 N/A N/A
1969-1968 5.7V8 920-1001 N/A N/A
Sportwagon
1964 37V6 920-1001 N/A N/A
1965-1964 49V8 920-1001 N/A N/A
1967-1966 5.6V8 920-1001 N/A N/A
1972-1968 5.7V8 920-1001 N/A N/A
1969-1968 6.6 V8 920-1001 N/A N/A
1970 75V8 920-1001 N/A N/A
Terraza
2006-2005 35V6 920-1066 N/A N/A
2007-2006 39V6 920-1066 N/A N/A
Verano
2014-2013 2014 921-2090 900-P2071 900-P2071-4
2014-2012 2414 921-2090 900-P2071 900-P2071-4
Wildcat
1966-1962 6.6 V8 920-1001 N/A N/A
1969-1964 7.0V8 920-1001 N/A N/A
1970 7.5V8 920-1001 N/A N/A
60 Special
1993 49V8 920-1037 N/A N/A
Allante
1988-1987 4.1V8 920-1037 N/A N/A
1992-1989 45V8 920-1037 N/A N/A
1993 46V8 920-1005 N/A N/A
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CADILLAC (Cont'd.
Brougham
1992-1991 5.0V8 920-1004 N/A N/A
1990 5.0V8 920-1037 N/A N/A
1992-1990 5.7V8 920-1004 N/A N/A
Calais
1967-1965 7.0V8 920-1001 N/A N/A
1974-1968 7.7V8 920-1001 N/A N/A
1976-1975 8.2V8 920-1003 N/A N/A
Catera
2001-1999 3.0V6 N/A 900-P2077 900-P2077-6
Cimarron
1982 1814 920-1083 N/A N/A
1986-1985 20L4 920-1004 N/A N/A
1984-1983 20L4 920-1083 N/A N/A
1988-1987 28V6 920-1005 N/A N/A
1986-1985 2.8V6 920-1004 N/A N/A
Commercial Chassis
1987-1985 41V8 920-1003 N/A N/A
1990-1988 45V8 920-1003 N/A N/A
1996 5.7V8 920-1006 N/A N/A
1995-1992 5.7V8 920-1004 N/A N/A
1984-1980 6.0V8 920-1003 N/A N/A
1963-1960 6.4 V8 920-1001 N/A N/A
1979-1977 7.0V8 920-1003 N/A N/A
1967-1964 7.0V8 920-1001 N/A N/A
1973-1968 7.7V8 920-1001 N/A N/A
1976-1975 8.2V8 920-1003 N/A N/A
CTS
2007-2005 28V6 921-2075 900-P2087 900-P2087-6
2014-2010 3.0V6 921-2109 N/A 900-P2078-6
2004-2003 32V6 N/A 900-P2077 900-P2077-6
2014 36V6 921-2109 N/A 900-P2078-6
2013 3.6V6 N/A N/A 900-P2078-6
2012-2011 36V6 921-2109 N/A 900-P2078-6
2005-2004 5.7V8 920-1021 N/A N/A
2007-2006 6.0V8 Delphi Ignition 920-1062 N/A N/A
2007-2006 6.0V8 Mitsubishi Ignition 920-1061 N/A N/A
2014-2009 6.2V8 920-1061 N/A N/A
DeVille
1982-1980 41V6 920-1037 N/A N/A
1987-1985 41V8 920-1003 N/A N/A
1984-1982 41V8 920-1037 N/A N/A
1990-1988 45V8 920-1003 N/A N/A
2003-2000 46V8 N/A 900-P2040 900-P2040-8
2003-2000 46V8 Left 921-2144 N/A N/A
1999-1994 46V8 920-1005 N/A N/A
1995-1991 49V8 920-1037 N/A N/A
1981-1980 6.0V8 920-1003 N/A N/A
1963-1960 6.4 V8 920-1001 N/A N/A
1979-1977 7.0V8 920-1003 N/A N/A
1967-1964 7.0V8 920-1001 N/A N/A
1974 7.7V8 Breaker Point Ignition 920-1001 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
CADILLAC (Cont'd.
DeVille (Cont'd.)
1974 7.7V8 Electronic Ignition 920-1003 N/A N/A
1973-1968 7.7V8 920-1001 N/A N/A
1976-1975 8.2V8 920-1003 N/A N/A
DTS
2011-2007 46V8 921-2105 N/A N/A
Eldorado
1982-1981 4.1V6 920-1037 N/A N/A
1987 4.1V8 920-1003 N/A N/A
1986 4.1V8 920-1037 N/A N/A
1985-1982 4.1V8 920-1003 N/A N/A
1990-1988 45V8 920-1037 N/A N/A
2002-2000 46V8 N/A 900-P2040 900-P2040-8
2002-2000 46V8 Left 921-2144 N/A N/A
1999-1993 46V8 920-1005 N/A N/A
1993-1991 49V8 920-1037 N/A N/A
1980-1979 5.7V8 920-1037 N/A N/A
1981 6.0V8 920-1003 N/A N/A
1980 6.0V8 920-1037 N/A N/A
1963-1960 6.4 V8 920-1001 N/A N/A
1978-1977 7.0V8 920-1003 N/A N/A
1967-1964 7.0V8 920-1001 N/A N/A
1969-1968 7.7V8 920-1001 N/A N/A
1976-1975 8.2V8 920-1003 N/A N/A
1974 8.2V8 Breaker Point Ignition 920-1001 N/A N/A
1974 8.2V8 Electronic Ignition 920-1003 N/A N/A
1973-1970 8.2V8 920-1001 N/A N/A
ELR
2015-2014 1414 Naturally Aspirated 921-2186 N/A N/A
Escalade
2005-2002 53V8 Delphi Ignition 920-1020 N/A N/A
2005-2002 53V8 Mitsubishi Ignition 920-1052 N/A N/A
2000-1999 5.7V8 920-1006 N/A N/A
2013-2009 6.0V8 Delphi Ignition 920-1062 N/A N/A
2013-2009 6.0V8 Mitsubishi Ignition 920-1061 N/A N/A
2006-2002 6.0V8 Delphi Ignition 920-1020 N/A N/A
2006-2002 6.0V8 Mitsubishi Ignition 920-1052 N/A N/A
2014-2007 6.2V8 Delphi Ignition 920-1062 N/A N/A
2014-2007 6.2V8 Mitsubishi Ignition 920-1061 N/A N/A
Escalade ESV
2006-2003 6.0V8 Delphi Ignition 920-1020 N/A N/A
2006-2003 6.0V8 Mitsubishi Ignition 920-1052 N/A N/A
2014-2007 6.2V8 Delphi Ignition 920-1062 N/A N/A
2014-2007 6.2V8 Mitsubishi Ignition 920-1061 N/A N/A
Escalade EXT
2006-2002 6.0V8 Delphi Ignition 920-1020 N/A N/A
2006-2002 6.0V8 Mitsubishi Ignition 920-1052 N/A N/A
2013-2007 6.2V8 Delphi Ignition 920-1062 N/A N/A
2013-2007 6.2V8 Mitsubishi Ignition 920-1061 N/A N/A
Fleetwood
1982-1980 4.1V6 920-1037 N/A N/A
1987-1986 4.1V8 920-1003 N/A N/A
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CADILLAC (Cont'd.
Fleetwood (Cont'd.)
1985 41V8 FWD 920-1003 N/A N/A
1985 41V8 RWD 920-1037 N/A N/A
1984-1982 41V8 920-1037 N/A N/A
1990-1988 45V8 920-1003 N/A N/A
1992-1991 49V8 920-1037 N/A N/A
1986 5.0V8 920-1037 N/A N/A
1996 5.7V8 920-1006 N/A N/A
1995-1993 5.7V8 920-1004 N/A N/A
1984-1980 6.0V8 920-1003 N/A N/A
1979-1977 7.0V8 920-1003 N/A N/A
1967-1965 7.0V8 920-1001 N/A N/A
1974 7.7V8 Breaker Point Ignition 920-1001 N/A N/A
1974 7.7V8 Electronic Ignition 920-1003 N/A N/A
1973-1968 7.7V8 920-1001 N/A N/A
1976-1975 8.2V8 920-1003 N/A N/A
Series 60 Fleetwood
1963-1960 6.4 V8 920-1001 N/A N/A
1964 7.0V8 920-1001 N/A N/A
Series 62
1963-1960 6.4 V8 920-1001 N/A N/A
1964 7.0V8 920-1001 N/A N/A
Series 75 Fleetwood
1963-1960 6.4 V8 920-1001 N/A N/A
1964 7.0V8 920-1001 N/A N/A
Seville
1982-1981 41V6 920-1037 N/A N/A
1987-1986 41V8 920-1037 N/A N/A
1985-1982 41V8 920-1003 N/A N/A
1990-1988 45V8 920-1037 N/A N/A
2003-2000 46V8 N/A 900-P2040 900-P2040-8
2003-2000 46V8 Left 921-2144 N/A N/A
1999-1993 46V8 920-1005 N/A N/A
1993-1991 49V8 920-1037 N/A N/A
1980-1976 5.7V8 920-1037 N/A N/A
1981-1980 6.0V8 920-1003 N/A N/A
SRX
2011-2010 28V6 921-2109 N/A 900-P2078-6
2011-2010 3.0V6 921-2109 N/A 900-P2078-6
2014-2012 3.6V6 921-2109 N/A 900-P2078-6
2009-2007 46V8 921-2105 N/A N/A
STS
2009-2007 44V8 921-2105 N/A N/A
2010-2007 46V8 921-2105 N/A N/A
XLR
2009-2007 44V8 921-2105 N/A N/A
2009-2007 46V8 921-2105 N/A N/A
Aerobus
1967-1966 53V8 920-1001 N/A N/A
Deluxe
1970-1969 4116 920-1001 N/A N/A
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Année La Application Identifier (Each) (Set)
CHECKER (Cont'd.
Deluxe (Cont'd.)
1969 53V8 920-1001 N/A N/A
1970-1969 57V8 920-1001 N/A N/A
Marathon
1964-1961 3.7L6 920-1001 N/A N/A
1968-1965 3.8L6 920-1001 N/A N/A
1979-1975 4116 920-1003 N/A N/A
1974-1969 4116 920-1001 N/A N/A
1964 4416 920-1001 N/A N/A
1982-1980 3.8V6 920-1037 N/A N/A
1982-1980 44V8 920-1003 N/A N/A
1967-1965 46V8 920-1001 N/A N/A
1981-1977 5.0V8 920-1003 N/A N/A
1968 5.0V8 920-1001 N/A N/A
1961 52V8 920-1001 N/A N/A
1969-1965 53V8 920-1001 N/A N/A
1969-1968 54V8 920-1001 N/A N/A
1979-1975 57V8 920-1003 N/A N/A
1974-1969 5.7V8 920-1001 N/A N/A
Superba
1963-1960 3.7L6 920-1001 N/A N/A
Astra
2002-2001 2214 921-2047 900-P2037 900-P2037-4
Astro
1990-1985 2514 920-1004 N/A N/A
2005-1996 4.3V6 920-1006 N/A N/A
1995-1986 4.3V6 920-1004 N/A N/A
1985 4.3V6 920-1003 N/A N/A
Avalanche
2013-2007 5.3V8 Delphi Ignition 920-1062 N/A N/A
2013-2007 5.3V8 Mitsubishi Ignition 920-1061 N/A N/A
2009-2007 6.0V8 Delphi Ignition 920-1062 N/A N/A
2009-2007 6.0V8 Mitsubishi Ignition 920-1061 N/A N/A
Avalanche 1500
2006-2002 5.3V8 Delphi Ignition 920-1020 N/A N/A
2006-2002 5.3V8 Mitsubishi Ignition 920-1052 N/A N/A
Avalanche 2500
2006-2002 8.1V8 920-1052 N/A N/A
Aveo
2011-2009 1.6L4 921-2132 900-P2076 900-P2076-4
2008-2004 1.6L4 920-1026 N/A N/A
Aveo5
2011-2009 1.6L4 921-2132 900-P2076 900-P2076-4
2008-2007 1.6L4 920-1026 N/A N/A
B7
1994-1993 6.0V8 920-1004 N/A N/A
1994 7.0V8 920-1004 N/A N/A
B60
1990-1980 5.7V8 920-1003 N/A N/A
1991 6.0V8 920-1004 N/A N/A
1990-1980 6.0 V8 920-1003 N/A N/A
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B60 (Cont'd.)
1985-1980
Bel Air
1965-1960
1960
1973-1965
1960
1981
1967-1960
1981
1968
1969-1962
1969-1968
1975
1974
1974
1973-1969
1961-1960
1969-1965
1975
1974
1974
1973-1970
1965-1961
1969-1966
1963
1975
1974
1974
1973-1970
Beretta
1989-1987
1996-1990
1994-1990
1989-1987
1996-1990
Biscayne
1965-1960
1960
1972-1965
1967-1960
1968
1969-1962
1969-1968
1972-1969
1961-1960
1969-1965
1972-1970
1965-1961
1969-1966
1963
1972-1970

Eng.
Lit/
La

CHEVROLET (Cont'd.

7.0V8

38L6
3916
4116
4316
44V8
46V8
5.0V8
5.0V8
53V8
54V8
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
6.5V8
6.6 V8
6.6V8
6.6 V8
6.6V8
6.7 V8
7.0V8
7.0V8
74V8
74V8
74V8
74V8

20L4
2214
2314
2.8 V6
3.1V6

38L6
3916
4116
46V8
5.0V8
53V8
54V8
5.7V8
5.7V8
6.5V8
6.6 V8
6.7V8
7.0V8
7.0V8
7.4V8

Application Identifier
Identificador de Aplicacion
Application Identifier

Breaker Point Ignition
Electronic Ignition

Breaker Point Ignition
Electronic Ignition

Breaker Point Ignition
Electronic Ignition

ThunderSpark™ ThunderSpark™ ThunderSpark™
COP Boots
(Each)

Ignition Coils

920-1003

920-1001
920-1001
920-1001
920-1001
920-1003
920-1001
920-1003
920-1001
920-1001
920-1001
920-1003
920-1001
920-1003
920-1001
920-1001
920-1001
920-1003
920-1001
920-1003
920-1001
920-1001
920-1001
920-1001
920-1003
920-1001
920-1003
920-1001

920-1005
920-1005
920-1022
920-1005
920-1005

920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001

N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A

900-P2032

N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

COP Boots
(Set)

N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A

N/A
900-P2032-4

N/A

N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
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Blazer
1974-1969
1974-1969
2005-1996
1995
1987
1973-1969
1994-1987
1974-1969
1974-1973

Brookwood
1961-1960
1972-1969
1961-1960
1972-1971
1969
1969
1972-1969
1961-1960
1969
1972-1970
1961
1969
1972-1970

c10
1984-1978
1977-1975
1980-1978
1977-1976
1986-1985
1986-1977
1986-1975
1980-1976
1980-1975

C10 Panel
1965-1963
1962-1960
1967-1966

C10 Pickup
1969-1960
1974-1966
1962-1961
1974-1963
1967-1960
1973-1968
1969-1966
1968
1974-1969
1961-1960
1969-1968
1972-1970
1974-1973

Eng.
Lit/
La

CHEVROLET (Cont'd.

4116
4816
4.3V6
4.3 V6
50V8
50V8
5.7V8
5.7V8
74V8

38L6
4116
46V8
50V8
50V8
53V8
5.7V8
5.7V8
6.5V8
6.6 V8
6.7V8
7.0V8
74V8

4116
4116
4816
4816
4.3 V6
50V8
5.7V8
6.6V8
74V8

38L6
39L6
4116

38L6
4116
4316
4816
46V8
50V8
53V8
54V8
5.7V8
5.7V8
6.5V8
6.6V8
7.4V8

Application Identifier
Identificador de Aplicacion
Application Identifier

ThunderSpark™ ThunderSpark™ ThunderSpark™
COP Boots
(Each)

Ignition Coils

920-1001
920-1001
920-1006
920-1004
920-1004
920-1001
920-1004
920-1001
920-1001

920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001

920-1003
920-1083
920-1037
920-1083
920-1003
920-1003
920-1003
920-1003
920-1003

920-1001
920-1001
920-1001

920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

COP Boots
(Set)

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
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Ao
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C10 Suburban
1980-1978
1977-1975
1974-1967
1974-1967
1967
1986-1977
1973-1968
1969-1967
1968
1986-1975
1974-1969
1969-1968
19721970
1980-1975
1974-1973

C20
1984-1978
1977-1975
1986-1985
1981-1978
1977-1975
1986-1985
1986-1977
1986-1975
1980-1976
1986-1975

C20 Panel
1967

C20 Pickup
1965-1960
1974-1966
1962-1961
1974-1963
1967-1960
1973-1968
1969-1966
1968
1974-1969
1961-1960
1969-1968
1972-1970
1974-1973

C20 Suburban
1974-1967
1981-1978
1977-1975
1974-1967
1967
1986-1977
1973-1968
1969-1967

Eng.
Lit/
La

CHEVROLET (Cont'd.

4116
4116
4116
4816
46V8
5.0V8
5.0V8
53V8
54V8
5.7V8
5.7V8
6.5V8
6.6 V8
74V8
74V8

4116
4116
4816
4816
4816
4.3V6
5.0V8
5.7V8
6.6 V8
74V8

4116

38L6
4116
4316
4816
46V8
5.0V8
53V8
54V8
5.7V8
5.7V8
6.5V8
6.6 V8
74V8

4116
4816
4816
4816
46V8
5.0V8
5.0V8
5.3 V8

Application Identifier
Identificador de Aplicacion
Application Identifier

ThunderSpark™ ThunderSpark™ ThunderSpark™
COP Boots
(Each)

Ignition Coils

920-1003
920-1083
920-1001
920-1001
920-1001
920-1003
920-1001
920-1001
920-1001
920-1003
920-1001
920-1001
920-1001
920-1003
920-1001

920-1003
920-1083
920-1003
920-1037
920-1083
920-1003
920-1003
920-1003
920-1003
920-1003

920-1001

920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001

920-1001
920-1037
920-1083
920-1001
920-1001
920-1003
920-1001
920-1001

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

COP Boots
(Set)

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

32



N\WVallkcer Application Guide

walkerproducts.com

Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
CHEVROLET (Cont'd.
C20 Suburban (Cont'd.)
1968 54V8 920-1001 N/A N/A
1986-1975 5.7V8 920-1003 N/A N/A
1974-1969 5.7V8 920-1001 N/A N/A
1969-1968 6.5V8 920-1001 N/A N/A
1980-1976 6.6 V8 920-1003 N/A N/A
1972-1970 6.6 V8 920-1001 N/A N/A
1986-1975 74V8 920-1003 N/A N/A
1974-1973 74V8 920-1001 N/A N/A
C30
1980-1978 4116 920-1003 N/A N/A
1975 4116 920-1003 N/A N/A
1981-1978 4816 920-1037 N/A N/A
1977-1975 4816 920-1083 N/A N/A
1979-1978 5.0V8 920-1003 N/A N/A
1986-1975 5.7V8 920-1003 N/A N/A
1979-1976 6.6 V8 920-1003 N/A N/A
1986-1975 74V8 920-1003 N/A N/A
C30 Panel
1965-1963 3816 920-1001 N/A N/A
1962-1960 3916 920-1001 N/A N/A
1966 4116 920-1001 N/A N/A
C30 Pickup
1965-1960 38L6 920-1001 N/A N/A
1974-1966 4116 920-1001 N/A N/A
1962-1961 4316 920-1001 N/A N/A
1974-1963 4816 920-1001 N/A N/A
1967-1960 46V8 920-1001 N/A N/A
1973-1968 5.0V8 920-1001 N/A N/A
1969-1966 53V8 920-1001 N/A N/A
1968 54V8 920-1001 N/A N/A
1974-1969 5.7V8 920-1001 N/A N/A
1961-1960 5.7V8 920-1001 N/A N/A
1969-1968 6.5V8 920-1001 N/A N/A
1972-1970 6.6 V8 920-1001 N/A N/A
1974-1973 74V8 920-1001 N/A N/A
C40
1962-1960 3816 920-1001 N/A N/A
1962-1960 4316 920-1001 N/A N/A
1962-1960 46V8 920-1001 N/A N/A
C50
1986-1980 4816 920-1003 N/A N/A
1990-1980 5.7V8 920-1003 N/A N/A
C60
1986-1981 4816 920-1003 N/A N/A
1990-1981 5.7V8 920-1003 N/A N/A
1990-1980 6.0V8 920-1003 N/A N/A
1990 7.0V8 920-1003 N/A N/A
C60 Kodiak
1994-1990 6.0V8 920-1004 N/A N/A
1994-1990 7.0 V8 920-1004 N/A N/A
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Year
Ao
Année

Eng.
Lit/
La

CHEVROLET (Cont'd.

C70
1990 6.0V8
1989-1980 6.0V8
1990 70V8
1989-1980 7.0V8
1980 74V8
C70 Kodiak
1990 6.0V8
1990 70V8
C1500
1998-1996 43V6
1995-1988 43V6
1999-1996 50V8
1995-1988 50V8
1999-1996 57V8
1995-1988 57V8
1993-1990 74V8
C1500 Suburban
1999-1996 57V8
1995-1992 57V8
C2500
1995-1988 43V6
1998-1996 50V8
1995-1988 50V8
2000-1996 57V8
1995-1988 57V8
2000-1996 74V8
1995-1991 74V8
C2500 Suburban
1999-1996 57V8
1995-1992 57V8
1999-1996 74V8
1995-1992 74V8
C3500
2000-1996 57V8
1995-1988 57V8
2000-1996 74V8
1995-1988 74V8
C5500 Kodiak
1991-1990 6.0V8
Camaro
1986-1985 2514
1984-1982 2514
1969-1967 3816
1979-1978 4116
1977-1975 4116
1974 4116
1974 4116
1973-1967 4116
1989-1985 28V6
1984-1982 2.8V6
1992-1990 3.1V6

Application Identifier

Identificador de Aplicacion

Application Identifier

Breaker Point Ignition
Electronic Ignition

ThunderSpark™ ThunderSpark™ ThunderSpark™
COP Boots
(Each)

Ignition Coils

920-1004
920-1003
920-1004
920-1003
920-1003

920-1004
920-1004

920-1006
920-1004
920-1006
920-1004
920-1006
920-1004
920-1004

920-1006
920-1004

920-1004
920-1006
920-1004
920-1006
920-1004
920-1006
920-1004

920-1006
920-1004
920-1006
920-1004

920-1006
920-1004
920-1006
920-1004

920-1004

920-1004
920-1083
920-1001
920-1003
920-1083
920-1001
920-1003
920-1001
920-1004
920-1083
920-1004

N/A
N/A
N/A
N/A
N/A

N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A

N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

COP Boots
(Set)

N/A
N/A
N/A
N/A
N/A

N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A

N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
CHEVROLET (Cont'd.
Camaro (Cont'd.)
1995-1993 3.4 V6 920-1005 N/A N/A
2015-2011 36V6 921-2109 N/A 900-P2078-6
2002-1995 3.8V6 920-1005 N/A N/A
1981-1980 3.8V6 920-1037 N/A N/A
1981-1980 3.8V6 920-1003 N/A N/A
1981-1980 44V8 920-1003 N/A N/A
1969-1967 49V8 920-1001 N/A N/A
1992-1988 5.0V8 920-1004 N/A N/A
1987 5.0V8 CARB 920-1003 N/A N/A
1987 5.0V8 Fl 920-1004 N/A N/A
1986-1976 5.0V8 920-1003 N/A N/A
1973-1969 5.0V8 920-1001 N/A N/A
1969-1967 53V8 920-1001 N/A N/A
1969-1968 54 V8 920-1001 N/A N/A
2002-1998 57V8 920-1021 N/A N/A
1997-1996 5.7V8 920-1006 N/A N/A
1995-1987 57V8 920-1004 N/A N/A
1981-1975 5.7V8 920-1003 N/A N/A
1974 5.7V8 Breaker Point Ignition 920-1001 N/A N/A
1974 5.7V8 Electronic Ignition 920-1003 N/A N/A
1973-1967 57V8 920-1001 N/A N/A
2015-2010 6.2V8 Delphi Ignition 920-1062 N/A N/A
2015-2010 6.2V8 Mitsubishi Ignition 920-1061 N/A N/A
1969-1967 6.5V8 920-1001 N/A N/A
1972-1970 6.6 V8 920-1001 N/A N/A
2015-2014 7.0V8 Delphi Ignition 920-1062 N/A N/A
2015-2014 7.0V8 Mitsubishi Ignition 920-1061 N/A N/A
1969 7.0V8 920-1001 N/A N/A
Caprice

1979-1978 4116 920-1003 N/A N/A
1977 4116 920-1083 N/A N/A
1974 4116 Breaker Point Ignition 920-1001 N/A N/A
1974 4116 Electronic Ignition 920-1003 N/A N/A
1973-1971 4116 920-1001 N/A N/A
1969-1967 4116 920-1001 N/A N/A
1985-1980 3.8V6 920-1037 N/A N/A
1984-1980 3.8V6 920-1003 N/A N/A
1993-1992 4.3V6 920-1004 N/A N/A
1990-1985 4.3V6 920-1004 N/A N/A
1996 43V8 920-1006 N/A N/A
1995-1994 4.3V8 920-1004 N/A N/A
1982-1980 44V8 920-1003 N/A N/A
1967-1966 46V8 920-1001 N/A N/A
1993-1991 5.0V8 920-1004 N/A N/A
1990-1989 5.0V8 CARB 920-1037 N/A N/A
1990-1989 5.0V8 Fl 920-1004 N/A N/A
1988-1986 5.0V8 920-1037 N/A N/A
1987-1977 5.0V8 920-1003 N/A N/A
1973-1971 5.0V8 920-1001 N/A N/A
1969-1968 5.0V8 920-1001 N/A N/A
1969-1966 5.3 V8 920-1001 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
CHEVROLET (Cont'd.
Caprice (Cont'd.)
1969-1968 5.4V8 920-1001 N/A N/A
1996 5.7V8 920-1006 N/A N/A
1995-1989 5.7V8 920-1004 N/A N/A
1988-1987 5.7V8 920-1003 N/A N/A
1986 5.7V8 External Coil 920-1004 N/A N/A
1986 5.7V8 Integral Coil 920-1003 N/A N/A
1985 5.7V8 920-1003 N/A N/A
1980-1975 5.7V8 920-1003 N/A N/A
1974 5.7V8 Breaker Point Ignition 920-1001 N/A N/A
1974 5.7V8 Electronic Ignition 920-1003 N/A N/A
1973-1969 5.7V8 920-1001 N/A N/A
2014 6.0V8 Delphi Ignition 920-1062 N/A N/A
2014 6.0V8 Mitsubishi Ignition 920-1061 N/A N/A
2013-2011 6.0V8 920-1061 N/A N/A
1969-1966 6.5V8 920-1001 N/A N/A
1976-1975 6.6 V8 920-1003 N/A N/A
1974 6.6 V8 Breaker Point Ignition 920-1001 N/A N/A
1974 6.6 V8 Electronic Ignition 920-1003 N/A N/A
1973-1970 6.6 V8 920-1001 N/A N/A
1969-1966 7.0V8 920-1001 N/A N/A
1976-1975 74V8 920-1003 N/A N/A
1974 74V8 Breaker Point Ignition 920-1001 N/A N/A
1974 74V8 Electronic Ignition 920-1003 N/A N/A
1973-1970 74V8 920-1001 N/A N/A
Captiva Sport
2015-2012 2414 921-2090 900-P2071 900-P2071-4
2011-2010 2414 N/A 900-P2071 900-P2071-4
2008 2414 N/A 900-P2071 900-P2071-4
2015-2013 3.0V6 N/A N/A 900-P2078-6
2012 3.0V6 921-2109 N/A 900-P2078-6
2011 3.0V6 N/A N/A 900-P2078-6
2010 3.6V6 N/A N/A 900-P2078-6
Cavalier
1982 1814 920-1083 N/A N/A
1989-1987 20L4 920-1005 N/A N/A
1986-1985 20L4 920-1004 N/A N/A
1984-1983 20L4 920-1083 N/A N/A
2005-2002 2214 921-2047 900-P2037 900-P2037-4
2002-1990 2214 920-1005 N/A N/A
1995 2314 920-1022 900-P2032 900-P2032-4
2002-1996 2414 920-1022 900-P2032 900-P2032-4
1995 2414 920-1022 N/A N/A
1989-1987 2.8V6 920-1005 N/A N/A
1986-1985 28V6 920-1004 N/A N/A
1994-1990 3.1V6 920-1005 N/A N/A
Celebrity
1990-1987 2514 920-1005 N/A N/A
1986-1985 2514 920-1004 N/A N/A
1984-1982 2514 920-1083 N/A N/A
1989-1987 2.8V6 920-1005 N/A N/A
1986-1985 2.8 V6 920-1004 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
CHEVROLET (Cont'd.
Celebrity (Cont'd.)
1984-1983 2.8V6 920-1083 N/A N/A
1982 2.8V6 920-1003 N/A N/A
1990 3.1V6 920-1005 N/A N/A
Chevelle
1966-1964 3216 920-1001 N/A N/A
1969-1964 3.8L6 920-1001 N/A N/A
1973-1967 4116 920-1001 N/A N/A
1967-1964 46V8 920-1001 N/A N/A
1973-1968 5.0V8 920-1001 N/A N/A
1968-1964 53V8 920-1001 N/A N/A
1968-1967 54V8 920-1001 N/A N/A
1965 54V8 920-1001 N/A N/A
1973-1968 5.7V8 920-1001 N/A N/A
1970-1965 6.5V8 920-1001 N/A N/A
1973-1970 6.6 V8 920-1001 N/A N/A
1973-1970 7.4V8 920-1001 N/A N/A
Chevette
1977-1976 1414 920-1083 N/A N/A
1987-1985 1.6L4 920-1004 N/A N/A
1984-1976 1.6 L4 920-1083 N/A N/A
Chevy
1999-1995 1414 920-1084 N/A N/A
1997-1996 1.6L4 920-1084 N/A N/A
Chevy I
1968-1962 2514 920-1001 N/A N/A
1967-1962 3216 920-1001 N/A N/A
1968 3816 920-1001 N/A N/A
1966-1964 3.8L6 920-1001 N/A N/A
1968-1967 4116 920-1001 N/A N/A
1967-1963 46V8 920-1001 N/A N/A
1968 5.0V8 920-1001 N/A N/A
1968-1965 53V8 920-1001 N/A N/A
1968 54V8 920-1001 N/A N/A
1966-1965 54V8 920-1001 N/A N/A
1968 57V8 920-1001 N/A N/A
1968 6.5V8 920-1001 N/A N/A
Citation
1983-1981 2514 CAN, US Models 920-1083 N/A N/A
1981 2514 CAN, Canadian Models 920-1003 N/A N/A
1980 2514 920-1003 N/A N/A
1984-1983 2.8V6 920-1083 N/A N/A
1982-1980 2.8V6 920-1003 N/A N/A
Citation I
1985 2514 920-1004 N/A N/A
1984 2514 920-1083 N/A N/A
1985 2.8V6 920-1004 N/A N/A
1984 2.8V6 920-1083 N/A N/A
Classic
2005-2004 2214 921-2047 900-P2037 900-P2037-4
Cobalt
2010-2008 2014 921-2090 900-P2071 900-P2071-4
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
CHEVROLET (Cont'd.
Cobalt (Cont'd.)
2007-2005 20L4 N/A 900-P2074 900-P2074-4
2010-2007 2214 921-2090 900-P2071 900-P2071-4
2006-2005 2214 921-2047 900-P2037 900-P2037-4
2008-2006 2414 921-2090 900-P2071 900-P2071-4
Colorado
2015 2514 N/A 900-P2071 900-P2071-4
2006-2004 2814 921-2003 900-P2038 900-P2038-4
2012-2007 2914 921-2091 900-P2075 900-P2075-4
2006-2004 35L5 921-2003 900-P2038 900-P2038-5
2012-2007 3715 921-2091 900-P2075 900-P2075-5
2015 36V6 N/A 900-P2071 900-P2071-6
2014-2013 3.6V6 N/A N/A 900-P2078-6
2012-2009 5.3V8 Delphi Ignition 920-1062 N/A N/A
2012-2009 5.3V8 Mitsubishi Ignition 920-1061 N/A N/A
Commercial Chassis
1992 4.3V6 920-1004 N/A N/A
1992-1991 5.0V8 920-1004 N/A N/A
1994-1991 5.7V8 920-1004 N/A N/A
Corsica
1989-1987 20L4 920-1005 N/A N/A
1996-1990 2214 920-1005 N/A N/A
1989-1987 28V6 920-1005 N/A N/A
1996-1990 3.1V6 920-1005 N/A N/A
Corvair
1961-1960 2.3H6 920-1001 N/A N/A
1963-1961 2.4 H6 920-1001 N/A N/A
1969-1964 2.7H6 920-1001 N/A N/A
Corvair Truck
1963-1961 2.4 H6 920-1001 N/A N/A
1964 2.7H6 920-1001 N/A N/A
Corvette
1961-1960 46V8 920-1001 N/A N/A
1980 5.0V8 920-1003 N/A N/A
1968-1962 5.3V8 920-1001 N/A N/A
1968 5.4V8 920-1001 N/A N/A
2004-1997 5.7V8 920-1021 N/A N/A
1996 5.7V8 920-1006 N/A N/A
1995-1992 5.7V8 Distributor Ignition 920-1004 N/A N/A
1995-1990 5.7V8 Distributorless Ignition 920-1005 N/A N/A
1991-1990 5.7V8 Distributor Ignition 920-1037 N/A N/A
1989-1984 5.7V8 920-1037 N/A N/A
1982 5.7V8 920-1037 N/A N/A
1981-1976 5.7V8 920-1003 N/A N/A
1974 5.7V8 Breaker Point Ignition 920-1001 N/A N/A
1974 5.7V8 Electronic Ignition 920-1003 N/A N/A
1973-1969 5.7V8 920-1001 N/A N/A
2007-2005 6.0V8 Delphi Ignition 920-1062 N/A N/A
2007-2005 6.0V8 Mitsubishi Ignition 920-1061 N/A N/A
2014 6.2V8 Square 920-1061 N/A N/A
2013-2008 6.2V8 Delphi Ignition 920-1062 N/A N/A
2013-2008 6.2V8 Mitsubishi Ignition 920-1061 N/A N/A

38




NWValker

walkerproducts.com

Application Guide

Year
Ao
Année

Eng.
Lit/
La

CHEVROLET (Cont'd.

Corvette (Cont'd.)

1965
2013-2006
2013-2006
1969-1966
1974
1974
1973-1970
Cruze
2015-2011
2014-2011
El Camino
1966-1964
1969-1964
1960
1977-1975
1974-1967
1979-1978
1984-1980
1984-1978
1987-1985
1982-1979
1967-1964
1960
1987
1987
1986-1976
1973-1968
1969-1966
1968
1979-1975
1974
1974
1973-1968
1960
1970-1966
1976-1975
1974
1974
1973-1970
1975
1974
1974
1973-1970
Equinox
2012
2011-2010
2012-2010
2009-2005
Estate
1970-1969
1970-1969

6.5V8
7.0V8
7.0V8
7.0V8
74V8
74V8
74V8

1414
1814

3216
38L6
38L6
4116
4116
3.3V6
3.8V6
3.8V6
4.3 V6
44V8
46V8
46V8
50V8
50V8
50V8
50V8
53V8
54V8
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
6.5V8
6.6V8
6.6 V8
6.6V8
6.6 V8
74V8
74V8
74V8
74V8

2414
2414
3.0V6
34 V6

4116
5.0V8

Application Identifier
Identificador de Aplicacion
Application Identifier

Delphi Ignition

Mitsubishi Ignition

Breaker Point Ignition
Electronic Ignition

Turbocharged

CAN, Canadian Models
USA, U.S. Models

Breaker Point Ignition
Electronic Ignition

Breaker Point Ignition

Electronic Ignition

Breaker Point Ignition
Electronic Ignition

ThunderSpark™ ThunderSpark™ ThunderSpark™
COP Boots
(Each)

Ignition Coils

920-1001
920-1062
920-1061
920-1001
920-1001
920-1003
920-1001

921-2186
921-2132

920-1001
920-1001
920-1001
920-1083
920-1001
920-1003
920-1003
920-1037
920-1004
920-1003
920-1001
920-1001
920-1003
920-1004
920-1003
920-1001
920-1001
920-1001
920-1003
920-1001
920-1003
920-1001
920-1001
920-1001
920-1003
920-1001
920-1003
920-1001
920-1003
920-1001
920-1003
920-1001

921-2090
921-2090
921-2109
920-1066

920-1001
920-1001

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

900-P2071
900-P2071

N/A
N/A

N/A
N/A

COP Boots
(Set)

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
900-P2071-4
900-P2078-6

N/A

N/A
N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
CHEVROLET (Cont'd.
Estate (Cont'd.)
1969 53V8 920-1001 N/A N/A
1970-1969 5.7V8 920-1001 N/A N/A
1969 6.5V8 920-1001 N/A N/A
1970 6.6 V8 920-1001 N/A N/A
1969 7.0V8 920-1001 N/A N/A
1970 74V8 920-1001 N/A N/A
Express 1500
2014-2008 4.3V6 920-1066 N/A N/A
2007-1996 4.3V6 920-1006 N/A N/A
2002-1996 5.0V8 920-1006 N/A N/A
2014-2008 5.3V8 Delphi Ignition 920-1062 N/A N/A
2014-2008 5.3V8 Mitsubishi Ignition 920-1061 N/A N/A
2007-2003 53V8 920-1020 N/A N/A
2002-1996 5.7V8 920-1006 N/A N/A
Express 2500
2005-1996 4.3V6 920-1006 N/A N/A
2015-2008 48V8 Delphi Ignition 920-1062 N/A N/A
2015-2008 48V8 Mitsubishi Ignition 920-1061 N/A N/A
2007-2003 48V8 920-1020 N/A N/A
2002-1996 5.0V8 920-1006 N/A N/A
2005-2003 53V8 920-1020 N/A N/A
2002-1996 5.7V8 920-1006 N/A N/A
2015-2008 6.0V8 Delphi Ignition 920-1062 N/A N/A
2015-2008 6.0V8 Mitsubishi Ignition 920-1061 N/A N/A
2007-2003 6.0V8 920-1020 N/A N/A
Express 3500
2015-2008 48V8 Delphi Ignition 920-1062 N/A N/A
2015-2008 48V8 Mitsubishi Ignition 920-1061 N/A N/A
2007-2005 48V8 920-1020 N/A N/A
2002-1996 5.7V8 920-1006 N/A N/A
2015-2008 6.0V8 Delphi Ignition 920-1062 N/A N/A
2015-2008 6.0V8 Mitsubishi Ignition 920-1061 N/A N/A
2007-2003 6.0V8 920-1020 N/A N/A
2000-1996 74V8 920-1006 N/A N/A
2002-2001 8.1V8 920-1021 N/A N/A
Express 4500
2015-2009 6.0V8 Delphi Ignition 920-1062 N/A N/A
2015-2009 6.0V8 Mitsubishi Ignition 920-1061 N/A N/A
G10
1984-1978 4116 920-1003 N/A N/A
1977-1975 4116 920-1083 N/A N/A
1995-1987 4.3V6 920-1004 N/A N/A
1986-1985 4.3V6 920-1003 N/A N/A
1995-1987 5.0V8 920-1004 N/A N/A
1986-1977 5.0V8 920-1003 N/A N/A
1993-1987 5.7V8 920-1004 N/A N/A
1986-1975 5.7V8 920-1003 N/A N/A
1976 6.6 V8 920-1003 N/A N/A
G10 Van
1965-1964 2514 920-1001 N/A N/A
1966-1964 3216 920-1001 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
CHEVROLET (Cont'd.

G10 Van (Cont'd.)
1969-1966 3816 920-1001 N/A N/A
1974-1967 4116 920-1001 N/A N/A
1973-1968 5.0V8 920-1001 N/A N/A
1974-1970 5.7V8 920-1001 N/A N/A
1974-1973 74V8 920-1001 N/A N/A

G20
1984-1978 4116 920-1003 N/A N/A
1977-1976 4116 920-1083 N/A N/A
1980-1979 4816 920-1037 N/A N/A
1978 4816 920-1003 N/A N/A
1977-1975 4816 920-1083 N/A N/A
1995-1987 4.3V6 920-1004 N/A N/A
1986-1985 4.3V6 920-1003 N/A N/A
1995-1987 5.0V8 920-1004 N/A N/A
1986-1977 5.0V8 920-1003 N/A N/A
1995-1987 5.7V8 920-1004 N/A N/A
1986-1975 5.7V8 920-1003 N/A N/A
1980-1975 6.6 V8 920-1003 N/A N/A
1976 74V8 920-1003 N/A N/A

G20 Van
1969-1967 3816 920-1001 N/A N/A
1974-1967 4116 920-1001 N/A N/A
1974-1971 4816 920-1001 N/A N/A
1967 46V8 920-1001 N/A N/A
1973-1968 5.0V8 920-1001 N/A N/A
1974-1970 5.7V8 920-1001 N/A N/A
1974-1973 74V8 920-1001 N/A N/A

G30
1984-1981 4116 920-1003 N/A N/A
1979-1978 4116 920-1003 N/A N/A
1976 4116 920-1083 N/A N/A
1979 4816 920-1037 N/A N/A
1978 4816 920-1003 N/A N/A
1977-1975 4816 920-1083 N/A N/A
1996-1987 4.3V6 920-1004 N/A N/A
1985 4.3V6 920-1003 N/A N/A
1985 5.0V8 920-1003 N/A N/A
1982 5.0V8 920-1003 N/A N/A
1979-1978 5.0V8 920-1003 N/A N/A
1996-1989 5.7V8 920-1004 N/A N/A
1988-1987 5.7V8 CARB 920-1003 N/A N/A
1988-1987 5.7V8 Fl 920-1004 N/A N/A
1986-1975 5.7V8 920-1003 N/A N/A
1980-1975 6.6 V8 920-1003 N/A N/A
1996-1988 74V8 920-1004 N/A N/A
1976-1975 74V8 920-1003 N/A N/A

G30 Van
1974-1970 4116 920-1001 N/A N/A
1974 4816 920-1001 N/A N/A
1972-1971 4816 920-1001 N/A N/A
1974-1970 5.7 V8 920-1001 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
CHEVROLET (Cont'd.
G30 Van (Cont'd.)
1974-1973 74V8 920-1001 N/A N/A
HHR
2010-2008 20L4 921-2090 900-P2071 900-P2071-4
2011-2007 2214 921-2090 900-P2071 900-P2071-4
2006 2214 921-2047 900-P2037 900-P2037-4
2011-2006 2414 921-2090 900-P2071 900-P2071-4
Impala
1965-1960 3816 920-1001 N/A N/A
1979-1978 4116 920-1003 N/A N/A
1977 4116 920-1083 N/A N/A
1974-1965 4116 920-1001 N/A N/A
2005-2000 3.4 V6 920-1005 N/A N/A
2011-2006 3.5V6 920-1066 N/A N/A
2005-2000 3.8V6 920-1005 N/A N/A
1984-1980 3.8V6 920-1037 N/A N/A
1984-1980 3.8V6 920-1003 N/A N/A
2011-2006 3.9V6 920-1066 N/A N/A
1982-1980 44V8 920-1003 N/A N/A
1967-1960 46V8 920-1001 N/A N/A
1985-1977 5.0V8 920-1003 N/A N/A
1973-1971 5.0V8 920-1001 N/A N/A
1969-1968 5.0V8 920-1001 N/A N/A
2009-2006 53V8 Delphi Ignition 920-1062 N/A N/A
2009-2006 53V8 Mitsubishi Ignition 920-1061 N/A N/A
1969-1962 53V8 920-1001 N/A N/A
1969-1964 54 V8 920-1001 N/A N/A
1996 5.7V8 920-1006 N/A N/A
1995-1994 5.7V8 920-1004 N/A N/A
1985-1975 5.7V8 920-1003 N/A N/A
1974 5.7V8 Breaker Point Ignition 920-1001 N/A N/A
1974 5.7V8 Electronic Ignition 920-1003 N/A N/A
1973-1969 5.7V8 920-1001 N/A N/A
1961-1960 5.7V8 920-1001 N/A N/A
1969-1965 6.5V8 920-1001 N/A N/A
1976-1975 6.6 V8 920-1003 N/A N/A
1974 6.6 V8 Breaker Point Ignition 920-1001 N/A N/A
1974 6.6 V8 Electronic Ignition 920-1003 N/A N/A
1973-1970 6.6 V8 920-1001 N/A N/A
1965-1961 6.7V8 920-1001 N/A N/A
1969-1966 7.0V8 920-1001 N/A N/A
1963 7.0V8 920-1001 N/A N/A
1976-1975 74V8 920-1003 N/A N/A
1974 74V8 Breaker Point Ignition 920-1001 N/A N/A
1974 74V8 Electronic Ignition 920-1003 N/A N/A
1973-1970 74V8 920-1001 N/A N/A
K5 Blazer
1982-1978 4116 920-1003 N/A N/A
1986-1977 5.0V8 920-1003 N/A N/A
1986-1975 5.7V8 920-1003 N/A N/A
1979-1975 6.6 V8 920-1003 N/A N/A
1978-1976 7.4V8 920-1003 N/A N/A
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Year
Ao
Année

K10
1984-1978
1977-1975
1980-1979
1976-1975
1986-1985
1986-1981
1979-1977
1986-1975
1980-1975
1980-1979
1976

K10 Pickup
1969-1960
1974-1966
1962-1961
1974-1963
1967-1960
1973-1968
1969-1966
1968
1974-1969
1961-1960
1969-1968
1972-1970
1974-1973

K10 Suburban
1980-1978
1977-1975
1974-1967
1970-1969
1967
1967
1986-1977
1973-1968
1969-1967
1968
1986-1975
1974-1969
1969-1968
1979-1975
1972-1970
1974-1973

K20
1980-1978
1976-1975
1986-1982
1981-1978
1977-1975
1985
1985
1980

Eng.
Lit/
La

CHEVROLET (Cont'd.

4116
4116
4816
4816
4.3 V6
50V8
50V8
5.7V8
6.6V8
74V8
74V8

38L6
4116
4316
4816
46V8
50V8
53V8
54V8
5.7V8
5.7V8
6.5V8
6.6V8
74V8

4116
4116
4116
4816
4816
46V8
50V8
50V8
53V8
54V8
5.7V8
5.7V8
6.5V8
6.6 V8
6.6V8
74V8

4116
4116
4816
4816
4816
4.3 V6
50V8
5.0V8

Application Identifier
Identificador de Aplicacion
Application Identifier

ThunderSpark™ ThunderSpark™ ThunderSpark™
COP Boots
(Each)

Ignition Coils

920-1003
920-1083
920-1037
920-1083
920-1003
920-1003
920-1003
920-1003
920-1003
920-1003
920-1003

920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001

920-1003
920-1083
920-1001
920-1001
920-1001
920-1001
920-1003
920-1001
920-1001
920-1001
920-1003
920-1001
920-1001
920-1003
920-1001
920-1001

920-1003
920-1083
920-1003
920-1037
920-1083
920-1003
920-1003
920-1003

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

COP Boots
(Set)

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
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Year
Ao
Année

K20 (Cont'd.)
1978-1977
1986-1975
1980-1975
1980
1978-1976

K20 Panel
1967
1967
1967

K20 Pickup
1965-1960
1974-1966
1962-1961
1974-1963
1967-1960
1973-1968
1969-1966
1968
1974-1969
1961-1960
1969-1968
1972-1970
1974-1973

K20 Suburban
1974-1967
1982
1981-1978
1977-1975
1974-1967
1967
1986-1985
1978-1977
1973-1968
1969-1967
1968
1986-1975
1974-1969
1969-1968
1980-1975
1972-1970
1985
1974-1973

K30
1986-1982
1981-1978
1977
1986-1977
1980-1977
1986-1980
1977

Eng.
Lit/
La

CHEVROLET (Cont'd.

5.0V8
5.7V8
6.6 V8
74V8
74V8

4116
46V8
54V8

38L6
4116
4316
4816
46V8
5.0V8
53V8
54V8
5.7V8
5.7V8
6.5V8
6.6 V8
74V8

4116
4816
4816
4816
4816
46V8
5.0V8
5.0V8
5.0V8
53V8
54V8
5.7V8
5.7V8
6.5V8
6.6 V8
6.6 V8
74V8
74V8

4816
4816
4816
5.7V8
6.6 V8
74V8
7.4V8

Application Identifier
Identificador de Aplicacion
Application Identifier

ThunderSpark™ ThunderSpark™ ThunderSpark™
COP Boots
(Each)

Ignition Coils

920-1003
920-1003
920-1003
920-1003
920-1003

920-1001
920-1001
920-1001

920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001

920-1001
920-1003
920-1037
920-1083
920-1001
920-1001
920-1003
920-1003
920-1001
920-1001
920-1001
920-1003
920-1001
920-1001
920-1003
920-1001
920-1003
920-1001

920-1003
920-1037
920-1083
920-1003
920-1003
920-1003
920-1003

N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

COP Boots
(Set)

N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
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Year
Ao
Année

K30 Pickup
1974-1968
1974-1968
1973-1968
1969-1968
1968
1974-1969
1969-1968
1972-1970
1974-1973

K1500
1998-1996
1995-1988
1999-1996
1995-1988
1999-1996
1995-1988

K1500 Suburban
1999-1996
1995-1992

K2500
1995-1988
1998
1995-1988
2000-1996
1995-1988
2000-1996
1995-1991

K2500 Suburban
1999-1996
1995-1992
1999-1996
1995-1992

K3500
2000-1996
1995-1988
2000-1996
1995-1988

Kingswood
1961-1960
1972-1969
1961-1960
1972-1971
1969
1969
1972-1969
1961-1960
1969
1972-1970
1961
1969
1972-1970

Eng.
Lit/
La

CHEVROLET (Cont'd.

4116
4816
50V8
53V8
54V8
5.7V8
6.5V8
6.6 V8
74V8

4.3 V6
4.3 V6
50V8
50V8
5.7V8
5.7V8

5.7V8
5.7V8

4.3 V6
50V8
50V8
5.7V8
5.7V8
74V8
74V8

5.7V8
5.7V8
74V8
74V8

5.7V8
5.7V8
74V8
74V8

38L6
4116
46V8
50V8
50V8
53V8
5.7V8
5.7V8
6.5V8
6.6 V8
6.7V8
7.0V8
7.4V8

Application Identifier
Identificador de Aplicacion
Application Identifier

ThunderSpark™ ThunderSpark™ ThunderSpark™
COP Boots
(Each)

Ignition Coils

920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001

920-1006
920-1004
920-1006
920-1004
920-1006
920-1004

920-1006
920-1004

920-1004
920-1006
920-1004
920-1006
920-1004
920-1006
920-1004

920-1006
920-1004
920-1006
920-1004

920-1006
920-1004
920-1006
920-1004

920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

COP Boots
(Set)

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
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Year
Ao
Année

Laguna
1976
1973
1976-1975
1974
1974
1973
1976-1975
1974
1974
1973
1975
1974
1974
1973
LLV
1995-1994
1993-1987
Lumina
1993
1992-1990
2001-1990
1997-1991
1999-1998
Lumina APV
1995-1990
1996
1995-1992
LUV
1982-1976
1975
Luv Pickup
1974-1972
Malibu
2008-2007
2006-2004
2014-2013
2012-2008
1999-1997
1966-1964
1967-1964
1974-1973
1967
2003-1997
1979-1978
2010-2004
2012-2011
1983-1980
1983-1978
2007-2006
1982-1979
1967-1964

Eng.
Lit/
La

CHEVROLET (Cont'd.

5.0V8
5.0V8
5.7V8
5.7V8
5.7V8
5.7V8
6.6 V8
6.6 V8
6.6 V8
6.6 V8
74V8
74V8
74V8
74V8

2214
2514

2214
2514
3.1V6
34 V6
3.8V6

3.1V6
34 V6
3.8V6

1814
1814

1814

2214
2214
2414
2414
2414
3216
38L6
4116
4116
3.1V6
3.3V6
3.5V6
3.6 V6
3.8V6
3.8V6
3.9V6
44V8
4.6V8

Application Identifier
Identificador de Aplicacion
Application Identifier

Breaker Point Ignition
Electronic Ignition

Breaker Point Ignition
Electronic Ignition

Breaker Point Ignition
Electronic Ignition

ThunderSpark™ ThunderSpark™ ThunderSpark™
COP Boots
(Each)

Ignition Coils

920-1003
920-1001
920-1003
920-1001
920-1003
920-1001
920-1003
920-1001
920-1003
920-1001
920-1003
920-1001
920-1003
920-1001

920-1005
920-1004

920-1005
920-1005
920-1005
920-1005
920-1005

920-1004
920-1005
920-1005

920-1009
920-1001

920-1001

921-2090
921-2047
N/A
921-2090
920-1022
920-1001
920-1001
920-1001
920-1001
920-1005
920-1003
920-1066
921-2109
920-1003
920-1037
920-1066
920-1003
920-1001

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A

N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A

N/A
N/A

N/A

900-P2071
900-P2037
900-P2071
900-P2071
900-P2032
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

COP Boots
(Set)

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A

N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A

N/A
N/A

N/A

900-P2071-4
900-P2037-4
900-P2071-4
900-P2071-4
900-P2032-4

N/A

N/A

N/A

N/A

N/A

N/A

N/A
900-P2078-6

N/A

N/A

N/A

N/A

N/A
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Year
Ao
Année

CHEVROLET (Cont'd.

Eng.
Lit/
La

Malibu (Cont'd.)

Application Identifier
Identificador de Aplicacion
Application Identifier

ThunderSpark™ ThunderSpark™ ThunderSpark™
COP Boots
(Each)

Ignition Coils

COP Boots

(Set)

1983-1976 5.0V8 920-1003 N/A N/A
1973 5.0V8 920-1001 N/A N/A
1967-1964 53V8 920-1001 N/A N/A
1980-1975 5.7V8 920-1003 N/A N/A
1974 5.7V8 Breaker Point Ignition 920-1001 N/A N/A
1974 5.7V8 Electronic Ignition 920-1003 N/A N/A
1973 5.7V8 920-1001 N/A N/A
1967-1965 6.5V8 920-1001 N/A N/A
1976-1975 6.6 V8 920-1003 N/A N/A
1974 6.6 V8 Breaker Point Ignition 920-1001 N/A N/A
1974 6.6 V8 Electronic Ignition 920-1003 N/A N/A
1973 6.6 V8 920-1001 N/A N/A
1975 74V8 920-1003 N/A N/A
1974 74V8 Breaker Point Ignition 920-1001 N/A N/A
1974 74V8 Electronic Ignition 920-1003 N/A N/A
1973 74V8 920-1001 N/A N/A
Metro
2001-1999 1314 921-2119 N/A N/A
2001-1999 1314 2 Req'd w/ Wire Set N/A 900-P2052 N/A
Monte Carlo
1999-1995 3.1V6 920-1005 N/A N/A
1979-1978 3.3V6 920-1003 N/A N/A
2005-2000 3.4 V6 920-1005 N/A N/A
1997-1995 3.4 V6 920-1005 N/A N/A
2007-2006 3.5V6 920-1066 N/A N/A
2005-1998 3.8V6 920-1005 N/A N/A
1987-1978 3.8V6 920-1037 N/A N/A
1984-1980 3.8V6 920-1003 N/A N/A
2006 3.9V6 920-1066 N/A N/A
1988-1985 4.3V6 920-1004 N/A N/A
1982-1979 44V8 920-1003 N/A N/A
1988 50V8 920-1004 N/A N/A
1987 5.0V8 CAN, Canadian models 920-1003 N/A N/A
1987 5.0V8 USA, U.S. Models 920-1004 N/A N/A
1986-1976 5.0V8 920-1003 N/A N/A
2007-2006 53V8 Delphi Ignition 920-1062 N/A N/A
2007-2006 53V8 Mitsubishi Ignition 920-1061 N/A N/A
1977-1975 57V8 920-1003 N/A N/A
1974 5.7V8 Breaker Point Ignition 920-1001 N/A N/A
1974 5.7V8 Electronic Ignition 920-1003 N/A N/A
1973-1970 5.7V8 920-1001 N/A N/A
1976-1975 6.6 V8 920-1003 N/A N/A
1974 6.6 V8 Breaker Point Ignition 920-1001 N/A N/A
1974 6.6 V8 Electronic Ignition 920-1003 N/A N/A
1973-1970 6.6 V8 920-1001 N/A N/A
1975 74V8 920-1003 N/A N/A
1974 74V8 Breaker Point Ignition 920-1001 N/A N/A
1974 74V8 Electronic Ignition 920-1003 N/A N/A
1973-1970 74V8 920-1001 N/A N/A
Monza
1977-1975 2314 920-1083 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
CHEVROLET (Cont'd.
Monza (Cont'd.)
1980-1978 2514 920-1003 N/A N/A
1979-1978 32V6 920-1037 N/A N/A
1980-1978 3.8V6 920-1037 N/A N/A
1976-1975 43V8 920-1003 N/A N/A
1979-1976 5.0V8 920-1003 N/A N/A
Nomad
1961-1960 3.8L6 920-1001 N/A N/A
1961-1960 46V8 920-1001 N/A N/A
1961-1960 5.7V8 920-1001 N/A N/A
1961 6.7V8 920-1001 N/A N/A
Nova
1988-1985 1.6L4 920-1028 N/A N/A
1970-1969 2514 920-1001 N/A N/A
1970-1969 3.8L6 920-1001 N/A N/A
1979-1978 4116 920-1003 N/A N/A
1977-1975 4116 920-1083 N/A N/A
1974-1969 4116 920-1001 N/A N/A
1975 43V8 920-1003 N/A N/A
1979-1976 5.0V8 920-1003 N/A N/A
1973-1969 5.0V8 920-1001 N/A N/A
1979-1975 5.7V8 920-1003 N/A N/A
1974 5.7V8 Breaker Point Ignition 920-1001 N/A N/A
1974 5.7V8 Electronic Ignition 920-1003 N/A N/A
1973-1969 5.7V8 920-1001 N/A N/A
1970-1969 6.5V8 920-1001 N/A N/A
1972-1970 6.6 V8 920-1001 N/A N/A
1971-1970 74V8 920-1001 N/A N/A
Optra
2007-2004 920-1033 N/A N/A
Orlando
2013 2414 921-2090 900-P2071 900-P2071-4
2012 2414 N/A 900-P2071 900-P2071-4
P10
1980-1979 4816 920-1037 N/A N/A
1978 4816 920-1003 N/A N/A
1977-1975 4816 920-1083 N/A N/A
1979 5.0V8 920-1003 N/A N/A
1978-1977 5.7V8 920-1003 N/A N/A
1975 5.7V8 920-1003 N/A N/A
1977 6.6 V8 920-1003 N/A N/A
P10 Series
1965-1963 2514 920-1001 N/A N/A
1966 3216 920-1001 N/A N/A
1967-1960 3.8L6 920-1001 N/A N/A
1967-1966 4116 920-1001 N/A N/A
1962-1961 4316 920-1001 N/A N/A
1967 4816 920-1001 N/A N/A
1962-1961 46V8 920-1001 N/A N/A
P10 Van
1969-1968 3.81L6 920-1001 N/A N/A
1974-1968 4116 920-1001 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
CHEVROLET (Cont'd.

P10 Van (Cont'd.)
1973 5.0V8 920-1001 N/A N/A
1973 5.7V8 920-1001 N/A N/A
1973 7.4V8 920-1001 N/A N/A

P20
1989-1984 4816 920-1003 N/A N/A
1983-1979 4816 920-1037 N/A N/A
1978 4816 920-1003 N/A N/A
1977-1975 4816 920-1083 N/A N/A
1989-1987 5.7V8 920-1004 N/A N/A
1986-1975 5.7V8 920-1003 N/A N/A
1979 74V8 920-1003 N/A N/A
1976 74V8 920-1003 N/A N/A

P20 Series
1965-1960 3816 920-1001 N/A N/A
1967-1966 4116 920-1001 N/A N/A
1962-1961 4316 920-1001 N/A N/A
1967-1963 4816 920-1001 N/A N/A
1962-1961 46V8 920-1001 N/A N/A
1961-1960 5.7V8 920-1001 N/A N/A

P20 Van
1974-1970 4116 920-1001 N/A N/A
1974-1968 4816 920-1001 N/A N/A
1973 5.0V8 920-1001 N/A N/A
1969-1968 5.0V8 920-1001 N/A N/A
1974-1970 5.7V8 920-1001 N/A N/A
1973 74V8 920-1001 N/A N/A
1971-1970 7.4V8 920-1001 N/A N/A

P30
1979 4116 920-1003 N/A N/A
1976 4116 920-1083 N/A N/A
1989-1982 4816 920-1003 N/A N/A
1981-1979 4816 920-1037 N/A N/A
1978 4816 920-1003 N/A N/A
1977-1975 4816 920-1083 N/A N/A
1999-1996 4.3V6 920-1006 N/A N/A
1995-1990 4.3V6 920-1004 N/A N/A
1999-1996 5.7V8 920-1006 N/A N/A
1995-1987 5.7V8 920-1004 N/A N/A
1986-1975 5.7V8 920-1003 N/A N/A
1976 6.6 V8 920-1003 N/A N/A
1999-1998 74V8 920-1021 N/A N/A
1999-1996 74V8 920-1006 N/A N/A
1997-1990 74V8 920-1004 N/A N/A
1989-1975 74V8 920-1003 N/A N/A

P30 Series
1965-1960 38L6 920-1001 N/A N/A
1967-1966 4116 920-1001 N/A N/A
1962-1961 4316 920-1001 N/A N/A
1967-1963 4816 920-1001 N/A N/A
1962-1961 46V8 920-1001 N/A N/A
1965-1960 5.7 V8 920-1001 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
CHEVROLET (Cont'd.

P30 Series (Cont'd.)

1965-1962 6.7V8 920-1001 N/A N/A
P30 Van

1974-1970 4116 920-1001 N/A N/A

1974-1968 4816 920-1001 N/A N/A

1973 5.0V8 920-1001 N/A N/A

1969-1968 5.0V8 920-1001 N/A N/A

1974-1970 5.7V8 920-1001 N/A N/A

1972 6.6 V8 920-1001 N/A N/A

1974-1973 74V8 920-1001 N/A N/A

1971-1970 74V8 920-1001 N/A N/A
Parkwood

1961-1960 3.8L6 920-1001 N/A N/A

1961-1960 46V8 920-1001 N/A N/A

1961-1960 5.7V8 920-1001 N/A N/A

1961 6.7V8 920-1001 N/A N/A
Prizm

1999-1998 1814 920-1076 N/A N/A
R10

1987 4.3V6 920-1004 N/A N/A

1987 5.0V8 920-1004 N/A N/A

1987 5.7V8 920-1004 N/A N/A
R10 Suburban

1987 5.0V8 920-1004 N/A N/A

1988-1987 5.7V8 920-1004 N/A N/A
R20

1988-1987 4816 920-1003 N/A N/A

1987 4.3V6 920-1004 N/A N/A

1987 5.0V8 920-1004 N/A N/A

1988-1987 5.7V8 920-1004 N/A N/A

1988-1987 74V8 920-1004 N/A N/A
R20 Suburban

1988-1987 5.7V8 920-1004 N/A N/A

1988-1987 74V8 920-1004 N/A N/A
R30

1987 4816 920-1003 N/A N/A

1988-1987 5.7V8 External Coil 920-1004 N/A N/A

1987 5.7V8 Integral Coil 920-1003 N/A N/A

1988 74V8 920-1004 N/A N/A

1987 74V8 External Coil 920-1004 N/A N/A

1987 74V8 Integral Coil 920-1003 N/A N/A
R1500 Suburban

1991-1989 5.7V8 920-1004 N/A N/A
R2500

1989 5.7V8 920-1004 N/A N/A

1989 74V8 920-1004 N/A N/A
R2500 Suburban

1991-1989 5.7V8 920-1004 N/A N/A

1991-1989 74V8 920-1004 N/A N/A
R3500

1991-1989 5.7V8 920-1004 N/A N/A

1991-1989 7.4V8 External Coil 920-1004 N/A N/A
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Year Eng. Application Identifier
Aio Lit/ Identificador de Aplicacion
Année La Application Identifier

CHEVROLET (Cont'd.
R3500 (Cont'd.)

ThunderSpark™ ThunderSpark™ ThunderSpark™
COP Boots
(Set)

Ignition Coils

COP Boots
(Each)

1989 74V8 Integral Coil 920-1003 N/A N/A
S$10
1985-1982 1914 920-1001 N/A N/A
1984-1983 2014 920-1083 N/A N/A
2003-1994 2214 920-1005 N/A N/A
1993-1985 2504 920-1004 N/A N/A
1993-1985 28V6 920-1004 N/A N/A
1984-1982 2.8V6 920-1083 N/A N/A
2004-1996 43V6 920-1006 N/A N/A
1995-1988 43V6 920-1004 N/A N/A
S10 Blazer
1984-1983 1914 920-1001 N/A N/A
1984-1983 2014 920-1083 N/A N/A
1988-1985 2504 920-1004 N/A N/A
1989-1985 28V6 920-1004 N/A N/A
1984-1983 28V6 920-1083 N/A N/A
1994-1988 43V6 920-1004 N/A N/A
Silverado 1500
2014 43V6 920-1061 N/A N/A
2013-2007 43V6 920-1066 N/A N/A
2006-1999 43V6 920-1006 N/A N/A
2013-2007 48V8 Delphi Ignition 920-1062 N/A N/A
2013-2007 48V8 Mitsubishi Ignition 920-1061 N/A N/A
2006-1999 48V8 Delphi Ignition 920-1020 N/A N/A
2006-1999 48V8 Mitsubishi Ignition 920-1052 N/A N/A
2014-2007 53V8 Mitsubishi Ignition 920-1061 N/A N/A
2013-2007 53V8 Delphi Ignition 920-1062 N/A N/A
2006-1999 53V8 Delphi Ignition 920-1020 N/A N/A
2006-1999 53V8 Mitsubishi Ignition 920-1052 N/A N/A
2013-2008 6.0V8 Delphi Ignition 920-1062 N/A N/A
2013-2008 6.0V8 Mitsubishi Ignition 920-1061 N/A N/A
2007-2003 6.0V8 Delphi Ignition 920-1020 N/A N/A
2007-2003 6.0V8 Mitsubishi Ignition 920-1052 N/A N/A
2014 6.2V8 Square 920-1061 N/A N/A
2013-2009 6.2V8 Delphi Ignition 920-1062 N/A N/A
2013-2009 6.2V8 Mitsubishi Ignition 920-1061 N/A N/A
Silverado 1500 Classic
2007 43V6 920-1006 N/A N/A
2007 48V8 Delphi Ignition 920-1020 N/A N/A
2007 48V8 Mitsubishi Ignition 920-1052 N/A N/A
2007 53V8 Delphi Ignition 920-1020 N/A N/A
2007 53V8 Mitsubishi Ignition 920-1052 N/A N/A
2007 6.0V8 Delphi Ignition 920-1020 N/A N/A
2007 6.0V8 Mitsubishi Ignition 920-1052 N/A N/A
Silverado 1500 HD
2006-2005 6.0V8 Delphi Ignition 920-1020 N/A N/A
2006-2005 6.0V8 Mitsubishi Ignition 920-1052 N/A N/A
2003-2001 6.0V8 Delphi Ignition 920-1020 N/A N/A
2003-2001 6.0V8 Mitsubishi Ignition 920-1052 N/A N/A
Silverado 1500 HD Classic
2007 6.0V8 Delphi Ignition 920-1020 N/A N/A
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Year Eng.
Aiio Lit/
Année La
CHEVROLET (Cont'd.
Silverado 1500 HD Classic (Cont'd.)
2007 6.0V8
Silverado 2500
2000-1999 53V8
2000-1999 53V8
2004-1999 6.0V8
2004-1999 6.0V8
Silverado 2500 HD
2015-2007 6.0V8
2015-2007 6.0V8
2006-2001 6.0V8
2006-2001 6.0V8
2006-2001 8.1V8
Silverado 2500 HD Classic
2007 6.0V8
2007 6.0V8
2007 8.1V8
Silverado 3500
2006-2001 6.0V8
2006-2001 6.0V8
2006-2003 8.1V8
2002-2001 8.1V8
Silverado 3500 Classic
2007 6.0V8
2007 6.0V8
2007 8.1V8
Silverado 3500 HD
2015-2007 6.0V8
2015-2007 6.0V8
Sonic
2015-2012 1414
2014-2012 1814
Spectrum
1988-1987 1514
1988-1986 1514
SS
2014 6.2V8
2014 6.2V8
SSR
2004-2003 53V8
Suburban
1966-1960 3816
1966 4116
1962-1961 4316
1966-1963 4816
1966-1960 46V8
1966 53V8
1961-1960 57V8
Suburban 1500
2014-2007 53V8
2014-2007 53V8
2006-2000 53V8

Application Identifier
Identificador de Aplicacion
Application Identifier

Mitsubishi Ignition

Delphi Ignition
Mitsubishi Ignition
Delphi Ignition
Mitsubishi Ignition

Delphi Ignition
Mitsubishi Ignition
Delphi Ignition
Mitsubishi Ignition

Delphi Ignition
Mitsubishi Ignition

Delphi Ignition
Mitsubishi Ignition

Delphi Ignition
Mitsubishi Ignition

Delphi Ignition
Mitsubishi Ignition
Turbocharged
Turbocharged
Naturally Aspirated

Delphi Ignition
Mitsubishi Ignition

Delphi Ignition
Mitsubishi Ignition
Delphi Ignition

ThunderSpark™ ThunderSpark™ ThunderSpark™
COP Boots
(Each)

Ignition Coils

920-1052

920-1020
920-1052
920-1020
920-1052

920-1062
920-1061
920-1020
920-1052
920-1052

920-1020
920-1052
920-1052

920-1020
920-1052
920-1052
920-1021

920-1020
920-1052
920-1052

920-1062
920-1061

921-2186
921-2132

920-1004
920-1085

920-1062
920-1061

920-1020

920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001

920-1062
920-1061
920-1020

N/A

N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A

N/A
N/A
N/A
N/A

N/A
N/A
N/A

N/A
N/A

N/A
N/A

N/A
N/A

N/A
N/A

N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A

COP Boots
(Set)

N/A

N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A

N/A
N/A
N/A
N/A

N/A
N/A
N/A

N/A
N/A

N/A
N/A

N/A
N/A

N/A
N/A

N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
CHEVROLET (Cont'd.
Suburban 1500 (Cont'd.)
2006-2000 53V8 Mitsubishi Ignition 920-1052 N/A N/A
2009-2008 6.0V8 Delphi Ignition 920-1062 N/A N/A
2009-2008 6.0V8 Mitsubishi Ignition 920-1061 N/A N/A
2007-2006 6.0V8 Delphi Ignition 920-1020 N/A N/A
2007-2006 6.0V8 Mitsubishi Ignition 920-1052 N/A N/A
Suburban 2500
2013-2007 6.0V8 Delphi Ignition 920-1062 N/A N/A
2013-2007 6.0V8 Mitsubishi Ignition 920-1061 N/A N/A
2006-2000 6.0V8 Delphi Ignition 920-1020 N/A N/A
2006-2000 6.0V8 Mitsubishi Ignition 920-1052 N/A N/A
2006-2003 8.1V8 920-1052 N/A N/A
2002-2001 8.1V8 920-1021 N/A N/A
Tahoe
2009-2007 48V8 Delphi Ignition 920-1062 N/A N/A
2009-2007 48V8 Mitsubishi Ignition 920-1061 N/A N/A
2006-2000 48V8 Delphi Ignition 920-1020 N/A N/A
2006-2000 48V8 Mitsubishi Ignition 920-1052 N/A N/A
2014-2007 5.3V8 Delphi Ignition 920-1062 N/A N/A
2014-2007 5.3V8 Mitsubishi Ignition 920-1061 N/A N/A
2006-2000 53V8 Delphi Ignition 920-1020 N/A N/A
2006-2000 53V8 Mitsubishi Ignition 920-1052 N/A N/A
2000-1996 5.7V8 920-1006 N/A N/A
1995 57V8 920-1004 N/A N/A
2013-2008 6.0V8 Delphi Ignition 920-1062 N/A N/A
2013-2008 6.0V8 Mitsubishi Ignition 920-1061 N/A N/A
2009-2008 6.2V8 Delphi Ignition 920-1062 N/A N/A
2009-2008 6.2V8 Mitsubishi Ignition 920-1061 N/A N/A
Townsman
1972-1971 5.0V8 920-1001 N/A N/A
1969 5.0V8 920-1001 N/A N/A
1969 53V8 920-1001 N/A N/A
1972-1969 57V8 920-1001 N/A N/A
1969 6.5V8 920-1001 N/A N/A
1972-1970 6.6 V8 920-1001 N/A N/A
1969 7.0V8 920-1001 N/A N/A
1972-1970 7.4V8 920-1001 N/A N/A
Tracker
2002-1999 1.6L4 2 Req'd w/ Wire Set N/A 900-P2052 N/A
2000-1999 1.6L4 For Cylinder 2,3 921-2119 N/A N/A
1990-1989 1.6L4 920-1001 N/A N/A
2003-1999 20L4 921-2046 900-P2052 900-P2052-4
2004-2001 2.5V6 921-2046 900-P2052 900-P2052-6
Trailblazer
2009-2006 4216 921-2091 900-P2075 900-P2075-6
2005-2002 4216 921-2003 900-P2038 900-P2038-6
2008-2006 53V8 Delphi Ignition 920-1062 N/A N/A
2008-2006 53V8 Mitsubishi Ignition 920-1061 N/A N/A
2009-2006 6.0V8 Delphi Ignition 920-1062 N/A N/A
2009-2006 6.0V8 Mitsubishi Ignition 920-1061 N/A N/A
Trailblazer EXT
2006 4216 921-2091 900-P2075 900-P2075-6
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
CHEVROLET (Cont'd.
Trailblazer EXT (Cont'd.)
2005-2002 4216 921-2003 900-P2038 900-P2038-6
2006-2005 5.3V8 Delphi Ignition 920-1062 N/A N/A
2006-2005 5.3V8 Mitsubishi Ignition 920-1061 N/A N/A
2004-2003 5.3V8 920-1020 N/A N/A
Traverse
2015 3.6V6 N/A N/A 900-P2078-6
2014-2011 36V6 921-2109 N/A 900-P2078-6
Trax
2015 1414 Turbocharged 921-2186 N/A N/A
Truck
1960 3.8L6 920-1001 N/A N/A
1960 4316 920-1001 N/A N/A
1960 46V8 920-1001 N/A N/A
1960 5.7V8 920-1001 N/A N/A
Uplander
2006-2005 35V6 920-1066 N/A N/A
2008-2006 3.9V6 920-1066 N/A N/A
V10
1987 4.3V6 920-1004 N/A N/A
1987 5.0V8 920-1004 N/A N/A
1987 5.7V8 920-1004 N/A N/A
V10 Suburban
1988-1987 5.7V8 920-1004 N/A N/A
V20
1987 4816 920-1003 N/A N/A
1987 5.7V8 920-1004 N/A N/A
V20 Suburban
1988-1987 5.7V8 920-1004 N/A N/A
1988-1987 74V8 920-1004 N/A N/A
V30
1988-1987 4816 920-1003 N/A N/A
1988-1987 5.7V8 920-1004 N/A N/A
1988-1987 5.7V8 920-1003 N/A N/A
1988-1987 74V8 920-1004 N/A N/A
1988-1987 74V8 920-1003 N/A N/A
V1500 Suburban
1991-1989 5.7V8 920-1004 N/A N/A
V2500 Suburban
1991-1989 5.7V8 920-1004 N/A N/A
1990 74V8 920-1004 N/A N/A
V3500
1991-1989 5.7V8 920-1004 N/A N/A
1991-1989 74V8 920-1004 N/A N/A
1989 74V8 920-1003 N/A N/A
Vega
1975 20L4 920-1083 N/A N/A
1977-1975 2314 920-1083 N/A N/A
1974-1971 2314 920-1001 N/A N/A
Venture
2005-1997 3.4V6 920-1005 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
CHEVROLET (Cont'd.
Volt
2015-2011 1414 Naturally Aspirated 921-2186 N/A N/A
CHRYSLER
200
2014-2011 2414 921-2108 900-P2080 900-P2080-4
2016-2011 3.6V6 Naturally Aspirated, USA 921-2193 N/A N/A
2014-2011 3.6V6 N/A 900-P2085 900-P2085-6
300
2010-2007 2.7V6 921-2092 900-P2068 900-P2068-6
2006 2.7V6 921-2092 900-P2031 900-P2031-6
2005 2.7V6 921-2067 900-P2031 900-P2031-6
2010-2007 3.5V6 921-2092 900-P2068 900-P2068-6
2006 3.5V6 921-2092 900-P2031 900-P2031-6
2005 3.5V6 921-2037 900-P2031 900-P2031-6
2016-2011 3.6V6 921-2193 900-P2085 900-P2085-6
2015 5.7V8 921-2093 N/A N/A
2014-2006 5.7V8 921-2093 900-P2035 900-P2035-8
2005 5.7V8 921-2076 900-P2034 N/A
2005 5.7V8 w/ Wire Set N/A 900-P2034 N/A
2010-2005 6.1V8 921-2093 900-P2035 900-P2035-8
1966-1962 6.3V8 920-1001 N/A N/A
2014-2012 6.4 V8 921-2093 900-P2035 900-P2035-8
1965-1960 6.7 V8 920-1001 N/A N/A
1965-1960 6.8V8 920-1001 N/A N/A
1963 7.0V8 920-1001 N/A N/A
1971-1966 7.2V8 920-1001 N/A N/A
300M
2004-1998 3.5V6 921-2037 900-P2031 900-P2031-6
Aspen
2009-2008 47V8 921-2112 N/A N/A
2007 47V8 921-2002 N/A N/A
2009-2007 5.7V8 921-2093 900-P2035 900-P2035-8
Cirrus
2000 20L4 920-1023 N/A N/A
2010-2008 2414 921-2108 900-P2080 900-P2080-4
2000 2414 920-1023 N/A N/A
1999 2414 920-1060 N/A N/A
1997 2414 920-1023 N/A N/A
2006-2004 2.7V6 N/A 900-P2031 N/A
2003-2002 2.7V6 921-2067 900-P2031 900-P2031-6
2001 2.7V6 N/A 900-P2031 N/A
2008-2007 3.5V6 921-2092 900-P2068 900-P2068-6
Concorde
2004-1998 2.7V6 921-2067 900-P2031 900-P2031-6
2001-1998 3.2V6 921-2037 900-P2031 900-P2031-6
1996-1993 3.3V6 920-1067 N/A N/A
2004-2002 3.5V6 921-2037 900-P2031 900-P2031-6
1997-1993 3.5V6 920-1067 N/A N/A
Cordoba
1983-1980 3.7L6 920-1002 N/A N/A
1983-1979 52V8 920-1002 N/A N/A
1978-1975 52V8 920-1001 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
CHRYSLER (Cont'd.
Cordoba (Cont'd.)
1980-1979 59V8 920-1002 N/A N/A
1978-1975 59V8 920-1001 N/A N/A
1978-1975 6.6 V8 920-1001 N/A N/A
Daytona
1993-1992 2214 920-1007 N/A N/A
1990-1984 2214 920-1002 N/A N/A
1993-1991 2514 920-1007 N/A N/A
1990-1987 2514 920-1002 N/A N/A
1993-1990 3.0V6 920-1055 N/A N/A
Dynasty
1993 2514 920-1067 N/A N/A
1992-1991 2514 920-1007 N/A N/A
1990-1988 2514 920-1002 N/A N/A
E Class
1984-1983 2214 920-1002 N/A N/A
Executive Limousine
1986 2214 920-1002 N/A N/A
1986 2514 920-1002 N/A N/A
Fifth Avenue
1983 3716 920-1002 N/A N/A
1989-1983 52V8 920-1002 N/A N/A
Grand Voyager
2000 3.0V6 920-1055 N/A N/A
2000 3.3V6 920-1051 N/A N/A
Imperial
1991-1990 3.3V6 920-1067 N/A N/A
1993-1991 3.8V6 920-1067 N/A N/A
1983-1981 52V8 920-1002 N/A N/A
1965-1960 6.7V8 920-1001 N/A N/A
1965-1960 6.8V8 920-1001 N/A N/A
1975-1966 72V8 920-1001 N/A N/A
Intrepid
2004 2.7V6 N/A 900-P2031 900-P2031-6
2003 2.7V6 921-2067 900-P2031 900-P2031-6
2002 2.7V6 N/A 900-P2031 900-P2031-6
2001-1998 2.7V6 921-2067 900-P2031 900-P2031-6
2001-1998 32V6 N/A 900-P2031 900-P2031-6
1994-1993 3.3V6 920-1067 N/A N/A
2004-2000 35V6 921-2037 900-P2031 900-P2031-6
1994-1993 35V6 920-1067 N/A N/A
Laser
1986-1984 2214 920-1002 N/A N/A
1986 2514 920-1002 N/A N/A
LeBaron
1990-1982 2214 920-1002 N/A N/A
1994-1991 2514 920-1007 N/A N/A
1990-1986 2514 920-1002 N/A N/A
1981-1979 3716 920-1002 N/A N/A
1978 3716 920-1001 N/A N/A
1995-1990 3.0V6 920-1055 N/A N/A
1981-1979 52V8 920-1002 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
CHRYSLER (Cont'd.
LeBaron (Cont'd.)
1978-1977 52V8 920-1001 N/A N/A
1979 59V8 920-1002 N/A N/A
1978 59V8 920-1001 N/A N/A
LHS
2001-1999 35V6 921-2037 900-P2031 900-P2031-6
1997-1994 35V6 920-1067 N/A N/A
Newport
1981-1979 3.7L6 920-1002 N/A N/A
1981-1979 52V8 920-1002 N/A N/A
1980-1979 59V8 920-1002 N/A N/A
1978-1974 59V8 920-1001 N/A N/A
1972-1971 5.9V8 920-1001 N/A N/A
1964-1961 59V8 920-1001 N/A N/A
1971-1965 6.3V8 920-1001 N/A N/A
1978-1972 6.6 V8 920-1001 N/A N/A
1965-1960 6.7V8 920-1001 N/A N/A
1963 7.0V8 920-1001 N/A N/A
1978-1966 72V8 920-1001 N/A N/A
New Yorker
1988-1983 2214 920-1002 N/A N/A
1987-1986 2514 920-1002 N/A N/A
1982 3.7L6 920-1002 N/A N/A
1989-1988 3.0V6 920-1002 N/A N/A
1993-1990 33V6 920-1067 N/A N/A
1996-1994 35V6 920-1067 N/A N/A
1993 3.8V6 920-1067 N/A N/A
1991 3.8V6 920-1067 N/A N/A
1982-1979 52V8 920-1002 N/A N/A
1980-1979 59V8 920-1002 N/A N/A
1978-1977 59V8 920-1001 N/A N/A
1978-1975 6.6 V8 920-1001 N/A N/A
1972 6.6 V8 920-1001 N/A N/A
1965-1960 6.7V8 920-1001 N/A N/A
1963 7.0V8 920-1001 N/A N/A
1978-1966 72V8 920-1001 N/A N/A
Pacifica
2006-2004 35V6 921-2037 900-P2031 900-P2031-6
2008-2007 3.8V6 920-1032 N/A N/A
2005 3.8V6 920-1032 N/A N/A
2008-2007 4.0 V6 921-2092 900-P2068 900-P2068-6
Prowler
2002-2001 35V6 921-2037 900-P2031 900-P2031-6
PT Cruiser
2010-2001 2414 920-1060 N/A N/A
Saratoga
1960 6.3V8 920-1001 N/A N/A
Sebring
1999-1997 20L4 920-1023 N/A N/A
1996-1995 20L4 920-1043 N/A N/A
2010-2007 2414 921-2108 900-P2080 900-P2080-4
2006-2005 2414 920-1060 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
CHRYSLER (Cont'd.
Sebring (Cont'd.)
2005-2001 2414 921-2019 N/A N/A
2005-2001 2414 2 Req'd w/ Wire Set N/A 900-P2006 N/A
2002-2001 2414 920-1023 N/A N/A
1998-1997 2414 920-1023 N/A N/A
2010-2007 2.7V6 921-2092 900-P2068 900-P2068-6
2006 2.7V6 921-2092 900-P2031 900-P2031-6
2005-2001 2.7V6 921-2067 900-P2031 900-P2031-6
2010-2007 35V6 921-2092 900-P2068 900-P2068-6
TC Maserati
1991-1990 3.0V6 920-1055 N/A N/A
Town & Country
1988-1982 2214 920-1002 N/A N/A
1988-1986 2514 920-1002 N/A N/A
1981-1979 3716 920-1002 N/A N/A
1978 3716 920-1001 N/A N/A
2010-2001 3.3V6 920-1032 N/A N/A
2000-1999 3.3V6 920-1051 N/A N/A
1998-1996 3.3V6 920-1067 N/A N/A
1993-1990 3.3V6 920-1067 N/A N/A
2016 3.6V6 921-2193 N/A N/A
2015-2011 36V6 921-2193 900-P2085 900-P2085-6
2010-2001 3.8V6 920-1032 N/A N/A
2000-1999 3.8V6 920-1051 N/A N/A
1998-1994 3.8V6 920-1067 N/A N/A
2010-2008 40V6 921-2092 900-P2068 900-P2068-6
1981-1979 52V8 920-1002 N/A N/A
1978 52V8 920-1001 N/A N/A
1979 59V8 920-1002 N/A N/A
1978 59V8 920-1001 N/A N/A
1964-1961 59V8 920-1001 N/A N/A
1971-1963 6.3V8 920-1001 N/A N/A
1961-1960 6.3V8 920-1001 N/A N/A
1977-1972 6.6 V8 920-1001 N/A N/A
1965-1960 6.7V8 920-1001 N/A N/A
1963 7.0V8 920-1001 N/A N/A
1977-1966 72V8 920-1001 N/A N/A
Voyager
2003-2000 2414 920-1023 N/A N/A
2000 3.0V6 920-1055 N/A N/A
2003-2001 3.3V6 920-1032 N/A N/A
2000 3.3V6 920-1051 N/A N/A
Windsor
1961-1960 6.3 V8 920-1001 N/A N/A
D21
1968-1967 2214 920-1041 N/A N/A
DS19
1967 20L4 920-1041 N/A N/A
DS21
1969-1967 2214 920-1041 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)

CITROEN (Cont'd.
DS21 Pallas

1969-1968 2214 920-1041 N/A N/A
ID19

1967 1914 920-1041 N/A N/A

1969-1968 2014 920-1041 N/A N/A
Lanos

2002-1999 16L4 920-1057 N/A N/A
Leganza

2002-1999 2214 920-1057 N/A N/A
Nubira

2002-2000 2014 Exc.ULEV Spec 920-1057 N/A N/A

2002-2000 2014 ULEV Spec 920-1026 N/A N/A

1999 2014 920-1057 N/A N/A
Adventurer

1961 59V8 920-1001 N/A N/A

1960 6.3V8 920-1001 N/A N/A
DeSoto

1961 59V8 920-1001 N/A N/A
Fireflite

1961-1960 59V8 920-1001 N/A N/A
Pantera

1989-1981 58V8 920-1001 N/A N/A

1974-1971 58V8 920-1009 N/A N/A

 DODGE |

330

1964-1963 3716 920-1001 N/A N/A

1964 45V8 920-1001 N/A N/A

1964-1963 52V8 920-1001 N/A N/A

1964-1963 6.3V8 920-1001 N/A N/A

1964-1963 7.0V8 920-1001 N/A N/A
400

1983-1982 2214 920-1002 N/A N/A
440

1964-1963 3716 920-1001 N/A N/A

1964-1963 52V8 920-1001 N/A N/A

1964-1963 6.3V8 920-1001 N/A N/A

1964-1963 7.0V8 920-1001 N/A N/A
600

1988-1983 2214 920-1002 N/A N/A

1988-1986 2514 920-1002 N/A N/A
880

1964-1962 59V8 920-1001 N/A N/A

1965-1963 6.3V8 920-1001 N/A N/A

1965 6.7V8 920-1001 N/A N/A

1963 6.7V8 920-1001 N/A N/A

1963 6.8V8 920-1001 N/A N/A

1965 7.0V8 920-1001 N/A N/A
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Year
Ao
Année

A100
1966-1964
1966-1964
1966-1964
1970

A100 Truck
1969-1964
1970
1970-1964
1967-1964
1970-1967

A108 Van
1969-1967
1970
1970-1967

Aries
1989-1981
1989-1986

Aspen
1980-1979
1978-1976
1980-1979
1978-1976
1980-1979
1978-1976

Atos
2010-2006

Avenger
1999-1997
1996-1995
2014-2008
2010-2008
2010-2008
2014-2011
2014-2011

B100
1980-1979
1980-1979
1978-1975
1980-1979
1980-1979
1978-1975
1978-1976

B100 Van
1973-1971
1974-1971
1974-1971
1974-1971
1974

B150
1987-1982
1981

DODGE (Cont'd.

Eng.
Lit/
La

2816
3716
45V8
52V8

2816
3216
3716
45V8
52V8

2816
3216
3.7L6

2214
2514

3716
3.7L6
52V8
52V8
59V8
59V8

1114

20L4
20L4
2414
2.7V6
3.5V6
3.6 V6
3.6 V6

3716
3716
3716
52V8
52V8
52V8
59V8

3216
3716
52V8
59V8
72V8

3716
3.7L6

Application Identifier
Identificador de Aplicacion
Application Identifier

Naturally Aspirated, USA

Female Secondary Post
Male Secondary Post

Female Secondary Post
Male Secondary Post

Female Secondary Post

ThunderSpark™ ThunderSpark™ ThunderSpark™
COP Boots
(Each)

Ignition Coils

920-1001
920-1001
920-1001
920-1001

920-1001
920-1001
920-1001
920-1001
920-1001

920-1001
920-1001
920-1001

920-1002
920-1002

920-1002
920-1001
920-1002
920-1001
920-1002
920-1001

920-1031

920-1023
920-1043
921-2108
921-2092
921-2092
N/A
921-2193

920-1001
920-1002
920-1001
920-1001
920-1002
920-1001
920-1001

920-1001
920-1001
920-1001
920-1001
920-1001

920-1002
920-1001

N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A

N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A

N/A

N/A
N/A
900-P2080
900-P2068
900-P2068
900-P2085
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A

N/A
N/A

COP Boots
(Set)

N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A

N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A

N/A

N/A

N/A
900-P2080-4
900-P2068-6
900-P2068-6

N/A
900-P2085-6

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A

N/A
N/A

60




N\Vallkcer Application Guide

walkerproducts.com

Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
DODGE (Cont'd.

B150 (Cont'd.)
1981 3.7L6 Male Secondary Post 920-1002 N/A N/A
1994 39V6 920-1007 N/A N/A
1993-1992 3.9V6 Can Type Coil 920-1002 N/A N/A
1993-1992 39V6 Square Coil 920-1007 N/A N/A
1991-1988 3.9V6 920-1002 N/A N/A
1994 52V8 920-1007 N/A N/A
1993-1992 52V8 Can Type Coil 920-1002 N/A N/A
1993-1992 52V8 Square Coil 920-1007 N/A N/A
1991-1982 52V8 920-1002 N/A N/A
1981 52V8 Female Secondary Post 920-1001 N/A N/A
1981 52V8 Male Secondary Post 920-1002 N/A N/A

B200
1980-1979 3.7L6 Female Secondary Post 920-1001 N/A N/A
1980-1979 3.7L6 Male Secondary Post 920-1002 N/A N/A
1978-1975 37L6 920-1001 N/A N/A
1980-1979 52V8 Female Secondary Post 920-1001 N/A N/A
1980-1979 52V8 Male Secondary Post 920-1002 N/A N/A
1978-1975 52V8 920-1001 N/A N/A
1980-1979 59V8 Female Secondary Post 920-1001 N/A N/A
1980-1979 59V8 Male Secondary Post 920-1002 N/A N/A
1978-1975 59V8 920-1001 N/A N/A
1978-1976 6.6 V8 920-1001 N/A N/A
1978-1975 7.2V8 920-1001 N/A N/A

B200 Van
1973-1971 3216 920-1001 N/A N/A
1974-1971 37L6 920-1001 N/A N/A
1974-1971 52V8 920-1001 N/A N/A
1974-1971 59V8 920-1001 N/A N/A
1974-1971 6.6 V8 920-1001 N/A N/A
1974 7.2V8 920-1001 N/A N/A

B250
1987-1982 37L6 920-1002 N/A N/A
1981 3.7L6 Female Secondary Post 920-1001 N/A N/A
1981 3.7L6 Male Secondary Post 920-1002 N/A N/A
1994-1992 39V6 Square Coil 920-1007 N/A N/A
1993-1992 3.9V6 Can Type Coil 920-1002 N/A N/A
1991-1988 39V6 920-1002 N/A N/A
1994-1992 52V8 Square Coil 920-1007 N/A N/A
1993-1992 52V8 Can Type Coil 920-1002 N/A N/A
1991-1982 52V8 920-1002 N/A N/A
1981 52V8 Female Secondary Post 920-1001 N/A N/A
1981 52V8 Male Secondary Post 920-1002 N/A N/A
1994-1992 59V8 Square Coil 920-1007 N/A N/A
1993-1992 59V8 Can Type Coil 920-1002 N/A N/A
1991-1984 59V8 920-1002 N/A N/A
1981 59V8 Female Secondary Post 920-1001 N/A N/A
1981 59V8 Male Secondary Post 920-1002 N/A N/A

B300
1980-1979 3.7L6 Female Secondary Post 920-1001 N/A N/A
1980-1979 3.7L6 Male Secondary Post 920-1002 N/A N/A
1978-1975 3.7L6 920-1001 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
DODGE (Cont'd.
B300 (Cont'd.)
1980-1979 52V8 Female Secondary Post 920-1001 N/A N/A
1980-1979 52V8 Male Secondary Post 920-1002 N/A N/A
1978-1975 52V8 920-1001 N/A N/A
1980-1979 59V8 Female Secondary Post 920-1001 N/A N/A
1980-1979 59V8 Male Secondary Post 920-1002 N/A N/A
1978-1975 59V8 920-1001 N/A N/A
1978-1976 6.6 V8 920-1001 N/A N/A
1978-1975 72V8 920-1001 N/A N/A
B300 Van
1974-1971 37L6 920-1001 N/A N/A
1974-1971 52V8 920-1001 N/A N/A
1974-1971 59V8 920-1001 N/A N/A
1974-1971 6.6 V8 920-1001 N/A N/A
1974 7.2V8 920-1001 N/A N/A
B350
1994-1992 52V8 Square Coil 920-1007 N/A N/A
1993-1992 52V8 Can Type Coil 920-1002 N/A N/A
1991-1982 52V8 920-1002 N/A N/A
1981 52V8 Female Secondary Post 920-1001 N/A N/A
1981 52V8 Male Secondary Post 920-1002 N/A N/A
1994-1992 59V8 Square Coil 920-1007 N/A N/A
1993-1992 59V8 Can Type Coil 920-1002 N/A N/A
1991-1982 59V8 920-1002 N/A N/A
1981 59V8 Female Secondary Post 920-1001 N/A N/A
1981 59V8 Male Secondary Post 920-1002 N/A N/A
B1500
1998 3.9V6 920-1008 N/A N/A
1997-1995 3.9V6 920-1007 N/A N/A
1998 52V8 920-1008 N/A N/A
1997-1995 52V8 920-1007 N/A N/A
1998 59V8 920-1008 N/A N/A
B2500
1997-1995 3.9V6 920-1007 N/A N/A
1998 52V8 920-1008 N/A N/A
1997-1995 52V8 920-1007 N/A N/A
1998 59V8 920-1008 N/A N/A
1997-1995 59V8 920-1007 N/A N/A
B3500
1998 52V8 920-1008 N/A N/A
1997-1995 52V8 920-1007 N/A N/A
1998 59V8 920-1008 N/A N/A
1997-1995 59V8 920-1007 N/A N/A
Caliber
2009-2007 1814 921-2108 900-P2080 900-P2080-4
2012-2007 20L4 921-2108 900-P2080 900-P2080-4
2012-2007 2414 921-2108 900-P2080 900-P2080-4
Caravan
1987-1984 2214 920-1002 N/A N/A
2007-2004 2414 920-1060 N/A N/A
2003-1997 2414 920-1023 N/A N/A
1995-1991 2514 920-1007 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
DODGE (Cont'd.
Caravan (Cont'd.)
1990-1988 2514 920-1002 N/A N/A
2000-1990 3.0V6 920-1055 N/A N/A
1989-1987 3.0V6 920-1002 N/A N/A
2007-2001 33V6 920-1032 N/A N/A
2000-1999 33V6 920-1051 N/A N/A
1998-1990 33V6 920-1067 N/A N/A
1999 3.8V6 920-1051 N/A N/A
1998-1996 3.8V6 920-1067 N/A N/A
CB300
1979 3.7L6 Female Secondary Post 920-1001 N/A N/A
1979 3.7L6 Male Secondary Post 920-1002 N/A N/A
1978-1977 37L6 920-1001 N/A N/A
1975-1973 3.7L6 920-1001 N/A N/A
1980-1979 52V8 Female Secondary Post 920-1001 N/A N/A
1980-1979 52V8 Male Secondary Post 920-1002 N/A N/A
1978-1973 52V8 920-1001 N/A N/A
1980-1979 59V8 Female Secondary Post 920-1001 N/A N/A
1980-1979 59V8 Male Secondary Post 920-1002 N/A N/A
1978-1974 59V8 920-1001 N/A N/A
1978-1976 6.6 V8 920-1001 N/A N/A
1979 7.2V8 Female Secondary Post 920-1001 N/A N/A
1979 7.2V8 Male Secondary Post 920-1002 N/A N/A
1978-1977 7.2V8 920-1001 N/A N/A
Challenger
1978 1.6L4 920-1001 N/A N/A
1978 2614 920-1001 N/A N/A
1971-1970 3216 920-1001 N/A N/A
1972-1970 37L6 920-1001 N/A N/A
2010-2009 35V6 921-2092 900-P2068 900-P2068-6
2016-2015 36V6 921-2193 N/A N/A
2014-2011 3.6V6 921-2193 900-P2085 900-P2085-6
1974-1970 52V8 920-1001 N/A N/A
1973-1970 5.6V8 920-1001 N/A N/A
2015-2009 57V8 921-2093 900-P2035 900-P2035-8
1974 59V8 920-1001 N/A N/A
2010-2008 6.1V8 921-2093 900-P2035 900-P2035-8
2016-2015 6.2V8 921-2093 N/A N/A
1971-1970 6.3V8 920-1001 N/A N/A
2016 6.4 V8 921-2093 N/A N/A
2015-2011 6.4 V8 921-2093 900-P2035 900-P2035-8
1974-1972 6.6 V8 920-1001 N/A N/A
1971-1970 7.0V8 920-1001 N/A N/A
1972-1970 7.2V8 920-1001 N/A N/A
Charger
1986-1983 1.6L4 920-1002 N/A N/A
1983 1714 920-1002 N/A N/A
1987-1983 2214 920-1002 N/A N/A
1976 3.7L6 920-1001 N/A N/A
1974-1968 3.7L6 920-1001 N/A N/A
2010-2006 2.7V6 921-2092 900-P2068 900-P2068-6
2010-2006 3.5V6 921-2092 900-P2068 900-P2068-6
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
DODGE (Cont'd.
Charger (Cont'd.)
2016-2015 3.6V6 921-2193 N/A N/A
2014-2011 36V6 921-2193 900-P2085 900-P2085-6
1967 45V8 920-1001 N/A N/A
1978-1966 52V8 920-1001 N/A N/A
1973-1970 5.6V8 920-1001 N/A N/A
2015-2006 5.7V8 921-2093 900-P2035 900-P2035-8
1978-1974 59V8 920-1001 N/A N/A
1966 59V8 920-1001 N/A N/A
2010-2006 6.1V8 921-2093 900-P2035 900-P2035-8
2015 6.2V8 921-2093 N/A N/A
1971-1966 6.3V8 920-1001 N/A N/A
2016 6.4 V8 921-2093 N/A N/A
2015-2012 6.4 V8 921-2093 900-P2035 900-P2035-8
1978-1972 6.6 V8 920-1001 N/A N/A
1971-1966 7.0V8 920-1001 N/A N/A
1974-1967 72V8 920-1001 N/A N/A
Colt
1984-1979 1414 920-1001 N/A N/A
1987-1985 1514 920-1001 N/A N/A
1987-1971 1.6L4 920-1001 N/A N/A
1994-1992 1814 920-1088 N/A N/A
1991-1988 20L4 920-1055 N/A N/A
1987 20L4 From 11/86 920-1055 N/A N/A
1987 20L4 To 10/86 920-1001 N/A N/A
1986-1984 20L4 920-1001 N/A N/A
1977-1974 20L4 920-1001 N/A N/A
1980-1978 26L4 920-1001 N/A N/A
Coronet
1976-1965 3716 920-1001 N/A N/A
1968-1965 45V8 920-1001 N/A N/A
1976-1965 52V8 920-1001 N/A N/A
1973-1970 5.6V8 920-1001 N/A N/A
1976-1973 59V8 920-1001 N/A N/A
1966-1965 59V8 920-1001 N/A N/A
1971-1965 6.3V8 920-1001 N/A N/A
1976-1972 6.6 V8 920-1001 N/A N/A
1971-1965 7.0V8 920-1001 N/A N/A
1976-1966 72V8 920-1001 N/A N/A
Custom
1961-1960 59V8 920-1001 N/A N/A
1961-1960 6.3V8 920-1001 N/A N/A
1961 6.7V8 920-1001 N/A N/A
D50
1979 20L4 920-1001 N/A N/A
1979 26L4 920-1001 N/A N/A
D100
1987-1986 3716 920-1002 N/A N/A
1979 3.7L6 Female Secondary Post 920-1001 N/A N/A
1979 3.7L6 Male Secondary Post 920-1002 N/A N/A
1978-1975 3716 920-1001 N/A N/A
1989-1988 3.9 V6 920-1002 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
DODGE (Cont'd.

D100 (Cont'd.)
1989-1986 52V8 920-1002 N/A N/A
1979 52V8 Female Secondary Post 920-1001 N/A N/A
1979 52V8 Male Secondary Post 920-1002 N/A N/A
1978-1975 52V8 920-1001 N/A N/A
1988-1986 59V8 920-1002 N/A N/A
1979 59V8 Female Secondary Post 920-1001 N/A N/A
1979 59V8 Male Secondary Post 920-1002 N/A N/A
1978-1975 59V8 920-1001 N/A N/A
1978-1976 6.6 V8 920-1001 N/A N/A
1978-1975 7.2V8 920-1001 N/A N/A

D100 Pickup
1973 3216 920-1001 N/A N/A
1971-1970 3216 920-1001 N/A N/A
1974-1968 37L6 920-1001 N/A N/A
1974-1968 52V8 920-1001 N/A N/A
1974-1971 59V8 920-1001 N/A N/A
1971-1968 6.3V8 920-1001 N/A N/A
1974-1971 6.6 V8 920-1001 N/A N/A
1974-1973 7.2V8 920-1001 N/A N/A

D100 Series
1966-1961 28L6 920-1001 N/A N/A
1967-1961 37L6 920-1001 N/A N/A
1960 3.8L6 920-1001 N/A N/A
1961-1960 5.1V8 920-1001 N/A N/A
1967-1960 52V8 920-1001 N/A N/A
1967 6.3V8 920-1001 N/A N/A

D150
1987-1982 37L6 920-1002 N/A N/A
1981-1979 3.7L6 Female Secondary Post 920-1001 N/A N/A
1981-1979 3.7L6 Male Secondary Post 920-1002 N/A N/A
1978-1977 37L6 920-1001 N/A N/A
1993-1992 39V6 Can Type Coil 920-1002 N/A N/A
1993-1992 3.9V6 Square Coil 920-1007 N/A N/A
1991-1988 39V6 920-1002 N/A N/A
1993-1992 52V8 Can Type Coil 920-1002 N/A N/A
1993-1992 52V8 Square Coil 920-1007 N/A N/A
1991-1982 52V8 920-1002 N/A N/A
1981-1979 52V8 Female Secondary Post 920-1001 N/A N/A
1981-1979 52V8 Male Secondary Post 920-1002 N/A N/A
1978-1977 52V8 920-1001 N/A N/A
1993 59V8 Can Type Caoil 920-1002 N/A N/A
1993 59V8 Square Coil 920-1007 N/A N/A
1991-1984 59V8 920-1002 N/A N/A
1982 59V8 920-1002 N/A N/A
1981-1979 59V8 Female Secondary Post 920-1001 N/A N/A
1981-1979 59V8 Male Secondary Post 920-1002 N/A N/A
1978-1977 5.9V8 920-1001 N/A N/A
1978-1977 6.6 V8 920-1001 N/A N/A
1978 7.2V8 920-1001 N/A N/A

D200
1980-1979 3.7L6 920-1002 N/A N/A
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Year
Ao
Année

D200 (Cont'd.)
1978-1975
1980-1979
1978-1975
1980-1979
1978-1975
1978-1975
1978-1975

D200 Pickup
1974-1968
1974-1968
1974-1971
1971-1968
1974-1971
1974-1973

D200 Series
1967-1961
1960
1961-1960
1967-1960
1967

D250
1987-1981
1993-1992
1993-1992
1991-1988
1993-1992
1993-1992
1991-1981
1993-1992
1993-1992
1991-1984
1982-1981

D300
1978-1975
1980-1979
1978-1975
1980-1979
1978-1975
1978-1976
1978-1975

D300 Pickup
1974-1968
1974-1968
1974-1971
1971-1968
1974-1971
1974-1972

D300 Series
1967-1961
1960
1960

DODGE (Cont'd.

Eng.
Lit/
La

3716
52V8
52V8
59V8
59V8
6.6 V8
72V8

3716
52V8
59V8
6.3V8
6.6 V8
72V8

3716
38L6
5.1V8
52V8
6.3V8

3716
3.9V6
3.9V6
3.9V6
52V8
52V8
52V8
59V8
59V8
59V8
59V8

3716
52V8
52V8
59V8
59V8
6.6 V8
72V8

3716
52V8
59V8
6.3V8
6.6 V8
72V8

3716
38L6
4316

Application Identifier
Identificador de Aplicacion
Application Identifier

Can Type Caoil
Square Coil

Can Type Coil
Square Coil

Can Type Caoil
Square Coil

ThunderSpark™ ThunderSpark™ ThunderSpark™
COP Boots
(Each)

Ignition Coils

920-1001
920-1002
920-1001
920-1002
920-1001
920-1001
920-1001

920-1001
920-1001
920-1001
920-1001
920-1001
920-1001

920-1001
920-1001
920-1001
920-1001
920-1001

920-1002
920-1002
920-1007
920-1002
920-1002
920-1007
920-1002
920-1002
920-1007
920-1002
920-1002

920-1001
920-1002
920-1001
920-1002
920-1001
920-1001
920-1001

920-1001
920-1001
920-1001
920-1001
920-1001
920-1001

920-1001
920-1001
920-1001

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A

COP Boots
(Set)

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
DODGE (Cont'd.

D300 Series (Cont'd.)
1961-1960 5.1V8 920-1001 N/A N/A
1967-1960 52V8 920-1001 N/A N/A
1967 6.3V8 920-1001 N/A N/A

D350
1983-1981 52V8 920-1002 N/A N/A
1993-1992 59V8 Can Type Coil 920-1002 N/A N/A
1993-1992 59V8 Square Coil 920-1007 N/A N/A
1991-1981 59V8 920-1002 N/A N/A

D400
1981-1978 59V8 920-1001 N/A N/A
1978 7.2V8 920-1001 N/A N/A

D450
1981-1978 59V8 920-1001 N/A N/A
1978 7.2V8 920-1001 N/A N/A

Dakota
1988-1987 2214 920-1002 N/A N/A
2002-1998 2514 920-1008 N/A N/A
1997-1990 2514 920-1007 N/A N/A
1989 2514 920-1002 N/A N/A
2010-2009 3.7V6 921-2133 900-P2066 N/A
2010-2009 3.7V6 3 Req'd w/ Wire Set N/A 900-P2066 N/A
2008-2004 3.7V6 921-2002 N/A N/A
2003-1998 3.9V6 920-1008 N/A N/A
1997-1994 3.9V6 920-1007 N/A N/A
1993-1992 3.9V6 Can Type Coil 920-1002 N/A N/A
1993-1992 3.9V6 Square Coil 920-1007 N/A N/A
1991-1987 3.9V6 920-1002 N/A N/A
2010-2008 47V8 921-2112 N/A N/A
2007-2000 47V8 921-2002 N/A N/A
1999-1998 52V8 920-1008 N/A N/A
1997-1994 52V8 920-1007 N/A N/A
1993-1992 52V8 Can Type Coil 920-1002 N/A N/A
1993-1992 52V8 Square Coil 920-1007 N/A N/A
1991-1989 52V8 920-1002 N/A N/A
2003-1998 59V8 920-1008 N/A N/A

Dart
1971-1963 2816 920-1001 N/A N/A
1961-1960 2816 920-1001 N/A N/A
1974-1970 3216 920-1001 N/A N/A
1976-1960 3.7L6 920-1001 N/A N/A
1969-1964 45V8 920-1001 N/A N/A
1976-1968 52V8 920-1001 N/A N/A
1962-1960 52V8 920-1001 N/A N/A
1973-1968 56V8 920-1001 N/A N/A
1976-1974 59V8 920-1001 N/A N/A
1962-1960 59V8 920-1001 N/A N/A
1969-1967 6.3V8 920-1001 N/A N/A
1962-1960 6.3V8 920-1001 N/A N/A
1962-1961 6.7 V8 920-1001 N/A N/A
1962-1961 6.8 V8 920-1001 N/A N/A
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Year
Ao
Année

DODGE (Cont'd.

Eng.
Lit/
La

Daytona
1990-1984 2214
1990-1986 2514
1993-1990 3.0V6
Diplomat
1983-1979 37L6
1978 3716
1989-1979 52V8
1978-1977 52V8
1979 59V8
1978 59V8
Durango
2015 36V6
2014-2011 36V6
2009 37V6
2009 37V6
2008-2004 37V6
1999-1998 39V6
2009-2008 47V8
2007-2000 47V8
2000-1998 52V8
2015 57V8
2014-2011 57V8
2009-2006 57V8
2005-2004 57V8
2005-2004 57V8
2003-1998 59V8
Dynasty
1993-1991 2514
1993-1990 3.0V6
1993-1990 33V6
Grand Caravan
1997 2414
1989-1987 2514
2000-1992 3.0V6
1989-1987 3.0V6
2010-2001 33V6
2000-1999 33V6
1998-1990 33V6
2016 36V6
2015-2011 36V6
2010-2001 3.8V6
2000-1999 3.8V6
1998-1994 3.8V6
2010-2008 40V6
Intrepid
2004-1998 2.7V6
2001 32V6
2000-1998 32V6
1997-1993 33V6
2004-2000 35V6
1997-1993 3.5V6

Application Identifier
Identificador de Aplicacion
Application Identifier

3 Req'd w/ Wire Set

w/ Wire Set

ThunderSpark™ ThunderSpark™ ThunderSpark™
COP Boots
(Each)

Ignition Coils

920-1002
920-1002
920-1055

920-1002
920-1001
920-1002
920-1001
920-1002
920-1001

921-2193
921-2193
921-2133
N/A
921-2002
920-1008
921-2112
921-2002
920-1008
921-2093
921-2093
921-2093
921-2076
N/A
920-1008

920-1007
920-1055
920-1067

920-1023
920-1002
920-1055
920-1002
920-1032
920-1051
920-1067
921-2193
921-2193
920-1032
920-1051
920-1067
921-2092

921-2067
N/A
921-2037
920-1067
921-2037
920-1067

N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A

N/A
900-P2085
900-P2066
900-P2066

N/A

N/A

N/A

N/A

N/A

N/A
900-P2035
900-P2035
900-P2034
900-P2034

N/A

N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
900-P2085
N/A
N/A
N/A
900-P2068

900-P2031
900-P2031
900-P2031
N/A
900-P2031
N/A

COP Boots
(Set)

N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A

N/A
900-P2085-6
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
900-P2035-8
900-P2035-8
N/A
N/A
N/A

N/A
N/A
N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A
900-P2085-6

N/A

N/A

N/A
900-P2068-6

900-P2031-6
N/A

900-P2031-6
N/A

900-P2031-6
N/A
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Year
Ao
Année

Journey
2016-2015
2014-2009
2010-2009
2016-2015
2014-2011

Lancer
1989-1985
1989-1986
1962-1961
1962-1961
1961

M300
1968
1974-1968
1974

M350
1974
1974

Magnum
2008-2007
2006
2005
2008-2007
2006
2005
1979
1978
2008-2006
2005
2005
1979
1978
2008-2006
1978

Matador
1960
1960
1960

MB300
1974-1970
1974

Mini Ram
1987-1984
1988-1987
1987-1984
1988-1987

Mirada
1983-1980
1983-1980
1980

DODGE (Cont'd.

Eng.
Lit/
La

2414
2414
3.5V6
3.6 V6
3.6 V6

2214
2514
28L6
3.7L6
6.7 V8

4116
52V8
72V8

52V8
72V8

2.7V6
2.7V6
2.7V6
3.5V6
3.5V6
3.5V6
52V8
52V8
5.7V8
5.7V8
5.7V8
59V8
59V8
6.1V8
6.6 V8

52V8
59V8
6.3V8

52V8
72V8

2214
2514
26L4
3.0V6

3.7L6
52V8
59 V8

Application Identifier
Identificador de Aplicacion
Application Identifier

w/ Wire Set

ThunderSpark™ ThunderSpark™ ThunderSpark™
COP Boots
(Each)

Ignition Coils

921-2108
921-2108
921-2092
921-2193
921-2193

920-1002
920-1002
920-1001
920-1001
920-1001

920-1001
920-1001
920-1001

920-1001
920-1001

921-2092
921-2092
921-2067
921-2092
921-2092
921-2037
920-1002
920-1001
921-2093
921-2076
N/A
920-1002
920-1001
921-2093
920-1001

920-1001
920-1001
920-1001

920-1001
920-1001

920-1002
920-1002
920-1002
920-1002

920-1002
920-1002
920-1002

N/A
900-P2080
900-P2068

N/A
900-P2085

N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A

N/A
N/A

900-P2068
900-P2031
900-P2031
900-P2068
900-P2031
900-P2031
N/A
N/A
900-P2035
900-P2034
900-P2034
N/A
N/A
900-P2035
N/A

N/A
N/A
N/A

N/A
N/A

N/A
N/A
N/A
N/A

N/A
N/A
N/A

COP Boots
(Set)

N/A
900-P2080-4
900-P2068-6

N/A
900-P2085-6

N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A

N/A
N/A

900-P2068-6
900-P2031-6
900-P2031-6
900-P2068-6
900-P2031-6
900-P2031-6

N/A

N/A
900-P2035-8

N/A

N/A

N/A

N/A
900-P2035-8

N/A

N/A
N/A
N/A

N/A
N/A

N/A
N/A
N/A
N/A

N/A
N/A
N/A
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Year
Ao
Année

Monaco
1978-1977
1992-1990
1978-1968
1978-1971
1971-1965
1978-1972
1965
1965
1978-1966

Neon
2005-2004
2003-1997
1996-1995
2005-2004
2003

Nitro
2011-2009
2011-2009
2008-2007
2011-2007

Omni
1986-1983
1983-1979
1978
1990-1981

P100
1966-1965
1968
1966-1965
1964-1962

P100 Van
1961
1967

P200
1966-1965
1972-1965
1964-1961
1972-1970

P200 Van
1961
1974-1973
1961

P300
1972-1967
1965
1966
1964-1961
1972-1971

P300 Van
1974-1973
1961

DODGE (Cont'd.

Eng.
Lit/
La

3716
3.0V6
52V8
59V8
6.3V8
6.6 V8
6.7V8
7.0V8
72V8

20L4
20L4
20L4
2414
2414

3.7V6
3.7V6
3.7V6
4.0V6

1.6L4
1714
1714
2214

2816
3.7L6
3716
4116

2816
3.7L6

2816
3716
4116
59V8

2816
3.7L6
3716

3716
3716
4116
4116
59V8

3716
3.7L6

Application Identifier
Identificador de Aplicacion
Application Identifier

3 Req'd w/ Wire Set

ThunderSpark™ ThunderSpark™ ThunderSpark™
COP Boots
(Each)

Ignition Coils

920-1001
920-1065
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001

920-1060
920-1023
920-1043
920-1060
920-1023

921-2133
N/A
921-2002
921-2092

920-1002
920-1002
920-1001
920-1002

920-1001
920-1001
920-1001
920-1001

920-1001
920-1001

920-1001
920-1001
920-1001
920-1001

920-1001
920-1001
920-1001

920-1001
920-1001
920-1001
920-1001
920-1001

920-1001
920-1001

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A

900-P2066

900-P2066
N/A

900-P2068

N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A

N/A
N/A

N/A
N/A
N/A
N/A

N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A

N/A
N/A

COP Boots
(Set)

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A

N/A

N/A

N/A
900-P2068-6

N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A

N/A
N/A

N/A
N/A
N/A
N/A

N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A

N/A
N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
DODGE (Cont'd.
P300 Van (Cont'd.)
1960 3816 920-1001 N/A N/A
P375
1968 59V8 920-1001 N/A N/A
Phoenix
1961-1960 3.7L6 920-1001 N/A N/A
1961-1960 52V8 920-1001 N/A N/A
1961-1960 59V8 920-1001 N/A N/A
1961-1960 6.3V8 920-1001 N/A N/A
Pioneer
1961-1960 3.7L6 920-1001 N/A N/A
1961-1960 52V8 920-1001 N/A N/A
1961 59V8 920-1001 N/A N/A
1961 6.3V8 920-1001 N/A N/A
Polara
1964 2816 920-1001 N/A N/A
1973-1966 3.7L6 920-1001 N/A N/A
1964-1963 3.7L6 920-1001 N/A N/A
1966 45V8 920-1001 N/A N/A
1973-1963 52V8 920-1001 N/A N/A
1961-1960 52V8 920-1001 N/A N/A
1973-1972 5.6V8 920-1001 N/A N/A
1973-1971 59V8 920-1001 N/A N/A
1962-1960 59V8 920-1001 N/A N/A
1971-1960 6.3V8 920-1001 N/A N/A
1973-1972 6.6 V8 920-1001 N/A N/A
1965 6.7 V8 920-1001 N/A N/A
1962-1961 6.7 V8 920-1001 N/A N/A
1965-1963 7.0V8 920-1001 N/A N/A
1973-1966 72V8 920-1001 N/A N/A
Power Ram 50
1984 2014 920-1001 N/A N/A
1986-1984 26L4 920-1001 N/A N/A
Raider
1989-1987 26L4 920-1001 N/A N/A
1989 3.0V6 920-1001 N/A N/A
Ram 50
1986-1984 20L4 920-1001 N/A N/A
1991-1990 2414 920-1002 N/A N/A
1986-1984 26L4 920-1001 N/A N/A
1991-1990 3.0V6 920-1002 N/A N/A
Ram 1500
2010-2009 3.7V6 921-2133 900-P2066 N/A
2010-2009 37V6 3 Req'd w/ Wire Set N/A 900-P2066 N/A
2008-2002 3.7V6 921-2002 N/A N/A
2001-1998 3.9V6 920-1008 N/A N/A
1997-1994 39V6 920-1007 N/A N/A
2010-2008 47V8 921-2112 N/A N/A
2007-2002 47V8 921-2002 N/A N/A
2001-1998 52V8 920-1008 N/A N/A
1997-1994 52V8 920-1007 N/A N/A
2010-2006 5.7V8 921-2093 900-P2035 900-P2035-8
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
DODGE (Cont'd.
Ram 1500 (Cont'd.)
2005-2003 5.7V8 921-2076 900-P2034 N/A
2005-2003 5.7V8 w/ Wire Set N/A 900-P2034 N/A
2003-1998 59V8 920-1008 N/A N/A
1997-1994 59V8 920-1007 N/A N/A
2006-2004 8.3V10 Four Lead 920-1060 N/A N/A
Ram 1500 Van
2003-1999 3.9V6 920-1008 N/A N/A
2003-1999 52V8 920-1008 N/A N/A
2003-1999 59V8 920-1008 N/A N/A
Ram 2500
2010 6.7L6 N/A 900-P2035 N/A
1996-1994 52V8 920-1007 N/A N/A
2010-2006 5.7V8 921-2093 900-P2035 900-P2035-8
2005-2003 5.7V8 921-2076 900-P2034 N/A
2005-2003 5.7V8 w/ Wire Set N/A 900-P2034 N/A
2002-1998 59V8 920-1008 N/A N/A
1997-1994 59V8 920-1007 N/A N/A
2003-1997 8.0V10 Four Lead 920-1060 N/A N/A
Ram 2500 Van
2001 3.9V6 920-1008 N/A N/A
2003-1999 52V8 920-1008 N/A N/A
2003-1999 59V8 920-1008 N/A N/A
Ram 3500
2009-2006 5.7V8 921-2093 900-P2035 900-P2035-8
2005-2003 5.7V8 921-2076 900-P2034 N/A
2005-2003 5.7V8 w/ Wire Set N/A 900-P2034 N/A
2002-1998 59V8 920-1008 N/A N/A
1997-1994 59V8 920-1007 N/A N/A
2003-1997 8.0V10 Four Lead 920-1060 N/A N/A
Ram 3500 Van
2003-1999 52V8 920-1008 N/A N/A
2003-1999 59V8 920-1008 N/A N/A
Ram 4000
2005 5.7V8 N/A 900-P2034 N/A
2005 5.7V8 w/ Wire Set N/A 900-P2034 N/A
2002 5.7V8 N/A 900-P2034 N/A
2002 5.7V8 w/ Wire Set N/A 900-P2034 N/A
Ramcharger
1980-1979 3.7L6 Female Secondary Post 920-1001 N/A N/A
1980-1979 3.7L6 Male Secondary Post 920-1002 N/A N/A
1978-1974 376 920-1001 N/A N/A
1993-1992 52V8 Can Type Coil 920-1002 N/A N/A
1993-1992 52V8 Square Coil 920-1007 N/A N/A
1991-1982 52V8 920-1002 N/A N/A
1981-1979 52V8 Female Secondary Post 920-1001 N/A N/A
1981-1979 52V8 Male Secondary Post 920-1002 N/A N/A
1978-1974 52V8 920-1001 N/A N/A
1993-1992 59V8 Can Type Coil 920-1002 N/A N/A
1993-1992 59V8 Square Coil 920-1007 N/A N/A
1991-1984 59V8 920-1002 N/A N/A
1981-1979 5.9 V8 Female Secondary Post 920-1001 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
DODGE (Cont'd.
Ramcharger (Cont'd.)
1981-1979 59V8 Male Secondary Post 920-1002 N/A N/A
1978-1974 59V8 920-1001 N/A N/A
1978-1977 6.6 V8 920-1001 N/A N/A
1978-1974 7.2V8 920-1001 N/A N/A
Rampage
1984-1982 2214 920-1002 N/A N/A
RD200
1980-1979 52V8 Female Secondary Post 920-1001 N/A N/A
1980-1979 52V8 Male Secondary Post 920-1002 N/A N/A
1978 52V8 920-1001 N/A N/A
1980-1979 59V8 Female Secondary Post 920-1001 N/A N/A
1980-1979 59V8 Male Secondary Post 920-1002 N/A N/A
1978 59V8 920-1001 N/A N/A
Royal Monaco
1977 52V8 920-1001 N/A N/A
1975 52V8 920-1001 N/A N/A
1977-1975 59V8 920-1001 N/A N/A
1977-1975 6.6 V8 920-1001 N/A N/A
1977-1975 7.2V8 920-1001 N/A N/A
Shadow
1994-1991 2214 920-1007 N/A N/A
1990-1987 2214 920-1002 N/A N/A
1994-1991 2514 920-1007 N/A N/A
1990-1988 2514 920-1002 N/A N/A
1994-1992 3.0V6 920-1055 N/A N/A
Spirit
1992-1991 2214 920-1007 N/A N/A
1995-1991 2514 920-1007 N/A N/A
1990-1989 2514 920-1002 N/A N/A
1995-1990 3.0V6 920-1055 N/A N/A
1989 3.0V6 920-1002 N/A N/A
Sprinter 2500
2008-2007 35V6 921-2103 900-P2057 900-P2057-6
Sprinter 3500
2008-2007 35V6 921-2103 900-P2057 900-P2057-6
St. Regis
1981-1979 3.7L6 920-1002 N/A N/A
1981-1979 52V8 920-1002 N/A N/A
1980-1979 59V8 920-1002 N/A N/A
Stealth
1996-1991 3.0V6 DOHC 920-1044 N/A N/A
1995-1991 3.0V6 SOHC 920-1055 N/A N/A
Stratus
2000-1997 20L4 920-1023 N/A N/A
1996-1995 20L4 920-1043 N/A N/A
2006-2005 2414 DOHC 920-1060 N/A N/A
2005-2001 2414 2 Req'd w/ Wire Set N/A 900-P2006 N/A
2005-2001 2414 SOHC 921-2019 N/A N/A
2003-1997 2414 DOHC 920-1060 N/A N/A
2006 2.7V6 921-2092 900-P2068 900-P2068-6
2005-2001 2.7V6 921-2067 900-P2031 900-P2031-6
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
DODGE (Cont'd.
Truck
1960 3816 920-1001 N/A N/A
1960 4116 920-1001 N/A N/A
1960 4316 920-1001 N/A N/A
1960 5.1V8 920-1001 N/A N/A
1960 52V8 920-1001 N/A N/A
1960 59V8 920-1001 N/A N/A
1960 6.7V8 920-1001 N/A N/A
Viper
2002-1997 8.0 V10 Four Lead 920-1060 N/A N/A
2006-2003 8.3V10 Four Lead 920-1060 N/A N/A
W100
1987-1986 3.7L6 920-1002 N/A N/A
1977-1975 376 920-1001 N/A N/A
1989 3.9V6 920-1002 N/A N/A
1989-1986 52V8 920-1002 N/A N/A
1977-1975 52V8 920-1001 N/A N/A
1988-1986 59V8 920-1002 N/A N/A
1977-1975 59V8 920-1001 N/A N/A
1977-1975 6.6 V8 920-1001 N/A N/A
1977-1975 7.2V8 920-1001 N/A N/A
W100 Pickup
1974-1968 3.7L6 920-1001 N/A N/A
1974-1968 52V8 920-1001 N/A N/A
1974-1972 59V8 920-1001 N/A N/A
1971-1968 6.3V8 920-1001 N/A N/A
1974-1971 6.6 V8 920-1001 N/A N/A
1974-1973 7.2V8 920-1001 N/A N/A
W100 Series
1967-1961 3.7L6 920-1001 N/A N/A
1960 3.81L6 920-1001 N/A N/A
1967-1960 52V8 920-1001 N/A N/A
1967 6.3V8 920-1001 N/A N/A
W150
1987-1979 3.7L6 920-1002 N/A N/A
1978 3.7L6 920-1001 N/A N/A
1993-1992 3.9V6 Can Type Coil 920-1002 N/A N/A
1993-1992 3.9V6 Square Coil 920-1007 N/A N/A
1991-1989 3.9V6 920-1002 N/A N/A
1993-1992 52V8 Can Type Coil 920-1002 N/A N/A
1993-1992 52V8 Square Coil 920-1007 N/A N/A
1991-1979 52V8 920-1002 N/A N/A
1978-1977 52V8 920-1001 N/A N/A
1993 59V8 Can Type Caoil 920-1002 N/A N/A
1993 59V8 Square Coil 920-1007 N/A N/A
1991-1984 59V8 920-1002 N/A N/A
1981-1979 59V8 920-1002 N/A N/A
1978-1977 59V8 920-1001 N/A N/A
1978-1977 6.6 V8 920-1001 N/A N/A
1978 7.2V8 920-1001 N/A N/A
W200
1980-1979 3.7L6 920-1002 N/A N/A
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Year
Ao
Année

W200 (Cont'd.)
1978-1975
1980-1979
1978-1975
1980-1979
1978-1975
1978-1976
1978-1975

W200 Pickup
1974-1968
1974-1968
1974-1971
1971-1968
1974-1971
1974-1973

W200 Series
1967-1961
1960
1967-1960
1967

W250
1993-1992
1993-1992
1991-1981
1993-1992
1993-1992
1991-1984
1982-1981

W300
1978-1975
1980
1978-1975
1980-1979
1978-1975
1978-1976
1978-1975

W300 Pickup
1974-1968
1968
1974-1968
1974-1971
1971-1968
1974-1971
1974-1972

W300 Series
1967-1963
1960
1967-1960
1960
1967-1960
1967

DODGE (Cont'd.

Eng.
Lit/
La

3.7L6
52V8
52V8
59V8
59V8
6.6 V8
72V8

3.7L6
52V8
59V8
6.3V8
6.6 V8
72V8

3.7L6
38L6
52V8
6.3V8

52V8
52V8
52V8
59V8
59V8
59V8
59V8

3.7L6
52V8
52V8
59V8
59V8
6.6 V8
72V8

3.7L6
4116
52V8
59V8
6.3V8
6.6V8
72V8

3.7L6
38L6
4116
4316
52V8
6.3 V8

Application Identifier
Identificador de Aplicacion
Application Identifier

Can Type Caoil
Square Coil

Can Type Caoil
Square Coil

ThunderSpark™ ThunderSpark™ ThunderSpark™
COP Boots
(Each)

Ignition Coils

920-1001
920-1002
920-1001
920-1002
920-1001
920-1001
920-1001

920-1001
920-1001
920-1001
920-1001
920-1001
920-1001

920-1001
920-1001
920-1001
920-1001

920-1002
920-1007
920-1002
920-1002
920-1007
920-1002
920-1002

920-1001
920-1002
920-1001
920-1002
920-1001
920-1001
920-1001

920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001

920-1001
920-1001
920-1001
920-1001
920-1001
920-1001

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A

COP Boots
(Set)

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
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Year Eng.
Afio Lit/
Année La
DODGE (Cont'd.
W350
1983-1982 52V8
1993-1992 59V8
1993-1992 59V8
1991-1981 59V8
Wm300 Pickup
1968-1967 4116
Wm300 Power Wagon
1960 3.8L6
1966-1960 4116
1960 4316
1961-1960 51V8
1962-1960 5.2V8
EAGLE
Medallion
1989-1988 2214
Premier
1989-1988 2514
1992-1988 3.0V6
Summit
1996-1995 1504
1994-1992 1814
1993-1992 2414
Talon
1998-1996 2014
1998-1995 2014
1995 2014
Vision
1997-1993 3.3V6
1997-1993 3.5V6
Vista
1992-1988 1504
EDSEL
Ranger
1960 3.6L6
1960 48V8
1960 58V8
Villager
1960 3616
1960 48V8
1960 58V8
FIAT
124
1969-1968 1214
1973-1968 1414
1974-1971 16L4
1978 1814
1976-1974 1814
128
1973-1971 1114
1979-1973 1.3 L4

Application Identifier
Identificador de Aplicacion
Application Identifier

Can Type Coil
Square Coil

Naturally Aspirated
Turbocharged
Naturally Aspirated

ThunderSpark™ ThunderSpark™ ThunderSpark™
COP Boots
(Each)

Ignition Coils

920-1002
920-1002
920-1007
920-1002

920-1001

920-1001
920-1001
920-1001
920-1001
920-1001

920-1065

920-1065
920-1065

920-1088
920-1088
920-1055

920-1060
920-1044
920-1043

920-1067
920-1067

920-1001

920-1009
920-1009
920-1009

920-1009
920-1009
920-1009

920-1054
920-1054
920-1054
920-1001
920-1054

920-1054
920-1054

N/A
N/A
N/A
N/A

N/A

N/A
N/A
N/A
N/A
N/A

N/A

N/A
N/A

N/A
N/A
N/A

N/A
N/A
N/A

N/A
N/A

N/A

N/A
N/A
N/A

N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A

N/A
N/A

COP Boots
(Set)

N/A
N/A
N/A
N/A

N/A

N/A
N/A
N/A
N/A
N/A

N/A

N/A
N/A

N/A
N/A
N/A

N/A
N/A
N/A

N/A
N/A

N/A

N/A
N/A
N/A

N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A

N/A
N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
FIAT (Cont'd.

131

1978-1975 1814 920-1054 N/A N/A
600D

1967 0.8 L4 920-1054 N/A N/A
850

1971-1967 0.8L4 920-1054 N/A N/A

1973-1970 09L4 920-1054 N/A N/A

1968-1967 09L4 920-1054 N/A N/A
1100

1967 1114 920-1041 N/A N/A
1500

1967 1514 920-1041 N/A N/A
Brava

1981-1978 20L4 920-1001 N/A N/A
X-1/9

1978-1974 1314 920-1041 N/A N/A

1979 1514 920-1041 N/A N/A

 FORD

300

1963 3.3L6 920-1001 N/A N/A

1963 36L6 920-1001 N/A N/A

1963 43V8 920-1001 N/A N/A

1963 47V8 920-1001 N/A N/A

1963 5.8V8 920-1001 N/A N/A

1963 6.4 V8 920-1001 N/A N/A

1963 6.6 V8 920-1001 N/A N/A

1963 7.0V8 920-1001 N/A N/A
Aerostar

1987-1986 2314 920-1011 N/A N/A

1986 2.8V6 920-1011 N/A N/A

1997-1995 3.0V6 920-1012 N/A N/A

1994-1986 3.0V6 920-1011 N/A N/A

1997-1995 40V6 920-1011 N/A N/A

1994-1990 40V6 920-1012 N/A N/A
Anglia

1968-1960 1.0L4 920-1009 N/A N/A

1967-1962 1214 920-1009 N/A N/A

1960 1214 920-1009 N/A N/A
Aspire

1997-1994 1.3L4 920-1075 N/A N/A
B600

1989-1985 6.1V8 920-1010 N/A N/A

1989-1988 7.0V8 920-1010 N/A N/A
B700

1989-1985 6.1V8 920-1010 N/A N/A

1989-1985 7.0V8 920-1010 N/A N/A
Bronco

1972-1966 2816 920-1009 N/A N/A

1974-1973 3.3L6 920-1009 N/A N/A

1967-1966 3916 920-1009 N/A N/A

1992-1988 4916 920-1011 N/A N/A

1987-1984 4916 Can Type Coil 920-1010 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
FORD (Cont'd.
Bronco (Cont'd.)
1987-1984 4916 Square Coil 920-1011 N/A N/A
1983-1980 4916 920-1010 N/A N/A
1968-1966 47V8 920-1009 N/A N/A
1996-1988 5.0V8 920-1011 N/A N/A
1987-1984 5.0V8 Can Type Caoil 920-1010 N/A N/A
1987-1984 5.0V8 Square Coil 920-1011 N/A N/A
1983-1980 5.0V8 920-1010 N/A N/A
1977-1976 5.0V8 920-1010 N/A N/A
1975-1968 5.0V8 920-1009 N/A N/A
1996-1988 5.8V8 920-1011 N/A N/A
1987-1984 5.8V8 Can Type Caoil 920-1010 N/A N/A
1987-1984 5.8V8 Square Coil 920-1011 N/A N/A
1983-1978 5.8V8 920-1010 N/A N/A
1979-1978 6.6 V8 920-1010 N/A N/A
Bronco ll
1985-1984 28V6 920-1011 N/A N/A
1990-1986 29V6 920-1011 N/A N/A
C600
1986-1985 6.1V8 920-1010 N/A N/A
C700
1986-1985 6.1V8 920-1010 N/A N/A
1986-1985 7.0V8 920-1010 N/A N/A
C800
1986-1985 6.1V8 920-1010 N/A N/A
1986-1985 7.0V8 920-1010 N/A N/A
Club Wagon
1964-1962 2416 920-1009 N/A N/A
1967-1962 2816 920-1009 N/A N/A
1967-1965 3916 920-1009 N/A N/A
1998-1997 5.4V8 921-2005 900-P2029 900-P2029-8
C-Max
2016 20L4 921-2141 N/A 900-P2079-4
2015-2013 20L4 921-2141 900-P2079 900-P2079-4
Contour
2000 20L4 920-1015 N/A N/A
1999 20L4 From 05/03/99 920-1015 N/A N/A
1999 20L4 To 05/03/99 920-1013 N/A N/A
1998-1995 20L4 920-1013 N/A N/A
2000-1995 25V6 920-1014 N/A N/A
Cortina
1964-1963 1214 920-1001 N/A N/A
1967-1963 1514 920-1001 N/A N/A
1970-1965 1.6L4 920-1001 N/A N/A
Country Sedan
1961-1960 2416 920-1009 N/A N/A
1969-1965 2816 920-1009 N/A N/A
1961-1960 2816 920-1009 N/A N/A
1970-1965 3.3L6 920-1009 N/A N/A
1964-1960 36L6 920-1009 N/A N/A
1972-1965 3916 920-1009 N/A N/A
1974-1969 4116 920-1009 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
FORD (Cont'd.

Country Sedan (Cont'd.)
1963-1962 36V8 920-1009 N/A N/A
1965-1962 4.3V8 920-1009 N/A N/A
1967-1963 4.7V8 920-1009 N/A N/A
1962-1960 48V8 920-1009 N/A N/A
1972-1971 5.0V8 920-1009 N/A N/A
1969-1968 5.0V8 920-1009 N/A N/A
1974-1969 5.8V8 920-1009 N/A N/A
1967-1960 5.8V8 920-1009 N/A N/A
1971-1961 6.4 V8 920-1009 N/A N/A
1974-1971 6.6 V8 920-1009 N/A N/A
1963-1962 6.6 V8 920-1009 N/A N/A
1973-1963 7.0V8 920-1009 N/A N/A
1974-1972 75V8 920-1009 N/A N/A

Country Squire
1961-1960 2416 920-1009 N/A N/A
1969-1965 28L6 920-1009 N/A N/A
1961-1960 28L6 920-1009 N/A N/A
1970-1965 3.3L6 920-1009 N/A N/A
1964-1960 36L6 920-1009 N/A N/A
1972-1965 3916 920-1009 N/A N/A
1974-1969 4116 920-1009 N/A N/A
1963-1962 36V8 920-1009 N/A N/A
1965-1962 4.3V8 920-1009 N/A N/A
1967-1963 4.7V8 920-1009 N/A N/A
1962-1960 48V8 920-1009 N/A N/A
1991-1987 5.0V8 920-1011 N/A N/A
1972-1968 5.0V8 920-1009 N/A N/A
1974-1969 5.8V8 920-1009 N/A N/A
1967-1960 5.8V8 920-1009 N/A N/A
1971-1961 6.4 V8 920-1009 N/A N/A
1974-1971 6.6 V8 920-1009 N/A N/A
1963-1962 6.6 V8 920-1009 N/A N/A
1973-1963 7.0V8 920-1009 N/A N/A
1974-1972 75V8 920-1009 N/A N/A

Courier
1978-1972 1814 920-1001 N/A N/A
1978-1977 2314 920-1001 N/A N/A

Courier Sedan Delivery
1960 36L6 920-1009 N/A N/A
1960 48V8 920-1009 N/A N/A
1960 5.8V8 920-1009 N/A N/A

Crown Victoria
2011-1998 46V8 921-2005 900-P2029 900-P2029-8
1997-1992 46V8 920-1013 N/A N/A

Custom
1964 36L6 920-1009 N/A N/A
1972-1965 39L6 920-1009 N/A N/A
1968 39V8 920-1009 N/A N/A
1965-1964 4.3V8 920-1009 N/A N/A
1967-1964 4.7V8 920-1009 N/A N/A
1972-1969 5.8 V8 920-1009 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
FORD (Cont'd.
Custom (Cont'd.)
1967-1964 5.8V8 920-1009 N/A N/A
1971-1964 6.4 V8 920-1009 N/A N/A
1972-1971 6.6 V8 920-1009 N/A N/A
1972-1964 7.0V8 920-1009 N/A N/A
1972 75V8 920-1009 N/A N/A
Custom 300
1960 36L6 920-1009 N/A N/A
1960 48V8 920-1009 N/A N/A
1960 5.8V8 920-1009 N/A N/A
Custom 500
1972-1968 3916 920-1009 N/A N/A
1967-1965 3916 920-1001 N/A N/A
1964 43V8 920-1009 N/A N/A
1967-1964 47V8 920-1009 N/A N/A
1972-1968 5.0V8 920-1009 N/A N/A
1977 5.8V8 920-1010 N/A N/A
1974-1969 5.8V8 920-1009 N/A N/A
1966-1964 5.8V8 920-1009 N/A N/A
1971-1966 6.4 V8 920-1009 N/A N/A
1964 6.4 V8 920-1009 N/A N/A
1977 6.6 V8 920-1010 N/A N/A
1974-1971 6.6 V8 920-1009 N/A N/A
1973-1965 7.0V8 920-1009 N/A N/A
1974-1972 75V8 920-1009 N/A N/A
E-100 Econoline
1971-1969 2816 920-1009 N/A N/A
1974-1969 3916 920-1009 N/A N/A
1983-1979 4916 920-1010 N/A N/A
1977-1972 4916 920-1009 N/A N/A
1983-1979 5.0V8 920-1010 N/A N/A
1975-1969 5.0V8 920-1009 N/A N/A
1983-1976 5.8V8 920-1010 N/A N/A
1975 5.8V8 920-1009 N/A N/A
1980 6.6 V8 920-1010 N/A N/A
1978 75V8 920-1010 N/A N/A
E-100 Econoline Club Wagon
1977-1975 4916 920-1009 N/A N/A
1975 5.8V8 920-1009 N/A N/A
E-150
2003 42V6 920-1016 N/A N/A
2014-2003 46V8 921-2005 900-P2029 900-P2029-8
2014-2003 5.4V8 921-2005 900-P2029 900-P2029-8
E-150 Club Wagon
2003 42V6 920-1016 N/A N/A
2005-2003 46V8 921-2005 900-P2029 900-P2029-8
2005-2003 5.4V8 921-2005 900-P2029 900-P2029-8
E-150 Econoline
1996-1988 4916 920-1011 N/A N/A
1987-1984 4916 Can Type Coil 920-1010 N/A N/A
1987-1984 4916 Square Coil 920-1011 N/A N/A
1983-1979 4916 920-1010 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
FORD (Cont'd.
E-150 Econoline (Cont'd.)
1977-1975 4916 920-1009 N/A N/A
2002-2001 42V6 920-1016 N/A N/A
2000-1998 42V6 920-1014 N/A N/A
1997 42V6 920-1012 N/A N/A
2002-2000 46V8 921-2005 900-P2029 900-P2029-8
1999-1997 46V8 920-1013 N/A N/A
1996-1988 5.0V8 920-1011 N/A N/A
1987-1984 5.0V8 Can Type Caoil 920-1010 N/A N/A
1987-1984 5.0V8 Square Coil 920-1011 N/A N/A
1983-1979 5.0V8 920-1010 N/A N/A
1975 5.0V8 920-1009 N/A N/A
2008-2007 54V8 N/A 900-P2029 900-P2029-8
2002-1997 54V8 921-2005 900-P2029 900-P2029-8
1996-1988 5.8V8 920-1011 N/A N/A
1987-1984 5.8V8 Can Type Caoil 920-1010 N/A N/A
1987-1984 5.8V8 Square Coil 920-1011 N/A N/A
1983-1976 5.8V8 920-1010 N/A N/A
1975 5.8V8 920-1009 N/A N/A
E-150 Econoline Club Wagon
1996-1995 4916 920-1011 N/A N/A
1977-1975 4916 920-1009 N/A N/A
2002-2001 42V6 920-1016 N/A N/A
2000-1998 42V6 920-1014 N/A N/A
1997 42V6 920-1012 N/A N/A
2002-2000 46V8 921-2005 900-P2029 900-P2029-8
1999-1997 46V8 920-1013 N/A N/A
1996-1995 5.0V8 920-1011 N/A N/A
2002-1997 54V8 921-2005 900-P2029 900-P2029-8
1996-1995 5.8V8 920-1011 N/A N/A
1975 5.8V8 920-1009 N/A N/A
E-200 Econoline
1971-1969 28L6 920-1009 N/A N/A
1974-1969 3916 920-1009 N/A N/A
1974-1972 4916 920-1009 N/A N/A
1974-1969 5.0V8 920-1009 N/A N/A
E-250
2003 42V6 920-1016 N/A N/A
2014-2003 46V8 921-2005 900-P2029 900-P2029-8
2014-2003 54V8 921-2005 900-P2029 900-P2029-8
E-250 Econoline
1994-1988 4916 920-1011 N/A N/A
1987-1984 4916 Can Type Coil 920-1010 N/A N/A
1987-1984 4916 Square Coil 920-1011 N/A N/A
1983-1979 4916 920-1010 N/A N/A
1977-1975 4916 920-1009 N/A N/A
2002-2001 42V6 920-1016 N/A N/A
2000-1998 4.2V6 920-1014 N/A N/A
1997 42V6 920-1012 N/A N/A
1991-1988 5.0V8 920-1011 N/A N/A
1987-1984 5.0V8 Can Type Caoil 920-1010 N/A N/A
1987-1984 5.0 V8 Square Coil 920-1011 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
FORD (Cont'd.
E-250 Econoline (Cont'd.)
1983-1979 5.0V8 920-1010 N/A N/A
2002-1997 5.4V8 921-2005 900-P2029 900-P2029-8
1996-1988 5.8V8 920-1011 N/A N/A
1987-1984 5.8V8 Can Type Caoil 920-1010 N/A N/A
1987-1984 5.8V8 Square Coil 920-1011 N/A N/A
1983-1976 5.8V8 920-1010 N/A N/A
1980 6.6 V8 920-1010 N/A N/A
1979-1976 75V8 920-1010 N/A N/A
E-250 Econoline Club Wagon
1977 4916 920-1009 N/A N/A
1975 5.8V8 920-1009 N/A N/A
1975 75V8 920-1009 N/A N/A
E-300 Econoline
1970-1969 2816 920-1009 N/A N/A
1974-1969 3916 920-1009 N/A N/A
1974-1972 4916 920-1009 N/A N/A
1974-1969 5.0V8 920-1009 N/A N/A
E-350 Club Wagon
2005-2003 5.4V8 921-2005 900-P2029 900-P2029-8
2005 6.8 V10 921-2005 900-P2029 900-P2029-10
2003 6.8 V10 921-2005 900-P2029 900-P2029-10
E-350 Econoline
1996-1988 4916 920-1011 N/A N/A
1987-1984 4916 Can Type Coil 920-1010 N/A N/A
1987-1984 4916 Square Coil 920-1011 N/A N/A
1983-1980 4916 920-1010 N/A N/A
1977-1975 4916 920-1009 N/A N/A
1982-1979 5.0V8 920-1010 N/A N/A
1975 5.0V8 920-1009 N/A N/A
2008-2007 5.4V8 921-2005 900-P2029 900-P2029-8
2000-1997 5.4V8 921-2005 900-P2029 900-P2029-8
1996-1988 5.8V8 920-1011 N/A N/A
1987-1984 5.8V8 Can Type Coil 920-1010 N/A N/A
1987-1984 5.8V8 Square Coil 920-1011 N/A N/A
1983-1976 5.8V8 920-1010 N/A N/A
1975 5.8V8 920-1009 N/A N/A
1982-1980 6.6 V8 920-1010 N/A N/A
1996-1988 75V8 920-1011 N/A N/A
1987-1984 75V8 Square Coil 920-1011 N/A N/A
1987 75V8 Can Type Coil 920-1010 N/A N/A
1979-1976 75V8 920-1010 N/A N/A
1975 75V8 920-1009 N/A N/A
1998-1997 6.8 V10 921-2005 900-P2029 900-P2029-10
E-350 Econoline Club Wagon
1996-1995 4916 920-1011 N/A N/A
1977 4916 920-1009 N/A N/A
2002-1997 5.4V8 921-2005 900-P2029 900-P2029-8
1996-1995 5.8V8 920-1011 N/A N/A
1996-1995 75V8 920-1011 N/A N/A
2002-1997 6.8 V10 921-2005 900-P2029 900-P2029-10
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
FORD (Cont'd.
E-350 Super Duty
2016-2015 5.4V8 921-2005 N/A N/A
2014-2004 5.4V8 921-2005 900-P2029 900-P2029-8
2003-1999 5.4V8 921-2005 N/A N/A
2016-2015 6.8V10 921-2005 N/A N/A
2014-2004 6.8 V10 921-2005 900-P2029 900-P2029-10
2003-1999 6.8 V10 921-2005 N/A N/A
E-450 Econoline Super Duty
2002-2000 5.4V8 921-2005 900-P2029 900-P2029-8
2002-2000 6.8 V10 921-2005 900-P2029 900-P2029-10
E-450 Super Duty
2016-2015 5.4V8 921-2005 N/A N/A
2014-2006 5.4V8 921-2005 900-P2029 900-P2029-8
2004-2003 5.4V8 921-2005 900-P2029 900-P2029-8
2016-2015 6.8V10 921-2005 N/A N/A
2014-2003 6.8 V10 921-2005 900-P2029 900-P2029-10
E-550 Econoline Super Duty
2002 6.8 V10 921-2005 900-P2029 900-P2029-10
E-550 Super Duty
2003 6.8 V10 921-2005 900-P2029 900-P2029-10
Econoline
1965-1963 2416 920-1009 N/A N/A
1962 2416 920-1001 N/A N/A
1961 2416 920-1009 N/A N/A
1966-1963 2816 920-1009 N/A N/A
1962 28L6 920-1001 N/A N/A
1967 39L6 920-1001 N/A N/A
1966-1965 39L6 920-1009 N/A N/A
2006-1999 5.4V8 921-2005 900-P2029 900-P2029-8
Econoline Super Duty
1999-1997 5.4V8 921-2005 900-P2029 900-P2029-8
1996 5.8V8 920-1011 N/A N/A
1996 75V8 920-1011 N/A N/A
1999-1997 6.8 V10 921-2005 900-P2029 900-P2029-10
Econoline Van
2014-2010 46V8 921-2005 900-P2029 900-P2029-8
Econoline Wagon
2014-2010 46V8 921-2005 900-P2029 900-P2029-8
2014-2010 5.4 V8 921-2005 900-P2029 900-P2029-8
Edge
2016-2007 3.5V6 921-2137 900-P2070 900-P2070-6
2014-2011 3.7V6 921-2137 900-P2070 900-P2070-6
Elite
1976-1975 5.8V8 920-1010 N/A N/A
1976-1975 6.6 V8 920-1010 N/A N/A
1976-1975 75V8 920-1010 N/A N/A
Escape
2016 20L4 921-2147 N/A 900-P2079-4
2015-2013 2014 921-2147 900-P2079 900-P2079-4
2004-2001 20L4 920-1015 N/A N/A
2008-2005 2314 921-2065 900-P2041 900-P2041-4
2016 2504 921-2141 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
FORD (Cont'd.
Escape (Cont'd.)
2015-2009 2514 921-2141 900-P2079 900-P2079-4
2012-2009 3.0V6 921-2088 900-P2062 900-P2062-6
2008 3.0V6 921-2080 900-P2042 900-P2042-6
2007 3.0V6 921-2088 900-P2062 900-P2062-6
2006-2001 3.0V6 921-2080 900-P2042 900-P2042-6
Escort
1961-1960 1214 920-1001 N/A N/A
1985-1983 1.6L4 920-1011 N/A N/A
1982 1.6L4 Can Type Coil 920-1010 N/A N/A
1982 1.6L4 Square Coil 920-1011 N/A N/A
1981 1.6L4 920-1010 N/A N/A
1996-1991 1814 920-1075 N/A N/A
1996-1991 1914 920-1013 N/A N/A
1990-1985 1914 920-1011 N/A N/A
2003-1997 20L4 920-1013 N/A N/A
Excursion
2005-2000 5.4V8 921-2005 900-P2029 900-P2029-8
2005-2000 6.8 V10 921-2005 900-P2029 900-P2029-10
EXP
1985-1983 1.6L4 920-1011 N/A N/A
1982 1.6L4 920-1010 N/A N/A
1988-1986 1914 920-1011 N/A N/A
Expedition
2016-2015 35V6 921-2146 N/A N/A
2004-2000 46V8 921-2005 900-P2029 900-P2029-8
1999-1997 46V8 920-1013 N/A N/A
2014-2009 5.4V8 921-2066 900-P2072 900-P2072-8
2008 5.4V8 N/A 900-P2072 900-P2072-8
2008 5.4V8 w/ Black 921-2007 N/A N/A
2008 5.4V8 w/ Brown 921-2066 N/A N/A
2007-2005 5.4V8 921-2007 900-P2045 900-P2045-8
2004-1997 5.4V8 921-2005 900-P2029 900-P2029-8
Explorer
2015-2012 20L4 921-2147 N/A N/A
2016-2013 3.5V6 Naturally Aspirated 921-2137 N/A N/A
2016-2013 3.5V6 Turbocharged 921-2146 N/A N/A
2015-2013 35V6 N/A 900-P2070 900-P2070-6
2012-2011 35V6 921-2137 900-P2070 900-P2070-6
2010-1995 40V6 920-1011 N/A N/A
1994-1991 40V6 920-1012 N/A N/A
2010-2009 46V8 921-2066 900-P2072 900-P2072-8
2008 46V8 N/A 900-P2072 900-P2072-8
2008 46V8 w/ Black 921-2007 N/A N/A
2008 46V8 w/ Brown 921-2066 N/A N/A
2007 46V8 921-2007 900-P2045 900-P2045-8
2006 46V8 921-2007 900-P2029 900-P2029-8
2005-2002 46V8 921-2005 900-P2029 900-P2029-8
2001-1996 5.0V8 920-1013 N/A N/A
Explorer Sport Trac
2010-2007 40V6 920-1011 N/A N/A
2005-2001 4.0 V6 920-1011 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
FORD (Cont'd.
Explorer Sport Trac (Cont'd.)
2010-2009 46V8 921-2066 900-P2072 900-P2072-8
2008 46V8 N/A 900-P2072 900-P2072-8
2008 46V8 w/ Black 921-2007 N/A N/A
2008 46V8 w/ Brown 921-2066 N/A N/A
2007 46V8 921-2007 900-P2045 900-P2045-8
F53
1997-1995 75V8 920-1011 N/A N/A
2016-2015 6.8 V10 921-2066 N/A N/A
2014-2011 6.8V10 921-2066 900-P2072 900-P2072-10
2009 6.8 V10 921-2066 900-P2072 900-P2072-10
2008-2007 6.8 V10 N/A 900-P2072 900-P2045-10
2008-2007 6.8 V10 N/A 900-P2045 N/A
2008-2006 6.8 V10 w/ Black 921-2007 N/A N/A
2008-2006 6.8 V10 w/ Brown 921-2066 N/A N/A
2006 6.8 V10 N/A 900-P2045 900-P2045-10
2004 6.8 V10 N/A 900-P2045 900-P2029-10
2004 6.8 V10 N/A 900-P2029 N/A
2004 6.8 V10 From 01/03/2005 921-2007 N/A N/A
2004 6.8 V10 To 01/03/2005 921-2005 N/A N/A
2003-1999 6.8 V10 921-2005 900-P2029 900-P2029-10
F59
2016-2011 6.8 V10 921-2066 N/A N/A
F600
1991-1985 6.1V8 920-1010 N/A N/A
1994-1985 7.0V8 920-1010 N/A N/A
F700
1991-1985 6.1V8 920-1010 N/A N/A
1994-1993 7.0V8 920-1010 N/A N/A
1992 7.0V8 Can Type Coil 920-1010 N/A N/A
1992 7.0V8 Square Coil 920-1011 N/A N/A
1991-1985 7.0V8 920-1010 N/A N/A
F800
1991-1985 6.1V8 920-1010 N/A N/A
1990-1985 7.0V8 920-1010 N/A N/A
F-100
1964-1963 361L6 920-1009 N/A N/A
1962 36L6 920-1001 N/A N/A
1961-1960 36L6 920-1009 N/A N/A
1974-1965 3916 920-1009 N/A N/A
1964-1963 4316 920-1009 N/A N/A
1962 4316 920-1001 N/A N/A
1961 4316 920-1009 N/A N/A
1983-1979 4916 920-1010 N/A N/A
1977-1976 4916 920-1010 N/A N/A
1975 4916 From S/N W00002- 920-1010 N/A N/A
1975 4916 To S/N W00001- 920-1009 N/A N/A
1974-1965 4916 920-1009 N/A N/A
1983-1982 3.8V6 920-1010 N/A N/A
1982-1981 42V8 920-1010 N/A N/A
1965-1960 48V8 920-1009 N/A N/A
1983-1976 5.0 V8 920-1010 N/A N/A
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Year
Ao
Année

F-100 (Cont'd.)
1975
1975
1974-1969
1963-1960
1979-1977
1967-1965
1976
1975
1975
1974-1968
1966-1964
1976
1975
1975
1974-1968
1979-1977
1979
1974-1973
F-150
1994-1988
1987-1984
1987-1984
1983-1976
1975
1975
2016-2015
2016-2011
2015-2011
2014-2011
2008-2005
2003-2001
2000-1998
1997
2010-2009
2010-2009
2008-2000
1999-1997
2016-2011
1996-1988
1987-1984
1987-1984
1983-1976
1975
1975
2010-2009
2008
2008
2008
2007-2004
2003-1997
1996-1988

FORD (Cont'd.

Eng.
Lit/
La

5.0V8
5.0V8
5.0V8
54V8
58V8
58V8
59V8
59V8
59V8
59V8
59V8
6.4 V8
6.4 V8
6.4 V8
6.4 V8
6.6 V8
7.5V8
7.5V8

4916
4916
4916
4916
4916
4916
3.5V6
3.5V6
3.5V6
3.7V6
42V6
4.2V6
42V6
4.2V6
46V8
46V8
46V8
46V8
5.0V8
5.0V8
5.0V8
5.0V8
5.0V8
5.0V8
5.0V8
54V8
54V8
54V8
54V8
54V8
54V8
5.8 V8

Application Identifier
Identificador de Aplicacion
Application Identifier

From S/N W00002-
To SIN W00001-

From S/N W00002-
To SIN W00001-

From S/N W00002-
To SIN W00001-

Can Type Coil
Square Coil

From S/N W00002-
To S/N W00001-
Naturally Aspirated
Turbocharged

Can Type Caoil
Square Coil

From S/N W00002-
To SIN W00001-

w/ Black
w/ Brown

ThunderSpark™ ThunderSpark™ ThunderSpark™
COP Boots
(Each)

Ignition Coils

920-1010
920-1009
920-1009
920-1009
920-1010
920-1009
920-1010
920-1010
920-1009
920-1009
920-1009
920-1010
920-1010
920-1009
920-1009
920-1010
920-1010
920-1009

920-1011
920-1010
920-1011
920-1010
920-1010
920-1009
921-2137
921-2146
N/A
921-2137
920-1016
920-1016
920-1014
920-1012
921-2066
921-2005
921-2005
920-1013
921-2138
920-1011
920-1010
920-1011
920-1010
920-1010
920-1009
921-2066
N/A
921-2007
921-2066
921-2007
921-2005
920-1011

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
900-P2070
900-P2070
N/A
N/A
N/A
N/A
900-P2072
N/A
900-P2029
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
900-P2072
900-P2072
N/A
N/A
900-P2045
900-P2029
N/A

COP Boots
(Set)

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A
900-P2070-6
900-P2070-6

N/A

N/A

N/A

N/A
900-P2072-8

N/A
900-P2029-8

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A
900-P2072-8
900-P2072-8

N/A

N/A
900-P2045-8
900-P2029-8

N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
FORD (Cont'd.
F-150 (Cont'd.)
1987-1984 5.8V8 Can Type Caoil 920-1010 N/A N/A
1987-1984 5.8V8 Square Coil 920-1011 N/A N/A
1983-1977 5.8V8 920-1010 N/A N/A
1976 59V8 920-1010 N/A N/A
1975 59V8 From S/N W00002- 920-1010 N/A N/A
1975 59V8 To S/N W00001- 920-1009 N/A N/A
2014-2010 6.2V8 N/A 900-P2093 N/A
2014-2010 6.2V8 w/ Wire Set N/A 900-P2093 N/A
1976 6.4V8 920-1010 N/A N/A
1975 6.4 V8 From S/N W00002- 920-1010 N/A N/A
1975 6.4 V8 To S/N W00001- 920-1009 N/A N/A
1979-1977 6.6 V8 920-1010 N/A N/A
1979-1976 75V8 920-1010 N/A N/A
1975 75V8 From S/N W00002- 920-1010 N/A N/A
1975 75V8 To S/N W00001- 920-1009 N/A N/A
F-150 Heritage
2004 42V6 920-1016 N/A N/A
2004 46V8 921-2005 900-P2029 900-P2029-8
2004 5.4 V8 921-2005 900-P2029 900-P2029-8
F-250
1964-1963 361L6 920-1009 N/A N/A
1962-1960 361L6 920-1001 N/A N/A
1974-1965 3916 920-1009 N/A N/A
1964-1963 4316 920-1009 N/A N/A
1962-1961 4316 920-1001 N/A N/A
1996-1988 4916 920-1011 N/A N/A
1987-1984 4916 Can Type Coil 920-1010 N/A N/A
1987-1984 4916 Square Coil 920-1011 N/A N/A
1983-1976 4916 920-1010 N/A N/A
1975 4916 From S/N W00002- 920-1010 N/A N/A
1975 4916 To S/N W00001- 920-1009 N/A N/A
1974-1965 4916 920-1009 N/A N/A
2009 46V8 N/A 900-P2072 900-P2072-8
2009 46V8 N/A 900-P2029 N/A
2008-2000 46V8 N/A 900-P2029 900-P2029-8
1999 46V8 920-1013 900-P2029 N/A
1998-1997 46V8 920-1013 N/A N/A
1965-1963 48V8 920-1009 N/A N/A
1962-1960 48V8 920-1001 N/A N/A
1996-1988 5.0V8 920-1011 N/A N/A
1987-1984 5.0V8 Can Type Caoil 920-1010 N/A N/A
1987-1984 5.0V8 Square Coil 920-1011 N/A N/A
1983-1980 5.0V8 920-1010 N/A N/A
1978-1977 5.0V8 920-1010 N/A N/A
1974-1972 5.0V8 920-1009 N/A N/A
2001-2000 54V8 N/A 900-P2029 900-P2029-8
1999-1997 54 V8 921-2005 900-P2029 900-P2029-8
1963 54V8 920-1009 N/A N/A
1962-1960 54V8 920-1001 N/A N/A
1997-1988 58V8 920-1011 N/A N/A
1987-1984 5.8 V8 Can Type Coil 920-1010 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
FORD (Cont'd.
F-250 (Cont'd.)
1987-1984 5.8V8 Square Coil 920-1011 N/A N/A
1983-1977 58V8 920-1010 N/A N/A
1967-1965 58V8 920-1009 N/A N/A
1976 59V8 920-1010 N/A N/A
1975 59V8 From S/N W00002- 920-1010 N/A N/A
1975 59V8 To S/N W00001- 920-1009 N/A N/A
1974-1968 59V8 920-1009 N/A N/A
1966-1964 59V8 920-1009 N/A N/A
1976 6.4 V8 920-1010 N/A N/A
1975 6.4 V8 From S/N W00002- 920-1010 N/A N/A
1975 6.4 V8 To S/N W00001- 920-1009 N/A N/A
1974-1968 6.4 V8 920-1009 N/A N/A
1982-1977 6.6 V8 920-1010 N/A N/A
1996-1988 75V8 920-1011 N/A N/A
1987-1984 75V8 Square Coil 920-1011 N/A N/A
1979-1976 75V8 920-1010 N/A N/A
1975 75V8 From S/N W00002- 920-1010 N/A N/A
1975 75V8 To S/N W00001- 920-1009 N/A N/A
1974-1973 75V8 920-1009 N/A N/A
F-250 Super Duty
2010-2009 54 V8 921-2066 900-P2072 900-P2072-8
2008 54 V8 N/A 900-P2072 900-P2072-8
2008 54 V8 w/ Black 921-2007 N/A N/A
2008 54 V8 w/ Brown 921-2066 N/A N/A
2007-2005 54 V8 921-2007 900-P2045 900-P2045-8
2004-1999 54 V8 921-2005 900-P2029 900-P2029-8
2015-2011 6.2V8 N/A 900-P2093 N/A
2015-2011 6.2V8 w/ Wire Set N/A 900-P2093 N/A
2010-2009 6.8 V10 921-2066 900-P2072 900-P2072-10
2008 6.8 V10 N/A 900-P2072 900-P2072-10
2008 6.8 V10 w/ Black 921-2007 N/A N/A
2008 6.8 V10 w/ Brown 921-2066 N/A N/A
2007-2005 6.8 V10 921-2007 900-P2045 900-P2045-10
2004-1999 6.8 V10 921-2005 900-P2029 900-P2029-10
F-350
1964-1963 361L6 920-1009 N/A N/A
1962-1960 36L6 920-1001 N/A N/A
1974-1965 3916 920-1009 N/A N/A
1964-1963 4316 920-1009 N/A N/A
1962-1961 4316 920-1001 N/A N/A
1994-1988 4916 920-1011 N/A N/A
1987-1984 4916 Can Type Coil 920-1010 N/A N/A
1987-1984 4916 Square Coil 920-1011 N/A N/A
1983-1976 4916 920-1010 N/A N/A
1975 4916 From S/N W00002- 920-1010 N/A N/A
1975 4916 To S/N W00001- 920-1009 N/A N/A
1974-1965 4916 920-1009 N/A N/A
1965-1963 48V8 920-1009 N/A N/A
1962-1960 48V8 920-1001 N/A N/A
1980 5.0V8 920-1010 N/A N/A
1978-1976 5.0 V8 920-1010 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
FORD (Cont'd.
F-350 (Cont'd.)
1975 5.0V8 From S/N W00002- 920-1010 N/A N/A
1975 5.0V8 To S/N W00001- 920-1009 N/A N/A
1974-1972 5.0V8 920-1009 N/A N/A
2009-2008 54V8 N/A 900-P2072 900-P2072-8
2008 54 V8 N/A 900-P2029 N/A
2007-2006 54V8 N/A 900-P2045 900-P2045-8
2006 54 V8 N/A 900-P2029 N/A
2005-1999 54V8 N/A 900-P2029 900-P2029-8
1963 54 V8 920-1009 N/A N/A
1962-1960 54V8 920-1001 N/A N/A
1997-1988 58V8 920-1011 N/A N/A
1987-1984 5.8V8 Can Type Caoil 920-1010 N/A N/A
1987-1984 5.8V8 Square Coil 920-1011 N/A N/A
1983-1977 58V8 920-1010 N/A N/A
1967-1965 58V8 920-1009 N/A N/A
1976 59V8 920-1010 N/A N/A
1975 59V8 From S/N W00002- 920-1010 N/A N/A
1975 59V8 To S/N W00001- 920-1009 N/A N/A
1974-1968 59V8 920-1009 N/A N/A
1966-1964 59V8 920-1009 N/A N/A
2015-2011 6.2V8 N/A 900-P2093 N/A
2015-2011 6.2V8 w/ Wire Set N/A 900-P2093 N/A
1976 6.4 V8 920-1010 N/A N/A
1975 6.4 V8 From S/N W00002- 920-1010 N/A N/A
1975 6.4V8 To S/N W00001- 920-1009 N/A N/A
1974-1968 6.4 V8 920-1009 N/A N/A
1982-1977 6.6 V8 920-1010 N/A N/A
1997-1988 7.5V8 920-1011 N/A N/A
1987-1984 75V8 Square Coil 920-1011 N/A N/A
1979-1976 7.5V8 920-1010 N/A N/A
1975 75V8 From S/N W00002- 920-1010 N/A N/A
1975 7.5V8 To S/N W00001- 920-1009 N/A N/A
1974-1973 7.5V8 920-1009 N/A N/A
F-350 Super Duty
2010 54V8 921-2066 900-P2072 900-P2072-8
2009-2008 54 V8 N/A 900-P2072 900-P2072-8
2009 54V8 921-2066 900-P2029 N/A
2008 54 V8 N/A 900-P2029 N/A
2008 54V8 w/ Black 921-2007 N/A N/A
2008 54 V8 w/ Brown 921-2066 N/A N/A
2007-2005 54V8 921-2007 900-P2029 N/A
2007-2004 54V8 N/A 900-P2045 900-P2045-8
2004 54V8 921-2005 900-P2029 N/A
2003-1999 54 V8 921-2005 900-P2029 900-P2029-8
2015-2011 6.2V8 N/A 900-P2093 N/A
2015-2011 6.2V8 w/ Wire Set N/A 900-P2093 N/A
2010-2009 6.8 V10 921-2066 900-P2072 900-P2072-10
2008 6.8 V10 N/A 900-P2072 900-P2045-10
2008 6.8 V10 N/A 900-P2045 N/A
2008 6.8 V10 w/ Black 921-2007 N/A N/A
2008 6.8 V10 w/ Brown 921-2066 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
FORD (Cont'd.
F-350 Super Duty (Cont'd.)
2007-2005 6.8 V10 921-2007 900-P2045 900-P2045-10
2004-2001 6.8 V10 921-2005 900-P2029 900-P2029-10
2000 6.8 V10 921-2005 N/A N/A
1999 6.8 V10 921-2005 900-P2029 900-P2029-10
F-450 Super Duty
2016 6.8 V10 921-2066 N/A N/A
2015-2010 6.8 V10 921-2066 900-P2072 900-P2072-10
2009 6.8 V10 N/A 900-P2072 900-P2072-10
2008 6.8 V10 N/A 900-P2072 900-P2045-10
2008 6.8 V10 N/A 900-P2045 N/A
2008 6.8 V10 w/ Black 921-2007 N/A N/A
2008 6.8 V10 w/ Brown 921-2066 N/A N/A
2007-2005 6.8 V10 921-2007 900-P2045 900-P2045-10
2004-2001 6.8 V10 921-2005 900-P2029 900-P2029-10
2000 6.8 V10 921-2005 N/A N/A
1999 6.8 V10 921-2005 900-P2029 900-P2029-10
1998 6.8 V10 N/A 900-P2029 900-P2029-10
F-500
1977-1975 5.4V8 920-1010 N/A N/A
1977-1975 59V8 920-1010 N/A N/A
1977-1975 6.4 V8 920-1010 N/A N/A
F-550 Super Duty
2016 6.8 V10 921-2066 N/A N/A
2015-2009 6.8 V10 921-2066 900-P2072 900-P2072-10
2008 6.8 V10 N/A 900-P2072 900-P2045-10
2008 6.8 V10 N/A 900-P2045 N/A
2008 6.8 V10 w/ Black 921-2007 N/A N/A
2008 6.8 V10 w/ Brown 921-2066 N/A N/A
2007-2005 6.8 V10 921-2007 900-P2045 900-P2045-10
2004-2001 6.8 V10 921-2005 900-P2029 900-P2029-10
2000 6.8 V10 921-2005 N/A N/A
1999 6.8 V10 921-2005 900-P2029 900-P2029-10
Fairlane
1966-1962 2816 920-1009 N/A N/A
1969-1963 3.3L6 920-1009 N/A N/A
1962-1960 36L6 920-1009 N/A N/A
1961-1960 3.7L6 920-1009 N/A N/A
1970-1969 4116 920-1009 N/A N/A
1963-1962 3.6V8 920-1009 N/A N/A
1964-1962 43V8 920-1009 N/A N/A
1967-1963 47V8 920-1009 N/A N/A
1961-1960 48V8 920-1009 N/A N/A
1970-1968 5.0V8 920-1009 N/A N/A
1970-1969 58V8 920-1009 N/A N/A
1966-1960 58V8 920-1009 N/A N/A
1970-1961 6.4 V8 920-1009 N/A N/A
1970-1964 7.0V8 920-1009 N/A N/A
Fairmont
1983-1978 2314 920-1010 N/A N/A
1983-1978 3.31L6 920-1010 N/A N/A
1982-1980 4.2V8 920-1010 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
FORD (Cont'd.
Fairmont (Cont'd.)
1979-1978 5.0V8 920-1010 N/A N/A
Falcon
1964-1960 2416 920-1009 N/A N/A
1969-1960 28L6 920-1009 N/A N/A
1970-1964 3.3L6 920-1009 N/A N/A
1970 4116 920-1009 N/A N/A
1963-1962 36V8 920-1009 N/A N/A
1965-1962 4.3V8 920-1009 N/A N/A
1968-1964 4.7V8 920-1009 N/A N/A
1970-1968 5.0V8 920-1009 N/A N/A
1970-1969 5.8V8 920-1009 N/A N/A
1970 7.0V8 920-1009 N/A N/A
Falcon Sedan Delivery
1964-1961 2416 920-1009 N/A N/A
1965-1961 28L6 920-1009 N/A N/A
1965-1964 3.3L6 920-1009 N/A N/A
1964-1962 4.3V8 920-1009 N/A N/A
1965-1964 4.7V8 920-1009 N/A N/A
Festiva
1993-1990 1314 920-1075 N/A N/A
1989-1988 1314 920-1017 N/A N/A
Fiesta
2013-2011 1.6L4 920-1072 N/A N/A
1980-1978 1.6L4 920-1010 N/A N/A
Five Hundred
2007-2005 3.0V6 921-2080 900-P2042 900-P2042-6
Flex
2016-2013 3.5V6 Turbocharged 921-2146 N/A N/A
2016-2009 35V6 Naturally Aspirated 921-2137 N/A N/A
2015-2009 35V6 N/A 900-P2070 900-P2070-6
Focus
2016-2015 2014 921-2147 N/A N/A
2014-2012 2014 921-2147 900-P2079 900-P2079-4
2011-2005 20L4 921-2065 900-P2041 900-P2041-4
2004-2000 20L4 920-1015 N/A N/A
2007-2003 2314 921-2065 900-P2041 900-P2041-4
Ford 300
1963 3.3L6 920-1009 N/A N/A
1963 36L6 920-1009 N/A N/A
1963 4.3V8 920-1009 N/A N/A
1963 4.7V8 920-1009 N/A N/A
1963 5.8V8 920-1009 N/A N/A
1963 6.4 V8 920-1009 N/A N/A
1963 6.6 V8 920-1009 N/A N/A
1963 7.0V8 920-1009 N/A N/A
Freestar
2007-2004 39V6 920-1016 N/A N/A
2007-2004 42V6 920-1016 N/A N/A
Freestyle
2007-2005 3.0V6 921-2080 900-P2042 900-P2042-6

91



\Vallkcer Application Guide

walkerproducts.com

Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
FORD (Cont'd.
F Super Duty
1997-1995 75V8 920-1011 N/A N/A
FT800
1990-1988 6.1V8 920-1010 N/A N/A
1986-1985 6.1V8 920-1010 N/A N/A
1990-1988 7.0V8 920-1010 N/A N/A
1986-1985 7.0V8 920-1010 N/A N/A
Fusion
2015-2013 20L4 N/A 900-P2079 900-P2079-4
2009-2006 2314 921-2096 900-P2069 900-P2069-4
2015-2011 2514 921-2141 900-P2079 900-P2079-4
2010 2514 N/A 900-P2079 900-P2079-4
2012-2006 3.0V6 921-2088 900-P2062 900-P2062-6
2012-2010 35V6 921-2137 900-P2070 900-P2070-6
Galaxie
1963 3.3L6 920-1009 N/A N/A
1964-1960 36L6 920-1009 N/A N/A
1960 3716 920-1009 N/A N/A
1967-1965 3916 920-1009 N/A N/A
1964-1963 43V8 920-1009 N/A N/A
1967-1963 47V8 920-1009 N/A N/A
1962-1960 48V8 920-1009 N/A N/A
1967-1960 5.8V8 920-1009 N/A N/A
1967-1961 6.4 V8 920-1009 N/A N/A
1963-1962 6.6 V8 920-1009 N/A N/A
1967-1963 7.0V8 920-1009 N/A N/A
Galaxie 500
1963 3.31L6 920-1009 N/A N/A
1964-1962 3716 920-1009 N/A N/A
1972-1965 3916 920-1009 N/A N/A
1964-1963 43V8 920-1009 N/A N/A
1967-1963 47V8 920-1009 N/A N/A
1962 48V8 920-1009 N/A N/A
1972-1968 5.0V8 920-1009 N/A N/A
1974-1969 5.8V8 920-1009 N/A N/A
1966-1962 5.8V8 920-1009 N/A N/A
1971-1962 6.4 V8 920-1009 N/A N/A
1974-1971 6.6 V8 920-1009 N/A N/A
1963-1962 6.7V8 920-1009 N/A N/A
1973-1965 7.0V8 920-1009 N/A N/A
1974-1972 75V8 920-1009 N/A N/A
Granada
1982-1981 2314 920-1010 N/A N/A
1982-1981 3.3L6 920-1010 N/A N/A
1977-1975 3.3L6 920-1010 N/A N/A
1980 4116 920-1010 N/A N/A
1982 3.8V6 920-1010 N/A N/A
1981-1980 42V8 920-1010 N/A N/A
1980-1975 5.0V8 920-1010 N/A N/A
1977-1975 5.8V8 920-1010 N/A N/A
Grand Marquis
2004-1998 4.6V8 921-2005 900-P2029 900-P2029-8
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
FORD (Cont'd.
Gran Torino
1974-1972 4116 920-1009 N/A N/A
1974-1972 5.0V8 920-1009 N/A N/A
1976-1975 58V8 920-1010 N/A N/A
1974-1972 5.8V8 920-1009 N/A N/A
1976-1975 6.6 V8 920-1010 N/A N/A
1974-1972 6.6 V8 920-1009 N/A N/A
1973-1972 7.0V8 920-1009 N/A N/A
1976-1975 75V8 920-1010 N/A N/A
1974-1973 75V8 920-1009 N/A N/A
GT
2006-2005 54 V8 921-2001 900-P2030 900-P2030-8
GT40
1969-1964 47V8 920-1001 N/A N/A
1969-1964 7.0V8 920-1001 N/A N/A
L800
1985 6.1V8 920-1010 N/A N/A
1985 7.0V8 920-1010 N/A N/A
LN600
1985 6.1V8 920-1010 N/A N/A
LN700
1985 6.1V8 920-1010 N/A N/A
1985 7.0V8 920-1010 N/A N/A
LN800
1985 6.1V8 920-1010 N/A N/A
1985 7.0V8 920-1010 N/A N/A
Lobo
2008-2004 46V8 921-2005 900-P2029 900-P2029-8
2010 5.4 V8 N/A 900-P2072 900-P2072-8
2008-2004 54 V8 N/A 900-P2029 900-P2029-8
2003-2001 54 V8 921-2005 900-P2029 900-P2029-8
LTD
1986 2314 Can Type Coil 920-1010 N/A N/A
1986 2314 Square Coil 920-1011 N/A N/A
1985-1983 2314 920-1010 N/A N/A
1983 3.3L6 920-1010 N/A N/A
1972-1965 39L6 920-1009 N/A N/A
1986-1984 3.8V6 920-1011 N/A N/A
1983 3.8V6 920-1010 N/A N/A
1982-1981 42V8 920-1010 N/A N/A
1967-1965 47V8 920-1009 N/A N/A
1985 5.0V8 Can Type Caoil 920-1010 N/A N/A
1985 5.0V8 Square Coil 920-1011 N/A N/A
1984 5.0V8 920-1010 N/A N/A
1982-1977 5.0V8 920-1010 N/A N/A
1972-1968 5.0V8 920-1009 N/A N/A
1986-1975 58V8 920-1010 N/A N/A
1974-1969 58V8 920-1009 N/A N/A
1967-1965 58V8 920-1009 N/A N/A
1971-1965 6.4 V8 920-1009 N/A N/A
1978-1975 6.6 V8 920-1010 N/A N/A
1974-1971 6.6 V8 920-1009 N/A N/A
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Year Eng.
Afio Lit/
Année La
FORD (Cont'd.
LTD (Cont'd.)
1973-1965 7.0V8
1978-1975 75V8
1974-1972 75V8
LTD Crown Victoria
1991-1987 5.0V8
1991-1987 5.8V8
LTD Il
1979-1977 50V8
1979-1977 58V8
1978-1977 6.6 V8
M-400
1973 59V8
1973 6.4V8
1972 6.4V8
1971 6.4V8
M-450
1974 59V8
Maverick
1972-1970 2816
1977-1975 3.3L6
1974-1970 3316
1974-1970 4116
1977-1975 50V8
1974-1971 50V8
Mustang
1993-1991 23L4
1990-1984 23L4
1983 23L4
1983 23L4
1982-1979 2314
1965-1964 2.8L6
1982-1979 3.3L6
1970-1964 3.3L6
1973-1969 4116
1979 28V6
2016-2011 3.7V6
2004-2001 3.8V6
2000-1996 3.8V6
1995 3.8V6
1994 3.8V6
1986-1984 3.8V6
1983 3.8V6
2004 3.9V6
2010-2005 4.0V6
1982-1980 42V8
1965-1964 43V8
2010-2009 46V8
2010-2008 46V8
2008-2007 46V8
2008 46V8
2008 4.6V8

Application Identifier
Identificador de Aplicacion
Application Identifier

Can Type Coil
Square Coil

w/ Black
w/ Brown

ThunderSpark™ ThunderSpark™ ThunderSpark™
COP Boots
(Each)

Ignition Coils

920-1009
920-1010
920-1009

920-1011
920-1010

920-1010
920-1010
920-1010

920-1009
920-1009
920-1001
920-1009

920-1009

920-1009
920-1010
920-1009
920-1009
920-1010
920-1009

920-1013
920-1011
920-1010
920-1011
920-1010
920-1009
920-1010
920-1009
920-1009
920-1010
921-2137
920-1016
920-1014
920-1011
920-1014
920-1011
920-1010
920-1016
920-1011
920-1010
920-1009
921-2066
N/A
N/A
921-2007
921-2066

N/A
N/A
N/A

N/A
N/A

N/A
N/A
N/A

N/A
N/A
N/A
N/A

N/A

N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
900-P2070
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
900-P2045
900-P2072
900-P2045
N/A
N/A

COP Boots
(Set)

N/A
N/A
N/A

N/A
N/A

N/A
N/A
N/A

N/A
N/A
N/A
N/A

N/A

N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
900-P2070-6
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
900-P2072-8
N/A
N/A
N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
FORD (Cont'd.
Mustang (Cont'd.)
2007 46V8 N/A 900-P2030 N/A
2007 46V8 GT 921-2007 N/A 900-P2045-8
2007 46V8 Shelby GT 921-2001 N/A 900-P2030-8
2006-2005 46V8 921-2007 900-P2045 900-P2045-8
2004 46V8 921-2005 900-P2030 900-P2030-8
2003 46V8 N/A 900-P2030 900-P2030-8
2003 46V8 921-2001 900-P2029 N/A
2002 46V8 921-2005 900-P2029 900-P2029-8
2001 46V8 N/A 900-P2030 900-P2029-8
2001 46V8 921-2005 900-P2029 N/A
2001 46V8 SVT Cobra N/A N/A 900-P2030-8
2000 46V8 921-2005 900-P2029 900-P2029-8
1999 46V8 N/A 900-P2030 900-P2029-8
1999 46V8 921-2005 900-P2029 N/A
1999 46V8 SVT Cobra N/A N/A 900-P2030-8
1998-1996 46V8 920-1013 N/A N/A
1968-1964 47V8 920-1009 N/A N/A
2016 5.0V8 921-2138 N/A N/A
2015-2013 5.0V8 921-2138 900-P2030 900-P2030-8
2012-2011 5.0V8 921-2138 N/A N/A
1995 5.0V8 920-1011 N/A N/A
1993-1984 5.0V8 920-1011 N/A N/A
1983-1982 5.0V8 920-1010 N/A N/A
1979 5.0V8 920-1010 N/A N/A
1973-1968 5.0V8 920-1009 N/A N/A
2012-2007 54V8 921-2001 900-P2030 900-P2030-8
2014-2013 58V8 921-2001 900-P2030 900-P2030-8
1973-1969 58V8 920-1009 N/A N/A
1969-1967 6.4 V8 920-1009 N/A N/A
1971-1967 7.0V8 920-1009 N/A N/A
Mustang Il
1978-1975 2314 920-1010 N/A N/A
1978-1975 2.8V6 920-1010 N/A N/A
1978-1975 5.0V8 920-1010 N/A N/A
P-100
1963 2416 920-1009 N/A N/A
1961-1960 2416 920-1009 N/A N/A
1969 2816 920-1001 N/A N/A
1966-1965 2816 920-1009 N/A N/A
1963 2816 920-1009 N/A N/A
1961 2816 920-1009 N/A N/A
1963 361L6 920-1009 N/A N/A
1961-1960 36L6 920-1009 N/A N/A
1969 3916 920-1001 N/A N/A
P-350
1970 2816 920-1001 N/A N/A
1967 2816 920-1001 N/A N/A
1966-1965 2816 920-1009 N/A N/A
1964 2816 920-1001 N/A N/A
1963 2816 920-1009 N/A N/A
1962 2,816 920-1001 N/A N/A
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Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
FORD (Cont'd.
P-350 (Cont'd.)
1961 2816 920-1009 N/A N/A
1964 36L6 920-1001 N/A N/A
1963 36L6 920-1009 N/A N/A
1962 36L6 920-1001 N/A N/A
1961-1960 36L6 920-1009 N/A N/A
1972-1965 3916 920-1009 N/A N/A
1976-1968 4916 920-1009 N/A N/A
1967-1966 4916 920-1001 N/A N/A
1965 4916 920-1009 N/A N/A
1964 48V8 920-1001 N/A N/A
1963 48V8 920-1009 N/A N/A
1962 48V8 920-1001 N/A N/A
1961-1960 48V8 920-1009 N/A N/A
1976 5.0V8 920-1010 N/A N/A
1972 5.0V8 920-1009 N/A N/A
1967-1965 5.8V8 920-1009 N/A N/A
1973 59V8 920-1009 N/A N/A
1974-1972 6.4 V8 920-1009 N/A N/A
1971-1968 6.4 V8 920-1001 N/A N/A
1976 6.6 V8 920-1010 N/A N/A
P-400
1976-1975 4916 920-1009 N/A N/A
1976 5.0V8 920-1010 N/A N/A
1976 6.6 V8 920-1010 N/A N/A
P-500
1977-1975 4916 920-1009 N/A N/A
1977-1976 5.0V8 920-1010 N/A N/A
1977-1976 6.6 V8 920-1010 N/A N/A
Pinto
1973-1971 1.6L4 920-1009 N/A N/A
1974-1971 20L4 920-1009 N/A N/A
1980-1975 2314 920-1010 N/A N/A
1974 2314 920-1009 N/A N/A
1979-1975 2.8V6 920-1010 N/A N/A
Police Interceptor Sedan
2016-2014 3.5V6 Turbocharged 921-2146 N/A N/A
2016-2013 3.5V6 Naturally Aspirated 921-2137 N/A N/A
2015-2013 35V6 N/A 900-P2070 900-P2070-6
2016-2013 3.7V6 921-2137 900-P2070 900-P2070-6
Police Interceptor Utility
2016-2014 3.5V6 Turbocharged 921-2146 N/A N/A
2015-2014 35V6 N/A 900-P2070 N/A
2016-2013 3.7V6 Naturally Aspirated 921-2137 N/A N/A
2015-2013 3.7V6 N/A 900-P2070 900-P2070-6
Probe
1997-1993 20L4 920-1011 N/A N/A
1992-1990 2214 920-1103 N/A N/A
1992-1989 2214 Turbocharged 920-1103 N/A N/A
1992-1990 3.0V6 920-1011 N/A N/A
Ranchero
1964-1962 2416 920-1001 N/A N/A
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Year
Ao
Année

FORD (Cont'd.

Eng.
Lit/
La

Ranchero (Cont'd.)

1961-1960
1965-1962
1961

1968-1964
1974-1970
1969

1964-1963
1962

1967-1965
1979-1977
1974

1974

1973-1970
1969-1968
1979-1976
1975-1974
1975-1974
1973-1970
1969

1967-1966
1969-1967
1978-1976
1975-1974
1975-1974
1973-1972
1973-1970
1969-1968
1977-1976
1975-1974
1975-1974

Ranch Wagon

1964

1961-1960
1969-1960
1970-1963
1964-1960
1972-1965
1974-1969
1963-1962
1965-1962
1967-1963
1962-1960
1972-1968
1974-1969
1967-1966
1964-1960
1971-1961
1974-1971
1963-1962
1973-1963
1974-1972

2416
2816
28L6
33L6
4116
4116
4.3V8
4.3V8
4.7V8
50V8
50V8
50V8
50V8
50V8
58V8
58V8
58V8
58V8
58V8
58V8
6.4 V8
6.6V8
6.6 V8
6.6V8
6.6 V8
7.0V8
7.0V8
75V8
75V8
75V8

2416
2416
28L6
33L6
36L6
3916
4116
36V8
4.3V8
4.7V8
48V8
50V8
58V8
58V8
58V8
6.4 V8
6.6 V8
6.6V8
7.0V8
7.5V8

Application Identifier
Identificador de Aplicacion
Application Identifier

Breaker Point Ignition
Electronic Ignition

Breaker Point Ignition
Electronic Ignition

Breaker Point Ignition
Electronic Ignition

Breaker Point Ignition
Electronic Ignition

ThunderSpark™ ThunderSpark™ ThunderSpark™
COP Boots
(Each)

Ignition Coils

920-1009
920-1001
920-1009
920-1001
920-1009
920-1001
920-1001
920-1009
920-1001
920-1010
920-1009
920-1010
920-1009
920-1001
920-1010
920-1009
920-1010
920-1009
920-1001
920-1001
920-1001
920-1010
920-1009
920-1010
920-1009
920-1009
920-1001
920-1010
920-1009
920-1010

920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

COP Boots

(Set)

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
FORD (Cont'd.
Ranger
1988 20L4 920-1011 N/A N/A
1987-1983 20L4 920-1010 N/A N/A
2011-2001 2314 920-1025 N/A N/A
1997-1989 2314 920-1013 N/A N/A
1988 2314 Distributor Ignition 920-1011 N/A N/A
1988 2314 Distributorless Ignition 920-1013 N/A N/A
1987-1985 2314 920-1011 N/A N/A
1984-1983 2314 920-1010 N/A N/A
2001-1998 2514 920-1013 N/A N/A
1985-1983 28V6 920-1011 N/A N/A
1992-1986 29V6 920-1011 N/A N/A
2008-2001 3.0V6 920-1016 N/A N/A
2000-1998 3.0V6 w/Horizontal Connector 920-1012 N/A N/A
2000-1998 3.0V6 w/Vertical Connector 920-1014 N/A N/A
1997-1995 3.0V6 920-1012 N/A N/A
1994-1991 3.0V6 920-1011 N/A N/A
2011-1995 40V6 920-1011 N/A N/A
1994-1990 40V6 920-1012 N/A N/A
Sprint
1964-1963 2816 920-1009 N/A N/A
1964-1963 3.3L6 920-1009 N/A N/A
1963 36V8 920-1009 N/A N/A
1964-1963 43V8 920-1009 N/A N/A
1964 47V8 920-1009 N/A N/A
Squire
1960 1214 920-1001 N/A N/A
Station Bus
1964-1962 2416 920-1009 N/A N/A
1965 2816 920-1009 N/A N/A
Sunliner
1960 36L6 920-1009 N/A N/A
1960 48V8 920-1009 N/A N/A
1960 5.8V8 920-1009 N/A N/A
Taurus
2007-2006 3.0V6 920-1016 N/A N/A
2005-2004 3.0V6 N/A 900-P2042 900-P2042-6
2005-2004 3.0V6 DOHC 921-2080 N/A N/A
2005-2004 3.0V6 OHV 920-1016 N/A N/A
2003-2001 3.0V6 920-1016 N/A N/A
2000 3.0V6 N/A 900-P2042 900-P2042-6
2000 3.0V6 DOHC 921-2080 N/A N/A
2000 3.0V6 OHV 920-1016 N/A N/A
1999-1996 3.0V6 920-1014 N/A N/A
1995 3.0V6 920-1011 N/A N/A
1992-1989 3.0V6 920-1012 N/A N/A
1988-1986 3.0V6 920-1011 N/A N/A
1994-1993 32V6 920-1012 N/A N/A
2016-2012 3.5V6 Naturally Aspirated 921-2137 N/A N/A
2016-2011 3.5V6 Turbocharged 921-2146 N/A N/A
2015-2008 35V6 N/A 900-P2070 900-P2070-6
2010-2008 3.5 V6 Naturally Aspirated 921-2137 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
FORD (Cont'd.
Taurus (Cont'd.)
1995-1989 3.8V6 920-1011 N/A N/A
1999-1996 34V8 921-2036 N/A N/A
Taurus X
2009-2008 35V6 921-2137 900-P2070 900-P2070-6
Tempo
1994-1985 2314 Square Coil 920-1011 N/A N/A
1987-1984 2314 Can Type Coil 920-1010 N/A N/A
Thunderbird
1988-1984 2314 920-1011 N/A N/A
1983 2314 920-1010 N/A N/A
1982-1980 3.3L6 920-1010 N/A N/A
1997-1996 3.8V6 Calif-ESV 920-1014 N/A N/A
1997-1996 3.8V6 Exc. Calif-ESV 920-1011 N/A N/A
1995 3.8V6 Naturally Aspirated, Exc. Calif-ESV 920-1011 N/A N/A
1995 3.8V6 Supercharged, Calif-ESV 920-1014 N/A N/A
1994-1989 3.8V6 Supercharged 920-1014 N/A N/A
1994-1988 3.8V6 Naturally Aspirated 920-1011 N/A N/A
1987-1984 3.8V6 Square Coil 920-1011 N/A N/A
1986-1985 3.8V6 Can Type Coil 920-1010 N/A N/A
1983-1982 3.8V6 Can Type Coil 920-1010 N/A N/A
2005-2002 39V8 921-2006 900-P2044 900-P2044-8
1982-1980 42V8 920-1010 N/A N/A
1997-1994 46V8 920-1013 N/A N/A
1993-1991 5.0V8 920-1011 N/A N/A
1988-1984 5.0V8 920-1011 N/A N/A
1983 5.0V8 920-1010 N/A N/A
1981-1977 5.0V8 920-1010 N/A N/A
1979-1977 5.8V8 920-1010 N/A N/A
1960 5.8V8 920-1009 N/A N/A
1968-1961 6.4 V8 920-1009 N/A N/A
1978-1977 6.6 V8 920-1010 N/A N/A
1974-1971 6.6 V8 920-1009 N/A N/A
1963 6.6 V8 920-1009 N/A N/A
1963 6.7V8 920-1009 N/A N/A
1973-1963 7.0V8 920-1009 N/A N/A
1960 7.0V8 920-1009 N/A N/A
1976-1975 75V8 920-1010 N/A N/A
1974-1972 75V8 920-1009 N/A N/A
Torino
1968 3.3L6 920-1009 N/A N/A
1974-1969 4116 920-1009 N/A N/A
1974-1968 5.0V8 920-1009 N/A N/A
1976-1975 5.8V8 920-1010 N/A N/A
1974-1969 5.8V8 920-1009 N/A N/A
1970-1968 6.4 V8 920-1009 N/A N/A
1976-1975 6.6 V8 920-1010 N/A N/A
1974-1972 6.6 V8 920-1009 N/A N/A
1973-1968 7.0V8 920-1009 N/A N/A
1976-1975 75V8 920-1010 N/A N/A
1974-1973 7.5V8 920-1009 N/A N/A

99



N\Vallcer Application Guide

walkerproducts.com

Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
FORD (Cont'd.
Transit-150
2016-2015 3.5V6 Turbocharged 921-2146 N/A N/A
2016-2015 3.7 V6 Naturally Aspirated 921-2137 N/A N/A
Transit-250
2016-2015 3.5V6 Turbocharged 921-2146 N/A N/A
2016-2015 3.7V6 Naturally Aspirated 921-2137 N/A N/A
Transit-350
2016-2015 3.5V6 Turbocharged 921-2146 N/A N/A
2016-2015 3.7V6 Naturally Aspirated 921-2137 N/A N/A
Transit-350 HD
2016-2015 3.5V6 Turbocharged 921-2146 N/A N/A
2016-2015 3.7 V6 Naturally Aspirated 921-2137 N/A N/A
Transit Connect
2013-2010 2.0L4 921-2065 900-P2041 900-P2041-4
2016-2014 2514 921-2141 N/A N/A
Victoria
1960 48V8 920-1009 N/A N/A
1960 5.8V8 920-1009 N/A N/A
Windstar
2000-1995 3.0V6 920-1014 N/A N/A
2003-2001 3.8V6 920-1016 N/A N/A
2000-1995 3.8V6 920-1014 N/A N/A
Metro
1992-1989 1.0L3 920-1009 N/A N/A
Prizm
1995-1993 16L4 920-1085 N/A N/A
Spectrum
1989 15L4 920-1085 N/A N/A
Storm
1993-1990 16L4 920-1004 N/A N/A
1993-1992 18L4 920-1004 N/A N/A
Tracker
1990-1989 1.6L4 920-1001 N/A N/A
GLAS
1600 GT
1968-1967 1.6 L4 920-1001 N/A N/A
GMC
1000 Series
1965-1963 3.8L6 920-1001 N/A N/A
1962-1961 4316 920-1001 N/A N/A
1962-1960 4416 920-1001 N/A N/A
1965-1963 4816 920-1001 N/A N/A
1965-1960 5.0 V6 920-1001 N/A N/A
1965 5.7 V6 920-1001 N/A N/A
1963-1960 46V8 920-1001 N/A N/A
1500 Series
1965-1963 3.8L6 920-1001 N/A N/A
1962-1961 4316 920-1001 N/A N/A
1962-1960 4416 920-1001 N/A N/A
1965-1963 4816 920-1001 N/A N/A
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Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
GMC (Cont'd.
1500 Series (Cont'd.)
1965-1960 5.0 V6 920-1001 N/A N/A
1965 5.7V6 920-1001 N/A N/A
1963-1960 46V8 920-1001 N/A N/A
2500 Series
1965-1963 3816 920-1001 N/A N/A
1962-1961 4316 920-1001 N/A N/A
1962-1960 4416 920-1001 N/A N/A
1965-1963 4816 920-1001 N/A N/A
1965-1960 5.0 V6 920-1001 N/A N/A
1965 5.7V6 920-1001 N/A N/A
1963-1960 46V8 920-1001 N/A N/A
3000
1965-1963 38L6 920-1001 N/A N/A
1966 4116 920-1001 N/A N/A
1962-1961 4316 920-1001 N/A N/A
1962-1960 4416 920-1001 N/A N/A
1966-1963 4816 920-1001 N/A N/A
1966-1960 5.0 V6 920-1001 N/A N/A
1966-1965 5.7V6 920-1001 N/A N/A
1966-1960 46V8 920-1001 N/A N/A
3500
1965-1963 38L6 920-1001 N/A N/A
1966 4116 920-1001 N/A N/A
1962-1961 4316 920-1001 N/A N/A
1962-1960 4416 920-1001 N/A N/A
1966-1963 4816 920-1001 N/A N/A
1966-1960 5.0 V6 920-1001 N/A N/A
1966-1965 5.7V6 920-1001 N/A N/A
1966-1960 46V8 920-1001 N/A N/A
Acadia
2014-2011 3.6V6 921-2109 N/A 900-P2078-6
B7
1994-1993 6.0V8 920-1004 N/A N/A
1994 7.0V8 920-1004 N/A N/A
B3500
1965-1964 5.0 V6 920-1001 N/A N/A
1965 5.7V6 920-1001 N/A N/A
B6000
1990-1983 5.7V8 920-1003 N/A N/A
1991 6.0V8 920-1004 N/A N/A
1990-1983 6.0V8 920-1003 N/A N/A
1985-1983 7.0V8 920-1003 N/A N/A
C15
1978 4116 920-1037 N/A N/A
1977-1975 4116 920-1083 N/A N/A
1978 4816 920-1037 N/A N/A
1977-1975 4816 920-1083 N/A N/A
1978-1977 5.0V8 920-1003 N/A N/A
1978-1975 5.7V8 920-1003 N/A N/A
1978 6.6 V8 920-1003 N/A N/A
1976 6.6 V8 920-1003 N/A N/A
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Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
GMC (Cont'd.

C15 (Cont'd.)
1978-1975 74V8 920-1003 N/A N/A

C15/C1500 Pickup
1969-1967 3.81L6 920-1001 N/A N/A
1974-1967 4116 920-1001 N/A N/A
1974-1967 4816 920-1001 N/A N/A
1969-1967 5.0V6 920-1001 N/A N/A
1968-1967 5.7V6 920-1001 N/A N/A
1967 46V8 920-1001 N/A N/A
1973-1968 5.0V8 920-1001 N/A N/A
1968-1967 53V8 920-1001 N/A N/A
1968 54 V8 920-1001 N/A N/A
1974 5.7V8 Breaker Point Ignition 920-1001 N/A N/A
1974 5.7V8 Electronic Ignition 920-1003 N/A N/A
1973-1969 5.7V8 920-1001 N/A N/A
1969-1968 6.5V8 920-1001 N/A N/A
1972-1970 6.6 V8 920-1001 N/A N/A
1974 74V8 Breaker Point Ignition 920-1001 N/A N/A
1974 74V8 Electronic Ignition 920-1003 N/A N/A
1973 74V8 920-1001 N/A N/A

C15/C1500 Suburban
1974-1968 4116 920-1001 N/A N/A
1974-1968 4816 920-1001 N/A N/A
1969-1968 5.0V6 920-1001 N/A N/A
1968 5.7V6 920-1001 N/A N/A
1973-1968 5.0V8 920-1001 N/A N/A
1968 53V8 920-1001 N/A N/A
1968 54 V8 920-1001 N/A N/A
1974 5.7V8 Breaker Point Ignition 920-1001 N/A N/A
1974 5.7V8 Electronic Ignition 920-1003 N/A N/A
1973-1969 5.7V8 920-1001 N/A N/A
1969-1968 6.5V8 920-1001 N/A N/A
1972-1970 6.6 V8 920-1001 N/A N/A
1974 74V8 Breaker Point Ignition 920-1001 N/A N/A
1974 74V8 Electronic Ignition 920-1003 N/A N/A
1973 74V8 920-1001 N/A N/A

C15 Suburban
1978 4116 920-1003 N/A N/A
1977-1975 4116 920-1083 N/A N/A
1977 5.0V8 920-1003 N/A N/A
1978-1975 5.7V8 920-1003 N/A N/A
1977-1975 74V8 920-1003 N/A N/A

C25
1978 4116 920-1037 N/A N/A
1977 4116 920-1083 N/A N/A
1975 4116 920-1083 N/A N/A
1978 4816 920-1037 N/A N/A
1977-1975 4816 920-1083 N/A N/A
1978-1977 5.0V8 920-1003 N/A N/A
1978-1975 5.7V8 920-1003 N/A N/A
1978-1976 6.6 V8 920-1003 N/A N/A
1978-1975 7.4 V8 920-1003 N/A N/A
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GMC (Cont'd.

C25/C2500 Pickup
1974-1967 4116 920-1001 N/A N/A
1974-1967 4816 920-1001 N/A N/A
1969-1967 5.0 V6 920-1001 N/A N/A
1968-1967 5.7V6 920-1001 N/A N/A
1967 46V8 920-1001 N/A N/A
1973-1968 5.0V8 920-1001 N/A N/A
1968-1967 53V8 920-1001 N/A N/A
1968 54V8 920-1001 N/A N/A
1974 5.7V8 Breaker Point Ignition 920-1001 N/A N/A
1974 5.7V8 Electronic Ignition 920-1003 N/A N/A
1973-1969 5.7V8 920-1001 N/A N/A
1969-1968 6.5V8 920-1001 N/A N/A
1972-1970 6.6 V8 920-1001 N/A N/A
1974 74V8 Breaker Point Ignition 920-1001 N/A N/A
1974 74V8 Electronic Ignition 920-1003 N/A N/A
1973 74V8 920-1001 N/A N/A

C25/C2500 Suburban
1974-1968 4116 920-1001 N/A N/A
1974-1968 4816 920-1001 N/A N/A
1969-1968 5.0 V6 920-1001 N/A N/A
1968 5.7V6 920-1001 N/A N/A
1973-1968 5.0V8 920-1001 N/A N/A
1968 53V8 920-1001 N/A N/A
1968 54 V8 920-1001 N/A N/A
1974-1969 5.7V8 920-1001 N/A N/A
1969-1968 6.5V8 920-1001 N/A N/A
1972-1970 6.6 V8 920-1001 N/A N/A
1974 74V8 Breaker Point Ignition 920-1001 N/A N/A
1974 74V8 Electronic Ignition 920-1003 N/A N/A
1973 74V8 920-1001 N/A N/A

C25 Suburban
1978 4816 920-1037 N/A N/A
1977-1975 4816 920-1083 N/A N/A
1978-1977 5.0V8 920-1003 N/A N/A
1978-1975 5.7V8 920-1003 N/A N/A
1978 6.6 V8 920-1003 N/A N/A
1978-1975 74V8 920-1003 N/A N/A

C35
1978 4116 920-1037 N/A N/A
1975 4116 920-1083 N/A N/A
1978 4816 920-1037 N/A N/A
1977-1975 4816 920-1083 N/A N/A
1978 5.0V8 920-1003 N/A N/A
1978-1975 5.7V8 920-1003 N/A N/A
1978-1976 6.6 V8 920-1003 N/A N/A
1978-1975 74V8 920-1003 N/A N/A

C35/C3500 Pickup
1974-1967 4116 920-1001 N/A N/A
1974-1967 4816 920-1001 N/A N/A
1969-1967 5.0 V6 920-1001 N/A N/A
1968-1967 5.7 V6 920-1001 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
GMC (Cont'd.

C35/C3500 Pickup (Cont'd.)
1967 46V8 920-1001 N/A N/A
1973-1968 5.0V8 920-1001 N/A N/A
1968-1967 53V8 920-1001 N/A N/A
1968 54 V8 920-1001 N/A N/A
1974 5.7V8 Breaker Point Ignition 920-1001 N/A N/A
1974 5.7V8 Electronic Ignition 920-1003 N/A N/A
1973-1969 5.7V8 920-1001 N/A N/A
1969-1968 6.5V8 920-1001 N/A N/A
1972-1970 6.6 V8 920-1001 N/A N/A
1974 74V8 Breaker Point Ignition 920-1001 N/A N/A
1974 74V8 Electronic Ignition 920-1003 N/A N/A
1973 74V8 920-1001 N/A N/A

C1500
1984-1979 4116 920-1003 N/A N/A
1980 4816 920-1003 N/A N/A
1979 4816 920-1037 N/A N/A
1998-1996 4.3V6 920-1006 N/A N/A
1995-1988 4.3V6 920-1004 N/A N/A
1986-1985 4.3V6 920-1003 N/A N/A
1999-1996 5.0V8 920-1006 N/A N/A
1995-1988 5.0V8 920-1004 N/A N/A
1986-1979 5.0V8 920-1003 N/A N/A
1999-1996 5.7V8 920-1006 N/A N/A
1995-1988 5.7V8 920-1004 N/A N/A
1986-1979 5.7V8 920-1003 N/A N/A
1980-1979 6.6 V8 920-1003 N/A N/A
1980-1979 74V8 920-1003 N/A N/A

C1500 Suburban
1980-1979 4116 920-1003 N/A N/A
1986-1980 5.0V8 920-1003 N/A N/A
1979 5.0V8 920-1037 N/A N/A
1999-1996 5.7V8 920-1006 N/A N/A
1995-1992 5.7V8 920-1004 N/A N/A
1986-1982 5.7V8 920-1003 N/A N/A
1980-1979 5.7V8 920-1003 N/A N/A
1980 74V8 920-1003 N/A N/A
1979 74V8 920-1037 N/A N/A

C2500
1984-1979 4116 920-1003 N/A N/A
1986-1980 4816 920-1003 N/A N/A
1979 4816 920-1037 N/A N/A
1995-1988 4.3V6 920-1004 N/A N/A
1986-1985 4.3V6 920-1003 N/A N/A
1998-1996 5.0V8 920-1006 N/A N/A
1995-1988 5.0V8 920-1004 N/A N/A
1986-1979 5.0V8 920-1003 N/A N/A
2000-1996 5.7V8 920-1006 N/A N/A
1995-1988 5.7V8 920-1004 N/A N/A
1986-1979 5.7V8 920-1003 N/A N/A
1979 6.6 V8 920-1003 N/A N/A
2000-1996 7.4 V8 920-1006 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
GMC (Cont'd.
C2500 (Cont'd.)
1995-1991 74V8 920-1004 N/A N/A
1986-1979 74V8 920-1003 N/A N/A
C2500 Suburban
1984 4816 920-1003 N/A N/A
1982 4816 920-1003 N/A N/A
1981-1979 4816 920-1037 N/A N/A
1986-1982 5.0V8 920-1003 N/A N/A
1999-1996 5.7V8 920-1006 N/A N/A
1995-1992 5.7V8 920-1004 N/A N/A
1986-1981 5.7V8 920-1003 N/A N/A
1979 5.7V8 920-1003 N/A N/A
1980 6.6 V8 920-1003 N/A N/A
1999-1996 74V8 920-1006 N/A N/A
1995-1992 74V8 920-1004 N/A N/A
1986-1979 74V8 920-1003 N/A N/A
C3500
1980-1979 4116 920-1003 N/A N/A
1986-1980 4816 920-1003 N/A N/A
1979 4816 920-1037 N/A N/A
1986 5.0V8 920-1003 N/A N/A
2000-1996 5.7V8 920-1006 N/A N/A
1995-1988 5.7V8 920-1004 N/A N/A
1986-1979 5.7V8 920-1003 N/A N/A
1979 6.6 V8 920-1003 N/A N/A
2000-1996 74V8 920-1006 N/A N/A
1995-1988 74V8 920-1004 N/A N/A
1986-1979 74V8 920-1003 N/A N/A
C3500HD
1994-1991 5.7V8 920-1004 N/A N/A
1994-1991 74V8 920-1004 N/A N/A
C5000
1990-1988 5.7V8 920-1003 N/A N/A
C5000 Topkick
1991-1990 6.0V8 920-1004 N/A N/A
C6000
1990-1988 5.7V8 920-1003 N/A N/A
1990 6.0V8 920-1004 N/A N/A
1989-1988 6.0V8 920-1003 N/A N/A
1990 7.0V8 920-1004 N/A N/A
C6000 Topkick
1994-1990 6.0V8 920-1004 N/A N/A
1994-1990 7.0V8 920-1004 N/A N/A
C7000
1990 6.0V8 920-1004 N/A N/A
1989-1988 6.0V8 920-1003 N/A N/A
1990 7.0V8 920-1004 N/A N/A
1989-1988 7.0V8 920-1003 N/A N/A
C7000 Topkick
1994-1990 6.0V8 920-1004 N/A N/A
1994-1990 7.0 V8 920-1004 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
GMC (Cont'd.
Caballero
1979-1978 3.3V6 920-1003 N/A N/A
1984-1980 3.8V6 920-1003 N/A N/A
1984-1978 3.8V6 920-1037 N/A N/A
1987-1985 4.3V6 920-1004 N/A N/A
1982-1979 44V8 920-1003 N/A N/A
1987 5.0V8 920-1004 N/A N/A
1986-1978 5.0V8 920-1003 N/A N/A
1979-1978 5.7V8 920-1003 N/A N/A
Canyon
2015 2514 N/A 900-P2071 900-P2071-4
2006-2004 2814 921-2003 900-P2038 900-P2038-4
2012-2007 2914 921-2091 900-P2075 900-P2075-4
2006-2004 35L5 921-2003 900-P2038 900-P2038-5
2012-2007 3715 921-2091 900-P2075 900-P2075-5
2012-2009 5.3V8 Delphi Ignition 920-1062 N/A N/A
2012-2009 5.3V8 Mitsubishi Ignition 920-1061 N/A N/A
Envoy
2009-2006 4216 921-2091 900-P2075 900-P2075-6
2005-2002 4216 921-2003 900-P2038 900-P2038-6
2009-2005 53V8 Delphi Ignition 920-1062 N/A N/A
2009-2005 5.3V8 Mitsubishi Ignition 920-1061 N/A N/A
Envoy XL
2006 4216 921-2091 900-P2075 900-P2075-6
2005-2002 4216 921-2003 900-P2038 900-P2038-6
2006-2005 53V8 Delphi Ignition 920-1062 N/A N/A
2006-2005 53V8 Mitsubishi Ignition 920-1061 N/A N/A
2004-2003 53V8 920-1020 N/A N/A
Envoy XUV
2005-2004 4216 921-2003 900-P2038 900-P2038-6
2005 53V8 Delphi Ignition 920-1062 N/A N/A
2005 53V8 Mitsubishi Ignition 920-1061 N/A N/A
2004 53V8 920-1020 N/A N/A
G15
1978 4116 920-1003 N/A N/A
1977 4116 920-1083 N/A N/A
1975 4116 920-1083 N/A N/A
1978-1977 5.0V8 920-1003 N/A N/A
1978-1975 5.7V8 920-1003 N/A N/A
1976 6.6 V8 920-1003 N/A N/A
G15/G1500 Van
1969-1967 3.81L6 920-1001 N/A N/A
1974-1967 4116 920-1001 N/A N/A
1967 46V8 920-1001 N/A N/A
1973-1968 5.0V8 920-1001 N/A N/A
1967 5.4V8 920-1001 N/A N/A
1974 5.7V8 Breaker Point Ignition 920-1001 N/A N/A
1974 5.7V8 Electronic Ignition 920-1003 N/A N/A
1973-1971 5.7V8 920-1001 N/A N/A
G25
1978 4116 920-1003 N/A N/A
1978 4316 920-1003 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
GMC (Cont'd.
G25 (Cont'd.)
1977-1975 4816 920-1083 N/A N/A
1978-1977 5.0V8 920-1003 N/A N/A
1978-1975 5.7V8 920-1003 N/A N/A
1978-1975 6.6 V8 920-1003 N/A N/A
1976-1975 74V8 920-1003 N/A N/A
G25/G2500 Van
1969-1967 3816 920-1001 N/A N/A
1974-1967 4116 920-1001 N/A N/A
1974 4816 920-1001 N/A N/A
1967 46V8 920-1001 N/A N/A
1973-1968 5.0V8 920-1001 N/A N/A
1967 54 V8 920-1001 N/A N/A
1974 5.7V8 Breaker Point Ignition 920-1001 N/A N/A
1974 5.7V8 Electronic Ignition 920-1003 N/A N/A
1973-1970 5.7V8 920-1001 N/A N/A
G35
1978 4116 920-1003 N/A N/A
1977-1975 4816 920-1083 N/A N/A
1978-1975 5.7V8 920-1003 N/A N/A
1978-1975 6.6 V8 920-1003 N/A N/A
1976 74V8 920-1003 N/A N/A
G35/G3500 Van
1974-1970 4116 920-1001 N/A N/A
1974 4816 920-1001 N/A N/A
1973-1970 5.0V8 920-1001 N/A N/A
1974-1970 5.7V8 920-1001 N/A N/A
1974-1973 74V8 920-1001 N/A N/A
G1000 Series
1966-1963 2514 920-1001 N/A N/A
1966-1963 3216 920-1001 N/A N/A
1966-1964 3.8L6 920-1001 N/A N/A
G1500
1984-1979 4116 920-1003 N/A N/A
1995-1987 4.3V6 920-1004 N/A N/A
1986-1985 4.3V6 920-1003 N/A N/A
1995-1987 5.0V8 920-1004 N/A N/A
1986-1979 5.0V8 920-1003 N/A N/A
1993-1987 5.7V8 920-1004 N/A N/A
1986-1979 5.7V8 920-1003 N/A N/A
1979 6.6 V8 920-1003 N/A N/A
G2500
1984-1979 4116 920-1003 N/A N/A
1995-1987 4.3V6 920-1004 N/A N/A
1986-1985 4.3V6 920-1003 N/A N/A
1995-1987 5.0V8 920-1004 N/A N/A
1986-1979 5.0V8 920-1003 N/A N/A
1995-1987 5.7V8 920-1004 N/A N/A
1986-1979 5.7V8 920-1003 N/A N/A
1980-1979 6.6 V8 920-1003 N/A N/A
G3500
1984-1982 4116 920-1003 N/A N/A
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Year
Ao
Année
GMC (Cont'd.
G3500 (Cont'd.)

Eng.
Lit/
La

1979 4116
1995-1987 43V6
1986-1985 43V6
1981 50V8
1996-1989 57V8
1988-1987 57V8
1988-1987 57V8
1986-1979 57V8
1980-1979 6.6 V8
1996-1988 7.4V8
11000
1965-1964 3816
1966 4116
11500
1965 3816
1966 4116
12500
1965 3816
1966 4116
13500
1966 4116
Jimmy
1982-1978 4116
1977-1975 4116
1974-1970 4116
1974-1970 4816
2001-1996 43V6
1995-1992 43V6
1987 50V8
1986-1977 50V8
1973-1970 50V8
1991-1987 57V8
1986-1974 57V8
1973-1970 57V8
1979-1975 6.6 V8
1976 7.4V8
1974 7.4V8
1973 7.4V8
K15
1978 4116
1977-1975 4116
1976-1975 4816
1978-1977 50V8
1978-1975 57V8
1978-1975 6.6 V8
1976 7.4V8
K15/K1500 Pickup
1969-1967 3816
1974-1967 4116
1974-1967 4816
1969-1966 5.0 V6

Application Identifier
Identificador de Aplicacion
Application Identifier

CARB
FI

ThunderSpark™ ThunderSpark™ ThunderSpark™
COP Boots
(Each)

Ignition Coils

920-1003
920-1004
920-1003
920-1003
920-1004
920-1003
920-1004
920-1003
920-1003
920-1004

920-1001
920-1001

920-1001
920-1001

920-1001
920-1001

920-1001

920-1003
920-1083
920-1001
920-1001
920-1006
920-1004
920-1004
920-1003
920-1001
920-1004
920-1003
920-1001
920-1003
920-1003
920-1003
920-1001

920-1003
920-1083
920-1083
920-1003
920-1003
920-1003
920-1003

920-1001
920-1001
920-1001
920-1001

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A

N/A
N/A

N/A
N/A

N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A

COP Boots
(Set)

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A

N/A
N/A

N/A
N/A

N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
GMC (Cont'd.

K15/K1500 Pickup (Cont'd.)
1968-1966 5.7V6 920-1001 N/A N/A
1967 46V8 920-1001 N/A N/A
1973-1968 5.0V8 920-1001 N/A N/A
1968-1967 53V8 920-1001 N/A N/A
1968 54 V8 920-1001 N/A N/A
1974 5.7V8 Breaker Point Ignition 920-1001 N/A N/A
1974 5.7V8 Electronic Ignition 920-1003 N/A N/A
1973-1969 57V8 920-1001 N/A N/A
1969-1968 6.5V8 920-1001 N/A N/A
1972-1970 6.6 V8 920-1001 N/A N/A
1974 74V8 Breaker Point Ignition 920-1001 N/A N/A
1974 74V8 Electronic Ignition 920-1003 N/A N/A
1973 74V8 920-1001 N/A N/A

K15/K1500 Suburban
1974-1967 4116 920-1001 N/A N/A
1971-1970 4816 920-1001 N/A N/A
1968-1967 4816 920-1001 N/A N/A
1969-1967 5.0 V6 920-1001 N/A N/A
1968-1967 5.7V6 920-1001 N/A N/A
1967 46V8 920-1001 N/A N/A
1973-1968 5.0V8 920-1001 N/A N/A
1968-1967 53V8 920-1001 N/A N/A
1968 54V8 920-1001 N/A N/A
1974-1969 5.7V8 920-1001 N/A N/A
1969-1968 6.5V8 920-1001 N/A N/A
1972-1970 6.6 V8 920-1001 N/A N/A
1974 74V8 Breaker Point Ignition 920-1001 N/A N/A
1974 74V8 Electronic Ignition 920-1003 N/A N/A
1973 74V8 920-1001 N/A N/A

K15 Suburban
1978 4116 920-1003 N/A N/A
1977-1975 4116 920-1083 N/A N/A
1978-1977 5.0V8 920-1003 N/A N/A
1978-1975 57V8 920-1003 N/A N/A
1978-1975 6.6 V8 920-1003 N/A N/A

K25
1978 4116 920-1003 N/A N/A
1976-1975 4116 920-1083 N/A N/A
1978 4816 920-1037 N/A N/A
1977-1975 4816 920-1083 N/A N/A
1978-1977 5.0V8 920-1003 N/A N/A
1978-1975 5.7V8 920-1003 N/A N/A
1978-1975 6.6 V8 920-1003 N/A N/A
1978-1976 74V8 920-1003 N/A N/A

K25/K2500 Pickup
1974-1967 4116 920-1001 N/A N/A
1974-1967 4816 920-1001 N/A N/A
1969-1967 5.0 V6 920-1001 N/A N/A
1968-1967 5.7V6 920-1001 N/A N/A
1967 46V8 920-1001 N/A N/A
1973-1968 5.0 V8 920-1001 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
GMC (Cont'd.

K25/K2500 Pickup (Cont'd.)
1968-1967 53V8 920-1001 N/A N/A
1968 54 V8 920-1001 N/A N/A
1974 5.7V8 Breaker Point Ignition 920-1001 N/A N/A
1974 5.7V8 Electronic Ignition 920-1003 N/A N/A
1973-1969 5.7V8 920-1001 N/A N/A
1969-1968 6.5V8 920-1001 N/A N/A
1972-1970 6.6 V8 920-1001 N/A N/A
1974 74V8 Breaker Point Ignition 920-1001 N/A N/A
1974 74V8 Electronic Ignition 920-1003 N/A N/A
1973 74V8 920-1001 N/A N/A

K25/K2500 Suburban
1974-1968 4116 920-1001 N/A N/A
1974-1968 4816 920-1001 N/A N/A
1969-1968 5.0V6 920-1001 N/A N/A
1968 5.7V6 920-1001 N/A N/A
1973-1968 5.0V8 920-1001 N/A N/A
1968 53V8 920-1001 N/A N/A
1968 54 V8 920-1001 N/A N/A
1974-1969 5.7V8 920-1001 N/A N/A
1969-1968 6.5V8 920-1001 N/A N/A
1972-1970 6.6 V8 920-1001 N/A N/A
1974 74V8 Breaker Point Ignition 920-1001 N/A N/A
1974 74V8 Electronic Ignition 920-1003 N/A N/A
1973 74V8 920-1001 N/A N/A

K25 Suburban
1978 4816 920-1037 N/A N/A
1977-1975 4816 920-1083 N/A N/A
1978-1977 5.0V8 920-1003 N/A N/A
1978-1975 5.7V8 920-1003 N/A N/A
1977-1975 6.6 V8 920-1003 N/A N/A
1977-1976 74V8 920-1003 N/A N/A

K35
1978 4816 920-1037 N/A N/A
1977 4816 920-1083 N/A N/A
1978-1977 5.7V8 920-1003 N/A N/A
1978-1977 6.6 V8 920-1003 N/A N/A

K35/K3500 Pickup
1974-1968 4116 920-1001 N/A N/A
1974-1968 4816 920-1001 N/A N/A
1969-1968 5.0V6 920-1001 N/A N/A
1968 5.7V6 920-1001 N/A N/A
1973-1968 5.0V8 920-1001 N/A N/A
1968 53V8 920-1001 N/A N/A
1968 54 V8 920-1001 N/A N/A
1974 5.7V8 Breaker Point Ignition 920-1001 N/A N/A
1974 5.7V8 Electronic Ignition 920-1003 N/A N/A
1973-1969 5.7V8 920-1001 N/A N/A
1969-1968 6.5V8 920-1001 N/A N/A
1972-1970 6.6 V8 920-1001 N/A N/A
1974 74V8 Breaker Point Ignition 920-1001 N/A N/A
1974 7.4 V8 Electronic Ignition 920-1003 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
GMC (Cont'd.
K35/K3500 Pickup (Cont'd.)
1973 74V8 920-1001 N/A N/A
K1000
1966 5.0 V6 920-1001 N/A N/A
1966 5.7V6 920-1001 N/A N/A
K1000 Pickup
1966 5.0 V6 920-1001 N/A N/A
K1500
1984-1979 4116 920-1003 N/A N/A
1980 4816 920-1003 N/A N/A
1979 4816 920-1037 N/A N/A
1998-1996 4.3V6 920-1006 N/A N/A
1995-1988 4.3V6 920-1004 N/A N/A
1986-1985 4.3V6 920-1003 N/A N/A
1999-1996 5.0V8 920-1006 N/A N/A
1995-1988 5.0V8 920-1004 N/A N/A
1986-1981 5.0V8 920-1003 N/A N/A
1979 5.0V8 920-1003 N/A N/A
1999-1996 5.7V8 920-1006 N/A N/A
1995-1988 5.7V8 920-1004 N/A N/A
1986-1979 5.7V8 920-1003 N/A N/A
1980-1979 6.6 V8 920-1003 N/A N/A
1980-1979 74V8 920-1003 N/A N/A
K1500 Suburban
1980 4116 Calif-ESV 920-1003 N/A N/A
1980 4116 Federal 920-1037 N/A N/A
1979 4116 920-1003 N/A N/A
1985-1982 5.0V8 920-1003 N/A N/A
1979 5.0V8 920-1003 N/A N/A
1999-1996 5.7V8 920-1006 N/A N/A
1995-1992 5.7V8 920-1004 N/A N/A
1986-1979 5.7V8 920-1003 N/A N/A
1980-1979 6.6 V8 920-1003 N/A N/A
K2500
1980 4116 920-1003 N/A N/A
1986-1980 4816 920-1003 N/A N/A
1979 4816 920-1037 N/A N/A
1995-1988 4.3V6 920-1004 N/A N/A
1985 4.3V6 920-1003 N/A N/A
1998 5.0V8 920-1006 N/A N/A
1995-1988 5.0V8 920-1004 N/A N/A
2000-1996 5.7V8 920-1006 N/A N/A
1995-1988 5.7V8 920-1004 N/A N/A
1986-1979 5.7V8 920-1003 N/A N/A
1980-1979 6.6 V8 920-1003 N/A N/A
2000-1996 74V8 920-1006 N/A N/A
1995-1991 74V8 920-1004 N/A N/A
K2500 Suburban
1984 4816 920-1003 N/A N/A
1982-1980 4816 920-1003 N/A N/A
1979 4816 920-1037 N/A N/A
1999-1996 5.7 V8 920-1006 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
GMC (Cont'd.
K2500 Suburban (Cont'd.)
1995-1992 5.7V8 920-1004 N/A N/A
1986-1979 5.7V8 920-1003 N/A N/A
1980 6.6 V8 920-1003 N/A N/A
1979 6.6 V8 920-1037 N/A N/A
1999-1996 74V8 920-1006 N/A N/A
1995-1992 74V8 920-1004 N/A N/A
K3500
1986-1980 4816 920-1003 N/A N/A
1979 4816 920-1037 N/A N/A
2000-1996 5.7V8 920-1006 N/A N/A
1995-1988 5.7V8 920-1004 N/A N/A
1986-1979 5.7V8 920-1003 N/A N/A
1980-1979 6.6 V8 920-1003 N/A N/A
2000-1996 74V8 920-1006 N/A N/A
1995-1988 74V8 920-1004 N/A N/A
1986-1979 74V8 920-1003 N/A N/A
L3500
1967-1965 5.0V6 920-1001 N/A N/A
1967-1965 5.7V6 920-1001 N/A N/A
LI3500
1967-1966 4116 920-1001 N/A N/A
P15
1978 4816 920-1003 N/A N/A
1977-1975 4816 920-1083 N/A N/A
P15/P1500 Van
1969-1967 3816 920-1001 N/A N/A
1974-1968 4116 920-1001 N/A N/A
1967 4816 920-1001 N/A N/A
1967 46V8 920-1001 N/A N/A
1973-1970 5.0V8 920-1001 N/A N/A
1972-1971 6.6 V8 920-1001 N/A N/A
P25
1978 4816 920-1003 N/A N/A
1977-1975 4816 920-1083 N/A N/A
1978-1975 5.7V8 920-1003 N/A N/A
P25/P2500 Van
1974-1972 4116 920-1001 N/A N/A
1970 4116 920-1001 N/A N/A
1967 4116 920-1001 N/A N/A
1974-1967 4816 920-1001 N/A N/A
1967 46V8 920-1001 N/A N/A
1973-1968 5.0V8 920-1001 N/A N/A
1974 5.7V8 Breaker Point Ignition 920-1001 N/A N/A
1974 5.7V8 Electronic Ignition 920-1003 N/A N/A
1973-1970 5.7V8 920-1001 N/A N/A
1972-1971 6.6 V8 920-1001 N/A N/A
1971-1970 74V8 920-1001 N/A N/A
P35
1978 4816 920-1003 N/A N/A
1977-1975 4816 920-1083 N/A N/A
1978-1975 5.7 V8 920-1003 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
GMC (Cont'd.
P35 (Cont'd.)
1978-1977 74V8 Stripped Chassis, Cab & Chassis 920-1037 N/A N/A
1978-1975 74V8 Standard Cargo Van, Standard Cargo Van 920-1003 N/A N/A
P35/P3500 Van
1974-1970 4116 920-1001 N/A N/A
1967 4116 920-1001 N/A N/A
1974-1967 4816 920-1001 N/A N/A
1967 46V8 920-1001 N/A N/A
1973-1968 5.0V8 920-1001 N/A N/A
1974 5.7V8 Breaker Point Ignition 920-1001 N/A N/A
1974 5.7V8 Electronic Ignition 920-1003 N/A N/A
1973-1970 57V8 920-1001 N/A N/A
1972-1971 6.6 V8 920-1001 N/A N/A
1974 74V8 Breaker Point Ignition 920-1001 N/A N/A
1974 74V8 Electronic Ignition 920-1003 N/A N/A
1973 74V8 920-1001 N/A N/A
1971-1970 74V8 920-1001 N/A N/A
P1000
1966 2514 920-1001 N/A N/A
1966 3216 920-1001 N/A N/A
1966 3.8L6 920-1001 N/A N/A
P1500
1980-1979 4816 920-1037 N/A N/A
1979 74V8 920-1003 N/A N/A
P2500
1989 4816 920-1003 N/A N/A
1986-1982 4816 920-1003 N/A N/A
1981-1979 4816 920-1037 N/A N/A
1989-1987 57V8 920-1004 N/A N/A
1986-1979 5.7V8 920-1003 N/A N/A
P3500
1989-1982 4816 920-1003 N/A N/A
1981-1979 4816 920-1037 N/A N/A
1999-1996 4.3V6 920-1006 N/A N/A
1995-1990 4.3V6 920-1004 N/A N/A
1999-1996 57V8 920-1006 N/A N/A
1995-1987 5.7V8 920-1004 N/A N/A
1986-1979 57V8 920-1003 N/A N/A
1999-1998 74V8 920-1021 N/A N/A
1999-1996 74V8 920-1006 N/A N/A
1997-1987 74V8 920-1004 N/A N/A
1986-1979 74V8 920-1003 N/A N/A
PB15 Series
1966 4116 920-1001 N/A N/A
1966 4816 920-1001 N/A N/A
PB25 Series
1966 4116 920-1001 N/A N/A
1966 4816 920-1001 N/A N/A
PB1000 Series
1966-1963 2514 920-1001 N/A N/A
1966 3216 920-1001 N/A N/A
1966-1961 3.3L6 920-1001 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
GMC (Cont'd.
PB1500 Series
1965 2514 920-1001 N/A N/A
1965-1963 3.81L6 920-1001 N/A N/A
1965 4816 920-1001 N/A N/A
1965 5.0V6 920-1001 N/A N/A
PB2500 Series
1965 2514 920-1001 N/A N/A
1965-1963 3.81L6 920-1001 N/A N/A
1965 4816 920-1001 N/A N/A
1965 5.0V6 920-1001 N/A N/A
R1500
1987 4.3V6 920-1004 N/A N/A
1987 5.0V8 920-1004 N/A N/A
1987 5.7V8 920-1004 N/A N/A
R1500 Suburban
1987 5.0V8 920-1004 N/A N/A
1991-1987 5.7V8 920-1004 N/A N/A
R2500
1987 4.3V6 920-1004 N/A N/A
1987 5.0V8 920-1004 N/A N/A
1989-1987 5.7V8 920-1004 N/A N/A
1989-1987 74V8 920-1004 N/A N/A
R2500 Suburban
1991-1987 5.7V8 920-1004 N/A N/A
1991-1987 74V8 920-1004 N/A N/A
R3500
1991-1987 5.7V8 920-1004 N/A N/A
1991-1987 74V8 920-1004 N/A N/A
S15
1985-1982 1914 920-1001 N/A N/A
1984-1983 20L4 920-1083 N/A N/A
1990-1985 2514 920-1004 N/A N/A
1990-1985 2.8V6 920-1004 N/A N/A
1984-1982 28V6 920-1083 N/A N/A
1990-1988 4.3V6 920-1004 N/A N/A
S$15 Jimmy
1984-1983 1914 920-1001 N/A N/A
1984-1983 20L4 920-1083 N/A N/A
1988-1985 2514 920-1004 N/A N/A
1989-1985 2.8V6 920-1004 N/A N/A
1984-1983 28V6 920-1083 N/A N/A
1991-1988 4.3V6 920-1004 N/A N/A
Safari
1990-1985 2514 920-1004 N/A N/A
2005-1996 4.3V6 920-1006 N/A N/A
1995-1987 4.3V6 920-1004 N/A N/A
1986-1985 4.3V6 Integral Coil 920-1003 N/A N/A
1986-1985 4.3V6 Separate Coil 920-1004 N/A N/A
Savana 1500
2014-2008 4.3V6 920-1066 N/A N/A
2007-1996 4.3V6 920-1006 N/A N/A
2002-1996 5.0 V8 920-1006 N/A N/A

114



N\Vallkcer Application Guide

walkerproducts.com

Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
GMC (Cont'd.

Savana 1500 (Cont'd.)
2014-2008 5.3V8 Delphi Ignition 920-1062 N/A N/A
2014-2008 53V8 Mitsubishi Ignition 920-1061 N/A N/A
2007-2003 53V8 920-1020 N/A N/A
2002-1996 57V8 920-1006 N/A N/A

Savana 2500
2005-1996 4.3V6 920-1006 N/A N/A
2015-2008 48V8 Mitsubishi Ignition 920-1061 N/A N/A
2014-2008 48V8 Delphi Ignition 920-1062 N/A N/A
2007-2003 48V8 920-1020 N/A N/A
2002-1996 5.0V8 920-1006 N/A N/A
2005-2003 53V8 920-1020 N/A N/A
2002-1996 5.7V8 920-1006 N/A N/A
2015-2008 6.0V8 Mitsubishi Ignition 920-1061 N/A N/A
2014-2008 6.0V8 Delphi Ignition 920-1062 N/A N/A
2007-2003 6.0V8 920-1020 N/A N/A

Savana 3500
2015-2008 48V8 Delphi Ignition 920-1062 N/A N/A
2014-2008 48V8 Mitsubishi Ignition 920-1061 N/A N/A
2007-2004 48V8 920-1020 N/A N/A
2002-1996 57V8 920-1006 N/A N/A
2015-2008 6.0V8 Delphi Ignition 920-1062 N/A N/A
2014-2008 6.0V8 Mitsubishi Ignition 920-1061 N/A N/A
2007-2003 6.0V8 920-1020 N/A N/A
2000-1996 74V8 920-1006 N/A N/A
2002-2001 8.1V8 920-1021 N/A N/A

Savana 4500
2015-2009 6.0V8 Delphi Ignition 920-1062 N/A N/A
2014-2009 6.0V8 Mitsubishi Ignition 920-1061 N/A N/A

Sierra 1500
2015-2014 4.3V6 Square 920-1061 N/A N/A
2013-2007 4.3V6 920-1066 N/A N/A
2006-1999 4.3V6 920-1006 N/A N/A
2013-2007 48V8 Delphi Ignition 920-1062 N/A N/A
2013-2007 48V8 Mitsubishi Ignition 920-1061 N/A N/A
2006-1999 48V8 Delphi Ignition 920-1020 N/A N/A
2006-1999 48V8 Mitsubishi Ignition 920-1052 N/A N/A
2015-2007 53V8 Mitsubishi Ignition 920-1061 N/A N/A
2013-2007 5.3V8 Delphi Ignition 920-1062 N/A N/A
2006-1999 53V8 Delphi Ignition 920-1020 N/A N/A
2006-1999 53V8 Mitsubishi Ignition 920-1052 N/A N/A
2013-2008 6.0V8 Delphi Ignition 920-1062 N/A N/A
2013-2008 6.0V8 Mitsubishi Ignition 920-1061 N/A N/A
2007-2002 6.0V8 Delphi Ignition 920-1020 N/A N/A
2007-2002 6.0V8 Mitsubishi Ignition 920-1052 N/A N/A
2015-2007 6.2V8 Delphi Ignition 920-1062 N/A N/A
2015-2007 6.2V8 Mitsubishi Ignition 920-1061 N/A N/A

Sierra 1500 Classic
2007 4.3V6 920-1006 N/A N/A
2007 48V8 Delphi Ignition 920-1020 N/A N/A
2007 48V8 Mitsubishi Ignition 920-1052 N/A N/A
2007 5.3V8 Delphi Ignition 920-1020 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
GMC (Cont'd.
Sierra 1500 Classic (Cont'd.)
2007 53V8 Mitsubishi Ignition 920-1052 N/A N/A
2007 6.0V8 Delphi Ignition 920-1020 N/A N/A
2007 6.0V8 Mitsubishi Ignition 920-1052 N/A N/A
Sierra 1500 HD
2006-2005 6.0V8 Delphi Ignition 920-1020 N/A N/A
2006-2005 6.0V8 Mitsubishi Ignition 920-1052 N/A N/A
2003-2001 6.0V8 Delphi Ignition 920-1020 N/A N/A
2003-2001 6.0V8 Mitsubishi Ignition 920-1052 N/A N/A
Sierra 1500 HD Classic
2007 6.0V8 Delphi Ignition 920-1020 N/A N/A
2007 6.0V8 Mitsubishi Ignition 920-1052 N/A N/A
Sierra 2500
2000-1999 53V8 Delphi Ignition 920-1020 N/A N/A
2000-1999 53V8 Mitsubishi Ignition 920-1052 N/A N/A
2004-1999 6.0V8 Delphi Ignition 920-1020 N/A N/A
2004-1999 6.0V8 Mitsubishi Ignition 920-1052 N/A N/A
Sierra 2500 HD
2015-2007 6.0V8 Delphi Ignition 920-1062 N/A N/A
2015-2007 6.0V8 Mitsubishi Ignition 920-1061 N/A N/A
2006-2001 6.0V8 Delphi Ignition 920-1020 N/A N/A
2006-2001 6.0V8 Mitsubishi Ignition 920-1052 N/A N/A
2006-2001 8.1V8 920-1052 N/A N/A
Sierra 2500 HD Classic
2007 6.0V8 Delphi Ignition 920-1020 N/A N/A
2007 6.0V8 Mitsubishi Ignition 920-1052 N/A N/A
2007 8.1V8 920-1052 N/A N/A
Sierra 3500
2006-2001 6.0V8 Delphi Ignition 920-1020 N/A N/A
2006-2001 6.0V8 Mitsubishi Ignition 920-1052 N/A N/A
2006-2001 8.1V8 920-1052 N/A N/A
Sierra 3500 Classic
2007 6.0V8 Delphi Ignition 920-1020 N/A N/A
2007 6.0V8 Mitsubishi Ignition 920-1052 N/A N/A
2007 8.1V8 920-1052 N/A N/A
Sierra 3500 HD
2015-2007 6.0V8 Delphi Ignition 920-1062 N/A N/A
2015-2007 6.0V8 Mitsubishi Ignition 920-1061 N/A N/A
Sonoma
2003-1994 2214 920-1005 N/A N/A
1993-1991 2514 920-1004 N/A N/A
1993-1991 2.8V6 920-1004 N/A N/A
2004-1996 4.3V6 920-1006 N/A N/A
1995-1991 4.3V6 920-1004 N/A N/A
Sprint
1977-1975 4116 920-1083 N/A N/A
1974-1971 4116 920-1001 N/A N/A
1977-1976 5.0V8 920-1003 N/A N/A
1973-1971 5.0V8 920-1001 N/A N/A
1977-1975 5.7V8 920-1003 N/A N/A
1974 5.7V8 Breaker Point Ignition 920-1001 N/A N/A
1974 5.7 V8 Electronic Ignition 920-1003 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
GMC (Cont'd.
Sprint (Cont'd.)
1973-1971 57V8 920-1001 N/A N/A
1976-1975 6.6 V8 920-1003 N/A N/A
1974 6.6 V8 Breaker Point Ignition 920-1001 N/A N/A
1974 6.6 V8 Electronic Ignition 920-1003 N/A N/A
1972-1971 6.6 V8 920-1001 N/A N/A
1975 74V8 920-1003 N/A N/A
1974 74V8 Breaker Point Ignition 920-1001 N/A N/A
1974 74V8 Electronic Ignition 920-1003 N/A N/A
1973-1971 74V8 920-1001 N/A N/A
Suburban
1966-1963 2514 920-1001 N/A N/A
1966-1960 3.8L6 920-1001 N/A N/A
1966 4116 920-1001 N/A N/A
1962-1961 4316 920-1001 N/A N/A
1966-1963 4816 920-1001 N/A N/A
1966-1960 5.0V6 920-1001 N/A N/A
1966-1965 5.7V6 920-1001 N/A N/A
1965-1960 46V8 920-1001 N/A N/A
Syclone
1991 4.3V6 920-1004 N/A N/A
Terrain
2015-2010 2414 921-2090 900-P2071 900-P2071-4
2012-2010 3.0V6 921-2109 N/A 900-P2078-6
Tracker
1990-1989 1.6L4 920-1001 N/A N/A
Transmode
1974-1973 75V8 920-1001 N/A N/A
Truck
1960 4416 920-1001 N/A N/A
1960 5.0V6 920-1001 N/A N/A
1960 46V8 920-1001 N/A N/A
Typhoon
1993-1992 4.3V6 920-1004 N/A N/A
V1500
1987 4.3V6 920-1004 N/A N/A
1987 5.0V8 920-1004 N/A N/A
1987 57V8 920-1004 N/A N/A
V1500 Suburban
1991-1987 5.7V8 920-1004 N/A N/A
V2500
1987 4816 920-1004 N/A N/A
1987 5.7V8 920-1004 N/A N/A
V2500 Suburban
1991-1987 57V8 920-1004 N/A N/A
V3000 Forward Control
1962-1960 4416 920-1001 N/A N/A
1962-1960 5.0V6 920-1001 N/A N/A
V3500
1988-1987 4816 920-1004 N/A N/A
1991-1987 57V8 920-1004 N/A N/A
1991-1987 7.4V8 920-1004 N/A N/A

117



N\WVallicer Application Guide

walkerproducts.com

Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
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Yukon
2009-2007 48V8 Delphi Ignition 920-1062 N/A N/A
2009-2007 48V8 Mitsubishi Ignition 920-1061 N/A N/A
2006-2000 48V8 Delphi Ignition 920-1020 N/A N/A
2006-2000 48V8 Mitsubishi Ignition 920-1052 N/A N/A
2014-2007 5.3V8 Delphi Ignition 920-1062 N/A N/A
2014-2007 5.3V8 Mitsubishi Ignition 920-1061 N/A N/A
2006-2000 5.3V8 Delphi Ignition 920-1020 N/A N/A
2006-2000 53V8 Mitsubishi Ignition 920-1052 N/A N/A
2000-1996 5.7V8 920-1006 N/A N/A
1995-1992 5.7V8 920-1004 N/A N/A
2013-2008 6.0V8 Delphi Ignition 920-1062 N/A N/A
2013-2008 6.0V8 Mitsubishi Ignition 920-1061 N/A N/A
2006-2001 6.0V8 Delphi Ignition 920-1020 N/A N/A
2006-2001 6.0V8 Mitsubishi Ignition 920-1052 N/A N/A
2014-2007 6.2V8 Delphi Ignition 920-1062 N/A N/A
2014-2007 6.2V8 Mitsubishi Ignition 920-1061 N/A N/A

Yukon XL 1500
2014-2007 5.3V8 Delphi Ignition 920-1062 N/A N/A
2014-2007 5.3V8 Mitsubishi Ignition 920-1061 N/A N/A
2006-2000 5.3V8 Delphi Ignition 920-1020 N/A N/A
2006-2000 53V8 Mitsubishi Ignition 920-1052 N/A N/A
2009-2007 6.0V8 Delphi Ignition 920-1062 N/A N/A
2009-2007 6.0V8 Mitsubishi Ignition 920-1061 N/A N/A
2006-2001 6.0V8 Delphi Ignition 920-1020 N/A N/A
2006-2001 6.0V8 Mitsubishi Ignition 920-1052 N/A N/A
2014-2007 6.2V8 Delphi Ignition 920-1062 N/A N/A
2014-2007 6.2V8 Mitsubishi Ignition 920-1061 N/A N/A

Yukon XL 2500
2013-2007 6.0V8 Delphi Ignition 920-1062 N/A N/A
2013-2007 6.0V8 Mitsubishi Ignition 920-1061 N/A N/A
2006-2000 6.0V8 Delphi Ignition 920-1020 N/A N/A
2006-2000 6.0V8 Mitsubishi Ignition 920-1052 N/A N/A
2006-2001 8.1V8 920-1052 N/A N/A

HILLMAN

Husky
1962 1414 920-1001 N/A N/A

Minx
1965-1962 1.6 L4 920-1001 N/A N/A

Super Minx
1962 1.6 L4 920-1001 N/A N/A

600
1969 061L2 920-1041 N/A N/A

Accord
1985 1.6 L4 920-1001 N/A N/A
1978-1976 1.6 L4 920-1001 N/A N/A
1985-1979 1.8L4 920-1001 N/A N/A
1997-1996 2214 Hitachi Dist. 920-1046 N/A N/A
1997-1996 2214 TEC Dist. 920-1047 N/A N/A
1995-1994 2214 920-1047 N/A N/A
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Année La Application Identifier (Each) (Set)
HONDA (Cont'd.
Accord (Cont'd.)
1991-1990 2214 SOHC 920-1018 N/A N/A
2002-1998 2314 Hitachi Dist. 920-1046 N/A N/A
2002-1998 2314 TEC Dist. 920-1018 N/A N/A
2012-2008 2414 Naturally Aspirated 921-2149 N/A N/A
2007-2003 2414 921-2048 N/A N/A
1997-1995 2.7V6 Naturally Aspirated, USA 920-1094 N/A N/A
2007-2000 3.0V6 921-2012 N/A N/A
2012-2008 3.5V6 Naturally Aspirated, USA 921-2150 N/A N/A
Accord Crosstour
2011-2010 3.5V6 Naturally Aspirated, USA 921-2150 N/A N/A
Civic
1979-1973 1214 920-1001 N/A N/A
2011-2006 1314 921-2032 N/A N/A
2005-2003 1314 Front 921-2031 N/A N/A
2005-2003 1314 Rear 921-2032 N/A N/A
1983-1980 1314 920-1001 N/A N/A
2015-2013 1514 Naturally Aspirated, REAR 921-2177 N/A N/A
2012 1.5L4 Naturally Aspirated, Front 921-2031 N/A N/A
2012 1514 Naturally Aspirated, REAR 921-2162 N/A N/A
1995-1992 1514 920-1018 N/A N/A
1983-1975 1514 920-1001 N/A N/A
2000-1992 1.6L4 920-1018 N/A N/A
2005-2001 1714 921-2026 N/A N/A
2015-2012 1814 Naturally Aspirated 921-2152 N/A N/A
2011-2006 1814 921-2123 N/A N/A
2011-2002 2014 921-2048 N/A N/A
2015-2012 2414 Naturally Aspirated 921-2149 N/A N/A
Civic del Sol
1995-1993 1514 920-1018 N/A N/A
1997-1993 1.6L4 920-1018 N/A N/A
Crosstour
2015-2012 2414 Naturally Aspirated 921-2149 N/A N/A
2012 3.5V6 Naturally Aspirated, USA 921-2150 N/A N/A
CR-V
2001-1997 2014 920-1018 N/A N/A
2014-2010 2414 Naturally Aspirated 921-2149 N/A N/A
2009-2002 2414 921-2048 N/A N/A
CR-Z
2016-2011 1514 Naturally Aspirated 921-2160 N/A N/A
Element
2011-2003 2414 921-2048 N/A N/A
Fit
2015-2007 1514 N/A 900-P2084 N/A
2013-2009 15L4 Naturally Aspirated 921-2160 N/A N/A
2008-2007 15L4 Naturally Aspirated 921-2159 N/A N/A
HR-V
2018-2016 1814 Naturally Aspirated 921-2152 N/A N/A
Insight
2014-2012 1314 Naturally Aspirated, REAR 921-2177 N/A N/A
2011-2010 1314 Naturally Aspirated, REAR 921-2162 N/A N/A
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HONDA (Cont'd.
Odyssey
2016-2011 3.5V6 Naturally Aspirated, USA 921-2150 N/A N/A
2010-2005 35V6 J35A6 921-2012 N/A N/A
2004-1999 35V6 921-2012 N/A N/A
Passport
2002-2000 32V6 N/A 900-P2002 900-P2002-6
2002-2000 32V6 Naturally Aspirated, USA, Cylinder 1-5 921-2173 N/A N/A
1999-1998 32V6 921-2038 900-P2002 900-P2002-6
1997-1996 32V6 921-2041 900-P2002 900-P2002-6
1995-1994 32V6 920-1005 N/A N/A
Pilot
2015-2009 3.5V6 Naturally Aspirated, USA 921-2154 N/A N/A
2008-2003 35V6 921-2026 N/A N/A
Prelude
1987-1979 1814 920-1001 N/A N/A
1987-1985 20L4 920-1001 N/A N/A
2001-1997 2214 920-1047 N/A N/A
Ridgeline
2014-2009 35V6 Naturally Aspirated, USA 921-2154 N/A N/A
2008-2006 35V6 921-2026 N/A N/A
$2000
2003-2000 2.0L4 Naturally Aspirated 921-2179 N/A N/A
2009-2006 2214 Naturally Aspirated 921-2179 N/A N/A
2005-2004 2214 921-2048 N/A N/A
H2
2007-2003 6.0V8 Delphi Ignition 920-1020 N/A N/A
2007-2003 6.0V8 Mitsubishi Ignition 920-1052 N/A N/A
2009-2008 6.2V8 Delphi Ignition 920-1062 N/A N/A
2009-2008 6.2V8 Mitsubishi Ignition 920-1061 N/A N/A
H3
2006 35L5 921-2003 900-P2038 900-P2038-5
2010-2007 37L5 921-2091 900-P2075 900-P2075-5
2010-2008 5.3V8 Delphi Ignition 920-1062 N/A N/A
2010-2008 5.3V8 Mitsubishi Ignition 920-1061 N/A N/A
H3T
2010-2009 37L5 921-2091 900-P2075 900-P2075-5
2010-2009 5.3V8 Delphi Ignition 920-1062 N/A N/A
2010-2009 5.3V8 Mitsubishi Ignition 920-1061 N/A N/A
HYUNDAI
Accent
2003-2000 1514 920-1074 N/A N/A
2002-2000 1514 Naturally Aspirated 920-1092 N/A N/A
1997-1996 1514 2 Req'd w/ Wire Set N/A 900-P2056 N/A
2014-2012 1.6 L4 921-2129 N/A N/A
2011-2006 1.6 L4 921-2029 900-P2107 900-P2107-4
2005-2001 1.6 L4 920-1029 N/A N/A
Azera
2014-2007 3.3V6 921-2106 N/A N/A
2011-2006 3.8 V6 921-2106 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
HYUNDAI (Cont'd.
Elantra
2015-2011 1.8L4 Naturally Aspirated 921-2153 N/A N/A
1998-1996 1814 920-1035 N/A N/A
2015-2014 20L4 Naturally Aspirated 921-2153 N/A N/A
2012-2007 20L4 Naturally Aspirated 920-1095 N/A N/A
2006-2004 20L4 920-1063 N/A N/A
2003 20L4 From 08/17/2002 920-1063 N/A N/A
2003 20L4 To 08/17/2002 920-1056 N/A N/A
2002-2001 20L4 920-1056 N/A N/A
2000-1999 20L4 920-1035 N/A N/A
Elantra Coupe
2013 1814 Naturally Aspirated 921-2153 N/A N/A
2014 20L4 Naturally Aspirated 921-2153 N/A N/A
Elantra GT
2013 1814 Naturally Aspirated 921-2153 N/A N/A
2014 20L4 Naturally Aspirated 921-2153 N/A N/A
Entourage
2008-2007 3.8V6 921-2106 N/A N/A
Equus
2011 46V8 Naturally Aspirated, USA 921-2148 N/A N/A
2015-2012 5.0V8 Naturally Aspirated, USA 921-2148 N/A N/A
Genesis
2015-2009 3.8V6 921-2106 N/A N/A
2012-2009 46V8 Naturally Aspirated, USA 921-2148 N/A N/A
2015-2012 5.0V8 Naturally Aspirated, USA 921-2148 N/A N/A
Genesis Coupe
2014-2010 2014 Turbocharged 921-2148 N/A N/A
2015-2010 3.8V6 921-2106 N/A N/A
Pony
1987-1983 1414 920-1001 N/A N/A
1986 1514 920-1001 N/A N/A
1987 16L4 920-1001 N/A N/A
1985-1984 1.6L4 920-1001 N/A N/A
Santa Fe
2014-2013 2014 Turbocharged 921-2172 N/A N/A
2014-2010 2414 Naturally Aspirated 921-2148 N/A N/A
2006-2001 2414 2 Req'd w/ Wire Set N/A 900-P2046 N/A
2004-2001 2414 921-2018 N/A N/A
2009-2007 2.7V6 N/A 900-P2090 900-P2090-6
2009-2007 2.7V6 Naturally Aspirated, USA 921-2158 N/A N/A
2009-2007 2.7V6 Naturally Aspirated, USA 921-2157 N/A N/A
2006-2002 2.7V6 920-1064 N/A N/A
2001 2.7V6 Coil Pack 920-1064 N/A N/A
2001 2.7V6 Individual Coil 920-1082 N/A N/A
2014-2013 33V6 921-2106 N/A N/A
2009-2007 3.3V6 921-2106 N/A N/A
2012-2010 35V6 921-2106 N/A N/A
2006-2003 35V6 921-2085 N/A N/A
2006-2003 35V6 3 Req'd w/ Wire Set N/A 900-P2018 N/A
Sonata
2014-2011 20L4 Turbocharged 921-2172 N/A N/A
2015-2009 2414 Naturally Aspirated 921-2148 N/A N/A

121



NWValker

walkerproducts.com

Application Guide

Year
Ao
Année

Eng.
Lit/
La

HYUNDAI (Cont'd.

Sonata (Cont'd.)
2008-2006 2414
2005-1999 2414
2005-1999 2414
2001-1999 25V6
2005-2002 2.7V6
1994-1993 3.0V6
1991-1990 3.0V6
2010-2006 3.3V6

Stellar
1986-1985 16L4
1987 204

Tiburon
1997 1814
2008-2003 204
2001-1997 204
2008-2003 2.7V6

Tucson
2015-2014 204
2013-2011 204
2009-2005 204
2015-2010 2414

Veloster
2015-2012 16L4

Veracruz
2012-2007 3.8V6

XG300
2001 3.0V6
2001 3.0V6

XG350
2005-2003 35V6
2005-2002 35V6
2002 35V6

EX35
2012-2008 3.5V6

EX37
2013 3.7V6

FX35
2012-2009 3.5V6
2008-2003 3.5V6

FX37
2013 3.7V6

FX45
2008-2006 45V8

FX50
2013-2009 50V8
2013-2009 50V8
2013-2009 50V8
2013-2009 50V8
2013-2009 50V8

Application Identifier
Identificador de Aplicacion
Application Identifier

2 Req'd w/ Wire Set
Naturally Aspirated, USA
Naturally Aspirated, USA

Naturally Aspirated
Naturally Aspirated

Naturally Aspirated

Naturally Aspirated

3 Req'd w/ Wire Set

3 Req'd w/ Wire Set

Naturally Aspirated, USA

Naturally Aspirated, USA

2 Req'dCyl 1-2
Cyl 3-8
For Front Six Cylinders
For Rear Two Cylinders

ThunderSpark™ ThunderSpark™ ThunderSpark™
COP Boots
(Each)

Ignition Coils

921-2106
921-2018
N/A
920-1089
920-1089
920-1055
920-1055
921-2106

920-1001
920-1001

920-1035
920-1063
920-1035
920-1064

921-2153
921-2148
920-1063
921-2148
921-2129

921-2106

921-2028
N/A

921-2085

N/A
921-2028

921-2151

921-2167

921-2151
921-2078

921-2167

921-2128

N/A

N/A

N/A
921-2107
921-2167

N/A
N/A
900-P2046
N/A
N/A
N/A
N/A
N/A

N/A
N/A

N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A

N/A

N/A
900-P2018

N/A

900-P2018
N/A

900-P2111

N/A

900-P2111
900-P2049

N/A

N/A

N/A
900-P2092
900-P2091

N/A

N/A

COP Boots
(Set)

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A

N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A

N/A

N/A

N/A
N/A

N/A
N/A
N/A

INFINITI

N/A

N/A

N/A
900-P2049-6

N/A

N/A

900-P2091-8
N/A
N/A
N/A
N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
INFINITI (Cont'd.
G25
2012-2011 2.5V6 921-2151 900-P2111 N/A
G35
2008 3.5V6 921-2151 900-P2111 N/A
2007-2003 3.5V6 921-2078 900-P2049 900-P2049-6
G37
2013 3.7V6 921-2167 N/A N/A
2012-2008 3.7V6 921-2167 900-P2111 N/A
130
2001-2000 3.0V6 Left Bank N/A 900-P2016 N/A
2001-2000 3.0V6 Right Bank N/A 900-P2008 N/A
2001 3.0V6 Rear 921-2022 N/A N/A
2000 3.0V6 Front 921-2045 N/A N/A
1999-1996 3.0V6 Front 921-2011 N/A N/A
1999-1996 3.0V6 Hanshin Coil Left Bank N/A 900-P2016 N/A
1999-1996 3.0V6 Hanshin Coil Right Bank N/A 900-P2008 N/A
1999-1996 3.0V6 Mitsubishi Coil Left Bank N/A 900-P2012 N/A
1999-1996 3.0V6 Mitsubishi Coil Right Bank N/A 900-P2013 N/A
1999-1996 3.0V6 Rear 921-2014 N/A N/A
135
2004-2002 3.5V6 921-2023 900-P2049 900-P2049-6
J30
1997-1995 3.0V6 N/A 900-P2099 900-P2099-6
1994 3.0V6 From 3/1994 N/A 900-P2099 900-P2099-6
1994 3.0V6 To 2/1994 N/A 900-P2088 900-P2088-6
1993 3.0V6 N/A 900-P2088 900-P2088-6
JX35
2013 3.5V6 Naturally Aspirated, USA 921-2151 N/A N/A
M35
2010-2009 3.5V6 921-2151 900-P2111 N/A
2008-2006 3.5V6 921-2078 900-P2049 900-P2049-6
M35h
2013-2012 3.5V6 921-2151 N/A N/A
M37
2013 3.7V6 921-2167 N/A N/A
2012-2011 3.7V6 921-2167 900-P2111 N/A
M45
2010-2006 45V8 921-2128 N/A N/A
M56
2013-2012 56V8 For Rear Two Cylinders 921-2167 N/A N/A
2013-2011 56V8 N/A N/A 900-P2091-8
2013-2011 56V8 2 Req'dCyl 1-2 N/A 900-P2092 N/A
2013-2011 56V8 Cyl 3-8 N/A 900-P2091 N/A
2013-2011 56V8 For Front Six Cylinders 921-2107 N/A N/A
2013 56V8 For Rear Two Cylinders 921-2107 N/A N/A
Q40
2015 3.7V6 Naturally Aspirated, USA 921-2167 N/A N/A
Q45
2001-1997 41V8 921-2068 900-P2113 N/A
2006 45V8 921-2128 N/A N/A
Q50
2016-2014 3.5 V6 Naturally Aspirated, USA 921-2151 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
INFINITI (Cont'd.
Q50 (Cont'd.)
2015-2014 3.7V6 Naturally Aspirated, USA 921-2167 N/A N/A
Q60
2015-2014 3.7V6 Naturally Aspirated, USA 921-2167 N/A N/A
Q70
2016-2014 3.5V6 Naturally Aspirated, USA 921-2151 N/A N/A
2016-2014 3.7V6 Naturally Aspirated, USA, Rear Two Cylinders 921-2167 N/A N/A
2016-2014 5.6V8 For Front Six Cylinders 921-2107 N/A N/A
Q70L
2016-2015 3.7V6 Naturally Aspirated, USA, Rear Two Cylinders 921-2167 N/A N/A
2016-2015 5.6 V8 For Front Six Cylinders 921-2107 N/A N/A
Qx4
2003-2002 35V6 921-2023 900-P2049 900-P2049-6
2001 3.5V6 For Cylinder 1 921-2140 N/A N/A
2001 35V6 For Cylinder 2-6 921-2072 N/A N/A
2001 3.5V6 From 7/2001 N/A 900-P2049 900-P2049-6
2001 35V6 To 6/2001 Cyl #1 N/A 900-P2015 N/A
2001 3.5V6 To 6/2001 Cyl #2-6 N/A 900-P2017 N/A
2001 35V6 To 7/2001 N/A N/A 900-P2017-6
QX50
2016-2014 3.7V6 Naturally Aspirated, USA 921-2167 N/A N/A
QX56
2013-2011 56V8 Naturally Aspirated, USA 921-2176 N/A N/A
2013-2011 56V8 Naturally Aspirated, USA 921-2175 N/A N/A
2010-2008 56V8 Naturally Aspirated, USA 921-2169 N/A N/A
2007 5.6V8 To 08/06 921-2095 N/A N/A
2006-2004 5.6V8 921-2095 N/A N/A
QX60
2015-2014 2514 921-2107 N/A N/A
2015-2014 3.5V6 Naturally Aspirated, USA 921-2151 N/A N/A
QXx70
2016-2014 3.7V6 Naturally Aspirated, USA 921-2167 N/A N/A
2014 5.0V8 For Front Six Cylinders 921-2107 N/A N/A
QX80
2016-2014 56V8 Naturally Aspirated, USA 921-2176 N/A N/A
2016-2014 5.6 V8 Naturally Aspirated, USA 921-2175 N/A N/A
INTERNATIONAL
100
1974 4216 920-1001 N/A N/A
1974 5.0V8 920-1001 N/A N/A
1974 5.6 V8 920-1001 N/A N/A
1974 6.4 V8 920-1001 N/A N/A
1974 6.6 V8 920-1001 N/A N/A
150
1975 5.0V8 920-1001 N/A N/A
1975 5.6 V8 920-1001 N/A N/A
1975 6.4 V8 920-1001 N/A N/A
200
1974 4216 920-1001 N/A N/A
1975-1974 5.0V8 920-1001 N/A N/A
1975-1974 5.6 V8 920-1001 N/A N/A
1975-1974 6.4 V8 920-1001 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
INTERNATIONAL (Cont'd.
200 (Cont'd.)
1974 6.6 V8 920-1001 N/A N/A
900A
1967 2514 920-1001 N/A N/A
908B
1967 43V8 920-1001 N/A N/A
1967 5.0V8 920-1001 N/A N/A
908C
1969-1968 43V8 920-1001 N/A N/A
1968 44V8 920-1001 N/A N/A
1969-1968 5.0V8 920-1001 N/A N/A
1000A
1966 3916 920-1001 N/A N/A
1966 4316 920-1001 N/A N/A
1966 43V8 920-1001 N/A N/A
1966 5.0V8 920-1001 N/A N/A
1000B
1967 3916 920-1001 N/A N/A
1967 4316 920-1001 N/A N/A
1967 43V8 920-1001 N/A N/A
1967 44V8 920-1001 N/A N/A
1967 5.0V8 920-1001 N/A N/A
1967 5.6V8 920-1001 N/A N/A
1000C
1968 3916 920-1001 N/A N/A
1968 40L6 920-1001 N/A N/A
1968 4316 920-1001 N/A N/A
1968 43V8 920-1001 N/A N/A
1968 44V8 920-1001 N/A N/A
1968 5.0V8 920-1001 N/A N/A
1968 5.6 V8 920-1001 N/A N/A
1000D
1970-1969 38L6 920-1001 N/A N/A
1970-1969 3916 920-1001 N/A N/A
1970-1969 4316 920-1001 N/A N/A
1970-1969 43V8 920-1001 N/A N/A
1970-1969 44V8 920-1001 N/A N/A
1970-1969 5.0V8 920-1001 N/A N/A
1970-1969 56V8 920-1001 N/A N/A
1970-1969 6.4 V8 920-1001 N/A N/A
1010
1971 3.8L6 920-1001 N/A N/A
1973-1972 4216 920-1001 N/A N/A
1973-1971 5.0V8 920-1001 N/A N/A
1973-1971 56V8 920-1001 N/A N/A
1973-1971 5.7V8 920-1001 N/A N/A
1973-1971 6.4V8 920-1001 N/A N/A
1100A
1966 3916 920-1001 N/A N/A
1966 4316 920-1001 N/A N/A
1966 43V8 920-1001 N/A N/A
1966 5.0 V8 920-1001 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
INTERNATIONAL (Cont'd.
1100B
1967 3916 920-1001 N/A N/A
1967 4316 920-1001 N/A N/A
1967 43V8 920-1001 N/A N/A
1967 44V8 920-1001 N/A N/A
1967 5.0V8 920-1001 N/A N/A
1967 56V8 920-1001 N/A N/A
1100C
1968 3916 920-1001 N/A N/A
1968 4316 920-1001 N/A N/A
1968 43V8 920-1001 N/A N/A
1968 44V8 920-1001 N/A N/A
1968 5.0V8 920-1001 N/A N/A
1968 56V8 920-1001 N/A N/A
1100D
1970-1969 3816 920-1001 N/A N/A
1970-1969 3916 920-1001 N/A N/A
1970-1969 4316 920-1001 N/A N/A
1970-1969 43V8 920-1001 N/A N/A
1970-1969 44V8 920-1001 N/A N/A
1970-1969 5.0V8 920-1001 N/A N/A
1970-1969 56V8 920-1001 N/A N/A
1970-1969 6.4 V8 920-1001 N/A N/A
1110
1972-1971 3.8L6 920-1001 N/A N/A
1973-1972 4216 920-1001 N/A N/A
1971 43V8 920-1001 N/A N/A
1973-1971 5.0V8 920-1001 N/A N/A
1973-1971 56V8 920-1001 N/A N/A
1973-1971 5.7V8 920-1001 N/A N/A
1973-1971 6.4V8 920-1001 N/A N/A
1200A
1966 3916 920-1001 N/A N/A
1966 4316 920-1001 N/A N/A
1966 43V8 920-1001 N/A N/A
1966 5.0V8 920-1001 N/A N/A
1200B
1967 3916 920-1001 N/A N/A
1967 4316 920-1001 N/A N/A
1967 43V8 920-1001 N/A N/A
1967 44V8 920-1001 N/A N/A
1967 5.0V8 920-1001 N/A N/A
1967 5.6 V8 920-1001 N/A N/A
1200C
1968 3916 920-1001 N/A N/A
1968 4316 920-1001 N/A N/A
1968 43V8 920-1001 N/A N/A
1968 44V8 920-1001 N/A N/A
1968 5.0V8 920-1001 N/A N/A
1968 5.6 V8 920-1001 N/A N/A
1200D
1970-1969 3.8L6 920-1001 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
INTERNATIONAL (Cont'd.
1200D (Cont'd.)
1970-1969 39L6 920-1001 N/A N/A
1970-1969 4316 920-1001 N/A N/A
1970-1969 43V8 920-1001 N/A N/A
1970-1969 44V8 920-1001 N/A N/A
1970-1969 5.0V8 920-1001 N/A N/A
1970-1969 5.6V8 920-1001 N/A N/A
1970-1969 6.4V8 920-1001 N/A N/A
1210
1971 3.8L6 920-1001 N/A N/A
1973-1972 4216 920-1001 N/A N/A
1973-1971 5.0V8 920-1001 N/A N/A
1973-1971 56V8 920-1001 N/A N/A
1973-1971 5.7V8 920-1001 N/A N/A
1973-1971 6.4 V8 920-1001 N/A N/A
1300A
1966 3916 920-1001 N/A N/A
1966 4316 920-1001 N/A N/A
1966 43V8 920-1001 N/A N/A
1966 5.0V8 920-1001 N/A N/A
1300B
1967 3916 920-1001 N/A N/A
1967 4316 920-1001 N/A N/A
1967 43V8 920-1001 N/A N/A
1967 5.0V8 920-1001 N/A N/A
1967 5.6 V8 920-1001 N/A N/A
1300C
1968 3916 920-1001 N/A N/A
1968 4316 920-1001 N/A N/A
1968 43V8 920-1001 N/A N/A
1968 44V8 920-1001 N/A N/A
1968 5.0V8 920-1001 N/A N/A
1968 5.6V8 920-1001 N/A N/A
1300D
1970-1969 38L6 920-1001 N/A N/A
1970-1969 3916 920-1001 N/A N/A
1970 4316 920-1001 N/A N/A
1970 43V8 920-1001 N/A N/A
1970-1969 44V8 920-1001 N/A N/A
1970-1969 5.0V8 920-1001 N/A N/A
1970-1969 56V8 920-1001 N/A N/A
1970-1969 6.4 V8 920-1001 N/A N/A
1310
1971 3.8L6 920-1001 N/A N/A
1973-1972 4216 920-1001 N/A N/A
1971 43V8 920-1001 N/A N/A
1973-1971 5.0V8 920-1001 N/A N/A
1973-1971 56V8 920-1001 N/A N/A
1973-1971 5.7V8 920-1001 N/A N/A
1973-1971 6.4 V8 920-1001 N/A N/A
1500A
1966 3.6 L6 920-1001 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
INTERNATIONAL (Cont'd.

1500A (Cont'd.)

1966 3916 920-1001 N/A N/A

1966 4316 920-1001 N/A N/A

1966 44V8 920-1001 N/A N/A

1966 5.0V8 920-1001 N/A N/A
1500B

1968-1967 361L6 920-1001 N/A N/A

1968-1967 3916 920-1001 N/A N/A

1968-1967 4316 920-1001 N/A N/A

1969-1967 44V8 920-1001 N/A N/A

1969-1967 5.0V8 920-1001 N/A N/A
1500C

1968 36L6 920-1001 N/A N/A

1968 3916 920-1001 N/A N/A

1968 4316 920-1001 N/A N/A

1969-1968 44V8 920-1001 N/A N/A

1969-1968 5.0V8 920-1001 N/A N/A
1500D

1971-1969 44V8 920-1001 N/A N/A

1971-1969 5.0V8 920-1001 N/A N/A
AB120

1963-1960 361L6 920-1001 N/A N/A

1963-1961 3916 920-1001 N/A N/A
AMS80

1961 15L4 920-1001 N/A N/A
AM120

1960 36L6 920-1001 N/A N/A
AM130

1960 36L6 920-1001 N/A N/A
AM132

1960 36L6 920-1001 N/A N/A
B100

1960 361L6 920-1001 N/A N/A

1960 3916 920-1001 N/A N/A

1960 4316 920-1001 N/A N/A

1960 43V8 920-1001 N/A N/A
B102

1960 361L6 920-1001 N/A N/A

1960 3916 920-1001 N/A N/A

1960 4316 920-1001 N/A N/A

1960 43V8 920-1001 N/A N/A
B110

1960 3916 920-1001 N/A N/A

1960 4316 920-1001 N/A N/A

1960 43V8 920-1001 N/A N/A
B112

1960 3916 920-1001 N/A N/A

1960 4316 920-1001 N/A N/A

1960 43V8 920-1001 N/A N/A
B120

1960 3916 920-1001 N/A N/A

1960 4.3 16 920-1001 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
INTERNATIONAL (Cont'd.
B120 (Cont'd.)
1960 43V8 920-1001 N/A N/A
B122
1960 3916 920-1001 N/A N/A
1960 4316 920-1001 N/A N/A
1960 43V8 920-1001 N/A N/A
B130
1960 39L6 920-1001 N/A N/A
1960 4316 920-1001 N/A N/A
1960 43V8 920-1001 N/A N/A
B132
1960 3916 920-1001 N/A N/A
1960 4316 920-1001 N/A N/A
1960 43V8 920-1001 N/A N/A
C100
1962-1961 361L6 920-1001 N/A N/A
1962-1961 3916 920-1001 N/A N/A
1962-1961 25V8 920-1001 N/A N/A
1962-1961 43V8 920-1001 N/A N/A
1962-1961 5.0V8 920-1001 N/A N/A
Cc102
1962-1961 361L6 920-1001 N/A N/A
1962-1961 3916 920-1001 N/A N/A
1962-1961 2.5V8 920-1001 N/A N/A
1962-1961 43V8 920-1001 N/A N/A
1962-1961 5.0V8 920-1001 N/A N/A
c110
1962-1961 3916 920-1001 N/A N/A
1962-1961 2.5V8 920-1001 N/A N/A
1962-1961 43V8 920-1001 N/A N/A
1962-1961 5.0V8 920-1001 N/A N/A
Cc112
1962-1961 3916 920-1001 N/A N/A
1962-1961 2.5V8 920-1001 N/A N/A
1962-1961 43V8 920-1001 N/A N/A
1962-1961 5.0V8 920-1001 N/A N/A
C120
1962-1961 39L6 920-1001 N/A N/A
1962-1961 2.5V8 920-1001 N/A N/A
1962-1961 43V8 920-1001 N/A N/A
1962-1961 5.0V8 920-1001 N/A N/A
Cc122
1962-1961 3916 920-1001 N/A N/A
1962-1961 2.5V8 920-1001 N/A N/A
1962-1961 43V8 920-1001 N/A N/A
1962-1961 5.0V8 920-1001 N/A N/A
C130
1962-1961 3916 920-1001 N/A N/A
1962-1961 2.5V8 920-1001 N/A N/A
1962-1961 43V8 920-1001 N/A N/A
1962-1961 5.0 V8 920-1001 N/A N/A
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Année La Application Identifier (Each) (Set)
INTERNATIONAL (Cont'd.
C132
1962-1961 3916 920-1001 N/A N/A
1962-1961 25V8 920-1001 N/A N/A
1962-1961 43V8 920-1001 N/A N/A
1962-1961 5.0V8 920-1001 N/A N/A
C900
1964 2514 920-1001 N/A N/A
C1000
1964-1963 3916 920-1001 N/A N/A
1964-1963 25V8 920-1001 N/A N/A
1964-1963 43V8 920-1001 N/A N/A
1964-1963 5.0V8 920-1001 N/A N/A
Cc1100
1964-1963 3916 920-1001 N/A N/A
1964-1963 25V8 920-1001 N/A N/A
1964-1963 43V8 920-1001 N/A N/A
1964-1963 5.0V8 920-1001 N/A N/A
C1200
1964-1963 3916 920-1001 N/A N/A
1964-1963 25V8 920-1001 N/A N/A
1964-1963 43V8 920-1001 N/A N/A
1964-1963 5.0V8 920-1001 N/A N/A
C1300
1964-1963 3916 920-1001 N/A N/A
1964-1963 25V8 920-1001 N/A N/A
1964-1963 43V8 920-1001 N/A N/A
1964-1963 5.0V8 920-1001 N/A N/A
D300
1965 3916 920-1001 N/A N/A
1965 44V8 920-1001 N/A N/A
D900
1965 2514 920-1001 N/A N/A
D1000
1965 3916 920-1001 N/A N/A
1965 43V8 920-1001 N/A N/A
1965 5.0V8 920-1001 N/A N/A
D1100
1965 3916 920-1001 N/A N/A
1965 43V8 920-1001 N/A N/A
1965 5.0V8 920-1001 N/A N/A
D1200
1965 3916 920-1001 N/A N/A
1965 43V8 920-1001 N/A N/A
1965 5.0V8 920-1001 N/A N/A
D1300
1965 3916 920-1001 N/A N/A
1965 43V8 920-1001 N/A N/A
1965 5.0V8 920-1001 N/A N/A
M800
1971-1965 2514 920-1001 N/A N/A
1971-1967 3214 920-1001 N/A N/A
1968-1965 3.6 L6 920-1001 N/A N/A
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Année La Application Identifier (Each) (Set)
INTERNATIONAL (Cont'd.
M800 (Cont'd.)
1971-1969 3816 920-1001 N/A N/A
1970-1965 39L6 920-1001 N/A N/A
1971-1969 5.0V8 920-1001 N/A N/A
M800 Navy
1969 2514 920-1001 N/A N/A
1969 3214 920-1001 N/A N/A
1969 38L6 920-1001 N/A N/A
1969 3916 920-1001 N/A N/A
1969 5.0V8 920-1001 N/A N/A
M800 Post Office
1971-1969 2514 920-1001 N/A N/A
1971-1969 3214 920-1001 N/A N/A
1971-1969 3816 920-1001 N/A N/A
1970-1969 3916 920-1001 N/A N/A
1972 4216 920-1001 N/A N/A
1972-1969 5.0V8 920-1001 N/A N/A
M1100
1971-1965 2514 920-1001 N/A N/A
1971-1967 3214 920-1001 N/A N/A
1968-1965 361L6 920-1001 N/A N/A
1971-1969 38L6 920-1001 N/A N/A
1970-1965 3916 920-1001 N/A N/A
1972 4216 920-1001 N/A N/A
1970-1965 4316 920-1001 N/A N/A
1970-1965 43V8 920-1001 N/A N/A
1972-1965 5.0V8 920-1001 N/A N/A
M1200
1971-1965 2514 920-1001 N/A N/A
1971-1967 3214 920-1001 N/A N/A
1968-1965 361L6 920-1001 N/A N/A
1971-1969 3816 920-1001 N/A N/A
1970-1965 3916 920-1001 N/A N/A
1972 4216 920-1001 N/A N/A
1970-1965 4316 920-1001 N/A N/A
1970-1965 43V8 920-1001 N/A N/A
1968 44V8 920-1001 N/A N/A
1972-1969 5.0V8 920-1001 N/A N/A
M1400
1969 38L6 920-1001 N/A N/A
1969 3916 920-1001 N/A N/A
1969 5.0V8 920-1001 N/A N/A
MA1200
1971-1967 3214 920-1001 N/A N/A
1968-1967 361L6 920-1001 N/A N/A
1971-1969 3816 920-1001 N/A N/A
1970-1967 3916 920-1001 N/A N/A
1970-1967 43V8 920-1001 N/A N/A
1968 44V8 920-1001 N/A N/A
1971-1967 5.0V8 920-1001 N/A N/A
MHC1310
1974 4216 920-1001 N/A N/A
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INTERNATIONAL (Cont'd.

MHC1310 (Cont'd.)

1974 5.0V8 920-1001 N/A N/A
MS

1975 5.6V8 920-1001 N/A N/A

1975 6.4 V8 920-1001 N/A N/A
MS1210

1974-1972 4216 920-1001 N/A N/A

1974-1972 5.0V8 920-1001 N/A N/A

1974-1972 56V8 920-1001 N/A N/A

1974-1972 6.4V8 920-1001 N/A N/A
M Series Van

1964-1961 2514 920-1001 N/A N/A

1964-1963 36L6 920-1001 N/A N/A
S$1624

1982-1980 5.7V8 920-1009 N/A N/A
S$1723

1982-1980 5.7V8 920-1009 N/A N/A

1983 6.4 V8 920-1009 N/A N/A

1980 6.4 V8 920-1009 N/A N/A

1980 6.6 V8 920-1009 N/A N/A
S1724

1982-1980 5.7V8 920-1009 N/A N/A

1983 6.4 V8 920-1009 N/A N/A

1980 6.4 V8 920-1009 N/A N/A

1980 6.6 V8 920-1009 N/A N/A
S$1823

1982-1980 5.7V8 920-1009 N/A N/A

1980 6.6 V8 920-1009 N/A N/A

1980 7.3V8 920-1009 N/A N/A
S1824

1980 5.7V8 920-1009 N/A N/A

1983-1980 6.4 V8 920-1009 N/A N/A

1980 6.6 V8 920-1009 N/A N/A

1980 7.3V8 920-1009 N/A N/A
S$1924

1980 6.6 V8 920-1009 N/A N/A

1980 7.3V8 920-1009 N/A N/A
S$1925

1980 6.6 V8 920-1009 N/A N/A

1980 7.3V8 920-1009 N/A N/A
Scout

1970-1961 2514 920-1001 N/A N/A

1970-1966 3214 920-1001 N/A N/A

1970-1969 3816 920-1001 N/A N/A

1970 4316 920-1001 N/A N/A

1968-1967 43V8 920-1001 N/A N/A

1968 44V8 920-1001 N/A N/A

1970-1969 5.0V8 920-1001 N/A N/A
Scout Il

1980-1971 3214 920-1001 N/A N/A

1971 3.8L6 920-1001 N/A N/A

1974-1972 4216 920-1001 N/A N/A
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INTERNATIONAL (Cont'd.
Scout Il (Cont'd.)
1980-1971 5.0V8 920-1001 N/A N/A
1980-1971 5.6V8 920-1001 N/A N/A
1974-1972 5.7V8 920-1001 N/A N/A
1975 6.4 V8 920-1001 N/A N/A
Travelall
1975 5.0V8 920-1001 N/A N/A
1975 5.6V8 920-1001 N/A N/A
1975 6.4 V8 920-1001 N/A N/A
Amigo
2000-1998 2214 920-1057 N/A N/A
2000-1998 3.2V6 N/A N/A 900-P2002-6
2000-1998 3.2V6 Cyl 1-5 N/A 900-P2002 N/A
2000-1998 3.2V6 Cyl 6 N/A 900-P2007 N/A
2000 3.2V6 Naturally Aspirated, USA 921-2173 N/A N/A
Ascender
2008 4216 921-2003 900-P2075 900-P2075-6
2007-2006 4216 921-2091 900-P2075 900-P2075-6
2005-2003 4216 921-2003 900-P2038 900-P2038-6
2006-2005 5.3V8 920-1061 N/A N/A
Axiom
2004-2002 3.5V6 N/A N/A 900-P2002-6
2004-2002 3.5V6 Cyl 1-5 N/A 900-P2002 N/A
2004-2002 3.5V6 Cyl 6 N/A 900-P2007 N/A
2003-2002 3.5V6 Naturally Aspirated, USA 921-2173 N/A N/A
Hombre
2000-1996 2214 920-1005 N/A N/A
2000-1997 4.3V6 920-1006 N/A N/A
i-280
2006 2814 921-2003 900-P2038 900-P2038-4
i-290
2008-2007 2914 921-2003 900-P2038 900-P2038-4
i-350
2006 35L5 921-2003 900-P2038 900-P2038-5
i-370
2008 3715 921-2091 900-P2075 900-P2075-5
2007 3715 921-2003 900-P2038 900-P2038-5
I-Mark
1989-1987 1.5L4 Turbocharged 920-1004 N/A N/A
1989-1985 1.5L4 Naturally Aspirated 920-1085 N/A N/A
1989 1.6 L4 920-1004 N/A N/A
1984-1981 1.8L4 920-1001 N/A N/A
Impulse
1992-1991 1.6 L4 Turbocharged 920-1005 N/A N/A
1991 1.6 L4 Naturally Aspirated 920-1004 N/A N/A
1990 1.6 L4 920-1004 N/A N/A
1992 1.8L4 Naturally Aspirated 920-1004 N/A N/A
Oasis
1997-1996 2214 Naturally Aspirated 920-1105 N/A N/A
1999 2314 920-1046 N/A N/A
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Année La Application Identifier (Each) (Set)
ISUZU (Cont'd.
Pickup
1982-1981 1814 920-1001 N/A N/A
1987-1986 1914 920-1017 N/A N/A
1985-1983 1914 920-1001 N/A N/A
1994-1991 3.1V6 920-1004 N/A N/A
Rodeo
2003-1998 2214 920-1057 N/A N/A
1992-1991 3.1V6 920-1004 N/A N/A
2004-2000 32V6 N/A N/A 900-P2002-6
2004-2000 32V6 Naturally Aspirated, USA 921-2173 N/A N/A
2004-1996 32V6 Cyl1-5 N/A 900-P2002 N/A
2004-1996 32V6 Cyl6 N/A 900-P2007 N/A
1999-1998 32V6 921-2038 N/A 900-P2002-6
1997 32V6 921-2041 N/A 900-P2002-6
1996 32V6 N/A N/A 900-P2002-6
1996 32V6 From 12/1995 921-2041 N/A N/A
1996 32V6 To 11/1995 920-1005 N/A N/A
1995-1993 32V6 920-1005 N/A N/A
Rodeo Sport
2003-2001 2214 920-1057 N/A N/A
2003-2001 32V6 N/A N/A 900-P2002-6
2003-2001 32V6 Cyl1-5 N/A 900-P2002 N/A
2003-2001 32V6 Cyl6 N/A 900-P2007 N/A
2003-2001 3.2V6 Naturally Aspirated, USA 921-2173 N/A N/A
Stylus
1993-1991 1.6L4 920-1004 N/A N/A
1992 1814 920-1004 N/A N/A
Trooper
1991-1989 28V6 920-1004 N/A N/A
1997-1996 32V6 921-2041 N/A 900-P2002-6
1997-1996 32V6 Cyl 1-5 N/A 900-P2002 N/A
1997-1996 32V6 Cyl6 N/A 900-P2007 N/A
1995-1992 32V6 920-1005 N/A N/A
2002-2000 35V6 N/A N/A 900-P2002-6
2002-2000 3.5V6 Naturally Aspirated, USA 921-2173 N/A N/A
2002-1998 35V6 Cyl1-5 N/A 900-P2002 N/A
2002-1998 35V6 Cyl6 N/A 900-P2007 N/A
2000 3.5V6 To 07/1999 921-2038 N/A N/A
1999-1998 35V6 921-2038 N/A 900-P2002-6
VehiCROSS
2001-1999 3.5V6 921-2038 N/A N/A
340
1967 3416 920-1041 N/A N/A
420
1967 4216 920-1041 N/A N/A
S-Type
2008-2003 3.0V6 921-2084 N/A N/A
2002-2000 3.0V6 921-2043 900-P2043 900-P2043-6
2002-1999 40V8 921-2006 900-P2044 900-P2044-8
2008-2005 42V8 921-2097 N/A 900-P2044-8
2004-2003 4.2V8 921-2097 900-P2044 900-P2044-8
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Year
Ao
Année

Super V8

2009-2005 42V8 921-2097 N/A 900-P2044-8
Vanden Plas

1997-1995 40L6 N/A 900-P2073 900-P2073-6

1987-1982 4216 920-1017 N/A N/A

2003-1999 40V8 From Chassis/VIN 853936 W/ 4 Pin Connector 921-2082 N/A N/A

2003-1998 40V8 N/A 900-P2083 900-P2083-8

2009-2004 42V8 921-2097 N/A N/A
XF

2010-2009 42V8 921-2097 N/A N/A
XJ

1971 4216 Flag Primary Terminals 920-1054 N/A N/A

1971 4216 Threaded Primary Terminals 920-1041 N/A N/A
XJ6

1989-1988 361L6 920-1017 N/A N/A

1987 361L6 CAN 920-1017 N/A N/A

1997-1995 40L6 N/A 900-P2073 900-P2073-6

1987-1986 4216 920-1017 N/A N/A

1977-1975 4216 920-1017 N/A N/A

1974-1972 4216 920-1054 N/A N/A
XJ8

2003-1999 40V8 From Chassis/VIN 853936 W/ 4 Pin Connector 921-2082 N/A N/A

2003-1998 40V8 N/A 900-P2083 900-P2083-8

2009-2005 42V8 921-2097 N/A N/A

2004 42V8 921-2097 900-P2044 900-P2044-8
XJ12

1979-1973 5.3V12 920-1017 N/A N/A

1996-1995 6.0 V12 920-1014 N/A N/A
XJR

1997-1995 40L6 N/A 900-P2073 900-P2073-6

2003-1999 40V8 From Chassis/VIN 853936 W/ 4 Pin Connector 921-2082 N/A N/A

2003-1998 40V8 N/A 900-P2083 900-P2083-8

2009-2004 42V8 921-2097 N/A N/A
XJS

1996-1995 40L6 N/A 900-P2073 900-P2073-6

1981-1976 5.3V12 920-1017 N/A N/A

1995 6.0 V12 Naturally Aspirated, USA 920-1116 N/A N/A
XK

2009-2007 42V8 921-2097 N/A N/A
XK8

2002-2000 40V8 From Chassis/VIN 031303 W/ 4 Pin Connector 921-2082 N/A N/A

2002-1997 40V8 N/A 900-P2083 900-P2083-8

2006-2003 42V8 921-2097 N/A N/A
XKE

1971-1967 4216 920-1041 N/A N/A

1974-1972 5.3V12 920-1017 N/A N/A
XKR

2002-2000 40V8 N/A 900-P2083 900-P2083-8

2002-2000 40V8 4 Pin Connector 921-2082 N/A N/A

2009-2003 42V8 921-2097 N/A N/A
X-Type

2005-2002 2,5V6 921-2084 N/A N/A

JAGUAR (Cont'd.

Eng.
Lit/
La

Application Identifier
Identificador de Aplicacion
Application Identifier

ThunderSpark™ ThunderSpark™ ThunderSpark™
COP Boots
(Set)

Ignition Coils

COP Boots
(Each)
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
JAGUAR (Cont'd.

X-Type (Cont'd.)

2008-2002 3.0V6 921-2084 N/A N/A
JEEP

6-226
1964-1963 3.7L6 920-1001 N/A N/A

6-230
1965-1962 38L6 920-1001 N/A N/A

Cherokee
2000-1998 254 920-1008 N/A N/A
1997-1991 254 920-1007 N/A N/A
1990-1986 254 Export 920-1010 N/A N/A
1990-1986 254 U.S Models 920-1065 N/A N/A
1985-1984 254 920-1010 N/A N/A
2001-2000 4016 921-2040 900-P2036 900-P2036-6
1999-1998 40L6 920-1008 N/A N/A
1997-1995 4016 920-1007 N/A N/A
1994-1991 40L6 Round Terminal 920-1007 N/A N/A
1990-1987 4016 920-1065 N/A N/A
1983-1978 4216 920-1010 N/A N/A
1977 4216 Motorcraft Distributor 920-1010 N/A N/A
1977 4216 Prestolite Distributor 920-1001 N/A N/A
1976-1974 4216 920-1001 N/A N/A
1986-1985 2.8V6 920-1004 N/A N/A
2016-2014 3.2V6 Naturally Aspirated, USA 921-2193 N/A N/A
1983-1978 59V8 920-1010 N/A N/A
1977 59V8 Motorcraft Distributor 920-1010 N/A N/A
1977 59V8 Prestolite Distributor 920-1001 N/A N/A
1976-1974 59V8 920-1001 N/A N/A
1978 6.6 V8 920-1010 N/A N/A
1977 6.6 V8 Motorcraft Distributor 920-1010 N/A N/A
1977 6.6 V8 Prestolite Distributor 920-1001 N/A N/A
1976-1974 6.6 V8 920-1001 N/A N/A

CJ3
1966-1962 2214 920-1001 N/A N/A
1966 3.7V6 920-1001 N/A N/A

CJ5
1973-1972 2214 920-1001 N/A N/A
1971 2214 920-1040 N/A N/A
1970 2214 6 Volt 920-1040 N/A N/A
1970 2214 12 Volt 920-1041 N/A N/A
1969-1968 2214 920-1041 N/A N/A
1967-1966 2214 920-1001 N/A N/A
1965 2214 920-1040 N/A N/A
1964-1962 2214 920-1001 N/A N/A
1983-1982 254 Delco Ignition 920-1083 N/A N/A
1983 254 Motorcraft Ignition 920-1010 N/A N/A
1981-1980 254 920-1003 N/A N/A
1978 38L6 920-1010 N/A N/A
1977 38L6 Motorcraft Distributor 920-1010 N/A N/A
1977 38L6 Prestolite Distributor 920-1001 N/A N/A
1976-1973 38L6 920-1001 N/A N/A
1972 3.8L6 920-1041 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
JEEP (Cont'd.
CJ5 (Cont'd.)
1983-1978 4216 920-1010 N/A N/A
1977 4216 Motorcraft Distributor 920-1010 N/A N/A
1977 4216 Prestolite Distributor 920-1001 N/A N/A
1976-1973 4216 920-1001 N/A N/A
1972 4216 920-1041 N/A N/A
1971 4216 920-1001 N/A N/A
1971-1966 3.7V6 920-1001 N/A N/A
1981-1978 5.0V8 920-1010 N/A N/A
1977 5.0V8 Prestolite Distributor 920-1001 N/A N/A
1976-1971 5.0V8 920-1001 N/A N/A
CJ5A
1968-1966 2214 920-1001 N/A N/A
1968-1966 37V6 920-1001 N/A N/A
CJ6
1971-1970 2214 920-1040 N/A N/A
1969-1968 2214 920-1041 N/A N/A
1967-1962 2214 920-1001 N/A N/A
1975-1973 3.8L6 920-1001 N/A N/A
1972 38L6 920-1041 N/A N/A
1975-1971 4216 920-1001 N/A N/A
1971-1966 3.7V6 920-1001 N/A N/A
1975-1971 5.0V8 920-1001 N/A N/A
CJ6A
1968-1966 2214 920-1001 N/A N/A
1968-1966 37V6 920-1001 N/A N/A
CJ7
1986-1983 2514 Motorcraft Ignition 920-1010 N/A N/A
1983-1982 2514 Delco Ignition 920-1083 N/A N/A
1981-1980 2514 920-1003 N/A N/A
1978 3.8L6 920-1010 N/A N/A
1977-1976 38L6 920-1001 N/A N/A
1986-1978 4216 920-1010 N/A N/A
1977-1976 4216 920-1001 N/A N/A
1981-1978 5.0V8 920-1010 N/A N/A
1977-1976 5.0V8 920-1001 N/A N/A
Comanche
1992-1991 2514 920-1007 N/A N/A
1990-1986 2514 Export 920-1010 N/A N/A
1990-1986 2514 U.S Models 920-1065 N/A N/A
1992-1991 40L6 Round Terminal 920-1007 N/A N/A
1990-1987 40L6 920-1065 N/A N/A
1986 2.8V6 920-1004 N/A N/A
Commander
2010-2009 37V6 921-2133 N/A N/A
2010-2009 3.7V6 3 Req'd w/ Wire Set N/A 900-P2066 N/A
2008-2006 37V6 921-2002 N/A N/A
2009-2008 47V8 921-2112 N/A N/A
2007-2006 47V8 921-2002 N/A N/A
2010-2006 5.7V8 921-2093 900-P2035 900-P2035-8
Commando
1973-1968 2214 920-1001 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
JEEP (Cont'd.
Commando (Cont'd.)
1967 2214 920-1040 N/A N/A
1966 2214 920-1001 N/A N/A
1973-1972 3.8L6 920-1001 N/A N/A
1973-1972 4216 920-1001 N/A N/A
1971-1968 3.7V6 920-1001 N/A N/A
1966 3.7V6 920-1001 N/A N/A
1973-1972 5.0V8 920-1001 N/A N/A
Compass
2015-2007 20L4 921-2108 900-P2080 900-P2080-4
2016-2007 2414 921-2108 900-P2080 900-P2080-4
Dispatcher
1969-1964 2214 920-1001 N/A N/A
1969-1966 3.7V6 920-1001 N/A N/A
DJ3
1966-1961 2214 920-1001 N/A N/A
DJ5
1971-1968 2214 920-1041 N/A N/A
1967 2214 920-1040 N/A N/A
1966 2214 920-1001 N/A N/A
1965 2214 920-1040 N/A N/A
1983-1980 2514 920-1003 N/A N/A
1974-1973 3.8L6 920-1001 N/A N/A
1972 3.8L6 920-1041 N/A N/A
1974-1973 4216 920-1001 N/A N/A
1971-1966 3.7V6 920-1001 N/A N/A
DJ6
1968 2214 920-1041 N/A N/A
1967-1966 2214 920-1001 N/A N/A
1968-1966 3.7V6 920-1001 N/A N/A
F4-134
1962-1960 2214 920-1001 N/A N/A
F-134
1965 2214 920-1040 N/A N/A
FC150
1966 2214 920-1001 N/A N/A
1965 2214 920-1040 N/A N/A
1964 2214 920-1001 N/A N/A
1966-1964 3716 920-1001 N/A N/A
1966 3.7V6 920-1001 N/A N/A
FC170
1966 2214 920-1001 N/A N/A
1965 2214 920-1040 N/A N/A
1964 2214 920-1001 N/A N/A
1966-1963 3716 920-1001 N/A N/A
FC170HD
1966-1963 3716 920-1001 N/A N/A
Gladiator
1969-1968 3816 920-1001 N/A N/A
1967-1966 3.8L6 920-1041 N/A N/A
1965-1962 3.8L6 920-1001 N/A N/A
1969-1965 5.3 V8 920-1001 N/A N/A
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Grand Cherokee
2004-1999 40L6 921-2040 900-P2036 900-P2036-6
1998 40L6 920-1008 N/A N/A
1997-1995 40L6 920-1007 N/A N/A
1994-1993 40L6 Round Terminal 920-1007 N/A N/A
2016 36V6 921-2193 N/A N/A
2015-2011 36V6 921-2193 900-P2085 900-P2085-6
2010-2009 3.7V6 921-2133 N/A N/A
2010-2009 3.7V6 3 Req'd w/ Wire Set N/A 900-P2066 N/A
2008-2005 3.7V6 921-2002 N/A N/A
2009-2008 4.7V8 921-2112 N/A N/A
2007-1999 4.7V8 921-2002 N/A N/A
1998 52V8 920-1008 N/A N/A
1997-1993 52V8 920-1007 N/A N/A
2015 57V8 921-2093 N/A N/A
2014-2006 5.7V8 921-2093 900-P2035 900-P2035-8
2005 57V8 921-2076 N/A N/A
2005 5.7V8 w/ Wire Set N/A 900-P2034 N/A
1998 59V8 920-1008 N/A N/A
2010-2006 6.1V8 921-2093 900-P2035 900-P2035-8
2015-2012 6.4 V8 921-2093 900-P2035 900-P2035-8
Grand Wagoneer
1986-1984 4216 920-1010 N/A N/A
1993 52V8 920-1007 N/A N/A
1991-1984 59V8 920-1010 N/A N/A
J10
1988 59V8 920-1010 N/A N/A
J-100
1972-1969 3.8L6 920-1001 N/A N/A
1968-1966 3816 920-1041 N/A N/A
1965-1963 38L6 920-1001 N/A N/A
1973-1971 4216 920-1001 N/A N/A
1972-1971 5.0V8 920-1001 N/A N/A
1968-1965 53V8 920-1001 N/A N/A
1968 54 V8 920-1001 N/A N/A
1971-1968 57V8 920-1001 N/A N/A
J-200
1965-1963 38L6 920-1001 N/A N/A
1965 53V8 920-1001 N/A N/A
J-210
1965-1963 38L6 920-1001 N/A N/A
1965 53V8 920-1001 N/A N/A
J-220
1965-1963 38L6 920-1001 N/A N/A
1965 53V8 920-1001 N/A N/A
J-230
1965-1963 38L6 920-1001 N/A N/A
1965 53V8 920-1001 N/A N/A
J-300
1965-1963 38L6 920-1001 N/A N/A
1965 5.3 V8 920-1001 N/A N/A
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J-310
1965-1963 3.81L6 920-1001 N/A N/A
1965 5.3V8 920-1001 N/A N/A
J-320
1965 3.81L6 920-1001 N/A N/A
1965 5.3V8 920-1001 N/A N/A
J-330
1965 3.81L6 920-1001 N/A N/A
1965 5.3V8 920-1001 N/A N/A
J-2500
1971-1969 3816 920-1001 N/A N/A
1968-1966 3816 920-1041 N/A N/A
1965 3816 920-1001 N/A N/A
1973-1971 4216 920-1001 N/A N/A
1972-1971 5.0V8 920-1001 N/A N/A
1970-1965 53V8 920-1001 N/A N/A
1968 54 V8 920-1001 N/A N/A
1971-1969 5.7V8 920-1001 N/A N/A
1973-1972 59V8 920-1001 N/A N/A
J-2600
1971-1969 3816 920-1001 N/A N/A
1968-1966 3816 920-1041 N/A N/A
1965 3816 920-1001 N/A N/A
1973-1971 4216 920-1001 N/A N/A
1972-1971 5.0V8 920-1001 N/A N/A
1970-1965 53V8 920-1001 N/A N/A
1968 54 V8 920-1001 N/A N/A
1971-1969 5.7V8 920-1001 N/A N/A
1973-1972 59V8 920-1001 N/A N/A
J-2700
1970-1969 3.81L6 920-1001 N/A N/A
1968-1966 3816 920-1041 N/A N/A
1965 3.81L6 920-1001 N/A N/A
1970-1965 53V8 920-1001 N/A N/A
1968 54 V8 920-1001 N/A N/A
1970-1969 5.7V8 920-1001 N/A N/A
J-2800
1968 3.81L6 920-1001 N/A N/A
1967-1966 3816 920-1041 N/A N/A
1965 3.81L6 920-1001 N/A N/A
1968-1965 53V8 920-1001 N/A N/A
1968 54 V8 920-1001 N/A N/A
J-3500
1970-1969 3816 920-1001 N/A N/A
1968-1966 3816 920-1041 N/A N/A
1965 3816 920-1001 N/A N/A
1970-1965 53V8 920-1001 N/A N/A
1968 54 V8 920-1001 N/A N/A
1970-1969 5.7V8 920-1001 N/A N/A
J-3600
1970-1969 3816 920-1001 N/A N/A
1968-1966 3.8L6 920-1041 N/A N/A
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Ao
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JEEP (Cont'd.

Eng.
Lit/
La

J-3600 (Cont'd.)

Application Identifier
Identificador de Aplicacion
Application Identifier

ThunderSpark™ ThunderSpark™ ThunderSpark™
COP Boots
(Each)

Ignition Coils

COP Boots
(Set)

1965 3816 920-1001 N/A N/A
1970-1965 53V8 920-1001 N/A N/A
1968 54V8 920-1001 N/A N/A
1970-1969 57V8 920-1001 N/A N/A
J-3700
1970-1969 3816 920-1001 N/A N/A
1968 3816 920-1041 N/A N/A
1966 3816 920-1041 N/A N/A
1965 3816 920-1001 N/A N/A
1970-1965 53V8 920-1001 N/A N/A
1968 54V8 920-1001 N/A N/A
1970-1969 57V8 920-1001 N/A N/A
J-3800
1970-1969 3816 920-1001 N/A N/A
1968-1966 3816 920-1041 N/A N/A
1965 3816 920-1001 N/A N/A
1971 4216 920-1001 N/A N/A
1970-1965 53V8 920-1001 N/A N/A
1968 54V8 920-1001 N/A N/A
1971-1969 57V8 920-1001 N/A N/A
J-4500
1970 3816 920-1001 N/A N/A
1973-1971 4216 920-1001 N/A N/A
1972-1971 50V8 920-1001 N/A N/A
1970 53V8 920-1001 N/A N/A
1970 57V8 920-1001 N/A N/A
J-4600
1970 3816 920-1001 N/A N/A
1973-1971 4216 920-1001 N/A N/A
1972-1971 50V8 920-1001 N/A N/A
1970 53V8 920-1001 N/A N/A
1970 57V8 920-1001 N/A N/A
J-4700
1970 3816 920-1001 N/A N/A
1973-1971 4216 920-1001 N/A N/A
1972-1971 50V8 920-1001 N/A N/A
1970 53V8 920-1001 N/A N/A
1970 57V8 920-1001 N/A N/A
J-4800
1970 3816 920-1001 N/A N/A
1973-1971 4216 920-1001 N/A N/A
1972-1971 50V8 920-1001 N/A N/A
1970 53V8 920-1001 N/A N/A
Jeepster
1971-1968 2214 920-1041 N/A N/A
1967 2214 920-1040 N/A N/A
1966 2214 920-1001 N/A N/A
1971-1966 3.7V6 920-1001 N/A N/A
Liberty
2005-2004 2414 920-1060 N/A N/A
2003-2002 2414 920-1023 N/A N/A
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Liberty (Cont'd.)
2012-2009 3.7V6 921-2133 N/A N/A
2012-2009 3.7V6 3 Req'd w/ Wire Set N/A 900-P2066 N/A
2012-2009 3.7V6 3 Req'd w Wire Set N/A 900-P2066 N/A
2008-2002 3.7V6 921-2002 N/A N/A
Patriot
2016 20L4 921-2108 N/A N/A
2015-2007 20L4 921-2108 900-P2080 900-P2080-4
2016 2414 921-2108 N/A N/A
2015-2007 2414 921-2108 900-P2080 900-P2080-4
Scrambler
1985-1983 2514 Motorcraft Ignition 920-1010 N/A N/A
1983-1982 2514 Delco Ignition 920-1083 N/A N/A
1981 2514 920-1003 N/A N/A
1985-1981 4216 920-1010 N/A N/A
TJ
2006-2000 4.0L6 921-2040 900-P2036 900-P2036-6
Tornado
1965-1962 3.8L6 920-1001 N/A N/A
Truck
1966-1960 2214 920-1001 N/A N/A
1966-1960 3716 920-1001 N/A N/A
1965-1962 3.8L6 920-1001 N/A N/A
Universal
1967-1962 2214 920-1001 N/A N/A
1967-1966 3.7V6 920-1001 N/A N/A
Universal Truck
1969-1962 2214 920-1001 N/A N/A
1969-1966 3.7V6 920-1001 N/A N/A
Utility Wagon
1964-1960 2214 920-1001 N/A N/A
1964-1960 3716 920-1001 N/A N/A
1964-1962 3.8L6 920-1001 N/A N/A
Wagoneer
1987-1986 2514 Export 920-1010 N/A N/A
1987-1986 2514 U.S Models 920-1065 N/A N/A
1985-1984 2514 920-1010 N/A N/A
1971-1968 3.8L6 920-1001 N/A N/A
1967-1966 3.8L6 920-1041 N/A N/A
1965-1963 3.8L6 920-1001 N/A N/A
1990-1987 4016 920-1065 N/A N/A
1983-1980 4216 920-1010 N/A N/A
1973-1972 4216 920-1001 N/A N/A
1986-1985 2.8V6 920-1004 N/A N/A
1984 28V6 920-1083 N/A N/A
1972 5.0V8 920-1001 N/A N/A
1968-1965 5.3V8 920-1001 N/A N/A
1971-1968 5.7V8 920-1001 N/A N/A
1983-1978 59V8 920-1010 N/A N/A
1977 59V8 Motorcraft Distributor 920-1010 N/A N/A
1977 59V8 Prestolite Distributor 920-1001 N/A N/A
1976-1972 5.9 V8 920-1001 N/A N/A
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Wagoneer (Cont'd.)
1978 6.6 V8 920-1010 N/A N/A
1977 6.6 V8 Motorcraft Distributor 920-1010 N/A N/A
1977 6.6 V8 Prestolite Distributor 920-1001 N/A N/A
1976-1974 6.6 V8 920-1001 N/A N/A
Wrangler
2006-2004 2414 920-1060 N/A N/A
2003 2414 920-1023 N/A N/A
2002-1998 2514 920-1008 N/A N/A
1997 2514 920-1007 N/A N/A
1995-1991 2514 920-1007 N/A N/A
1990-1987 2514 Export 920-1010 N/A N/A
1990-1987 2514 U.S Models 920-1065 N/A N/A
2006-2000 40L6 921-2040 900-P2036 900-P2036-6
1999-1998 40L6 920-1008 N/A N/A
1997 40L6 920-1007 N/A N/A
1995 40L6 920-1007 N/A N/A
1994-1991 40L6 Round Terminal 920-1007 N/A N/A
1990-1987 4216 920-1010 N/A N/A
2016 36V6 921-2193 N/A N/A
2015-2012 36V6 921-2193 900-P2085 900-P2085-6
2011-2007 3.8V6 920-1032 N/A N/A
JENSEN
Healey
1976-1973 20L4 920-1054 N/A N/A
Interceptor
1976-1973 7.2V8 920-1054 N/A N/A
KIA
Amanti
2006-2004 35V6 921-2085 N/A N/A
2006-2004 35V6 3 Req'd w/ Wire Set N/A 900-P2018 N/A
2009-2007 3.8V6 921-2106 N/A N/A
Borrego
2009 3.8V6 921-2106 N/A N/A
2009 46V8 Naturally Aspirated, USA 921-2148 N/A N/A
Cadenza
2014 3.3V6 921-2106 N/A N/A
Forte
2015-2014 1814 Naturally Aspirated 921-2153 N/A N/A
2015-2014 20L4 Naturally Aspirated 921-2153 N/A N/A
2013-2010 20L4 Naturally Aspirated 921-2148 N/A N/A
2013-2010 2414 Naturally Aspirated 921-2148 N/A N/A
Forte5
2015-2014 20L4 Naturally Aspirated 921-2153 N/A N/A
Forte Koup
2015-2014 20L4 Naturally Aspirated 921-2153 N/A N/A
2013-2010 20L4 Naturally Aspirated 921-2148 N/A N/A
2013-2010 2414 Naturally Aspirated 921-2148 N/A N/A
K900
2015 5.0 V8 Naturally Aspirated, USA 921-2148 N/A N/A
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Magentis
2006-2001 2414 2 Req'd w/ Wire Set N/A 900-P2046 N/A
Optima
2015-2011 20L4 Turbocharged 921-2172 N/A N/A
2015-2010 2414 Naturally Aspirated 921-2148 N/A N/A
2009-2006 2414 921-2106 N/A N/A
2006-2001 2414 2 Req'd w/ Wire Set N/A 900-P2046 N/A
2006 2414 921-2018 N/A N/A
2005-2001 2414 For Cylinder 2,4 921-2018 N/A N/A
2001 25V6 Naturally Aspirated, USA 920-1089 N/A N/A
2010-2008 2.7V6 N/A N/A 900-P2090-6
2010-2008 2.7V6 3 Req'd w/ Wire Set N/A 900-P2090 N/A
2010-2007 2.7V6 Naturally Aspirated, USA 921-2157 N/A N/A
2007-2006 2.7V6 N/A N/A 900-P2089-6
2007-2006 2.7V6 Naturally Aspirated, USA 921-2158 N/A N/A
2007 2.7V6 3 Req'd w/ Wire Set N/A 900-P2089 N/A
2007 2.7V6 3 Req'd w/ Wire SetFrom 9/2006 N/A 900-P2090 N/A
2007 2.7V6 From 9/2006 N/A N/A 900-P2090-6
2006-2002 2.7V6 Naturally Aspirated, USA 920-1089 N/A N/A
Rio
2002 1514 920-1034 N/A N/A
2015-2012 1.6L4 921-2129 N/A N/A
2011-2006 1.6L4 921-2029 900-P2107 900-P2107-4
2005-2003 1.6L4 920-1034 N/A N/A
Rio5
2011-2006 1.6L4 921-2029 900-P2107 900-P2107-4
Rondo
2010 2414 Naturally Aspirated 921-2148 N/A N/A
2009-2007 2414 921-2106 N/A N/A
2010-2007 2.7V6 921-2157 900-P2090 900-P2090-6
Sedona
2015 3.3V6 921-2106 N/A N/A
2014 35V6 921-2106 N/A N/A
2012-2011 3.5V6 921-2106 N/A N/A
2005-2002 3.5V6 921-2028 N/A N/A
2005-2002 3.5V6 3 Req'd w/ Wire Set N/A 900-P2018 N/A
2010-2006 3.8V6 921-2106 N/A N/A
Sephia
2001-1998 1814 921-2039 N/A N/A
2001-1998 1814 GAS, 2 Req'd w/ Wire Set N/A 900-P2056 N/A
Sorento
2015-2011 2414 Naturally Aspirated 921-2148 N/A N/A
2016-2014 3.3V6 921-2106 N/A N/A
2009-2008 3.3V6 921-2106 N/A N/A
2013-2011 35V6 921-2106 N/A N/A
2006-2003 3.5V6 921-2083 N/A N/A
2006-2003 3.5V6 3 Req'd w/ Wire Set N/A 900-P2018 N/A
2009-2007 3.8V6 921-2106 N/A N/A
Soul
2015-2012 1.6L4 921-2129 N/A N/A
2011-2010 1.6L4 921-2118 N/A N/A
2015-2012 2014 Naturally Aspirated 921-2153 N/A N/A
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Soul (Cont'd.)
2011-2010 20L4 Naturally Aspirated 920-1095 N/A N/A
Spectra
2004-2000 1814 921-2039 N/A N/A
2004-2000 1814 GAS, 2 Req'd w/ Wire Set N/A 900-P2056 N/A
2009-2007 2.0L4 Naturally Aspirated 920-1095 N/A N/A
2006-2004 20L4 920-1063 N/A N/A
Spectra5
2009-2007 2.0L4 Naturally Aspirated 920-1095 N/A N/A
2006-2005 20L4 920-1063 N/A N/A
Sportage
2015-2011 20L4 Turbocharged 921-2172 N/A N/A
2010-2008 20L4 Naturally Aspirated 920-1095 N/A N/A
2007 20L4 To 05/09/2007 920-1063 N/A N/A
2006-2005 20L4 920-1063 N/A N/A
2002-1995 20L4 921-2017 N/A N/A
2002-1995 20L4 2 Req'd w/ Wire Set N/A 900-P2055 N/A
2015-2011 2414 Naturally Aspirated 921-2148 N/A N/A
LANCIA
Beta
1978-1976 1.8 14 920-1001 N/A N/A
LAND ROVER
Discovery
2002-1999 40V8 920-1069 N/A N/A
2004-2003 46V8 920-1069 N/A N/A
Freelander
2006-2002 2.5V6 3 Req'd w/ wire set N/A 900-P2026 N/A
2005-2002 2.5V6 921-2102 N/A N/A
Land Rover
1969-1967 2314 920-1054 N/A N/A
1969-1967 26L6 920-1054 N/A N/A
LR3
2009-2005 4.4V8 921-2097 N/A N/A
Range Rover
1988-1987 35V8 920-1017 N/A N/A
1991-1989 3.9V8 920-1017 N/A N/A
2000-1999 40V8 920-1069 N/A N/A
2009-2006 42V8 921-2097 N/A N/A
2009-2006 4.4V8 921-2097 N/A N/A
2002-1999 46V8 920-1069 N/A N/A
Range Rover Sport
2009-2006 42V8 921-2097 N/A N/A
2009-2006 4.4 V8 921-2097 N/A N/A
CT200h
2016-2012 1814 921-2126 N/A N/A
ES250
1991-1990 25V6 920-1087 N/A N/A
ES300
2003-1999 3.0V6 921-2015 N/A N/A
2003-1996 3.0V6 3 Req'd w/ Wire Set N/A 900-P2009 N/A
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LEXUS (Cont'd.
ES300 (Cont'd.)
1998-1996 3.0V6 921-2008 N/A N/A
1995 3.0 V6 Naturally Aspirated, USA 921-2165 N/A N/A
ES300h
2016-2014 25014 921-2122 N/A N/A
2013 2514 921-2122 900-P2096 900-P2096-4
ES330
2006-2004 3.3V6 921-2134 N/A N/A
GS300
2005-1998 3.0L6 920-1048 N/A N/A
2005-1998 3.0L6 3 Req'd w/ Wire Set N/A 900-P2067 N/A
2006 3.0V6 921-2122 N/A N/A
GS350
2015-2014 3.5V6 921-2122 N/A N/A
2013 3.5V6 921-2122 900-P2096 900-P2096-6
2011-2007 3.5V6 921-2122 900-P2096 900-P2096-6
GS400
2000-1998 40V8 921-2166 900-P2095 900-P2095-8
GS430
2007-2004 43V8 921-2010 N/A 900-P2096-8
2003-2001 43V8 921-2010 900-P2096 900-P2096-8
GS450h
2016 3.5V6 N/A 900-P2096 900-P2096-6
2016 3.5V6 To 10/2015 921-2122 N/A N/A
2015-2013 3.5V6 921-2122 900-P2096 900-P2096-6
2011-2007 3.5V6 921-2122 900-P2096 900-P2096-6
GX460
2016-2010 46V8 921-2122 900-P2096 900-P2096-8
GX470
2009-2003 47V8 921-2010 900-P2096 900-P2096-8
HS250h
2012-2010 2414 921-2057 N/A N/A
1S250
2015-2006 25V6 921-2122 900-P2096 900-P2096-6
1S300
2005-2001 3.0L6 920-1048 N/A N/A
2005-2001 3.0L6 3 Req'd w/ Wire Set N/A 900-P2067 N/A
1IS350
2016 3.5V6 To 10/2015 921-2122 N/A N/A
2015 3.5V6 921-2122 N/A N/A
2014-2006 3.5V6 921-2122 900-P2096 900-P2096-6
ISF
2014 5.0V8 921-2056 N/A N/A
2010-2008 5.0V8 921-2056 N/A N/A
LS400
2000-1998 40V8 921-2166 900-P2095 900-P2095-8
1997-1990 40V8 920-1070 N/A N/A
LS430
2006-2001 43V8 921-2010 900-P2096 900-P2096-8
LS460
2016-2007 4.6V8 921-2122 900-P2096 900-P2096-8
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LEXUS (Cont'd.
LS600h
2016-2008 5.0V8 921-2122 900-P2096 900-P2096-8
LX470
2007-1998 4.7V8 921-2010 900-P2096 900-P2096-8
LX570
2016-2013 57V8 921-2122 900-P2096 900-P2096-8
2011-2008 5.7V8 921-2122 900-P2096 900-P2096-8
NX300h
2016-2015 2514 921-2122 N/A N/A
RC300
2016 35V6 To 10/2015 921-2122 N/A N/A
RC350
2016 35V6 To 10/2015 921-2122 N/A N/A
RCF
2016-2015 5.0V8 921-2056 N/A N/A
RX300
2003-1999 3.0V6 921-2015 N/A N/A
RX330
2006-2004 3.3V6 Exc. Japan Built Vehicle 921-2094 N/A N/A
2006-2004 3.3V6 Japan Built Vehicle 921-2134 N/A N/A
RX400h
2008-2006 33V6 921-2134 N/A N/A
RX450h
2015-2010 35V6 921-2089 900-P2094 900-P2094-6
SC300
2000-1998 3.0L6 920-1048 N/A N/A
2000-1998 3.0L6 3 Req'd w/ Wire Set N/A 900-P2067 N/A
SC400
2000-1998 40V8 Naturally Aspirated, USA 921-2166 N/A N/A
1997-1992 40V8 920-1070 N/A N/A
SC430
2010-2002 4.3V8 921-2010 900-P2096 900-P2096-8
Aviator
2005-2003 46V8 921-2001 900-P2030 900-P2030-8
Blackwood
2002 5.4 V8 Fl N/A N/A 900-P2030-8
2002 5.4 V8 GAS, FI N/A 900-P2030 N/A
2002 54 V8 GAS, FI 921-2001 900-P2029 N/A
Continental
1994-1988 3.8V6 920-1011 N/A N/A
1982 3.8V6 920-1010 N/A N/A
2002-1999 46V8 N/A N/A 900-P2030-8
2002-1999 46V8 GAS 921-2001 900-P2030 N/A
2002-1999 46V8 GAS, FI N/A 900-P2030 N/A
1997-1995 46V8 920-1013 N/A N/A
1987-1986 5.0V8 920-1011 N/A N/A
1985-1984 5.0V8 CAN 920-1010 N/A N/A
1985-1984 5.0V8 USA 920-1011 N/A N/A
1983-1982 5.0V8 920-1010 N/A N/A
1980 5.0V8 920-1010 N/A N/A
1980 5.8 V8 920-1010 N/A N/A
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LINCOLN (Cont'd.
Continental (Cont'd.)
1979-1977 6.6 V8 920-1010 N/A N/A
1968 7.0V8 920-1009 N/A N/A
1965-1960 7.0V8 920-1009 N/A N/A
1978-1975 75V8 920-1010 N/A N/A
1974-1968 75V8 920-1009 N/A N/A
1968-1966 76V8 920-1009 N/A N/A
Lincoln Series
1960 7.0V8 920-1009 N/A N/A
LS
2005-2000 3.0V6 921-2043 N/A 900-P2043-6
2005-2000 3.0V6 GAS N/A 900-P2043 N/A
2005-2000 3.0V6 GAS, FI N/A 900-P2044 N/A
2006 39V8 N/A 900-P2044 900-P2044-8
2005-2000 39V8 GAS N/A 900-P2044 N/A
2005-2000 39Vv8 GAS, FI N/A 900-P2044 N/A
2005 39V8 N/A N/A 900-P2044-8
2004-2000 39Vv8 921-2006 N/A 900-P2044-8
Mark Il
1971-1968 75V8 920-1009 N/A N/A
1968 76V8 920-1009 N/A N/A
Mark IV
1976-1975 75V8 920-1010 N/A N/A
1974-1972 75V8 920-1009 N/A N/A
Mark LT
2008 5.4V8 N/A 900-P2072 900-P2045-8
2008 5.4V8 921-2007 900-P2045 N/A
2007-2006 5.4V8 921-2007 900-P2045 900-P2045-8
Mark V
1979-1978 6.6 V8 920-1010 N/A N/A
1977 6.6 V8 Exc. Calif-ESV 920-1010 N/A N/A
1978 75V8 920-1010 N/A N/A
1977 75V8 Exc. Calif-ESV 920-1010 N/A N/A
Mark VI
1983-1980 5.0V8 920-1010 N/A N/A
1980 5.8V8 920-1010 N/A N/A
Mark VII
1992-1984 5.0V8 920-1011 N/A N/A
Mark VIII
1998-1997 46V8 921-2001 N/A 900-P2030-8
1998-1997 46V8 GAS N/A 900-P2030 N/A
1998-1997 46V8 GAS, FI N/A 900-P2030 N/A
1996-1993 46V8 920-1013 N/A N/A
MKC
2016-2015 2314 921-2147 N/A N/A
MKS
2016-2013 35V6 Turbocharged 921-2146 N/A N/A
2014-2010 3.5V6 N/A 900-P2070 900-P2070-6
2016-2009 3.7V6 Naturally Aspirated 921-2137 N/A N/A
2014-2009 3.7V6 N/A 900-P2070 900-P2070-6
MKT
2016-2012 3.5 V6 Turbocharged 921-2146 N/A N/A
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LINCOLN (Cont'd.
MKT (Cont'd.)
2013-2010 3.5V6 N/A 900-P2070 900-P2070-6
2016-2010 3.7V6 Naturally Aspirated 921-2137 N/A N/A
2014-2010 3.7V6 N/A 900-P2070 900-P2070-6
MKX
2010-2007 3.5V6 921-2137 900-P2070 900-P2070-6
2016-2014 3.7V6 921-2137 N/A N/A
2013 3.7V6 921-2137 900-P2070 900-P2070-6
2012 3.7V6 921-2137 N/A 900-P2070-6
2011 3.7V6 921-2137 900-P2070 900-P2070-6
MKZ
2014-2013 20L4 N/A 900-P2079 900-P2079-4
2012-2011 2514 N/A 900-P2079 900-P2079-4
2012-2007 3.5V6 921-2137 900-P2070 900-P2070-6
2016-2015 3.7V6 921-2137 N/A N/A
2014-2013 37V6 921-2137 900-P2070 900-P2070-6
Navigator
2016-2015 3.5V6 921-2146 N/A N/A
2014 54V8 921-2066 N/A N/A
2013-2009 54V8 921-2066 900-P2072 900-P2072-8
2008 54 V8 N/A 900-P2072 900-P2072-8
2008 54V8 w/ Black 921-2007 N/A N/A
2008 54 V8 w/ Brown 921-2066 N/A N/A
2007-2006 54V8 921-2007 900-P2045 900-P2045-8
2005 54 V8 921-2007 N/A N/A
2004-2003 54V8 921-2001 N/A 900-P2030-8
2004-2000 54 V8 GAS, FI N/A 900-P2030 N/A
2004-1999 54V8 GAS N/A 900-P2030 N/A
2002 54 V8 N/A N/A 900-P2030-8
2001 54V8 921-2001 N/A 900-P2030-8
2000 54 V8 N/A N/A 900-P2030-8
1999-1998 54V8 GAS N/A 900-P2029 N/A
1999 54 V8 921-2005 N/A N/A
1999 54V8 DOHC N/A N/A 900-P2030-8
1999 54 V8 DOHC, GAS, FI N/A 900-P2030 N/A
1999 54V8 SOHC N/A N/A 900-P2029-8
1999 54 V8 SOHC, GAS, FI N/A 900-P2029 N/A
1998 54 V8 921-2005 N/A 900-P2029-8
Premier
1960 7.0V8 920-1009 N/A N/A
Town Car
2011 46V8 921-2005 900-P2029 900-P2029-8
2010 46V8 921-2005 N/A 900-P2029-8
2009 46V8 921-2005 900-P2029 900-P2029-8
2008 46V8 921-2005 N/A 900-P2029-8
2007 46V8 921-2005 900-P2029 900-P2029-8
2006 46V8 921-2005 N/A 900-P2029-8
2005-2004 46V8 921-2005 N/A N/A
2003 46V8 921-2001 N/A N/A
2002-1998 46V8 921-2005 N/A N/A
1997-1991 46V8 920-1013 N/A N/A
1990-1984 5.0 V8 920-1011 N/A N/A
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LINCOLN (Cont'd.
Town Car (Cont'd.)
1983-1981 5.0V8 920-1010 N/A N/A
Versailles
1980-1978 5.0V8 920-1010 N/A N/A
1977 5.0V8 Exc. Calif-ESV 920-1010 N/A N/A
1977 5.8V8 Exc. Calif-ESV 920-1010 N/A N/A
Zephyr
2006 3.0V6 921-2088 900-P2062 900-P2062-6
LOTUS
Eclat
1979-1976 20L4 w/ External Resistor 920-1001 N/A N/A
1979-1976 20L4 w/o External Resistor 920-1041 N/A N/A
Elan
1975-1967 1.6L4 920-1041 N/A N/A
Elite
1979-1976 20L4 w/ External Resistor 920-1001 N/A N/A
1979-1976 20L4 w/o External Resistor 920-1041 N/A N/A
Esprit
1979-1976 20L4 w/ External Resistor 920-1001 N/A N/A
1979-1976 20L4 w/o External Resistor 920-1041 N/A N/A
1984-1983 2214 920-1017 N/A N/A
1982-1981 2214 920-1041 N/A N/A
1980 2214 920-1017 N/A N/A
Europa
1970-1967 1514 920-1041 N/A N/A
1975-1969 1.6L4 920-1041 N/A N/A
Seven
1968-1967 1.0L4 920-1041 N/A N/A
1975-1967 1314 920-1041 N/A N/A
1968-1967 1514 920-1041 N/A N/A
1975-1969 1.6L4 920-1041 N/A N/A
Super Seven
1968 1314 920-1041 N/A N/A
1967 1314 920-1054 N/A N/A
1968 1514 920-1041 N/A N/A
1967 1514 920-1054 N/A N/A
2
2014-2011 1514 921-2113 N/A N/A
3
2013-2006 20L4 921-2104 900-P2069 900-P2069-4
2005-2004 20L4 921-2065 900-P2041 900-P2041-4
2013-2010 2314 N/A 900-P2097 900-P2097-4
2013-2010 2314 Turbocharged 921-2174 N/A N/A
2009-2006 2314 921-2104 900-P2069 900-P2069-4
2005-2004 2314 921-2065 900-P2041 900-P2041-4
2013-2010 2514 921-2104 900-P2069 900-P2069-4
5
2010-2008 2314 N/A 900-P2097 900-P2097-4
2010-2008 2314 Naturally Aspirated 921-2174 N/A N/A
2007-2006 2314 N/A 900-P2102 900-P2102-4
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MAZDA (Cont'd.
5 (Cont'd.)
2007-2006 2314 Naturally Aspirated 921-2178 N/A N/A
2014-2012 2514 Naturally Aspirated 921-2174 N/A N/A
2013-2012 2514 N/A 900-P2097 900-P2097-4
6
2008-2006 2314 921-2104 900-P2069 900-P2069-4
2005 2314 Calif-ESV- COP Ignition 921-2065 N/A N/A
2005 2314 Federal -Coil Pack Ignition 920-1025 N/A N/A
2004-2003 2314 920-1025 N/A N/A
2014 2514 N/A 900-P2069 900-P2069-4
2013-2009 2514 921-2104 900-P2069 900-P2069-4
2008-2003 3.0V6 921-2080 900-P2042 900-P2042-6
2013-2009 37V6 N/A 900-P2070 900-P2070-6
323
1995-1990 1.6L4 920-1075 N/A N/A
1989-1988 16L4 Turbocharged, DOHC 920-1103 N/A N/A
1989-1986 1.6L4 SOHC 920-1103 N/A N/A
1994-1993 1814 920-1075 N/A N/A
618
1972 1814 920-1017 N/A N/A
626
2002-1998 2014 920-1013 N/A N/A
1994 2014 920-1011 N/A N/A
1992-1990 2214 920-1103 N/A N/A
1992-1990 2214 SOHC 920-1103 N/A N/A
1991-1988 2214 Turbocharged, SOHC 920-1103 N/A N/A
1991 2214 Turbocharged 920-1103 N/A N/A
2002-1998 25V6 920-1012 N/A N/A
808
1977-1972 1.6 L4 920-1017 N/A N/A
929
1991-1990 3.0V6 USA, DOHC 920-1103 N/A N/A
1991-1988 3.0V6 USA, SOHC 920-1103 N/A N/A
B1600
1976-1972 1.6 L4 920-1017 N/A N/A
B1800
1978-1977 1814 920-1017 N/A N/A
B2000
1987 20L4 920-1001 N/A N/A
B2200
1993-1990 2214 920-1075 N/A N/A
B2300
2009-2001 2314 920-1025 N/A N/A
1997-1994 2314 920-1013 N/A N/A
B2500
2001-1998 2514 920-1013 N/A N/A
B2600
1993-1990 26L4 920-1075 N/A N/A
B3000
2007-2001 3.0V6 920-1016 N/A N/A
2000-1998 3.0V6 Horizontal Connector 920-1012 N/A N/A
2000-1998 3.0 V6 Vertical Connector 920-1014 N/A N/A
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MAZDA (Cont'd.
B3000 (Cont'd.)
1996-1995 3.0V6 920-1012 N/A N/A
1994 3.0V6 920-1011 N/A N/A
B4000
2009-1994 40V6 920-1012 N/A N/A
Cosmo
1978-1976 1.3R2 920-1017 N/A N/A
CX-7
2012-2007 2314 921-2104 900-P2069 900-P2069-4
2012-2010 254 921-2104 900-P2069 900-P2069-4
CX-9
2007 35V6 921-2137 900-P2070 900-P2070-6
2013-2008 3.7V6 N/A 900-P2070 900-P2070-6
GLC
1978-1977 1314 920-1017 N/A N/A
1979 1414 920-1017 N/A N/A
Miata
2005-2001 1814 921-2060 N/A N/A
2005-2001 1814 2 Req'd w/ Wire Set N/A 900-P2001 N/A
2000-1999 1.8L4 Naturally Aspirated 920-1091 N/A N/A
1997-1996 1814 920-1036 N/A N/A
1995 1814 From 04/03/1995 920-1036 N/A N/A
1995 1.8L4 Naturally Aspirated 920-1101 N/A N/A
Millenia
2002-1995 2.3V6 N/A 900-P2023 900-P2023-6
Mizer
1977-1976 1314 920-1041 N/A N/A
MPV
2001-2000 25V6 From 10/17/2000 920-1016 N/A N/A
2001-2000 25V6 To 10/17/2000 920-1014 N/A N/A
2006 3.0V6 921-2080 900-P2042 900-P2042-6
2005-2002 3.0V6 921-2080 N/A N/A
1995-1989 3.0V6 USA, SOHC 920-1103 N/A N/A
MX-3
1994-1992 1.6L4 920-1075 N/A N/A
MX-5
2008-2007 20L4 N/A 900-P2069 900-P2069-4
2006 20L4 921-2104 900-P2069 900-P2069-4
MX-5 Miata
2014 20L4 921-2104 N/A N/A
2013-2006 20L4 921-2104 900-P2069 900-P2069-4
MX-6
1994 20L4 920-1011 N/A N/A
1992-1990 2214 SOHC 920-1103 N/A N/A
1992-1988 2214 Turbocharged, SOHC 920-1103 N/A N/A
1992 2214 920-1103 N/A N/A
1992 2214 Turbocharged 920-1103 N/A N/A
Navajo
1994-1991 40V6 920-1012 N/A N/A
Protege
1996-1995 1514 920-1075 N/A N/A
2003-1999 1.6 L4 2 Req'd w/ Wire Set N/A 900-P2022 N/A
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MAZDA (Cont'd.
Protege (Cont'd.)
2001-1999 1.6L4 921-2042 N/A N/A
1994-1990 1814 920-1075 N/A N/A
2003-2001 20L4 921-2081 N/A N/A
2003-2001 20L4 2 Req'd w/ Wire Set N/A 900-P2023 N/A
Protege5
2003-2002 20L4 921-2081 N/A N/A
2003-2002 20L4 2 Req'd w/ Wire Set N/A 900-P2023 N/A
R100
1972-1971 1.1R2 Ignition Coil 1 920-1001 N/A N/A
1972-1971 1.1R2 Ignition Coil 2 920-1041 N/A N/A
Rotary Pickup
1977-1974 1.3R2 920-1017 N/A N/A
RX-2
1974 1.1R2 920-1017 N/A N/A
1973-1971 1.1R2 Ignition Coil 1 920-1017 N/A N/A
1973-1971 1.1R2 Ignition Coil 2 920-1054 N/A N/A
RX-3
1978-1974 1.1R2 920-1017 N/A N/A
1973-1972 1.1R2 Ignition Coil 1 920-1017 N/A N/A
1973-1972 1.1R2 Ignition Coil 2 920-1054 N/A N/A
RX-4
1978-1974 1.3R2 920-1017 N/A N/A
RX-7
1979 1.1R2 920-1017 N/A N/A
1995 1.3R2 920-1023 N/A N/A
RX-8
2011-2004 1.3R2 921-2030 N/A N/A
Tribute
2004-2001 20L4 920-1025 N/A N/A
2008 234 921-2065 900-P2041 900-P2041-4
2006-2005 2314 921-2065 900-P2041 900-P2041-4
2011-2009 2514 N/A 900-P2079 900-P2079-4
2011-2010 3.0V6 921-2088 900-P2062 900-P2062-6
2009-2008 3.0V6 921-2004 900-P2042 900-P2042-6
2006-2001 3.0 V6 921-2004 900-P2042 900-P2042-6
190
1965 1914 920-1041 N/A N/A
190C
1965 1914 920-1041 N/A N/A
200
1967-1966 20L4 920-1054 N/A N/A
220
1970 2214 920-1001 N/A N/A
1969-1968 2214 920-1054 N/A N/A
1965 2216 920-1017 N/A N/A
220S
1965 2216 920-1017 N/A N/A
220SE
1966 2216 920-1041 N/A N/A
1965 2216 920-1017 N/A N/A
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MERCEDES-BENZ (Cont'd.

230

1969-1968 2316 920-1017 N/A N/A

1967-1966 2316 w/ External Resistor 920-1017 N/A N/A

1967-1966 2316 w/o External Resistor 920-1054 N/A N/A
2308

1967-1966 2316 920-1017 N/A N/A
230SL

1966-1965 2316 920-1017 N/A N/A
250

1970-1968 2516 920-1017 N/A N/A
2508

1967-1966 2516 920-1017 N/A N/A
250SE

1967-1966 2516 920-1001 N/A N/A
250SL

1967 2516 920-1017 N/A N/A
280S

1969-1968 2816 920-1001 N/A N/A
280SE

1969-1968 2816 920-1001 N/A N/A
280SEL

1969-1968 2816 920-1001 N/A N/A
300CE

1993 3216 GAS, 3 Req'd w/ Wire Set N/A 900-P2019 N/A

1993 3216 GAS, FI N/A 900-P2019 N/A
300E

1993 2816 GAS, 3 Req'd w/ Wire Set N/A 900-P2019 N/A

1993 2816 GAS, FI, 2.8 N/A 900-P2019 N/A

1993 3216 GAS, 3 Req'd w/ Wire Set N/A 900-P2019 N/A

1993 3216 GAS, FI N/A 900-P2019 N/A
300SE

1966-1965 3.0L6 w/ External Resistor 920-1017 N/A N/A

1965 3.0L6 w/o External Resistor 920-1054 N/A N/A

1993 3216 GAS, 3 Req'd w/ Wire Set N/A 900-P2019 N/A

1993 3216 GAS, FI N/A 900-P2019 N/A
300SEL

1969-1968 2816 920-1054 N/A N/A

1967-1965 3.0L6 920-1017 N/A N/A

1971-1970 35V8 920-1001 N/A N/A

1971-1970 6.3V8 920-1001 N/A N/A
300TE

1993 3216 GAS, 3 Req'd w/ Wire Set N/A 900-P2019 N/A

1993 3216 GAS, FI N/A 900-P2019 N/A
600

1971-1965 6.3V8 920-1017 N/A N/A
C32 AMG

2004-2002 32V6 920-1058 N/A N/A
C36 AMG

1997 36L6 921-2099 N/A N/A

1996-1995 3.6L6 Naturally Aspirated, USA 921-2187 N/A N/A
C43 AMG

2000-1998 4.3V8 920-1058 N/A N/A
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MERCEDES-BENZ (Cont'd.
C55 AMG
2006-2005 55V8 920-1058 N/A N/A
C220
1996-1995 2214 920-1080 N/A N/A
C230
2005-2003 1.8L4 N/A N/A 900-P2058-4
2005-2003 1.8L4 GAS N/A 900-P2058 N/A
2005 1.8L4 GAS, FI, Kompressor N/A 900-P2058 N/A
2004-2003 1.8L4 GAS, FI N/A 900-P2058 N/A
2002 2314 N/A N/A 900-P2060-4
2002 2314 GAS N/A 900-P2060 N/A
2000-1997 2314 921-2099 N/A N/A
2000-1997 2314 GAS, 2 Req'd w/ Wire Set N/A 900-P2065 N/A
2007-2006 2.5V6 921-2103 900-P2057 900-P2057-6
C240
2005-2001 2.6 V6 920-1058 N/A N/A
C250
2015-2014 1814 921-2143 N/A N/A
2013-2012 1814 921-2143 900-P2058 900-P2058-4
C280
1997-1994 2816 GAS, 3 Req'd w/ Wire Set N/A 900-P2019 N/A
1997-1994 2816 GAS, FI N/A 900-P2019 N/A
1997 2816 921-2099 N/A N/A
1996-1995 2816 Naturally Aspirated, USA 921-2187 N/A N/A
2000-1998 2.8V6 920-1058 N/A N/A
2007-2006 3.0V6 921-2103 900-P2057 900-P2057-6
C300
2012-2008 3.0V6 921-2103 900-P2057 900-P2057-6
C320
2005-2001 3.2V6 920-1058 N/A N/A
C350
2013-2012 3.5V6 N/A 900-P2057 900-P2057-6
2011-2007 3.5V6 921-2103 900-P2057 900-P2057-6
2006 3.5V6 921-2103 N/A 900-P2057-6
2006 3.5V6 272.960, GAS, FI, Luxury N/A 900-P2057 N/A
2006 3.5V6 272.960, GAS, FI, Sport N/A 900-P2057 N/A
2006 3.5V6 272.970, GAS, FI, 4Matic N/A 900-P2057 N/A
2006 3.5V6 GAS N/A 900-P2057 N/A
CL55 AMG
2006-2001 55V8 920-1058 N/A N/A
CL63 AMG
2011 55V8 N/A 900-P2104 900-P2104-8
CL500
2006-1998 5.0V8 920-1058 N/A N/A
CL550
2010-2007 55V8 921-2103 900-P2104 900-P2104-8
CL600
1999-1998 6.0 V12 921-2073 900-P2105 900-P2105-12
CLK55 AMG
2006-2001 55V8 920-1058 N/A N/A
CLK320
2005-1998 3.2 V6 920-1058 N/A N/A
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MERCEDES-BENZ (Cont'd.
CLK350
2009-2006 3.5V6 921-2103 900-P2057 900-P2057-6
CLK430
2003-1999 43V8 920-1058 N/A N/A
CLK500
2006-2003 5.0V8 920-1058 N/A N/A
CLK550
2009-2008 55V8 921-2103 900-P2104 900-P2104-8
2007 55V8 921-2103 N/A N/A
CLS55 AMG
2006 55V8 920-1058 N/A N/A
CLS500
2006 5.0V8 920-1058 N/A N/A
CLS550
2011-2007 55V8 921-2103 900-P2104 900-P2104-8
E55 AMG
2006-1999 55V8 920-1058 N/A N/A
E320
1997-1994 3216 GAS, FI N/A 900-P2019 N/A
1997 3216 921-2099 N/A N/A
1996-1995 3.216 Naturally Aspirated, USA 921-2187 N/A N/A
2005-1998 3.2V6 920-1058 N/A N/A
E350
2011-2006 3.5V6 921-2103 900-P2057 900-P2057-6
E420
1997 42V8 921-2073 N/A N/A
1995 42V8 920-1081 N/A N/A
E430
2002-1998 43V8 920-1058 N/A N/A
E500
2006-2003 5.0V8 920-1058 N/A N/A
E550
2011-2007 55V8 921-2103 900-P2104 900-P2104-8
G55 AMG
2011-2003 55V8 920-1058 N/A N/A
G63 AMG
2013 55V8 N/A 900-P2104 900-P2104-8
G500
2008-2002 5.0V8 920-1058 N/A N/A
G550
2013 55V8 N/A 900-P2104 900-P2104-8
2012-2009 55V8 921-2103 900-P2104 900-P2104-8
GL450
2013 46V8 N/A 900-P2104 900-P2104-8
2012-2007 46V8 921-2103 900-P2104 900-P2104-8
GL550
2012-2010 55V8 921-2103 900-P2104 900-P2104-8
2009 55V8 921-2103 N/A N/A
2008 55V8 921-2103 900-P2104 900-P2104-8
GLK350
2012 3.5V6 921-2103 N/A N/A
2011-2010 3.5 V6 921-2103 900-P2057 900-P2057-6
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MERCEDES-BENZ (Cont'd.
ML55 AMG
2003-2000 55V8 920-1058 N/A N/A
ML63 AMG
2013-2012 55V8 N/A 900-P2104 900-P2104-8
ML320
2003-1998 3.2V6 920-1058 N/A N/A
ML350
2011-2006 3.5V6 921-2103 900-P2057 900-P2057-6
2005-2003 3.7V6 920-1058 N/A N/A
ML430
2001-1999 43V8 920-1058 N/A N/A
ML450
2011-2010 3.5V6 921-2103 900-P2057 900-P2057-6
ML500
2007-2002 5.0V8 920-1058 N/A N/A
ML550
2011-2008 55V8 921-2103 900-P2104 900-P2104-8
R350
2011-2006 3.5V6 921-2103 900-P2057 900-P2057-6
R500
2007-2006 5.0V8 920-1058 N/A N/A
S55 AMG
2006-2001 55V8 920-1058 N/A N/A
S63 AMG
2011 55V8 N/A 900-P2104 900-P2104-8
S320
1999-1997 3216 921-2099 N/A N/A
1999-1995 3216 GAS, 3 Req'd w/ Wire Set N/A 900-P2065 N/A
1999 3216 104.994, GAS, FI N/A 900-P2019 N/A
1998-1994 3216 GAS, FI N/A 900-P2019 N/A
1996-1995 3216 Naturally Aspirated, USA 921-2187 N/A N/A
1994 3216 GAS, 3 Req'd w/ Wire Set N/A 900-P2019 N/A
S350
2006 3.7V6 920-1058 N/A N/A
S400
2013 3.5V6 N/A 900-P2057 900-P2057-6
2012-2010 3.5V6 921-2103 900-P2057 900-P2057-6
S420
1999-1996 42V8 921-2073 N/A N/A
$430
2006-2000 43V8 920-1058 N/A N/A
S500
2006-2000 5.0V8 920-1058 N/A N/A
1999-1996 5.0V8 921-2073 N/A N/A
S$550
2011-2007 55V8 921-2103 900-P2104 900-P2104-8
S600
1999-1996 6.0 V12 921-2073 900-P2105 900-P2105-12
1995 6.0 V12 920-1081 N/A N/A
SL55 AMG
2008-2003 5.5 V8 920-1058 N/A N/A
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SL320
1997-1994 3216 GAS, 3 Req'd w/ Wire Set N/A 900-P2065 N/A
1997-1994 3216 GAS, FI N/A 900-P2019 N/A
1997 3216 921-2099 N/A N/A
1996-1995 3.216 Naturally Aspirated, USA 921-2187 N/A N/A
SL500
2006-1999 5.0V8 920-1058 N/A N/A
1998-1996 5.0V8 921-2073 N/A N/A
1995 5.0V8 920-1081 N/A N/A
SL550
2012 55V8 921-2103 N/A N/A
2011 55V8 921-2103 900-P2104 900-P2104-8
2010 55V8 N/A 900-P2104 900-P2104-8
2009-2007 55V8 921-2103 900-P2104 900-P2104-8
SL600
2002-1999 6.0 V12 921-2073 900-P2105 900-P2105-12
1998-1996 6.0 V12 921-2073 N/A N/A
1995 6.0 V12 920-1081 N/A N/A
SLK32 AMG
2004-2002 32V6 920-1058 N/A N/A
SLK55 AMG
2010-2005 55V8 920-1058 N/A N/A
SLK230
2004-2001 2314 N/A N/A 900-P2060-4
2004-2001 2314 111.983, GAS, FI N/A 900-P2060 N/A
2004-2001 2314 GAS N/A 900-P2060 N/A
2000-1998 2314 921-2099 N/A N/A
SLK250
2015-2012 1814 921-2143 N/A N/A
SLK280
2008-2006 3.0V6 921-2103 900-P2057 900-P2057-6
SLK300
2011-2009 3.0V6 921-2103 900-P2057 900-P2057-6
SLK320
2004-2001 32V6 920-1058 N/A N/A
SLK350
2011-2006 35V6 921-2103 900-P2057 900-P2057-6
2005 3.5V6 921-2103 N/A N/A
SLR McLaren
2009-2005 5.5V8 920-1058 N/A N/A
Bobcat
1980-1975 2314 920-1010 N/A N/A
1979-1975 2.8V6 920-1010 N/A N/A
Caliente
1967-1964 3.3L6 920-1009 N/A N/A
1965-1964 43V8 920-1009 N/A N/A
1967-1964 47V8 920-1009 N/A N/A
1967-1966 6.4 V8 920-1009 N/A N/A
1967-1964 7.0V8 920-1009 N/A N/A
Capri
1994-1991 1.6 L4 920-1103 N/A N/A
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MERCURY (Cont'd.

Capri (Cont'd.)
1994-1991 1.6 L4 Turbocharged 920-1103 N/A N/A
1970 1.6L4 920-1001 N/A N/A
1974-1971 2014 920-1001 N/A N/A
1986 2314 920-1011 N/A N/A
1985 2314 920-1010 N/A N/A
1984-1983 2314 CARB 920-1010 N/A N/A
1984-1983 2314 Fl 920-1011 N/A N/A
1982-1979 2314 920-1010 N/A N/A
1977-1975 2314 920-1010 N/A N/A
1982-1979 3.3L6 920-1010 N/A N/A
1967-1966 3.3L6 920-1009 N/A N/A
1973-1972 2.6 V6 920-1001 N/A N/A
1979 2.8V6 920-1010 N/A N/A
1977-1976 2.8V6 920-1010 N/A N/A
1975-1974 2.8V6 920-1001 N/A N/A
1986 3.8V6 CAN, Canadian models 920-1010 N/A N/A
1986 3.8V6 USA, U.S. Models 920-1011 N/A N/A
1985-1984 3.8V6 920-1011 N/A N/A
1983 3.8V6 920-1010 N/A N/A
1982-1980 42V8 920-1010 N/A N/A
1967-1966 47V8 920-1009 N/A N/A
1986 5.0V8 920-1011 N/A N/A
1985 5.0V8 920-1010 N/A N/A
1984 5.0V8 CARB 920-1010 N/A N/A
1984 5.0V8 Fl 920-1011 N/A N/A
1983-1982 5.0V8 920-1010 N/A N/A
1979 5.0V8 920-1010 N/A N/A
1967-1966 6.4V8 920-1009 N/A N/A
1967-1966 7.0V8 920-1009 N/A N/A

Colony Park
1962-1961 361L6 920-1009 N/A N/A
1962-1961 48V8 920-1009 N/A N/A
1991-1987 5.0V8 920-1011 N/A N/A
1960 5.1V8 920-1009 N/A N/A
1974-1969 58V8 920-1009 N/A N/A
1962-1961 58V8 920-1009 N/A N/A
1960 6.3V8 920-1009 N/A N/A
1971-1961 6.4 V8 920-1009 N/A N/A
1974-1971 6.6 V8 920-1009 N/A N/A
1963-1962 6.6 V8 920-1009 N/A N/A
1967-1966 6.7V8 920-1009 N/A N/A
1973-1963 7.0V8 920-1009 N/A N/A
1960 7.0V8 920-1009 N/A N/A
1974-1972 75V8 920-1009 N/A N/A

Comet
1963-1960 2416 920-1009 N/A N/A
1972-1971 2816 920-1009 N/A N/A
1970 28L6 920-1001 N/A N/A
1969-1961 2816 920-1009 N/A N/A
1977-1975 3.3L6 920-1010 N/A N/A
1974-1971 3.3L6 920-1009 N/A N/A
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MERCURY (Cont'd.

Comet (Cont'd.)
1970 3.3L6 920-1001 N/A N/A
1969-1963 3.3L6 920-1009 N/A N/A
1974-1971 4116 920-1009 N/A N/A
1970 4116 920-1001 N/A N/A
1969 4116 920-1009 N/A N/A
1963-1962 36V8 920-1009 N/A N/A
1965-1962 43V8 920-1009 N/A N/A
1968-1964 47V8 920-1009 N/A N/A
1977-1975 5.0V8 920-1010 N/A N/A
1974-1971 5.0V8 920-1009 N/A N/A
1969-1968 5.0V8 920-1009 N/A N/A
1970 5.8V8 920-1001 N/A N/A
1969 5.8V8 920-1009 N/A N/A
1970 6.4 V8 920-1001 N/A N/A
1969-1966 6.4 V8 920-1009 N/A N/A
1970 7.0V8 920-1001 N/A N/A
1969-1964 7.0V8 920-1009 N/A N/A

Commuter
1962-1961 36L6 920-1009 N/A N/A
1967 47V8 920-1009 N/A N/A
1962-1961 48V8 920-1009 N/A N/A
1960 5.1V8 920-1009 N/A N/A
1962-1961 5.8V8 920-1009 N/A N/A
1960 6.3V8 920-1009 N/A N/A
1968-1964 6.4 V8 920-1009 N/A N/A
1963 6.4 V8 920-1001 N/A N/A
1962-1961 6.4 V8 920-1009 N/A N/A
1963 6.6 V8 920-1001 N/A N/A
1962 6.6 V8 920-1009 N/A N/A
1967-1966 6.7V8 920-1009 N/A N/A
1968-1964 7.0V8 920-1009 N/A N/A
1963 7.0V8 920-1001 N/A N/A
1960 7.0V8 920-1009 N/A N/A

Cougar
2002-1999 20L4 920-1013 N/A N/A
1986-1984 2314 920-1011 N/A N/A
1982-1981 2314 920-1010 N/A N/A
1982-1980 3.3L6 920-1010 N/A N/A
2002-2001 25V6 920-1016 N/A N/A
2000-1999 25V6 920-1014 N/A N/A
1997-1994 3.8V6 Calif-ESV - Coil Pack Ignition 920-1014 N/A N/A
1997-1994 3.8V6 Exc.Calif-ESV - Distributor Type Ignition 920-1011 N/A N/A
1992-1991 3.8V6 920-1011 N/A N/A
1990-1989 3.8V6 Naturally Aspirated 920-1011 N/A N/A
1990-1989 3.8V6 Supercharged 920-1014 N/A N/A
1988-1987 3.8V6 920-1011 N/A N/A
1986-1984 3.8V6 CAN 920-1010 N/A N/A
1986-1984 3.8V6 USA 920-1011 N/A N/A
1983-1982 3.8V6 920-1010 N/A N/A
1982-1980 42V8 920-1010 N/A N/A
1997-1994 4.6V8 920-1013 N/A N/A
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MERCURY (Cont'd.
Cougar (Cont'd.)
1968-1967 4.7V8 920-1009 N/A N/A
1992-1991 5.0V8 920-1011 N/A N/A
1988-1986 5.0V8 920-1011 N/A N/A
1985 5.0V8 CAN 920-1010 N/A N/A
1985 5.0V8 USA 920-1011 N/A N/A
1984 5.0V8 920-1011 N/A N/A
1983 5.0V8 920-1010 N/A N/A
1981-1977 5.0V8 920-1010 N/A N/A
1969-1968 5.0V8 920-1009 N/A N/A
1979-1975 5.8V8 920-1010 N/A N/A
1974-1969 5.8V8 920-1009 N/A N/A
1970-1967 6.4 V8 920-1009 N/A N/A
1978-1975 6.6 V8 920-1010 N/A N/A
1974-1973 6.6 V8 920-1009 N/A N/A
1971-1968 7.0V8 920-1009 N/A N/A
1976-1975 75V8 920-1010 N/A N/A
1974-1973 75V8 920-1009 N/A N/A
Country Cruiser
1963 3.3L6 920-1009 N/A N/A
1963 3.6V8 920-1009 N/A N/A
1963 4.3V8 920-1009 N/A N/A
1963 4.7V8 920-1009 N/A N/A
1960 5.1V8 920-1009 N/A N/A
1960 6.3V8 920-1009 N/A N/A
1963 6.4 V8 920-1009 N/A N/A
1960 7.0V8 920-1009 N/A N/A
Cyclone
1964 3.3L6 920-1009 N/A N/A
1965-1964 4.3V8 920-1009 N/A N/A
1968-1964 4.7V8 920-1009 N/A N/A
1970-1968 5.0V8 920-1009 N/A N/A
1971-1969 5.8V8 920-1009 N/A N/A
1970-1966 6.4 V8 920-1009 N/A N/A
1971 6.6 V8 920-1009 N/A N/A
1971-1964 7.0V8 920-1009 N/A N/A
Grand Marquis
1982-1981 42V8 920-1010 N/A N/A
2011-2009 46V8 921-2005 900-P2029 900-P2029-8
2008-2007 46V8 921-2005 N/A 900-P2029-8
2008-2007 46V8 FLEX N/A 900-P2029 N/A
2008-2007 46V8 FLEX, FI, GS N/A 900-P2029 N/A
2008-2007 46V8 FLEX, FI, LS N/A 900-P2029 N/A
2007 46V8 GAS, FI, GS N/A 900-P2029 N/A
2007 46V8 GAS, FI, LS N/A 900-P2029 N/A
2006 46V8 921-2005 900-P2029 900-P2029-8
2005-1999 46V8 GAS N/A 900-P2029 N/A
2005-1998 46V8 921-2005 N/A 900-P2029-8
2005-1998 46V8 GAS, FI N/A 900-P2029 N/A
1997-1992 46V8 920-1013 N/A N/A
1991 5.0V8 Coil Pack 920-1013 N/A N/A
1991 5.0 V8 Distributor Type Ignition 920-1011 N/A N/A
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MERCURY (Cont'd.
Grand Marquis (Cont'd.)
1990-1987 5.0V8 920-1011 N/A N/A
1986-1984 5.0V8 CAN 920-1010 N/A N/A
1986-1984 5.0V8 USA 920-1011 N/A N/A
1983-1979 5.0V8 920-1010 N/A N/A
1989-1983 5.8V8 920-1010 N/A N/A
1981-1978 5.8V8 920-1010 N/A N/A
1978-1975 6.6 V8 920-1010 N/A N/A
1978-1975 75V8 920-1010 N/A N/A
LN7
1983-1982 1.6L4 Square Coil 920-1011 N/A N/A
1982 1.6L4 Can Type Coil 920-1010 N/A N/A
Lynx
1985-1983 1.6L4 920-1011 N/A N/A
1982 1.6L4 Can Type Coil 920-1010 N/A N/A
1982 1.6L4 Square Coil 920-1011 N/A N/A
1981 1.6L4 920-1010 N/A N/A
1987-1986 1914 920-1011 N/A N/A
Marauder
2004-2003 46V8 921-2001 N/A N/A
2004-2003 46V8 FI N/A N/A 900-P2030-8
2004-2003 46V8 GAS, FI N/A 900-P2030 N/A
2004-2003 46V8 GAS, FI N/A 900-P2029 N/A
1970-1963 6.4 V8 920-1009 N/A N/A
1963 6.6 V8 920-1009 N/A N/A
1967-1966 6.7V8 920-1009 N/A N/A
1970-1963 7.0V8 920-1009 N/A N/A
Mariner
2008-2005 2314 921-2065 900-P2041 900-P2041-4
2011-2009 2514 N/A 900-P2079 900-P2079-4
2011-2009 3.0V6 921-2088 900-P2062 900-P2062-6
2008 3.0V6 921-2080 900-P2042 900-P2042-6
2007 3.0V6 921-2088 900-P2062 900-P2062-6
2006-2005 3.0V6 921-2080 900-P2042 900-P2042-6
Marquis
1986 2314 920-1011 N/A N/A
1985-1984 2314 CAN, Canadian models 920-1010 N/A N/A
1985-1984 2314 USA, U.S. Models 920-1011 N/A N/A
1983 2314 920-1010 N/A N/A
1983 3.3L6 920-1010 N/A N/A
1986-1984 3.8V6 CAN, Canadian models 920-1010 N/A N/A
1986-1984 3.8V6 USA, U.S. Models 920-1011 N/A N/A
1983 3.8V6 920-1010 N/A N/A
1982-1981 42V8 920-1010 N/A N/A
1982-1979 5.0V8 920-1010 N/A N/A
1981-1978 5.8V8 920-1010 N/A N/A
1974-1970 5.8V8 920-1009 N/A N/A
1970-1967 6.4 V8 920-1009 N/A N/A
1978-1975 6.6 V8 920-1010 N/A N/A
1974-1971 6.6 V8 920-1009 N/A N/A
1967 6.7V8 920-1009 N/A N/A
1973-1967 7.0V8 920-1009 N/A N/A
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MERCURY (Cont'd.
Marquis (Cont'd.)
1978-1975 75V8 920-1010 N/A N/A
1974-1972 75V8 920-1009 N/A N/A
Meteor
1963-1961 28L6 920-1009 N/A N/A
1963 3.3L6 920-1009 N/A N/A
1961 36L6 920-1009 N/A N/A
1961 3.7L6 920-1009 N/A N/A
1963-1962 36V8 920-1009 N/A N/A
1963-1962 4.3V8 920-1009 N/A N/A
1963 4.7V8 920-1009 N/A N/A
1962-1961 48V8 920-1009 N/A N/A
1962-1961 5.8V8 920-1009 N/A N/A
1963-1961 6.4 V8 920-1009 N/A N/A
Milan
2009-2006 2314 921-2096 900-P2069 900-P2069-4
2011-2010 2514 921-2141 900-P2079 900-P2079-4
2011-2006 3.0V6 921-2088 900-P2062 900-P2062-6
Monarch
1977-1975 3.3L6 920-1010 N/A N/A
1980 4116 920-1010 N/A N/A
1980 42V8 920-1010 N/A N/A
1980-1975 5.0V8 920-1010 N/A N/A
1977-1975 5.8V8 920-1010 N/A N/A
Montclair
1960 5.1V8 920-1009 N/A N/A
1960 6.3V8 920-1009 N/A N/A
1968-1964 6.4 V8 920-1009 N/A N/A
1967-1966 6.7 V8 920-1009 N/A N/A
1968-1964 7.0V8 920-1009 N/A N/A
1960 7.0V8 920-1009 N/A N/A
Montego
1968 3.3L6 920-1009 N/A N/A
1974-1969 4116 920-1009 N/A N/A
2007-2005 3.0V6 921-2080 900-P2042 900-P2042-6
1968 4.7V8 920-1009 N/A N/A
1974-1968 5.0V8 920-1009 N/A N/A
1976-1975 5.8V8 920-1010 N/A N/A
1974-1969 5.8V8 920-1009 N/A N/A
1969-1968 6.4 V8 920-1009 N/A N/A
1976-1975 6.6 V8 920-1010 N/A N/A
1974-1972 6.6 V8 920-1009 N/A N/A
1973-1968 7.0V8 920-1009 N/A N/A
1976-1975 75V8 920-1010 N/A N/A
1974-1973 75V8 920-1009 N/A N/A
Monterey
1962-1961 36L6 920-1009 N/A N/A
2007-2004 42V6 920-1016 N/A N/A
1962-1961 48V8 920-1009 N/A N/A
1960 5.1V8 920-1009 N/A N/A
1974-1970 5.8V8 920-1009 N/A N/A
1962-1961 5.8 V8 920-1009 N/A N/A
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MERCURY (Cont'd.
Monterey (Cont'd.)
1960 6.3V8 920-1009 N/A N/A
1970-1961 6.4 V8 920-1009 N/A N/A
1974-1971 6.6 V8 920-1009 N/A N/A
1963-1962 6.6 V8 920-1009 N/A N/A
1967-1966 6.7V8 920-1009 N/A N/A
1973-1963 7.0V8 920-1009 N/A N/A
1960 7.0V8 920-1009 N/A N/A
1974-1972 75V8 920-1009 N/A N/A
Mountaineer
2010-1998 40V6 920-1011 N/A N/A
2010-2009 46V8 921-2066 N/A 900-P2072-8
2010-2009 46V8 GAS N/A 900-P2072 N/A
2008-2007 46V8 GAS, Fl, Premier N/A 900-P2029 N/A
2008-2006 46V8 GAS N/A 900-P2045 N/A
2008 46V8 N/A N/A 900-P2045-8
2008 46V8 w/ Black 921-2007 N/A N/A
2008 46V8 w/ Brown 921-2066 N/A N/A
2007-2006 46V8 921-2007 N/A 900-P2045-8
2005-2002 46V8 921-2005 N/A 900-P2029-8
2005-2002 46V8 GAS N/A 900-P2029 N/A
2005-2002 46V8 GAS, FI N/A 900-P2029 N/A
2001-1997 5.0V8 920-1013 N/A N/A
Mystique
2000 20L4 920-1015 N/A N/A
1999 20L4 From 05/03/99 920-1015 N/A N/A
1999 20L4 To 05/03/99 920-1013 N/A N/A
1998-1995 20L4 920-1013 N/A N/A
2000-1995 25V6 920-1014 N/A N/A
Park Lane
1960 5.1V8 920-1009 N/A N/A
1960 6.3V8 920-1009 N/A N/A
1968-1964 6.4 V8 920-1009 N/A N/A
1967-1966 6.7V8 920-1009 N/A N/A
1968-1964 7.0V8 920-1009 N/A N/A
1960 7.0V8 920-1009 N/A N/A
Sable
1986 2514 920-1011 N/A N/A
2005-2004 3.0V6 N/A N/A 900-P2042-6
2005-2004 3.0V6 DOHC 921-2080 N/A N/A
2005-2004 3.0V6 FLEX N/A 900-P2042 N/A
2005-2004 3.0V6 OHV 920-1016 N/A N/A
2003-2001 3.0V6 920-1016 900-P2042 900-P2042-6
2003 3.0V6 GAS N/A 900-P2042 N/A
2001 3.0V6 GAS N/A 900-P2042 N/A
2000 3.0V6 N/A 900-P2042 900-P2042-6
2000 3.0V6 DOHC 921-2080 N/A N/A
2000 3.0V6 OHV 920-1016 N/A N/A
1999-1996 3.0V6 920-1014 N/A N/A
1995-1986 3.0V6 920-1011 N/A N/A
2009-2008 3.5V6 921-2137 900-P2070 900-P2070-6
1995-1988 3.8 V6 920-1011 N/A N/A
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MERCURY (Cont'd.

Topaz

1994-1988 2314 920-1011 N/A N/A

1987-1984 2314 Can Type Coil 920-1010 N/A N/A

1987-1984 2314 Square Coil 920-1011 N/A N/A

1994-1992 3.0V6 920-1011 N/A N/A
Tracer

1990-1987 1.6L4 920-1103 N/A N/A

1996-1991 1814 920-1075 N/A N/A

1996-1991 1914 920-1013 N/A N/A

1999-1997 20L4 920-1013 N/A N/A
Villager

1963-1962 2416 920-1009 N/A N/A

1967-1962 28L6 920-1009 N/A N/A

1967-1963 3.3L6 920-1009 N/A N/A

1962 36L6 920-1009 N/A N/A

1998-1995 3.0V6 920-1059 N/A N/A

1963-1962 3.6V8 920-1009 N/A N/A

1965-1962 4.3V8 920-1009 N/A N/A

1967-1964 4.7V8 920-1009 N/A N/A

1967-1966 6.4 V8 920-1009 N/A N/A

1967-1964 7.0V8 920-1009 N/A N/A
Voyager

1967-1966 28L6 920-1009 N/A N/A

1967-1966 3.3L6 920-1009 N/A N/A

1967-1966 4.7V8 920-1009 N/A N/A

1967-1966 6.4 V8 920-1009 N/A N/A

1967-1966 7.0V8 920-1009 N/A N/A
Zephyr

1983-1978 2314 920-1010 N/A N/A

1983-1978 3.3L6 920-1010 N/A N/A

1982-1980 42V8 920-1010 N/A N/A

1979-1978 5.0 V8 920-1010 N/A N/A
Scorpio

1989-1988 29V6 920-1011 N/A N/A
XRA4Ti

1989-1985 2.3L4 920-1011 N/A N/A
1100

1967-1965 1114 920-1054 N/A N/A
1300

1969-1968 1314 920-1054 N/A N/A
Magnette

1965 1.6 L4 920-1054 N/A N/A
MGB

1981 1814 CAN 920-1017 N/A N/A

1980-1975 1814 920-1017 N/A N/A

1974-1965 1814 920-1054 N/A N/A
MGC

1969 2916 920-1054 N/A N/A

1968 2916 920-1041 N/A N/A
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Year Eng.
Ao Lit/
Année La
MG (Cont'd.
Midget
1966-1965 1.1L4
1974-1967 1314
1979-1975 1514
Cooper
2015-2009 164
2008-2007 164
2008-2007 164
2006-2002 164
Cooper Countryman
20152011 164
Cooper Paceman
20152013 1.6 L4
3000GT
1999-1991 3.0V6
Cordia
1988-1984 1814
1988-1984 20L4
Diamante
1995-1992 3.0V6
Eclipse
1994-1990 1814
1999-1995 20L4
1999-1995 20L4
2012-2006 2414
2005-2000 2414
2005-2000 2414
2012-2006 3.8V6
Endeavor
2011-2010 3.8V6
2008-2004 3.8V6
Expo
1995 2414
1992 2414
Expo LRV
1994 1814
Galant
1992-1989 20L4
2011 2414
2010-2004 2414
2003-1999 2414
2003-1999 2414
1994 2414
1987 2414
2009 3.8V6
2008 3.8V6
2007 3.8V6
2007 3.8V6
2006 3.8 V6

Application Identifier
Identificador de Aplicacion
Application Identifier

Naturally Aspirated
Supercharged

Naturally Aspirated
Turbocharged

2 Req'd w/ Wire Set

2 Req'd w/ Wire Set

ThunderSpark™ ThunderSpark™ ThunderSpark™
COP Boots
(Each)

Ignition Coils

920-1054
920-1054
920-1017

921-2111
921-2111
920-1023
920-1023

921-2111

921-2111

920-1044

920-1001
920-1001

920-1044

920-1088
920-1060
920-1044
921-2101
921-2019
N/A
921-2101

N/A
921-2086

920-1055
920-1055

920-1088

920-1055
921-2101
921-2101
921-2019
N/A
920-1044
920-1055
921-2101
921-2101
921-2101
921-2086
921-2086

N/A
N/A
N/A

N/A
N/A
N/A
N/A

N/A

N/A

N/A

N/A
N/A

N/A

N/A
N/A
N/A
N/A
N/A
900-P2006
N/A

900-P2068
900-P2064

N/A
N/A

N/A

N/A
N/A
900-P2006
N/A
900-P2006
N/A
N/A
900-P2068
N/A
900-P2064
N/A
900-P2064

COP Boots
(Set)

N/A
N/A
N/A

N/A
N/A
N/A
N/A

N/A

N/A

MITSUBISHI

N/A

N/A
N/A

N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

900-P2068-6
900-P2064-6

N/A
N/A

N/A

N/A

N/A
900-P2006-4

N/A

N/A

N/A

N/A
900-P2068-6

N/A
900-P2064-6

N/A
900-P2064-6
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Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
MITSUBISHI (Cont'd.
Galant (Cont'd.)
2005 3.8V6 921-2086 N/A N/A
2005 3.8V6 6G75, GAS, Fl, GTS N/A 900-P2064 N/A
2005 3.8V6 6G75, GAS, FI, LS N/A 900-P2064 N/A
2004 3.8V6 921-2086 N/A 900-P2064-6
2004 3.8V6 GAS N/A 900-P2064 N/A
Lancer
2008 921-2059 N/A N/A
2011-2008 20L4 Naturally Aspirated 921-2156 N/A N/A
2007-2002 20L4 921-2019 N/A N/A
2006-2005 20L4 2 Req'd w/ Wire Set N/A 900-P2024 N/A
2006-2003 2.0L4 Turbocharged 921-2164 N/A N/A
2004-2002 20L4 2 Req'd w/ Wire Set N/A 900-P2006 N/A
2011-2009 2414 Naturally Aspirated 921-2156 N/A N/A
2006-2004 2414 921-2101 N/A N/A
Mighty Max
1985-1984 20L4 920-1001 N/A N/A
1985-1984 26L4 920-1001 N/A N/A
Mirage
2002-1997 1814 921-2019 N/A N/A
2002-1997 1814 2 Req'd w/ Wire Set N/A 900-P2006 N/A
1996-1993 1814 920-1088 N/A N/A
Montero
1989-1983 26L4 920-1001 N/A N/A
1996-1995 3.0V6 920-1044 N/A N/A
2002-1997 35V6 Naturally Aspirated, USA 920-1096 N/A N/A
2002-1997 35V6 Naturally Aspirated, USA 920-1093 N/A N/A
2005-2003 3.8V6 GAS, 3 Req'd w/ Wire Set N/A 900-P2061 N/A
Montero Sport
2003-1997 3.0V6 Naturally Aspirated, USA 920-1096 N/A N/A
2003-1997 3.0V6 Naturally Aspirated, USA 920-1093 N/A N/A
2004-1999 35V6 Naturally Aspirated, USA 920-1096 N/A N/A
2004-1999 35V6 Naturally Aspirated, USA 920-1093 N/A N/A
Outlander
2011-2008 2414 Naturally Aspirated 921-2156 N/A N/A
2006-2004 2414 921-2101 N/A N/A
2004-2003 2414 2 Req'd w/ Wire Set N/A 900-P2006 N/A
2003 2414 921-2019 N/A N/A
2011-2007 3.0V6 Naturally Aspirated, USA 921-2156 N/A N/A
Outlander Sport
2011 20L4 Naturally Aspirated 921-2156 N/A N/A
Raider
2009 3.7V6 921-2133 N/A N/A
2009 37V6 3 Req'd w/ Wire Set N/A 900-P2066 N/A
2008-2006 3.7V6 921-2002 N/A N/A
2007-2006 4.7V8 921-2002 N/A N/A
Tredia
1988-1984 2.0L4 920-1001 N/A N/A
 MORGAN
4/4
1968 1.5L4 920-1054 N/A N/A
1970-1969 1.6 L4 920-1054 N/A N/A
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Année La Application Identifier (Each) (Set)

MORGAN (Cont'd.

Plus Four
1968-1967 2114 920-1054 N/A N/A

Minor
1971-1970 0814 920-1054 N/A N/A
1969-1968 0814 920-1041 N/A N/A
1967 0814 920-1054 N/A N/A
1971-1970 1.0L4 920-1054 N/A N/A
1969-1968 1.0L4 920-1041 N/A N/A
1967 1.0L4 920-1054 N/A N/A
1971-1970 1114 920-1054 N/A N/A
1969-1968 1114 920-1041 N/A N/A
1967 1114 920-1054 N/A N/A
1971-1970 1314 920-1054 N/A N/A
1969-1968 1314 920-1041 N/A N/A
1967 1314 920-1054 N/A N/A

NISSAN

200SX

1986-1984 1814 920-1073 N/A N/A

1988 2014 920-1019 N/A N/A

1987-1986 2014 From: 03/1986 920-1073 N/A N/A

1986 2014 To: 02/1986 920-1001 N/A N/A

1985-1984 2014 920-1001 N/A N/A

1981-1980 2014 920-1001 N/A N/A

1983-1982 2214 920-1001 N/A N/A

1988-1987 3.0V6 920-1019 N/A N/A
240SX

1994-1991 2414 920-1086 N/A N/A
240z

1973-1970 2416 920-1017 N/A N/A
300zX

1987-1984 3.0V6 920-1073 N/A N/A
310

1982 1514 920-1001 N/A N/A
3502

2009-2007 35V6 921-2151 900-P2111 N/A

2006-2003 35V6 921-2078 900-P2049 900-P2049-6
370z

2016-2013 37V6 921-2167 N/A N/A

2012-2009 37V6 921-2167 900-P2111 N/A
411

1967-1966 1314 920-1017 N/A N/A

1967 1614 920-1017 N/A N/A
510

1973-1972 1614 w/ External Resistor 920-1017 N/A N/A

1973-1970 1614 wlo External Resistor 920-1054 N/A N/A

1970-1969 1614 w/ External Resistor 920-1017 N/A N/A

1968 1614 920-1054 N/A N/A

1980 2014 920-1001 N/A N/A
520 Pickup

1968-1966 1314 920-1017 N/A N/A
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Year
Ao
Année

521 Pickup
1969
1969
1972-1970
620 Pickup
1973-1972
720
1986-1983
1983-1981
1986
1986
1985-1983
1200
1973-1972
Altima
1997-1993
2016-2014
2013-2010
2009
2008-2007
2006-2002
2016-2007
2013-2010
2013
2012-2010
2009
2009
2008-2007
2008-2007
2006-2002
2006-2002
Armada
2015-2008
2007
2006-2005
Cube
2014
2013-2010
2009
D21
1989-1986
1989-1986
Frontier
2014-2011
2014-2011
2010-2005
2016-2015
2014-2005
2014-2005
GT-R
2012-2009

NISSAN (Cont'd.

Eng.
Lit/
La

1314
1314
1.6L4

1.6L4

20L4
2214
2414
2414
2414

1214

2414
2514
2514
2514
2514
2514
3.5V6
3.5V6
3.5V6
3.5V6
3.5V6
3.5V6
3.5V6
3.5V6
3.5V6
3.5V6

5.6 V8
5.6 V8
5.6 V8

1814
1814
1814

2414
3.0V6

2514
2514
2514
4.0 V6
4.0 V6
4.0 V6

3.8 V6

Application Identifier
Identificador de Aplicacion
Application Identifier

w/ External Resistor
w/o External Resistor

Can Type Caoil
Square Coil

Naturally Aspirated, USA
GAS

GAS

GAS

Naturally Aspirated, USA
To 08/2006

GAS

GAS

ThunderSpark™ ThunderSpark™ ThunderSpark™
COP Boots
(Each)

Ignition Coils

920-1017
920-1054
920-1017

920-1017

920-1001
920-1001
920-1001
920-1019
920-1001

920-1017

920-1086
921-2107
921-2107
921-2107
921-2107
921-2024
921-2151
N/A
N/A
N/A
N/A
N/A
N/A
N/A
921-2023
N/A

921-2169
921-2095
921-2095

921-2107
921-2107
921-2107

920-1019
920-1019

N/A
N/A
N/A
921-2023
921-2023
N/A

N/A

N/A
N/A
N/A

N/A

N/A
N/A
N/A
N/A
N/A

N/A

N/A
N/A
900-P2098
N/A
900-P2048
900-P2048
N/A
900-P2098
N/A
900-P2111
900-P2111
900-P2098
900-P2111
900-P2098
N/A
900-P2049

N/A
N/A
N/A

N/A
900-P2098
900-P2048

N/A
N/A

N/A
900-P2098
900-P2048

N/A

N/A
900-P2049

900-P2112

COP Boots
(Set)

N/A
N/A
N/A

N/A

N/A
N/A
N/A
N/A
N/A

N/A

N/A

N/A
900-P2098-4
900-P2048-4
900-P2048-4
900-P2048-4

N/A

N/A
900-P2098-6
900-P2098-6
900-P2049-6

N/A
900-P2098-6

N/A
900-P2049-6

N/A

N/A
N/A
N/A

N/A
900-P2098-4
900-P2048-4

N/A
N/A

900-P2098-4
N/A

900-P2048-4
N/A

900-P2049-6
N/A

N/A
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NISSAN (Cont'd.
Juke
2016-2011 1.6L4 Turbocharged 921-2171 N/A N/A
2013-2011 1.6L4 N/A 900-P2106 900-P2106-4
Maxima
2001-2000 3.0V6 Left Bank N/A 900-P2016 N/A
2001-2000 3.0V6 Right Bank N/A 900-P2008 N/A
2001 3.0V6 921-2022 N/A N/A
2000 3.0V6 Front 921-2045 N/A N/A
2000 3.0V6 Rear 921-2022 N/A N/A
1999-1995 3.0V6 Front 921-2011 N/A N/A
1999-1995 3.0V6 Hanshin Coil Left Bank N/A 900-P2010 N/A
1999-1995 3.0V6 Hanshin Coil Right Bank N/A 900-P2008 N/A
1999-1995 3.0V6 Mitsubishi Coil Left Bank N/A 900-P2012 N/A
1999-1995 3.0V6 Mitsubishi Coil Right Bank N/A 900-P2013 N/A
1999-1995 3.0V6 Rear 921-2014 N/A N/A
1994-1992 3.0V6 VE30DE N/A N/A 900-P2100-6
1994-1990 3.0V6 N/A 900-P2100 N/A
1988-1987 3.0V6 Hanshin Coil 920-1024 N/A N/A
1988-1985 3.0V6 Hitachi Coil 920-1073 N/A N/A
2016 3.5V6 Naturally Aspirated, USA 921-2151 N/A N/A
2014-2009 3.5V6 Naturally Aspirated, USA 921-2151 N/A N/A
2012-2009 3.5V6 N/A 900-P2111 N/A
2008-2002 3.5V6 921-2023 N/A 900-P2049-6
2008-2002 3.5V6 GAS N/A 900-P2049 N/A
Multi
1988-1986 20L4 CAN 920-1019 N/A N/A
Murano
2016-2009 3.5V6 Naturally Aspirated, USA 921-2151 N/A N/A
2012-2009 35V6 N/A 900-P2111 N/A
2008 3.5V6 N/A 900-P2049 900-P2049-6
2007-2003 3.5V6 921-2023 N/A 900-P2049-6
2007-2003 3.5V6 GAS N/A 900-P2049 N/A
NV200
2014 20L4 To 12/2013 921-2107 N/A N/A
2013 20L4 921-2107 900-P2098 900-P2098-4
NV1500
2016-2014 40V6 921-2023 N/A N/A
2013-2012 40V6 921-2023 900-P2049 900-P2049-6
NV2500
2016-2014 40V6 921-2023 N/A N/A
2013-2012 40V6 921-2023 900-P2049 900-P2049-6
2016-2012 5.6V8 Naturally Aspirated, USA 921-2169 N/A N/A
NV3500
2016-2014 4.0V6 921-2023 N/A N/A
2013-2012 40V6 921-2023 900-P2049 900-P2049-6
2016-2012 56V8 Naturally Aspirated, USA 921-2169 N/A N/A
NX
1993-1991 1.6L4 920-1086 N/A N/A
Pathfinder
1988-1987 2414 920-1019 N/A N/A
2014 2514 921-2107 N/A N/A
1995 3.0 V6 920-1059 N/A N/A
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Année La Application Identifier (Each) (Set)
NISSAN (Cont'd.
Pathfinder (Cont'd.)
1989-1987 3.0V6 920-1019 N/A N/A
2016-2013 35V6 Naturally Aspirated, USA 921-2151 N/A N/A
2004-2002 35V6 921-2023 N/A 900-P2049-6
2004-2002 35V6 GAS N/A 900-P2049 N/A
2001 35V6 N/A N/A 900-P2049-6
2001 35V6 For Cylinder 1 921-2140 N/A N/A
2001 35V6 For Cylinder 2-6 921-2072 N/A N/A
2001 35V6 To 6/2001 Cyl #1 N/A 900-P2015 N/A
2001 35V6 To 6/2001 Cyl #2-6 N/A 900-P2017 N/A
2001 35V6 To 7/2001 N/A N/A 900-P2017-6
2012-2005 4.0 V6 921-2023 N/A 900-P2049-6
2012-2005 4.0 V6 GAS N/A 900-P2049 N/A
2012-2008 56V8 Naturally Aspirated, USA 921-2169 N/A N/A
Pickup
1996 2414 To 01/1996 920-1059 N/A N/A
1995 2414 920-1059 N/A N/A
1995 3.0V6 920-1059 N/A N/A
Pulsar
1983 1.6L4 920-1001 N/A N/A
Pulsar NX
1987-1983 1.6L4 920-1001 N/A N/A
Quest
1998-1995 3.0V6 920-1059 N/A N/A
2016-2013 35V6 921-2151 N/A N/A
2012-2011 35V6 921-2151 900-P2111 N/A
2009-2004 35V6 921-2023 900-P2049 900-P2049-6
Rogue
2016-2015 2514 USA Built Vehicle 921-2107 N/A N/A
2014 2514 921-2107 N/A N/A
2013-2011 2514 921-2107 900-P2098 900-P2098-4
2010-2009 2514 921-2107 900-P2098 900-P2048-4
2008 2514 921-2107 900-P2098 900-P2098-4
Rogue Select
2015-2014 2514 921-2107 N/A N/A
Sentra
1983-1982 1514 920-1001 N/A N/A
1998-1996 1.6L4 921-2139 N/A N/A
1995-1991 1.6L4 920-1086 N/A N/A
1988-1987 1.6L4 Mitsubishi Coil 920-1024 N/A N/A
1988-1986 1.6L4 Hitachi Coil 920-1073 N/A N/A
1985-1983 1.6L4 920-1001 N/A N/A
2016-2015 1814 921-2107 N/A N/A
2014 1814 From 05/2013 921-2107 N/A N/A
2006-2005 1814 N/A 900-P2050 900-P2050-4
2006-2005 1814 Federal 921-2049 N/A N/A
2004-2002 1814 921-2049 900-P2050 900-P2050-4
2001-2000 1814 921-2020 N/A N/A
2012-2011 2014 921-2107 900-P2098 900-P2098-4
2010-2009 20L4 Calif-ESV 921-2107 N/A N/A
2010-2007 2014 N/A 900-P2082 900-P2082-4
2008-2007 2014 Naturally Aspirated 921-2155 N/A N/A
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Année La Application Identifier (Each) (Set)
NISSAN (Cont'd.
Sentra (Cont'd.)
2012-2009 2514 921-2107 900-P2098 900-P2098-4
2008-2007 2514 921-2107 900-P2048 900-P2048-4
2006-2002 2514 921-2024 900-P2048 900-P2048-4
Stanza
1989-1987 20L4 Hanshin Coil 920-1024 N/A N/A
1989-1985 20L4 Hitachi Coil 920-1073 N/A N/A
Tiida
2013-2007 1814 N/A 900-P2082 900-P2082-4
Titan
2015-2008 56V8 Naturally Aspirated, USA 921-2169 N/A N/A
2007 5.6V8 To 08/2006 921-2095 N/A N/A
2006 5.6V8 921-2095 N/A 900-P2049-8
2005-2004 5.6V8 921-2095 900-P2049 900-P2049-8
Tsuru
1998-1995 1.6L4 920-1086 N/A N/A
Van
1988-1987 2414 920-1019 N/A N/A
Versa
2015-2012 1.6L4 Naturally Aspirated 921-2168 N/A N/A
2013-2012 1.6L4 N/A 900-P2098 900-P2098-4
2011 1.6L4 921-2107 900-P2098 900-P2098-4
2010-2009 1.6L4 921-2107 900-P2098 900-P2048-4
2012-2011 1814 921-2107 900-P2098 900-P2098-4
2010-2009 1814 921-2107 900-P2098 900-P2048-4
2008-2007 1814 921-2107 900-P2098 900-P2098-4
Versa Note
2015-2014 1.6L4 Naturally Aspirated 921-2168 N/A N/A
Xterra
2015-2013 40V6 921-2023 N/A N/A
2012-2005 40V6 921-2023 900-P2049 900-P2049-6
X-Trail
2008-2007 2514 921-2024 900-P2098 900-P2098-4
2006-2002 2514 921-2024 900-P2048 900-P2048-4
OLDSMOBILE
88
1999-1993 3.8V6 920-1005 N/A N/A
1992 3.8V6 Coil Pack 920-1038 N/A N/A
1992 3.8V6 Individual Coils (3) 920-1005 N/A N/A
98
1985 3.0V6 920-1037 N/A N/A
1996-1992 3.8V6 920-1005 N/A N/A
1991-1988 3.8V6 920-1038 N/A N/A
1987-1986 3.8V6 Coil Pack 920-1038 N/A N/A
1987-1986 3.8V6 Individual Coils (3) 920-1005 N/A N/A
1985 3.8V6 920-1037 N/A N/A
1983-1981 41V6 920-1037 N/A N/A
1984-1980 5.0V8 920-1037 N/A N/A
1980-1977 5.7V8 920-1037 N/A N/A
1964-1960 6.5V8 920-1001 N/A N/A
1979-1977 6.6 V8 920-1037 N/A N/A
1975 6.6 V8 920-1037 N/A N/A
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Année La Application Identifier (Each) (Set)
OLDSMOBILE (Cont'd.
98 (Cont'd.)
1967-1965 7.0V8 920-1001 N/A N/A
1976 75V8 Calif-ESV 920-1003 N/A N/A
1976 75V8 Federal 920-1037 N/A N/A
1975 75V8 920-1037 N/A N/A
1974 75V8 Breaker Point Ignition 920-1001 N/A N/A
1974 7.5V8 Electronic Ignition 920-1037 N/A N/A
1973-1968 75V8 920-1001 N/A N/A
442
1964 54V8 920-1001 N/A N/A
1969-1965 6.6 V8 920-1001 N/A N/A
1971-1968 75V8 920-1001 N/A N/A
Achieva
1995-1992 2314 920-1022 900-P2032 900-P2032-4
1998-1996 2414 920-1022 900-P2032 900-P2032-4
1998-1994 3.1V6 920-1005 N/A N/A
1993-1992 33V6 920-1005 N/A N/A
Alero
2004-2002 2214 921-2047 N/A N/A
2001-1999 2414 920-1022 900-P2032 900-P2032-4
2004-1999 34V6 920-1005 N/A N/A
Aurora
2002-2001 35V6 N/A 900-P2063 900-P2063-6
2003-2001 40V8 N/A 900-P2040 900-P2040-8
2003-2001 40V8 Left 921-2144 N/A N/A
1999-1995 40V8 920-1005 N/A N/A
Bravada
2004-2002 4216 921-2003 900-P2032 900-P2032-6
2001-1996 4.3V6 920-1006 N/A N/A
1994-1991 4.3V6 920-1004 N/A N/A
Calais
1987 2314 920-1022 900-P2032 900-P2032-4
1987 2514 920-1005 N/A N/A
1986-1985 2514 920-1004 N/A N/A
1987-1985 3.0V6 920-1038 N/A N/A
Classic 98
1961 6.5V8 920-1001 N/A N/A
Custom Cruiser
1992-1991 5.0V8 920-1004 N/A N/A
1990-1980 5.0V8 920-1037 N/A N/A
1992 57V8 920-1004 N/A N/A
1980-1977 5.7V8 920-1037 N/A N/A
1979-1977 6.6 V8 920-1037 N/A N/A
1975 6.6 V8 920-1037 N/A N/A
1976 75V8 Calif-ESV 920-1003 N/A N/A
1976 75V8 Exc. Calif-ESV 920-1037 N/A N/A
1975 75V8 920-1037 N/A N/A
1974 75V8 Breaker Point Ignition 920-1001 N/A N/A
1974 7.5V8 Electronic Ignition 920-1037 N/A N/A
1973-1971 75V8 920-1001 N/A N/A
Cutlass
1976-1975 4116 920-1083 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
OLDSMOBILE (Cont'd.

Cutlass (Cont'd.)
1971-1967 4116 920-1001 N/A N/A
1999-1997 3.1V6 920-1005 N/A N/A
1981-1977 3.8V6 920-1037 N/A N/A
1963-1961 35V8 920-1001 N/A N/A
1981-1975 43V8 920-1037 N/A N/A
1981 44V8 920-1003 N/A N/A
1987-1985 5.0V8 920-1003 N/A N/A
1980-1978 5.0V8 920-1003 N/A N/A
1967-1964 5.4V8 920-1001 N/A N/A
1980-1979 5.7V8 920-1037 N/A N/A
1978 5.7V8 920-1003 N/A N/A
1977-1975 5.7V8 920-1037 N/A N/A
1974 5.7V8 Breaker Point Ignition 920-1001 N/A N/A
1974 5.7V8 Electronic Ignition 920-1037 N/A N/A
1973-1968 5.7V8 920-1001 N/A N/A
1977 6.6 V8 920-1037 N/A N/A
1968-1966 6.6 V8 920-1001 N/A N/A
1976 75V8 Calif-ESV 920-1003 N/A N/A
1976 75V8 Federal 920-1037 N/A N/A
1975 75V8 920-1037 N/A N/A
1974 75V8 Breaker Point Ignition 920-1001 N/A N/A
1974 75V8 Electronic Ignition 920-1037 N/A N/A
1973-1970 75V8 920-1001 N/A N/A

Cutlass Calais
1991-1988 2314 920-1022 900-P2032 900-P2032-4
1991-1988 2514 920-1005 N/A N/A
1988 3.0V6 920-1038 N/A N/A
1991-1989 3.3V6 920-1005 N/A N/A
1984-1978 3.8V6 920-1037 N/A N/A
1982-1980 43V8 920-1037 N/A N/A
1978 43V8 920-1037 N/A N/A
1982 44V8 920-1003 N/A N/A
1984 5.0V8 CAN, Canadian models 920-1003 N/A N/A
1984 5.0V8 USA, U.S. Models 920-1037 N/A N/A
1983-1982 5.0V8 920-1037 N/A N/A
1980-1978 5.0V8 920-1003 N/A N/A
1980 5.7V8 920-1037 N/A N/A
1979 5.7V8 Calif-ESV 920-1037 N/A N/A
1979 5.7V8 Federal 920-1003 N/A N/A

Cutlass Ciera
1996-1993 2214 920-1005 N/A N/A
1992-1989 2514 920-1005 N/A N/A
1988-1986 2514 Individual Coils (2) 920-1005 N/A N/A
1987-1986 2514 Coil Pack 920-1038 N/A N/A
1986 2514 Distributor Type Ignition 920-1004 N/A N/A
1985 2514 920-1004 N/A N/A
1984-1982 2514 920-1083 N/A N/A
1989 2.8V6 920-1005 N/A N/A
1988-1986 28V6 Coil Pack 920-1038 N/A N/A
1988-1986 2.8V6 Individual Coils (3) 920-1005 N/A N/A
1986 2.8 V6 Distributor Type Ignition 920-1004 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
OLDSMOBILE (Cont'd.

Cutlass Ciera (Cont'd.)
1985 2.8V6 920-1004 N/A N/A
1984-1983 2.8V6 920-1083 N/A N/A
1982 2.8V6 920-1003 N/A N/A
1985 3.0V6 Coil Pack 920-1038 N/A N/A
1985 3.0V6 Distributor Type Ignition 920-1037 N/A N/A
1984-1982 3.0V6 920-1037 N/A N/A
1996-1994 3.1V6 920-1005 N/A N/A
1993-1989 33V6 920-1005 N/A N/A
1988-1986 3.8V6 Coil Pack 920-1038 N/A N/A
1988-1986 3.8V6 Individual Coils (3) 920-1005 N/A N/A
1985-1984 3.8V6 920-1037 N/A N/A

Cutlass Cruiser
1990-1987 2514 920-1005 N/A N/A
1989-1987 2.8V6 920-1005 N/A N/A
1994 3.1V6 920-1005 N/A N/A
1993-1989 3.3V6 920-1005 N/A N/A
1988-1987 3.8V6 920-1005 N/A N/A
1983-1980 3.8V6 920-1037 N/A N/A
1982-1980 4.3V8 920-1037 N/A N/A
1982 44V8 920-1003 N/A N/A
1983-1982 5.0V8 920-1037 N/A N/A
1983-1982 5.0V8 920-1003 N/A N/A
1980 5.0V8 920-1003 N/A N/A
1980 57V8 920-1037 N/A N/A

Cutlass Salon
1987-1986 5.0V8 920-1003 N/A N/A
1980-1978 5.0V8 920-1003 N/A N/A
1979 5.7V8 920-1003 N/A N/A

Cutlass Supreme
1991-1990 234 920-1022 900-P2032 900-P2032-4
1976-1975 4116 920-1083 N/A N/A
1989-1988 2.8V6 920-1005 N/A N/A
1997-1989 3.1V6 920-1005 N/A N/A
1996-1991 34V6 920-1005 N/A N/A
1987-1977 3.8V6 920-1037 N/A N/A
1982-1975 4.3V8 920-1037 N/A N/A
1982 44V8 920-1003 N/A N/A
1988 5.0V8 920-1037 N/A N/A
1987 5.0V8 CAN, Canadian models 920-1003 N/A N/A
1987 5.0V8 USA, U.S. Models 920-1037 N/A N/A
1986-1985 5.0V8 920-1003 N/A N/A
1986-1982 5.0V8 920-1037 N/A N/A
1983 5.0V8 920-1003 N/A N/A
1980-1978 5.0V8 920-1003 N/A N/A
1967 54V8 920-1001 N/A N/A
1980 57V8 920-1037 N/A N/A
1979 5.7V8 Calif-ESV 920-1037 N/A N/A
1979 57V8 Federal 920-1003 N/A N/A
1978 5.7V8 920-1003 N/A N/A
1977 5.7V8 Calif-ESV 920-1037 N/A N/A
1977 5.7V8 Federal 920-1003 N/A N/A
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Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
OLDSMOBILE (Cont'd.

Cutlass Supreme (Cont'd.)
1976-1975 5.7V8 920-1037 N/A N/A
1974 5.7V8 Breaker Point Ignition 920-1001 N/A N/A
1974 5.7V8 Electronic Ignition 920-1037 N/A N/A
1973-1968 5.7V8 920-1001 N/A N/A
1977 6.6 V8 920-1037 N/A N/A
1976-1975 75V8 920-1037 N/A N/A
1974 75V8 Breaker Point Ignition 920-1001 N/A N/A
1974 75V8 Electronic Ignition 920-1037 N/A N/A
1973-1971 75V8 920-1001 N/A N/A

Delmont 88
1967 54 V8 920-1001 N/A N/A
1968 5.7V8 920-1001 N/A N/A
1967 7.0V8 920-1001 N/A N/A
1968 75V8 920-1001 N/A N/A

Delta 88
1986 3.0V6 920-1038 N/A N/A
1990-1989 3.8V6 920-1038 N/A N/A
1988-1986 3.8V6 Coil Pack 920-1038 N/A N/A
1988-1986 3.8V6 Individual Coils (3) 920-1005 N/A N/A
1985-1977 3.8V6 920-1037 N/A N/A
1982-1977 43V8 920-1037 N/A N/A
1982-1981 44V8 920-1003 N/A N/A
1979 49V8 920-1037 N/A N/A
1985-1980 5.0V8 920-1037 N/A N/A
1980-1978 5.7V8 920-1037 N/A N/A
1977 5.7V8 920-1003 N/A N/A
1976-1975 5.7V8 920-1037 N/A N/A
1974 5.7V8 Breaker Point Ignition 920-1001 N/A N/A
1974 5.7V8 Electronic Ignition 920-1037 N/A N/A
1973-1968 5.7V8 920-1001 N/A N/A
1979-1977 6.6 V8 920-1037 N/A N/A
1975 6.6 V8 920-1037 N/A N/A
1967-1965 7.0V8 920-1001 N/A N/A
1976 75V8 Calif-ESV 920-1003 N/A N/A
1976 75V8 Federal 920-1037 N/A N/A
1975 75V8 920-1037 N/A N/A
1974 75V8 Breaker Point Ignition 920-1001 N/A N/A
1974 75V8 Electronic Ignition 920-1037 N/A N/A
1973-1968 75V8 920-1001 N/A N/A

Dynamic
1960 6.1V8 920-1001 N/A N/A
1964-1960 6.5V8 920-1001 N/A N/A
1966-1965 7.0V8 920-1001 N/A N/A

F85
1971-1966 4116 920-1001 N/A N/A
1965-1964 3.7V6 920-1001 N/A N/A
1963-1961 35V8 920-1001 N/A N/A
1967-1964 54 V8 920-1001 N/A N/A
1972-1968 5.7V8 920-1001 N/A N/A
1972 75V8 920-1001 N/A N/A
1970 7.5V8 920-1001 N/A N/A
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Année La Application Identifier (Each) (Set)
OLDSMOBILE (Cont'd.
Fiesta
1960 6.1V8 920-1001 N/A N/A
1964-1960 6.5V8 920-1001 N/A N/A
Firenza
1986-1985 1814 920-1004 N/A N/A
1984-1982 1814 920-1083 N/A N/A
1988-1987 20L4 920-1005 N/A N/A
1988 20L4 920-1004 N/A N/A
1986-1985 20L4 920-1004 N/A N/A
1984-1983 20L4 920-1083 N/A N/A
1987 2.8V6 920-1005 N/A N/A
1986-1985 2.8V6 920-1004 N/A N/A
Intrigue
2002-1999 35V6 N/A 900-P2063 900-P2063-6
1999-1998 3.8V6 920-1005 N/A N/A
Jetfire
1963-1962 35V8 920-1001 N/A N/A
Jetstar 88
1966-1964 54V8 920-1001 N/A N/A
Jetstar |
1964 6.5V8 920-1001 N/A N/A
1965 7.0V8 920-1001 N/A N/A
LSS
1999-1996 3.8V6 920-1005 N/A N/A
Omega
1984-1981 2514 CAN 920-1083 N/A N/A
1980 2514 920-1003 N/A N/A
1976-1975 4116 920-1083 N/A N/A
1974-1973 4116 920-1001 N/A N/A
1984-1983 2.8V6 920-1083 N/A N/A
1982-1980 2.8V6 920-1003 N/A N/A
1979-1977 3.8V6 920-1037 N/A N/A
1977-1975 4.3V8 920-1037 N/A N/A
1979-1977 5.0V8 920-1003 N/A N/A
1979-1977 5.7V8 920-1003 N/A N/A
1977-1975 57V8 920-1037 N/A N/A
1974 5.7V8 Breaker Point Ignition 920-1001 N/A N/A
1974 5.7V8 Electronic Ignition 920-1037 N/A N/A
1973 5.7V8 920-1001 N/A N/A
Regency
1998-1997 3.8V6 920-1005 N/A N/A
Silhouette
1994-1990 3.1V6 920-1004 N/A N/A
2004-1996 34V6 920-1005 N/A N/A
1995-1992 3.8V6 920-1005 N/A N/A
Starfire
1977-1976 2314 920-1083 N/A N/A
1980-1978 2514 920-1003 N/A N/A
1980-1975 3.8V6 920-1037 N/A N/A
1979-1977 5.0V8 920-1003 N/A N/A
1964-1961 6.5V8 920-1001 N/A N/A
1966-1965 7.0 V8 920-1001 N/A N/A
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OLDSMOBILE (Cont'd.

Super 88
1960 6.1V8 920-1001 N/A N/A
1964-1960 6.5V8 920-1001 N/A N/A

Toronado
1992-1991 3.8V6 920-1005 N/A N/A
1990-1986 3.8V6 Coil Pack 920-1005 N/A N/A
1990-1986 3.8V6 Individual Coils (3) 920-1038 N/A N/A
1984-1981 4.1V6 920-1037 N/A N/A
1985-1980 5.0V8 920-1037 N/A N/A
1980-1979 5.7V8 920-1037 N/A N/A
1978-1977 6.6 V8 920-1003 N/A N/A
1967-1966 7.0V8 920-1001 N/A N/A
1976 75V8 Calif-ESV 920-1003 N/A N/A
1976 75V8 Federal 920-1037 N/A N/A
1975 75V8 920-1003 N/A N/A
1974 75V8 Breaker Point Ignition 920-1001 N/A N/A
1974 75V8 Electronic Ignition 920-1003 N/A N/A
1973-1968 75V8 920-1001 N/A N/A

Vista Cruiser
1967-1964 54 V8 920-1001 N/A N/A
1975 5.7V8 920-1037 N/A N/A
1974 5.7V8 Breaker Point Ignition 920-1001 N/A N/A
1974 5.7V8 Electronic Ignition 920-1037 N/A N/A
1973-1968 5.7V8 920-1001 N/A N/A
1969-1968 6.6 V8 920-1001 N/A N/A
1975 75V8 920-1037 N/A N/A
1974 75V8 Breaker Point Ignition 920-1001 N/A N/A
1974 75V8 Electronic Ignition 920-1037 N/A N/A
1973-1970 7.5V8 920-1001 N/A N/A

OPEL

1900

1975-1973 1914 920-1017 N/A N/A

1971 1914 920-1017 N/A N/A
Deluxe

1971 1114 920-1017 N/A N/A
Kadett

1972-1970 1114 920-1017 N/A N/A

1969-1967 1114 920-1041 N/A N/A

1968 1514 920-1041 N/A N/A

1970 1914 920-1017 N/A N/A

1968 1914 920-1041 N/A N/A
Manta

1975-1971 1914 920-1017 N/A N/A
Rallye

1970-1969 1114 920-1017 N/A N/A

1968 1114 920-1041 N/A N/A

1968 1514 920-1017 N/A N/A

1970-1969 1914 920-1017 N/A N/A

PEUGEOT

304
19721971 1314 920-1054 N/A N/A
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PEUGEOT (Cont'd.
403
1967 1514 920-1041 N/A N/A
404
1969-1967 1.6L4 920-1054 N/A N/A
1970 1814 920-1054 N/A N/A
504
1970 1814 Ducellier Ignition 920-1054 N/A N/A
1970 1814 SEV 920-1041 N/A N/A
1977-1971 20L4 920-1054 N/A N/A
505
1988 2214 920-1018 N/A N/A
1987 2214 Turbocharged 920-1018 N/A N/A
PLYMOUTH
Acclaim
1995-1991 2514 920-1007 N/A N/A
1990-1989 2514 920-1002 N/A N/A
1995-1990 3.0V6 920-1055 N/A N/A
1989 3.0V6 920-1002 N/A N/A
Arrow
1980-1976 1.6 L4 920-1001 N/A N/A
1978-1976 20L4 920-1001 N/A N/A
Barracuda
1966-1964 2816 920-1001 N/A N/A
1971-1970 3216 920-1001 N/A N/A
1972-1964 3.7L6 920-1001 N/A N/A
1968-1964 45V8 920-1001 N/A N/A
1974-1966 52V8 920-1001 N/A N/A
1973-1968 5.6V8 920-1001 N/A N/A
1974 5.9V8 920-1001 N/A N/A
1964 59V8 920-1001 N/A N/A
1971-1967 6.3V8 920-1001 N/A N/A
1971-1968 7.0V8 920-1001 N/A N/A
1972-1970 7.2V8 920-1001 N/A N/A
Belvedere
1970-1960 3.7L6 920-1001 N/A N/A
1968-1964 45V8 920-1001 N/A N/A
1970-1960 52V8 920-1001 N/A N/A
1971 5.6V8 920-1001 N/A N/A
1966-1960 59V8 920-1001 N/A N/A
1970-1960 6.3V8 920-1001 N/A N/A
1964-1961 6.7 V8 920-1001 N/A N/A
1969 7.0V8 920-1001 N/A N/A
1967-1963 7.0V8 920-1001 N/A N/A
1967-1966 7.2V8 920-1001 N/A N/A
Belvedere I
1967-1965 3.7L6 920-1001 N/A N/A
1967-1965 45V8 920-1001 N/A N/A
1967-1965 52V8 920-1001 N/A N/A
1966 5.9V8 920-1001 N/A N/A
1967-1965 6.3V8 920-1001 N/A N/A
1967-1965 7.0V8 920-1001 N/A N/A
1967 7.2V8 920-1001 N/A N/A
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Breeze
2000-1997 20L4 920-1023 N/A N/A
1996 20L4 920-1043 N/A N/A
2000-1997 2414 920-1023 N/A N/A
1996 2414 920-1043 N/A N/A
Caravelle
1988-1983 2214 920-1002 N/A N/A
1988-1986 25L4 920-1002 N/A N/A
1985-1983 26 L4 920-1002 N/A N/A
1983-1979 3.7L6 920-1002 N/A N/A
1978 3716 920-1001 N/A N/A
1989-1979 52V8 920-1002 N/A N/A
1978 52V8 920-1001 N/A N/A
1979 59V8 920-1002 N/A N/A
1978 59V8 920-1001 N/A N/A
Champ
1982-1979 1414 920-1001 N/A N/A
1982-1979 1.6L4 920-1001 N/A N/A
Colt
1984-1979 1414 920-1001 N/A N/A
1992 1514 920-1055 N/A N/A
1987-1985 1514 920-1001 N/A N/A
1987-1976 1.6L4 920-1001 N/A N/A
1994-1992 1814 920-1088 N/A N/A
1990-1989 1.8L4 920-1055 N/A N/A
1991-1988 20L4 920-1055 N/A N/A
1987 20L4 Vista To: 11-01-1986 920-1001 N/A N/A
1986-1984 20L4 920-1001 N/A N/A
1978-1976 20L4 920-1001 N/A N/A
1993-1992 2414 920-1055 N/A N/A
1980-1978 26L4 920-1001 N/A N/A
Cricket
1973-1971 1514 920-1041 N/A N/A
Cuda
1974-1973 52V8 920-1001 N/A N/A
1973-1970 5.6V8 920-1001 N/A N/A
1974 59V8 920-1001 N/A N/A
1971-1970 6.3V8 920-1001 N/A N/A
1971-1970 7.0V8 920-1001 N/A N/A
1972-1970 7.2V8 920-1001 N/A N/A
Custom
1961-1960 3.7L6 920-1001 N/A N/A
1961-1960 52V8 920-1001 N/A N/A
1961-1960 59V8 920-1001 N/A N/A
1961-1960 6.3V8 920-1001 N/A N/A
1961 6.7V8 920-1001 N/A N/A
Duster
1974-1970 3216 920-1001 N/A N/A
1976-1970 3716 920-1001 N/A N/A
1976-1970 52V8 920-1001 N/A N/A
1973-1970 56V8 920-1001 N/A N/A
1976-1974 5.9 V8 920-1001 N/A N/A
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Expo
1989-1987 2214 920-1002 N/A N/A
Fleet Special
1963-1960 3.7L6 920-1001 N/A N/A
1963-1960 52V8 920-1001 N/A N/A
1963-1960 59V8 920-1001 N/A N/A
1963-1960 6.3V8 920-1001 N/A N/A
1963-1961 6.7V8 920-1001 N/A N/A
1963 7.0V8 920-1001 N/A N/A
Fury
1978-1960 3.7L6 920-1001 N/A N/A
1965-1964 45V8 920-1001 N/A N/A
1978-1960 52V8 920-1001 N/A N/A
1978-1971 59V8 920-1001 N/A N/A
1966-1960 59V8 920-1001 N/A N/A
1971-1960 6.3V8 920-1001 N/A N/A
1978-1972 6.6 V8 920-1001 N/A N/A
1964-1961 6.7V8 920-1001 N/A N/A
1962 6.8V8 920-1001 N/A N/A
1966-1963 7.0V8 920-1001 N/A N/A
1978-1977 7.2V8 920-1001 N/A N/A
1975-1966 72V8 920-1001 N/A N/A
Fury |
1974-1968 3.7L6 920-1001 N/A N/A
1974-1968 52V8 920-1001 N/A N/A
1974-1971 59V8 920-1001 N/A N/A
1971-1968 6.3V8 920-1001 N/A N/A
1974-1972 6.6 V8 920-1001 N/A N/A
1974-1968 72V8 920-1001 N/A N/A
Fury Il
1974-1965 3.7L6 920-1001 N/A N/A
1965 45V8 920-1001 N/A N/A
1974-1965 52V8 920-1001 N/A N/A
1974-1971 59V8 920-1001 N/A N/A
1971-1968 6.3V8 920-1001 N/A N/A
1966-1965 6.3V8 920-1001 N/A N/A
1974-1972 6.6 V8 920-1001 N/A N/A
1965 7.0V8 920-1001 N/A N/A
1974-1968 72V8 920-1001 N/A N/A
Fury Il
1973-1965 3.7L6 920-1001 N/A N/A
1965 45V8 920-1001 N/A N/A
1974-1965 52V8 920-1001 N/A N/A
1974-1971 59V8 920-1001 N/A N/A
1971-1965 6.3V8 920-1001 N/A N/A
1974-1972 6.6 V8 920-1001 N/A N/A
1965 7.0V8 920-1001 N/A N/A
1974-1968 72V8 920-1001 N/A N/A
Grand Voyager
1997 2414 920-1023 N/A N/A
1988 2514 920-1002 N/A N/A
2000-1992 3.0 V6 920-1055 N/A N/A
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Grand Voyager (Cont'd.)
1989-1988 3.0V6 920-1002 N/A N/A
2000-1999 3.3V6 920-1051 N/A N/A
1998-1990 3.3V6 920-1067 N/A N/A
1999 3.8V6 920-1051 N/A N/A
1995-1994 3.8V6 920-1067 N/A N/A
Gran Fury
1983-1980 3716 920-1002 N/A N/A
1989-1980 52V8 920-1002 N/A N/A
1977-1972 52V8 920-1001 N/A N/A
1980 59V8 920-1002 N/A N/A
1977-1972 59V8 920-1001 N/A N/A
1977-1972 6.6 V8 920-1001 N/A N/A
1977-1972 7.2V8 920-1001 N/A N/A
GTX
1968 52V8 920-1001 N/A N/A
1971 6.3V8 920-1001 N/A N/A
1968 6.3V8 920-1001 N/A N/A
1971-1967 7.0V8 920-1001 N/A N/A
1971-1967 7.2V8 920-1001 N/A N/A
Horizon
1986-1983 1.6L4 920-1002 N/A N/A
1983-1979 1714 920-1002 N/A N/A
1978 1714 920-1001 N/A N/A
1990-1981 2214 920-1002 N/A N/A
Laser
1994-1990 1814 920-1088 N/A N/A
Neon
2001-1997 20L4 920-1023 N/A N/A
1996-1995 20L4 920-1043 N/A N/A
PB100
1980-1979 3.7L6 Female Secondary Post 920-1001 N/A N/A
1980-1979 3.7L6 Male Secondary Post 920-1002 N/A N/A
1978-1975 3716 920-1001 N/A N/A
1980-1979 52V8 Female Secondary Post 920-1001 N/A N/A
1980-1979 52V8 Male Secondary Post 920-1002 N/A N/A
1978-1975 52V8 920-1001 N/A N/A
1978-1976 59V8 920-1001 N/A N/A
PB100 Van
1974 376 920-1001 N/A N/A
1974 52V8 920-1001 N/A N/A
1974 59V8 920-1001 N/A N/A
PB150
1983-1981 3716 920-1002 N/A N/A
1983 52V8 920-1002 N/A N/A
1981 52V8 920-1002 N/A N/A
PB200
1980 3.7L6 Female Secondary Post 920-1001 N/A N/A
1980 3.7L6 Male Secondary Post 920-1002 N/A N/A
1978-1975 3716 920-1001 N/A N/A
1980-1979 52V8 Female Secondary Post 920-1001 N/A N/A
1980-1979 5.2V8 Male Secondary Post 920-1002 N/A N/A
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Année La Application Identifier (Each) (Set)
PLYMOUTH (Cont'd.
PB200 (Cont'd.)
1978-1975 52V8 920-1001 N/A N/A
1980-1979 59V8 Female Secondary Post 920-1001 N/A N/A
1980-1979 59V8 Male Secondary Post 920-1002 N/A N/A
1978-1975 59V8 920-1001 N/A N/A
1978-1976 6.6 V8 920-1001 N/A N/A
1978-1976 7.2V8 920-1001 N/A N/A
PB200 Van
1974 37L6 920-1001 N/A N/A
1974 52V8 920-1001 N/A N/A
1974 59V8 920-1001 N/A N/A
1974 7.2V8 920-1001 N/A N/A
PB250
1983-1981 3.7L6 920-1002 N/A N/A
1983-1981 52V8 920-1002 N/A N/A
1981 59V8 920-1002 N/A N/A
PB300
1980-1979 52V8 Female Secondary Post 920-1001 N/A N/A
1980-1979 52V8 Male Secondary Post 920-1002 N/A N/A
1978-1975 52V8 920-1001 N/A N/A
1980-1979 59V8 Female Secondary Post 920-1001 N/A N/A
1980-1979 59V8 Male Secondary Post 920-1002 N/A N/A
1978-1975 59V8 920-1001 N/A N/A
1978-1976 6.6 V8 920-1001 N/A N/A
1978-1976 7.2V8 920-1001 N/A N/A
PB300 Van
1974 52V8 920-1001 N/A N/A
1974 59V8 920-1001 N/A N/A
1974 7.2V8 920-1001 N/A N/A
PB350
1983-1981 52V8 920-1002 N/A N/A
1983-1981 59V8 920-1002 N/A N/A
Prowler
2001-1999 35V6 921-2037 900-P2031 900-P2031-6
1997 35V6 920-1067 900-P2031 N/A
Reliant
1989-1981 2214 920-1002 N/A N/A
1989-1986 2514 920-1002 N/A N/A
Roadrunner
1968 45V8 920-1001 N/A N/A
1975-1971 52V8 920-1001 N/A N/A
1968 52V8 920-1001 N/A N/A
1973-1971 5.6V8 920-1001 N/A N/A
1968 5.6V8 920-1001 N/A N/A
1975-1974 5.9V8 920-1001 N/A N/A
1971-1968 6.3V8 920-1001 N/A N/A
1975-1972 6.6 V8 920-1001 N/A N/A
1971-1968 7.0V8 920-1001 N/A N/A
1974-1969 7.2V8 920-1001 N/A N/A
Sapporo
1979-1978 1.6L4 920-1001 N/A N/A
1979-1978 2614 920-1001 N/A N/A

183



\Vallkcer Application Guide

walkerproducts.com

Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
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PLYMOUTH (Cont'd.
Satellite
1974-1965 3716 920-1001 N/A N/A
1968-1965 45V8 920-1001 N/A N/A
1974-1965 52V8 920-1001 N/A N/A
1973-1968 5.6V8 920-1001 N/A N/A
1974 59V8 920-1001 N/A N/A
1966-1965 59V8 920-1001 N/A N/A
1971-1965 6.3V8 920-1001 N/A N/A
1974-1972 6.6 V8 920-1001 N/A N/A
1967-1965 7.0V8 920-1001 N/A N/A
1974-1973 72V8 920-1001 N/A N/A
1967-1966 72V8 920-1001 N/A N/A
Savoy
1964-1960 3716 920-1001 N/A N/A
1964 45V8 920-1001 N/A N/A
1964-1960 52V8 920-1001 N/A N/A
1964-1960 59V8 920-1001 N/A N/A
1964-1960 6.3V8 920-1001 N/A N/A
1964-1961 6.7V8 920-1001 N/A N/A
1961 6.8V8 920-1001 N/A N/A
1964-1963 7.0V8 920-1001 N/A N/A
Scamp
1983 2214 920-1002 N/A N/A
1974-1971 3216 920-1001 N/A N/A
1976-1971 3716 920-1001 N/A N/A
1976-1971 52V8 920-1001 N/A N/A
Sport Wagon
1961-1960 3716 920-1001 N/A N/A
1961-1960 52V8 920-1001 N/A N/A
1961-1960 59V8 920-1001 N/A N/A
1961-1960 6.3V8 920-1001 N/A N/A
1961 6.7V8 920-1001 N/A N/A
Suburban
1961-1960 3716 920-1001 N/A N/A
1961-1960 52V8 920-1001 N/A N/A
1961-1960 59V8 920-1001 N/A N/A
1961-1960 6.3V8 920-1001 N/A N/A
1961 6.7V8 920-1001 N/A N/A
Sundance
1994-1991 2214 920-1007 N/A N/A
1990-1987 2214 920-1002 N/A N/A
1994-1991 2514 920-1007 N/A N/A
1990-1988 2514 920-1002 N/A N/A
1994-1992 3.0V6 920-1055 N/A N/A
Superbird
1970 7.0V8 920-1001 N/A N/A
1970 72V8 920-1001 N/A N/A
Trailduster
1980-1979 3.7L6 Female Secondary Post 920-1001 N/A N/A
1980-1979 3.7L6 Male Secondary Post 920-1002 N/A N/A
1978-1974 3716 920-1001 N/A N/A
1981-1979 5.2V8 Female Secondary Post 920-1001 N/A N/A
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PLYMOUTH (Cont'd.
Trailduster (Cont'd.)
1981-1979 52V8 Male Secondary Post 920-1002 N/A N/A
1978-1974 52V8 920-1001 N/A N/A
1981-1979 59V8 Female Secondary Post 920-1001 N/A N/A
1981-1979 59V8 Male Secondary Post 920-1002 N/A N/A
1978-1974 59V8 920-1001 N/A N/A
1978-1977 6.6 V8 920-1001 N/A N/A
1978-1974 72V8 920-1001 N/A N/A
Turismo
1985-1983 1.6L4 920-1002 N/A N/A
Valiant
1971-1960 28L6 920-1001 N/A N/A
1974-1970 3216 920-1001 N/A N/A
1976-1961 3.7L6 920-1001 N/A N/A
1969-1964 45V8 920-1001 N/A N/A
1976-1968 52V8 920-1001 N/A N/A
1973-1968 5.6V8 920-1001 N/A N/A
1976 59V8 920-1001 N/A N/A
VIP
1967 52V8 920-1001 N/A N/A
1967 6.3V8 920-1001 N/A N/A
1967 72V8 920-1001 N/A N/A
Volare
1980-1979 3.7L6 920-1002 N/A N/A
1978-1976 3.7L6 920-1001 N/A N/A
1980-1979 52V8 920-1002 N/A N/A
1978-1976 52V8 920-1001 N/A N/A
1980-1979 59V8 920-1002 N/A N/A
1978-1976 59V8 920-1001 N/A N/A
Voyager
1987-1984 2214 920-1002 N/A N/A
2000-1997 2414 920-1023 N/A N/A
1995-1991 2514 920-1007 N/A N/A
1990-1987 2514 920-1002 N/A N/A
2000-1990 3.0V6 920-1055 N/A N/A
1989-1987 3.0V6 920-1002 N/A N/A
2000-1999 3.3V6 920-1051 N/A N/A
1998-1991 3.3V6 920-1067 N/A N/A
1999 3.8 V6 920-1051 N/A N/A
6000
1991-1987 2514 920-1005 N/A N/A
1986-1985 2514 920-1004 N/A N/A
1984-1982 2514 920-1083 N/A N/A
1989-1987 2.8V6 920-1005 N/A N/A
1986-1985 2.8V6 920-1004 N/A N/A
1984-1983 2.8V6 920-1083 N/A N/A
1982 2.8V6 920-1003 N/A N/A
1991-1989 3.1V6 920-1005 N/A N/A
1988 3.1V6 Coil Pack 920-1038 N/A N/A
1988 3.1V6 Individual Cails (3) 920-1005 N/A N/A
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Acadian
1977-1976 1414 920-1083 N/A N/A
1987-1985 1.6L4 920-1004 N/A N/A
1984-1976 1.6L4 920-1083 N/A N/A
1970-1962 2514 920-1001 N/A N/A
1967-1962 3216 920-1001 N/A N/A
1970-1964 3.8L6 920-1001 N/A N/A
1971-1967 4116 920-1001 N/A N/A
1967-1964 46V8 920-1001 N/A N/A
1971-1968 5.0V8 920-1001 N/A N/A
1968-1965 53V8 920-1001 N/A N/A
1971-1968 5.7V8 920-1001 N/A N/A
1969-1968 6.5V8 920-1001 N/A N/A
1971-1970 6.6 V8 920-1001 N/A N/A
1971-1970 74V8 920-1001 N/A N/A

Astre
1977-1975 2314 920-1083 N/A N/A
1977 2514 920-1003 N/A N/A

Aztek
2005-2001 34V6 920-1005 N/A N/A

Beaumont
1966-1964 3216 920-1001 N/A N/A
1969-1964 3.8L6 920-1001 N/A N/A
1969-1967 4116 920-1001 N/A N/A
1967-1964 46V8 920-1001 N/A N/A
1969-1968 5.0V8 920-1001 N/A N/A
1968-1964 53V8 920-1001 N/A N/A
1969-1968 5.7V8 920-1001 N/A N/A
1969-1965 6.5V8 920-1001 N/A N/A

Bonneville
2005-1993 3.8V6 920-1005 N/A N/A
1992-1987 3.8V6 Coil Pack 920-1038 N/A N/A
1992-1987 3.8V6 Individual Coils (3) 920-1005 N/A N/A
1986-1980 3.8V6 920-1037 N/A N/A
1982 41V6 CAN, Canadian models 920-1003 N/A N/A
1982 4.1V6 USA, U.S. Models 920-1037 N/A N/A
1986 4.3V6 920-1004 N/A N/A
1981-1980 43V8 920-1037 N/A N/A
1980-1977 49V8 920-1037 N/A N/A
1986-1983 5.0V8 920-1003 N/A N/A
1981 5.0V8 920-1037 N/A N/A
1980-1977 5.7V8 920-1037 N/A N/A
1974 5.7V8 920-1001 N/A N/A
1971 5.7V8 920-1001 N/A N/A
1966-1960 6.4 V8 920-1001 N/A N/A
1979-1975 6.6 V8 920-1037 N/A N/A
1974 6.6 V8 Breaker Point Ignition 920-1001 N/A N/A
1974 6.6 V8 Electronic Ignition 920-1037 N/A N/A
1973-1967 6.6 V8 920-1001 N/A N/A
1966-1963 6.9V8 920-1001 N/A N/A
1969-1967 7.0V8 920-1001 N/A N/A
1976-1975 7.5V8 920-1037 N/A N/A
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Bonneville (Cont'd.)
1974 75V8 Breaker Point Ignition 920-1001 N/A N/A
1974 7.5V8 Electronic Ignition 920-1037 N/A N/A
1973-1970 7.5V8 920-1001 N/A N/A

Catalina
1979-1978 4116 920-1037 N/A N/A
1977 4116 920-1083 N/A N/A
1974 4116 920-1001 N/A N/A
1981-1977 3.8V6 920-1037 N/A N/A
1981-1980 43V8 920-1037 N/A N/A
1981-1980 44V8 920-1003 N/A N/A
1980-1977 49V8 920-1037 N/A N/A
1981-1980 5.0V8 920-1003 N/A N/A
1981 5.0V8 920-1037 N/A N/A
1980-1976 5.7V8 920-1037 N/A N/A
1974-1970 5.7V8 920-1001 N/A N/A
1966-1960 6.4V8 920-1001 N/A N/A
1979-1978 6.6 V8 920-1037 N/A N/A
1977 6.6 V8 Calif-ESV 920-1003 N/A N/A
1977 6.6 V8 Federal 920-1037 N/A N/A
1976-1975 6.6 V8 920-1037 N/A N/A
1974 6.6 V8 Breaker Point Ignition 920-1001 N/A N/A
1974 6.6 V8 Electronic Ignition 920-1037 N/A N/A
1973-1967 6.6 V8 920-1001 N/A N/A
1966-1961 6.9V8 920-1001 N/A N/A
1969-1967 7.0V8 920-1001 N/A N/A
1976-1975 75V8 920-1037 N/A N/A
1974 7.5V8 Breaker Point Ignition 920-1001 N/A N/A
1974 75V8 Electronic Ignition 920-1037 N/A N/A
1973-1970 7.5V8 920-1001 N/A N/A

Executive
1970-1967 6.6 V8 920-1001 N/A N/A
1969-1967 7.0V8 920-1001 N/A N/A
1970 7.5V8 920-1001 N/A N/A

Fiero
1988-1985 2514 920-1004 N/A N/A
1984 2514 920-1083 N/A N/A
1988-1985 2.8V6 920-1004 N/A N/A

Firebird
1986-1985 2514 920-1004 N/A N/A
1984-1982 2514 920-1083 N/A N/A
1967 38L6 920-1001 N/A N/A
1976-1975 4116 920-1083 N/A N/A
1974 4116 Breaker Point Ignition 920-1001 N/A N/A
1974 4116 Electronic Ignition 920-1037 N/A N/A
1973-1968 4116 920-1001 N/A N/A
1989-1985 2.8V6 920-1004 N/A N/A
1984-1982 2.8V6 920-1083 N/A N/A
1992-1990 3.1V6 920-1004 N/A N/A
1995-1993 3.4 V6 920-1005 N/A N/A
2002-1995 3.8V6 920-1005 N/A N/A
1989 3.8 V6 Turbocharged 920-1038 N/A N/A
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Firebird (Cont'd.)
1981-1977 3.8V6 920-1037 N/A N/A
1981-1980 43V8 920-1037 N/A N/A
1981 44V8 920-1003 N/A N/A
1981-1979 49V8 920-1037 N/A N/A
1977 49V8 920-1037 N/A N/A
1992-1988 5.0V8 920-1004 N/A N/A
1987 5.0V8 CAN, Canadian models 920-1003 N/A N/A
1987 5.0V8 USA, U.S. Models 920-1004 N/A N/A
1986-1977 5.0V8 920-1003 N/A N/A
1967 53V8 920-1001 N/A N/A
2002-1998 5.7V8 920-1021 N/A N/A
1997-1996 5.7V8 920-1006 N/A N/A
1995-1987 5.7V8 920-1004 N/A N/A
1979-1978 5.7V8 920-1003 N/A N/A
1977-1975 5.7V8 920-1037 N/A N/A
1974 5.7V8 Breaker Point Ignition 920-1001 N/A N/A
1974 5.7V8 Electronic Ignition 920-1037 N/A N/A
1973-1968 5.7V8 920-1001 N/A N/A
1979-1975 6.6 V8 920-1037 N/A N/A
1974 6.6 V8 Breaker Point Ignition 920-1001 N/A N/A
1974 6.6 V8 Electronic Ignition 920-1037 N/A N/A
1973-1967 6.6 V8 920-1001 N/A N/A
1976-1975 75V8 920-1037 N/A N/A
1974 75V8 Breaker Point Ignition 920-1001 N/A N/A
1974 75V8 Electronic Ignition 920-1037 N/A N/A
1973-1971 75V8 920-1001 N/A N/A
Firefly
2000-1999 1314 2 Req'd w/ Wire Set N/A 900-P2052 N/A
G3
2010-2009 1.6 L4 921-2132 N/A N/A
G4
2006 2214 N/A 900-P2037 900-P2037-4
2006 2414 N/A N/A 900-P2071-4
G5
2010-2007 2214 921-2090 900-P2071 900-P2071-4
2008-2007 2414 921-2090 900-P2071 900-P2071-4
G6
2010-2006 2414 921-2090 900-P2071 900-P2071-4
2010-2005 3.5V6 920-1066 N/A N/A
2009-2006 3.9V6 920-1066 N/A N/A
G8
2009-2008 6.0V8 Delphi Ignition 920-1062 N/A N/A
2009-2008 6.0V8 Mitsubishi Ignition 920-1061 N/A N/A
2009 6.2V8 Delphi Ignition 920-1062 N/A N/A
2009 6.2V8 Mitsubishi Ignition 920-1061 N/A N/A
Grand Am
1989-1987 20L4 920-1004 N/A N/A
2005-2002 2214 921-2047 N/A N/A
1995-1988 2314 920-1022 900-P2032 900-P2032-4
1995 2314 GAS, FI, SE N/A 900-P2032 N/A
2001-1996 2414 920-1022 900-P2032 900-P2032-4
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Grand Am (Cont'd.)
1991-1987 2514 920-1005 N/A N/A
1986-1985 2514 920-1004 N/A N/A
1987-1985 3.0V6 920-1038 N/A N/A
1998-1994 3.1V6 920-1005 N/A N/A
1993-1992 3.3V6 920-1005 N/A N/A
2005-1999 3.4 V6 920-1005 N/A N/A
1979 3.8V6 920-1037 N/A N/A
1980-1978 49V8 920-1037 N/A N/A
1980-1978 5.0V8 920-1003 N/A N/A
1975 5.7V8 920-1037 N/A N/A
1974-1973 57V8 920-1001 N/A N/A
1975 6.6 V8 920-1037 N/A N/A
1974 6.6 V8 Breaker Point Ignition 920-1001 N/A N/A
1974 6.6 V8 Electronic Ignition 920-1037 N/A N/A
1973 6.6 V8 920-1001 N/A N/A
1975 75V8 920-1037 N/A N/A
1974 7.5V8 Breaker Point Ignition 920-1001 N/A N/A
1974 75V8 Electronic Ignition 920-1037 N/A N/A
1973 75V8 920-1001 N/A N/A

Grand LeMans
1977-1975 4116 920-1083 N/A N/A
1981-1980 3.8V6 920-1003 N/A N/A
1981-1977 3.8V6 920-1037 N/A N/A
1981-1980 43V8 920-1037 N/A N/A
1976 4.3V8 920-1037 N/A N/A
1982-1979 44V8 920-1003 N/A N/A
1981-1979 49V8 920-1037 N/A N/A
1977 49V8 920-1037 N/A N/A
1983-1979 5.0V8 920-1003 N/A N/A
1977 5.0V8 920-1003 N/A N/A
1979-1978 5.7V8 920-1003 N/A N/A
1977 57V8 Calif-ESV 920-1003 N/A N/A
1977 5.7V8 Exc. Calif-ESV 920-1037 N/A N/A
1976-1975 57V8 920-1037 N/A N/A
1977-1975 6.6 V8 920-1037 N/A N/A
1976-1975 75V8 920-1037 N/A N/A

Grand Prix
1991-1990 2314 920-1022 900-P2032 900-P2032-4
1989-1988 2.8V6 920-1005 N/A N/A
2003-1989 3.1V6 920-1005 N/A N/A
1996-1991 3.4 V6 920-1005 N/A N/A
2008-1997 3.8V6 920-1005 N/A N/A
1987-1978 3.8V6 920-1037 N/A N/A
1982 4.1V6 920-1037 N/A N/A
1987-1986 4.3V6 920-1004 N/A N/A
1981-1980 43V8 920-1037 N/A N/A
1982-1981 44V8 920-1003 N/A N/A
1980-1977 49V8 920-1037 N/A N/A
1987 5.0V8 CAN, Canadian models 920-1003 N/A N/A
1987 5.0V8 USA, U.S. Models 920-1004 N/A N/A
1986-1983 5.0 V8 920-1003 N/A N/A

189



\Vallkcer Application Guide

walkerproducts.com

Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
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Année La Application Identifier (Each) (Set)
PONTIAC (Cont'd.
Grand Prix (Cont'd.)
1980-1978 5.0V8 920-1003 N/A N/A
2008-2005 53V8 Delphi Ignition 920-1062 N/A N/A
2008-2005 53V8 Mitsubishi Ignition 920-1061 N/A N/A
1977-1976 5.7V8 920-1037 N/A N/A
1966-1962 6.4 V8 920-1001 N/A N/A
1977-1975 6.6 V8 920-1037 N/A N/A
1974 6.6 V8 Breaker Point Ignition 920-1001 N/A N/A
1974 6.6 V8 Electronic Ignition 920-1037 N/A N/A
1973-1967 6.6 V8 920-1001 N/A N/A
1966-1963 6.9V8 920-1001 N/A N/A
1969-1967 7.0V8 920-1001 N/A N/A
1976-1975 75V8 920-1037 N/A N/A
1974 75V8 Breaker Point Ignition 920-1001 N/A N/A
1974 75V8 Electronic Ignition 920-1037 N/A N/A
1973-1970 75V8 920-1001 N/A N/A
Grand Safari
1977 49V8 920-1037 N/A N/A
1977 5.7V8 920-1003 N/A N/A
1974-1971 5.7V8 920-1001 N/A N/A
1978-1975 6.6 V8 920-1037 N/A N/A
1974 6.6 V8 Breaker Point Ignition 920-1001 N/A N/A
1974 6.6 V8 Electronic Ignition 920-1037 N/A N/A
1973-1971 6.6 V8 920-1001 N/A N/A
1976-1975 75V8 920-1037 N/A N/A
1974 75V8 Breaker Point Ignition 920-1001 N/A N/A
1974 75V8 Electronic Ignition 920-1037 N/A N/A
1973-1971 75V8 920-1001 N/A N/A
Grandyville
1975 6.6 V8 920-1037 N/A N/A
1974-1972 6.6 V8 920-1001 N/A N/A
1975 75V8 920-1037 N/A N/A
1974 75V8 Breaker Point Ignition 920-1001 N/A N/A
1974 75V8 Electronic Ignition 920-1037 N/A N/A
1973-1971 75V8 920-1001 N/A N/A
GTO
2004 5.7V8 920-1021 N/A N/A
2006-2005 6.0V8 Delphi Ignition 920-1062 N/A N/A
2006-2005 6.0V8 Mitsubishi Ignition 920-1061 N/A N/A
1966-1964 6.4 V8 920-1001 N/A N/A
1973-1967 6.6 V8 920-1001 N/A N/A
1973-1970 75V8 920-1001 N/A N/A
J2000
1983-1982 1814 920-1083 N/A N/A
1983 20L4 920-1083 N/A N/A
J2000 Sunbird
1985 1814 920-1004 N/A N/A
1984 1.8L4 920-1083 N/A N/A
1985 20L4 920-1004 N/A N/A
1984 20L4 920-1083 N/A N/A
Laurentian
1979-1977 4116 920-1083 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
PONTIAC (Cont'd.
Laurentian (Cont'd.)
1969-1966 4116 920-1001 N/A N/A
1962 4316 920-1001 N/A N/A
1981 3.8V6 920-1037 N/A N/A
1981 43V8 920-1037 N/A N/A
1981-1980 44V8 920-1003 N/A N/A
1967-1962 46V8 920-1001 N/A N/A
1981-1977 5.0V8 920-1003 N/A N/A
1981 5.0V8 920-1037 N/A N/A
1969-1968 5.0V8 920-1001 N/A N/A
1969-1962 53V8 920-1001 N/A N/A
1980 5.7V8 920-1037 N/A N/A
1979-1977 5.7V8 920-1003 N/A N/A
1976 5.7V8 920-1037 N/A N/A
1969 5.7V8 920-1001 N/A N/A
1962 5.7V8 920-1001 N/A N/A
1969-1966 6.5V8 920-1001 N/A N/A
1976 6.6 V8 920-1037 N/A N/A
1969-1967 6.6 V8 920-1001 N/A N/A
1965-1962 6.7 V8 920-1001 N/A N/A
1969-1966 7.0V8 920-1001 N/A N/A
1976 7.5V8 920-1037 N/A N/A
LeMans

1993-1988 1.6 L4 920-1004 N/A N/A
1990-1989 20L4 920-1004 N/A N/A
1963 3214 920-1001 N/A N/A
1965-1964 35L6 920-1001 N/A N/A
1967-1966 38L6 920-1001 N/A N/A
1977-1975 4116 Breaker Point Ignition 920-1083 N/A N/A
1974 4116 Breaker Point Ignition 920-1001 N/A N/A
1974 4116 Electronic Ignition 920-1037 N/A N/A
1973-1968 4116 920-1001 N/A N/A
1981-1980 3.8V6 920-1003 N/A N/A
1981-1977 3.8V6 920-1037 N/A N/A
1981-1980 43V8 920-1037 N/A N/A
1976 43V8 920-1037 N/A N/A
1981-1979 44V8 920-1003 N/A N/A
1981-1979 49V8 920-1037 N/A N/A
1977 49V8 920-1037 N/A N/A
1981-1977 5.0V8 920-1003 N/A N/A
1967-1963 53V8 920-1001 N/A N/A
1979-1977 5.7V8 920-1003 N/A N/A
1976-1975 5.7V8 920-1037 N/A N/A
1974 5.7V8 Breaker Point Ignition 920-1001 N/A N/A
1974 5.7V8 Electronic Ignition 920-1037 N/A N/A
1973-1968 5.7V8 920-1001 N/A N/A
1977-1975 6.6 V8 920-1037 N/A N/A
1974 6.6 V8 Breaker Point Ignition 920-1001 N/A N/A
1974 6.6 V8 Electronic Ignition 920-1037 N/A N/A
1973-1968 6.6 V8 920-1001 N/A N/A
1976 7.5V8 920-1037 N/A N/A
1974 7.5V8 Breaker Point Ignition 920-1001 N/A N/A

191



\Vallkcer Application Guide

walkerproducts.com

Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
PONTIAC (Cont'd.
LeMans (Cont'd.)
1974 75V8 Electronic Ignition 920-1037 N/A N/A
1973-1970 75V8 920-1001 N/A N/A
Montana
2005-1999 34V6 920-1005 N/A N/A
2006-2005 35V6 920-1066 N/A N/A
2006 3.9V6 920-1066 N/A N/A
Optima
1991-1988 1.6L4 920-1004 N/A N/A
1990-1988 20L4 920-1004 N/A N/A
Parisienne
1979-1978 4116 920-1003 N/A N/A
1977 4116 920-1083 N/A N/A
1969-1966 4116 920-1001 N/A N/A
1962 4316 920-1001 N/A N/A
1984-1983 3.8V6 920-1037 N/A N/A
1980 3.8V6 920-1003 N/A N/A
1986-1985 4.3V6 920-1004 N/A N/A
1982-1980 44V8 920-1003 N/A N/A
1967-1962 46V8 920-1001 N/A N/A
1986-1979 5.0V8 920-1003 N/A N/A
1977 5.0V8 920-1003 N/A N/A
1969-1968 5.0V8 920-1001 N/A N/A
1969-1962 5.3V8 920-1001 N/A N/A
1979-1978 5.7V8 920-1003 N/A N/A
1969 5.7V8 920-1001 N/A N/A
1962 5.7V8 920-1001 N/A N/A
1969-1966 6.5V8 920-1001 N/A N/A
1969-1967 6.6 V8 920-1001 N/A N/A
1965-1962 6.7V8 920-1001 N/A N/A
1969-1966 7.0V8 920-1001 N/A N/A
Phoenix
1984-1981 2514 Coil Outside Dist. 920-1083 N/A N/A
1981 2514 Coil Inside Distributor 920-1003 N/A N/A
1980 2514 920-1003 N/A N/A
1978-1977 2514 920-1003 N/A N/A
1984-1983 28V6 920-1083 N/A N/A
1982-1980 2.8V6 920-1003 N/A N/A
1979-1977 3.8V6 920-1037 N/A N/A
1979-1977 5.0V8 920-1003 N/A N/A
1979-1977 5.7V8 920-1037 N/A N/A
1977 5.7V8 920-1003 N/A N/A
Pursuit
2006 2214 N/A 900-P2037 900-P2037-4
2006 2414 N/A 900-P2071 900-P2071-4
Safari
1989-1987 5.0V8 920-1037 N/A N/A
Solstice
2009-2007 20L4 921-2090 900-P2071 900-P2071-4
2009-2006 2414 921-2090 900-P2071 900-P2071-4
Star Chief
1961-1960 4316 920-1001 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
PONTIAC (Cont'd.
Star Chief (Cont'd.)
1966-1960 6.4 V8 920-1001 N/A N/A
1966-1963 6.9V8 920-1001 N/A N/A
Strato-Chief
1969-1966 4116 920-1001 N/A N/A
1962 4316 920-1001 N/A N/A
1967-1962 46V8 920-1001 N/A N/A
1969-1968 5.0V8 920-1001 N/A N/A
1969-1962 53V8 920-1001 N/A N/A
1969 57V8 920-1001 N/A N/A
1965 5.7V8 920-1001 N/A N/A
1962 57V8 920-1001 N/A N/A
1969-1965 6.5V8 920-1001 N/A N/A
1965-1962 6.7V8 920-1001 N/A N/A
1969-1966 7.0V8 920-1001 N/A N/A
Sunbird
1986 1814 920-1004 N/A N/A
1993-1992 20L4 920-1084 N/A N/A
1991-1986 20L4 920-1004 N/A N/A
1977-1976 2314 920-1083 N/A N/A
1980-1977 2514 920-1003 N/A N/A
1994-1991 3.1V6 920-1005 N/A N/A
1980-1976 3.8V6 920-1037 N/A N/A
1979-1978 5.0V8 920-1003 N/A N/A
Sunburst
1988-1985 1514 920-1085 N/A N/A
Sunfire
2005-2002 2214 921-2047 N/A N/A
2002-1995 2214 920-1005 N/A N/A
1995 2314 920-1022 900-P2032 900-P2032-4
2002-1996 2414 920-1022 900-P2032 900-P2032-4
T1000
1987-1985 1.6L4 920-1004 N/A N/A
1984-1981 1.6L4 920-1083 N/A N/A
Tempest
1989-1987 20L4 920-1005 N/A N/A
1991-1990 2214 920-1005 N/A N/A
1963-1961 3214 920-1001 N/A N/A
1965-1964 35L6 920-1001 N/A N/A
1967-1965 3.8L6 920-1001 N/A N/A
1970-1968 4116 920-1001 N/A N/A
1989-1987 2.8V6 920-1005 N/A N/A
1991-1990 3.1V6 920-1005 N/A N/A
1962-1961 35V8 920-1001 N/A N/A
1967-1963 53V8 920-1001 N/A N/A
1970-1968 5.7V8 920-1001 N/A N/A
1961 6.4 V8 920-1001 N/A N/A
1970-1968 6.6 V8 920-1001 N/A N/A
Torrent
2009-2006 34V6 920-1066 N/A N/A
Trans Sport
1995-1990 3.1V6 920-1004 N/A N/A
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Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
PONTIAC (Cont'd.
Trans Sport (Cont'd.)
1998-1996 3.4 V6 920-1005 N/A N/A
1995-1992 3.8V6 920-1005 N/A N/A
Ventura
1977 2514 920-1003 N/A N/A
1976-1975 4116 920-1083 N/A N/A
1974-1971 4116 920-1001 N/A N/A
1977 3.8V6 920-1037 N/A N/A
1976-1975 43V8 920-1037 N/A N/A
1977 49V8 920-1037 N/A N/A
1977 5.0V8 920-1003 N/A N/A
1973-1971 5.0V8 920-1001 N/A N/A
1977 5.7V8 920-1003 N/A N/A
1976-1975 5.7V8 920-1037 N/A N/A
1974-1971 5.7V8 920-1001 N/A N/A
1961-1960 6.4 V8 920-1001 N/A N/A
1961 6.9V8 920-1001 N/A N/A
Vibe
2006-2003 1.8 L4 921-2121 N/A N/A
356C
1965 1.6 H4 920-1017 N/A N/A
356SC
1965 1.6 H4 920-1017 N/A N/A
911
1967-1965 2.0 H6 920-1017 N/A N/A
2001-1999 3.4 H6 N/A N/A 900-P2028-6
2001-1999 3.4 H6 GAS N/A 900-P2028 N/A
2001-1999 3.4 H6 GAS, FI N/A 900-P2028 N/A
2012-2009 3.6 H6 N/A 900-P2059 900-P2059-6
2008-2002 3.6 H6 N/A N/A 900-P2027-6
2008-2002 3.6 H6 GAS N/A 900-P2027 N/A
2006 3.6 H6 GAS, FI, Carrera N/A 900-P2028 N/A
2005-2004 3.6 H6 GAS, FI, GT3 N/A 900-P2027 N/A
2003-2002 3.6 H6 GAS, FI, Carrera 4 N/A 900-P2027 N/A
1998-1996 3.6 H6 GAS, FI, Carrera 4 N/A 900-P2027 N/A
2013-2009 3.8 H6 N/A 900-P2059 900-P2059-6
2008-2006 3.8 H6 N/A N/A 900-P2028-6
2008-2006 3.8 H6 GAS N/A 900-P2028 N/A
2006 3.8 H6 GAS, Fl, Carrera S N/A 900-P2028 N/A
912
1969-1966 1.6 H4 920-1041 N/A N/A
1965 1.6 H4 920-1017 N/A N/A
1976 2.0 H4 920-1054 N/A N/A
914
1973-1970 1.7 H4 920-1054 N/A N/A
1975-1974 1.8 H4 920-1054 N/A N/A
1976-1973 2.0 H4 920-1054 N/A N/A
1972-1970 2.0 H6 920-1054 N/A N/A
Boxster
1999-1997 25H6 N/A N/A 900-P2028-6
1999-1997 2,5H6 GAS N/A 900-P2028 N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
PORSCHE (Cont'd.
Boxster (Cont'd.)
1999-1997 2.5H6 GAS, FI N/A 900-P2028 N/A
2008-2005 2.7H6 N/A N/A 900-P2027-6
2008-2005 2.7H6 GAS N/A 900-P2027 N/A
2006-2000 2.7H6 GAS, FI N/A 900-P2028 N/A
2004-2000 2.7H6 N/A N/A 900-P2028-6
2004-2000 2.7H6 GAS N/A 900-P2028 N/A
2012-2009 2.9H6 N/A 900-P2059 900-P2059-6
2006-2005 3.2H6 N/A N/A 900-P2027-6
2006-2005 3.2H6 GAS N/A 900-P2027 N/A
2006-2004 3.2H6 GAS, FI, S N/A 900-P2028 N/A
2004-2000 3.2H6 N/A N/A 900-P2028-6
2004-2000 3.2H6 GAS N/A 900-P2028 N/A
2004 3.2H6 GAS, FI, S Special Edition N/A 900-P2028 N/A
2003-2000 3.2H6 GAS, FI N/A 900-P2028 N/A
2010 3.4 H6 N/A 900-P2059 900-P2059-8
Cayenne
2006-2004 3.2V6 921-2100 N/A N/A
2010-2008 3.6V6 921-2100 N/A N/A
2006-2003 45V8 N/A N/A 900-P2059-8
2006-2003 45V8 GAS N/A 900-P2059 N/A
2006-2003 45V8 GAS, FI, S N/A 900-P2059 N/A
2006-2003 45V8 GAS, FI, Turbo N/A 900-P2059 N/A
2006 45V8 GAS, FI, Turbo S N/A 900-P2059 N/A
2014-2010 48V8 N/A 900-P2059 900-P2059-8
Cayman
2010 2.9H6 N/A N/A 900-P2059-6
2009 2.9H6 N/A 900-P2059 900-P2059-6
2010-2009 3.4 H6 N/A 900-P2059 900-P2059-6
Panamera
2013-2010 4.8V8 N/A N/A 900-P2059-8
. RAM
1500
2016-2013 3.6V6 Naturally Aspirated, USA 921-2193 N/A N/A
2012-2011 3.7V6 921-2133 N/A N/A
2012-2011 3.7V6 3 Req'd w/ Wire Set N/A 900-P2066 N/A
2013-2011 47V8 921-2112 N/A N/A
2015-2014 5.7V8 921-2093 N/A N/A
2013-2011 5.7V8 921-2093 900-P2035 900-P2035-8
2500
2015-2014 5.7V8 921-2093 N/A N/A
2013 5.7V8 921-2093 900-P2035 900-P2035-8
2012-2011 5.7V8 921-2093 N/A N/A
2015-2014 6.4 V8 921-2093 N/A N/A
3500
2015-2014 5.7V8 921-2093 N/A N/A
2013-2011 5.7V8 921-2093 900-P2035 900-P2035-8
2015-2014 6.4V8 921-2093 N/A N/A
4500
2014 6.4 V8 921-2093 N/A N/A
5500
2014 6.4 V8 921-2093 N/A N/A
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Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
RAM (Cont'd.
CIV
2015-2014 36V6 921-2193 N/A N/A
2013-2012 3.6V6 921-2193 900-P2085 900-P2085-6
Dakota
2011 3.7V6 921-2133 N/A N/A
2011 3.7V6 3 Req'd w/ Wire Set N/A 900-P2066 N/A
2011 47V8 921-2112 N/A N/A
ProMaster 1500
2016-2014 3.6V6 Naturally Aspirated, USA 921-2193 N/A N/A
ProMaster 2500
2016-2014 3.6V6 Naturally Aspirated, USA 921-2193 N/A N/A
ProMaster 3500
2016-2014 3.6 V6 Naturally Aspirated, USA 921-2193 N/A N/A
RENAULT
Alliance
1987-1986 1414 920-1065 N/A N/A
1987-1985 1.7L4 920-1065 N/A N/A
Encore
1986 1414 920-1065 N/A N/A
1986-1985 1.7L4 920-1065 N/A N/A
LeCar
1979 1314 Exc. Ducellier Dist. #525117A 920-1001 N/A N/A
1979 1314 SEV & Ducellier Dist. #525117A 920-1041 N/A N/A
1978-1977 1314 920-1041 N/A N/A
1980 1414 Exc. Ducellier Dist. #525117A 920-1001 N/A N/A
1980 1414 SEV & Ducellier Dist. #525117A 920-1041 N/A N/A
R5
1976 1.3L4 920-1041 N/A N/A
R10
1969-1968 1114 920-1040 N/A N/A
1967 1114 6 Volt 920-1040 N/A N/A
1967 1114 12 Volt 920-1041 N/A N/A
1971-1970 1314 920-1041 N/A N/A
1969-1968 1314 920-1040 N/A N/A
R12
1977-1971 1.6 L4 920-1041 N/A N/A
R15
1976-1972 1.6 L4 920-1041 N/A N/A
R16
1972-1970 1.6 L4 920-1041 N/A N/A
1969 1.6 L4 920-1040 N/A N/A
R17
1979-1975 1.6 L4 920-1001 N/A N/A
1974 1.6 L4 Bosch Ignition 920-1017 N/A N/A
1974 1.6 L4 Ducellier Ignition w/ External Resistor 920-1001 N/A N/A
1974 1.6 L4 Ducellier Ignition w/ Internal Resistor 920-1041 N/A N/A
1973 1.6 L4 920-1041 N/A N/A
1972 1.6 L4 Bosch Ignition 920-1017 N/A N/A
1972 1.6 L4 Ducellier Ignition 920-1001 N/A N/A
R18i
1986-1984 2214 920-1065 N/A N/A
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ROVER
2000
1971 20L4 920-1017 N/A N/A
1970-1968 20L4 920-1054 N/A N/A
3500
1980 3.5V8 920-1017 N/A N/A
3500S
1971-1969 3.5V8 920-1017 N/A N/A
SAAB
9-2X
2006 2.5H4 N/A 900-P2101 900-P2101-4
9-3
2011 20L4 921-2090 900-P2074 900-P2074-4
2010-2006 20L4 N/A 900-P2074 900-P2074-4
2009-2006 2.8V6 921-2075 900-P2087 900-P2087-6
9-3X
2011-2010 20L4 N/A 900-P2074 900-P2074-4
9-4X
2011 2.8V6 N/A N/A 900-P2078-6
2011 3.0V6 N/A N/A 900-P2078-6
9-7x
2009-2006 4216 921-2091 900-P2075 900-P2075-6
2005 4216 921-2003 N/A N/A
2009-2005 5.3V8 Delphi Ignition 920-1062 N/A N/A
2009-2005 5.3V8 Mitsubishi Ignition 920-1061 N/A N/A
2009-2008 6.0V8 Delphi Ignition 920-1062 N/A N/A
2009-2008 6.0V8 Mitsubishi Ignition 920-1061 N/A N/A
95
1968-1966 0.8L3 920-1017 N/A N/A
1970-1968 15V4 920-1054 N/A N/A
1973-1971 1.7 V4 920-1054 N/A N/A
96
1968-1966 0.8L3 920-1017 N/A N/A
1970-1968 15V4 920-1054 N/A N/A
1973-1971 1.7 V4 920-1054 N/A N/A
99
1971-1970 1.7L4 920-1017 N/A N/A
1969 1.7L4 920-1041 N/A N/A
1972-1971 1914 920-1017 N/A N/A
1977-1975 20L4 920-1054 N/A N/A
1974-1972 20L4 920-1017 N/A N/A
Monte Carlo
1967-1966 0.8L3 920-1017 N/A N/A
1967 15V4 920-1054 N/A N/A
Sonett
1967 0.8L3 920-1054 N/A N/A
1969-1968 15V4 920-1054 N/A N/A
1974-1970 1.7 V4 920-1054 N/A N/A
Astra
2009-2008 1.8 L4 921-2115 900-P2076 900-P2076-4
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Année La Application Identifier (Each) (Set)
SATURN (Cont'd.
Aura
2009-2007 2414 921-2090 900-P2071 900-P2071-4
2008-2007 3.5V6 920-1066 N/A N/A
lon
2007-2006 20L4 921-2047 900-P2074 900-P2074-4
2007 2214 921-2090 900-P2071 900-P2071-4
2006 2214 921-2047 900-P2037 900-P2037-4
2005-2003 2214 921-2047 N/A N/A
2007-2006 2414 921-2090 900-P2071 900-P2071-4
L100
2002-2001 2214 921-2047 N/A N/A
L200
2003-2001 2214 921-2047 N/A N/A
L300
2004 2214 921-2047 N/A N/A
LS
2000 2214 921-2047 N/A N/A
LS1
2000 2214 921-2047 N/A N/A
LwW1
2000 2214 921-2047 N/A N/A
LwW200
2003-2001 2214 921-2047 N/A N/A
Relay
2006-2005 3.5V6 920-1066 N/A N/A
2007-2006 3.9V6 920-1066 N/A N/A
SC
1992-1991 1914 920-1039 N/A N/A
SC1
2002-1993 1914 920-1039 N/A N/A
SC2
2002-1993 1914 920-1039 N/A N/A
Sky
2010-2007 20L4 921-2090 900-P2071 900-P2071-4
2010-2007 2414 921-2090 900-P2071 900-P2071-4
SL
2002-1991 1914 920-1039 N/A N/A
SL1
2002-1991 1914 920-1039 N/A N/A
SL2
2002-1991 1914 920-1039 N/A N/A
Swi1
1999-1993 1914 920-1039 N/A N/A
Sw2
2001-1993 1914 920-1039 N/A N/A
Vue
2007-2002 2214 921-2047 900-P2037 900-P2037-4
2010 2414 N/A 900-P2071 900-P2071-4
2009-2007 2414 921-2090 900-P2071 900-P2071-4
2009-2008 3.5 V6 920-1066 N/A N/A
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Année La Application Identifier (Each) (Set)
SCION
iM
2016 1.8L4 921-2126 N/A N/A
iQ
2015-2012 1.3L4 921-2122 N/A N/A
tC
2010 2414 921-2057 N/A N/A
2009-2005 2414 921-2057 900-P2096 900-P2096-4
2016-2015 2514 921-2122 N/A N/A
2014-2013 2514 921-2122 900-P2096 900-P2096-4
2012-2011 2514 N/A 900-P2096 900-P2096-4
XA
2006-2004 1514 921-2034 900-P2096 900-P2096-4
xB
2006-2004 15L4 921-2034 900-P2096 900-P2096-4
2015-2013 2414 Engine # OXXXXXX-6XXXXXX (Engine # BXXXXXX) (Engine 921-2057 N/A N/A
# HXXXXXX-KXXXXXX)
2015-2013 2414 Engine # CXXXXXX-GXXXXXX 921-2056 N/A N/A
2012-2009 2414 921-2056 N/A N/A
xD
2010-2008 1.8 L4 921-2126 N/A N/A
SHELBY
Cobra
1964 43V8 920-1001 N/A N/A
1965-1964 47V8 920-1001 N/A N/A
1965-1964 7.0V8 920-1001 N/A N/A
STUDEBAKER
5E11
1960 4.0L6 920-1001 N/A N/A
5E12
1960 42V8 920-1001 N/A N/A
1960 47V8 920-1001 N/A N/A
5E13
1960 42V8 920-1001 N/A N/A
1960 47V8 920-1001 N/A N/A
5E13D
1960 42V8 920-1001 N/A N/A
1960 47V8 920-1001 N/A N/A
6ES5
1961-1960 2816 920-1001 N/A N/A
6E11
1961 2816 920-1001 N/A N/A
6E12
1961 42V8 920-1001 N/A N/A
1961 47V8 920-1001 N/A N/A
6E13
1961 42V8 920-1001 N/A N/A
1961 47V8 920-1001 N/A N/A
6E13D
1961 42V8 920-1001 N/A N/A
1961 47V8 920-1001 N/A N/A
TES
1962 2,816 920-1001 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
STUDEBAKER (Cont'd.

TE7

1962 42V8 920-1001 N/A N/A

1962 47V8 920-1001 N/A N/A
7E11

1962 2816 920-1001 N/A N/A
7E12

1962 42V8 920-1001 N/A N/A

1962 4.7V8 920-1001 N/A N/A
7E12D

1962 42V8 920-1001 N/A N/A

1962 4.7V8 920-1001 N/A N/A
7E13

1962 42V8 920-1001 N/A N/A

1962 4.7V8 920-1001 N/A N/A
7E13D

1962 42V8 920-1001 N/A N/A

1962 4.7V8 920-1001 N/A N/A
8ES5

1964-1963 2816 920-1001 N/A N/A
8E6

1964-1963 2816 920-1001 N/A N/A
8E7

1964-1963 42V8 920-1001 N/A N/A

1964-1963 4.7V8 920-1001 N/A N/A
8E7D

1964-1963 42V8 920-1001 N/A N/A

1964-1963 4.7V8 920-1001 N/A N/A
8E10

1964-1963 2816 920-1001 N/A N/A
8E11

1964-1963 2816 920-1001 N/A N/A
8E12

1964-1963 42V8 920-1001 N/A N/A

1964-1963 4.7V8 920-1001 N/A N/A
8E12D

1964-1963 42V8 920-1001 N/A N/A

1964-1963 4.7V8 920-1001 N/A N/A
8E13

1964-1963 42V8 920-1001 N/A N/A

1964-1963 4.7V8 920-1001 N/A N/A
8E14

1964-1963 42V8 920-1001 N/A N/A

1964-1963 4.7V8 920-1001 N/A N/A
8E15

1964-1963 42V8 920-1001 N/A N/A

1964-1963 4.7V8 920-1001 N/A N/A
Avanti

1964-1963 47V8 920-1001 N/A N/A

1964-1963 5.0V8 920-1001 N/A N/A
Challenger

1964 2816 920-1001 N/A N/A

1964 4.2V8 920-1001 N/A N/A

200



NWValker

walkerproducts.com

Application Guide

Year
Ao
Année

Eng.
Lit/
La

STUDEBAKER (Cont'd.

Challenger (Cont'd.)
1964 47V8
1964 5.0V8

Champ
1964-1960 2816
1960 4016
1964-1960 428
1964-1960 48V8

Commander
1964 2816
1966-1965 3216
1966 3816
1964 42V8
1966-1965 46V8
1964 47V8
1964 50V8

Cruiser
1964-1962 2816
1966-1965 3216
1966 3816
1964-1962 428
1966-1965 46V8
1964-1962 47V8
1964-1963 5.0V8

Daytona
1964-1962 2816
1966-1965 3216
1966 3816
1964-1962 42V8
1966-1965 46V8
1964-1962 47V8
1964-1963 50V8

Gran
1964-1962 2816
1963 428
1963-1962 47V8

Hawk
1964-1960 2816
1964-1960 42V8
1964-1960 47V8
1964-1963 5.0V8

Lark
1964-1960 2816
1964-1960 42V8
1964-1960 47V8
1964-1963 5.0V8

Taxi
1964-1962 2816

Wagonaire
1966 3216
1966 3816
1966 46V8

Application Identifier
Identificador de Aplicacion
Application Identifier

ThunderSpark™ ThunderSpark™ ThunderSpark™
COP Boots
(Each)

Ignition Coils

920-1001
920-1001

920-1001
920-1001
920-1001
920-1001

920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001

920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001

920-1001
920-1001
920-1001
920-1001
920-1001
920-1001
920-1001

920-1001
920-1001
920-1001

920-1001
920-1001
920-1001
920-1001

920-1001
920-1001
920-1001
920-1001

920-1001

920-1001

920-1001
920-1001

N/A
N/A

N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A

N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A

N/A

N/A

N/A
N/A

COP Boots

(Set)

N/A
N/A

N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A

N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A

N/A
N/A

N/A
N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
SUBARU
360
1970 0412 920-1041 N/A N/A
1969-1968 0412 920-1054 N/A N/A
B9 Tribeca
2007-2006 3.0 H6 N/A 900-P2039 900-P2039-6
Baja
2006-2004 25H4 EJ255 N/A N/A 900-P2101-4
2006-2004 25H4 GAS N/A 900-P2101 N/A
2006-2003 25H4 920-1049 N/A N/A
Brat
1980 1.6 H4 920-1001 N/A N/A
1979 1.6 H4 Breaker Point Ignition 920-1054 N/A N/A
1979 1.6 H4 Electronic Ignition 920-1001 N/A N/A
1978 1.6 H4 920-1001 N/A N/A
1982-1980 1.8 H4 920-1001 N/A N/A
Deluxe
1972 1.3 H4 920-1054 N/A N/A
DL
1976-1974 1.4 H4 920-1054 N/A N/A
1973 1.4 H4 920-1017 N/A N/A
1984-1980 1.6 H4 920-1001 N/A N/A
1979-1977 1.6 H4 Breaker Point Ignition 920-1054 N/A N/A
1979-1977 1.6 H4 Electronic Ignition 920-1017 N/A N/A
1976 1.6 H4 920-1054 N/A N/A
1987-1980 1.8 H4 920-1001 N/A N/A
FE
1979 1.6 H4 Breaker point Ignition 920-1054 N/A N/A
1979 1.6 H4 Electronic Ignition 920-1017 N/A N/A
Forester
2010-2004 25H4 EJ255 N/A N/A 900-P2101-4
2010-2004 25H4 GAS N/A 900-P2101 N/A
2004-1999 25H4 920-1049 N/A N/A
GF
1976-1975 1.4 H4 Breaker point Ignition 920-1054 N/A N/A
1979-1977 1.6 H4 Electronic Ignition 920-1017 N/A N/A
1979-1976 1.6 H4 Breaker point Ignition 920-1054 N/A N/A
GL
1975-1974 1.4 H4 920-1054 N/A N/A
1987-1986 1.6 H4 920-1001 N/A N/A
1980 1.6 H4 920-1001 N/A N/A
1979 1.6 H4 920-1017 N/A N/A
1987-1980 1.8 H4 920-1001 N/A N/A
GL-10
1987-1985 1.8 H4 920-1001 N/A N/A
GLF
1980 1.6 H4 920-1001 N/A N/A
1982-1980 1.8 H4 920-1001 N/A N/A
Impreza
1997-1995 1.8 H4 Naturally Aspirated 920-1108 N/A N/A
2005-2003 2.0 H4 921-2127 900-P2108 900-P2108-4
2001-1999 2.2H4 920-1049 N/A N/A
2014-2006 2.5H4 EJ255 N/A N/A 900-P2101-4
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
SUBARU (Cont'd.
Impreza (Cont'd.)
2014-2004 25H4 GAS N/A 900-P2101 N/A
2004-1999 25H4 920-1049 N/A N/A
Legacy
1999 22H4 920-1049 N/A N/A
2009-2005 25H4 EJ255 N/A N/A 900-P2101-4
2009-2005 25H4 GAS N/A 900-P2101 N/A
2005 25H4 EJ253, Eng. Desg. EJ253Calif. ESV 920-1049 N/A N/A
2004-1999 25H4 920-1049 N/A N/A
2009-2008 3.0H6 N/A 900-P2039 900-P2039-6
Outback
2009-2005 25H4 EJ255 N/A N/A 900-P2101-4
2009-2005 25H4 GAS N/A 900-P2101 N/A
2005-2000 25H4 920-1049 N/A N/A
2009-2001 3.0H6 N/A 900-P2039 900-P2039-6
Standard
1976 1.4 H4 920-1054 N/A N/A
1987-1977 1.6 H4 920-1001 N/A N/A
1987 1.8 H4 920-1001 N/A N/A
1982-1981 1.8 H4 920-1001 N/A N/A
Star
1971 1.1H4 920-1054 N/A N/A
1972 1.3 H4 920-1054 N/A N/A
Tribeca
2009-2008 3.6 H6 N/A 900-P2039 900-P2039-6
XT
1987-1985 1.8 H4 920-1001 N/A N/A
Alpine
1967 1714 920-1041 N/A N/A
Rapier
1967 1714 920-1041 N/A N/A
Aerio
2003-2002 20L4 921-2046 900-P2052 900-P2052-4
2007-2006 2314 N/A 900-P2052 900-P2052-4
2005-2004 2314 921-2046 900-P2052 900-P2052-4
Equator
2012-2009 2514 N/A 900-P2098 900-P2098-4
2012-2009 4.0 V6 921-2023 900-P2098 900-P2098-6
Esteem
2001-1999 1.6L4 2 Req'd w/ Wire Set N/A 900-P2051 N/A
2000-1999 1.6L4 921-2050 N/A N/A
2002-2000 1814 921-2046 900-P2052 900-P2052-4
1999 1814 921-2046 N/A N/A
Forenza
2008-2004 20L4 920-1026 N/A N/A
Grand Vitara
2013-2009 2414 Naturally Aspirated 921-2163 N/A N/A
2011-2009 2414 N/A 900-P2109 900-P2109-4
2005-1999 2.5V6 921-2046 900-P2052 900-P2052-6
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
SUZUKI (Cont'd.
Grand Vitara (Cont'd.)
2008-2006 2.7V6 921-2131 900-P2086 900-P2086-6
2010-2009 32V6 921-2109 N/A N/A
Kizashi
2013 2414 921-2163 N/A N/A
2012-2010 2414 921-2163 900-P2109 900-P2109-4
Reno
2008-2005 20L4 920-1026 N/A N/A
Samurai
1989-1985 1314 920-1001 N/A N/A
Sidekick
1989 1314 920-1001 N/A N/A
1990-1989 1.6L4 920-1001 N/A N/A
1998 1814 921-2046 N/A N/A
1997-1996 1814 921-2061 N/A N/A
Swift
2001-1999 1314 921-2124 N/A N/A
2001-1999 1314 2 Req'd w/ Wire Set N/A 900-P2052 N/A
1994-1991 1314 920-1103 N/A N/A
1994-1989 1314 DOHC 920-1103 N/A N/A
SX4
2013 20L4 921-2163 N/A N/A
2012-2010 20L4 921-2163 900-P2109 N/A
2009-2007 20L4 921-2131 900-P2103 900-P2103-4
Verona
2006-2004 2516 N/A 900-P2053 900-P2053-6
Vitara
2002-1999 1.6L4 2 Req'd w/ Wire Set N/A 900-P2052 N/A
2001-1999 1.6L4 921-2124 N/A N/A
2003-2002 20L4 921-2046 900-P2052 900-P2052-4
2001 20L4 921-2046 N/A N/A
2000-1999 20L4 921-2046 900-P2052 900-P2052-4
2004 25V6 921-2046 900-P2052 900-P2052-6
XL-7
2006-2002 2.7V6 921-2046 900-P2052 900-P2052-6
2009-2007 3.6 V6 921-2109 N/A 900-P2078-6
TOYOTA
4Runner
1995-1993 2414 920-1070 N/A N/A
1992-1988 2414 920-1001 N/A N/A
1984 2414 920-1042 N/A N/A
2010 2.7L4 921-2056 N/A N/A
2000-1997 2714 920-1045 N/A N/A
1996 2.7L4 920-1019 N/A N/A
1995-1992 3.0V6 920-1070 N/A N/A
1991-1989 3.0V6 From 05-89 920-1087 N/A N/A
1989-1988 3.0V6 To 04-89 920-1001 N/A N/A
2002-1996 3.4 V6 921-2009 N/A N/A
2002-1996 3.4 V6 3 Req'd w/ Wire Set N/A 900-P2004 N/A
2016-2014 40V6 921-2122 N/A N/A
2013-2010 40V6 921-2122 900-P2096 900-P2096-6
2009-2003 4.0 V6 921-2056 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
TOYOTA (Cont'd.
4Runner (Cont'd.)
2009-2003 4.7V8 921-2010 900-P2096 900-P2096-8
Avalon
2016-2015 2514 921-2122 N/A N/A
2014 2514 921-2122 N/A 900-P2096-4
2013 2514 N/A 900-P2096 900-P2096-4
2004-2000 3.0V6 921-2015 N/A N/A
1999-1996 3.0V6 921-2008 N/A N/A
1999-1996 3.0V6 3 Req'd w/ Wire Set N/A 900-P2009 N/A
1995 3.0V6 921-2165 900-P2003 900-P2003-6
Camry
1991-1983 20L4 920-1028 N/A N/A
2001-1997 2214 920-1045 N/A N/A
1996 2214 920-1070 N/A N/A
1995-1994 2214 Calif-ESV 920-1070 N/A N/A
1995-1994 2214 Exc. Calif-ESV 920-1019 N/A N/A
1993-1992 2214 920-1019 N/A N/A
2011-2007 2414 Exc.Japan Built Vehicle 921-2056 N/A N/A
2011-2007 2414 Japan Built Vehicle 921-2057 N/A N/A
2006 2414 From 11/2005 921-2057 N/A N/A
2006 2414 To 11/2005 921-2056 N/A N/A
2005 2414 921-2057 N/A N/A
2003-2002 2414 921-2057 N/A N/A
2016-2015 2514 921-2122 N/A N/A
2014-2010 2514 921-2122 900-P2096 900-P2096-4
1991-1988 25V6 920-1087 N/A N/A
2006-2002 3.0V6 921-2015 N/A N/A
2001-1996 3.0V6 921-2008 N/A N/A
2001-1996 3.0V6 3 Req'd w/ Wire Set N/A 900-P2009 N/A
1995-1994 3.0V6 N/A 900-P2003 900-P2003-6
1995 3.0V6 Naturally Aspirated, USA 921-2165 N/A N/A
2006-2005 33V6 Exc.Japan Built Vehicle 921-2094 N/A N/A
2006-2005 33V6 Japan Built 921-2134 N/A N/A
2004 33V6 921-2134 N/A N/A
Carina
1973-1972 1.6 L4 920-1001 N/A N/A
Celica
1993-1990 1.6L4 920-1028 N/A N/A
2005-2000 1814 GT 921-2013 N/A N/A
2005-2000 1814 GTS 921-2121 N/A N/A
1997-1996 1814 920-1019 N/A N/A
1995-1994 1814 920-1085 N/A N/A
1971 1914 920-1001 N/A N/A
1993-1992 2.0L4 Turbocharged 920-1070 N/A N/A
1989-1986 20L4 920-1028 N/A N/A
1974-1972 2014 920-1001 N/A N/A
1995-1993 2214 920-1019 N/A N/A
1992 2214 Convertible, Convertible 920-1070 N/A N/A
1992 2214 Hatchback, Coupe or Hatchback 920-1019 N/A N/A
1991-1990 2214 920-1070 N/A N/A
1980-1975 2214 920-1001 N/A N/A
1984-1983 2414 920-1001 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
TOYOTA (Cont'd.

Celica (Cont'd.)
1982-1981 2414 920-1042 N/A N/A
1983 2816 920-1001 N/A N/A

Corolla
1969-1968 1114 920-1041 N/A N/A
1979-1973 1214 920-1001 N/A N/A
1972 1214 External Resistor 920-1017 N/A N/A
1972 1214 Internal Resistor 920-1054 N/A N/A
1971 1214 920-1017 N/A N/A
1970-1969 1214 920-1041 N/A N/A
1997-1996 1.6L4 920-1019 N/A N/A
1995-1993 1.6L4 920-1085 N/A N/A
1992-1983 1.6L4 920-1028 N/A N/A
1989-1986 1.6L4 SOHC - Coil Mounted In Dist. 920-1085 N/A N/A
1979-1974 1.6L4 920-1001 N/A N/A
1973 1.6L4 920-1017 N/A N/A
1972 16L4 External Resistor 920-1017 N/A N/A
1972 16L4 Internal Resistor 920-1054 N/A N/A
1971 1.6L4 920-1017 N/A N/A
2016-2009 1814 921-2126 N/A N/A
2008-2007 1814 921-2013 N/A N/A
2006-2005 1814 CE 921-2013 N/A N/A
2006-2005 1814 LE 921-2013 N/A N/A
2006-2005 1814 S 921-2013 N/A N/A
2006-2005 1814 XRS 921-2121 N/A N/A
2004-2000 1814 921-2013 N/A N/A
1999-1998 1814 920-1076 N/A N/A
1997-1995 1814 920-1019 N/A N/A
1994-1993 1814 920-1085 N/A N/A
1982-1981 1814 920-1001 N/A N/A
1980 1814 920-1042 N/A N/A
2010-2009 2414 OE #90919-A2001 921-2056 N/A N/A
2010-2009 2414 OE #90919-02244 921-2057 N/A N/A

Corona
1971-1970 1914 External Resistor 920-1001 N/A N/A
1971-1970 1914 Internal Resistor 920-1041 N/A N/A
1969 1914 920-1001 N/A N/A
1968-1967 1914 920-1041 N/A N/A
1974-1972 20L4 920-1001 N/A N/A
1980-1975 2214 920-1001 N/A N/A
1982-1981 2414 920-1001 N/A N/A
1972 2316 920-1001 N/A N/A
1973 26L6 920-1001 N/A N/A

Cressida
1979-1978 26L6 920-1001 N/A N/A
1984-1983 2816 920-1042 N/A N/A

Crown
1967 1914 920-1001 N/A N/A
1971-1967 2316 920-1001 N/A N/A
1972-1971 2616 920-1001 N/A N/A

Echo
2005-2000 1514 921-2034 N/A N/A
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Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
TOYOTA (Cont'd.
FJ Cruiser
2014-2013 40V6 921-2122 900-P2096 900-P2096-6
2012 4.0V6 N/A 900-P2096 900-P2096-6
2011-2010 40V6 921-2122 900-P2096 900-P2096-6
2009-2007 4.0 V6 921-2056 N/A N/A
Highlander
2007 2414 921-2057 N/A N/A
2006 2414 From 09/2005 921-2056 N/A N/A
2006 2414 To 09/2005 921-2057 N/A N/A
2005-2001 2414 921-2057 N/A N/A
2016-2015 2714 921-2122 N/A N/A
2014-2010 2714 921-2122 900-P2096 900-P2096-4
2009 2714 N/A 900-P2096 900-P2096-4
2003-2001 3.0V6 921-2015 N/A N/A
2010-2004 33V6 921-2134 N/A N/A
2016-2014 35V6 921-2089 N/A N/A
2013-2011 35V6 921-2089 900-P2094 900-P2094-6
Land Cruiser
1974-1972 3916 920-1001 N/A N/A
1971-1967 3916 920-1041 N/A N/A
1992-1990 40L6 920-1087 N/A N/A
1987-1975 4216 920-1001 N/A N/A
2007-1998 4.7V8 921-2010 900-P2096 900-P2096-8
2016-2015 5.7V8 921-2122 N/A N/A
2014-2013 5.7V8 921-2122 900-P2096 900-P2096-8
2011-2008 5.7V8 921-2122 900-P2096 900-P2096-8
Mark Il
1972 2014 920-1001 N/A N/A
1972 2316 920-1001 N/A N/A
1976-1973 26L6 920-1001 N/A N/A
Matrix
2010-2009 1814 921-2126 N/A N/A
2008-2007 1814 921-2013 N/A N/A
2006-2003 1814 Base 921-2013 N/A N/A
2006-2003 1814 XR 921-2013 N/A N/A
2006-2003 1814 XRS 921-2121 N/A N/A
2013 2414 921-2057 N/A N/A
2012-2011 2414 921-2056 N/A N/A
2010-2009 2414 OE #90919-A2001 921-2056 N/A N/A
2010-2009 2414 OE #90919-02244 921-2057 N/A N/A
MR2
1995-1993 20L4 920-1070 N/A N/A
1992-1991 20L4 To 01/92 920-1087 N/A N/A
1992 2014 From 01/92 920-1070 N/A N/A
1995-1993 2214 920-1019 N/A N/A
1992 2214 Coil Inside Distributor 920-1019 N/A N/A
1992 2214 Coil Outside Distributor 920-1070 N/A N/A
1991 2214 920-1070 N/A N/A
MR2 Spyder
2005-2000 1814 921-2013 N/A N/A
Paseo
1999-1996 1.514 2 Reg'd w/ Wire Set N/A 900-P2014 N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
TOYOTA (Cont'd.
Paseo (Cont'd.)
1998-1996 1514 921-2044 N/A N/A
1995 1514 Calif-ESV 921-2044 N/A N/A
1995 1514 Exc. Calif-ESV 920-1019 N/A N/A
1994-1992 1514 920-1019 N/A N/A
Pickup
1971 1914 920-1001 N/A N/A
1970-1969 1914 External Resistor 920-1001 N/A N/A
1970-1969 1914 Internal Resistor 920-1041 N/A N/A
1966 1914 920-1001 N/A N/A
1974-1972 20L4 920-1001 N/A N/A
1980-1975 2214 920-1001 N/A N/A
1995-1993 2414 920-1070 N/A N/A
1992-1990 2414 920-1001 N/A N/A
1989-1981 2414 920-1042 N/A N/A
1995-1992 3.0V6 920-1070 N/A N/A
1991-1988 3.0V6 920-1087 N/A N/A
Prius
2009-2001 1514 921-2034 N/A N/A
2016-2010 1814 921-2126 N/A N/A
Prius V
2016-2012 1814 921-2126 N/A N/A
RAV4
2003-2001 20L4 921-2057 N/A N/A
2000-1998 20L4 920-1045 N/A N/A
2008-2004 2414 921-2057 N/A N/A
2016-2015 2514 921-2122 N/A N/A
2014-2013 25014 921-2122 900-P2096 900-P2096-4
2012-2011 2514 N/A 900-P2096 900-P2096-4
2010 25014 921-2122 900-P2096 900-P2096-4
2009 2514 N/A 900-P2096 900-P2096-4
Sequoia
2012-2010 46V8 921-2122 900-P2096 900-P2096-8
2009-2005 47V8 921-2010 900-P2096 900-P2096-8
2004 47V8 921-2010 N/A N/A
2003-2001 47V8 921-2010 900-P2096 900-P2096-8
2016-2015 5.7V8 921-2122 N/A N/A
2014-2008 5.7V8 921-2122 900-P2096 900-P2096-8
Sienna
2013 2714 N/A 900-P2096 900-P2096-4
2012-2011 2714 921-2122 900-P2096 900-P2096-4
2003-2002 3.0V6 921-2015 N/A N/A
2001 3.0V6 From 08/2000 921-2015 N/A N/A
2001 3.0V6 To 08/2000 921-2008 N/A N/A
2000-1998 3.0V6 921-2008 N/A N/A
2000-1998 3.0V6 3 Req'd w/ Wire Set N/A 900-P2009 N/A
2006-2004 3.3V6 921-2094 N/A N/A
2007 35V6 921-2089 N/A N/A
Solara
2001-1999 2214 920-1045 N/A N/A
2008 2414 921-2056 N/A N/A
2007 2414 From 05/2006 921-2056 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
TOYOTA (Cont'd.
Solara (Cont'd.)
2003-2002 2414 921-2057 N/A N/A
2003-1999 3.0V6 921-2008 N/A N/A
2003-1999 3.0V6 3 Req'd w/ Wire Set N/A 900-P2009 N/A
2008-2007 3.3V6 Exc.Japan Built Part 921-2094 N/A N/A
2008-2007 33V6 Japan Built Part 921-2134 N/A N/A
2006-2004 33V6 921-2094 N/A N/A
Starlet
1984-1981 1314 920-1001 N/A N/A
Stout
1968-1965 1914 920-1001 N/A N/A
Supra
1998-1993 3.0L6 Turbocharged N/A N/A 900-P2067-6
1998 3.0L6 920-1048 900-P2067 N/A
1997-1993 3.0L6 N/A 900-P2067 N/A
T100
1998-1994 2714 920-1019 N/A N/A
1994-1993 3.0V6 920-1070 N/A N/A
1998-1995 34V6 921-2009 N/A N/A
1998-1995 34V6 3 Req'd w/ Wire Set N/A 900-P2004 N/A
Tacoma
2004-2001 2414 921-2071 N/A N/A
2000 2414 Calif-ESV 921-2071 N/A N/A
2000 2414 Exc. Calif-ESV 920-1045 N/A N/A
1999-1998 2414 920-1045 N/A N/A
1997-1995 2414 920-1019 N/A N/A
2016-2014 2714 921-2056 N/A N/A
2010-2005 2714 921-2056 N/A N/A
2004-2001 2714 921-2071 N/A N/A
2000 2714 Calif-ESV 921-2071 N/A N/A
2000 2714 Exc. Calif-ESV 920-1045 N/A N/A
1999-1997 2714 920-1045 N/A N/A
1996-1995 2714 920-1019 N/A N/A
2004-1995 34V6 921-2009 N/A N/A
2004-1995 34V6 3 Req'd w/ Wire Set N/A 900-P2004 N/A
2015-2005 4.0 V6 921-2056 N/A N/A
Tercel
1999-1995 1514 2 Req'd w/ Wire Set N/A 900-P2014 N/A
1998-1995 1514 921-2044 N/A N/A
1994-1988 1514 920-1019 N/A N/A
1990 1514 920-1028 N/A N/A
1987-1983 1514 920-1028 N/A N/A
1987 1514 Canada - Wagon 920-1085 N/A N/A
1987 1514 U.S. Models 920-1019 N/A N/A
1982-1981 1514 CAN 920-1042 N/A N/A
1982-1981 1514 USA 920-1001 N/A N/A
Tundra
2004-2000 34V6 921-2009 N/A N/A
2004-2000 34V6 3 Req'd w/ Wire Set N/A 900-P2004 N/A
2014 4.0V6 921-2122 N/A N/A
2013-2011 4.0 V6 N/A 900-P2096 900-P2096-6
2011-2010 4.0 V6 To 10/2010 921-2056 N/A N/A
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Year Eng. Application Identifier
Aio Lit/ Identificador de Aplicacion
Année La Application Identifier
TOYOTA (Cont'd.

Tundra (Cont'd.)
2011 40V6 From 10/2010
2009-2005 4.0V6
2016-2014 46V8
2013-2010 46V8
2009-2000 47V8
2016-2015 5.7V8
2014-2007 5.7V8

Van
1985-1984 20L4
1989-1986 2214

Van Wagon
1988 2214

Venza
2015 2714
2014-2010 2714
2009 2714

Yaris
2016-2007 1514

TRIUMPH

GT6
1973-1968 20L6
1967 20L6

Spitfire
1967-1965 1114
1972-1968 1314
1980-1976 1514
1975 15L4 Breaker Point Ignition
1975 15L4 Electronic Ignition
1974-1973 1514

Stag
1973-1971 3.0V8

TR4A
1967-1965 2114

TR6
1976-1973 2516
1972-1969 2516

TR7
1982 20L4 CAN
1981-1980 20L4 Delco Ignition
1981-1980 20L4 Lucas Ignition
1979-1975 20L4

TR250
1968 2516

411
1972-1971 1.7 H4

412
1974-1973 1.7 H4
1974 1.8 H4

ThunderSpark™ ThunderSpark™ ThunderSpark™
COP Boots
(Each)

Ignition Coils

COP Boots
(Set)

921-2122 N/A NIA
921-2056 N/A NIA
921-2122 N/A NIA
921-2122 900-P2096 900-P2096-8
921-2010 900-P2096 900-P2096-8
921-2122 N/A NIA
921-2122 900-P2096 900-P2096-8
920-1028 N/A NIA
920-1028 N/A NIA
920-1028 N/A NIA
921-2122 N/A NIA
921-2122 900-P2096 900-P2096-4
N/A 900-P2096 900-P2096-4
921-2034 N/A N/A
920-1054 N/A NIA
920-1041 N/A NIA
920-1054 N/A NIA
920-1054 N/A NIA
920-1017 N/A NIA
920-1054 N/A NIA
920-1017 N/A NIA
920-1054 N/A NIA
920-1041 N/A NIA
920-1054 N/A NIA
920-1017 N/A NIA
920-1054 N/A NIA
920-1017 N/A NIA
920-1041 N/A NIA
920-1017 N/A NIA
920-1041 N/A NIA
920-1054 N/A N/A

VOLKSWAGEN

920-1054 N/A N/A
920-1054 N/A N/A
920-1054 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
VOLKSWAGEN (Cont'd.
Beetle
1966-1961 1.2H4 920-1040 N/A N/A
1966 1.3 H4 920-1040 N/A N/A
1969-1967 1.5H4 12 Volt - Internal Resistor 920-1054 N/A N/A
1969 1.5 H4 12 Volt - External Resistor 920-1017 N/A N/A
1967 1.5H4 6 Volt 920-1040 N/A N/A
1967 1.5 H4 12 Volt - External Resistor 920-1017 N/A N/A
1979-1970 1.6 H4 External Resistor 920-1017 N/A N/A
1979-1970 1.6 H4 Internal Resistor 920-1054 N/A N/A
2005-2002 1814 921-2027 N/A N/A
2001 1814 From Chassis/VIN 1c-1-400 001 921-2027 N/A N/A
2001 1814 To Chassis/VIN 1C-Y-499-999 921-2016 N/A N/A
2000-1999 1814 921-2016 N/A N/A
2005-2002 20L4 920-1068 N/A N/A
2001 2.0L4 4 Terminal connector 920-1053 N/A N/A
2001 2.0L4 6 Terminal connector 920-1068 N/A N/A
2000-1998 20L4 920-1053 N/A N/A
2014-2012 2515 921-2110 N/A N/A
2010-2006 2515 921-2110 N/A N/A
Cabriolet
1993-1991 1814 920-1071 N/A N/A
Campmobile
1971-1968 1.6 H4 920-1054 N/A N/A
1973-1972 1.7H4 920-1054 N/A N/A
1974 1.8 H4 920-1054 N/A N/A
cC
2016-2010 2014 921-2110 N/A N/A
2009 20L4 To 09/02/2008 921-2110 N/A N/A
Dasher
1975-1974 1514 920-1017 N/A N/A
1980-1976 1.6 L4 920-1017 N/A N/A
Eos
2016-2007 2014 921-2110 N/A N/A
2007 32V6 921-2100 N/A N/A
EuroVan
2001-1999 2.8V6 920-1079 N/A N/A
1997 2.8V6 920-1079 N/A N/A
Fastback
1973-1971 1.6 H4 External Resistor 920-1017 N/A N/A
1973-1971 1.6 H4 Internal Resistor 920-1054 N/A N/A
1970-1968 1.6 H4 920-1054 N/A N/A
1967-1966 1.6 H4 6 Volt 920-1040 N/A N/A
1967-1966 1.6 H4 12 Volt 920-1054 N/A N/A
Fox
1993-1991 1814 920-1071 N/A N/A
Golf
2006-2002 1814 921-2027 N/A N/A
2001 1814 AWD 921-2016 N/A N/A
2001 1814 AWW 921-2027 N/A N/A
2000 1814 921-2016 N/A N/A
1995-1991 1814 920-1071 N/A N/A
2013-2012 2014 921-2110 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)

VOLKSWAGEN (Cont'd.

Golf (Cont'd.)
2006-2002 20L4 920-1068 N/A N/A
2001 2.0L4 4 Terminal connector 920-1053 N/A N/A
2001 2.0L4 6 Terminal connector 920-1068 N/A N/A
2000-1999 20L4 920-1053 N/A N/A
1995-1993 20L4 920-1071 N/A N/A
2014-2010 2515 921-2110 N/A N/A
2005-2003 28V6 921-2079 N/A N/A
2002 2.8V6 COP |Ignition Coil 921-2079 N/A N/A
2002 2.8 V6 Distributorless Ignition Coil 920-1079 N/A N/A
2001-1995 2.8V6 920-1079 N/A N/A
2004 3.2V6 921-2100 N/A N/A

GTI
2009 20L4 To Chassis/VIN 1K-9W 124419 921-2110 N/A N/A
2008-2006 20L4 921-2110 N/A N/A

Jetta
1980 1.6L4 920-1017 N/A N/A
2005-2002 1814 921-2027 N/A N/A
2001 1814 AWD 921-2016 N/A N/A
2001 1814 AWW 921-2027 N/A N/A
2000 1814 921-2016 N/A N/A
1995-1994 1814 920-1071 N/A N/A
1992-1991 1814 920-1071 N/A N/A
2015-2013 20L4 920-1053 N/A N/A
2012 20L4 COP Ignition Coil 921-2110 N/A N/A
2012 20L4 Distributorless Ignition Coil 920-1053 N/A N/A
2011 20L4 920-1053 N/A N/A
2010-2006 20L4 921-2110 N/A N/A
2005-2002 20L4 920-1068 N/A N/A
2001 2.0L4 4 Terminal connector 920-1053 N/A N/A
2001 2.0L4 6 Terminal connector 920-1068 N/A N/A
2000-1999 20L4 920-1053 N/A N/A
1994-1993 20L4 920-1071 N/A N/A
2014-2005 2515 921-2110 N/A N/A
2004-2003 2.8V6 921-2079 N/A N/A
2002 2.8V6 COP Ignition Coil 921-2079 N/A N/A
2002 2.8 V6 Distributorless Ignition Coil 920-1079 N/A N/A
2001-1995 28V6 920-1079 N/A N/A

Karmann Ghia
1965-1960 1.2 H4 920-1040 N/A N/A
1966 1.3 H4 920-1040 N/A N/A
1969-1968 1.5 H4 920-1054 N/A N/A
1967 1.5H4 6 Volt 920-1040 N/A N/A
1967 1.5H4 12 Volt - External Resistor 920-1017 N/A N/A
1967 1.5H4 12 Volt - Internal Resistor 920-1054 N/A N/A
1974-1970 1.6 H4 920-1054 N/A N/A

Passat
2005-2002 1814 921-2027 N/A N/A
2001-2000 1814 AUG 921-2027 N/A N/A
2000 1814 ATW 921-2016 N/A N/A
1999-1998 1814 921-2069 900-P2011 900-P2011-4
2009 2014 To 09/02/2008 921-2110 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)

VOLKSWAGEN (Cont'd.
Passat (Cont'd.)

2008-2006 20L4 921-2110 N/A N/A

2014-2012 2515 921-2110 N/A N/A

2005-1998 2.8V6 920-1050 N/A N/A

1997-1995 2.8V6 920-1079 N/A N/A

2008-2006 36V6 921-2100 N/A N/A
R32

2008 32V6 921-2100 N/A N/A
Rabbit

1980-1978 1514 920-1017 N/A N/A

1975 1514 920-1017 N/A N/A

1980 1.6L4 920-1017 N/A N/A

1977-1976 1.6L4 920-1017 N/A N/A

2009-2006 2515 921-2110 N/A N/A
Rabbit Convertible

1980 1.6L4 920-1017 N/A N/A
Rabbit Pickup

1980 1514 920-1017 N/A N/A

1980 1.6L4 920-1017 N/A N/A
Routan

2014-2011 36V6 921-2092 N/A N/A

2010-2009 4.0 V6 921-2092 900-P2068 900-P2068-6
Scirocco

1978 1514 920-1017 N/A N/A

1975 1514 920-1017 N/A N/A

1979 1.6L4 920-1017 N/A N/A

1977-1976 1.6L4 920-1017 N/A N/A
Squareback

1973-1971 1.6 H4 External Resistor 920-1017 N/A N/A

1973-1971 1.6 H4 Internal Resistor 920-1054 N/A N/A

1970-1968 1.6 H4 920-1054 N/A N/A

1967-1966 1.6 H4 6 Volt 920-1040 N/A N/A

1967-1966 1.6 H4 12 Volt 920-1054 N/A N/A
Super Beetle

1979-1971 1.6 H4 External Resistor 920-1017 N/A N/A

1979-1971 1.6 H4 Internal Resistor 920-1054 N/A N/A
Thing

1974-1973 1.6 H4 920-1054 N/A N/A
Tiguan

2016-2010 20L4 921-2110 N/A N/A

2009 20L4 To Chassis/VIN 5N-9W047 644 921-2110 N/A N/A
Touareg

2006-2004 32V6 921-2100 N/A N/A

2008-2007 36V6 921-2100 N/A N/A
Transporter

1964-1960 1.2 H4 920-1040 N/A N/A

1967 1.5 H4 6 Volt 920-1040 N/A N/A

1966-1963 1.5 H4 920-1040 N/A N/A

1971-1968 1.6 H4 920-1054 N/A N/A

1973-1972 1.7 H4 920-1054 N/A N/A

1975-1974 1.8 H4 920-1054 N/A N/A

1979-1976 2.0H4 920-1054 N/A N/A
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Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
VOLKSWAGEN (Cont'd.

Vanagon

1981 2.0 H4 920-1054 N/A N/A

VOLVO

122

1968-1965 1.8 L4 920-1041 N/A N/A
142

1968 1.8L4 920-1054 N/A N/A

1974-1969 20L4 920-1041 N/A N/A
144

1968 1.8L4 920-1054 N/A N/A

1967 1.8L4 920-1041 N/A N/A

1974-1973 20L4 920-1041 N/A N/A

1970-1969 20L4 920-1041 N/A N/A
145

1968 1.8L4 920-1054 N/A N/A

1974-1969 20L4 920-1041 N/A N/A
164

1974-1970 3.0L6 920-1017 N/A N/A

1969 3.0L6 920-1041 N/A N/A
242

1983-1981 2114 920-1001 N/A N/A

1984-1981 2314 920-1001 N/A N/A
244

1985-1981 2114 920-1001 N/A N/A

1988-1981 2314 920-1001 N/A N/A
245

1985-1981 2114 920-1001 N/A N/A

1987-1981 2314 920-1001 N/A N/A
262

1981-1980 2.8V6 920-1017 N/A N/A
264

1981-1980 2.1L4 920-1017 N/A N/A

1978 2.7V6 920-1017 N/A N/A

1976 2.7V6 920-1017 N/A N/A
265

1978-1976 2.7V6 920-1017 N/A N/A
544

1967-1965 1.8 L4 920-1041 N/A N/A
740

1992-1988 2314 920-1065 N/A N/A
760

1986-1983 2.8V6 920-1017 N/A N/A
940

1995-1991 2314 920-1065 N/A N/A
960

1997-1995 2916 Naturally Aspirated, USA 921-2188 N/A N/A
1800

1968-1965 1.8L4 920-1041 N/A N/A

1973-1969 20L4 920-1041 N/A N/A
C70

2004-2000 2315 N/A 900-P2054 900-P2054-5

2003-2000 2315 921-2021 900-P2020 N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
VOLVO (Cont'd.
C70 (Cont'd.)
1999 2315 921-2021 N/A N/A
2004-2002 2415 921-2021 N/A 900-P2054-5
2004-2000 2415 GAS N/A 900-P2054 N/A
2003 2415 B5244T7, GAS, FI N/A 900-P2020 N/A
2002 2415 B5244T, GAS, FI N/A 900-P2020 N/A
2001-2000 2415 N/A N/A 900-P2054-5
2006 2515 N/A N/A 900-P2020-5
2006 2515 B5254T3, GAS, FI, T5 N/A 900-P2054 N/A
2006 2515 GAS N/A 900-P2020 N/A
DL
1984 2114 CAN 920-1017 N/A N/A
GLE
1984 2314 CAN 920-1017 N/A N/A
S40
2004-2003 1914 Turbocharged, B4204T4, GAS, Fl, 2 Req'd w/ Wire Set N/A 900-P2054 N/A
2004-2000 1914 921-2074 N/A N/A
2004-2000 1914 GAS, 2 Req'd w/ Wire Set N/A 900-P2054 N/A
2003-2001 1914 Turbocharged, B4204T3, GAS, Fl, 2 Req'd w/ Wire Set N/A 900-P2054 N/A
2000 1914 Turbocharged, B4204T, GAS, FI, 2 Req'd w/ Wire Set N/A 900-P2054 N/A
2006-2005 2415 N/A N/A 900-P2020-5
2006-2005 2415 GAS N/A 900-P2020 N/A
2006 2415 B5244S4, GAS, FI, 2.4i N/A 900-P2054 N/A
2005 2415 B524484, GAS, Fl, i N/A 900-P2054 N/A
2006-2004 2515 N/A N/A 900-P2020-5
2006-2004 2515 B5254T3, GAS, FI, T5 N/A 900-P2054 N/A
2006-2004 2515 GAS N/A 900-P2020 N/A
S60
2004-2002 2315 921-2021 N/A 900-P2054-5
2004-2002 2315 B5234T3, GAS, FI, T5 N/A 900-P2020 N/A
2004-2002 2315 GAS N/A 900-P2054 N/A
2004-2001 2415 921-2021 N/A 900-P2054-5
2004-2001 2415 B5244S, GAS, FI N/A 900-P2020 N/A
2004-2001 2415 GAS N/A 900-P2054 N/A
2003-2001 2415 B5244T3, GAS, FI N/A 900-P2020 N/A
2006-2005 2515 N/A N/A 900-P2020-5
2006-2005 2515 B5254T2, GAS, FI, 2.5T N/A 900-P2054 N/A
2006-2005 2515 GAS N/A 900-P2020 N/A
2006-2004 2515 B5254T4, GAS, FI,R N/A 900-P2054 N/A
2005 2515 B5254T2, GAS, FI, 2.5T AWD N/A 900-P2054 N/A
2004-2003 2515 921-2021 N/A 900-P2054-5
2004-2003 2515 GAS N/A 900-P2054 N/A
2004 2515 B5254T2, GAS, FI N/A 900-P2054 N/A
2003 2515 B5254T2, GAS, FI N/A 900-P2020 N/A
S70
2000-1999 2415 921-2021 N/A N/A
S80
2006-2005 2515 N/A N/A 900-P2054-5
2006-2005 2515 B5254T2, GAS, FI, 2.5T N/A 900-P2054 N/A
2006-2005 2515 GAS N/A 900-P2054 N/A
2005 2515 B5254T2, GAS, FI, 2.5T AWD N/A 900-P2054 N/A
2001-1999 2,816 921-2021 N/A N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
VOLVO (Cont'd.
S80 (Cont'd.)
2005-2002 2916 B6294T, GAS, FI N/A 900-P2020 N/A
2005-2000 2916 N/A N/A 900-P2020-6
2005-2000 2916 GAS N/A 900-P2020 N/A
2005-1999 2916 To Chassis/VIN 401148 921-2021 N/A N/A
2004 2916 B6294S2, GAS, FI N/A 900-P2020 N/A
2003-2000 2916 B6294S, GAS, FI N/A 900-P2020 N/A
S90
1998-1997 2916 Naturally Aspirated, USA 921-2188 N/A N/A
V40
2004-2003 1914 Turbocharged, B4204T4, GAS, Fl, 2 Req'd w/ Wire Set N/A 900-P2054 N/A
2004-2000 1914 921-2074 N/A N/A
2004-2000 1914 GAS, 2 Req'd w/ Wire Set N/A 900-P2054 N/A
2003-2001 1914 Turbocharged, B4204T3, GAS, Fl, 2 Req'd w/ Wire Set N/A 900-P2054 N/A
2000 1914 Turbocharged, B4204T, GAS, FI, 2 Req'd w/ Wire Set N/A 900-P2054 N/A
V50
2006-2005 2415 N/A N/A 900-P2020-5
2006-2005 2415 GAS N/A 900-P2020 N/A
2006 2415 B524484, GAS, FI, 2.4i N/A 900-P2054 N/A
2006 2415 B524487, GAS, FI, 2.4i N/A 900-P2054 N/A
2005 2415 B524484, GAS, Fl, i N/A 900-P2054 N/A
2005 2415 B524487, GAS, Fl, i N/A 900-P2054 N/A
2006-2005 2515 N/A N/A 900-P2020-5
2006-2005 2515 B5254T3, GAS, FI, T5 N/A 900-P2054 N/A
2006-2005 2515 GAS N/A 900-P2020 N/A
V70
2004-2002 2315 B5234T3, GAS, FI, T5 N/A 900-P2020 N/A
2004-2001 2315 921-2021 N/A 900-P2054-5
2004-2001 2315 GAS N/A 900-P2054 N/A
2001 2315 B5234T3, GAS, FI N/A 900-P2020 N/A
2007 2415 N/A 900-P2054 900-P2054-5
2006-2005 2415 N/A N/A 900-P2020-5
2006-2005 2415 B524486, GAS, FI, 2.4 N/A 900-P2054 N/A
2006-2005 2415 B5244S, GAS, FI, 2.4 N/A 900-P2054 N/A
2006-2005 2415 GAS N/A 900-P2020 N/A
2005 2415 B5244T5, GAS, FI, T5 N/A 900-P2054 N/A
2004-2001 2415 B5244S, GAS, FI N/A 900-P2020 N/A
2004-2000 2415 N/A N/A 900-P2054-5
2004-1999 2415 GAS N/A 900-P2054 N/A
2003-2001 2415 B5244T3, GAS, FI N/A 900-P2020 N/A
2003 2415 B5244S6, GAS, FI N/A 900-P2020 N/A
1999 2415 921-2021 N/A 900-P2054-5
1998 2415 921-2021 N/A N/A
2007-2005 2515 B5254T2, GAS, FI, 2.5T N/A 900-P2054 N/A
2007-2004 2515 B5254T4, GAS, FI, R N/A 900-P2054 N/A
2007 2515 N/A N/A 900-P2020-5
2007 2515 GAS N/A 900-P2020 N/A
2006-2003 2515 GAS N/A 900-P2054 N/A
2006 2515 921-2021 900-P2054 900-P2054-5
2005-2003 2515 921-2021 N/A 900-P2054-5
2004-2003 2515 B5254T2, GAS, FI N/A 900-P2054 N/A
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Year Eng. Application Identifier ThunderSpark™ ThunderSpark™ ThunderSpark™
Aio Lit/ Identificador de Aplicacion Ignition Coils COP Boots COP Boots
Année La Application Identifier (Each) (Set)
VOLVO (Cont'd.
Va0
1998-1997 2916 Naturally Aspirated, USA 921-2188 N/A N/A
XC70
2007-2005 2515 N/A N/A 900-P2020-5
2007-2005 2515 B5254T2, GAS, FI N/A 900-P2054 N/A
2007-2005 2515 GAS N/A 900-P2020 N/A
2004-2003 2515 921-2021 N/A N/A
XC90
2006-2003 2515 To Chassis/VIN 171421 921-2021 N/A N/A
2006 2515 N/A 900-P2054 900-P2054-5
2004-2003 2515 N/A N/A 900-P2054-5
2004-2003 2515 B5254T2, GAS, FI N/A 900-P2020 N/A
2004-2003 2515 GAS N/A 900-P2054 N/A
2004-2003 2916 921-2021 N/A 900-P2020-6
2004-2003 2,016 GAS N/A 900-P2020 N/A
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921-2151 921-2155

921-2152 921-2156

921-2153 921-2157

921-2154 921-2158
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A

)

921-2159 921‘-21 64
» 7
921-2160 921-2165
/ f
921-2162 921-2166
/ f
921-2163 921-2167
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/

921-%168 921-2173

921-2169 921-2174
/

921-217.‘1 921-2175
/

921-2172 921-2176
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a

921-2177 921-2187
921-2178 921-2188

921-2179 921-2189

T

921-2186 921-2193
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Year Eng. Application Identifier
Aio Lit/ Identificador de Aplicacion
Année La Application Identifier

ThunderCore
Ultra™
(Premium)

ThunderCore
Ultra™
Combo Kits

ThunderCore™

(OE)

ACURA

CL

1997 2214 900-1206 N/A 910-1206

1999-1998 2314 900-1206 N/A 910-1206

1999-1997 3.0 V6 900-1643 N/A 910-1643
EL

2000-1997 16L4 900-1205 N/A 910-1205
Integra

1989-1988 164 900-1145 N/A 910-1145

1987-1986 16L4 900-1098 N/A 910-1098

1993-1992 1714 900-1219 N/A 910-1219

2001-1997 1.8L4 B18C5 900-1206 N/A 910-1206

2001-1996 1814 B18C1 900-1219 N/A 910-1219

2001-1994 1814 B18B1 900-1247 N/A 910-1247

1995-1994 1.8L4 B18C1 900-1206 N/A 910-1206

1993-1990 1814 B18A1 900-1247 N/A 910-1247
Legend

1987-1986 25V6 900-1273 N/A 910-1273

1990-1987 2.7V6 900-1273 N/A 910-1273
TL

1998-1995 2515 900-1866 N/A 910-1866
Vigor

1994-1992 2515 900-1251 N/A 910-1251
Alfetta

1977-1975 20L4 900-1076 N/A 910-1076
Berlina

1972-1969 1814 900-1076 N/A 910-1076

1974-1970 20L4 900-1076 N/A 910-1076
Duetto 1600

1968-1966 164 900-1076 N/A 910-1076
Giulia

1968-1967 164 900-1076 N/A 910-1076
Giulia Sprint

1968-1967 164 900-1076 N/A 910-1076
GTV

1968-1967 164 900-1076 N/A 910-1076
GT Veloce

1971-1969 1814 900-1076 N/A 910-1076

1974-1970 20L4 900-1076 N/A 910-1076
Spider

1971-1969 1814 900-1076 N/A 910-1076

1994-1970 20L4 900-1076 N/A 910-1076
Sport

1979-1978 20L4 900-1076 N/A 910-1076
Sprint

1979-1977 2.0 L4 900-1076 N/A 910-1076
Ambassador

1967-1966 33L6 900-1350 N/A 910-1350

1970-1965 38L6 900-1350 N/A 910-1350

1971 4216 900-1350 N/A 910-1350
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Year
Ao
Année

Eng.
Lit/
La

AMERICAN MOTORS (Cont'd.

Ambassador (Cont'd.)

Application Identifier
Identificador de Aplicacion
Application Identifier

ThunderCore
Ultra™
(Premium)

ThunderCore
Ultra™
Combo Kits

ThunderCore™

(OE)

1969-1968 47V8 900-1658 N/A 910-1658
1967-1966 47V8 900-1417 N/A 910-1417
1969-1968 48V8 900-1658 N/A 910-1658
1974-1973 50V8 900-1417 N/A 910-1417
1972-1970 50V8 900-1658 N/A 910-1658
1966-1963 53V8 900-1417 N/A 910-1417
1962-1960 53V8 900-1663 N/A 910-1663
1966 54V8 900-1417 N/A 910-1417
1963 54V8 900-1417 N/A 910-1417
1962-1960 54V8 900-1663 N/A 910-1663
1969-1968 56V8 900-1658 N/A 910-1658
1967 56V8 900-1417 N/A 910-1417
1974-1973 59V8 900-1417 N/A 910-1417
1972-1970 59V8 900-1658 N/A 910-1658
1970-1968 6.4 V8 900-1658 N/A 910-1658
1974-1973 6.6V8 900-1417 N/A 910-1417
1972-1971 6.6 V8 900-1658 N/A 910-1658
American
1965-1960 3216 900-1350 N/A 910-1350
1968-1966 33L6 900-1350 N/A 910-1350
1968-1964 3816 900-1350 N/A 910-1350
1968-1967 47V8 900-1658 N/A 910-1658
1967 56V8 900-1658 N/A 910-1658
AMX
1980-1978 4216 900-1350 N/A 910-1350
1969-1968 48V8 900-1658 N/A 910-1658
1979-1978 50V8 900-1417 N/A 910-1417
1969-1968 56V8 900-1658 N/A 910-1658
1970 59V8 900-1658 N/A 910-1658
1970-1968 6.4V8 900-1658 N/A 910-1658
Classic
1964-1961 3216 900-1350 N/A 910-1350
1965 3316 900-1350 N/A 910-1350
1966-1964 38L6 900-1350 N/A 910-1350
1962-1961 41V8 900-1663 N/A 910-1663
1966 47V8 900-1658 N/A 910-1658
1965-1963 47V8 900-1417 N/A 910-1417
1966-1965 53V8 900-1417 N/A 910-1417
Concord
1979-1978 204 900-1023 N/A 910-1023
1982 2514 900-1230 N/A 910-1230
1981-1980 2504 900-1587 N/A 910-1587
1979-1978 38L6 900-1350 N/A 910-1350
1983-1978 4216 900-1350 N/A 910-1350
1979-1978 50V8 900-1417 N/A 910-1417
Custom
1962-1961 3216 900-1350 N/A 910-1350
Deluxe
1962-1961 3216 900-1350 N/A 910-1350
Eagle
1984-1983 2514 900-1237 N/A 910-1237
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Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Ano Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)

AMERICAN MOTORS (Cont'd.

Eagle (Cont'd.)
1982 2514 900-1230 N/A 910-1230
1981 2514 900-1587 N/A 910-1587
1988-1980 4216 900-1350 N/A 910-1350

Gremlin
1978-1977 20L4 CARB 900-1023 N/A 910-1023
1970 3.3L6 900-1350 N/A 910-1350
1978-1970 3.8L6 900-1350 N/A 910-1350
1978-1971 4216 900-1350 N/A 910-1350
1976-1975 5.0V8 900-1417 N/A 910-1417
1974-1972 5.0V8 900-1658 N/A 910-1658

Hornet
1970 3.3L6 900-1350 N/A 910-1350
1977-1970 3.8L6 900-1350 N/A 910-1350
1977-1971 4216 900-1350 N/A 910-1350
1977-1975 5.0V8 900-1417 N/A 910-1417
1974-1970 5.0V8 900-1658 N/A 910-1658
1974-1971 59V8 900-1658 N/A 910-1658

Javelin
1974-1968 3.8L6 900-1350 N/A 910-1350
1974-1971 4216 900-1350 N/A 910-1350
1969-1968 47V8 900-1417 N/A 910-1417
1974-1972 5.0V8 900-1658 N/A 910-1658
1971-1970 5.0V8 900-1417 N/A 910-1417
1969-1968 56V8 900-1417 N/A 910-1417
1970-1968 6.4 V8 900-1417 N/A 910-1417
1974-1973 6.6 V8 900-1658 N/A 910-1658
1972-1971 6.6 V8 900-1417 N/A 910-1417

Marlin
1967 3.3L6 900-1833 N/A 910-1833
1966 3.3L6 900-1350 N/A 910-1350
1967 3.8L6 900-1833 N/A 910-1833
1966-1965 3816 900-1350 N/A 910-1350
1967 47V8 900-1658 N/A 910-1658
1966-1965 47V8 900-1417 N/A 910-1417
1966-1965 53V8 900-1417 N/A 910-1417
1967 56V8 900-1658 N/A 910-1658

Matador
1974-1971 3.8L6 900-1350 N/A 910-1350
1978-1971 4216 900-1350 N/A 910-1350
1977-1973 5.0V8 900-1417 N/A 910-1417
1972-1971 5.0V8 900-1658 N/A 910-1658
1978-1973 59V8 900-1417 N/A 910-1417
1972-1971 59V8 900-1658 N/A 910-1658
1976-1973 6.6 V8 900-1417 N/A 910-1417
1972-1971 6.6 V8 900-1658 N/A 910-1658

Pacer
1978-1975 3.8L6 900-1350 N/A 910-1350
1980-1975 4216 900-1350 N/A 910-1350
1979-1978 5.0V8 900-1417 N/A 910-1417

Rambler
1960 3216 900-1350 N/A 910-1350
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Year
Ao
Année

Eng.
Lit/
La

AMERICAN MOTORS (Cont'd.
Rambler (Cont'd.)

Application Identifier
Identificador de Aplicacion
Application Identifier

ThunderCore
Ultra™
(Premium)

ThunderCore
Ultra™
Combo Kits

ThunderCore™

(OE)

1969 33L6 900-1350 N/A 910-1350

1969 3816 900-1350 N/A 910-1350

1969 47V8 900-1417 N/A 910-1417

1969 56V8 CARB 900-1658 N/A 910-1658

1969 6.4V8 CARB 900-1658 N/A 910-1658
Rebel

1967 3316 900-1350 N/A 910-1350

1970-1967 38L6 900-1350 N/A 910-1350

1961-1960 41V8 900-1663 N/A 910-1663

1968-1967 47V8 900-1417 N/A 910-1417

1969-1968 48V8 900-1417 N/A 910-1417

1970 50V8 900-1417 N/A 910-1417

1969-1967 56V8 900-1417 N/A 910-1417

1970 59V8 900-1417 N/A 910-1417

1970-1969 6.4V8 900-1417 N/A 910-1417
Spirit

1979 204 CARB 900-1023 N/A 910-1023

1982 2504 900-1230 N/A 910-1230

1981-1980 2504 900-1587 N/A 910-1587

1979 3816 900-1350 N/A 910-1350

1983-1979 4216 900-1350 N/A 910-1350

1979 50V8 900-1417 N/A 910-1417
Super Six

1962-1961 3216 900-1350 N/A 910-1350
Hummer

1996-1995 57V8 900-1393 N/A 910-1393
ASUNA
GT

1993 16L4 900-1138 N/A 910-1138
SE

1993 16L4 900-1138 N/A 910-1138
Sunrunner

1993-1992 1614 900-1055 N/A 910-1055
AUDI
80

1990-1988 2014 900-1177 N/A 910-1177

1992-1991 2315 900-1249 N/A 910-1249
80 Quattro

1992-1988 2315 900-1249 N/A 910-1249
90

1988 20L4 900-1177 N/A 910-1177

1991-1988 2315 900-1249 N/A 910-1249

1995-1993 28V6 900-1305 N/A 910-1305
90 Quattro

1992-1990 2315 900-1488 N/A 910-1488

1989-1988 2315 900-1249 N/A 910-1249

1995-1993 28V6 900-1305 N/A 910-1305
100

1991-1989 2315 900-1249 N/A 910-1249
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Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Ano Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
AUDI (Cont'd.

100 (Cont'd.)

1994-1992 2.8V6 900-1305 N/A 910-1305
100 Quattro

1991-1989 2315 900-1249 N/A 910-1249

1994-1992 2.8V6 900-1305 N/A 910-1305
100 Series

1971-1969 1814 900-1175 N/A 910-1175

1977-1972 1914 900-1175 N/A 910-1175
200

1991-1989 2215 900-1249 N/A 910-1249
200 Quattro

1991-1989 2215 900-1249 N/A 910-1249
4000

1980 1.6L4 900-1159 N/A 910-1159

1983-1981 1.7L4 900-1159 N/A 910-1159

1987-1985 1814 900-1177 N/A 910-1177

1984 1814 900-1159 N/A 910-1159

1986-1985 2215 900-1249 N/A 910-1249

1984-1980 2215 900-1250 N/A 910-1250
4000 Quattro

1987-1986 2215 900-1249 N/A 910-1249

1985-1984 2215 900-1250 N/A 910-1250
5000

1988-1985 2215 900-1249 N/A 910-1249

1984-1978 2215 900-1250 N/A 910-1250

1988-1987 2315 900-1249 N/A 910-1249
5000 Quattro

1988-1986 2215 900-1249 N/A 910-1249

1988-1987 2315 900-1249 N/A 910-1249
A4

2001-1998 2.8V6 900-1625 N/A 910-1625

1997-1996 28V6 900-1305 N/A 910-1305
A4 Quattro

2001-1998 2.8V6 900-1625 N/A 910-1625

1997-1996 28V6 900-1305 N/A 910-1305
A6

2001-1998 2.8V6 900-1625 N/A 910-1625

1997-1995 28V6 900-1305 N/A 910-1305
A6 Quattro

2001-1998 2.8V6 900-1625 N/A 910-1625

1997-1995 28V6 900-1305 N/A 910-1305
Cabriolet

1998-1994 2.8V6 900-1305 N/A 910-1305
Coupe

1987-1984 2215 900-1249 N/A 910-1249

1983-1981 2215 900-1250 N/A 910-1250

1987 2315 900-1249 N/A 910-1249
Coupe Quattro

1991-1990 2.3L5 900-1488 N/A 910-1488
Fox

1974-1973 1514 900-1259 N/A 910-1259

1979-1975 1.6 L4 900-1159 N/A 910-1159
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Year
Ao
Année

Quattro
1986
1985-1983

Super 90
1972-1969

V8 Quattro
1991-1990
1994-1992

AUSTIN

A30
1962-1960

A40
1962-1960

America
1972-1968

Marina
1975-1973

Mini
1966-1960

Mini Cooper
1964-1962
1964
1969-1964

Mini Moke
1966-1964

100-6
1960

3000
1967-1960

Sprite
1962
1966-1963
1970-1967

2.8 Bavaria
1971

3.0CS
1974-1971

3.0CSi
1974-1971

3.0CSL
1971

3.08
1974-1971

3.0Si
1976-1975
1971

318i
1995-1991
1985-1984

AUDI (Cont'd.

Eng. Application Identifier
Lit/ Identificador de Aplicacion
La Application Identifier

2215
2215

1.8L4

36V8
4.2V8

0914

0914

1314

1814

0.8L4

1.0L4

1114

1314

0.8 L4

AUSTIN HEALEY

26L6

2916

1.0L4

1114
1.3L4

28L6

3.0L6

3.0L6

3.0L6

30L6

3.0L6
30L6

1814
1.8 L4

ThunderCore
Ultra™
(Premium)

900-1249
900-1250

900-1175

900-1389
900-1389

900-1010
900-1010
900-1008
900-1008
900-1010
900-1010
900-1010

900-1010

900-1010

900-1833
900-1833
900-1010

900-1010
900-1010

900-1019

900-1019

900-1019

900-1019

900-1019

900-1019
900-1019

900-1204
900-1101

ThunderCore
Ultra™
Combo Kits

N/A
N/A

N/A

N/A
N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A
N/A

N/A

N/A

N/A

N/A

N/A

N/A
N/A

N/A
N/A

ThunderCore™

(OE)

910-1249

910-1250

910-1175

910-1389
910-1389

910-1010

910-1010

910-1008

910-1008

910-1010

910-1010

910-1010

910-1010

910-1010

910-1833

910-1833

910-1010

910-1010
910-1010

910-1019

910-1019

910-1019

910-1019

910-1019

910-1019
910-1019

910-1204
910-1101
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Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Aio Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
BMW (Cont'd.

318i (Cont'd.)

1999-1996 1914 900-1204 N/A 910-1204
318is

1995-1991 1.8L4 900-1204 N/A 910-1204

1999-1996 1914 900-1204 N/A 910-1204
318ti

1995 1.8L4 900-1204 N/A 910-1204

1999-1996 1914 900-1204 N/A 910-1204
320i

1983-1980 1.8L4 900-1101 N/A 910-1101

1979-1977 20L4 900-1095 N/A 910-1095
325

1988-1986 2716 900-1279 N/A 910-1279
325e

1987-1984 2.7L6 900-1279 N/A 910-1279
325es

1987-1986 2716 900-1279 N/A 910-1279
325i

1993-1987 2516 900-1268 N/A 910-1268
325is

1991-1987 2516 900-1268 N/A 910-1268
325iX

1991-1988 2516 900-1268 N/A 910-1268
525i

1990-1989 2516 900-1268 N/A 910-1268
528e

1988-1982 2.7L6 900-1279 N/A 910-1279
528i

1981-1979 2816 900-1276 N/A 910-1276
530i

1978-1975 3.0L6 900-1276 N/A 910-1276
533i

1984-1983 3216 900-1862 N/A 910-1862
535i

1993-1985 35L6 900-1280 N/A 910-1280
535is

1988 3516 900-1280 N/A 910-1280
630CSi

1978-1977 3.0L6 900-1264 N/A 910-1264
633CSi

1984-1982 3216 900-1862 N/A 910-1862

1981-1978 3216 900-1264 N/A 910-1264
635CSi

1989-1985 35L6 900-1280 N/A 910-1280
733i

1984-1982 3216 900-1862 N/A 910-1862

1981-1978 3216 900-1264 N/A 910-1264
735i

1992-1985 35L6 900-1280 N/A 910-1280
735iL

1992-1988 3.5L6 900-1280 N/A 910-1280
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Ao Lit/ Identificador de Aplicacién Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
BMW (Cont'd.

1600

1971-1966 1.6L4 900-1020 N/A 910-1020
1600-2

1971-1966 1.6L4 900-1020 N/A 910-1020
1600ti

1968-1966 1.6L4 900-1020 N/A 910-1020
1602

1971-1967 1.6 L4 900-1020 N/A 910-1020
1800

1971-1966 1.8L4 900-1020 N/A 910-1020
1800ti

1967-1966 1814 900-1020 N/A 910-1020
1802

1971 1.8L4 900-1020 N/A 910-1020
2000

1972-1966 20L4 900-1860 N/A 910-1860
2000c

1970-1965 20L4 900-1860 N/A 910-1860
2000cs

1970-1965 20L4 900-1860 N/A 910-1860
2000ti

1971-1966 20L4 900-1860 N/A 910-1860
2000tii

1972-1969 20L4 900-1860 N/A 910-1860
2002

1976-1975 20L4 900-1020 N/A 910-1020

1974-1966 20L4 900-1860 N/A 910-1860
2002ti

1971-1968 20L4 900-1860 N/A 910-1860
2002tii

1974-1971 20L4 900-1860 N/A 910-1860
2500

1971-1968 2516 900-1019 N/A 910-1019
2800

1974-1968 28L6 900-1019 N/A 910-1019
2800CS

1971-1968 2816 900-1019 N/A 910-1019
Bavaria

1974-1972 3.0L6 900-1019 N/A 910-1019
L6

1987 3516 900-1280 N/A 910-1280
L7

1987-1986 3516 900-1280 N/A 910-1280
M3

1991-1988 2314 900-1316 N/A 910-1316
M5

1988 3516 900-1310 N/A 910-1310

1993-1991 36L6 900-1310 N/A 910-1310
M6

1988-1987 3516 900-1310 N/A 910-1310
Z3

1998-1996 1914 900-1204 N/A 910-1204
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Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Ano Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
BUICK

Allure
2009-2005 3.8V6 900-1364 N/A 910-1364
2009-2008 5.3V8 900-2049 N/A 910-2049

Apollo
1975 4116 900-1509 N/A 910-1509
1974 4116 w/ HEI 900-1509 N/A 910-1509
1974 4116 w/o HEI 900-1260 N/A 910-1260
1973 4116 900-1260 N/A 910-1260
1975 43V8 900-1404 N/A 910-1404
1975 5.7V8 900-1414 N/A 910-1414
1974-1973 5.7V8 w/ HEI 900-1414 N/A 910-1414
1974-1973 5.7V8 w/o HEI 900-1834 N/A 910-1834

Centurion
1973 5.7V8 w/ HEI 900-1414 N/A 910-1414
1973 5.7V8 w/o HEI 900-1834 N/A 910-1834
1973 75V8 w/ HEI 900-1414 N/A 910-1414
1973 75V8 w/o HEI N/A N/A 910-1834
1973 75V8 w/o HEI 900-1834 N/A 910-1626
1973 75V8 w/o HEI 900-1626 N/A N/A
1972-1971 75V8 900-1834 N/A 910-1834
1972 75V8 Eng. Vin W 900-1626 N/A 910-1626

Century
1996-1993 2214 900-1804 N/A 910-1804
1992-1987 25L4 900-1229 N/A 910-1229
1986-1984 254 900-1586 N/A 910-1586
1983-1982 25L4 900-1230 N/A 910-1230
1989-1987 2.8V6 900-1327 N/A 910-1327
1986-1982 28 V6 900-1514 N/A 910-1514
1985-1983 3.0V6 900-1334 N/A 910-1334
1982 3.0V6 900-1335 N/A 910-1335
2005-2000 3.1V6 900-1803 N/A 910-1803
1999-1997 3.1V6 900-1358 N/A 910-1358
1996-1994 3.1V6 900-1368 N/A 910-1368
1979-1978 3.2V6 900-1357 N/A 910-1357
1993 3.3V6 900-1367 N/A 910-1367
1992 3.3V6 900-1366 N/A 910-1366
1991-1989 3.3V6 900-1339 N/A 910-1339
1988-1986 3.8V6 900-1336 N/A 910-1336
1985-1984 3.8V6 900-1592 N/A 910-1592
1981-1980 3.8V6 900-1334 N/A 910-1334
1979 3.8V6 900-1358 N/A 910-1358
1979 3.8V6 Turbocharged 900-1334 N/A 910-1334
1978-1975 3.8V6 900-1357 N/A 910-1357
1981-1980 43V8 900-1406 N/A 910-1406
1981 44V8 900-1406 N/A 910-1406
1980-1979 49V8 900-1406 N/A 910-1406
1981-1980 5.0V8 900-1528 N/A 910-1528
1979 5.0V8 900-1395 N/A 910-1395
1978 5.0V8 900-1528 N/A 910-1528
1977 5.0V8 900-139%4 N/A 910-1394
1979 5.7V8 900-1395 N/A 910-1395
1978 5.7 V8 900-1601 N/A 910-1601
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Year Eng.
Ao Lit/
Année La
BUICK (Cont'd.
Century (Cont'd.)
1977 57V8
1977 57V8
1977 57V8
1977 57V8
1976 57V8
1975 57V8
1974-1973 57V8
1974-1973 57V8
1977 6.6V8
1974-1973 75V8
1974-1973 75V8
Commercial Chassis
1991 50V8
1996-1994 57V8
1993-1992 57V8
Electra
1985 3.0V6
1990 3.8V6
1989-1988 3.8V6
1987-1986 3.8V6
1985 3.8V6
1984-1980 41V6
1980 49V8
1989-1981 50V8
1981 57V8
1980 57V8
1980 57V8
1979-1977 57V8
1979-1977 6.6V8
1966-1960 6.6V8
1969-1967 7.0V8
1966-1964 7.0V8
1976-1975 75V8
1974-1973 75V8
1974-1973 75V8
1972-1970 75V8
Estate Wagon
1983-1981 50V8
1980-1977 57V8
1973 57V8
1973 57V8
1970 57V8
1979-1977 6.6V8
1964-1960 6.6V8
1976-1975 75V8
1974-1973 75V8
1974-1973 75V8
1972-1970 75V8
Gran Sport
1967 56V8
1967 6.6 V8

Application Identifier
Identificador de Aplicacion
Application Identifier

Eng. VinH
Eng. VinJ
Eng. VinL
Eng.VinR

w/ HEI
w/o HEI

w/ HEI
w/o HEI

Eng.VinR
Eng. Vin X

w/ HEI
w/o HEI

w/ HEI
w/o HEI

w/ HEI
w/o HEI

ThunderCore
Ultra™
(Premium)

900-1404
900-1404
900-1394
900-1404
900-1404
900-1414
900-1414
900-1834
900-1404
900-1611
900-1834

900-1407
900-1476
900-1407

900-1357
900-1338
900-1337
900-1336
900-1592
900-1334
900-1406
900-1404
900-1404
900-1404
900-1414
900-1404
900-1404
900-1508
900-1834
900-1508
900-1611
900-1611
900-1834
900-1834

900-1404
900-1404
900-1414
900-1834
900-1834
900-1404
900-1508
900-1611
900-1611
900-1834
900-1834

900-1834
900-1834

ThunderCore
Ultra™
Combo Kits

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A

ThunderCore™

(OE)

910-1404
910-1404
910-1394
910-1404
910-1404
910-1414
910-1414
910-1834
910-1404
910-1611
910-1834

910-1407
910-1476
910-1407

910-1357
910-1338
910-1337
910-1336
910-1592
910-1334
910-1406
910-1404
910-1404
910-1404
910-1414
910-1404
910-1404
910-1508
910-1834
910-1508
910-1611
910-1611
910-1834
910-1834

910-1404
910-1404
910-1414
910-1834
910-1834
910-1404
910-1508
910-1611
910-1611
910-1834
910-1834

910-1834
910-1834
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Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Ano Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
BUICK (Cont'd.
Gran Sport (Cont'd.)
1966-1965 6.6 V8 900-1508 N/A 910-1508
GS
1972-1970 5.7V8 900-1834 N/A 910-1834
GS 350
1969-1968 5.7V8 900-1834 N/A 910-1834
GS 400
1969-1968 6.6 V8 900-1834 N/A 910-1834
GS 455
1972-1970 75V8 900-1834 N/A 910-1834
Invicta
1963-1960 6.6 V8 900-1508 N/A 910-1508
LaCrosse
2009-2005 3.8V6 900-1364 N/A 910-1364
2009 53V8 900-1829A N/A 910-1829A
2008 5.3V8 900-2049 N/A 910-2049
LeSabre
1986 3.0V6 900-1336 N/A 910-1336
2005-1996 3.8V6 900-1363 N/A 910-1363
1995-1990 3.8V6 900-1338 N/A 910-1338
1989 3.8V6 900-1337 N/A 910-1337
1988-1986 3.8V6 900-1336 N/A 910-1336
1988 3.8V6 Eng.VinC 900-1337 N/A 910-1337
1985-1980 3.8V6 900-1334 N/A 910-1334
1979-1976 3.8V6 900-1357 N/A 910-1357
1984-1980 4.1V6 900-1334 N/A 910-1334
1982 44V8 900-1395 N/A 910-1395
1980-1977 49V8 900-1406 N/A 910-1406
1965-1964 49V8 900-1508 N/A 910-1508
1990-1981 5.0V8 900-1404 N/A 910-1404
1978 5.0V8 900-1512 N/A 910-1512
1967-1966 56V8 900-1834 N/A 910-1834
1980 5.7V8 Eng.VinC 900-1404 N/A 910-1404
1980 5.7V8 Eng. Vin X 900-1414 N/A 910-1414
1979-1976 5.7V8 900-1404 N/A 910-1404
1975 5.7V8 900-1414 N/A 910-1414
1974-1973 5.7V8 w/ HEI 900-1414 N/A 910-1414
1974-1973 5.7V8 w/o HEI 900-1834 N/A 910-1834
1972-1968 5.7V8 900-1834 N/A 910-1834
1961-1960 6.0V8 900-1508 N/A 910-1508
1978-1977 6.6 V8 900-1404 N/A 910-1404
1975 6.6 V8 900-1404 N/A 910-1404
1964-1960 6.6 V8 900-1508 N/A 910-1508
1964 7.0V8 900-1508 N/A 910-1508
1976-1975 75V8 900-1611 N/A 910-1611
1974-1973 75V8 w/ HEI 900-1611 N/A 910-1611
1974-1973 75V8 w/o HEI 900-1834 N/A 910-1834
1972-1970 75V8 900-1834 N/A 910-1834
Lucerne
2008-2007 3.8V6 900-1364 N/A 910-1364
2006 3.8V6 900-1363 N/A 910-1363
2011-2009 3.9 V6 900-2047 N/A 910-2047
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Ao Lit/ Identificador de Aplicacién Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
BUICK (Cont'd.

Opel
1979-1977 1814 900-1044 N/A 910-1044

Park Avenue
2005-2001 3.8V6 Supercharged 900-1475 N/A 910-1475
2005-1995 3.8V6 Naturally Aspirated 900-1363 N/A 910-1363
2000 3.8V6 Supercharged 900-2046 N/A 910-2046
1999-1996 3.8V6 Supercharged 900-1365 N/A 910-1365
1995 3.8V6 Supercharged 900-1338 N/A 910-1338
1994-1991 3.8V6 900-1338 N/A 910-1338

Rainier
2007-2005 53V8 900-2049 N/A 910-2049
2004 53V8 900-1659 N/A 910-1659

Reatta
1991-1990 3.8V6 900-1338 N/A 910-1338
1989-1988 3.8V6 900-1337 N/A 910-1337

Regal
1989-1988 2.8 V6 900-1327 N/A 910-1327
1996-1994 3.1V6 900-1358 N/A 910-1358
1993-1989 3.1V6 900-1327 N/A 910-1327
1979-1978 32V6 900-1357 N/A 910-1357
2004-2001 3.8V6 900-1364 N/A 910-1364
2000 3.8V6 Naturally Aspirated 900-1364 N/A 910-1364
2000 3.8V6 Supercharged 900-1475 N/A 910-1475
1999-1997 3.8V6 900-1507 N/A 910-1507
1996 3.8V6 900-1365 N/A 910-1365
1995-1990 3.8V6 900-1338 N/A 910-1338
1987-1986 3.8V6 Naturally Aspirated 900-1334 N/A 910-1334
1987-1986 3.8V6 Turbocharged 900-1333 N/A 910-1333
1985-1984 3.8V6 900-1592 N/A 910-1592
1983-1980 3.8V6 900-1334 N/A 910-1334
1979-1975 3.8V6 900-1357 N/A 910-1357
1984-1982 4.1V6 900-1334 N/A 910-1334
1981-1980 43V8 900-1406 N/A 910-1406
1982-1981 44V8 900-1395 N/A 910-1395
1980-1979 49V8 900-1406 N/A 910-1406
1987-1982 5.0V8 900-1404 N/A 910-1404
1987 50V8 Canada Built 900-1529 N/A 910-1529
1980 50V8 900-1528 N/A 910-1528
1979 5.0V8 900-1395 N/A 910-1395
1978 5.0V8 900-1528 N/A 910-1528
1977 5.0V8 900-1394 N/A 910-1394
1977 57V8 Eng. VinH 900-1404 N/A 910-1404
1977 5.7V8 Eng. VinJ 900-1404 N/A 910-1404
1977 57V8 Eng. VinL 900-1394 N/A 910-139%4
1977 5.7V8 Eng. VinR 900-1404 N/A 910-1404
1976 57V8 900-1404 N/A 910-1404
1975 5.7V8 900-1414 N/A 910-1414
1974-1973 57V8 w/ HEI 900-1414 N/A 910-1414
1974-1973 5.7V8 w/o HEI 900-1834 N/A 910-1834
1974-1973 75V8 w/ HEI 900-1611 N/A 910-1611
1974-1973 7.5V8 wio HEI 900-1834 N/A 910-1834
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Aio Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
BUICK (Cont'd.

Rendezvous
2005-2002 3.4 V6 900-1803 N/A 910-1803
2007-2006 3.5V6 900-2046 N/A 910-2046

Riviera
1999-1998 3.8V6 900-1365 N/A 910-1365
1997-1996 3.8V6 Supercharged 900-1365 N/A 910-1365
1997-1995 3.8V6 Naturally Aspirated 900-1363 N/A 910-1363
1995 3.8V6 Supercharged 900-1338 N/A 910-1338
1993-1991 3.8V6 900-1338 N/A 910-1338
1990-1988 3.8V6 900-1337 N/A 910-1337
1987-1986 3.8V6 900-1336 N/A 910-1336
1985-1984 3.8V6 900-1592 N/A 910-1592
1983-1979 3.8V6 900-1334 N/A 910-1334
1984-1981 41V6 900-1334 N/A 910-1334
1985-1980 5.0V8 900-1404 N/A 910-1404
1980-1977 5.7V8 900-1404 N/A 910-1404
1978-1977 6.6 V8 900-1404 N/A 910-1404
1965-1963 6.6 V8 900-1508 N/A 910-1508
1969-1967 7.0V8 900-1834 N/A 910-1834
1966-1963 7.0V8 900-1508 N/A 910-1508
1976-1975 75V8 900-1611 N/A 910-1611
1974-1973 75V8 w/ HEI 900-1611 N/A 910-1611
1974-1973 75V8 w/o HEI 900-1834 N/A 910-1834
1972-1970 75V8 900-1834 N/A 910-1834

Roadmaster
1991 5.0V8 900-1407 N/A 910-1407
1996-1994 5.7V8 900-1476 N/A 910-1476
1993-1992 5.7V8 900-1407 N/A 910-1407

Skyhawk
1986-1983 1814 900-1236 N/A 910-1236
1989 20L4 900-1231 N/A 910-1231
1988-1987 20L4 1 900-1231 N/A 910-1231
1988-1987 20L4 K 900-1226 N/A 910-1226
1987 20L4 M 900-1226 N/A 910-1226
1986-1983 20L4 900-1226 N/A 910-1226
1980 3.8V6 900-1334 N/A 910-1334
1979-1975 3.8V6 900-1357 N/A 910-1357

Skylark
1991-1987 2514 900-1227 N/A 910-1227
1986-1984 254 900-1586 N/A 910-1586
1983-1981 25L4 900-1230 N/A 910-1230
1980 254 900-1587 N/A 910-1587
1971-1968 4116 900-1260 N/A 910-1260
1985 2.8V6 CARB 900-1514 N/A 910-1514
1985 28 V6 FI 900-1300 N/A 910-1300
1984-1983 2.8V6 900-1585 N/A 910-1585
1982-1980 28 V6 900-1334 N/A 910-1334
1988-1986 3.0V6 900-1584 N/A 910-1584
1998-1994 3.1V6 900-1358 N/A 910-1358
1993 3.3V6 900-1367 N/A 910-1367
1992 3.3V6 900-1366 N/A 910-1366
1991-1989 3.3 V6 900-1339 N/A 910-1339
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Ao Lit/ Identificador de Aplicacién Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
BUICK (Cont'd.

Skylark (Cont'd.)
1967-1964 3.7V6 900-1609 N/A 910-1609
1979-1975 3.8V6 900-1357 N/A 910-1357
1963-1961 35V8 900-1396 N/A 910-1396
1976-1975 43V8 900-1404 N/A 910-1404
1977 4.9V8 900-1406 N/A 910-1406
1967-1966 4.9V8 900-1658 N/A 910-1658
1965-1964 4.9V8 900-1508 N/A 910-1508
1979 5.0V8 900-1512 N/A 910-1512
1978 5.0V8 900-1528 N/A 910-1528
1977 5.0V8 900-1394 N/A 910-1394
1967-1966 5.6V8 900-1834 N/A 910-1834
1979-1978 5.7V8 900-1512 N/A 910-1512
1977 5.7V8 Vin L 900-1512 N/A 910-1512
1977 57V8 VinR 900-1404 N/A 910-1404
1976 5.7V8 900-1404 N/A 910-1404
1975 5.7V8 900-1414 N/A 910-1414
1972-1968 5.7V8 900-1834 N/A 910-1834
1968 6.6 V8 900-1834 N/A 910-1834
1967-1965 6.6 V8 900-1508 N/A 910-1508
1971-1970 75V8 900-1834 N/A 910-1834

Somerset
1987 2514 900-1227 N/A 910-1227
1986 2514 900-1586 N/A 910-1586
1987-1986 3.0V6 900-1584 N/A 910-1584

Somerset Regal
1985 2514 900-1586 N/A 910-1586
1985 3.0V6 900-1584 N/A 910-1584

Special
1969-1968 4116 900-1260 N/A 910-1260
1963-1962 3.2V6 900-1609 N/A 910-1609
1967-1964 3.7V6 900-1609 N/A 910-1609
1963-1961 35V8 900-1396 N/A 910-1396
1967-1964 4.9V8 900-1508 N/A 910-1508
1969-1968 5.7V8 900-1834 N/A 910-1834

Sportwagon
1964 3.7V6 900-1609 N/A 910-1609
1965-1964 4.9V8 900-1508 N/A 910-1508
1967-1966 5.6V8 900-1834 N/A 910-1834
1972-1968 5.7V8 900-1834 N/A 910-1834
1968 6.6 V8 900-1834 N/A 910-1834
1970 75V8 900-1834 N/A 910-1834

Terraza
2006-2005 3.5V6 900-2046 N/A 910-2046
2007-2006 3.9V6 900-2047 N/A 910-2047

Wildcat
1966-1963 6.6 V8 900-1508 N/A 910-1508
1969-1967 7.0V8 900-1834 N/A 910-1834
1966-1964 7.0V8 900-1508 N/A 910-1508
1970 7.5 V8 900-1834 N/A 910-1834
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Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Ano Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
CADILLAC
60 Special
1993 49V8 900-1409 N/A 910-1409
Allante
1988-1987 41V8 900-1408 N/A 910-1408
1992-1989 45V8 900-1409 N/A 910-1409
1993 46V8 900-1477 N/A 910-1477
Brougham
1992-1991 5.0V8 900-1407 N/A 910-1407
1990-1987 5.0V8 900-1404 N/A 910-1404
1992-1990 5.7V8 900-1407 N/A 910-1407
Calais
1967-1965 7.0V8 900-1626 N/A 910-1626
1974 7.7V8 900-1410 N/A 910-1410
1973-1968 7.7V8 900-1626 N/A 910-1626
1976-1975 8.2V8 900-1601 N/A 910-1601
Catera
1998-1997 3.0V6 900-1827 N/A 910-1827
Cimarron
1982 1814 900-1245 N/A 910-1245
1986-1983 20L4 900-1226 N/A 910-1226
1988-1987 2.8V6 900-1340 N/A 910-1340
1986-1985 28V6 900-1300 N/A 910-1300
Commercial Chassis
1987 41V8 900-1408 N/A 910-1408
1986 41V8 900-1411 N/A 910-1411
1985 41V8 900-1410 N/A 910-1410
1990-1989 45V8 900-1409 N/A 910-1409
1988 45V8 900-1408 N/A 910-1408
1993-1991 49V8 900-1409 N/A 910-1409
1996-1995 5.7V8 900-1476 N/A 910-1476
1994-1992 5.7V8 900-1407 N/A 910-1407
1984-1980 6.0V8 900-1410 N/A 910-1410
1979-1977 7.0V8 900-1410 N/A 910-1410
1976-1975 8.2V8 900-1601 N/A 910-1601
CTS
2005-2004 5.7V8 900-2073 N/A 910-2073
2007-2006 6.0V8 900-2049 N/A 910-2049
2014-2009 6.2V8 900-2073 N/A 910-2073
DeVille
1982 4.1V6 N/A N/A 910-1334
1982 41V6 900-1334 N/A N/A
1981-1980 4.1V6 900-1334 N/A 910-1334
1987 41V8 900-1408 N/A 910-1408
1986 41V8 900-1411 N/A 910-1411
1985 41V8 w/ Aluminum Valve Covers 900-1411 N/A 910-1411
1985 41V8 w/ Steel Valve Covers 900-1408 N/A 910-1408
1984-1983 41V8 900-1410 N/A 910-1410
1982 41V8 N/A N/A 910-1410
1982 41V8 900-1410 N/A N/A
1990-1989 45V8 900-1409 N/A 910-1409
1988 45V8 900-1408 N/A 910-1408
1999-1995 46V8 900-1469 N/A 910-1469
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Year
Ao
Année

DeVille (Cont'd.)
1994
1995-1991
1981-1980
1963
1962-1960
1979-1977
1967-1964
1974
1973-1968
1976-1975

Eldorado
1982
1982
1981
1987
1986
1985-1983
1982
1982
1990-1989
1988
1999-1995
1994-1993
1993-1991
1980-1979
1981-1980
1963
1962-1960
1978-1977
1967-1964
1969-1968
1976-1975
1974
1974
1973-1970

Escalade
2005-2002
2005-2002
2000-1999
2013-2009
2006-2002
2006-2002
2014-2009
2008-2007

Fleetwood
1982
1982
1981-1980
1987
1986
1986

Eng.
Lit/
La

CADILLAC (Cont'd.

46V8
49V8
6.0V8
6.4 V8
6.4 V8
7.0V8
7.0V8
7.7V8
7.7V8
8.2V8

4.1V6
4.1V6
4.1V6
41V8
41V8
41V8
41V8
41V8
45V8
45V8
46V8
46V8
49V8
5.7V8
6.0V8
6.4 V8
6.4 V8
7.0V8
7.0V8
7.7V8
8.2V8
8.2V8
8.2V8
8.2V8

53V8
53V8
5.7V8
6.0V8
6.0V8
6.0V8
6.2V8
6.2V8

4.1V6
4.1V6
4.1V6
41V8
41V8
4.1V8

Application Identifier
Identificador de Aplicacion
Application Identifier

w/ HEI
w/o HEI

Coil Stamped 12558693
Coil Stamped 19005218

Coil Stamped 12558693
Coil Stamped 19005218

Funeral coach
—

ThunderCore
Ultra™
(Premium)

900-1477
900-1409
900-1410
900-1626
900-1417
900-1410
900-1626
900-1410
900-1626
900-1601

N/A
900-1334
900-1334
900-1408
900-1411
900-1410

N/A
900-1410
900-1409
900-1408
900-1469
900-1477
900-1409
900-1404
900-1410
900-1396
900-1417
900-1410
900-1626
900-1626
900-1601
900-1410
900-1626
900-1626

900-1829
900-1829A
900-1436
900-1829A
900-1829
900-1829A
900-1829A
900-2049

N/A
900-1334
900-1334
900-1408
900-1411
900-1410

ThunderCore
Ultra™
Combo Kits

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A

ThunderCore™

(OE)

910-1477
910-1409
910-1410
910-1626
910-1417
910-1410
910-1626
910-1410
910-1626
910-1601

910-1334
N/A
910-1334
910-1408
910-1411
910-1410
910-1410
N/A
910-1409
910-1408
910-1469
910-1477
910-1409
910-1404
910-1410
910-1396
910-1417
910-1410
910-1626
910-1626
910-1601
910-1410
910-1626
910-1626

910-1829
910-1829A
910-1436
910-1829A
910-1829
910-1829A
910-1829A
910-2049

910-1334
N/A
910-1334
910-1408
910-1411
910-1410
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Aio Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
CADILLAC (Cont'd.

Fleetwood (Cont'd.)
1985-1983 41V8 900-1410 N/A 910-1410
1982 41V8 N/A N/A 910-1410
1982 41V8 900-1410 N/A N/A
1990-1989 45V8 900-1409 N/A 910-1409
1989 45V8 Funeral coach 900-1408 N/A 910-1408
1988 45V8 900-1408 N/A 910-1408
1992-1991 49V8 900-1409 N/A 910-1409
1986 5.0V8 900-1404 N/A 910-1404
1996-1994 5.7V8 900-1476 N/A 910-1476
1993 5.7V8 900-1407 N/A 910-1407
1984-1980 6.0V8 900-1410 N/A 910-1410
1979-1977 7.0V8 900-1410 N/A 910-1410
1967-1965 7.0V8 900-1626 N/A 910-1626
1974 7.7V8 900-1410 N/A 910-1410
1973-1968 7.7V8 900-1626 N/A 910-1626
1976-1975 8.2V8 900-1601 N/A 910-1601

Series 60 Fleetwood
1962-1960 6.4 V8 900-1417 N/A 910-1417

Series 62
1963 6.4 V8 900-1626 N/A 910-1626
1962-1960 6.4 V8 900-1417 N/A 910-1417
1964 7.0V8 900-1626 N/A 910-1626

Series 75 Fleetwood
1962-1960 6.4 V8 900-1417 N/A 910-1417

Seville
1982 4.1V6 N/A N/A 910-1334
1982 41V6 900-1334 N/A N/A
1981 4.1V6 900-1334 N/A 910-1334
1987 41V8 900-1408 N/A 910-1408
1986 41V8 900-1411 N/A 910-1411
1985-1983 41V8 900-1410 N/A 910-1410
1982 41V8 N/A N/A 910-1410
1982 41V8 900-1410 N/A N/A
1990-1989 45V8 900-1409 N/A 910-1409
1988 45V8 900-1408 N/A 910-1408
1999-1998 46V8 900-1477 N/A 910-1477
1997-1995 46V8 900-1469 N/A 910-1469
1994-1993 46V8 900-1477 N/A 910-1477
1993-1991 49V8 900-1409 N/A 910-1409
1980-1976 5.7V8 900-1404 N/A 910-1404
1981-1980 6.0 V8 900-1410 N/A 910-1410

Marathon
1968-1965 38L6 900-1260 N/A 910-1260
1979-1978 4116 900-1353 N/A 910-1353
1977-1975 4116 900-1509 N/A 910-1509
1974-1969 4116 900-1260 N/A 910-1260
1982-1980 3.8V6 900-1354 N/A 910-1354
1982-1981 44V8 900-1395 N/A 910-1395
1980 44V8 900-1528 N/A 910-1528
1981 5.0 V8 900-1395 N/A 910-1395
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Aio Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
CHECKER (Cont'd.
Marathon (Cont'd.)
1980 5.0V8 900-1528 N/A 910-1528
1979-1977 5.0V8 900-1394 N/A 910-1394
1968 5.0V8 900-1597 N/A 910-1597
1969-1968 54V8 900-1597 N/A 910-1597
1979-1974 57V8 900-1394 N/A 910-1394
1973-1971 5.7V8 900-1791 N/A 910-1791
1970-1969 5.7 V8 900-1597 N/A 910-1597
Astro
1990-1988 2514 900-1241 N/A 910-1241
1987-1985 2514 900-1586 N/A 910-1586
2005-2003 43V6 900-2072 N/A 910-2072
2002-2000 4.3V6 900-1362 N/A 910-1362
1999-1998 43V6 900-2072 N/A 910-2072
1997-1996 4.3V6 900-1362 N/A 910-1362
1995-1992 43V6 900-1515 N/A 910-1515
1991-1986 4.3V6 900-1329 N/A 910-1329
1985 4.3V6 900-1360 N/A 910-1360
Avalanche
2013-2009 5.3V8 900-1829A N/A 910-1829A
2008-2007 5.3V8 900-2049 N/A 910-2049
2009 6.0V8 900-1829A N/A 910-1829A
2008-2007 6.0V8 900-2049 N/A 910-2049
Avalanche 1500
2006-2002 5.3V8 Round Coil 900-1829A N/A 910-1829A
2006-2002 5.3V8 Square Coil 900-1829 N/A 910-1829
Avalanche 2500
2006-2003 8.1V8 900-2050 N/A 910-2050
2002 8.1V8 900-1828 N/A 910-1828
Aveo
2008-2004 1.6 L4 900-1785 N/A 910-1785
Aveo5
2008-2006 1.6 L4 900-1785 N/A 910-1785
B7
2000-1999 74V8 900-1829 N/A 910-1829
2002-2001 8.1V8 900-2050 N/A 910-2050
B60
1990-1982 5.7V8 N/A N/A 910-1527
1990-1986 6.0V8 900-1433 N/A 910-1433
1985 6.0V8 900-1415 N/A 910-1415
1985-1983 7.0V8 900-1415 N/A 910-1415
Bel Air
1965-1963 38L6 900-1260 N/A 910-1260
1960 3916 900-1260 N/A 910-1260
1973-1965 4116 900-1260 N/A 910-1260
1981 44V8 900-1420 N/A 910-1420
1967-1960 46V8 900-1597 N/A 910-1597
1981 5.0V8 900-1395 N/A 910-1395
1968 5.0V8 900-1597 N/A 910-1597
1969-1968 5.4 V8 900-1597 N/A 910-1597
1975 5.7 V8 900-1394 N/A 910-1394
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Year
Ao
Année

Bel Air (Cont'd.)
1974
1974
1973-1971
1970-1969
1961-1960
1969-1965
1975
1974
1974
1973
1972-1970
1972-1970
1965-1963
1962-1961
1969-1966
1963
1975
1974-1973
1974-1973
1972-1970
Beretta
1989-1987
1996-1992
1991-1990
1989
1988-1987
1996-1994
1993-1990
Biscayne
1965-1961
1960
1972-1965
1967-1960
1968
1969-1962
1969-1968
1972-1971
1970-1969
1961-1960
1969-1965
1972-1970
1972-1970
1965-1963
1962-1961
1969-1966
1963
1972-1970
Blazer
1974-1969
1973-1970
2005-2003

Eng.
Lit/
La

CHEVROLET (Cont'd.

5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
6.5V8
6.6 V8
6.6 V8
6.6 V8
6.6 V8
6.6 V8
6.6 V8
6.7 V8
6.7V8
7.0V8
7.0V8
74V8
74V8
74V8
74V8

20L4
2214
2214
2.8 V6
2.8 V6
3.1V6
3.1V6

38L6
3916
4116
46V8
5.0V8
53V8
54V8
5.7V8
5.7V8
5.7V8
6.5V8
6.6 V8
6.6 V8
6.7 V8
6.7V8
7.0V8
7.0V8
74V8

4116
4816
4.3 V6

Application Identifier
Identificador de Aplicacion
Application Identifier

w/ HEI
w/o HEI

w/o HEI

w/ HEI
w/o HEI

Big Block
Small Block

w/ HEI
w/o HEI

Big Block
Small Block

ThunderCore
Ultra™
(Premium)

900-1394
900-1791
900-1791
900-1597
900-1508
900-1658
900-1394
900-1394
900-1791
900-1791
900-1658
900-1791
900-1508
900-1597
900-1417
900-1417
900-1513
900-1513
900-1658
900-1658

900-1231
900-1804
900-1231
900-1331
900-1340
900-1358
900-1331

900-1260
900-1260
900-1260
900-1597
900-1597
900-1597
900-1597
900-1791
900-1597
900-1508
900-1658
900-1658
900-1791
900-1508
900-1597
900-1417
900-1417
900-1658

900-1260
900-1260
900-2072

ThunderCore
Ultra™
Combo Kits

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A

ThunderCore™

(OE)

910-1394
910-1791
910-1791
910-1597
910-1508
910-1658
910-1394
910-1394
910-1791
910-1791
910-1658
910-1791
910-1508
910-1597
910-1417
910-1417
910-1513
910-1513
910-1658
910-1658

910-1231
910-1804
910-1231
910-1331
910-1340
910-1358
910-1331

910-1260
910-1260
910-1260
910-1597
910-1597
910-1597
910-1597
910-1791
910-1597
910-1508
910-1658
910-1658
910-1791
910-1508
910-1597
910-1417
910-1417
910-1658

910-1260
910-1260
910-2072
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Year
Ao
Année

Blazer (Cont'd.)
2002
2001-1998
1997-1996
1995
1995
1987
1973
1972-1969
1994
1993-1987
1974-1973
1972-1969
1974-1973

Brookwood
1969
1961-1960
1972-1971
1970-1969
1961-1960
1972-1970
1972-1970
1961

Cc10
1984-1978
1977-1975
1980-1978
1977-1975
1986-1985
1985
1984-1983
1982-1981
1980-1978
1977
1986-1985
1986-1985
1986-1985
1984-1983
1982
1982
1981
1980-1978
1977-1975
1980
1979-1978
1977-1976
1980-1977
1976-1975

C10 Panel
1965-1963
1962-1960
1967-1966

Eng.
Lit/
La

CHEVROLET (Cont'd.

4.3 V6
4.3V6
4.3 V6
4.3V6
4.3 V6
50V8
50V8
50V8
5.7V8
5.7V8
5.7V8
5.7V8
74V8

4116
46V8
5.7V8
5.7V8
5.7V8
6.6V8
6.6 V8
6.7 V8

4116
4116
4816
4816
4.3 V6
50V8
50V8
50V8
50V8
50V8
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
6.6V8
6.6 V8
6.6V8
74V8
74V8

38L6
39L6
4116

Application Identifier
Identificador de Aplicacion
Application Identifier

w/ Horizontal Distributor Cap
w/ Vertical Distributor Cap

Big Block
Small Block

w/ Cast Iron Exhaust Manifold
w/ Stainless Steel Exhaust Manifold

VinL
Vin M

ThunderCore
Ultra™
(Premium)

900-1362
900-2072
900-1362
900-1515
900-1799
900-1393
900-1510
900-1597
900-1434
900-1393
900-1510
900-1597
900-1658

900-1260
900-1597
900-1791
900-1597
900-1508
900-1658
900-1791
900-1597

900-1353
900-1509
900-1353
900-1509
900-1360
900-1528
900-1395
900-1528
900-1512
900-1394
900-1528
900-1528
900-1512
900-1395
900-1528
900-1512
900-1528
900-1512
900-1394
900-1414
900-1512
900-1394
900-1414
900-1513

900-1260
900-1260
900-1260

ThunderCore
Ultra™
Combo Kits

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A

ThunderCore™

(OE)

910-1362
910-2072
910-1362
910-1515
910-1799
910-1393
910-1510
910-1597
910-1434
910-1393
910-1510
910-1597
910-1658

910-1260
910-1597
910-1791
910-1597
910-1508
910-1658
910-1791
910-1597

910-1353
910-1509
910-1353
910-1509
910-1360
910-1528
910-1395
910-1528
910-1512
910-1394
910-1528
910-1528
910-1512
910-1395
910-1528
910-1512
910-1528
910-1512
910-1394
910-1414
910-1512
910-1394
910-1414
910-1513

910-1260
910-1260
910-1260
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Year
Ao
Année

C10 Pickup
1969-1960
1974-1966
1962-1961
1974-1963
1967-1960
1973
1972-1968
1969-1966
1968
1974-1973
1972-1969
1961-1960
1969-1968
1972-1970
1974-1973

C10 Suburban
1980-1978
1977-1975
1974-1967
1974-1967
1967
1986-1985
1984-1983
1982-1981
1980-1978
1977
1973
1972-1968
1969
1967
1968
1986-1985
1986-1985
1986-1985
1984-1983
1982-1981
1980-1978
1977-1975
1974-1973
1972-1969
1969-1968
1972-1970
1980-1977
1976-1975
1974-1973

C20
1984-1978
1977-1975
1986-1978
1977-1975
1986-1985

Eng.
Lit/
La

CHEVROLET (Cont'd.

38L6
4116
4316
4816
46V8
5.0V8
5.0V8
53V8
54V8
5.7V8
5.7V8
5.7V8
6.5V8
6.6 V8
74V8

4116
4116
4116
4816
46V8
5.0V8
5.0V8
5.0V8
5.0V8
5.0V8
5.0V8
5.0V8
53V8
5.3V8
54V8
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
6.5V8
6.6 V8
74V8
74V8
74V8

4116
4116
4816
4816
4.3 V6

Application Identifier
Identificador de Aplicacion
Application Identifier

w/ Cast Iron Exhaust Manifold
w/ Stainless Steel Exhaust Manifold

ThunderCore
Ultra™
(Premium)

900-1260
900-1260
900-1260
900-1260
900-1597
900-1510
900-1597
900-1597
900-1597
900-1510
900-1597
900-1508
900-1417
900-1658
900-1658

900-1353
900-1509
900-1260
900-1260
900-1597
900-1528
900-1395
900-1528
900-1512
900-1394
900-1510
900-1597
900-1597
900-1597
900-1597
900-1528
900-1528
900-1512
900-1395
900-1528
900-1512
900-1394
900-1510
900-1597
900-1417
900-1658
900-1414
900-1513
900-1658

900-1353
900-1509
900-1353
900-1509
900-1360

ThunderCore
Ultra™
Combo Kits

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A

ThunderCore™

(OE)

910-1260
910-1260
910-1260
910-1260
910-1597
910-1510
910-1597
910-1597
910-1597
910-1510
910-1597
910-1508
910-1417
910-1658
910-1658

910-1353
910-1509
910-1260
910-1260
910-1597
910-1528
910-1395
910-1528
910-1512
910-139%4
910-1510
910-1597
910-1597
910-1597
910-1597
910-1528
910-1528
910-1512
910-1395
910-1528
910-1512
910-139%4
910-1510
910-1597
910-1417
910-1658
910-1414
910-1513
910-1658

910-1353
910-1509
910-1353
910-1509
910-1360
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Ao
Année

C20 (Cont'd.)
1986-1985
1984-1983
1982-1981
1980-1978
1977
1986-1985
1986-1985
1986-1985
1984-1983
1982-1981
1980-1978
1977-1975
1980
1979-1978
1977-1976
1986-1985
1986-1985
1984-1983
1982-1977
1976-1975

C20 Panel
1967

C20 Pickup
1965-1960
1974-1966
1962-1961
1974-1963
1967-1960
1973-1968
1968
1974-1973
1972-1969
1961
1969-1968
1972-1970
1974-1973

C20 Suburban
1974-1967
1982-1978
1977-1975
1974-1967
1986-1985
1984-1983
1982-1981
1980-1978
1977
1973-1968
1969-1967
1968
1986-1985
1986-1985

Eng.
Lit/
La

CHEVROLET (Cont'd.

50V8
50V8
50V8
50V8
50V8
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
6.6 V8
6.6V8
6.6 V8
74V8
74V8
74V8
74V8
74V8

4116

38L6
4116
4316
4816
46V8
50V8
54V8
5.7V8
5.7V8
5.7V8
6.5V8
6.6 V8
74V8

4116
4816
4816
4816
50V8
50V8
50V8
50V8
50V8
50V8
53V8
54V8
5.7V8
5.7V8

Application Identifier
Identificador de Aplicacion
Application Identifier

w/ Cast Iron Exhaust Manifold
w/ Stainless Steel Exhaust Manifold

w/ Cast Iron Exhaust Manifold
w/ Stainless Steel Exhaust Manifold

w/ Cast Iron Exhaust Manifold

ThunderCore
Ultra™
(Premium)

900-1528
900-1395
900-1528
900-1512
900-1394
900-1528
900-1528
900-1512
900-1395
900-1528
900-1512
900-1394
900-1414
900-1512
900-1394
900-1415
900-1427
900-1415
900-1414
900-1513

900-1260

900-1260
900-1260
900-1260
900-1260
900-1597
900-1597
900-1597
900-1510
900-1597
900-1508
900-1417
900-1658
900-1658

900-1260
900-1353
900-1509
900-1260
900-1528
900-1395
900-1528
900-1512
900-1394
900-1597
900-1597
900-1597
900-1528
900-1528

ThunderCore
Ultra™
Combo Kits

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

ThunderCore™

(OE)

910-1528
910-1395
910-1528
910-1512
910-1394
910-1528
910-1528
910-1512
910-1395
910-1528
910-1512
910-1394
910-1414
910-1512
910-1394
910-1415
910-1427
910-1415
910-1414
910-1513

910-1260

910-1260
910-1260
910-1260
910-1260
910-1597
910-1597
910-1597
910-1510
910-1597
910-1508
910-1417
910-1658
910-1658

910-1260
910-1353
910-1509
910-1260
910-1528
910-1395
910-1528
910-1512
910-1394
910-1597
910-1597
910-1597
910-1528
910-1528
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Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Ano Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
CHEVROLET (Cont'd.

C20 Suburban (Cont'd.)
1986-1985 5.7V8 w/ Stainless Steel Exhaust Manifold 900-1512 N/A 910-1512
1984-1983 5.7V8 900-1395 N/A 910-1395
1982-1981 5.7V8 900-1528 N/A 910-1528
1980-1978 5.7V8 900-1512 N/A 910-1512
1977-1975 5.7V8 900-1394 N/A 910-1394
1974-1973 5.7V8 900-1510 N/A 910-1510
1972-1969 5.7V8 900-1597 N/A 910-1597
1969-1968 6.5V8 900-1417 N/A 910-1417
1980 6.6 V8 900-1414 N/A 910-1414
1979-1978 6.6 V8 900-1512 N/A 910-1512
1977-1976 6.6 V8 900-1394 N/A 910-1394
1972-1970 6.6 V8 900-1658 N/A 910-1658
1986-1985 74V8 w/ Cast Iron Exhaust Manifold 900-1415 N/A 910-1415
1986-1985 74V8 w/ Stainless Steel Exhaust Manifold 900-1427 N/A 910-1427
1984-1983 74V8 900-1415 N/A 910-1415
1982-1977 74V8 900-1414 N/A 910-1414
1976-1975 74V8 900-1513 N/A 910-1513
1974-1973 74V8 900-1658 N/A 910-1658

C30
1980-1978 4116 900-1353 N/A 910-1353
1975 4116 900-1509 N/A 910-1509
1986-1978 4816 900-1353 N/A 910-1353
1977-1975 4816 900-1509 N/A 910-1509
1979-1978 5.0V8 900-1512 N/A 910-1512
1986-1985 5.7V8 w/ Cast Iron Exhaust Manifold 900-1528 N/A 910-1528
1986-1985 5.7V8 w/ Stainless Steel Exhaust Manifold 900-1512 N/A 910-1512
1984-1983 5.7V8 900-1395 N/A 910-1395
1982-1978 5.7V8 900-1512 N/A 910-1512
1977-1975 5.7V8 900-1394 N/A 910-1394
1979-1978 6.6 V8 900-1512 N/A 910-1512
1977-1976 6.6 V8 900-1394 N/A 910-1394
1986-1985 74V8 w/ Cast Iron Exhaust Manifold 900-1415 N/A 910-1415
1986-1985 74V8 w/ Stainless Steel Exhaust Manifold 900-1427 N/A 910-1427
1984-1983 74V8 900-1415 N/A 910-1415
1982-1977 74V8 900-1414 N/A 910-1414
1976-1975 74V8 900-1513 N/A 910-1513

C30 Panel
1965-1963 3.8L6 900-1260 N/A 910-1260
1962-1960 3916 900-1260 N/A 910-1260
1966 4116 900-1260 N/A 910-1260

C30 Pickup
1965-1960 3.8L6 900-1260 N/A 910-1260
1974-1966 4116 900-1260 N/A 910-1260
1974-1963 4816 900-1260 N/A 910-1260
1967-1960 46V8 900-1597 N/A 910-1597
1973 5.0V8 900-1510 N/A 910-1510
1972-1968 5.0V8 900-1597 N/A 910-1597
1968 5.4V8 900-1597 N/A 910-1597
1974-1973 5.7V8 900-1510 N/A 910-1510
1972-1969 5.7V8 900-1597 N/A 910-1597
1961 5.7 V8 900-1508 N/A 910-1508
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Ao Lit/ Identificador de Aplicacién Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
CHEVROLET (Cont'd.
C30 Pickup (Cont'd.)
1969-1968 6.5V8 900-1417 N/A 910-1417
1972-1970 6.6V8 900-1658 N/A 910-1658
1974-1973 74V8 900-1658 N/A 910-1658
C50
1985-1980 4816 900-1353 N/A 910-1353
1990-1980 5.7V8 N/A N/A 910-1527
C60
1985-1980 4816 900-1353 N/A 910-1353
1990-1980 5.7V8 N/A N/A 910-1527
1990-1986 6.0V8 900-1433 N/A 910-1433
1985-1983 6.0V8 900-1415 N/A 910-1415
1990 7.0V8 900-1433 N/A 910-1433
C60 Kodiak
1996-1995 6.0V8 900-1511 N/A 910-1511
1994-1990 6.0V8 900-1431 N/A 910-1431
1996-1995 7.0V8 900-1511 N/A 910-1511
1994-1990 7.0V8 900-1431 N/A 910-1431
C70
1990-1987 6.0V8 900-1433 N/A 910-1433
1985-1983 6.0V8 900-1415 N/A 910-1415
1990-1986 7.0V8 900-1433 N/A 910-1433
1985-1983 7.0V8 900-1415 N/A 910-1415
C70 Kodiak
1996-1995 6.0V8 900-1511 N/A 910-1511
1994-1990 6.0V8 900-1431 N/A 910-1431
1996-1995 7.0V8 900-1511 N/A 910-1511
1994-1990 7.0V8 900-1431 N/A 910-1431
C1500
1998 4.3 V6 900-2072 N/A 910-2072
1997-1996 4.3 V6 900-1362 N/A 910-1362
1995-1992 4.3 V6 900-1515 N/A 910-1515
1991-1988 4.3 V6 900-1329 N/A 910-1329
1999-1996 50V8 900-1436 N/A 910-1436
1995-1994 50V8 900-1434 N/A 910-1434
1993-1988 50V8 900-1393 N/A 910-1393
1999-1996 5.7V8 900-1436 N/A 910-1436
1995-1994 5.7V8 900-1434 N/A 910-1434
1993-1988 5.7V8 900-1393 N/A 910-1393
1993-1990 74V8 900-1432 N/A 910-1432
C1500 Suburban
1999-1996 5.7V8 900-1436 N/A 910-1436
1995-1994 5.7V8 900-1434 N/A 910-1434
1993-1992 5.7V8 900-1393 N/A 910-1393
C2500
1995-1992 4.3 V6 900-1515 N/A 910-1515
1991-1988 4.3 V6 900-1329 N/A 910-1329
1998-1996 50V8 900-1436 N/A 910-1436
1995-1994 50V8 900-1434 N/A 910-1434
1993-1988 50V8 900-1393 N/A 910-1393
2000-1996 5.7V8 900-1436 N/A 910-1436
1995-1994 5.7V8 900-1434 N/A 910-1434

301



NValker

walkerproducts.com

Application Guide

Year
Ao
Année

C2500 (Cont'd.)
1993-1988
2000-1996
1995-1994
1993-1991

C2500 Suburban

1999-1996
1995-1994
1993-1992
1999-1996
1995-1994
1993-1992
C3500
2000-1996
1995-1994
1993-1988
2000-1996
1995-1994
1993-1990
1989-1988
2003-2001
C4500 Kodiak
2007-2004
2003
2003
C5500 Kodiak
1990
2007-2004
2003
2003
C6500 Kodiak
2000-1999
2007-2004
2003
2003
2002-2001
C7500 Kodiak
2000-1999
2007-2004
2003
2003
2002-2001
Camaro
1986-1984
1983-1982
1969-1967
1979-1978
1977-1975
1974-1967
1989-1985
1984-1982
1992-1990

Eng.
Lit/
La

CHEVROLET (Cont'd.

5.7V8
74V8
74V8
74V8

5.7V8
5.7V8
5.7V8
74V8
74V8
74V8

5.7V8
5.7V8
5.7V8
74V8
74V8
74V8
74V8
8.1V8

8.1V8
8.1V8
8.1V8

6.0V8
8.1V8
8.1V8
8.1V8

74V8
8.1V8
8.1V8
8.1V8
8.1V8

74V8
8.1V8
8.1V8
8.1V8
8.1V8

2514
2514
38L6
4116
4116
4116
2.8 V6
2.8 V6
3.1V6

Application Identifier

Identificador de Aplicacion

Application Identifier

Exc. Interim Control CTF
Interim Control CTF

Exc. Interim Control CTF
Interim Control CTF

Exc. Interim Control CTF
Interim Control CTF

Exc. Interim Control CTF
Interim Control CTF

ThunderCore
Ultra™
(Premium)

900-1393
900-1437
900-1435
900-1430

900-1436
900-1434
900-1393
900-1437
900-1435
900-1430

900-1436
900-1434
900-1393
900-1437
900-1435
900-1430
900-1432
900-1828

900-2050
900-1828
900-2050

900-1433
900-2050
900-1828
900-2050

900-1829
900-2050
900-1828
900-2050
900-1828

900-1829
900-2050
900-1828
900-2050
900-1828

900-1586
900-1230
900-1260
900-1353
900-1509
900-1260
900-1514
900-1335
900-1300

ThunderCore
Ultra™
Combo Kits

N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A

N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

ThunderCore™

(OE)

910-1393
910-1437
910-1435
910-1430

910-1436
910-1434
910-1393
910-1437
910-1435
910-1430

910-1436
910-1434
910-1393
910-1437
910-1435
910-1430
910-1432
910-1828

910-2050
910-1828
910-2050

910-1433
910-2050
910-1828
910-2050

910-1829
910-2050
910-1828
910-2050
910-1828

910-1829
910-2050
910-1828
910-2050
910-1828

910-1586
910-1230
910-1260
910-1353
910-1509
910-1260
910-1514
910-1335
910-1300
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Ao Lit/ Identificador de Aplicacién Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
CHEVROLET (Cont'd.
Camaro (Cont'd.)
1995-1993 34 V6 900-1357 N/A 910-1357
2002-2000 3.8V6 900-1826 N/A 910-1826
1999-1995 3.8V6 900-1359 N/A 910-1359
1981-1980 3.8V6 Vin A 900-1592 N/A 910-1592
1981-1980 3.8V6 VinK 900-1354 N/A 910-1354
1981 44V8 900-1420 N/A 910-1420
1980 44V8 900-1512 N/A 910-1512
1969 49V8 900-1597 N/A 910-1597
1992-1989 50V8 900-1407 N/A 910-1407
1988 50V8 900-1422 N/A 910-1422
1987 50V8 CARB 900-1529 N/A 910-1529
1987 50V8 Fl 900-1422 N/A 910-1422
1986-1985 50V8 CARB 900-1395 N/A 910-1395
1986-1985 50V8 Fl 900-1421 N/A 910-1421
1984 50V8 900-1395 N/A 910-1395
1983-1982 50V8 CARB 900-1395 N/A 910-1395
1983-1982 50V8 Fl 900-1528 N/A 910-1528
1981 50V8 900-1420 N/A 910-1420
1980 50V8 Calif-ESV 900-1420 N/A 910-1420
1980 50V8 Non Calif-ESV 900-1512 N/A 910-1512
1979-1977 50V8 900-1512 N/A 910-1512
1976 50V8 900-1394 N/A 910-1394
1973-1971 50V8 900-1791 N/A 910-1791
1970-1969 50V8 900-1597 N/A 910-1597
1967 53V8 900-1597 N/A 910-1597
1969-1968 54V8 900-1597 N/A 910-1597
2002-1998 5.7V8 900-1482 N/A 910-1482
1997-1994 5.7V8 900-1426 N/A 910-1426
1993 5.7V8 900-1476 N/A 910-1476
1992-1989 5.7V8 900-1407 N/A 910-1407
1988 5.7V8 900-1422 N/A 910-1422
1987 5.7V8 Fl 900-1422 N/A 910-1422
1981-1977 5.7V8 900-1512 N/A 910-1512
1976-1975 5.7V8 900-1394 N/A 910-1394
1974 5.7V8 w/ HEI 900-1394 N/A 910-1394
1974 5.7V8 w/o HEI 900-1791 N/A 910-1791
1973-1971 5.7V8 900-1791 N/A 910-1791
1970-1968 5.7V8 900-1597 N/A 910-1597
1967 5.7V8 900-1417 N/A 910-1417
2015-2010 6.2V8 900-2073 N/A 910-2073
1969-1967 6.5V8 900-1658 N/A 910-1658
1972-1970 6.6 V8 900-1658 N/A 910-1658
2015 7.0V8 900-2073 N/A 910-2073
1969 7.0V8 900-1417 N/A 910-1417
Caprice
1979-1978 4116 900-1353 N/A 910-1353
1977 4116 900-1509 N/A 910-1509
1969-1967 4116 900-1260 N/A 910-1260
1985-1980 3.8V6 Vin A 900-1592 N/A 910-1592
1984-1983 3.8V6 Vin 9 900-1354 N/A 910-1354
1982-1980 3.8 V6 \in K 900-1354 N/A 910-1354
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Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Ano Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
CHEVROLET (Cont'd.

Caprice (Cont'd.)
1993-1992 4.3V6 900-1330 N/A 910-1330
1990-1989 4.3V6 900-1386 N/A 910-1386
1988-1986 4.3V6 900-1356 N/A 910-1356
1985 4.3V6 900-1355 N/A 910-1355
1996-1994 43V8 900-1476 N/A 910-1476
1982-1981 44V8 900-1395 N/A 910-1395
1980 44V8 900-1528 N/A 910-1528
1967-1966 46V8 900-1597 N/A 910-1597
1993-1991 5.0V8 900-1407 N/A 910-1407
1990-1989 5.0V8 VinE 900-1407 N/A 910-1407
1990-1986 5.0V8 VinY 900-1404 N/A 910-1404
1988-1987 5.0V8 VinH 900-1423 N/A 910-1423
1987 5.0V8 Canada Built 900-1529 N/A 910-1529
1986 5.0V8 VinH 900-1395 N/A 910-1395
1985-1981 5.0V8 900-1395 N/A 910-1395
1980 5.0V8 900-1528 N/A 910-1528
1979-1977 5.0V8 900-1512 N/A 910-1512
1968 5.0V8 900-1597 N/A 910-1597
1969-1968 54V8 900-1597 N/A 910-1597
1996-1994 5.7V8 900-1476 N/A 910-1476
1993-1990 5.7V8 900-1407 N/A 910-1407
1989-1987 5.7V8 900-1423 N/A 910-1423
1986-1985 5.7V8 900-1395 N/A 910-1395
1981-1977 5.7V8 900-1512 N/A 910-1512
1976-1975 5.7V8 900-139%4 N/A 910-1394
1974-1973 5.7V8 w/ HEI 900-139%4 N/A 910-1394
1974-1973 5.7V8 w/o HEI 900-1791 N/A 910-1791
1972-1971 5.7V8 900-1791 N/A 910-1791
1970-1969 5.7V8 900-1597 N/A 910-1597
2015-2011 6.0V8 900-2073 N/A 910-2073
1969-1966 6.5V8 900-1658 N/A 910-1658
1976-1975 6.6 V8 900-1394 N/A 910-1394
1974 6.6 V8 w/ HEI 900-139%4 N/A 910-1394
1974 6.6 V8 w/o HEI 900-1791 N/A 910-1791
1973 6.6 V8 900-1791 N/A 910-1791
1972-1971 6.6 V8 Big Block 900-1658 N/A 910-1658
1972-1971 6.6 V8 Small Block 900-1791 N/A 910-1791
1970 6.6 V8 900-1791 N/A 910-1791
1969-1966 7.0V8 900-1417 N/A 910-1417
1976-1975 74V8 900-1513 N/A 910-1513
1974-1973 74V8 w/ HEI 900-1513 N/A 910-1513
1974-1973 74V8 w/o HEI 900-1658 N/A 910-1658
1972-1970 74V8 900-1658 N/A 910-1658

Cargo Van
1999-1997 5.7V8 900-1436 N/A 910-1436

Cavalier
1982 1814 900-1226 N/A 910-1226
1989-1987 20L4 900-1231 N/A 910-1231
1986-1983 20L4 900-1226 N/A 910-1226
2002-1998 2214 900-1797 N/A 910-1797
1997-1993 2214 900-1804 N/A 910-1804
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Ao Lit/ Identificador de Aplicacién Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
CHEVROLET (Cont'd.

Cavalier (Cont'd.)
1992 2214 900-1240 N/A 910-1240
1991-1990 2214 900-1231 N/A 910-1231
1989 2.8V6 900-1331 N/A 910-1331
1988-1987 2.8V6 900-1340 N/A 910-1340
1986-1985 2.8V6 900-1300 N/A 910-1300
1994-1990 3.1V6 900-1331 N/A 910-1331

Celebrity
1990-1987 2514 900-1229 N/A 910-1229
1986-1984 2514 900-1586 N/A 910-1586
1983-1982 2514 900-1230 N/A 910-1230
1989-1987 2.8V6 900-1327 N/A 910-1327
1986-1985 2.8V6 CARB 900-1514 N/A 910-1514
1986-1985 2.8V6 Fl 900-1300 N/A 910-1300
1986 2.8V6 900-1300 N/A 910-1300
1984-1983 2.8V6 900-1585 N/A 910-1585
1982 2.8V6 900-1334 N/A 910-1334
1990 3.1V6 900-1327 N/A 910-1327

Chevelle
1966-1964 3216 900-1260 N/A 910-1260
1969-1964 38L6 900-1260 N/A 910-1260
1973-1967 4116 900-1260 N/A 910-1260
1967-1964 46V8 900-1597 N/A 910-1597
1973-1970 50V8 900-1791 N/A 910-1791
1969-1968 50V8 900-1597 N/A 910-1597
1966 53V8 900-1597 N/A 910-1597
1968-1967 54V8 900-1597 N/A 910-1597
1973 5.7V8 w/ HEI 900-1394 N/A 910-1394
1973 5.7V8 w/o HEI 900-1791 N/A 910-1791
1972-1971 5.7V8 900-1791 N/A 910-1791
1970-1969 5.7V8 900-1597 N/A 910-1597
1970-1965 6.5V8 900-1658 N/A 910-1658
1972 6.6 V8 Big Block 900-1658 N/A 910-1658
1971-1970 6.6 V8 Small Block 900-1597 N/A 910-1597
1970 6.6V8 Big Block 900-1658 N/A 910-1658
1973-1970 74V8 900-1658 N/A 910-1658

Chevette
1977-1976 1414 900-1244 N/A 910-1244
1987-1983 1.6L4 900-1243 N/A 910-1243
1982-1979 1.6L4 w/ Air Conditioning 900-1244 N/A 910-1244
1982-1979 1.6L4 w/o Air Conditioning 900-1503 N/A 910-1503
1978-1976 1.6L4 900-1243 N/A 910-1243

Chevy I
1968-1962 2514 900-1094 N/A 910-1094
1967-1962 3216 900-1260 N/A 910-1260
1968 38L6 900-1260 N/A 910-1260
1966-1964 38L6 900-1260 N/A 910-1260
1968-1967 4116 900-1260 N/A 910-1260
1967-1963 46V8 900-1597 N/A 910-1597
1968 50V8 900-1597 N/A 910-1597
1968-1965 53V8 900-1597 N/A 910-1597
1968 54 V8 900-1597 N/A 910-1597
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Aio Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
CHEVROLET (Cont'd.
Chevy Il (Cont'd.)
1968 5.7V8 900-1597 N/A 910-1597
1968 6.5V8 900-1658 N/A 910-1658
Cheyenne
2013-2010 5.3V8 900-1829A N/A 910-1829A
Citation
1983-1981 2514 900-1230 N/A 910-1230
1980 2514 900-1587 N/A 910-1587
1985-1984 2.8V6 900-1514 N/A 910-1514
1983 28V6 900-1585 N/A 910-1585
1982-1980 2.8V6 900-1334 N/A 910-1334
Citation Il
1985-1984 2514 900-1586 N/A 910-1586
1985 2.8V6 CARB 900-1514 N/A 910-1514
1985 28V6 FI 900-1300 N/A 910-1300
1984 2.8V6 900-1585 N/A 910-1585
Colorado
2011-2009 5.3V8 900-1829A N/A 910-1829A
Commercial Chassis
1991 5.0V8 900-1407 N/A 910-1407
1994-1993 5.7V8 900-1476 N/A 910-1476
1991 5.7V8 900-1407 N/A 910-1407
Corsica
1989-1987 20L4 900-1231 N/A 910-1231
1996-1992 2214 900-1804 N/A 910-1804
1991-1990 2214 900-1231 N/A 910-1231
1989 2.8V6 900-1331 N/A 910-1331
1988-1987 28V6 900-1340 N/A 910-1340
1996-1994 3.1V6 900-1358 N/A 910-1358
1993-1990 3.1V6 900-1331 N/A 910-1331
Corvair
1961-1960 2.3H6 900-1481 N/A 910-1481
1963-1961 2.4 H6 900-1481 N/A 910-1481
1969-1964 2.7H6 900-1481 N/A 910-1481
Corvair Truck
1963-1961 2.4 H6 900-1481 N/A 910-1481
1964 2.7H6 900-1481 N/A 910-1481
Corvette
1961-1960 46V8 900-1597 N/A 910-1597
1980 5.0V8 900-1419 N/A 910-1419
1967-1962 5.3V8 900-1597 N/A 910-1597
1968 5.4V8 900-1597 N/A 910-1597
2004-2003 5.7V8 900-2073 N/A 910-2073
2002-1997 5.7V8 900-1482 N/A 910-1482
1996 5.7V8 900-1425 N/A 910-1425
1995-1992 5.7V8 P 900-1425 N/A 910-1425
1995-1990 5.7V8 ZR-1 900-1524 N/A 910-1524
1991-1990 5.7V8 8 900-1424 N/A 910-1424
1989-1985 5.7V8 900-1424 N/A 910-1424
1984 5.7V8 900-1461 N/A 910-1461
1982-1975 5.7V8 900-1419 N/A 910-1419
1974 5.7 V8 w/ HEI 900-1419 N/A 910-1419
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Ao Lit/ Identificador de Aplicacién Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
CHEVROLET (Cont'd.
Corvette (Cont'd.)
1974 5.7V8 w/o HEI 900-1597 N/A 910-1597
1973-1969 5.7V8 900-1597 N/A 910-1597
2007-2005 6.0V8 900-2049 N/A 910-2049
2013-2009 6.2V8 900-2051 N/A 910-2051
2008 6.2V8 900-2049 N/A 910-2049
1965 6.5V8 900-1658 N/A 910-1658
2013-2009 7.0V8 900-1829A N/A 910-1829A
2008-2006 7.0V8 900-2049 N/A 910-2049
1969-1967 7.0V8 900-1658 N/A 910-1658
1966 7.0V8 900-1597 N/A 910-1597
1974 74V8 w/ HEI 900-1513 N/A 910-1513
1974 74V8 w/o HEI 900-1658 N/A 910-1658
1973-1970 74V8 900-1658 N/A 910-1658
El Camino
1965-1964 3216 900-1260 N/A 910-1260
1969-1964 38L6 900-1260 N/A 910-1260
1960 38L6 900-1260 N/A 910-1260
1977-1975 4116 900-1509 N/A 910-1509
1974-1967 4116 900-1260 N/A 910-1260
1979-1978 3.3V6 900-1354 N/A 910-1354
1984-1983 3.8V6 Vin 9 900-1354 N/A 910-1354
1984-1980 3.8V6 Vin A 900-1592 N/A 910-1592
1982-1980 3.8V6 VinK 900-1354 N/A 910-1354
1979-1978 3.8V6 900-1357 N/A 910-1357
1987-1986 4.3 V6 900-1356 N/A 910-1356
1985 4.3 V6 900-1355 N/A 910-1355
1982-1979 44V8 900-1395 N/A 910-1395
1967-1964 46V8 900-1597 N/A 910-1597
1960 46V8 900-1597 N/A 910-1597
1987 50V8 900-1423 N/A 910-1423
1987 50V8 Canada Built 900-1529 N/A 910-1529
1986-1981 50V8 900-1395 N/A 910-1395
1980-1979 50V8 900-1512 N/A 910-1512
1978 50V8 900-1528 N/A 910-1528
1977-1976 50V8 900-1394 N/A 910-1394
1973 50V8 900-1510 N/A 910-1510
1972-1971 50V8 900-1791 N/A 910-1791
1970-1968 50V8 900-1597 N/A 910-1597
1968 54V8 900-1597 N/A 910-1597
1979-1977 5.7V8 900-1512 N/A 910-1512
1976-1975 5.7V8 900-1394 N/A 910-1394
1974 5.7V8 w/ HEI 900-1394 N/A 910-1394
1974 5.7V8 w/o HEI 900-1791 N/A 910-1791
1973-1971 5.7V8 900-1791 N/A 910-1791
1970-1969 5.7V8 900-1597 N/A 910-1597
1960 5.7V8 900-1508 N/A 910-1508
1970-1966 6.5V8 900-1658 N/A 910-1658
1976-1975 6.6V8 900-1394 N/A 910-1394
1974 6.6 V8 w/ HEI 900-1394 N/A 910-1394
1974 6.6V8 w/o HEI 900-1791 N/A 910-1791
1972-1970 6.6 V8 Big Block 900-1658 N/A 910-1658
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Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Ano Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
CHEVROLET (Cont'd.

El Camino (Cont'd.)
1972-1970 6.6 V8 Small Block 900-1597 N/A 910-1597
1975 74V8 900-1513 N/A 910-1513
1974 74V8 w/ HEI 900-1513 N/A 910-1513
1974 74V8 w/o HEI 900-1658 N/A 910-1658
1973-1970 74V8 900-1658 N/A 910-1658

Equinox
2009-2005 3.4 V6 900-2048 N/A 910-2048

Express 1500
2014-2008 4.3V6 900-2071 N/A 910-2071
2007-2003 4.3V6 900-2072 N/A 910-2072
2002 4.3V6 900-1362 N/A 910-1362
2001-1998 4.3V6 900-2072 N/A 910-2072
1997-1996 4.3V6 900-1362 N/A 910-1362
2002-1996 5.0V8 900-1436 N/A 910-1436
2014-2009 53V8 900-1829A N/A 910-1829A
2008 53V8 900-2049 N/A 910-2049
2007-2006 53V8 900-2074 N/A 910-2074
2005-2003 53V8 900-1659 N/A 910-1659
2002-1996 5.7V8 900-1436 N/A 910-1436

Express 2500
2005-2003 4.3V6 900-2072 N/A 910-2072
2002 4.3V6 900-1362 N/A 910-1362
2001-1998 4.3V6 900-2072 N/A 910-2072
1997-1996 4.3V6 900-1362 N/A 910-1362
2014-2009 48V8 900-1829A N/A 910-1829A
2008 48V8 900-2049 N/A 910-2049
2007-2006 48V8 900-2074 N/A 910-2074
2005-2003 48V8 900-1659 N/A 910-1659
2002-1996 5.0V8 900-1436 N/A 910-1436
2005-2003 5.3V8 900-1659 N/A 910-1659
2002-1996 5.7V8 900-1436 N/A 910-1436
2014-2013 6.0V8 900-1829A N/A 910-1829A
2011-2009 6.0V8 900-1829A N/A 910-1829A
2008 6.0V8 900-2049 N/A 910-2049
2007-2006 6.0V8 900-2074 N/A 910-2074
2005-2003 6.0V8 CNG 900-2074 N/A 910-2074
2005-2003 6.0V8 GAS 900-1659 N/A 910-1659

Express 3500
2014-2009 48V8 900-1829A N/A 910-1829A
2008 48V8 900-2049 N/A 910-2049
2007-2006 48V8 900-2074 N/A 910-2074
2005 48V8 900-1659 N/A 910-1659
2002-1996 5.7V8 900-1436 N/A 910-1436
2014-2013 6.0V8 900-1829A N/A 910-1829A
2011-2009 6.0V8 900-1829A N/A 910-1829A
2008 6.0V8 900-2049 N/A 910-2049
2007-2006 6.0V8 900-2074 N/A 910-2074
2005-2003 6.0V8 CNG 900-2074 N/A 910-2074
2005-2003 6.0V8 GAS 900-1659 N/A 910-1659
2000-1996 74V8 900-1437 N/A 910-1437
2002-2001 8.1V8 900-1828 N/A 910-1828
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Ao Lit/ Identificador de Aplicacién Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
CHEVROLET (Cont'd.

Express 4500
2014-2009 6.0V8 900-1829A N/A 910-1829A

Express Cargo
2013-2010 4.3 V6 900-2071 N/A 910-2071
2014-2010 6.0V8 900-1829A N/A 910-1829A

Express Pasajeros
2014-2010 53V8 900-1829A N/A 910-1829A
2014-2010 6.0V8 900-1829A N/A 910-1829A

G10
1984-1978 4116 900-1353 N/A 910-1353
1977-1975 4116 900-1509 N/A 910-1509
1995-1992 4.3 V6 900-1515 N/A 910-1515
1991-1987 4.3 V6 900-1329 N/A 910-1329
1986-1985 4.3 V6 900-1360 N/A 910-1360
1995-1994 50V8 900-1438 N/A 910-1438
1993-1987 50V8 900-1393 N/A 910-1393
1986-1978 50V8 900-1512 N/A 910-1512
1977 50V8 900-1394 N/A 910-1394
1993-1987 5.7V8 900-1393 N/A 910-1393
1986-1978 5.7V8 900-1512 N/A 910-1512
1977-1976 5.7V8 900-1394 N/A 910-1394
1975 5.7V8 w/ HEI 900-1394 N/A 910-1394
1975 5.7V8 w/o HEI 900-1597 N/A 910-1597
1976 6.6 V8 900-1394 N/A 910-1394

G10 Van
1965-1964 2514 900-1094 N/A 910-1094
1966-1964 3216 900-1260 N/A 910-1260
1969-1966 38L6 900-1260 N/A 910-1260
1974-1967 4116 900-1260 N/A 910-1260
1973 50V8 900-1510 N/A 910-1510
1972-1970 5.0V8 900-1791 N/A 910-1791
1969-1968 50V8 900-1597 N/A 910-1597
1974 5.7V8 900-1597 N/A 910-1597
1973 5.7V8 900-1510 N/A 910-1510
1972-1970 5.7V8 900-1791 N/A 910-1791
1974-1973 74V8 900-1658 N/A 910-1658

G20
1984-1978 4116 900-1353 N/A 910-1353
1977-1975 4116 900-1509 N/A 910-1509
1980-1978 4816 900-1353 N/A 910-1353
1977-1975 4816 900-1509 N/A 910-1509
1995-1992 4.3 V6 900-1515 N/A 910-1515
1991-1987 4.3V6 900-1329 N/A 910-1329
1986-1985 4.3 V6 900-1360 N/A 910-1360
1995-1994 50V8 900-1438 N/A 910-1438
1993-1987 50V8 900-1393 N/A 910-1393
1986-1978 50V8 900-1512 N/A 910-1512
1977 50V8 900-1394 N/A 910-1394
1995-1994 5.7V8 900-1438 N/A 910-1438
1993-1987 5.7V8 900-1393 N/A 910-1393
1986-1978 5.7V8 900-1512 N/A 910-1512
1977-1976 5.7 V8 900-1394 N/A 910-1394
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Year
Ao
Année

G20 (Cont'd.)
1975
1975
1980-1978
1977-1975
1976
G20 Van
1969-1967
1974-1967
1974-1971
1970
1969-1968
1974
1973
1972-1970
1974-1973
G30
1984-1981
1979-1978
1976
1979-1978
1977-1975
2002
2001
1996-1992
1991-1987
1986-1985
1985
1982
1979-1978
1996-1994
1993-1987
1986-1978
1977-1976
1975
1975
1980-1978
1977-1975
1996-1994
1993-1990
1989-1988
1976-1975
G30 Van
1974-1970
1974
1972-1971
1974
1973
1972-1970
1974-1973
Impala
1965-1961

Eng.
Lit/
La

CHEVROLET (Cont'd.

5.7V8
5.7V8
6.6 V8
6.6 V8
74V8

38L6
4116
4816
5.0V8
5.0V8
5.7V8
5.7V8
5.7V8
74V8

4116
4116
4116
4816
4816
4.3V6
4.3V6
4.3V6
4.3V6
4.3V6
5.0V8
5.0V8
5.0V8
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
6.6 V8
6.6 V8
74V8
74V8
74V8
74V8

4116
4816
4816
5.7V8
5.7V8
5.7V8
74V8

3.8L6

Application Identifier
Identificador de Aplicacion
Application Identifier

w/ HEI
w/o HEI

w/ HEI
w/o HEI

ThunderCore
Ultra™
(Premium)

900-1394
900-1597
900-1512
900-1394
900-1414

900-1260
900-1260
900-1260
900-1791
900-1597
900-1597
900-1510
900-1791
900-1658

900-1353
900-1353
900-1509
900-1353
900-1509
900-1362
900-2072
900-1515
900-1329
900-1360
900-1512
900-1512
900-1512
900-1438
900-1393
900-1512
900-1394
900-1394
900-1597
900-1512
900-1394
900-1435
900-1430
900-1428
900-1414

900-1260
900-1260
900-1260
900-1597
900-1510
900-1791
900-1658

900-1260

ThunderCore
Ultra™
Combo Kits

N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A

ThunderCore™

(OE)

910-1394
910-1597
910-1512
910-1394
910-1414

910-1260
910-1260
910-1260
910-1791
910-1597
910-1597
910-1510
910-1791
910-1658

910-1353
910-1353
910-1509
910-1353
910-1509
910-1362
910-2072
910-1515
910-1329
910-1360
910-1512
910-1512
910-1512
910-1438
910-1393
910-1512
910-139%4
910-139%4
910-1597
910-1512
910-139%4
910-1435
910-1430
910-1428
910-1414

910-1260
910-1260
910-1260
910-1597
910-1510
910-1791
910-1658

910-1260
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Year
Ao
Année

Impala (Cont'd.)
1979-1978
1977
1973-1965
2005-2000
2011-2006
2005-2000
1985
1984-1983
1984-1980
1982-1980
2010-2006
1985
1982-1981
1980
1967-1960
1985-1981
1980
1979-1977
1968
2009
2008-2006
1969-1964
1996-1994
1985-1982
1981-1977
1976-1975
1974
1974
1973-1971
1970-1969
1961-1960
1969-1965
1976-1975
1974
1974
1973
1972-1971
1972-1971
1970
1965-1963
1962-1961
1969-1966
1963
1976-1975
1974
1974
1973-1970

K5 Blazer
1982-1978
1977-1975
1986-1985

Eng.
Lit/
La

CHEVROLET (Cont'd.

4116
4116
4116
34V6
3.5V6
3.8V6
3.8V6
3.8V6
3.8V6
3.8V6
3.9V6
4.3 V6
44V8
44V8
46V8
50V8
50V8
50V8
50V8
53V8
53V8
54V8
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
6.5V8
6.6V8
6.6 V8
6.6V8
6.6 V8
6.6V8
6.6 V8
6.6V8
6.7V8
6.7V8
7.0V8
7.0V8
74V8
74V8
74V8
74V8

4116
4116
5.0V8

Application Identifier
Identificador de Aplicacion
Application Identifier

Vin9
Vin A
VinK

w/ HEI
w/o HEI

w/ HEI
w/o HEI

Big Block
Small Block

w/ HEI
w/o HEI

ThunderCore
Ultra™
(Premium)

900-1353
900-1509
900-1260
900-1803
900-2047
900-1364
900-1334
900-1354
900-1592
900-1354
900-2047
900-1355
900-1395
900-1528
900-1597
900-1395
900-1528
900-1512
900-1597
900-1829A
900-2049
900-1597
900-1476
900-1395
900-1512
900-1394
900-1394
900-1791
900-1791
900-1597
900-1508
900-1658
900-1394
900-1394
900-1791
900-1791
900-1658
900-1791
900-1791
900-1508
900-1597
900-1417
900-1658
900-1513
900-1513
900-1658
900-1658

900-1353
900-1509
900-1528

ThunderCore
Ultra™
Combo Kits

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A

ThunderCore™

(OE)

910-1353
910-1509
910-1260
910-1803
910-2047
910-1364
910-1334
910-1354
910-1592
910-1354
910-2047
910-1355
910-1395
910-1528
910-1597
910-1395
910-1528
910-1512
910-1597
910-1829A
910-2049
910-1597
910-1476
910-1395
910-1512
910-1394
910-1394
910-1791
910-1791
910-1597
910-1508
910-1658
910-1394
910-1394
910-1791
910-1791
910-1658
910-1791
910-1791
910-1508
910-1597
910-1417
910-1658
910-1513
910-1513
910-1658
910-1658

910-1353
910-1509
910-1528
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Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Ano Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
CHEVROLET (Cont'd.

K5 Blazer (Cont'd.)
1984-1983 5.0V8 900-1395 N/A 910-1395
1982-1981 5.0V8 900-1528 N/A 910-1528
1980-1978 5.0V8 900-1512 N/A 910-1512
1977 5.0V8 900-139%4 N/A 910-139%4
1986-1985 5.7V8 900-1528 N/A 910-1528
1984-1983 5.7V8 900-1395 N/A 910-1395
1982-1981 5.7V8 900-1528 N/A 910-1528
1980-1978 5.7V8 900-1512 N/A 910-1512
1977-1975 5.7V8 900-139%4 N/A 910-1394
1979-1978 6.6 V8 900-1512 N/A 910-1512
1977-1975 6.6 V8 900-139%4 N/A 910-1394
1978-1976 74V8 900-1414 N/A 910-1414

K10
1984-1978 4116 900-1353 N/A 910-1353
1977-1975 4116 900-1509 N/A 910-1509
1980-1979 4816 900-1353 N/A 910-1353
1976-1975 4816 900-1509 N/A 910-1509
1986-1985 4.3V6 900-1360 N/A 910-1360
1986-1985 5.0V8 900-1528 N/A 910-1528
1984-1983 5.0V8 900-1395 N/A 910-1395
1982-1981 5.0V8 900-1528 N/A 910-1528
1979-1978 5.0V8 900-1512 N/A 910-1512
1977 5.0V8 900-139%4 N/A 910-1394
1986-1985 5.7V8 900-1528 N/A 910-1528
1986-1985 5.7V8 w/ Cast Iron Exhaust Manifold 900-1528 N/A 910-1528
1986-1985 5.7V8 w/ Stainless Steel Exhaust Manifold 900-1512 N/A 910-1512
1984-1983 5.7V8 900-1395 N/A 910-1395
1982 5.7V8 VinL 900-1528 N/A 910-1528
1982 5.7V8 VinM 900-1512 N/A 910-1512
1981 5.7V8 900-1528 N/A 910-1528
1980-1978 5.7V8 900-1512 N/A 910-1512
1977-1975 5.7V8 900-139%4 N/A 910-139%4
1980 6.6 V8 900-1414 N/A 910-1414
1979-1978 6.6 V8 900-1512 N/A 910-1512
1977-1975 6.6 V8 900-139%4 N/A 910-139%4
1980-1979 74V8 900-1414 N/A 910-1414
1976 74V8 900-1513 N/A 910-1513

K10 Pickup
1969-1960 3.81L6 900-1260 N/A 910-1260
1974-1966 4116 900-1260 N/A 910-1260
1962-1961 4316 900-1260 N/A 910-1260
1974-1963 4816 900-1260 N/A 910-1260
1967-1961 46V8 900-1597 N/A 910-1597
1973 5.0V8 900-1510 N/A 910-1510
1972-1968 5.0V8 900-1597 N/A 910-1597
1969-1966 53V8 900-1597 N/A 910-1597
1968 54 V8 900-1597 N/A 910-1597
1974-1973 5.7V8 900-1510 N/A 910-1510
1972-1969 5.7V8 900-1597 N/A 910-1597
1969-1968 6.5V8 900-1417 N/A 910-1417
1972-1970 6.6 V8 900-1658 N/A 910-1658

312



N\Vallkcer Application Guide

walkerproducts.com

Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Ao Lit/ Identificador de Aplicacién Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
CHEVROLET (Cont'd.

K10 Pickup (Cont'd.)
1974-1973 74V8 900-1658 N/A 910-1658

K10 Suburban
1980-1978 4116 900-1353 N/A 910-1353
1977-1975 4116 900-1509 N/A 910-1509
1974-1967 4116 900-1260 N/A 910-1260
1970-1969 4816 900-1260 N/A 910-1260
1967 4816 900-1260 N/A 910-1260
1967 46V8 900-1597 N/A 910-1597
1986-1985 50V8 900-1528 N/A 910-1528
1984-1983 50V8 900-1395 N/A 910-1395
1982-1981 5.0V8 900-1528 N/A 910-1528
1980-1978 5.0V8 900-1512 N/A 910-1512
1977 5.0V8 900-1394 N/A 910-139%4
1973 5.0V8 900-1510 N/A 910-1510
1972-1968 5.0V8 900-1597 N/A 910-1597
1969-1967 53V8 900-1597 N/A 910-1597
1968 54 V8 900-1597 N/A 910-1597
1986-1985 5.7V8 900-1528 N/A 910-1528
1986-1985 5.7V8 w/ Cast Iron Exhaust Manifold 900-1528 N/A 910-1528
1986-1985 5.7V8 w/ Stainless Steel Exhaust Manifold 900-1512 N/A 910-1512
1984-1983 5.7V8 900-1395 N/A 910-1395
1982-1981 57V8 900-1528 N/A 910-1528
1980-1978 5.7V8 900-1512 N/A 910-1512
1977-1975 57V8 900-1394 N/A 910-139%4
1974-1973 5.7V8 900-1510 N/A 910-1510
1972-1969 57V8 900-1597 N/A 910-1597
1969-1968 6.5V8 900-1417 N/A 910-1417
1979-1978 6.6 V8 900-1512 N/A 910-1512
1977-1975 6.6 V8 900-139%4 N/A 910-139%4
1972-1970 6.6 V8 900-1658 N/A 910-1658
1974-1973 74V8 900-1658 N/A 910-1658

K20
1980-1978 4116 900-1353 N/A 910-1353
1976-1975 4116 900-1509 N/A 910-1509
1986-1978 4816 900-1353 N/A 910-1353
1977-1975 4816 900-1509 N/A 910-1509
1985 4.3V6 900-1360 N/A 910-1360
1985 50V8 900-1528 N/A 910-1528
1980 50V8 900-1512 N/A 910-1512
1978 5.0V8 900-1512 N/A 910-1512
1977 5.0V8 900-139%4 N/A 910-139%4
1986-1985 5.7V8 900-1528 N/A 910-1528
1986-1985 5.7V8 w/ Cast Iron Exhaust Manifold 900-1528 N/A 910-1528
1986-1985 5.7V8 w/ Stainless Steel Exhaust Manifold 900-1512 N/A 910-1512
1984-1983 5.7V8 900-1395 N/A 910-1395
1982-1981 5.7V8 900-1528 N/A 910-1528
1980-1978 5.7V8 900-1512 N/A 910-1512
1977-1975 5.7V8 900-1394 N/A 910-139%4
1980 6.6 V8 900-1414 N/A 910-1414
1979-1978 6.6 V8 900-1512 N/A 910-1512
1977-1975 6.6 V8 900-1394 N/A 910-1394
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Year
Ao
Année

K20 (Cont'd.)
1980
1978-1977
1976

K20 Panel
1967
1967
1967

K20 Pickup
1965-1961
1974-1966
1962-1961
1974-1969
1967-1963
1967-1961
1973-1968
1969-1966
1968
1974-1973
1972-1969
1961
1969-1968
1974-1973

K20 Suburban
1974-1967
1982-1978
1977-1975
1974-1967
1967
1986-1985
1978
1977
1973-1968
1969-1967
1968
1986-1985
1986-1985
1986-1985
1984-1983
1982
1981
1981
1980-1978
1977-1975
1974-1973
1972-1969
1980-1978
1977-1975
1985
1985
1974-1973

Eng.
Lit/
La

CHEVROLET (Cont'd.

74V8
74V8
74V8

4116
46V8
54V8

38L6
4116
4316
4816
4816
46V8
5.0V8
53V8
54V8
5.7V8
5.7V8
5.7V8
6.5V8
74V8

4116
4816
4816
4816
46V8
5.0V8
5.0V8
5.0V8
5.0V8
53V8
54V8
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
6.6 V8
6.6 V8
74V8
74V8
7.4V8

Application Identifier
Identificador de Aplicacion
Application Identifier

w/ Cast Iron Exhaust Manifold
w/ Stainless Steel Exhaust Manifold

VinL
VinM

w/ Cast Iron Exhaust Manifold
w/ Stainless Steel Exhaust Manifold

ThunderCore
Ultra™
(Premium)

900-1414
900-1414
900-1513

900-1260
900-1597
900-1597

900-1260
900-1260
900-1260
900-1260
900-1260
900-1597
900-1597
900-1597
900-1597
900-1510
900-1597
900-1508
900-1417
900-1658

900-1260
900-1353
900-1509
900-1260
900-1597
900-1528
900-1512
900-1394
900-1597
900-1597
900-1597
900-1528
900-1528
900-1512
900-1395
900-1512
900-1528
900-1512
900-1512
900-1394
900-1510
900-1597
900-1512
900-1394
900-1415
900-1427
900-1658

ThunderCore
Ultra™
Combo Kits

N/A
N/A
N/A

N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

ThunderCore™

(OE)

910-1414
910-1414
910-1513

910-1260
910-1597
910-1597

910-1260
910-1260
910-1260
910-1260
910-1260
910-1597
910-1597
910-1597
910-1597
910-1510
910-1597
910-1508
910-1417
910-1658

910-1260
910-1353
910-1509
910-1260
910-1597
910-1528
910-1512
910-1394
910-1597
910-1597
910-1597
910-1528
910-1528
910-1512
910-1395
910-1512
910-1528
910-1512
910-1512
910-1394
910-1510
910-1597
910-1512
910-1394
910-1415
910-1427
910-1658

314



NWValker

walkerproducts.com

Application Guide

Year
Ao
Année

K30
1986-1978
1977
1986-1985
1986-1985
1985
1984-1983
1982
1982
1981-1978
1977
1980
1979-1978
1977
1986-1985
1986-1985
1984-1983
1982-1980
1977

K30 Pickup
1974-1968
1974-1968
1973
1972-1968
1969
1968
1974-1973
1972-1969
1969-1968
1972-1970
1974-1973

K1500
1998
1997-1996
1995-1992
1991-1988
1999-1996
1995-1994
1993-1988
1999-1996
1995-1994
1993-1988

K1500 Suburban
1999-1996
1995-1994
1993-1992

K2500
1995-1992
1991-1988
1998-1997
1995-1994
1993-1988

Eng.
Lit/
La

CHEVROLET (Cont'd.

4816
4816
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
6.6 V8
6.6V8
6.6 V8
74V8
74V8
74V8
74V8
74V8

4116
4816
50V8
50V8
53V8
54V8
5.7V8
5.7V8
6.5V8
6.6V8
74V8

4.3 V6
4.3 V6
4.3 V6
4.3V6
50V8
50V8
50V8
5.7V8
5.7V8
5.7V8

5.7V8
5.7V8
5.7V8

4.3 V6
4.3 V6
5.0V8
5.0V8
5.0 V8

Application Identifier
Identificador de Aplicacion
Application Identifier

w/ Cast Iron Exhaust Manifold
w/ Stainless Steel Exhaust Manifold

VinL
Vin M

w/ Cast Iron Exhaust Manifold
w/ Stainless Steel Exhaust Manifold

ThunderCore
Ultra™
(Premium)

900-1353
900-1509
900-1528
900-1512
900-1528
900-1395
900-1528
900-1512
900-1512
900-1394
900-1414
900-1512
900-1394
900-1415
900-1427
900-1415
900-1414
900-1414

900-1260
900-1260
900-1510
900-1597
900-1597
900-1597
900-1510
900-1597
900-1417
900-1658
900-1658

900-2072
900-1362
900-1515
900-1329
900-1436
900-1434
900-1393
900-1436
900-1434
900-1393

900-1436
900-1434
900-1393

900-1515
900-1329
900-1436
900-1434
900-1393

ThunderCore
Ultra™
Combo Kits

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A

ThunderCore™

(OE)

910-1353
910-1509
910-1528
910-1512
910-1528
910-1395
910-1528
910-1512
910-1512
910-1394
910-1414
910-1512
910-1394
910-1415
910-1427
910-1415
910-1414
910-1414

910-1260
910-1260
910-1510
910-1597
910-1597
910-1597
910-1510
910-1597
910-1417
910-1658
910-1658

910-2072
910-1362
910-1515
910-1329
910-1436
910-1434
910-1393
910-1436
910-1434
910-1393

910-1436
910-1434
910-1393

910-1515
910-1329
910-1436
910-1434
910-1393
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Year
Ao

Année

CHEVROLET (Cont'd.
K2500 (Cont'd.)

2000-1996
1995-1994
1993-1988
2000-1996
1995-1994
1993-1991

K2500 Suburban

1999-1996
1995-1994
1993-1992
1999-1996
1995-1994
1993-1992
K3500
2000-1996
1995-1994
1993-1988
2000-1996
1995-1994
1993-1990
1989-1988

Kingswood

1961-1960

1972-1969

1961-1960

1972-1971

1969

1969

1972-1971

1970-1969

1972-1970

1972-1970

1972-1970
L30

2000-1999
Laguna

1976

1973

1976-1975

1974

1974

1973

1976

1975

1974

1974

1975

1974-1973

1974-1973
LLV

1995-1994

Application Identifier
Identificador de Aplicacion
Application Identifier

Big Block
Small Block

w/ HEI
w/o HEI

w/ HEI
w/o HEI

w/ HEI
w/o HEI

ThunderCore
Ultra™
(Premium)

900-1436
900-1434
900-1393
900-1437
900-1435
900-1430

900-1436
900-1434
900-1393
900-1437
900-1435
900-1430

900-1436
900-1434
900-1393
900-1437
900-1435
900-1430
900-1432

900-1260
900-1260
900-1597
900-1597
900-1597
900-1597
900-1791
900-1597
900-1658
900-1791
900-1658

900-1436

900-1404
900-1510
900-1394
900-1394
900-1791
900-1791
900-1406
900-1394
900-1394
900-1791
900-1513
900-1513
900-1658

900-1804

ThunderCore
Ultra™
Combo Kits

N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A

ThunderCore™

(OE)

910-1436
910-1434
910-1393
910-1437
910-1435
910-1430

910-1436
910-1434
910-1393
910-1437
910-1435
910-1430

910-1436
910-1434
910-1393
910-1437
910-1435
910-1430
910-1432

910-1260
910-1260
910-1597
910-1597
910-1597
910-1597
910-1791
910-1597
910-1658
910-1791
910-1658

910-1436

910-1404
910-1510
910-139%4
910-139%4
910-1791
910-1791
910-1406
910-139%4
910-139%4
910-1791
910-1513
910-1513
910-1658

910-1804
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Year
Ao
Année

LLV (Cont'd.)
1993-1988
1987

Lumina
1993
1992-1990
2001-2000
1999-1995
1994-1990
1997-1996
1995-1994
1993-1991
1999-1998

Lumina APV
1995-1990
1996
1995-1992

Lumina Van
1996-1995

LUV
1982-1975

Luv Pickup
1974-1972

Malibu
1966-1964
1967-1964
1977-1975
1974-1973
1967
2003-2000
1999-1997
1979-1978
2010-2007
2006-2004
1983-1980
1983
1982-1980
1979-1978
2007-2006
1982-1981
1980-1979
1967-1964
1983-1982
1981-1978
1977
1976
1973
1967-1964
1981
1980
1979
1978

Eng.
Lit/
La

CHEVROLET (Cont'd.

2514
2514

2214
2514
3.1V6
3.1V6
3.1V6
34 V6
34V6
34 V6
3.8V6

3.1V6
34V6
3.8V6

3.8V6

1.8L4

1814

3216
38L6
4116
4116
4116
3.1V6
3.1V6
3.3V6
3.5V6
3.5V6
3.8V6
3.8V6
3.8V6
3.8V6
3.9V6
44V8
44V8
46V8
50V8
50V8
50V8
50V8
50V8
53V8
5.7V8
5.7V8
5.7V8
5.7V8

Application Identifier
Identificador de Aplicacion
Application Identifier

Vin A
Vin9
VinK

ThunderCore
Ultra™
(Premium)

900-1241
900-1586

900-1804
900-1229
900-1803
900-1358
900-1327
900-1472
900-1590
900-1693
900-1364

900-1300
900-1358
900-1338

900-1338

900-1044

900-1010

900-1260
900-1260
900-1509
900-1260
900-1260
900-1803
900-1358
900-1354
900-2047
900-2046
900-1592
900-1354
900-1354
900-1357
900-2047
900-1395
900-1528
900-1597
900-1395
900-1528
900-1394
900-1404
900-1791
900-1597
900-1395
900-1528
900-1395
900-1601

ThunderCore
Ultra™
Combo Kits

N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A

N/A

N/A

N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

ThunderCore™

(OE)

910-1241
910-1586

910-1804
910-1229
910-1803
910-1358
910-1327
910-1472
910-1590
910-1693
910-1364

910-1300
910-1358
910-1338

910-1338

910-1044

910-1010

910-1260
910-1260
910-1509
910-1260
910-1260
910-1803
910-1358
910-1354
910-2047
910-2046
910-1592
910-1354
910-1354
910-1357
910-2047
910-1395
910-1528
910-1597
910-1395
910-1528
910-1394
910-1404
910-1791
910-1597
910-1395
910-1528
910-1395
910-1601
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Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Ano Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
CHEVROLET (Cont'd.

Malibu (Cont'd.)
1977-1975 5.7V8 900-139%4 N/A 910-1394
1974 5.7V8 w/ HEI 900-139%4 N/A 910-139%4
1974 5.7V8 w/o HEI 900-1791 N/A 910-1791
1973 5.7V8 900-1791 N/A 910-1791
1967-1965 6.5V8 900-1658 N/A 910-1658
1976 6.6 V8 900-1406 N/A 910-1406
1975 6.6 V8 900-139%4 N/A 910-1394
1974 6.6 V8 w/ HEI 900-139%4 N/A 910-139%4
1974 6.6 V8 w/o HEI 900-1791 N/A 910-1791
1973 6.6 V8 900-1791 N/A 910-1791
1975 74V8 900-1513 N/A 910-1513
1974-1973 74V8 w/ HEI 900-1513 N/A 910-1513
1974-1973 74V8 w/o HEI 900-1658 N/A 910-1658

Metro
2000-1998 1.0L3 900-1454 N/A 910-1454
2001-1999 1314 2 Lead Set, 2 COP Boots Req'd 900-1606 900-5000 910-1606
1998 1314 900-1114 N/A 910-1114
1992 1314 900-1103 N/A 910-1103

Monte Carlo
1999-1995 3.1V6 900-1358 N/A 910-1358
1979-1978 3.3V6 900-1354 N/A 910-1354
2005-2000 3.4 V6 900-1803 N/A 910-1803
1997-1996 3.4 V6 900-1472 N/A 910-1472
1995 3.4 V6 900-1590 N/A 910-1590
2007-2006 3.5V6 900-2047 N/A 910-2047
2005-2000 3.8V6 900-1364 N/A 910-1364
1999-1998 3.8V6 900-1365 N/A 910-1365
1987-1985 3.8V6 900-1334 N/A 910-1334
1984-1983 3.8V6 Vin 9 900-1354 N/A 910-1354
1984-1980 3.8V6 Vin A 900-1592 N/A 910-1592
1982-1980 3.8V6 VinK 900-1354 N/A 910-1354
1979-1978 3.8V6 900-1357 N/A 910-1357
2006 3.9V6 900-2047 N/A 910-2047
1988-1986 4.3V6 900-1356 N/A 910-1356
1985 4.3V6 900-1355 N/A 910-1355
1982-1979 44V8 900-1395 N/A 910-1395
1988-1987 5.0V8 900-1423 N/A 910-1423
1987 5.0V8 Canada Built 900-1529 N/A 910-1529
1986-1981 5.0V8 900-1395 N/A 910-1395
1980-1978 5.0V8 900-1528 N/A 910-1528
1977 5.0V8 900-139%4 N/A 910-1394
1976 5.0V8 900-1404 N/A 910-1404
2007-2006 53V8 900-2049 N/A 910-2049
1977-1975 5.7V8 900-139%4 N/A 910-139%4
1974 5.7V8 w/ HEI 900-139%4 N/A 910-1394
1974 5.7V8 w/o HEI 900-1791 N/A 910-1791
1973-1971 5.7V8 900-1791 N/A 910-1791
1970 5.7V8 900-1597 N/A 910-1597
1976 6.6 V8 900-1406 N/A 910-1406
1975 6.6 V8 900-139%4 N/A 910-1394
1974 6.6 V8 w/ HEI 900-1394 N/A 910-1394
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Year Eng.
Afio Lit/
Année La
CHEVROLET (Cont'd.
Monte Carlo (Cont'd.)
1974 6.6V8
1973-1971 6.6V8
1972-1970 6.6V8
1970 6.6V8
1975 74V8
1974 74V8
1974 74V8
1973-1970 74V8
Monza
1977-1975 2314
1980-1979 2504
1978 2504
1979-1978 32V6
1980 3.8V6
1979-1978 3.8V6
1976-1975 43V8
1979-1977 50V8
1976 50V8
Nova
1988 16L4
1988 16L4
1987-1985 16L4
1970-1969 2504
1970-1969 38L6
1979-1978 4116
1977-1975 4116
1974-1969 4116
1975 43V8
1979-1977 50V8
1976 50V8
1973-1970 50V8
1969 50V8
1979-1977 57V8
1976-1975 57V8
1974-1973 57V8
1974-1973 57V8
1972-1971 57V8
1970-1969 57V8
1970 6.5V8
1969 6.5V8
1972-1970 6.6V8
1971-1970 74V8
Optra
2010-2004 2014
P10
1980-1978 4816
1977-1975 4816
1979 50V8
1978 57V8
1977 57V8
1975 57V8

Application Identifier
Identificador de Aplicacion
Application Identifier

w/o HEI
Small Block
Big Block
Small Block

w/ HEI
w/o HEI

DOHC
SOHC

w/ HEI
w/o HEI

ThunderCore
Ultra™
(Premium)

900-1791
900-1791
900-1658
900-1597
900-1513
900-1513
900-1658
900-1658

900-1245
900-1587
900-1230
900-1357
900-1334
900-1357
900-1420
900-1512
900-1394

900-1186
900-1132
900-1132
900-1094
900-1260
900-1353
900-1509
900-1260
900-1394
900-1512
900-1394
900-1791
900-1597
900-1512
900-1394
900-1394
900-1791
900-1791
900-1597
900-1658
900-1417
900-1658
900-1658

900-1675

900-1353
900-1509
900-1512
900-1512
900-1394
900-1394

ThunderCore
Ultra™
Combo Kits

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A

N/A
N/A
N/A
N/A
N/A
N/A

ThunderCore™

(OE)

910-1791
910-1791
910-1658
910-1597
910-1513
910-1513
910-1658
910-1658

910-1245
910-1587
910-1230
910-1357
910-1334
910-1357
910-1420
910-1512
910-1394

910-1186
910-1132
910-1132
910-1094
910-1260
910-1353
910-1509
910-1260
910-1394
910-1512
910-1394
910-1791
910-1597
910-1512
910-1394
910-1394
910-1791
910-1791
910-1597
910-1658
910-1417
910-1658
910-1658

910-1675

910-1353
910-1509
910-1512
910-1512
910-1394
910-1394
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Year
Ao
Année

P10 (Cont'd.)
1977
P10 Series
1965-1963
1966
1967-1960
1967-1966
1962-1961
1967
1962-1961
P10 Van
1969-1968
1974-1968
1973
1973
1973
P20
1989-1978
1977-1975
1989-1988
1987
1987
1986-1978
1977-1975
1979
1976
P20 Series
1965-1960
1967-1966
1962-1961
1967-1963
1962-1961
1961
P20 Van
1974-1970
1974-1968
1973
1969-1968
1974-1973
1972-1970
1973
1971-1970
P30
1979
1976
1989-1978
1977-1975
1999
1998-1996
1995-1992
1991-1990
2002

Eng.
Lit/
La

CHEVROLET (Cont'd.

6.6 V8

2514
3216
38L6
4116
4316
4816
46V8

38L6
4116
5.0V8
5.7V8
74V8

4816
4816
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
74V8
74V8

38L6
4116
4316
4816
46V8
5.7V8

4116
4816
5.0V8
5.0V8
5.7V8
5.7V8
74V8
74V8

4116
4116
4816
4816
4.3V6
4.3V6
4.3V6
4.3V6
5.7 V8

Application Identifier
Identificador de Aplicacion
Application Identifier

CARB
FI

ThunderCore
Ultra™
(Premium)

900-1394

900-1094
900-1260
900-1260
900-1260
900-1260
900-1260
900-1597

900-1260
900-1260
900-1414
900-1414
900-1658

900-1353
900-1509
900-1393
900-1512
900-1393
900-1512
900-1394
900-1414
900-1513

900-1260
900-1260
900-1260
900-1260
900-1597
900-1508

900-1260
900-1260
900-1414
900-1597
900-1414
900-1597
900-1658
900-1658

900-1353
900-1509
900-1353
900-1509
900-2072
900-1362
900-1515
900-1329
900-1436

ThunderCore
Ultra™
Combo Kits

N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

ThunderCore™

(OE)

910-139%4

910-1094
910-1260
910-1260
910-1260
910-1260
910-1260
910-1597

910-1260
910-1260
910-1414
910-1414
910-1658

910-1353
910-1509
910-1393
910-1512
910-1393
910-1512
910-139%4
910-1414
910-1513

910-1260
910-1260
910-1260
910-1260
910-1597
910-1508

910-1260
910-1260
910-1414
910-1597
910-1414
910-1597
910-1658
910-1658

910-1353
910-1509
910-1353
910-1509
910-2072
910-1362
910-1515
910-1329
910-1436
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Year
Ao
Année

P30 (Cont'd.)
1999-1997
1996-1994
1993-1989
1988-1987
1988-1987
1986-1978
1977-1975
1976
1999-1998
1999-1996
1997-1996
1995-1994
1993-1990
1989-1987
1986-1985
1986-1985
1984-1983
1982-1977
1976-1975

P30 Series
1965-1960
1967-1966
1967-1964
1962-1961
1965-1960
1965-1964
1963-1962

P30 Van
1974-1970
1974-1968
1973
1969-1968
1974-1973
1972-1970
1972
1974-1973
1971-1970

Prizm
1999-1998

R10
1987
1987
1987

R10 Suburban
1987
1988-1987

R20
1988-1987
1987
1987
1988-1987

Eng.
Lit/
La

CHEVROLET (Cont'd.

5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
5.7V8
6.6V8
74V8
74V8
74V8
74V8
74V8
74V8
74V8
74V8
74V8
74V8
74V8

38L6
4116
4816
46V8
5.7V8
6.7V8
6.7 V8

4116
4816
50V8
50V8
5.7V8
5.7V8
6.6 V8
74V8
74V8

1.8L4

4.3V6
50V8
5.7V8

50V8
5.7V8

4816
4.3 V6
50V8
5.7V8

Application Identifier
Identificador de Aplicacion
Application Identifier

CARB
Fl

Vin B
VinJ
VinN

w/ Cast Iron Exhaust Manifold
w/ Stainless Steel Exhaust Manifold

ThunderCore
Ultra™
(Premium)

900-1436
900-1438
900-1393
900-1512
900-1393
900-1512
900-1394
900-1394
900-1829
900-1437
900-1435
900-1435
900-1430
900-1427
900-1415
900-1427
900-1415
900-1414
900-1513

900-1260
900-1260
900-1260
900-1597
900-1508
900-1508
900-1597

900-1260
900-1260
900-1414
900-1597
900-1414
900-1597
900-1791
900-1658
900-1658

900-1613

900-1329
900-1393
900-1393

900-1393
900-1393

900-1353
900-1329
900-1393
900-1393

ThunderCore
Ultra™
Combo Kits

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A

N/A
N/A
N/A

N/A
N/A

N/A
N/A
N/A
N/A

ThunderCore™

(OE)

910-1436
910-1438
910-1393
910-1512
910-1393
910-1512
910-1394
910-1394
910-1829
910-1437
910-1435
910-1435
910-1430
910-1427
910-1415
910-1427
910-1415
910-1414
910-1513

910-1260
910-1260
910-1260
910-1597
910-1508
910-1508
910-1597

910-1260
910-1260
910-1414
910-1597
910-1414
910-1597
910-1791
910-1658
910-1658

910-1613

910-1329
910-1393
910-1393

910-1393
910-1393

910-1353
910-1329
910-1393
910-1393
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Year
Ao
Année

R20 (Cont'd.)
1988-1987
R20 Suburban
1988-1987
1988-1987
R25
2002
2000-1995
R30
1988-1987
1988-1987
1988-1987
1988-1987
1988-1987
R1500 Suburban
1991-1989
R2500
1989
R2500 Suburban
1991-1989
1991-1990
1989
R3500
1991-1989
1991-1990
1989
1989
S10
1985-1982
1984-1983
2003-1998
1997-1994
1993-1985
1993-1985
1984-1982
2004-2003
2002
2001-1998
1997-1996
1995
1995
1994-1992
1991-1988
S10 Blazer
1984-1983
1984-1983
1988-1985
1989-1985
1984-1983
1994-1992
1991-1988

Eng.
Lit/
La

CHEVROLET (Cont'd.

74V8

5.7V8
74V8

5.7V8
5.7V8

4816
5.7V8
5.7V8
74V8
74V8

5.7V8

74V8

5.7V8
74V8
74V8

5.7V8
74V8
74V8
74V8

1914
20L4
2214
2214
2514
2.8 V6
2.8 V6
4.3V6
4.3V6
4.3V6
4.3V6
4.3V6
4.3V6
4.3V6
4.3V6

1914
20L4
2514
2.8 V6
2.8 V6
4.3V6
4.3 V6

Application Identifier
Identificador de Aplicacion
Application Identifier

CARB
FI
Carbureted
Fuel Injected

CARB
FI

w/ Horizontal Distributor Cap
w/ Vertical Distributor Cap

ThunderCore
Ultra™
(Premium)

900-1432

900-1393
900-1432

900-1436
900-1436

900-1353
900-1512
900-1393
900-1427
900-1432

900-1393

900-1432

900-1393
900-1430
900-1432

900-1393
900-1430
900-1427
900-1432

900-1044
900-1226
900-1804
900-1242
900-1241
900-1514
900-1335
900-2072
900-1362
900-2072
900-1362
900-1799
900-1515
900-1515
900-1330

900-1044
900-1226
900-1241
900-1514
900-1335
900-1515
900-1330

ThunderCore
Ultra™
Combo Kits

N/A

N/A
N/A

N/A
N/A

N/A
N/A
N/A
N/A
N/A

N/A

N/A

N/A
N/A
N/A

N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

ThunderCore™

(OE)

910-1432

910-1393
910-1432

910-1436
910-1436

910-1353
910-1512
910-1393
910-1427
910-1432

910-1393

910-1432

910-1393
910-1430
910-1432

910-1393
910-1430
910-1427
910-1432

910-1044
910-1226
910-1804
910-1242
910-1241
910-1514
910-1335
910-2072
910-1362
910-2072
910-1362
910-1799
910-1515
910-1515
910-1330

910-1044
910-1226
910-1241
910-1514
910-1335
910-1515
910-1330
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Aio Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
CHEVROLET (Cont'd.

Silverado
1999-1995 5.7V8 900-1436 N/A 910-1436

Silverado 1500
2013-2007 4.3V6 900-2071 N/A 910-2071
2006-2002 4.3V6 900-2072 N/A 910-2072
2001-1999 4.3V6 900-2026 N/A 910-2026
2013-2009 48V8 900-1829A N/A 910-1829A
2008 48V8 900-2049 N/A 910-2049
2007 48V8 New Body Style 900-2049 N/A 910-2049
2006-1999 48V8 Round Coil 900-1829A N/A 910-1829A
2006-1999 48V8 Square Coil 900-1829 N/A 910-1829
2013-2009 53V8 900-1829A N/A 910-1829A
2008 53V8 900-2049 N/A 910-2049
2007 53V8 New Body Style 900-2049 N/A 910-2049
2006-1999 53V8 Round Coil 900-1829A N/A 910-1829A
2006-1999 53V8 Square Coil 900-1829 N/A 910-1829
2013-2009 6.0V8 900-1829A N/A 910-1829A
2008 6.0V8 900-2049 N/A 910-2049
2007 6.0V8 New Body Style 900-2049 N/A 910-2049
2007 6.0V8 Old Body Style - Round Caoil 900-1829A N/A 910-1829A
2007 6.0V8 Old Body Style - Square Coil 900-1829 N/A 910-1829
2006-2003 6.0V8 Round Coil 900-1829A N/A 910-1829A
2006-2003 6.0V8 Square Coil 900-1829 N/A 910-1829
2013-2009 6.2V8 900-1829A N/A 910-1829A

Silverado 1500 HD
2006-2005 6.0V8 Round Coil 900-1829A N/A 910-1829A
2006-2005 6.0V8 Square Coil 900-1829 N/A 910-1829
2003-2001 6.0V8 Round Coil 900-1829A N/A 910-1829A
2003-2001 6.0V8 Square Coil 900-1829 N/A 910-1829

Silverado 1500 HD Classic
2007 6.0V8 Round Coil 900-1829A N/A 910-1829A
2007 6.0V8 Square Coil 900-1829 N/A 910-1829

Silverado 2500
2009 53V8 900-1829A N/A 910-1829A
2008 53V8 900-2049 N/A 910-2049
2007 53V8 New Body Style 900-2049 N/A 910-2049
2006-2005 53V8 Round Coil 900-1829A N/A 910-1829A
2006-2005 53V8 Square Coil 900-1829 N/A 910-1829
2000-1999 53V8 Round Coil 900-1829A N/A 910-1829A
2000-1999 53V8 Square Coil 900-1829 N/A 910-1829
2004-1999 6.0V8 Round Coil 900-1829A N/A 910-1829A
2004-1999 6.0V8 Square Coil 900-1829 N/A 910-1829

Silverado 2500 HD
2013-2009 6.0V8 900-1829A N/A 910-1829A
2008-2007 6.0V8 New Body Style 900-2049 N/A 910-2049
2007 6.0V8 Old Body Style, Round Coil 900-1829A N/A 910-1829A
2007 6.0V8 Old Body Style, Square Coil 900-1829 N/A 910-1829
2006-2001 6.0V8 Round Coil 900-1829A N/A 910-1829A
2006-2001 6.0V8 Square Coil 900-1829 N/A 910-1829
2006-2003 8.1V8 900-2050 N/A 910-2050
2002-2001 8.1V8 900-1828 N/A 910-1828
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Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Ano Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
CHEVROLET (Cont'd.
Silverado 2500 HD Classic
2007 8.1V8 900-2050 N/A 910-2050
Silverado 3500
2013-2011 6.0V8 900-1829A N/A 910-1829A
2006-2001 6.0V8 Round Coil 900-1829A N/A 910-1829A
2006-2001 6.0V8 Square Coil 900-1829 N/A 910-1829
2006-2003 8.1V8 900-2050 N/A 910-2050
2002-2001 8.1V8 900-1828 N/A 910-1828
Silverado 3500 Classic
2007 6.0V8 Round Coil 900-1829A N/A 910-1829A
2007 6.0V8 Square Coil 900-1829 N/A 910-1829
2007 8.1V8 900-2050 N/A 910-2050
Silverado 3500 HD
2014-2009 6.0V8 900-1829A N/A 910-1829A
2008 6.0V8 900-2049 N/A 910-2049
2007 6.0V8 New Body Style 900-2049 N/A 910-2049
Sonora
2006-2003 5.3V8 w/ Coil Stamped 12558693 900-1829 N/A 910-1829
2006-2003 5.3V8 w/ Coil Stamped 19005218 900-1829A N/A 910-1829A
2002-2000 5.7V8 900-1436 N/A 910-1436
Spectrum
1988-1987 1514 CARB 900-1103 N/A 910-1103
1988-1987 1514 Turbocharged 900-1138 N/A 910-1138
1986-1985 1514 900-1103 N/A 910-1103
Sprint
1992-1985 1.0L3 900-1003 N/A 910-1003
SSR
2004-2003 5.3V8 900-1659 N/A 910-1659
2006-2005 6.0V8 900-2049 N/A 910-2049
Suburban
1966-1960 3.8L6 900-1260 N/A 910-1260
1966 4116 900-1260 N/A 910-1260
1962-1961 4316 900-1260 N/A 910-1260
1966-1963 4816 900-1260 N/A 910-1260
1966-1960 46V8 900-1597 N/A 910-1597
1966 5.3V8 900-1597 N/A 910-1597
1961-1960 5.7V8 900-1508 N/A 910-1508
Suburban 1500
2014-2009 5.3V8 900-1829A N/A 910-1829A
2008-2007 5.3V8 900-2049 N/A 910-2049
2006-2000 5.3V8 Round Coil 900-1829A N/A 910-1829A
2006-2000 5.3V8 Square Coil 900-1829 N/A 910-1829
1999-1995 5.7V8 900-1436 N/A 910-1436
2013-2012 6.0V8 900-1829A N/A 910-1829A
2009 6.0V8 900-1829A N/A 910-1829A
2008-2007 6.0V8 900-2049 N/A 910-2049
2006 6.0V8 Round Coil 900-1829A N/A 910-1829A
2006 6.0V8 Square Coil 900-1829 N/A 910-1829
Suburban 2500
2013-2009 6.0V8 900-1829A N/A 910-1829A
2008-2007 6.0V8 900-2049 N/A 910-2049
2006-2000 6.0 V8 Round Coil 900-1829A N/A 910-1829A
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Ao Lit/ Identificador de Aplicacién Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
CHEVROLET (Cont'd.
Suburban 2500 (Cont'd.)
2006-2000 6.0V8 Square Coil 900-1829 N/A 910-1829
2006-2003 8.1V8 900-2050 N/A 910-2050
2002-2001 8.1V8 900-1828 N/A 910-1828
T6500
1998-1997 6.0V8 900-1431 N/A 910-1431
T7500
1998-1997 6.0 V8 900-1431 N/A 910-1431
Tahoe
2009 4.8V8 900-1829A N/A 910-1829A
2008-2007 4.8V8 900-2049 N/A 910-2049
2006-2000 48V8 Round Coil 900-1829A N/A 910-1829A
2006-2000 48V8 Square Coil 900-1829 N/A 910-1829
2014-2009 53V8 900-1829A N/A 910-1829A
2008-2007 53V8 900-2049 N/A 910-2049
2006-2000 53V8 Round Coil 900-1829A N/A 910-1829A
2006-2000 53V8 Square Coil 900-1829 N/A 910-1829
2000-1996 5.7V8 900-1436 N/A 910-1436
1995 5.7V8 900-1434 N/A 910-1434
2013-2009 6.0V8 900-1829A N/A 910-1829A
2008 6.0V8 900-2049 N/A 910-2049
2009 6.2V8 900-1829A N/A 910-1829A
2008 6.2 V8 900-2049 N/A 910-2049
Townsman
1972-1971 5.0V8 900-1791 N/A 910-1791
1969 50V8 900-1791 N/A 910-1791
1969 53V8 900-1597 N/A 910-1597
1972-1971 57V8 900-1791 N/A 910-1791
1970-1969 5.7V8 900-1597 N/A 910-1597
1969 6.5V8 900-1658 N/A 910-1658
1972-1970 6.6 V8 Big Block 900-1658 N/A 910-1658
1972-1970 6.6 V8 Small Block 900-1791 N/A 910-1791
1969 7.0V8 900-1417 N/A 910-1417
1972-1970 74V8 900-1658 N/A 910-1658
Tracker
2002-1999 1.6 L4 2 Lead Set, 2 COP Boots Req'd 900-1606 900-5000 910-1606
1998 1.6 L4 900-1114 N/A 910-1114
1991 1.6L4 900-1055 N/A 910-1055
1990-1989 1.6 L4 900-1103 N/A 910-1103
Trailblazer
2008-2006 53V8 900-2049 N/A 910-2049
2009 6.0V8 900-1829A N/A 910-1829A
2008-2006 6.0V8 900-2049 N/A 910-2049
Trailblazer EXT
2006-2005 53V8 900-2049 N/A 910-2049
2004-2003 53V8 900-1659 N/A 910-1659
Uplander
2006-2005 3.5V6 900-2046 N/A 910-2046
2009-2006 3.9V6 900-2047 N/A 910-2047
V10
1987 4.3V6 900-1329 N/A 910-1329
1987 5.0 V8 900-1393 N/A 910-1393
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Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Ano Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
CHEVROLET (Cont'd.
V10 (Cont'd.)
1987 5.7V8 900-1393 N/A 910-1393
V10 Suburban
1988-1987 5.7V8 900-1393 N/A 910-1393
V20
1987 4816 900-1353 N/A 910-1353
1987 5.7V8 900-1393 N/A 910-1393
V20 Suburban
1988-1987 5.7V8 900-1393 N/A 910-1393
1988-1987 74V8 900-1432 N/A 910-1432
V30
1988-1987 4816 900-1353 N/A 910-1353
1988-1987 5.7V8 CARB 900-1512 N/A 910-1512
1988-1987 5.7V8 FI 900-1393 N/A 910-1393
1988-1987 74V8 CARB 900-1427 N/A 910-1427
1988-1987 74V8 FI 900-1432 N/A 910-1432
V1500 Suburban
1991-1989 5.7V8 900-1393 N/A 910-1393
V2500 Suburban
1991-1989 5.7V8 900-1393 N/A 910-1393
1990 74V8 900-1430 N/A 910-1430
V3500
1991-1989 5.7V8 900-1393 N/A 910-1393
1991-1990 74V8 900-1430 N/A 910-1430
1989 74V8 CARB 900-1427 N/A 910-1427
1989 74V8 FI 900-1428 N/A 910-1428
Vega
1976-1975 20L4 900-1245 N/A 910-1245
1977-1975 2314 900-1245 N/A 910-1245
1974-1971 2314 900-1094 N/A 910-1094
Venture
2005-2000 34V6 900-1803 N/A 910-1803
1999-1997 34V6 900-1358 N/A 910-1358
W3500 Tiltmaster
2003-1995 5.7V8 900-1436 N/A 910-1436
2008-2004 6.0V8 900-1829 N/A 910-1829
W4500 Tiltmaster
2003-1998 5.7V8 900-1436 N/A 910-1436
2008-2003 6.0 V8 900-1829 N/A 910-1829
300
2005 5.7V8 8 Lead Set, 8 COP Boots Req'd 900-1660 900-5006 910-1660
1966-1965 6.3V8 900-1530 N/A 910-1530
1964-1962 6.3V8 900-1824 N/A 910-1824
1965-1960 6.8V8 900-1824 N/A 910-1824
1963 7.0V8 900-1824 N/A 910-1824
1971-1966 72V8 900-1530 N/A 910-1530
Aspen
2009-2008 47V8 900-2077 N/A 910-2077
Chrysler RIT
1997 2414 900-1221 N/A 910-1221
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Aio Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
CHRYSLER (Cont'd.
Cirrus
2000 20L4 900-1222 N/A 910-1222
2000-1995 2414 900-1221 N/A 910-1221
2000-1995 25V6 900-1324 N/A 910-1324
Concorde
1996-1993 33V6 900-1348 N/A 910-1348
1997-1993 35V6 900-1323 N/A 910-1323
Conquest
1989-1987 26L4 900-1067 N/A 910-1067
Cordoba
1983-1980 3.7L6 900-1343 N/A 910-1343
1983-1979 52V8 900-1398 N/A 910-1398
1978-1975 52V8 900-1519 N/A 910-1519
1980-1979 59V8 900-1398 N/A 910-1398
1978-1975 59V8 900-1519 N/A 910-1519
1978-1975 6.6 V8 900-1824 N/A 910-1824
Crossfire
2008-2004 32V6 900-1820 N/A 910-1820
Daytona
1993-1992 2214 900-1234 N/A 910-1234
1990-1984 2214 900-1160 N/A 910-1160
1993-1991 2514 900-1233 N/A 910-1233
1990-1987 2514 900-1160 N/A 910-1160
1993-1990 3.0V6 900-1301 N/A 910-1301
Dynasty
1993-1991 2514 900-1233 N/A 910-1233
1990-1988 2514 900-1160 N/A 910-1160
1990-1988 3.0V6 900-1301 N/A 910-1301
1993-1990 33V6 900-1345 N/A 910-1345
E Class
1984-1983 2214 900-1160 N/A 910-1160
1984-1983 26L4 900-1139 N/A 910-1139
Executive Limousine
1985 26L4 900-1067 N/A 910-1067
Executive Sedan
1984-1983 26L4 900-1139 N/A 910-1139
Fifth Avenue
1983 3.7L6 900-1343 N/A 910-1343
1989-1988 52V8 900-1412 N/A 910-1412
1987-1983 52V8 900-1398 N/A 910-1398
Grand Voyager
2000 3.0V6 900-1794 N/A 910-1794
2000 33V6 900-2082 N/A 910-2082
2002-2001 3.8V6 900-1607 N/A 910-1607
1999-1998 3.8V6 900-2082 N/A 910-2082
1997-1996 3.8V6 900-1347 N/A 910-1347
1995 3.8V6 900-1345 N/A 910-1345
Imperial
1991-1990 3.3V6 900-1345 N/A 910-1345
1993-1991 3.8V6 900-1345 N/A 910-1345
1983-1981 52V8 900-1398 N/A 910-1398
1965 6.8 V8 900-1513 N/A 910-1513
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Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Ano Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
CHRYSLER (Cont'd.

Imperial (Cont'd.)
1964-1960 6.8V8 900-1824 N/A 910-1824
1975-1973 72V8 900-1824 N/A 910-1824
1972-1966 72V8 900-1530 N/A 910-1530

Intrepid
1997-1993 3.3V6 900-1348 N/A 910-1348
1997-1993 3.5V6 900-1323 N/A 910-1323

Laser
1986-1984 2214 900-1160 N/A 910-1160
1986 2514 900-1160 N/A 910-1160

LeBaron
1990-1982 2214 900-1160 N/A 910-1160
1994-1991 2514 900-1233 N/A 910-1233
1990-1986 25L4 900-1160 N/A 910-1160
1985 26L4 900-1067 N/A 910-1067
1984-1982 26L4 900-1139 N/A 910-1139
1981-1978 3716 900-1343 N/A 910-1343
1995-1990 3.0V6 900-1301 N/A 910-1301
1981-1979 52V8 900-1398 N/A 910-1398
1978-1977 52V8 900-1519 N/A 910-1519
1979 59V8 900-1398 N/A 910-1398
1978 59V8 900-1519 N/A 910-1519

LHS
1997-1994 3.5V6 900-1323 N/A 910-1323

Neon
2002-2000 20L4 900-1222 N/A 910-1222
1997-1995 20L4 900-1221 N/A 910-1221

Newport
1981-1979 3716 900-1343 N/A 910-1343
1981-1979 52V8 900-1398 N/A 910-1398
1980-1979 59V8 900-1398 N/A 910-1398
1978-1974 59V8 900-1519 N/A 910-1519
1972-1971 59V8 900-1519 N/A 910-1519
1964-1961 59V8 900-1824 N/A 910-1824
1971-1965 6.3V8 900-1530 N/A 910-1530
1978-1973 6.6 V8 900-1824 N/A 910-1824
1972 6.6 V8 900-1530 N/A 910-1530
1965-1960 6.7V8 900-1530 N/A 910-1530
1963 7.0V8 900-1530 N/A 910-1530
1978-1973 72V8 900-1824 N/A 910-1824
1972-1966 72V8 900-1530 N/A 910-1530

New Yorker
1988-1983 2214 900-1160 N/A 910-1160
1987-1986 2514 900-1160 N/A 910-1160
1985 26L4 900-1067 N/A 910-1067
1984-1983 26L4 900-1139 N/A 910-1139
1982 3716 900-1343 N/A 910-1343
1989-1988 3.0V6 900-1301 N/A 910-1301
1993-1990 3.3V6 900-1345 N/A 910-1345
1996-1994 3.5V6 900-1323 N/A 910-1323
1993-1991 3.8V6 900-1345 N/A 910-1345
1982-1979 5.2V8 900-1398 N/A 910-1398
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Aio Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
CHRYSLER (Cont'd.

New Yorker (Cont'd.)
1980-1979 59V8 900-1398 N/A 910-1398
1978-1977 59V8 900-1519 N/A 910-1519
1978-1975 6.6 V8 900-1824 N/A 910-1824
1972 6.6 V8 900-1824 N/A 910-1824
1965-1960 6.7V8 900-1530 N/A 910-1530
1963 7.0V8 900-1530 N/A 910-1530
1978-1973 72V8 900-1824 N/A 910-1824
1972-1966 72V8 900-1530 N/A 910-1530

Pacifica
2008 3.8V6 900-2076 N/A 910-2076
2007-2005 3.8V6 900-1607 N/A 910-1607

PT Cruiser
2010 2414 900-1822 N/A 910-1822
2009-2003 2414 Turbocharged 900-1850 N/A 910-1850
2009 2414 Non-Turbo 900-1822 N/A 910-1822
2008-2003 2414 Naturally Aspirated 900-1822 N/A 910-1822
2002-2001 2414 900-1822 N/A 910-1822

Saratoga
1960 6.3V8 900-1824 N/A 910-1824

Sebring
1999-1995 20L4 900-1221 N/A 910-1221
2006-2001 2414 900-1822 N/A 910-1822
2005-2001 2414 2 Lead Set, 2 COP Boots Req'd 900-1753 900-5007 910-1753
1998-1996 2414 900-1221 N/A 910-1221
2000-1995 25V6 900-1324 N/A 910-1324
2005-2001 3.0V6 900-1846 N/A 910-1846

Stratus
1997-1995 2414 900-1221 N/A 910-1221

TC Maserati
1990-1989 2214 900-1160 N/A 910-1160
1991-1990 3.0V6 900-1301 N/A 910-1301

Town & Country
1988-1982 2214 900-1160 N/A 910-1160
1988-1986 2514 900-1160 N/A 910-1160
1985 26L4 900-1067 N/A 910-1067
1984-1982 26L4 900-1139 N/A 910-1139
1981-1978 3.7L6 900-1343 N/A 910-1343
2010-2001 33V6 900-1607 N/A 910-1607
2000-1998 33V6 900-2082 N/A 910-2082
1997-1996 33V6 900-1347 N/A 910-1347
1993-1990 33V6 900-1345 N/A 910-1345
2010-2001 3.8V6 900-1607 N/A 910-1607
2000-1998 3.8V6 900-2082 N/A 910-2082
1997-1996 3.8V6 900-1347 N/A 910-1347
1995-1994 3.8V6 900-1345 N/A 910-1345
1981-1978 52V8 900-1398 N/A 910-1398
1979 59V8 900-1398 N/A 910-1398
1978 59V8 900-1519 N/A 910-1519
1964-1961 59V8 900-1824 N/A 910-1824
1971-1965 6.3V8 900-1530 N/A 910-1530
1964-1963 6.3 V8 900-1824 N/A 910-1824
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Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Aio Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)

CHRYSLER (Cont'd.
Town & Country (Cont'd.)

1961-1960 6.3V8 900-1824 N/A 910-1824

1977-1973 6.6 V8 900-1824 N/A 910-1824

1972 6.6V8 900-1530 N/A 910-1530

1965-1960 6.7V8 900-1530 N/A 910-1530

1963 7.0V8 900-1530 N/A 910-1530

1977-1971 72V8 900-1824 N/A 910-1824

1970-1966 7.2V8 900-1530 N/A 910-1530
Voyager

2003-2001 2414 900-1822 N/A 910-1822

2000 2414 900-1221 N/A 910-1221

2000 3.0V6 900-1794 N/A 910-1794

2008 3.3V6 900-2076 N/A 910-2076

2007-2001 3.3V6 900-1607 N/A 910-1607

2000-1998 3.3V6 900-2082 N/A 910-2082

1997-1996 3.3V6 900-1347 N/A 910-1347

1995 3.3V6 900-1345 N/A 910-1345
Windsor

1961-1960 6.3V8 900-1824 N/A 910-1824
Lanos

2002-1999 1514 900-1673 N/A 910-1673

2002-1999 16L4 900-1674 N/A 910-1674
Leganza

2002-1999 2214 900-1675 N/A 910-1675
Nubira

2002-1999 2014 900-1675 N/A 910-1675
Charade

1992-1988 1.0L3 900-1003 N/A 910-1003

1992-1989 1314 900-1058 N/A 910-1058
Rocky

1992-1990 1614 900-1112 N/A 910-1112
DMC 12

1983-1981 2.9V6 900-2065 N/A 910-2065
Pantera

1989-1987 58V8 900-1440 N/A 910-1440

1986-1984 58V8 900-1400 N/A 910-1400

1983-1981 58V8 900-1441 N/A 910-1441

1974-1971 58V8 900-1663 N/A 910-1663

 DODGE |

330

1964-1963 37L6 900-1342 N/A 910-1342

1964 45V8 900-1519 N/A 910-1519

1964-1963 52V8 900-1519 N/A 910-1519

1964 6.3V8 900-1824 N/A 910-1824

1964-1963 7.0V8 900-1530 N/A 910-1530
400

1983-1982 2214 900-1160 N/A 910-1160
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Ao Lit/ Identificador de Aplicacién Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
DODGE (Cont'd.
400 (Cont'd.)
1983-1982 26L4 900-1139 N/A 910-1139
440
1964-1963 3.7L6 900-1342 N/A 910-1342
1964-1963 52V8 900-1519 N/A 910-1519
1964 6.3V8 900-1824 N/A 910-1824
1964-1963 7.0V8 900-1530 N/A 910-1530
600
1988-1983 2214 900-1160 N/A 910-1160
1988-1986 2514 900-1160 N/A 910-1160
1985 26L4 900-1067 N/A 910-1067
1984-1983 26L4 900-1139 N/A 910-1139
880
1964-1962 59V8 900-1824 N/A 910-1824
1965 6.3V8 900-1530 N/A 910-1530
1964-1963 6.3V8 900-1824 N/A 910-1824
1965 6.7V8 900-1824 N/A 910-1824
1963 6.8V8 900-1824 N/A 910-1824
1965 7.0V8 900-1530 N/A 910-1530
2000 GTX
1990-1989 20L4 900-1044 N/A 910-1044
A100
1966-1964 28L6 900-1342 N/A 910-1342
1966-1964 3.7L6 900-1342 N/A 910-1342
1970 52V8 900-1519 N/A 910-1519
A100 Truck
1969-1964 28L6 900-1342 N/A 910-1342
1970 3216 900-1342 N/A 910-1342
1970-1964 3.7L6 900-1342 N/A 910-1342
1967 45V8 900-1519 N/A 910-1519
1966-1964 45V8 900-1800 N/A 910-1800
1970-1967 52V8 900-1519 N/A 910-1519
A108 Van
1969-1967 28L6 900-1342 N/A 910-1342
1970 3216 900-1342 N/A 910-1342
1970-1967 3.7L6 900-1342 N/A 910-1342
Aries
1989-1981 2214 900-1160 N/A 910-1160
1989-1986 2514 900-1160 N/A 910-1160
1985 26L4 900-1067 N/A 910-1067
1984-1981 26L4 900-1139 N/A 910-1139
Aspen
1980-1976 3.7L6 900-1343 N/A 910-1343
1980-1979 52V8 900-1398 N/A 910-1398
1978-1976 52V8 900-1519 N/A 910-1519
1980-1979 59V8 900-1398 N/A 910-1398
1978-1976 59V8 900-1519 N/A 910-1519
Atos
2004-2001 1.0L4 900-1217 N/A 910-1217
2010-2005 1114 900-1217 N/A 910-1217
Attitude
2010-2006 1.6 L4 900-1669 N/A 910-1669
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Year
Ao
Année

Avenger
1999-1995
2000-1995

B100
1980-1975
1980-1979
1978-1975
1978-1976

B100 Van
1973-1971
1974-1971
1974-1971
1974-1971
1974

B150
1987-1981
1994-1992
1994-1992
1991-1988
1994-1992
1994-1992
1991-1988
1987-1981

B200
1980-1975
1980-1979
1978-1975
1980-1979
1978-1975
1978-1976
1978-1975

B200 Van
1973-1971
1974-1971
1974-1971
1974-1971
1974-1971
1974

B250
1987-1981
1994-1992
1994-1992
1991-1988
1994-1993
1994-1992
1991-1988
1987-1981
1994-1992
1994-1992
1991-1989
1988-1984
1981

DODGE (Cont'd.

Eng.
Lit/
La

20L4
25V6

3716
52V8
52V8
59V8

3216
3716
52V8
59V8
72V8

3716
3.9V6
3.9V6
3.9V6
52V8
52V8
52V8
52V8

3.7L6
52V8
52V8
59V8
59V8
6.6 V8
72V8

3216
3.7L6
52V8
59V8
6.6 V8
72V8

3716
3.9V6
3.9V6
3.9V6
52V8
52V8
52V8
52V8
59V8
59V8
59V8
59V8
5.9 V8

Application Identifier
Identificador de Aplicacion
Application Identifier

w/ 2.50" Plug Boot
w/ 3.25" Plug Boot

Heavy Duty

w/ 2.50" Plug Boot
w/ 3.25" Plug Boot

Heavy Duty

Heavy Duty

ThunderCore
Ultra™
(Premium)

900-1221
900-1324

900-1343
900-1398
900-1519
900-1519

900-1342
900-1342
900-1519
900-1519
900-1824

900-1343
900-1346
900-1805
900-1344
900-1800
900-1413
900-1412
900-1398

900-1343
900-1398
900-1519
900-1398
900-1519
900-1824
900-1824

900-1342
900-1342
900-1519
900-1519
900-1824
900-1824

900-1343
900-1346
900-1805
900-1344
900-1413
900-1800
900-1412
900-1398
900-1800
900-1413
900-1412
900-1398
900-1398

ThunderCore
Ultra™
Combo Kits

N/A
N/A

N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

ThunderCore™

(OE)

910-1221
910-1324

910-1343
910-1398
910-1519
910-1519

910-1342
910-1342
910-1519
910-1519
910-1824

910-1343
910-1346
910-1805
910-1344
910-1800
910-1413
910-1412
910-1398

910-1343
910-1398
910-1519
910-1398
910-1519
910-1824
910-1824

910-1342
910-1342
910-1519
910-1519
910-1824
910-1824

910-1343
910-1346
910-1805
910-1344
910-1413
910-1800
910-1412
910-1398
910-1800
910-1413
910-1412
910-1398
910-1398
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Ao Lit/ Identificador de Aplicacién Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
DODGE (Cont'd.

B300
1980-1975 3.7L6 900-1343 N/A 910-1343
1980-1979 52V8 900-1398 N/A 910-1398
1978-1975 52V8 900-1519 N/A 910-1519
1980-1979 59V8 900-1398 N/A 910-1398
1978-1975 59V8 900-1519 N/A 910-1519
1978-1976 6.6 V8 900-1824 N/A 910-1824
1978-1975 7.2V8 900-1824 N/A 910-1824

B300 Van
1974-1971 3.7L6 900-1342 N/A 910-1342
1974-1971 52V8 900-1519 N/A 910-1519
1974-1971 59V8 900-1519 N/A 910-1519
1974-1971 6.6 V8 900-1824 N/A 910-1824
1974 72V8 900-1824 N/A 910-1824

B350
1994-1993 52V8 Heavy Duty 900-1413 N/A 910-1413
1994-1992 52V8 900-1800 N/A 910-1800
1991-1988 52V8 900-1412 N/A 910-1412
1987-1981 52V8 900-1398 N/A 910-1398
1994-1992 59V8 900-1800 N/A 910-1800
1994-1992 59V8 Heavy Duty 900-1413 N/A 910-1413
1991-1989 59V8 900-1412 N/A 910-1412
1988-1981 59V8 900-1398 N/A 910-1398

B1500
1998-1995 3.9V6 w/ 2.50" Plug Boot 900-1346 N/A 910-1346
1998-1995 3.9V6 w/ 3.25" Plug Boot 900-1805 N/A 910-1805
1998-1995 52V8 Heavy Duty 900-1413 N/A 910-1413
1998 52V8 w/ 3.25" Plug Boot 900-1800 N/A 910-1800
1997-1995 52V8 900-1800 N/A 910-1800
1998 59V8 900-1800 N/A 910-1800
1998 59V8 Heavy Duty 900-1413 N/A 910-1413

B2500
1997-1995 3.9V6 w/ 2.50" Plug Boot 900-1346 N/A 910-1346
1997-1995 3.9V6 w/ 3.25" Plug Boot 900-1805 N/A 910-1805
1998-1995 52V8 900-1800 N/A 910-1800
1998-1995 52V8 Heavy Duty 900-1413 N/A 910-1413
1998-1995 59V8 900-1800 N/A 910-1800
1998-1995 59V8 Heavy Duty 900-1413 N/A 910-1413

B3500
1998-1995 52V8 900-1800 N/A 910-1800
1998-1995 52V8 Heavy Duty 900-1413 N/A 910-1413
1998-1995 59V8 900-1800 N/A 910-1800
1998-1995 59V8 Heavy Duty 900-1413 N/A 910-1413

Caravan
1987-1984 2214 900-1160 N/A 910-1160
2007-2001 2414 900-1822 N/A 910-1822
2000-1996 2414 900-1221 N/A 910-1221
1995-1991 2514 900-1233 N/A 910-1233
1990-1988 2514 900-1160 N/A 910-1160
1987-1984 26L4 900-1139 N/A 910-1139
2000-1996 3.0V6 900-1794 N/A 910-1794
1995-1987 3.0 V6 900-1301 N/A 910-1301

333



\Vallkcer Application Guide

walkerproducts.com

Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Ano Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
DODGE (Cont'd.

Caravan (Cont'd.)
2007-2001 3.3V6 900-1607 N/A 910-1607
2000-1998 3.3V6 900-2082 N/A 910-2082
1997-1996 3.3V6 900-1347 N/A 910-1347
1995-1990 3.3V6 900-1345 N/A 910-1345
1999-1998 3.8V6 900-2082 N/A 910-2082
1997-1996 3.8V6 900-1347 N/A 910-1347

CB300
1979-1977 3716 900-1343 N/A 910-1343
1975 3.7L6 900-1343 N/A 910-1343
1974 3716 900-1342 N/A 910-1342
1980-1974 52V8 900-1519 N/A 910-1519
1980-1979 59V8 900-1398 N/A 910-1398
1978-1974 59V8 900-1519 N/A 910-1519
1978-1976 6.6 V8 900-1824 N/A 910-1824
1979-1977 72V8 900-1824 N/A 910-1824

Challenger
1979-1978 1.6L4 900-1067 N/A 910-1067
1983-1982 26 L4 900-1139 N/A 910-1139
1981-1978 26L4 900-1067 N/A 910-1067
1971-1970 3216 900-1342 N/A 910-1342
1972-1970 3716 900-1342 N/A 910-1342
1974-1970 52V8 900-1519 N/A 910-1519
1973-1970 5.6 V8 900-1519 N/A 910-1519
1974 59V8 900-1519 N/A 910-1519
1971-1970 6.3V8 900-1824 N/A 910-1824
1972-1970 72V8 900-1824 N/A 910-1824

Charger
1986-1984 1.6 L4 900-1235 N/A 910-1235
1987-1983 2214 900-1160 N/A 910-1160
1976 3.7L6 900-1343 N/A 910-1343
1974-1968 3.7L6 900-1342 N/A 910-1342
1978-1976 52V8 900-1519 N/A 910-1519
1975 52V8 900-1416 N/A 910-1416
1974-1966 52V8 900-1519 N/A 910-1519
1973-1971 5.6V8 900-1519 N/A 910-1519
1978-1974 59V8 900-1519 N/A 910-1519
1971-1966 6.3V8 900-1824 N/A 910-1824
1978-1972 6.6 V8 900-1824 N/A 910-1824
1974-1967 72V8 900-1824 N/A 910-1824

Colt
1984-1982 1414 900-1139 N/A 910-1139
1981-1979 1414 900-1067 N/A 910-1067
1995-1988 1514 900-1171 N/A 910-1171
1987-1985 1514 900-1067 N/A 910-1067
1990-1989 1.6L4 900-1148 N/A 910-1148
1988 1.6 L4 900-1044 N/A 910-1044
1987 1.6L4 From 11/30/86 900-1044 N/A 910-1044
1987 1.6 L4 To 11/30/86 900-1067 N/A 910-1067
1986-1985 1.6L4 900-1044 N/A 910-1044
1984-1971 1.6L4 900-1067 N/A 910-1067
1994-1992 1.8 14 900-1460 N/A 910-1460

334



N\Vallkcer Application Guide

walkerproducts.com

Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Ao Lit/ Identificador de Aplicacién Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
DODGE (Cont'd.

Colt (Cont'd.)
1990-1989 1814 900-1044 N/A 910-1044
1991-1989 20L4 900-1060 N/A 910-1060
1988-1984 20L4 900-1067 N/A 910-1067
1977-1974 20L4 900-1067 N/A 910-1067
1994 2414 900-1460 N/A 910-1460
1993 2414 900-1060 N/A 910-1060
1980-1978 26L4 900-1067 N/A 910-1067

Conquest
1986-1984 26L4 900-1067 N/A 910-1067

Coronet
1976-1975 3.7L6 900-1343 N/A 910-1343
1974-1965 3.7L6 900-1342 N/A 910-1342
1968-1965 45V8 900-1519 N/A 910-1519
1976-1965 52V8 900-1519 N/A 910-1519
1973-1972 56V8 900-1519 N/A 910-1519
1976-1973 59V8 900-1519 N/A 910-1519
1966-1965 59V8 900-1824 N/A 910-1824
1971-1969 6.3V8 900-1824 N/A 910-1824
1968-1965 6.3V8 900-1530 N/A 910-1530
1976-1972 6.6 V8 900-1824 N/A 910-1824
1976-1973 72V8 900-1824 N/A 910-1824
1972-1970 7.2V8 900-1530 N/A 910-1530
1969-1966 72V8 900-1824 N/A 910-1824

Custom
1961-1960 59V8 900-1824 N/A 910-1824
1961 6.7 V8 900-1824 N/A 910-1824

D50
1982-1979 20L4 900-1067 N/A 910-1067
1982 2614 900-1139 N/A 910-1139
1981-1979 26L4 900-1067 N/A 910-1067

D100
1987-1986 3.7L6 900-1343 N/A 910-1343
1979-1975 3.7L6 900-1343 N/A 910-1343
1989-1988 3.9V6 900-1344 N/A 910-1344
1989-1988 52V8 900-1412 N/A 910-1412
1987-1986 52V8 900-1398 N/A 910-1398
1979-1975 52V8 900-1398 N/A 910-1398
1988-1986 59V8 900-1398 N/A 910-1398
1979 59V8 900-1398 N/A 910-1398
1978-1975 59V8 900-1519 N/A 910-1519
1978-1976 6.6 V8 900-1824 N/A 910-1824
1978-1975 72V8 900-1824 N/A 910-1824

D100 Pickup
1973 3216 900-1342 N/A 910-1342
1971-1970 32L6 900-1342 N/A 910-1342
1974-1968 3.7L6 900-1342 N/A 910-1342
1974-1968 52V8 900-1519 N/A 910-1519
1974-1971 59V8 900-1519 N/A 910-1519
1971 6.3V8 900-1824 N/A 910-1824
1970-1968 6.3V8 900-1530 N/A 910-1530
1974-1971 6.6 V8 900-1824 N/A 910-1824

335



\Vallkcer Application Guide

walkerproducts.com

Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Ano Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
DODGE (Cont'd.

D100 Pickup (Cont'd.)
1974-1973 72V8 900-1824 N/A 910-1824

D100 Series
1966-1961 2816 900-1342 N/A 910-1342
1967-1961 3.7L6 900-1342 N/A 910-1342
1967-1960 52V8 900-1519 N/A 910-1519
1967 6.3V8 900-1824 N/A 910-1824

D150
1987-1977 3.7L6 900-1343 N/A 910-1343
1993-1992 3.9V6 w/ 2.50" Plug Boot 900-1346 N/A 910-1346
1993-1992 3.9V6 w/ 3.25" Plug Boot 900-1805 N/A 910-1805
1991-1988 3.9V6 900-1344 N/A 910-1344
1993-1992 52V8 900-1800 N/A 910-1800
1993-1992 52V8 Heavy Duty 900-1413 N/A 910-1413
1991-1988 52V8 900-1412 N/A 910-1412
1987-1979 52V8 900-1398 N/A 910-1398
1978-1977 52V8 900-1519 N/A 910-1519
1993 59V8 900-1800 N/A 910-1800
1993 59V8 Heavy Duty 900-1413 N/A 910-1413
1991-1989 59V8 900-1412 N/A 910-1412
1988-1984 59V8 900-1398 N/A 910-1398
1982-1979 59V8 900-1398 N/A 910-1398
1978-1977 59V8 900-1519 N/A 910-1519
1978-1977 6.6 V8 900-1824 N/A 910-1824
1978 72V8 900-1824 N/A 910-1824

D200
1980-1975 3.7L6 900-1343 N/A 910-1343
1980-1979 52V8 900-1398 N/A 910-1398
1978-1975 52V8 900-1519 N/A 910-1519
1980-1979 59V8 900-1398 N/A 910-1398
1978-1975 59V8 900-1519 N/A 910-1519
1978-1975 6.6 V8 900-1824 N/A 910-1824
1978-1975 7.2V8 900-1824 N/A 910-1824

D200 Pickup
1974-1968 3.7L6 900-1342 N/A 910-1342
1974-1968 52V8 900-1519 N/A 910-1519
1974-1971 59V8 900-1519 N/A 910-1519
1971 6.3V8 900-1824 N/A 910-1824
1970-1968 6.3V8 900-1530 N/A 910-1530
1974-1971 6.6 V8 900-1824 N/A 910-1824
1974-1973 72V8 900-1824 N/A 910-1824

D200 Series
1967-1961 3.7L6 900-1342 N/A 910-1342
1967-1960 52V8 900-1519 N/A 910-1519
1967 6.3V8 900-1824 N/A 910-1824

D250
1987-1981 3.7L6 900-1343 N/A 910-1343
1993-1992 3.9V6 w/ 2.50" Plug Boot 900-1346 N/A 910-1346
1993-1992 3.9V6 w/ 3.25" Plug Boot 900-1805 N/A 910-1805
1991-1988 3.9V6 900-1344 N/A 910-1344
1993-1992 52V8 900-1800 N/A 910-1800
1993-1992 5.2V8 Heavy Duty 900-1413 N/A 910-1413
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Ao Lit/ Identificador de Aplicacién Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
DODGE (Cont'd.

D250 (Cont'd.)
1991-1988 52V8 900-1412 N/A 910-1412
1987-1981 52V8 900-1398 N/A 910-1398
1993-1992 59V8 900-1800 N/A 910-1800
1993-1992 59V8 Heavy Duty 900-1413 N/A 910-1413
1991-1989 59V8 900-1412 N/A 910-1412
1988-1984 59V8 900-1398 N/A 910-1398
1982-1981 59V8 900-1398 N/A 910-1398

D300
1978-1975 3.7L6 900-1343 N/A 910-1343
1980-1979 52V8 900-1398 N/A 910-1398
1978-1975 52V8 900-1519 N/A 910-1519
1980-1979 59V8 900-1398 N/A 910-1398
1978-1975 59V8 900-1519 N/A 910-1519
1978-1976 6.6V8 900-1824 N/A 910-1824
1978-1975 7.2V8 900-1824 N/A 910-1824

D300 Pickup
1974-1968 3.7L6 900-1342 N/A 910-1342
1974-1968 52V8 900-1519 N/A 910-1519
1974-1971 59V8 900-1519 N/A 910-1519
1971 6.3V8 900-1824 N/A 910-1824
1970-1968 6.3V8 900-1530 N/A 910-1530
1974-1971 6.6 V8 900-1824 N/A 910-1824
1974-1972 7.2V8 900-1824 N/A 910-1824

D300 Series
1967-1961 3.7L6 900-1342 N/A 910-1342
1967-1960 52V8 900-1519 N/A 910-1519
1967 6.3V8 900-1824 N/A 910-1824

D350
1983-1981 52V8 900-1398 N/A 910-1398
1993-1992 59V8 900-1800 N/A 910-1800
1993-1992 59V8 Heavy Duty 900-1413 N/A 910-1413
1991-1989 59V8 900-1412 N/A 910-1412
1988-1981 59V8 900-1398 N/A 910-1398

D400
1981-1978 59V8 900-1398 N/A 910-1398
1978 7.2V8 900-1824 N/A 910-1824

D450
1981-1978 59V8 900-1398 N/A 910-1398
1978 7.2V8 900-1824 N/A 910-1824

Dakota
1988-1987 2214 900-1160 N/A 910-1160
2002-1996 2514 900-2025 N/A 910-2025
1995-1991 2514 900-1233 N/A 910-1233
1990-1989 2514 900-1160 N/A 910-1160
2010-2009 3.7V6 3 Lead Set, 3 COP Boots Req'd 900-1854 900-5019 910-1854
2003-1999 3.9V6 900-1805 N/A 910-1805
1998-1992 3.9V6 w/ 2.50" Plug Boot 900-1346 N/A 910-1346
1998-1992 3.9V6 w/ 3.25" Plug Boot 900-1805 N/A 910-1805
1991-1987 3.9V6 900-1344 N/A 910-1344
2010-2008 4.7V8 900-2077 N/A 910-2077
1999-1992 5.2V8 900-1800 N/A 910-1800
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Year
Ao
Année

1998-1992
1991-1989
2003-2000
1999-1998
1999-1998
Dart
1971-1963
1961-1960
1974-1970
1976-1975
1974-1960
1969-1964
1976-1968
1962-1960
1973-1968
1976-1974
1962-1960
1969
1968-1967
1962-1960
1962
1962-1961
Daytona
1993-1992
1990-1984
1993-1991
1990-1986
1993-1990
Diplomat
1983-1978
1989-1988
1987-1979
1978-1977
1979
1978
Durango
2009
1999
1998
2009-2008
2000
1999-1998
2005-2004
2003-2000
1999-1998
Dynasty
1993-1991
1990-1988
1993-1988
1993-1990

DODGE (Cont'd.
Dakota (Cont'd.)

Eng.
Lit/
La

52V8
52V8
59V8
59V8
59V8

2816
2816
3216
3716
3716
45V8
52V8
52V8
5.6V8
59V8
59V8
6.3V8
6.3V8
6.3V8
6.7V8
6.8V8

2214
2214
2514
2514
3.0V6

3.7L6
52V8
52V8
52V8
59V8
59V8

3.7V6
3.9V6
3.9V6
47V8
52V8
52V8
5.7V8
59V8
59V8

2514
2514
3.0V6
3.3 V6

Application Identifier
Identificador de Aplicacion
Application Identifier

Heavy Duty

Heavy Duty

3 Lead Set, 3 COP Boots Req'd

8 Lead Set, 8 COP Boots Req'd

ThunderCore
Ultra™
(Premium)

900-1413
900-1412
900-1661
900-1800
900-1413

900-1342
900-1342
900-1342
900-1343
900-1342
900-1519
900-1519
900-1519
900-1519
900-1519
900-1824
900-1824
900-1530
900-1824
900-1824
900-1824

900-1234
900-1160
900-1233
900-1160
900-1301

900-1343
900-1412
900-1398
900-1519
900-1398
900-1519

900-1854
900-1805
900-1346
900-2077
900-1661
900-1800
900-1660
900-1661
900-1800

900-1233
900-1160
900-1301
900-1345

ThunderCore
Ultra™
Combo Kits

N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A

900-5019
N/A
N/A
N/A
N/A
N/A

900-5008
N/A
N/A

N/A
N/A
N/A
N/A

ThunderCore™

(OE)

910-1413
910-1412
910-1661
910-1800
910-1413

910-1342
910-1342
910-1342
910-1343
910-1342
910-1519
910-1519
910-1519
910-1519
910-1519
910-1824
910-1824
910-1530
910-1824
910-1824
910-1824

910-1234
910-1160
910-1233
910-1160
910-1301

910-1343
910-1412
910-1398
910-1519
910-1398
910-1519

910-1854
910-1805
910-1346
910-2077
910-1661
910-1800
910-1660
910-1661
910-1800

910-1233
910-1160
910-1301
910-1345
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Year
Ao
Année

DODGE (Cont'd.

Eng.
Lit/
La

Grand Caravan

Application Identifier
Identificador de Aplicacion
Application Identifier

ThunderCore
Ultra™
(Premium)

ThunderCore
Ultra™
Combo Kits

ThunderCore™

(OE)

1997-1996 2414 900-1221 N/A 910-1221
1989-1987 2504 900-1160 N/A 910-1160
2000-1996 3.0V6 900-1794 N/A 910-1794
1995-1992 3.0V6 900-1301 N/A 910-1301
1989-1987 3.0V6 900-1301 N/A 910-1301
2010 3.3V6 900-1607 N/A 910-1607
2009-2008 3.3V6 900-2076 N/A 910-2076
2007-2001 3.3V6 900-1607 N/A 910-1607
2000-1998 3.3V6 900-2082 N/A 910-2082
1997-1996 3.3V6 900-1347 N/A 910-1347
1995-1990 3.3V6 900-1345 N/A 910-1345
2010-2009 3.8V6 900-1607 N/A 910-1607
2008 3.8V6 900-2076 N/A 910-2076
2007-2001 3.8V6 900-1607 N/A 910-1607
2000-1998 3.8V6 900-2082 N/A 910-2082
1997-1996 3.8V6 900-1347 N/A 910-1347
1995-1994 38V6 900-1345 N/A 910-1345
Intrepid
1997-1993 3.3V6 900-1348 N/A 910-1348
1997-1993 3.5V6 900-1323 N/A 910-1323
Lancer
1989-1985 2214 900-1160 N/A 910-1160
1989-1986 2504 900-1160 N/A 910-1160
1962-1961 2816 900-1342 N/A 910-1342
1962-1961 3716 900-1342 N/A 910-1342
M300
1968 4116 900-1342 N/A 910-1342
1974-1968 52V8 900-1519 N/A 910-1519
1974 72V8 900-1824 N/A 910-1824
M350
1974 52V8 900-1519 N/A 910-1519
1974 72V8 900-1824 N/A 910-1824
Magnum
1979 52V8 900-1398 N/A 910-1398
1978 52V8 900-1519 N/A 910-1519
2005 57V8 8 Lead Set, 8 COP Boots Req'd 900-1660 900-5006 910-1660
1979 59V8 900-1398 N/A 910-1398
1978 59V8 900-1519 N/A 910-1519
1978 6.6 V8 900-1824 N/A 910-1824
Matador
1960 52V8 900-1519 N/A 910-1519
1960 59V8 900-1824 N/A 910-1824
1960 6.3V8 900-1824 N/A 910-1824
Mini Ram
1987-1984 2214 900-1160 N/A 910-1160
1988-1987 2504 900-1160 N/A 910-1160
1987-1984 2614 900-1139 N/A 910-1139
1988-1987 3.0V6 900-1301 N/A 910-1301
Mirada
1983-1980 3716 900-1343 N/A 910-1343
1983-1980 5.2V8 900-1398 N/A 910-1398

339




NValker

walkerproducts.com

Application Guide

Year
Ao
Année

Mirada (Cont'd.)
1980
Monaco
1978-1977
1992-1991
1992-1991
1990
1978-1975
1970-1968
1978-1971
1971-1965
1978-1973
1972
1978-1973
1972-1966
Neon
2005-2000
1999-1995
1999-1995
1998
1995
2005-2003
Nitro
2011-2009
Omni
1986-1983
1983-1980
1979
1978
1990-1981
P100
1966-1965
1968
1966-1965
1964-1962
P100 Van
1961
1967
P200
1966-1965
1972-1965
1964-1961
1972-1970
P200 Van
1961
1974-1973
1961
P300
1972-1967
1965
1966
1964-1961

DODGE (Cont'd.

Eng.
Lit/
La

59V8

3716
3.0V6
3.0V6
3.0V6
52V8
52V8
59V8
6.3V8
6.6 V8
6.6 V8
72V8
72V8

20L4
20L4
20L4
20L4
20L4
2414

3.7V6

1.6L4
1714
1714
1714
2214

2816
3.7L6
3716
4116

2816
3.7L6

2816
3.7L6
4116
59V8

2816
3716
3716

3716
3716
4116
4116

Application Identifier
Identificador de Aplicacion
Application Identifier

Distributorless Ignition
Distributor Type Ignition

DOHC
SOHC

3 Lead Set, 3 COP Boots Req'd

R17

ThunderCore
Ultra™
(Premium)

900-1398

900-1343
900-1320
900-1319
900-1319
900-1519
900-1519
900-1519
900-1530
900-1824
900-1530
900-1824
900-1530

900-1222
900-1221
900-1222
900-1221
900-1221
900-1850

900-1854

900-1235
900-1140
900-1021
900-1092
900-1160

900-1342
900-1342
900-1342
900-1342

900-1342
900-1342

900-1342
900-1342
900-1342
900-1519

900-1342
900-1342
900-1342

900-1342
900-1342
900-1342
900-1342

ThunderCore
Ultra™
Combo Kits

N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A

900-5019

N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A

N/A
N/A

N/A
N/A
N/A
N/A

N/A
N/A
N/A

N/A
N/A
N/A
N/A

ThunderCore™

(OE)

910-1398

910-1343
910-1320
910-1319
910-1319
910-1519
910-1519
910-1519
910-1530
910-1824
910-1530
910-1824
910-1530

910-1222
910-1221
910-1222
910-1221
910-1221
910-1850

910-1854

910-1235
910-1140
910-1021
910-1092
910-1160

910-1342
910-1342
910-1342
910-1342

910-1342
910-1342

910-1342
910-1342
910-1342
910-1519

910-1342
910-1342
910-1342

910-1342
910-1342
910-1342
910-1342
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Ao Lit/ Identificador de Aplicacién Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
DODGE (Cont'd.

P300 (Cont'd.)
1972-1971 59V8 900-1519 N/A 910-1519

P375
1968 59V8 900-1824 N/A 910-1824

Polara
1964 2816 900-1342 N/A 910-1342
1973-1966 3.7L6 900-1342 N/A 910-1342
1964-1963 3.7L6 900-1342 N/A 910-1342
1966 45V8 900-1519 N/A 910-1519
1973-1963 52V8 900-1519 N/A 910-1519
1961-1960 52V8 900-1519 N/A 910-1519
1973-1971 59V8 900-1519 N/A 910-1519
1962-1960 59V8 900-1824 N/A 910-1824
1971-1960 6.3V8 900-1824 N/A 910-1824
1973 6.6 V8 900-1530 N/A 910-1530
1972 6.6 V8 900-1824 N/A 910-1824
1962-1961 6.7 V8 900-1824 N/A 910-1824
1965-1963 7.0V8 Wedge Head 900-1824 N/A 910-1824
1973 7.2V8 900-1824 N/A 910-1824
1972-1966 7.2V8 900-1530 N/A 910-1530

Power Ram 50
1984-1983 20L4 900-1067 N/A 910-1067
1986-1983 26L4 900-1139 N/A 910-1139

Raider
1989-1987 26L4 900-1060 N/A 910-1060
1989 3.0V6 900-1269 N/A 910-1269

Ram 50
1989-1988 20L4 900-1060 N/A 910-1060
1987-1983 20L4 900-1067 N/A 910-1067
1993-1990 2414 900-1060 N/A 910-1060
1989-1987 26L4 900-1060 N/A 910-1060
1986-1983 26L4 900-1139 N/A 910-1139
1991-1990 3.0V6 900-1269 N/A 910-1269

Ram 1500
2010-2009 3.7V6 3 Lead Set, 3 COP Boots Req'd 900-1854 900-5019 910-1854
2001-1994 3.9V6 w/ 2.50" Plug Boot 900-1346 N/A 910-1346
2001-1994 3.9V6 w/ 3.25" Plug Boot 900-1805 N/A 910-1805
2010-2008 47V8 900-2077 N/A 910-2077
2001-2000 52V8 900-1661 N/A 910-1661
1999-1994 52V8 900-1800 N/A 910-1800
1999-1994 52V8 Heavy Duty 900-1413 N/A 910-1413
2005-2003 5.7V8 8 Lead Set, 8 COP Boots Req'd 900-1660 900-5008 910-1660
2003-2000 59V8 900-1661 N/A 910-1661
1999-1994 59V8 900-1800 N/A 910-1800
1999-1994 59V8 Heavy Duty 900-1413 N/A 910-1413
2006-2005 8.3V10 900-2078 N/A 910-2078
2004 8.3V10 900-1839 N/A 910-1839

Ram 1500 Van
2003-1999 3.9V6 w/ 2.50" Plug Boot 900-1346 N/A 910-1346
2003-1999 3.9V6 w/ 3.25" Plug Boot 900-1805 N/A 910-1805
1997 3.9V6 w/ 2.50" Plug Boot 900-1805 N/A 910-1805
2003-2000 5.2V8 900-1661 N/A 910-1661
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Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Ano Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
DODGE (Cont'd.

Ram 1500 Van (Cont'd.)
1999-1998 52V8 900-1800 N/A 910-1800
1999-1998 52V8 Heavy Duty 900-1413 N/A 910-1413
1996-1995 52V8 900-1800 N/A 910-1800
1996-1995 52V8 Heavy Duty 900-1413 N/A 910-1413
2003-2000 59V8 900-1661 N/A 910-1661
1999 59V8 900-1800 N/A 910-1800
1999 59V8 Heavy Duty 900-1413 N/A 910-1413

Ram 2500
1996-1994 52V8 900-1800 N/A 910-1800
1996-1994 52V8 Heavy Duty 900-1413 N/A 910-1413
2005-2003 5.7V8 8 Lead Set, 8 COP Boots Req'd 900-1660 900-5008 910-1660
2002-2000 59V8 900-1661 N/A 910-1661
1999-1994 59V8 900-1800 N/A 910-1800
1999-1994 59V8 Heavy Duty 900-1413 N/A 910-1413
2003-1994 8.0 V10 900-1830 N/A 910-1830

Ram 2500 Van
2001 3.9V6 w/ 2.50" Plug Boot 900-1346 N/A 910-1346
2001 3.9V6 w/ 3.25" Plug Boot 900-1805 N/A 910-1805
2003-2000 52V8 900-1661 N/A 910-1661
1999-1996 52V8 900-1800 N/A 910-1800
1999-1996 52V8 Heavy Duty 900-1413 N/A 910-1413
1999 52V8 CNG 900-1800 N/A 910-1800
1999 52V8 LPG 900-1661 N/A 910-1661
2003-2000 59V8 900-1661 N/A 910-1661
1999 59V8 900-1800 N/A 910-1800
1999 59V8 Heavy Duty 900-1413 N/A 910-1413

Ram 3500
2005-2003 5.7V8 8 Lead Set, 8 COP Boots Req'd 900-1660 900-5008 910-1660
2002-2000 59V8 900-1661 N/A 910-1661
1999-1994 59V8 900-1800 N/A 910-1800
1999-1994 59V8 Heavy Duty 900-1413 N/A 910-1413
2003-1994 8.0 V10 900-1830 N/A 910-1830

Ram 3500 Van
2003-2000 52V8 900-1661 N/A 910-1661
1999 52V8 900-1800 N/A 910-1800
1999 52V8 CNG 900-1800 N/A 910-1800
1999 52V8 Heavy Duty 900-1413 N/A 910-1413
1999 52V8 LPG 900-1800 N/A 910-1800
1996 52V8 900-1800 N/A 910-1800
1996 52V8 Heavy Duty 900-1413 N/A 910-1413
2003-2000 59V8 900-1661 N/A 910-1661
1999 59V8 900-1800 N/A 910-1800
1999 59V8 Heavy Duty 900-1413 N/A 910-1413
1997 59V8 900-1800 N/A 910-1800
1997 59V8 Heavy Duty 900-1661 N/A 910-1661

Ram 4000
2005 5.7V8 8 Lead Set, 8 COP Boots Req'd 900-1660 N/A 910-1660
2002 5.7V8 8 Lead Set, 8 COP Boots Req'd 900-1660 N/A 910-1660
2001 59V8 900-1661 N/A 910-1661
1996-1995 5.9 V8 900-1413 N/A 910-1413
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Ao Lit/ Identificador de Aplicacién Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
DODGE (Cont'd.
Ramcharger
1980-1975 37L6 900-1343 N/A 910-1343
1974 37L6 900-1342 N/A 910-1342
1993-1992 52V8 900-1800 N/A 910-1800
1993-1992 52V8 Heavy Duty 900-1413 N/A 910-1413
1991-1988 52V8 900-1412 N/A 910-1412
1987-1979 52V8 900-1398 N/A 910-1398
1978-1974 52V8 900-1519 N/A 910-1519
1993-1992 59V8 900-1800 N/A 910-1800
1993-1992 59V8 Heavy Duty 900-1413 N/A 910-1413
1991-1989 59V8 900-1412 N/A 910-1412
1988-1984 59V8 900-1398 N/A 910-1398
1981-1979 59V8 900-1398 N/A 910-1398
1978-1974 59V8 900-1519 N/A 910-1519
1978-1977 6.6 V8 900-1824 N/A 910-1824
1978-1974 7.2V8 900-1824 N/A 910-1824
Rampage
1984-1982 2214 900-1160 N/A 910-1160
RD200
1980-1978 52V8 900-1519 N/A 910-1519
1980-1978 59V8 900-1519 N/A 910-1519
Royal Monaco
1977 52V8 900-1519 N/A 910-1519
1975 52V8 900-1519 N/A 910-1519
1977-1975 59V8 900-1519 N/A 910-1519
1977-1975 6.6 V8 900-1824 N/A 910-1824
1977-1975 7.2V8 900-1824 N/A 910-1824
Shadow
1994-1991 2214 900-1233 N/A 910-1233
1990-1987 2214 900-1160 N/A 910-1160
1994-1991 2514 900-1233 N/A 910-1233
1990-1988 2514 900-1160 N/A 910-1160
1994-1992 3.0V6 900-1301 N/A 910-1301
Spirit
1992-1991 2214 900-1234 N/A 910-1234
1995-1991 2514 900-1233 N/A 910-1233
1990-1989 2514 900-1160 N/A 910-1160
1995-1989 3.0V6 900-1301 N/A 910-1301
St. Regis
1981-1979 37L6 900-1343 N/A 910-1343
1981-1979 52V8 900-1398 N/A 910-1398
1980-1979 59V8 900-1398 N/A 910-1398
Stealth
1996-1991 3.0V6 DOHC 900-1349 N/A 910-1349
1996-1991 3.0V6 SOHC 900-1303 N/A 910-1303
Stratus
2000-1995 20L4 900-1222 N/A 910-1222
2006-2001 2414 900-1822 N/A 910-1822
2005-2001 2414 2 Lead Set, 2 COP Boots Req'd 900-1753 900-5007 910-1753
2000-1995 2414 900-1221 N/A 910-1221
2000-1995 25V6 900-1324 N/A 910-1324
2005-2001 3.0 V6 900-1846 N/A 910-1846
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Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Ano Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
DODGE (Cont'd.

SX 2.0
2005-2003 20L4 900-1222 N/A 910-1222

Verna
2006-2004 1.6 L4 900-1669 N/A 910-1669

Viper
2002-1997 8.0 V10 900-1825 N/A 910-1825
1996-1992 8.0 V10 900-2024 N/A 910-2024
2006 8.3V10 900-2078 N/A 910-2078
2005 8.3V10 From 07/01/04 900-2078 N/A 910-2078
2005 8.3V10 To 07/01/04 900-1839 N/A 910-1839
2004 8.3V10 900-1839 N/A 910-1839
2003 8.3V10 900-1838 N/A 910-1838
2010-2008 8.4V10 Naturally Aspirated, GAS, FI 900-2021 N/A 910-2021

w100
1987-1986 3.7L6 900-1343 N/A 910-1343
1977-1975 3716 900-1343 N/A 910-1343
1989 3.9V6 900-1344 N/A 910-1344
1989-1988 52V8 900-1412 N/A 910-1412
1987-1986 52V8 900-1398 N/A 910-1398
1977-1975 52V8 900-1519 N/A 910-1519
1988-1986 59V8 900-1398 N/A 910-1398
1977-1975 59V8 900-1519 N/A 910-1519
1977-1975 6.6 V8 900-1824 N/A 910-1824
1977-1975 72V8 900-1824 N/A 910-1824

W100 Pickup
1974-1968 3.7L6 900-1342 N/A 910-1342
1974-1968 52V8 900-1519 N/A 910-1519
1974-1972 59V8 900-1519 N/A 910-1519
1971 6.3V8 900-1824 N/A 910-1824
1970-1968 6.3V8 900-1530 N/A 910-1530
1974-1971 6.6 V8 900-1824 N/A 910-1824
1974-1973 72V8 900-1824 N/A 910-1824

W100 Series
1967-1961 3.7L6 900-1342 N/A 910-1342
1967-1960 52V8 900-1519 N/A 910-1519
1967 6.3V8 900-1824 N/A 910-1824

W150
1987-1978 3.7L6 900-1343 N/A 910-1343
1993-1992 3.9V6 w/ 2.48" Plug Boot 900-1346 N/A 910-1346
1993-1992 3.9V6 w/ 3.25" Plug Boot 900-1805 N/A 910-1805
1991-1989 3.9V6 900-1344 N/A 910-1344
1993-1992 52V8 900-1800 N/A 910-1800
1993-1992 52V8 Heavy Duty 900-1413 N/A 910-1413
1991-1988 52V8 900-1412 N/A 910-1412
1987-1979 52V8 900-1398 N/A 910-1398
1978-1977 52V8 900-1519 N/A 910-1519
1993 59V8 900-1800 N/A 910-1800
1993 59V8 Heavy Duty 900-1413 N/A 910-1413
1991-1989 59V8 900-1412 N/A 910-1412
1988-1984 59V8 900-1398 N/A 910-1398
1981-1979 59V8 900-1398 N/A 910-1398
1978-1977 5.9 V8 900-1519 N/A 910-1519
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Ao Lit/ Identificador de Aplicacién Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
DODGE (Cont'd.

W150 (Cont'd.)
1978-1977 6.6 V8 900-1824 N/A 910-1824
1978 7.2V8 900-1824 N/A 910-1824

W200
1980-1975 3.7L6 900-1343 N/A 910-1343
1980-1979 52V8 900-1398 N/A 910-1398
1978-1975 52V8 900-1519 N/A 910-1519
1980-1979 59V8 900-1398 N/A 910-1398
1978-1975 59V8 900-1519 N/A 910-1519
1978-1976 6.6V8 900-1824 N/A 910-1824
1978-1975 7.2V8 900-1824 N/A 910-1824

W200 Pickup
1974-1968 3.7L6 900-1342 N/A 910-1342
1974-1968 52V8 900-1519 N/A 910-1519
1974-1971 59V8 900-1519 N/A 910-1519
1971 6.3V8 900-1824 N/A 910-1824
1970-1968 6.3V8 900-1530 N/A 910-1530
1974-1971 6.6 V8 900-1824 N/A 910-1824
1974-1973 7.2V8 900-1824 N/A 910-1824

W200 Series
1967-1961 3.7L6 900-1342 N/A 910-1342
1967-1960 52V8 900-1519 N/A 910-1519
1967 6.3V8 900-1824 N/A 910-1824

W250
1993-1992 52V8 900-1800 N/A 910-1800
1993-1992 52V8 Heavy Duty 900-1413 N/A 910-1413
1991-1988 52V8 900-1412 N/A 910-1412
1987-1981 52V8 900-1398 N/A 910-1398
1993-1992 59V8 900-1800 N/A 910-1800
1993-1992 59V8 Heavy Duty 900-1413 N/A 910-1413
1991-1989 59V8 900-1412 N/A 910-1412
1988-1984 59V8 900-1398 N/A 910-1398
1982-1981 59V8 900-1398 N/A 910-1398

W300
1978-1975 3.7L6 900-1343 N/A 910-1343
1980 52V8 900-1398 N/A 910-1398
1978-1975 52V8 900-1519 N/A 910-1519
1980-1979 59V8 900-1398 N/A 910-1398
1978-1975 59V8 900-1519 N/A 910-1519
1978-1976 6.6V8 900-1824 N/A 910-1824
1978-1975 7.2V8 900-1824 N/A 910-1824

W300 Pickup
1974-1968 3.7L6 900-1342 N/A 910-1342
1968 4116 900-1342 N/A 910-1342
1974-1968 52V8 900-1519 N/A 910-1519
1974-1971 59V8 900-1519 N/A 910-1519
1971 6.3V8 900-1824 N/A 910-1824
1970-1968 6.3V8 900-1530 N/A 910-1530
1974-1971 6.6 V8 900-1824 N/A 910-1824
1974-1972 72V8 900-1824 N/A 910-1824

W300 Series
1967-1963 3.7L6 900-1342 N/A 910-1342
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Aio Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
DODGE (Cont'd.
W300 Series (Cont'd.)
1967-1960 4116 900-1342 N/A 910-1342
1967-1960 52V8 900-1519 N/A 910-1519
1967 6.3V8 900-1824 N/A 910-1824
W350
1983-1982 52V8 900-1398 N/A 910-1398
1993-1992 59V8 900-1800 N/A 910-1800
1993-1992 59V8 Heavy Duty 900-1413 N/A 910-1413
1991-1989 59V8 900-1412 N/A 910-1412
1988-1981 59V8 900-1398 N/A 910-1398
Wm300 Pickup
1968-1967 4116 900-1342 N/A 910-1342
Wm300 Power Wagon
1966-1960 4.116 900-1342 N/A 910-1342
EAGLE
2000 GTX
1993-1991 20L4 900-1148 N/A 910-1148
Medallion
1989-1988 2214 900-1161 N/A 910-1161
Premier
1989-1988 254 900-1237 N/A 910-1237
1992 3.0V6 900-1320 N/A 910-1320
1991 3.0V6 Distributorless Ignition 900-1320 N/A 910-1320
1991 3.0V6 Distributor Type Ignition 900-1319 N/A 910-1319
1990-1988 3.0V6 900-1319 N/A 910-1319
Summit
1996-1992 1514 900-1171 N/A 910-1171
1991-1989 1514 900-1060 N/A 910-1060
1990-1989 1.6 L4 900-1148 N/A 910-1148
1996-1992 1.8L4 900-1460 N/A 910-1460
1996-1994 2414 900-1460 N/A 910-1460
1993-1992 2414 900-1060 N/A 910-1060
Talon
1994-1993 1.8L4 900-1060 N/A 910-1060
1998-1995 20L4 Naturally Aspirated 900-1221 N/A 910-1221
1998-1995 20L4 Turbocharged 900-1218 N/A 910-1218
1994-1990 20L4 900-1148 N/A 910-1148
Vision
1997-1993 3.3V6 900-1348 N/A 910-1348
1997-1993 3.5V6 900-1323 N/A 910-1323
Vista
1992-1988 1.5L4 900-1060 N/A 910-1060
1991-1989 2.0L4 900-1060 N/A 910-1060
124
1969-1967 1214 900-1009 N/A 910-1009
1973-1968 1414 900-1024 N/A 910-1024
1974-1971 1.6 L4 900-1067 N/A 910-1067
1978-1975 1.8L4 900-1021 N/A 910-1021
1974 1.8L4 900-1037 N/A 910-1037
1983-1979 2014 900-1021 N/A 910-1021
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Aio Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
FIAT (Cont'd.

128

1973-1971 114 900-1022 N/A 910-1022

1979-1973 1314 900-1037 N/A 910-1037
131

1978-1975 1814 900-1021 N/A 910-1021
600

1961-1960 06L4 900-1024 N/A 910-1024
600D

1967-1962 08L4 900-1024 N/A 910-1024
850

1971-1967 0.8L4 900-1024 N/A 910-1024

1973-1970 09L4 900-1017 N/A 910-1017

1968-1967 09L4 900-1024 N/A 910-1024
1100

1967 114 900-1009 N/A 910-1009

1963-1960 1114 900-1009 N/A 910-1009

1966-1964 1214 900-1009 N/A 910-1009
1100D

1967-1963 1214 900-1009 N/A 910-1009
1200

1963-1960 1214 900-1009 N/A 910-1009
1500

1967-1964 1514 900-1024 N/A 910-1024

1962-1960 1.5L4 900-1024 N/A 910-1024
Brava

1981-1978 20L4 900-1092 N/A 910-1092
Strada

1982-1979 1514 900-1037 N/A 910-1037
X-1/9

1978-1974 1314 900-1037 N/A 910-1037

1983-1979 1.5L4 900-1037 N/A 910-1037

1983 20L4 900-1037 N/A 910-1037

 FORD

300

1963 43V8 900-1396 N/A 910-1396

1963 47V8 900-1396 N/A 910-1396

1963 5.8V8 900-1663 N/A 910-1663

1963 6.4 V8 900-1663 N/A 910-1663

1963 7.0V8 900-1663 N/A 910-1663
Aerostar

1987-1986 2314 900-1189 N/A 910-1189

1986 2.8V6 900-1602 N/A 910-1602

1997-1996 3.0V6 900-1470 N/A 910-1470

1995-1991 3.0V6 900-1370 N/A 910-1370

1990-1986 3.0V6 900-1328 N/A 910-1328

1997 40V6 900-1819 N/A 910-1819

1996-1990 40V6 900-1313 N/A 910-1313
Anglia

1964-1960 1.0L4 900-1010 N/A 910-1010

1967-1964 1214 900-1162 N/A 910-1162
Aspire

1997-1994 1314 900-1052 N/A 910-1052
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Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Ano Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
FORD (Cont'd.
B600
1989-1985 6.1V8 900-1448 N/A 910-1448
1989-1988 7.0V8 900-1448 N/A 910-1448
B700
1989-1985 6.1V8 900-1448 N/A 910-1448
1989-1985 7.0V8 900-1448 N/A 910-1448
Bronco
1972-1966 2816 900-1272 N/A 910-1272
1974-1973 3.3L6 900-1272 N/A 910-1272
1967 3916 900-1272 N/A 910-1272
1992-1980 4916 900-1326 N/A 910-1326
1968-1966 47V8 900-1396 N/A 910-1396
1996-1988 5.0V8 900-1400 N/A 910-1400
1987-1985 5.0V8 900-1439 N/A 910-1439
1984-1980 5.0V8 900-1441 N/A 910-1441
1977 5.0V8 900-1397 N/A 910-1397
1976-1970 5.0V8 900-1600 N/A 910-1600
1969-1968 5.0V8 900-1396 N/A 910-1396
1996-1988 58V8 900-1440 N/A 910-1440
1987-1984 58V8 w/ EEC IV 900-1400 N/A 910-1400
1987-1984 58V8 wlo EEC IV 900-1453 N/A 910-1453
1983 58V8 900-1400 N/A 910-1400
1982-1980 58V8 900-1445 N/A 910-1445
1979-1978 58V8 900-1442 N/A 910-1442
1979-1978 6.6 V8 900-1442 N/A 910-1442
Bronco ll
1985-1984 2.8V6 900-1332 N/A 910-1332
1990-1986 29V6 900-1332 N/A 910-1332
C600
1986-1985 6.1V8 900-1471 N/A 910-1471
1980 6.1V8 900-1663 N/A 910-1663
C700
1986-1985 6.1V8 900-1471 N/A 910-1471
1980 6.1V8 900-1663 N/A 910-1663
1986-1985 7.0V8 900-1448 N/A 910-1448
C800
1986-1985 6.1V8 900-1471 N/A 910-1471
1980 6.1V8 900-1663 N/A 910-1663
1986-1985 7.0V8 900-1448 N/A 910-1448
Capri
1964-1962 1314 900-1162 N/A 910-1162
1964 1514 900-1162 N/A 910-1162
Club Wagon
1964-1962 2416 900-1272 N/A 910-1272
1967-1962 2816 900-1272 N/A 910-1272
1967-1965 3916 900-1272 N/A 910-1272
1996-1995 58 V8 900-1440 N/A 910-1440
Consul
1964-1962 1314 900-1162 N/A 910-1162
Contour
2000 20L4 900-2004 N/A 910-2004
1999 2,014 From 05/3/1999 900-2004 N/A 910-2004
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Year
Aio
Année
FORD (Cont'd
Contour (Cont'd.)
1999
1998-1995
2000-1995
Cortina
1964-1963
1967-1963
1970-1966
Country Sedan
1961-1960
1969-1965
1961-1960
1970-1965
1964-1960
1972-1965
1965-1962
1967-1963
1962-1960
1972-1971
1969-1968
1974-1973
1974-1973
1972-1969
1967-1962
1961-1960
1971
1970-1962
1974-1971
1973
1972-1963
1974-1972
Country Squire
1961-1960
1969-1965
1961-1960
1970-1965
1964-1960
1972-1965
1965-1962
1967-1963
1962-1960
1991-1988
1987
1972-1968
1974-1973
1974-1973
1972-1969
1967-1962
1961-1960
1971
1970-1962
1974-1971

Eng.
Lit/
La

20L4
20L4
25V6

1214
1514
1.6L4

2416
28L6
28L6
33L6
36L6
3916
4.3V8
4.7V8
48V8
50V8
50V8
58V8
58V8
58V8
58V8
58V8
6.4 V8
6.4 V8
6.6V8
7.0V8
7.0V8
75V8

2416
28L6
2816
33L6
36L6
3916
4.3V8
4.7V8
48V8
50V8
50V8
50V8
58V8
58V8
58V8
58V8
58V8
6.4 V8
6.4 V8
6.6 V8

Application Identifier
Identificador de Aplicacion
Application Identifier

To 05/3/1999

Cleveland Eng.
Windsor Eng.

Cleveland Eng.
Windsor Eng.

ThunderCore
Ultra™
(Premium)

900-1224
900-1224
900-1325

900-1005
900-1005
900-1005

900-1272
900-1272
900-1272
900-1272
900-1272
900-1272
900-1396
900-1396
900-1824
900-1396
900-1396
900-1663
900-1600
900-1663
900-1663
900-1396
900-1396
900-1663
900-1663
900-1600
900-1663
900-1600

900-1272
900-1272
900-1272
900-1272
900-1272
900-1272
900-1396
900-1396
900-1824
900-1439
900-1400
900-1396
900-1663
900-1600
900-1663
900-1663
900-1396
900-1396
900-1663
900-1663

ThunderCore
Ultra™
Combo Kits

N/A
N/A
N/A

N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

ThunderCore™

(OE)

910-1224
910-1224
910-1325

910-1005
910-1005
910-1005

910-1272
910-1272
910-1272
910-1272
910-1272
910-1272
910-1396
910-1396
910-1824
910-1396
910-1396
910-1663
910-1600
910-1663
910-1663
910-1396
910-1396
910-1663
910-1663
910-1600
910-1663
910-1600

910-1272
910-1272
910-1272
910-1272
910-1272
910-1272
910-1396
910-1396
910-1824
910-1439
910-1400
910-1396
910-1663
910-1600
910-1663
910-1663
910-1396
910-1396
910-1663
910-1663
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Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Ano Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
FORD (Cont'd.

Country Squire (Cont'd.)
1973 7.0V8 900-1600 N/A 910-1600
1972-1964 7.0V8 900-1663 N/A 910-1663
1974-1972 75V8 900-1600 N/A 910-1600

Courier
2004-2001 1.6L4 MEX N/A N/A 910-1686
1979-1972 1814 900-1033 N/A 910-1033
1982-1979 20L4 900-1033 N/A 910-1033
1982-1977 2314 900-1169 N/A 910-1169

Courier Sedan Delivery
1960 36L6 900-1272 N/A 910-1272

Crown Victoria
1997-1996 46V8 900-1403 N/A 910-1403
1995-1992 46V8 900-1401 N/A 910-1401

Custom
1964 36L6 900-1272 N/A 910-1272
1972-1965 3916 900-1272 N/A 910-1272
1965-1964 43V8 900-1396 N/A 910-1396
1967-1964 47V8 900-1396 N/A 910-1396
1972-1969 5.8V8 900-1663 N/A 910-1663
1966-1964 5.8V8 900-1663 N/A 910-1663
1971 6.4 V8 900-1396 N/A 910-1396
1970-1964 6.4 V8 900-1663 N/A 910-1663
1972-1971 6.6 V8 900-1663 N/A 910-1663
1972-1964 7.0V8 900-1663 N/A 910-1663
1972 75V8 900-1600 N/A 910-1600

Custom 300
1960 5.8V8 900-1396 N/A 910-1396

Custom 500
1972-1965 3916 900-1272 N/A 910-1272
1964 43V8 900-1396 N/A 910-1396
1967-1964 47V8 900-1396 N/A 910-1396
1972-1968 5.0V8 900-1396 N/A 910-1396
1977 5.8V8 900-1442 N/A 910-1442
1976-1975 5.8V8 900-1663 N/A 910-1663
1974-1973 5.8V8 900-1600 N/A 910-1600
1972-1969 5.8V8 900-1663 N/A 910-1663
1966-1964 5.8V8 900-1663 N/A 910-1663
1971 6.4 V8 900-1396 N/A 910-1396
1970-1966 6.4 V8 900-1663 N/A 910-1663
1964 6.4 V8 900-1663 N/A 910-1663
1977 6.6 V8 900-1442 N/A 910-1442
1976-1971 6.6 V8 900-1663 N/A 910-1663
1973 7.0V8 900-1600 N/A 910-1600
1972-1965 7.0V8 900-1663 N/A 910-1663
1976-1973 75V8 900-1600 N/A 910-1600

E-100 Econoline
1971-1969 2816 900-1272 N/A 910-1272
1974-1969 3916 900-1272 N/A 910-1272
1983-1977 4916 900-1326 N/A 910-1326
1976-1972 4916 900-1272 N/A 910-1272
1983-1979 5.0 V8 900-1441 N/A 910-1441
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Ao Lit/ Identificador de Aplicacién Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
FORD (Cont'd.

E-100 Econoline (Cont'd.)
1975-1970 5.0V8 900-1600 N/A 910-1600
1969 5.0V8 900-1396 N/A 910-1396
1983-1980 5.8V8 900-1400 N/A 910-1400
1982-1980 5.8V8 Modified Engine 900-1445 N/A 910-1445
1979-1977 5.8V8 900-1442 N/A 910-1442
1976-1975 5.8V8 900-1600 N/A 910-1600
1980 6.6 V8 900-1445 N/A 910-1445
1978 75V8 900-1471 N/A 910-1471

E-100 Econoline Club Wagon
1983-1977 4916 900-1326 N/A 910-1326
1976-1975 4916 900-1272 N/A 910-1272
1983-1979 5.0V8 900-1441 N/A 910-1441
1983-1980 5.8V8 900-1400 N/A 910-1400
1979-1977 5.8V8 900-1442 N/A 910-1442
1976-1975 5.8V8 900-1600 N/A 910-1600

E-150
2003 4.2V6 900-2022 N/A 910-2022

E-150 Club Wagon
2003 4.2V6 900-2022 N/A 910-2022

E-150 Econoline
1996-1977 4916 900-1326 N/A 910-1326
1976-1975 4916 900-1272 N/A 910-1272
2002-2001 4.2V6 900-2022 N/A 910-2022
2000-1997 4.2V6 900-1801 N/A 910-1801
1999-1997 46V8 900-1403 N/A 910-1403
1996-1988 5.0V8 900-1400 N/A 910-1400
1987-1985 5.0V8 900-1439 N/A 910-1439
1984-1979 5.0V8 900-1441 N/A 910-1441
1975 5.0V8 900-1600 N/A 910-1600
1996-1988 5.8V8 900-1440 N/A 910-1440
1987-1984 5.8V8 w/ EEC IV 900-1400 N/A 910-1400
1987-1984 5.8V8 w/o EEC IV 900-1453 N/A 910-1453
1983-1980 5.8V8 900-1400 N/A 910-1400
1982-1980 5.8V8 Modified Engine 900-1445 N/A 910-1445
1979-1977 5.8V8 900-1442 N/A 910-1442
1976-1975 5.8V8 900-1600 N/A 910-1600

E-150 Econoline Club Wagon
1996-1977 4916 900-1326 N/A 910-1326
1976-1975 4916 900-1272 N/A 910-1272
2002-2001 4.2V6 900-2022 N/A 910-2022
2000-1997 4.2V6 900-1801 N/A 910-1801
1999-1997 46V8 900-1403 N/A 910-1403
1996-1988 5.0V8 900-1400 N/A 910-1400
1987-1985 5.0V8 900-1439 N/A 910-1439
1984-1979 5.0V8 900-1441 N/A 910-1441
1996-1988 5.8V8 900-1440 N/A 910-1440
1987-1984 5.8V8 w/ EEC IV 900-1400 N/A 910-1400
1987-1984 5.8V8 w/o EEC IV 900-1453 N/A 910-1453
1983-1980 5.8V8 900-1400 N/A 910-1400
1982-1980 5.8V8 Modified Eng. 900-1400 N/A 910-1400
1979-1977 5.8 V8 900-1442 N/A 910-1442
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Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Ano Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
FORD (Cont'd.

E-150 Econoline Club Wagon (Cont'd.)
1976-1975 5.8V8 900-1600 N/A 910-1600

E-200 Econoline
1971-1969 2816 900-1272 N/A 910-1272
1974-1969 3916 900-1272 N/A 910-1272
1974-1972 4916 900-1272 N/A 910-1272
1974-1970 5.0V8 900-1600 N/A 910-1600
1969 5.0V8 900-1396 N/A 910-1396

E-250
2003 42V6 900-2022 N/A 910-2022

E-250 Econoline
1996-1977 4916 900-1326 N/A 910-1326
1976-1975 4916 900-1272 N/A 910-1272
2002-2001 42V6 900-2022 N/A 910-2022
2000-1997 42V6 900-1801 N/A 910-1801
1991-1988 5.0V8 900-1400 N/A 910-1400
1987-1985 5.0V8 900-1439 N/A 910-1439
1984-1979 5.0V8 900-1441 N/A 910-1441
1975 5.0V8 900-1600 N/A 910-1600
1996-1988 5.8V8 900-1440 N/A 910-1440
1987-1984 5.8V8 w/ EEC IV 900-1400 N/A 910-1400
1987-1984 5.8V8 w/o EEC IV 900-1453 N/A 910-1453
1983-1980 58V8 900-1400 N/A 910-1400
1982-1980 5.8V8 Modified Engine 900-1445 N/A 910-1445
1979-1977 5.8V8 900-1442 N/A 910-1442
1976-1975 5.8V8 900-1600 N/A 910-1600
1980 6.6 V8 900-1445 N/A 910-1445
1980-1977 75V8 900-1471 N/A 910-1471
1976-1975 75V8 900-1600 N/A 910-1600

E-250 Econoline Club Wagon
1991-1983 4916 900-1326 N/A 910-1326
1980-1977 4916 900-1326 N/A 910-1326
1980-1979 5.0V8 900-1441 N/A 910-1441
1991-1988 5.8V8 900-1440 N/A 910-1440
1987-1984 5.8V8 w/ EEC IV 900-1400 N/A 910-1400
1987-1984 5.8V8 w/o EEC IV 900-1453 N/A 910-1453
1983-1980 58V8 900-1400 N/A 910-1400
1982-1980 5.8V8 Modified Engine 900-1445 N/A 910-1445
1979-1977 5.8V8 900-1442 N/A 910-1442
1976-1975 5.8V8 900-1600 N/A 910-1600
1982-1980 6.6 V8 900-1445 N/A 910-1445
1991-1989 75V8 900-1446 N/A 910-1446
1988-1983 75V8 900-1397 N/A 910-1397
1982-1981 75V8 900-1471 N/A 910-1471
1976-1975 75V8 900-1600 N/A 910-1600

E-300 Econoline
1970-1969 2816 900-1272 N/A 910-1272
1974-1969 3916 900-1272 N/A 910-1272
1974-1972 4916 900-1272 N/A 910-1272
1974-1970 5.0V8 900-1600 N/A 910-1600
1969 5.0 V8 900-1396 N/A 910-1396
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Ao Lit/ Identificador de Aplicacién Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
FORD (Cont'd.

E-350 Econoline
1996-1977 4916 900-1326 N/A 910-1326
1976-1975 4916 900-1272 N/A 910-1272
1982-1979 5.0V8 900-1441 N/A 910-1441
1975 5.0V8 900-1600 N/A 910-1600
1996-1988 5.8V8 900-1440 N/A 910-1440
1987-1984 5.8V8 w/ EEC IV 900-1400 N/A 910-1400
1987-1984 5.8V8 w/o EEC IV 900-1453 N/A 910-1453
1983-1980 5.8V8 900-1400 N/A 910-1400
1982-1980 5.8V8 Modified Engine 900-1445 N/A 910-1445
1979-1977 5.8V8 900-1442 N/A 910-1442
1976-1975 5.8V8 900-1600 N/A 910-1600
1982-1980 6.6 V8 900-1445 N/A 910-1445
1996-1989 75V8 900-1446 N/A 910-1446
1988 75V8 w/ EEC IV 900-1397 N/A 910-1397
1987-1983 75V8 900-1397 N/A 910-1397
1982-1977 75V8 900-1471 N/A 910-1471
1976-1975 75V8 900-1600 N/A 910-1600

E-350 Econoline Club Wagon
1996-1977 4916 900-1326 N/A 910-1326
1980-1979 5.0V8 900-1441 N/A 910-1441
1996-1988 5.8V8 900-1440 N/A 910-1440
1987-1984 5.8V8 w/ EEC IV 900-1400 N/A 910-1400
1987-1984 5.8V8 w/o EEC IV 900-1453 N/A 910-1453
1983-1980 5.8V8 900-1400 N/A 910-1400
1982-1980 5.8V8 Modified Engine 900-1445 N/A 910-1445
1979-1977 5.8V8 900-1442 N/A 910-1442
1982-1980 6.6 V8 900-1445 N/A 910-1445
1996-1989 75V8 900-1446 N/A 910-1446
1988-1983 75V8 900-1397 N/A 910-1397
1982-1977 75V8 900-1471 N/A 910-1471

Econoline
1965-1961 2416 900-1272 N/A 910-1272
1967-1962 2816 900-1272 N/A 910-1272
1967-1965 39L6 900-1272 N/A 910-1272

Econoline Super Duty
1996 5.8V8 900-1440 N/A 910-1440
1996 75V8 900-1446 N/A 910-1446

EcoSport
2012-2010 20L4 900-2004 N/A 910-2004
2008-2004 20L4 900-2004 N/A 910-2004

Elite
1976-1975 5.8V8 900-1600 N/A 910-1600
1975 5.8V8 Modified Eng. 900-1663 N/A 910-1663
1976-1975 6.6 V8 900-1663 N/A 910-1663
1976-1975 75V8 900-1600 N/A 910-1600

Escape
2004-2001 20L4 900-2004 N/A 910-2004

Escort
1985-1981 1.6 L4 900-1163 N/A 910-1163
1996-1991 1.8L4 900-1111 N/A 910-1111
1996-1991 1.9 L4 900-1220 N/A 910-1220
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Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Ano Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
FORD (Cont'd.
Escort (Cont'd.)
1990-1985 1914 900-1144 N/A 910-1144
2003 20L4 900-1224 N/A 910-1224
2002-1998 20L4 DOHC 900-1224 N/A 910-1224
2002-1997 20L4 SOHC 900-1796 N/A 910-1796
EXP
1985-1982 1.6L4 900-1163 N/A 910-1163
1988-1986 1914 900-1144 N/A 910-1144
Expedition
1999-1997 46V8 900-1403 N/A 910-1403
Explorer
2010-2005 40V6 900-2079 N/A 910-2079
2004-2001 40V6 900-1938 N/A 910-1938
2001-1997 40V6 RHD 900-1856 N/A 910-1856
2001 40V6 LHD 900-1938 N/A 910-1938
2000-1997 40V6 900-1819 N/A 910-1819
2000-1997 40V6 LHD 900-1790 N/A 910-1790
1996-1991 40V6 900-1313 N/A 910-1313
2001-1999 5.0V8 900-1518 N/A 910-1518
1998 5.0V8 w/ Cast Iron Exhaust Manifold 900-1518 N/A 910-1518
1998 5.0V8 w/ Tubular Exhaust Manifold 900-1517 N/A 910-1517
1997 5.0V8 From 01/24/1997 900-1806 N/A 910-1806
1997 5.0V8 To 1/24/1997 900-1605 N/A 910-1605
1996 5.0V8 900-1605 N/A 910-1605
Explorer Sport Trac
2010-2007 40V6 900-2079 N/A 910-2079
2005-2002 40V6 900-1938 N/A 910-1938
2001 40V6 From 07/24/2000 900-1938 N/A 910-1938
2001 40V6 To 07/24/2000 900-1790 N/A 910-1790
F53
1997-1991 75V8 900-1446 N/A 910-1446
1990-1988 75V8 w/ EEC IV 900-1446 N/A 910-1446
1990-1988 75V8 w/o EEC IV 900-1397 N/A 910-1397
F600
1991-1985 6.1V8 900-1448 N/A 910-1448
1994 7.0V8 w/ EEC IV 900-1793 N/A 910-1793
1994 7.0V8 w/o EEC IV 900-1448 N/A 910-1448
1993-1985 7.0V8 900-1448 N/A 910-1448
F700
1991-1985 6.1V8 900-1448 N/A 910-1448
1998-1992 7.0V8 w/ EEC IV 900-1793 N/A 910-1793
1998-1992 7.0V8 w/o EEC IV 900-1448 N/A 910-1448
1991-1985 7.0V8 900-1448 N/A 910-1448
F800
1991-1985 6.1V8 900-1448 N/A 910-1448
1998-1997 7.0V8 w/ EEC IV 900-1793 N/A 910-1793
1998-1997 7.0V8 w/o EEC IV 900-1448 N/A 910-1448
1990-1985 7.0V8 900-1448 N/A 910-1448
F-100
1964-1960 36L6 900-1272 N/A 910-1272
1974-1965 3916 900-1272 N/A 910-1272
1964-1961 4316 900-1272 N/A 910-1272
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Ao Lit/ Identificador de Aplicacién Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
FORD (Cont'd.

F-100 (Cont'd.)
1983-1977 4916 900-1326 N/A 910-1326
1976-1965 4916 900-1272 N/A 910-1272
1983-1982 3.8V6 900-1372 N/A 910-1372
1982-1981 42V8 900-1441 N/A 910-1441
1964-1960 48V8 900-1824 N/A 910-1824
1983-1978 50V8 900-1441 N/A 910-1441
1977 50V8 900-1397 N/A 910-1397
1976-1973 50V8 900-1600 N/A 910-1600
1972-1969 50V8 900-1396 N/A 910-1396
1963-1960 54V8 900-1663 N/A 910-1663
1979-1977 58V8 900-1442 N/A 910-1442
1967-1965 58V8 900-1663 N/A 910-1663
1976-1974 59V8 900-1600 N/A 910-1600
1973-1971 59V8 900-1396 N/A 910-1396
1970-1968 59V8 900-1663 N/A 910-1663
1966-1964 59V8 900-1663 N/A 910-1663
1976-1974 6.4 V8 900-1600 N/A 910-1600
1973-1971 6.4 V8 900-1396 N/A 910-1396
1970-1968 6.4 V8 900-1663 N/A 910-1663
1979-1977 6.6V8 900-1442 N/A 910-1442
1979 75V8 900-1471 N/A 910-1471
1974-1973 75V8 900-1600 N/A 910-1600

F-100 Ranger
2001 2314 900-1662 N/A 910-1662
1997-1996 2314 900-1802A N/A 910-1802A
1998 2514 900-1802A N/A 910-1802A
2001-1997 3.0V6 900-1939 N/A 910-1939

F-150
1996-1977 4916 900-1326 N/A 910-1326
1976-1975 4916 900-1272 N/A 910-1272
2008-2007 4.2 V6 900-2081 N/A 910-2081
2006-2005 42 V6 900-2035 N/A 910-2035
2004-2001 4.2 V6 900-2022 N/A 910-2022
2000-1997 42 V6 900-1801 N/A 910-1801
1999-1997 46V8 900-1403 N/A 910-1403
1996-1988 50V8 900-1400 N/A 910-1400
1987-1985 50V8 900-1439 N/A 910-1439
1984-1978 50V8 900-1441 N/A 910-1441
1977 50V8 900-1397 N/A 910-1397
1976-1975 50V8 900-1600 N/A 910-1600
1996-1988 58V8 900-1440 N/A 910-1440
1995-1993 58V8 Lightning, Vin R 900-1604 N/A 910-1604
1987-1984 58V8 w/ EEC IV 900-1400 N/A 910-1400
1987-1984 58V8 w/o EEC IV 900-1453 N/A 910-1453
1983-1981 58V8 900-1400 N/A 910-1400
1982-1981 58V8 Modified Engine 900-1445 N/A 910-1445
1980 58V8 900-1445 N/A 910-1445
1979-1977 58V8 900-1442 N/A 910-1442
1976-1975 59V8 900-1600 N/A 910-1600
2014-2010 6.2V8 8 Lead Set, 8 COP Boots Req'd 900-2084 N/A 910-2084
1976-1975 6.4 V8 900-1600 N/A 910-1600
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Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Ano Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
FORD (Cont'd.

F-150 (Cont'd.)
1979-1977 6.6 V8 900-1442 N/A 910-1442
1979-1977 75V8 900-1471 N/A 910-1471
1976-1975 75V8 900-1600 N/A 910-1600

F-150 Heritage
2004 4.2V6 900-2022 N/A 910-2022

F-250
1964-1960 361L6 900-1272 N/A 910-1272
1974-1965 3916 900-1272 N/A 910-1272
1964-1961 4316 900-1272 N/A 910-1272
1996-1977 4916 900-1326 N/A 910-1326
1976-1965 4916 900-1272 N/A 910-1272
1999-1997 46V8 900-1403 N/A 910-1403
1964-1960 48V8 900-1824 N/A 910-1824
1996-1988 5.0V8 900-1400 N/A 910-1400
1987-1985 5.0V8 900-1439 N/A 910-1439
1984-1980 5.0V8 900-1441 N/A 910-1441
1978 5.0V8 900-1441 N/A 910-1441
1977 5.0V8 900-1397 N/A 910-1397
1974-1973 5.0V8 900-1600 N/A 910-1600
1972 5.0V8 900-1396 N/A 910-1396
1963-1960 54V8 900-1663 N/A 910-1663
1997-1988 58V8 900-1440 N/A 910-1440
1987-1984 58V8 w/ EEC IV 900-1400 N/A 910-1400
1987-1984 58V8 w/o EEC IV 900-1453 N/A 910-1453
1983-1981 58V8 900-1400 N/A 910-1400
1982-1981 58V8 Modified Engine 900-1445 N/A 910-1445
1980 58V8 900-1445 N/A 910-1445
1979-1977 58V8 900-1442 N/A 910-1442
1967-1965 58V8 900-1663 N/A 910-1663
1976-1974 59V8 900-1600 N/A 910-1600
1973-1971 59V8 900-1396 N/A 910-1396
1970-1968 59V8 900-1663 N/A 910-1663
1966-1964 59V8 900-1663 N/A 910-1663
1976-1974 6.4 V8 900-1600 N/A 910-1600
1973-1971 6.4 V8 900-1396 N/A 910-1396
1970-1968 6.4 V8 900-1663 N/A 910-1663
1982-1980 6.6 V8 900-1445 N/A 910-1445
1979-1977 6.6 V8 900-1442 N/A 910-1442
1996-1991 75V8 900-1446 N/A 910-1446
1990-1988 75V8 w/ EEC IV 900-1446 N/A 910-1446
1990-1988 75V8 wlo EEC IV 900-1397 N/A 910-1397
1987-1983 75V8 900-1397 N/A 910-1397
1979-1977 75V8 900-1471 N/A 910-1471
1976-1973 75V8 900-1600 N/A 910-1600

F-250 Super Duty
2015-2011 6.2V8 8 Lead Set, 8 COP Boots Req'd 900-2084 N/A 910-2084

F-350
1964-1960 36L6 900-1272 N/A 910-1272
1974-1965 3916 900-1272 N/A 910-1272
1964-1961 4316 900-1272 N/A 910-1272
1996-1977 4916 900-1326 N/A 910-1326
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Ao Lit/ Identificador de Aplicacién Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
FORD (Cont'd.

F-350 (Cont'd.)
1976-1965 4916 900-1272 N/A 910-1272
1964-1960 48V8 900-1824 N/A 910-1824
1980 50V8 900-1441 N/A 910-1441
1978 50V8 900-1441 N/A 910-1441
1977 50V8 900-1397 N/A 910-1397
1976-1973 50V8 900-1600 N/A 910-1600
1972 50V8 900-1396 N/A 910-1396
1963-1960 54V8 900-1663 N/A 910-1663
1997-1988 58V8 900-1440 N/A 910-1440
1987-1984 58V8 w/ EEC IV 900-1400 N/A 910-1400
1987-1984 58V8 w/o EEC IV 900-1453 N/A 910-1453
1983-1981 58V8 900-1400 N/A 910-1400
1982-1981 58V8 Modified Engine 900-1445 N/A 910-1445
1980 58V8 900-1445 N/A 910-1445
1979-1977 58V8 900-1442 N/A 910-1442
1967-1965 58V8 900-1663 N/A 910-1663
1976-1974 59V8 900-1600 N/A 910-1600
1973-1971 59V8 900-1396 N/A 910-1396
1970-1968 59V8 900-1663 N/A 910-1663
1966-1964 59V8 900-1663 N/A 910-1663
2015-2011 6.2V8 8 Lead Set, 8 COP Boots Req'd 900-2084 N/A 910-2084
1976-1974 6.4 V8 900-1600 N/A 910-1600
1973-1971 6.4 V8 900-1396 N/A 910-1396
1970-1968 6.4 V8 900-1663 N/A 910-1663
1982-1980 6.6 V8 900-1445 N/A 910-1445
1979-1977 6.6V8 900-1442 N/A 910-1442
1997-1991 75V8 900-1446 N/A 910-1446
1990-1988 75V8 w/ EEC IV 900-1446 N/A 910-1446
1990-1988 75V8 w/o EEC IV 900-1397 N/A 910-1397
1987-1983 75V8 900-1397 N/A 910-1397
1979-1977 75V8 900-1471 N/A 910-1471
1976-1973 75V8 900-1600 N/A 910-1600

F-350 Super Duty
2015-2011 6.2V8 8 Lead Set, 8 COP Boots Req'd 900-2084 N/A 910-2084

F-500
1977-1975 54V8 900-1600 N/A 910-1600
1977-1975 59V8 900-1600 N/A 910-1600
1977-1975 6.4 V8 900-1600 N/A 910-1600

Fairlane
1966-1962 28L6 900-1272 N/A 910-1272
1969-1963 33L6 900-1272 N/A 910-1272
1962 36L6 N/A N/A 910-1272
1962 36L6 900-1272 N/A N/A
1961-1960 36L6 900-1272 N/A 910-1272
1961-1960 3.7L6 900-1272 N/A 910-1272
1970-1969 4116 900-1272 N/A 910-1272
1963 36V8 900-1396 N/A 910-1396
1962 36V8 N/A N/A 910-1396
1962 36V8 900-1396 N/A N/A
1964-1962 4.3V8 900-1396 N/A 910-1396
1967-1963 4.7 V8 900-1396 N/A 910-1396
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Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Ano Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
FORD (Cont'd.
Fairlane (Cont'd.)
1961-1960 48V8 900-1824 N/A 910-1824
1970-1968 5.0V8 900-1396 N/A 910-1396
1970-1969 5.8V8 900-1663 N/A 910-1663
1966-1960 58V8 900-1396 N/A 910-1396
1970-1961 6.4 V8 900-1663 N/A 910-1663
1970-1966 7.0V8 900-1663 N/A 910-1663
1965-1964 7.0V8 900-1396 N/A 910-1396
Fairmont
1983-1978 2314 900-1189 N/A 910-1189
1983-1978 3.3L6 900-1371 N/A 910-1371
1982-1980 42V8 900-1441 N/A 910-1441
1979-1978 5.0V8 900-1441 N/A 910-1441
Falcon
1964-1960 2416 900-1272 N/A 910-1272
1969-1960 2816 900-1272 N/A 910-1272
1970-1964 3.3L6 900-1272 N/A 910-1272
1970 4116 900-1272 N/A 910-1272
1963-1962 36V8 900-1396 N/A 910-1396
1965-1962 43V8 900-1396 N/A 910-1396
1968-1964 47V8 900-1396 N/A 910-1396
1970-1968 5.0V8 900-1396 N/A 910-1396
1970 5.8V8 900-1396 N/A 910-1396
1970 7.0V8 900-1663 N/A 910-1663
Falcon Sedan Delivery
1964-1961 2416 900-1272 N/A 910-1272
1965-1961 2816 900-1272 N/A 910-1272
1965 3.3L6 900-1256 N/A 910-1256
1964 3.3L6 900-1272 N/A 910-1272
1964-1963 43V8 900-1396 N/A 910-1396
1965 47V8 900-1396 N/A 910-1396
Festiva
1993-1988 1314 900-1052 N/A 910-1052
Fiesta
2015-2011 1.6L4 N/A N/A 910-1926
2004-2003 1.6L4 MEX N/A N/A 910-1686
2001 1.6L4 MEX N/A N/A 910-1686
1980-1978 1.6L4 900-1164 N/A 910-1164
Focus
2004-2000 20L4 DOHC 900-2004 N/A 910-2004
2004-2000 20L4 SOHC 900-2005 N/A 910-2005
Ford 300
1963 3.3L6 900-1272 N/A 910-1272
1963 36L6 900-1272 N/A 910-1272
1963 43V8 900-1396 N/A 910-1396
1963 47V8 900-1396 N/A 910-1396
1963 58V8 900-1663 N/A 910-1663
1963 6.4 V8 900-1663 N/A 910-1663
1963 6.6 V8 900-1663 N/A 910-1663
1963 7.0V8 900-1663 N/A 910-1663
Freestar
2007-2006 3.9V6 900-2080 N/A 910-2080
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Year
Ao
Année

FORD (Cont'd
Freestar (Cont'd.)

2005-2004 39V6 900-2036 N/A 910-2036
2007-2006 42V6 900-2080 N/A 910-2080
2005-2004 42V6 900-2036 N/A 910-2036
F Super Duty
1997-1991 75V8 900-1446 N/A 910-1446
1990-1988 75V8 w/ EEC IV 900-1446 N/A 910-1446
1990-1988 75V8 wlo EEC IV 900-1397 N/A 910-1397
FT800
1990-1988 6.1V8 900-1448 N/A 910-1448
1986-1985 6.1V8 900-1448 N/A 910-1448
1990-1988 7.0V8 900-1448 N/A 910-1448
1986-1985 7.0V8 900-1448 N/A 910-1448
Galaxie
1963 33L6 900-1272 N/A 910-1272
1960 3716 900-1272 N/A 910-1272
1967-1965 3916 900-1272 N/A 910-1272
1964-1963 43V8 900-1396 N/A 910-1396
1967-1963 47V8 900-1396 N/A 910-1396
1962-1960 48V8 900-1824 N/A 910-1824
1967-1962 58V8 900-1663 N/A 910-1663
1961-1960 58V8 900-1396 N/A 910-1396
1967-1961 6.4 V8 900-1663 N/A 910-1663
1967-1963 7.0V8 900-1663 N/A 910-1663
Galaxie 500
1963 33L6 900-1272 N/A 910-1272
1964-1962 3716 900-1272 N/A 910-1272
1972-1965 3916 900-1272 N/A 910-1272
1964-1963 43V8 900-1396 N/A 910-1396
1967-1963 47V8 900-1396 N/A 910-1396
1962 48V8 900-1824 N/A 910-1824
1972-1968 50V8 900-1396 N/A 910-1396
1974-1973 58V8 Cleveland Eng. 900-1663 N/A 910-1663
1974-1973 58V8 Windsor Eng. 900-1600 N/A 910-1600
1972-1969 58V8 900-1663 N/A 910-1663
1966-1962 58V8 900-1663 N/A 910-1663
1971 6.4V8 900-1396 N/A 910-1396
1970-1962 6.4 V8 900-1663 N/A 910-1663
1974-1971 6.6V8 900-1663 N/A 910-1663
1963-1962 6.7V8 900-1396 N/A 910-1396
1973 7.0V8 900-1600 N/A 910-1600
1972-1965 7.0V8 900-1663 N/A 910-1663
1974-1973 75V8 900-1600 N/A 910-1600
Granada
1982-1981 2314 900-1189 N/A 910-1189
1982-1981 3316 900-1371 N/A 910-1371
1977 33L6 900-1371 N/A 910-1371
1976-1975 3316 900-1272 N/A 910-1272
1980-1977 4116 900-1371 N/A 910-1371
1976-1975 4116 900-1272 N/A 910-1272
1982 3.8V6 900-1372 N/A 910-1372
1981-1980 42V8 900-1441 N/A 910-1441

Eng.
Lit/
La

Application Identifier
Identificador de Aplicacion
Application Identifier

ThunderCore
Ultra™
(Premium)

ThunderCore
Ultra™
Combo Kits

ThunderCore™

(OE)
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Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Ano Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
FORD (Cont'd.

Granada (Cont'd.)
1980-1978 5.0V8 900-1441 N/A 910-1441
1977 5.0V8 From 06/27/77 900-1441 N/A 910-1441
1977 5.0V8 To 06/27/77 900-1397 N/A 910-1397
1976-1975 5.0V8 900-1600 N/A 910-1600
1977 5.8V8 900-1397 N/A 910-1397
1976-1975 58V8 900-1600 N/A 910-1600

Grand Marquis
1997-1995 46V8 900-1403 N/A 910-1403

Gran Torino
1974-1972 4116 900-1272 N/A 910-1272
1974-1973 5.0V8 900-1600 N/A 910-1600
1972 5.0V8 900-1396 N/A 910-1396
1976-1975 58V8 900-1600 N/A 910-1600
1976-1975 5.8V8 Modified Eng. 900-1663 N/A 910-1663
1974-1973 5.8V8 Cleveland Eng. 900-1663 N/A 910-1663
1974-1973 5.8V8 Windsor Eng. 900-1600 N/A 910-1600
1972 5.8V8 900-1663 N/A 910-1663
1976-1972 6.6 V8 900-1663 N/A 910-1663
1973 7.0V8 900-1600 N/A 910-1600
1972 7.0V8 900-1663 N/A 910-1663
1976-1973 75V8 900-1600 N/A 910-1600

GT40
1969-1964 47V8 900-1396 N/A 910-1396
1969-1964 7.0V8 900-1396 N/A 910-1396

Ka
2004-2001 1.6L4 MEX N/A N/A 910-1686

L800
1985 7.0V8 900-1448 N/A 910-1448

LTD
1986-1983 2314 900-1189 N/A 910-1189
1983 33L6 900-1371 N/A 910-1371
1986-1984 3.8V6 w/ EEC IV 900-1373 N/A 910-1373
1986-1984 3.8V6 w/o EEC IV 900-1372 N/A 910-1372
1983 3.8V6 900-1372 N/A 910-1372
1982-1981 42V8 900-1441 N/A 910-1441
1967-1965 47V8 900-1396 N/A 910-1396
1986-1984 5.0V8 900-1400 N/A 910-1400
1985-1984 5.0V8 w/ EEC IV 900-1439 N/A 910-1439
1985-1984 5.0V8 w/o EEC IV 900-1441 N/A 910-1441
1983-1978 5.0V8 900-1441 N/A 910-1441
1977 5.0V8 From 06/27/77 900-1441 N/A 910-1441
1977 5.0V8 To 06/27/77 900-1397 N/A 910-1397
1972-1968 5.0V8 900-1396 N/A 910-1396
1986-1984 58V8 900-1400 N/A 910-1400
1983-1980 58V8 900-1441 N/A 910-1441
1979 58V8 900-1400 N/A 910-1400
1978-1977 5.8V8 900-1397 N/A 910-1397
1978-1977 5.8V8 Modified Engine 900-1442 N/A 910-1442
1976-1975 58V8 900-1663 N/A 910-1663
1974-1973 5.8V8 Cleveland Eng. 900-1663 N/A 910-1663
1974-1973 5.8 V8 Windsor Eng. 900-1600 N/A 910-1600
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Ao Lit/ Identificador de Aplicacién Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
FORD (Cont'd.

LTD (Cont'd.)
1972-1970 58V8 900-1663 N/A 910-1663
1969 58V8 900-1396 N/A 910-1396
1966-1965 58V8 900-1663 N/A 910-1663
1971 6.4 V8 900-1396 N/A 910-1396
1970-1965 6.4 V8 900-1663 N/A 910-1663
1978-1977 6.6V8 900-1442 N/A 910-1442
1976-1971 6.6 V8 900-1663 N/A 910-1663
1973 7.0V8 900-1600 N/A 910-1600
1972-1965 7.0V8 900-1663 N/A 910-1663
1978-1977 75V8 900-1471 N/A 910-1471
1976-1972 75V8 900-1600 N/A 910-1600

LTD Crown Victoria
1991-1990 50V8 Calif-ESV 900-1399 N/A 910-1399
1991-1990 50V8 Non Calif-ESV 900-1439 N/A 910-1439
1989-1988 50V8 900-1439 N/A 910-1439
1987 50V8 900-1400 N/A 910-1400
1991-1988 58V8 900-1453 N/A 910-1453
1987 58V8 900-1400 N/A 910-1400

LTD Il
1979-1978 50V8 900-1441 N/A 910-1441
1977 50V8 From 06/27/77 900-1441 N/A 910-1441
1977 50V8 To 06/27/77 900-1397 N/A 910-1397
1979-1977 58V8 Modified Engine 900-1442 N/A 910-1442
1979 58V8 900-1400 N/A 910-1400
1978-1977 58V8 900-1397 N/A 910-1397
1978-1977 6.6 V8 900-1442 N/A 910-1442

M-400
1973 59V8 900-1396 N/A 910-1396
1973 6.4 V8 900-1396 N/A 910-1396
1971 6.4 V8 900-1396 N/A 910-1396

M-450
1974 59V8 900-1663 N/A 910-1663

Maverick
1972-1970 28L6 900-1272 N/A 910-1272
1977 33L6 900-1371 N/A 910-1371
1976-1970 33L6 900-1272 N/A 910-1272
1977 4116 900-1371 N/A 910-1371
1976-1970 4116 900-1272 N/A 910-1272
1977 50V8 From 06/27/77 900-1441 N/A 910-1441
1977 50V8 To 06/27/77 900-1397 N/A 910-1397
1976-1971 50V8 900-1600 N/A 910-1600

Mondeo
2007-2001 25V6 900-1325 N/A 910-1325

Mustang
1993-1991 2314 900-1202 N/A 910-1202
1990-1979 234 900-1189 N/A 910-1189
1965-1964 28L6 900-1272 N/A 910-1272
1982-1979 33L6 900-1371 N/A 910-1371
1970-1964 33L6 900-1272 N/A 910-1272
1973-1969 4116 900-1272 N/A 910-1272
1979 2,8V6 900-1304 N/A 910-1304
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Year
Ao
Année

2004-2001
2000
1999
1999
1998-1994
1986-1983
1986-1983
2004
2010-2006
2005
1982-1980
1965-1964
1998-1996
1998-1996
1968-1964
1995-1994
1993-1984
1983-1982
1979
1973
1972-1968
1973-1969
1969-1967
1971-1968
Mustang Il
1974
1978-1977
1976-1975
1974
1978-1977
1976-1975
1974
1978
1977
1977
1976-1975
Mystique
2000-1995
P-100
1964-1960
1970-1965
1964-1960
1973-1968
P-350
1970
1967-1961
1972-1965
1976-1965
1964-1960
1976
1972

FORD (Cont'd.
Mustang (Cont'd.)

Eng.
Lit/
La

3.8V6
3.8V6
3.8V6
3.8V6
3.8V6
3.8V6
3.8V6
3.9Ve
4.0V6
40V6
42V8
43V8
46V8
46V8
4.7V8
5.0V8
5.0V8
5.0V8
5.0V8
5.0V8
5.0V8
58V8
6.4 V8
7.0V8

20L4
2314
2314
2314
2.8 V6
2.8 V6
2.8 V6
5.0V8
5.0V8
5.0V8
5.0V8

25V6

2416
2816
36L6
39L6

2816
2816
39L6
4916
48V8
5.0V8
5.0 V8

Application Identifier
Identificador de Aplicacion
Application Identifier

From 02/99
To 01/99

w/ EEC IV
w/o EEC IV

DOHC
SOHC

From 06/27/77
To 06/27/77

ThunderCore
Ultra™
(Premium)

900-2023
900-1378
900-1378
900-1392
900-1392
900-1373
900-1372
900-2023
900-2083
900-2037
900-1441
900-1396
900-1479
900-1402
900-1396
900-1444
900-1400
900-1441
900-1441
900-1600
900-1396
900-1663
900-1663
900-1663

900-1162
900-1189
900-1011
900-1162
900-1304
900-1298
900-1272
900-1441
900-1441
900-1397
900-1600

900-1325

900-1272
900-1272
900-1272
900-1272

900-1272
900-1272
900-1272
900-1272
900-1824
900-1600
900-1396

ThunderCore
Ultra™
Combo Kits

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A

N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

ThunderCore™

(OE)

910-2023
910-1378
910-1378
910-1392
910-1392
910-1373
910-1372
910-2023
910-2083
910-2037
910-1441
910-1396
910-1479
910-1402
910-1396
910-1444
910-1400
910-1441
910-1441
910-1600
910-1396
910-1663
910-1663
910-1663

910-1162
910-1189
910-1011
910-1162
910-1304
910-1298
910-1272
910-1441
910-1441
910-1397
910-1600

910-1325

910-1272
910-1272
910-1272
910-1272

910-1272
910-1272
910-1272
910-1272
910-1824
910-1600
910-1396
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Ao Lit/ Identificador de Aplicacién Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
FORD (Cont'd.

P-350 (Cont'd.)
1967-1965 58V8 900-1663 N/A 910-1663
1973 59V8 900-1396 N/A 910-1396
1974 6.4V8 900-1600 N/A 910-1600
1973-1970 6.4 V8 900-1396 N/A 910-1396
1969-1968 6.4 V8 900-1663 N/A 910-1663
1976 6.6 V8 900-1663 N/A 910-1663

P-400
1976-1975 4916 900-1272 N/A 910-1272
1976 50V8 900-1600 N/A 910-1600
1976 6.6 V8 900-1663 N/A 910-1663

P-500
1977-1975 4916 900-1272 N/A 910-1272
1977-1976 50V8 900-1600 N/A 910-1600
1977-1976 6.6 V8 900-1663 N/A 910-1663

Pinto
1973-1971 1.6 L4 900-1054 N/A 910-1054
1974 20L4 900-1162 N/A 910-1162
1973-1971 20L4 900-1054 N/A 910-1054
1980-1977 234 900-1189 N/A 910-1189
1976-1975 2314 900-1011 N/A 910-1011
1974 2314 900-1162 N/A 910-1162
1979-1977 2.8 V6 900-1304 N/A 910-1304
1976-1975 2.8 V6 900-1298 N/A 910-1298

Probe
1997-1993 20L4 900-1225 N/A 910-1225
1997-1993 20L4 Automatic 900-1193 N/A 910-1193
1992-1989 2214 900-1052 N/A 910-1052
1997-1995 25V6 900-1474 N/A 910-1474
1994-1993 25V6 900-1306 N/A 910-1306
1992-1990 3.0V6 900-1328 N/A 910-1328

Ranchero
1964-1960 2416 900-1272 N/A 910-1272
1965-1961 28L6 900-1272 N/A 910-1272
1968-1964 33L6 900-1272 N/A 910-1272
1973-1969 4116 900-1272 N/A 910-1272
1964-1962 4.3V8 900-1396 N/A 910-1396
1967-1965 4.7V8 900-1396 N/A 910-1396
1979-1978 50V8 900-1441 N/A 910-1441
1977 50V8 900-1397 N/A 910-1397
1974-1973 50V8 900-1600 N/A 910-1600
1972-1968 50V8 900-1396 N/A 910-1396
1979 58V8 900-1400 N/A 910-1400
1978-1977 58V8 900-1442 N/A 910-1442
1976-1975 58V8 900-1600 N/A 910-1600
1974-1973 58V8 Cleveland Eng. 900-1663 N/A 910-1663
1974-1973 58V8 Windsor Eng. 900-1600 N/A 910-1600
1972-1969 58V8 900-1663 N/A 910-1663
1969-1967 6.4 V8 900-1663 N/A 910-1663
1978-1977 6.6 V8 900-1442 N/A 910-1442
1976-1972 6.6V8 900-1663 N/A 910-1663
1973 7.0 V8 900-1600 N/A 910-1600

363



\Vallkcer Application Guide

walkerproducts.com

Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Ano Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
FORD (Cont'd.

Ranchero (Cont'd.)
1972-1968 7.0V8 900-1663 N/A 910-1663
1977-1974 75V8 900-1600 N/A 910-1600

Ranch Wagon
1967-1962 2816 900-1272 N/A 910-1272
1967-1963 33L6 900-1272 N/A 910-1272
1964-1960 36L6 900-1272 N/A 910-1272
1969-1965 3916 900-1272 N/A 910-1272
1964-1963 43V8 900-1396 N/A 910-1396
1967-1963 47V8 900-1396 N/A 910-1396
1962-1960 48V8 900-1824 N/A 910-1824
1972-1968 5.0V8 900-1396 N/A 910-1396
1974-1973 5.8V8 Cleveland Eng. 900-1663 N/A 910-1663
1974-1973 5.8V8 Windsor Eng. 900-1600 N/A 910-1600
1972-1970 5.8V8 900-1663 N/A 910-1663
1969 58V8 900-1396 N/A 910-1396
1966-1960 58V8 900-1396 N/A 910-1396
1971 6.4 V8 900-1396 N/A 910-1396
1970-1961 6.4 V8 900-1663 N/A 910-1663
1974-1971 6.6 V8 900-1663 N/A 910-1663
1973 7.0V8 900-1600 N/A 910-1600
1972-1964 7.0V8 900-1663 N/A 910-1663
1974-1973 75V8 900-1600 N/A 910-1600

Ranger
1988-1983 20L4 900-1189 N/A 910-1189
2012 2314 Mexico 900-1662 N/A 910-1662
2011-2001 2314 900-1662 N/A 910-1662
1997-1995 2314 Dual Plug 900-1802A N/A 910-1802A
1994-1989 2314 900-1202 N/A 910-1202
1988-1983 2314 900-1189 N/A 910-1189
2001-1998 2514 900-1802A N/A 910-1802A
1985-1983 2.8 V6 900-1332 N/A 910-1332
1992-1986 29V6 900-1332 N/A 910-1332
2008-2003 3.0V6 900-1852 N/A 910-1852
2002-2001 3.0V6 900-1940 N/A 910-1940
2000-1998 3.0V6 900-1939 N/A 910-1939
1997-1996 3.0V6 900-1470 N/A 910-1470
1995 3.0V6 900-1328 N/A 910-1328
1995 3.0V6 w/o Distributor 900-1470 N/A 910-1470
1994-1991 3.0V6 900-1370 N/A 910-1370
2011-2001 40V6 900-1938 N/A 910-1938
2000-1997 4.0V6 900-1819 N/A 910-1819
1996-1990 4.0 V6 900-1313 N/A 910-1313

Sable
2001-2000 3.0V6 900-2002 N/A 910-2002
1999-1996 3.0V6 900-2027 N/A 910-2027
1995 3.8V6 900-1374 N/A 910-1374

Sprint
1963 2816 900-1272 N/A 910-1272
1963 36V8 900-1396 N/A 910-1396
1964-1963 4.3 V8 900-1396 N/A 910-1396
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Ao Lit/ Identificador de Aplicacién Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
FORD (Cont'd.

Starliner
1960 36L6 900-1272 N/A 910-1272
1960 48V8 900-1824 N/A 910-1824
1960 58V8 900-1396 N/A 910-1396

Station Bus
1965 28L6 900-1272 N/A 910-1272

Sunliner
1960 36L6 900-1272 N/A 910-1272
1960 48V8 900-1824 N/A 910-1824
1960 58V8 900-1396 N/A 910-1396

Taurus
1991-1986 2514 900-1228 N/A 910-1228
2007-2001 3.0V6 900-2001 N/A 910-2001
2000-1996 3.0V6 OHV, VinU 900-1792 N/A 910-1792
2000-1993 3.0V6 Flex Fuel 900-1603 N/A 910-1603
1999-1996 3.0V6 DOHC, Vin § 900-2027 N/A 910-2027
1995-1989 3.0V6 OHV, VinU 900-1328 N/A 910-1328
1995-1989 3.0V6 SHO, Vin Y 900-1321 N/A 910-1321
1988-1986 3.0V6 900-1328 N/A 910-1328
1995-1993 3.2V6 900-1321 N/A 910-1321
1995-1991 3.8V6 900-1374 N/A 910-1374
1990-1988 3.8V6 900-1369 N/A 910-1369

Tempo
1994-1984 2314 900-1228 N/A 910-1228
1994-1992 3.0V6 900-1328 N/A 910-1328

Thunderbird
1988-1983 2314 900-1189 N/A 910-1189
1982-1980 33L6 900-1371 N/A 910-1371
1997 3.8V6 900-1392 N/A 910-1392
1996-1994 3.8V6 Calif-ESV 900-1392 N/A 910-1392
1996-1994 3.8V6 Non Calif-ESV 900-1377 N/A 910-1377
1995-1994 3.8V6 900-1376 N/A 910-1376
1993-1989 3.8V6 Supercharged, Vin R 900-1376 N/A 910-1376
1993-1989 3.8V6 Vin 4 900-1377 N/A 910-1377
1988 3.8V6 900-1375 N/A 910-1375
1987-1984 3.8V6 w/ EEC IV 900-1373 N/A 910-1373
1987-1984 3.8V6 w/o EEC IV 900-1372 N/A 910-1372
1983-1982 3.8V6 900-1372 N/A 910-1372
1982-1980 42V8 900-1441 N/A 910-1441
1997-1994 46V8 900-1483 N/A 910-1483
1993-1991 50V8 900-1443 N/A 910-1443
1988-1984 50V8 900-1439 N/A 910-1439
1983 50V8 900-1441 N/A 910-1441
1981-1978 5.0V8 900-1441 N/A 910-1441
1977 5.0V8 From 06/27/77 900-1441 N/A 910-1441
1977 5.0V8 To 06/27/77 900-1397 N/A 910-1397
1979-1977 5.8V8 Modified Engine 900-1442 N/A 910-1442
1979 58V8 900-1400 N/A 910-1400
1978-1977 5.8V8 900-1397 N/A 910-1397
1960 58V8 900-1396 N/A 910-1396
1968-1961 6.4 V8 900-1396 N/A 910-1396
1978-1977 6.6 V8 900-1442 N/A 910-1442
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Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Ano Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
FORD (Cont'd.
Thunderbird (Cont'd.)
1972 6.6 V8 900-1663 N/A 910-1663
1963 6.7V8 900-1396 N/A 910-1396
1973 7.0V8 900-1600 N/A 910-1600
1972-1968 7.0V8 900-1663 N/A 910-1663
1967-1963 7.0V8 900-1396 N/A 910-1396
1960 7.0V8 900-1396 N/A 910-1396
1976-1973 75V8 900-1600 N/A 910-1600
1972 75V8 900-1663 N/A 910-1663
Torino
1968 3.3L6 900-1272 N/A 910-1272
1974-1969 4116 900-1272 N/A 910-1272
1974-1973 5.0V8 900-1600 N/A 910-1600
1972-1968 5.0V8 900-1396 N/A 910-1396
1976-1975 5.8V8 Modified Engine 900-1663 N/A 910-1663
1976-1973 5.8V8 Windsor Engine 900-1600 N/A 910-1600
1974-1973 5.8V8 Cleveland Engine 900-1663 N/A 910-1663
1972-1969 58V8 900-1663 N/A 910-1663
1969-1968 6.4 V8 900-1663 N/A 910-1663
1976-1972 6.6 V8 900-1663 N/A 910-1663
1973 7.0V8 900-1600 N/A 910-1600
1972-1969 7.0V8 900-1663 N/A 910-1663
1968 7.0V8 N/A N/A 910-1663
1968 7.0V8 900-1663 N/A 910-1396
1968 7.0V8 900-1396 N/A N/A
1976-1973 75V8 900-1600 N/A 910-1600
Victoria
1960 361L6 900-1272 N/A 910-1272
1960 48V8 900-1824 N/A 910-1824
1960 58 V8 900-1396 N/A 910-1396
Windstar
2000-1995 3.0V6 900-2003 N/A 910-2003
2003-2001 3.8V6 900-1608 N/A 910-1608
2000-1999 3.8V6 900-1795 N/A 910-1795
1998-1995 3.8V6 900-1379 N/A 910-1379
Zephyr
1963-1960 26L6 900-1272 N/A 910-1272
Zodiac
1964-1960 2616 900-1272 N/A 910-1272
Metro
1997-1989 1.0L3 900-1454 N/A 910-1454
1997-1992 1314 900-1103 N/A 910-1103
Prizm
1997-1993 1.6L4 900-1198 N/A 910-1198
1992-1990 1.6L4 900-1188 N/A 910-1188
1992-1990 1.6L4 Cap & Wire Set 900-1154 N/A 910-1154
1989 1.6L4 900-1154 N/A 910-1154
1997-1993 1814 900-1198 N/A 910-1198
Spectrum
1989 1514 7 900-1136 N/A 910-1136
1989 1.5 14 9 900-1138 N/A 910-1138
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Year Eng.
Aiio Lit/
Année La
GEO (Cont'd.
Storm
1993-1992 16L4
1991-1990 16L4
1991-1990 16L4
1993-1992 1814
Tracker
1997-1996 16L4
1995 16L4
1995 16L4
1994 16L4
1994 16L4
1993-1991 16L4
1990-1989 16 L4
GMC
1000 Series
1965-1963 3816
1962-1960 4416
1965-1963 50 V6
1962-1961 50 V6
1500 Series
1965-1963 3816
1962-1960 4416
1965-1963 50 V6
1962-1961 50 V6
2500 Series
1965-1963 3816
1962-1960 4416
1965-1963 50 V6
1962-1961 50 V6
B7
2000-1999 74V8
2002-2001 8.1V8
B6000
1990-1982 57V8
1990-1986 6.0V8
1985-1982 6.0V8
1985-1982 7.0V8
C15
1978 4116
1977-1975 4116
1978 4816
1977-1975 4816
1978 50V8
1977 50V8
1978 57V8
1977-1975 57V8
1978 6.6 V8
1976 6.6 V8
1978-1977 74V8
1976-1975 74V8

C15/C1500 Pickup

1969-1967

3.8 L6

Application Identifier
Identificador de Aplicacion
Application Identifier

DOHC
SOHC

2WD
4WD
8 Valve, Vin U
16 Valve, Vin 6

ThunderCore
Ultra™
(Premium)

900-1165
900-1166
900-1165
900-1166

900-1459
900-1103
900-1055
900-1055
900-1459
900-1055
900-1103

900-1260
900-1260
900-1664
900-1272

900-1260
900-1260
900-1664
900-1272

900-1260
900-1260
900-1664
900-1272

900-1829
900-1828

N/A
900-1433
900-1415
900-1415

900-1353
900-1509
900-1353
900-1509
900-1512
900-1394
900-1512
900-1394
900-1512
900-1394
900-1414
900-1513

900-1260

ThunderCore
Ultra™
Combo Kits

N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A

N/A
N/A

N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A

ThunderCore™

(OE)

910-1165
910-1166
910-1165
910-1166

910-1459
910-1103
910-1055
910-1055
910-1459
910-1055
910-1103

910-1260
910-1260
910-1664
910-1272

910-1260
910-1260
910-1664
910-1272

910-1260
910-1260
910-1664
910-1272

910-1829
910-1828

910-1527
910-1433
910-1415
910-1415

910-1353
910-1509
910-1353
910-1509
910-1512
910-1394
910-1512
910-1394
910-1512
910-1394
910-1414
910-1513

910-1260
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Aio Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
GMC (Cont'd.

C15/C1500 Pickup (Cont'd.)
1974-1967 4116 900-1260 N/A 910-1260
1974-1967 4816 900-1260 N/A 910-1260
1969-1968 5.0V6 N/A N/A 910-1664
1969-1968 5.0V6 900-1664 N/A N/A
1967 5.0V6 900-1664 N/A 910-1664
1967 46V8 900-1597 N/A 910-1597
1973 5.0V8 900-1414 N/A 910-1414
1972-1970 5.0V8 900-1597 N/A 910-1597
1969-1968 5.0V8 N/A N/A 910-1597
1969-1968 5.0V8 900-1597 N/A N/A
1968-1967 53V8 900-1597 N/A 910-1597
1968 54 V8 900-1597 N/A 910-1597
1974-1973 5.7V8 900-1414 N/A 910-1414
1972-1969 5.7V8 900-1597 N/A 910-1597
1969-1968 6.5V8 900-1417 N/A 910-1417
1972-1970 6.6 V8 900-1658 N/A 910-1658
1974-1973 74V8 900-1658 N/A 910-1658

C15/C1500 Suburban
1974-1968 4116 900-1260 N/A 910-1260
1974-1968 4816 900-1260 N/A 910-1260
1969-1968 5.0V6 N/A N/A 910-1664
1969-1968 5.0V6 900-1664 N/A N/A
1973 5.0V8 900-1414 N/A 910-1414
1972-1970 5.0V8 900-1597 N/A 910-1597
1969-1968 5.0V8 N/A N/A 910-1597
1969-1968 5.0V8 900-1597 N/A N/A
1968 53V8 900-1597 N/A 910-1597
1968 54 V8 900-1597 N/A 910-1597
1974-1973 5.7V8 900-1414 N/A 910-1414
1972-1969 5.7V8 900-1597 N/A 910-1597
1969-1968 6.5V8 900-1417 N/A 910-1417
1972-1970 6.6 V8 900-1658 N/A 910-1658
1974-1973 74V8 900-1658 N/A 910-1658

C15 Suburban
1978 4116 900-1353 N/A 910-1353
1977-1975 4116 900-1509 N/A 910-1509
1978 5.0V8 900-1512 N/A 910-1512
1977 5.0V8 900-139%4 N/A 910-139%4
1978 5.7V8 900-1512 N/A 910-1512
1977-1975 5.7V8 900-139%4 N/A 910-139%4
1978-1977 74V8 900-1414 N/A 910-1414
1976-1975 74V8 900-1513 N/A 910-1513

C25
1978 4116 900-1353 N/A 910-1353
1977 4116 900-1509 N/A 910-1509
1975 4116 900-1509 N/A 910-1509
1978 4816 900-1353 N/A 910-1353
1977-1975 4816 900-1509 N/A 910-1509
1978 5.0V8 900-1512 N/A 910-1512
1977 5.0V8 900-139%4 N/A 910-1394
1978 5.7 V8 900-1512 N/A 910-1512
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Year Eng.
Aio Lit/
Année La
GMC (Cont'd.

C25 (Cont'd.)
1977-1975 5.7V8
1978 6.6 V8
1977-1976 6.6 V8
1978-1977 7.4V8
1976-1975 74V8

C25/C2500 Pickup
1974-1967 4116
1974-1967 4816
1969-1968 5.0 V6
1969-1968 5.0 V6
1967 5.0 V6
1967 46V8
1973 5.0V8
1972-1970 5.0V8
1969-1968 5.0V8
1969-1968 5.0V8
1968-1967 53V8
1968 54V8
1974-1973 57V8
1972-1969 5.7V8
1969-1968 6.5V8
1972-1970 6.6 V8
1974-1973 74V8

C25/C2500 Suburban
1974-1968 4116
1974-1968 4816
1969-1968 5.0 V6
1969-1968 5.0 V6
1973 5.0V8
1972-1970 5.0V8
1969 5.0V8
1969 5.0V8
1968 5.0V8
1968 5.0V8
1968 53V8
1968 54V8
1974-1973 5.7V8
1972-1969 57V8
1969-1968 6.5V8
1972-1970 6.6 V8
1974-1973 74V8

C25 Suburban
1978 4816
1977-1975 4816
1978 5.0V8
1977 5.0V8
1978 57V8
1977-1975 5.7V8
1978 6.6 V8
1978-1977 74V8
1976-1975 7.4V8

Application Identifier
Identificador de Aplicacion
Application Identifier

ThunderCore
Ultra™
(Premium)

900-1394
900-1512
900-1394
900-1414
900-1513

900-1260
900-1260
N/A
900-1664
900-1664
900-1597
900-1414
900-1597
N/A
900-1597
900-1597
900-1597
900-1414
900-1597
900-1417
900-1658
900-1658

900-1260
900-1260
N/A
900-1664
900-1414
900-1597
N/A
900-1597
N/A
900-1664
900-1597
900-1597
900-1414
900-1597
900-1417
900-1658
900-1658

900-1353
900-1509
900-1512
900-1394
900-1512
900-1394
900-1512
900-1414
900-1513

ThunderCore
Ultra™
Combo Kits

N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

ThunderCore™

(OE)

910-1394
910-1512
910-1394
910-1414
910-1513

910-1260
910-1260
910-1664
N/A
910-1664
910-1597
910-1414
910-1597
910-1597
N/A
910-1597
910-1597
910-1414
910-1597
910-1417
910-1658
910-1658

910-1260
910-1260
910-1664
N/A
910-1414
910-1597
910-1597
N/A
910-1664
N/A
910-1597
910-1597
910-1414
910-1597
910-1417
910-1658
910-1658

910-1353
910-1509
910-1512
910-1394
910-1512
910-1394
910-1512
910-1414
910-1513
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Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Ano Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
GMC (Cont'd.

C35
1978 4116 900-1353 N/A 910-1353
1975 4116 900-1509 N/A 910-1509
1978 4816 900-1353 N/A 910-1353
1977-1975 4816 900-1509 N/A 910-1509
1978 5.0V8 900-1512 N/A 910-1512
1978 5.7V8 900-1512 N/A 910-1512
1977-1975 5.7V8 900-139%4 N/A 910-1394
1978 6.6 V8 900-1512 N/A 910-1512
1977-1976 6.6 V8 900-139%4 N/A 910-1394
1978-1977 74V8 900-1414 N/A 910-1414
1976-1975 74V8 900-1513 N/A 910-1513

C35/C3500 Pickup
1974-1967 4116 900-1260 N/A 910-1260
1974-1967 4816 900-1260 N/A 910-1260
1969-1968 5.0V6 N/A N/A 910-1664
1969-1968 5.0 V6 900-1664 N/A N/A
1967 5.0V6 900-1664 N/A 910-1664
1967 46V8 900-1597 N/A 910-1597
1973 5.0V8 900-1414 N/A 910-1414
1972-1970 5.0V8 900-1597 N/A 910-1597
1969 5.0V8 N/A N/A 910-1597
1969 5.0V8 900-1597 N/A N/A
1968 5.0V8 N/A N/A 910-1664
1968 5.0V8 900-1664 N/A N/A
1968-1967 53V8 900-1597 N/A 910-1597
1968 54 V8 900-1597 N/A 910-1597
1974-1973 5.7V8 900-1414 N/A 910-1414
1972-1969 5.7V8 900-1597 N/A 910-1597
1969-1968 6.5V8 900-1417 N/A 910-1417
1972-1970 6.6 V8 900-1658 N/A 910-1658
1974-1973 74V8 900-1658 N/A 910-1658

C1500
1984-1979 4116 900-1353 N/A 910-1353
1980-1979 4816 900-1353 N/A 910-1353
1998 4.3V6 900-2072 N/A 910-2072
1997-1996 4.3V6 900-1362 N/A 910-1362
1995-1992 4.3V6 900-1515 N/A 910-1515
1991-1988 4.3V6 900-1329 N/A 910-1329
1986-1985 4.3V6 900-1360 N/A 910-1360
1999-1996 5.0V8 900-1436 N/A 910-1436
1995-1994 5.0V8 900-1434 N/A 910-1434
1993-1988 5.0V8 900-1393 N/A 910-1393
1986-1985 5.0V8 900-1528 N/A 910-1528
1984-1983 5.0V8 900-1395 N/A 910-1395
1982-1981 5.0V8 900-1528 N/A 910-1528
1980-1979 5.0V8 900-1512 N/A 910-1512
1999-1996 5.7V8 900-1436 N/A 910-1436
1995-1994 5.7V8 900-1434 N/A 910-1434
1993-1988 5.7V8 900-1393 N/A 910-1393
1986-1985 5.7V8 900-1528 N/A 910-1528
1986-1985 5.7 V8 w/ Cast Iron Exhaust Manifold 900-1528 N/A 910-1528
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Ao Lit/ Identificador de Aplicacién Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
GMC (Cont'd.

C1500 (Cont'd.)
1986-1985 5.7V8 w/ Stainless Steel Exhaust Manifold 900-1512 N/A 910-1512
1984-1983 5.7V8 900-1395 N/A 910-1395
1982 57V8 900-1528 N/A 910-1528
1981 5.7V8 VinL 900-1528 N/A 910-1528
1981 57V8 Vin M 900-1512 N/A 910-1512
1980-1979 5.7V8 900-1512 N/A 910-1512
1980-1979 6.6 V8 900-1512 N/A 910-1512
1980-1979 74V8 900-1414 N/A 910-1414

C1500 Suburban
1980-1979 4116 900-1353 N/A 910-1353
1986-1985 5.0V8 900-1528 N/A 910-1528
1984-1983 5.0V8 900-1395 N/A 910-1395
1982-1981 5.0V8 900-1528 N/A 910-1528
1980-1979 5.0V8 900-1512 N/A 910-1512
1999-1996 5.7V8 900-1436 N/A 910-1436
1995-1994 57V8 900-1434 N/A 910-1434
1993-1992 5.7V8 900-1393 N/A 910-1393
1986-1985 5.7V8 900-1528 N/A 910-1528
1986-1985 5.7V8 w/ Cast Iron Exhaust Manifold 900-1528 N/A 910-1528
1986-1985 5.7V8 w/ Stainless Steel Exhaust Manifold 900-1512 N/A 910-1512
1984-1983 5.7V8 900-1395 N/A 910-1395
1982 57V8 900-1528 N/A 910-1528
1981 5.7V8 VinL 900-1528 N/A 910-1528
1981 57V8 Vin M 900-1512 N/A 910-1512
1980-1979 5.7V8 900-1512 N/A 910-1512
1980-1979 74V8 900-1414 N/A 910-1414

C2500
1984-1979 4116 900-1353 N/A 910-1353
1986-1979 4816 900-1353 N/A 910-1353
1995-1992 4.3V6 900-1330 N/A 910-1330
1991-1988 4.3V6 900-1329 N/A 910-1329
1986-1985 4.3V6 900-1360 N/A 910-1360
1998-1996 5.0V8 900-1436 N/A 910-1436
1995-1994 5.0V8 900-1434 N/A 910-1434
1993-1988 5.0V8 900-1393 N/A 910-1393
1986-1983 5.0V8 900-1395 N/A 910-1395
1982-1981 5.0V8 900-1528 N/A 910-1528
1980-1979 5.0V8 900-1512 N/A 910-1512
2000-1996 5.7V8 900-1436 N/A 910-1436
1995-1994 5.7V8 900-1434 N/A 910-1434
1993-1988 5.7V8 900-1393 N/A 910-1393
1986-1985 5.7V8 900-1528 N/A 910-1528
1986-1985 57V8 w/ Cast Iron Exhaust Manifold 900-1528 N/A 910-1528
1986-1985 5.7V8 w/ Stainless Steel Exhaust Manifold 900-1512 N/A 910-1512
1984-1983 57V8 900-1395 N/A 910-1395
1982-1981 5.7V8 VinL 900-1528 N/A 910-1528
1982-1981 57V8 Vin M 900-1512 N/A 910-1512
1980-1979 5.7V8 900-1512 N/A 910-1512
1979 6.6 V8 900-1512 N/A 910-1512
2000-1996 74V8 900-1437 N/A 910-1437
1995-1994 7.4V8 900-1435 N/A 910-1435
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Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Aio Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
GMC (Cont'd.

C2500 (Cont'd.)
1993-1991 74V8 900-1430 N/A 910-1430
1986-1985 74V8 w/ Cast Iron Exhaust Manifold 900-1415 N/A 910-1415
1986-1985 74V8 w/ Stainless Steel Exhaust Manifold 900-1427 N/A 910-1427
1984-1983 74V8 900-1415 N/A 910-1415
1982-1979 74V8 900-1414 N/A 910-1414

C2500 Suburban
1984 4816 900-1353 N/A 910-1353
1982-1979 4816 900-1353 N/A 910-1353
1986-1983 5.0V8 900-1395 N/A 910-1395
1982 5.0V8 900-1528 N/A 910-1528
1999-1996 5.7V8 900-1436 N/A 910-1436
1995-1994 5.7V8 900-1434 N/A 910-1434
1993-1992 5.7V8 900-1393 N/A 910-1393
1986-1985 5.7V8 900-1528 N/A 910-1528
1986-1985 5.7V8 w/ Cast Iron Exhaust Manifold 900-1528 N/A 910-1528
1986-1985 5.7V8 w/ Stainless Steel Exhaust Manifold 900-1512 N/A 910-1512
1984-1983 5.7V8 900-1395 N/A 910-1395
1982-1981 5.7V8 VinL 900-1528 N/A 910-1528
1982-1981 5.7V8 VinM 900-1512 N/A 910-1512
1980-1979 5.7V8 900-1512 N/A 910-1512
1980 6.6 V8 900-1512 N/A 910-1512
1999-1996 74V8 900-1437 N/A 910-1437
1995-1994 74V8 900-1435 N/A 910-1435
1993-1992 74V8 900-1430 N/A 910-1430
1986-1985 74V8 w/ Cast Iron Exhaust Manifold 900-1415 N/A 910-1415
1986-1985 74V8 w/ Stainless Steel Exhaust Manifold 900-1427 N/A 910-1427
1984-1983 74V8 900-1415 N/A 910-1415
1982-1979 74V8 900-1414 N/A 910-1414

C3500
1980-1979 4116 900-1353 N/A 910-1353
1986-1979 4816 900-1353 N/A 910-1353
1986 5.0V8 900-1395 N/A 910-1395
2000-1996 5.7V8 900-1436 N/A 910-1436
1995-1994 5.7V8 900-1434 N/A 910-1434
1993-1988 5.7V8 900-1393 N/A 910-1393
1986-1985 5.7V8 w/ Cast Iron Exhaust Manifold 900-1528 N/A 910-1528
1986-1985 5.7V8 w/ Stainless Steel Exhaust Manifold 900-1512 N/A 910-1512
1984-1983 5.7V8 900-1395 N/A 910-1395
1980-1979 5.7V8 900-1512 N/A 910-1512
1979 6.6 V8 900-1512 N/A 910-1512
2000-1996 74V8 900-1437 N/A 910-1437
1995-1994 74V8 900-1435 N/A 910-1435
1993-1990 74V8 900-1430 N/A 910-1430
1989-1988 74V8 900-1432 N/A 910-1432
1986-1985 74V8 w/ Cast Iron Exhaust Manifold 900-1415 N/A 910-1415
1986-1985 74V8 w/ Stainless Steel Exhaust Manifold 900-1427 N/A 910-1427
1984-1983 74V8 900-1415 N/A 910-1415
1982-1979 74V8 900-1414 N/A 910-1414

C3500HD
2000-1996 74V8 900-1437 N/A 910-1437
1995-1994 7.4V8 900-1435 N/A 910-1435
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Aio Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
GMC (Cont'd.
C3500HD (Cont'd.)
1993-1992 74V8 900-1430 N/A 910-1430
2002-2001 8.1V8 900-1828 N/A 910-1828
C4500 Topkick
2009-2003 8.1V8 900-2050 N/A 910-2050
2003 8.1V8 Exc. Interim Control CTF 900-1828 N/A 910-1828
2003 8.1V8 Interim Control CTF 900-2050 N/A 910-2050
C5000
1985-1980 4816 900-1353 N/A 910-1353
1990 5.7V8 900-1393 N/A 910-1393
1989-1980 57V8 N/A N/A 910-1527
C5000 Topkick
1991 6.0V8 900-1431 N/A 910-1431
1990 6.0V8 900-1433 N/A 910-1433
C5500 Topkick
2009-2003 8.1V8 900-2050 N/A 910-2050
2003 8.1V8 Exc. Interim Control CTF 900-1828 N/A 910-1828
2003 8.1V8 Interim Control CTF 900-2050 N/A 910-2050
C6000
1985-1980 4816 900-1353 N/A 910-1353
1990 5.7V8 900-1393 N/A 910-1393
1989-1980 57V8 N/A N/A 910-1527
1990-1986 6.0V8 900-1433 N/A 910-1433
1985-1983 6.0V8 900-1415 N/A 910-1415
1990 7.0V8 900-1433 N/A 910-1433
C6000 Topkick
1996-1990 6.0V8 900-1431 N/A 910-1431
1996-1995 7.0V8 900-1431 N/A 910-1431
1994-1990 7.0V8 900-1433 N/A 910-1433
C6500 Topkick
1998-1997 6.0V8 900-1431 N/A 910-1431
1998-1997 7.0V8 900-1431 N/A 910-1431
2000-1999 74V8 900-1829 N/A 910-1829
2009-2003 8.1V8 900-2050 N/A 910-2050
2003 8.1V8 Exc. Interim Control CTF 900-1828 N/A 910-1828
2003 8.1V8 Interim Control CTF 900-2050 N/A 910-2050
2002-2001 8.1V8 900-1828 N/A 910-1828
C7000
1990-1986 6.0V8 900-1433 N/A 910-1433
1985-1981 6.0V8 900-1415 N/A 910-1415
1990-1986 7.0V8 900-1433 N/A 910-1433
1985-1983 7.0V8 900-1415 N/A 910-1415
1982-1981 7.0V8 900-1414 N/A 910-1414
C7000 Topkick
1996-1991 6.0V8 900-1431 N/A 910-1431
1990 6.0V8 900-1433 N/A 910-1433
1996-1995 7.0V8 900-1431 N/A 910-1431
1994-1990 7.0V8 900-1433 N/A 910-1433
C7500 Topkick
1998-1997 6.0V8 900-1431 N/A 910-1431
1998-1997 7.0V8 900-1431 N/A 910-1431
2000-1999 7.4V8 900-1829 N/A 910-1829
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Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Ano Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
GMC (Cont'd.

C7500 Topkick (Cont'd.)
2009-2003 8.1V8 900-2050 N/A 910-2050
2003 8.1V8 Exc. Interim Control CTF 900-1828 N/A 910-1828
2003 8.1V8 Interim Control CTF 900-2050 N/A 910-2050
2002-2001 8.1V8 900-1828 N/A 910-1828

Caballero
1979-1978 3.3V6 900-1354 N/A 910-1354
1984-1980 3.8V6 Vin A 900-1334 N/A 910-1334
1984-1980 3.8V6 VinK 900-1354 N/A 910-1354
1979-1978 3.8V6 900-1358 N/A 910-1358
1987-1986 4.3V6 900-1356 N/A 910-1356
1985 4.3V6 900-1355 N/A 910-1355
1982-1981 44V8 900-1395 N/A 910-1395
1980-1979 44V8 900-1528 N/A 910-1528
1987 5.0V8 900-1423 N/A 910-1423
1987 5.0V8 Canada Built 900-1529 N/A 910-1529
1986-1981 5.0V8 900-1395 N/A 910-1395
1980-1979 5.0V8 900-1512 N/A 910-1512
1978 5.0V8 900-1395 N/A 910-1395
1979-1978 5.7V8 900-1512 N/A 910-1512

Canyon
2012-2009 5.3V8 900-1829A N/A 910-1829A

Envoy
2009 53V8 900-1829A N/A 910-1829A
2008-2005 53V8 900-2049 N/A 910-2049

Envoy XL
2006-2005 5.3V8 900-2049 N/A 910-2049
2004-2003 53V8 900-1659 N/A 910-1659

Envoy XUV
2005 5.3V8 900-2049 N/A 910-2049
2004 53V8 900-1659 N/A 910-1659

G15
1978 4116 900-1353 N/A 910-1353
1977-1975 4116 900-1509 N/A 910-1509
1978 5.0V8 900-1512 N/A 910-1512
1977 5.0V8 900-139%4 N/A 910-139%4
1978 5.7V8 900-1512 N/A 910-1512
1977-1976 5.7V8 900-139%4 N/A 910-139%4
1975 5.7V8 w/ HEI 900-139%4 N/A 910-1394
1975 5.7V8 w/o HEI 900-1597 N/A 910-1597
1976 6.6 V8 900-139%4 N/A 910-139%4

G15/G1500 Van
1969-1967 3816 900-1260 N/A 910-1260
1974-1967 4116 900-1260 N/A 910-1260
1967 46V8 900-1791 N/A 910-1791
1973 5.0V8 900-1510 N/A 910-1510
1972-1968 5.0V8 900-1791 N/A 910-1791
1967 54 V8 900-1597 N/A 910-1597
1974 5.7V8 900-1597 N/A 910-1597
1973 5.7V8 900-1510 N/A 910-1510
1972-1971 5.7 V8 900-1791 N/A 910-1791
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Ao Lit/ Identificador de Aplicacién Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
GMC (Cont'd.

G25
1978 4116 900-1353 N/A 910-1353
1978 4816 900-1353 N/A 910-1353
1977-1975 4816 900-1509 N/A 910-1509
1978 50V8 900-1512 N/A 910-1512
1977 50V8 900-1394 N/A 910-1394
1978 5.7V8 900-1512 N/A 910-1512
1977-1976 5.7V8 900-1394 N/A 910-1394
1975 5.7V8 w/ HEI 900-1394 N/A 910-1394
1975 5.7V8 w/o HEI 900-1597 N/A 910-1597
1978 6.6 V8 900-1512 N/A 910-1512
1977-1976 6.6V8 900-1394 N/A 910-1394
1975 6.6 V8 w/ HEI 900-1394 N/A 910-1394
1975 6.6V8 w/o HEI 900-1597 N/A 910-1597
1976-1975 74V8 900-1414 N/A 910-1414

G25/G2500 Van
1969-1967 38L6 900-1260 N/A 910-1260
1974-1967 4116 900-1260 N/A 910-1260
1974 4816 900-1260 N/A 910-1260
1967 46V8 900-1597 N/A 910-1597
1973 50V8 900-1510 N/A 910-1510
1972-1968 50V8 900-1791 N/A 910-1791
1967 54V8 900-1597 N/A 910-1597
1974 5.7V8 900-1597 N/A 910-1597
1973 5.7V8 900-1510 N/A 910-1510
1972-1971 5.7V8 900-1791 N/A 910-1791
1970 5.7V8 900-1658 N/A 910-1658

G35
1978 4116 900-1353 N/A 910-1353
1978 4816 900-1353 N/A 910-1353
1977-1975 4816 900-1509 N/A 910-1509
1978 5.7V8 900-1512 N/A 910-1512
1977-1976 5.7V8 900-1394 N/A 910-1394
1975 5.7V8 w/ HEI 900-1394 N/A 910-1394
1975 5.7V8 w/o HEI 900-1597 N/A 910-1597
1978 6.6V8 900-1512 N/A 910-1512
1977-1976 6.6 V8 900-1394 N/A 910-1394
1975 6.6V8 w/ HEI 900-1394 N/A 910-1394
1975 6.6 V8 w/o HEI 900-1597 N/A 910-1597
1976 74V8 900-1414 N/A 910-1414

G35/G3500 Van
1974-1970 4116 900-1260 N/A 910-1260
1974 4816 900-1260 N/A 910-1260
1973 50V8 900-1510 N/A 910-1510
1972-1970 50V8 900-1791 N/A 910-1791
1974 5.7V8 900-1597 N/A 910-1597
1973 5.7V8 900-1510 N/A 910-1510
1972-1971 5.7V8 900-1791 N/A 910-1791
1970 5.7V8 900-1658 N/A 910-1658
1974-1973 74V8 900-1658 N/A 910-1658

G1500
1984-1979 4.1L6 900-1353 N/A 910-1353
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Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Ano Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
GMC (Cont'd.

G1500 (Cont'd.)
1995-1992 4.3V6 900-1515 N/A 910-1515
1991-1987 4.3V6 900-1329 N/A 910-1329
1986-1985 4.3V6 900-1360 N/A 910-1360
1995-1994 5.0V8 900-1438 N/A 910-1438
1993-1987 5.0V8 900-1393 N/A 910-1393
1986-1979 5.0V8 900-1512 N/A 910-1512
1993-1987 5.7V8 900-1393 N/A 910-1393
1986-1979 5.7V8 900-1512 N/A 910-1512
1979 6.6 V8 900-1512 N/A 910-1512

G2500
1984-1979 4116 900-1353 N/A 910-1353
1995-1992 4.3V6 900-1515 N/A 910-1515
1991-1987 4.3V6 900-1329 N/A 910-1329
1986-1985 4.3V6 900-1360 N/A 910-1360
1995-1994 5.0V8 900-1438 N/A 910-1438
1993-1987 5.0V8 900-1393 N/A 910-1393
1986-1979 5.0V8 900-1512 N/A 910-1512
1995-1994 5.7V8 900-1438 N/A 910-1438
1993-1987 5.7V8 900-1393 N/A 910-1393
1986-1979 5.7V8 900-1512 N/A 910-1512
1980-1979 6.6 V8 900-1512 N/A 910-1512

G3500
1984-1982 4116 900-1353 N/A 910-1353
1979 4116 900-1353 N/A 910-1353
1995-1992 4.3V6 900-1515 N/A 910-1515
1991-1987 4.3V6 900-1329 N/A 910-1329
1986-1985 4.3V6 900-1360 N/A 910-1360
1981 5.0V8 900-1512 N/A 910-1512
1996-1994 5.7V8 900-1438 N/A 910-1438
1993-1989 5.7V8 900-1393 N/A 910-1393
1988-1987 5.7V8 Carbureted 900-1512 N/A 910-1512
1988-1987 5.7V8 TBI Injected 900-1393 N/A 910-1393
1986-1979 5.7V8 900-1512 N/A 910-1512
1980-1979 6.6 V8 900-1512 N/A 910-1512
1996-1994 74V8 900-1435 N/A 910-1435
1993-1990 74V8 900-1430 N/A 910-1430
1989-1988 74V8 900-1428 N/A 910-1428

Jimmy
1982-1978 4116 900-1353 N/A 910-1353
1977-1975 4116 900-1509 N/A 910-1509
1974-1970 4116 900-1260 N/A 910-1260
1974-1970 4816 900-1260 N/A 910-1260
2005-1998 4.3V6 900-2072 N/A 910-2072
1997-1996 4.3V6 900-1362 N/A 910-1362
1995 4.3V6 w/ Horizontal Distributor Cap 900-1799 N/A 910-1799
1995 4.3V6 w/ Vertical Distributor Cap 900-1515 N/A 910-1515
1994-1992 4.3V6 900-1515 N/A 910-1515
1987 5.0V8 900-1393 N/A 910-1393
1986-1983 5.0V8 900-1395 N/A 910-1395
1982-1981 5.0V8 900-1528 N/A 910-1528
1980-1978 5.0 V8 900-1512 N/A 910-1512
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Year Eng.
Aio Lit/
Année La
GMC (Cont'd.
Jimmy (Cont'd.)
1977 5.0V8
1973 5.0V8
1972-1970 5.0V8
1991-1987 5.7V8
1986-1983 57V8
1982-1981 5.7V8
1980-1978 57V8
1977-1975 5.7V8
1974-1973 57V8
1972-1970 5.7V8
1979-1978 6.6 V8
1977-1975 6.6 V8
1976 74V8
1974-1973 74V8
K15
1978 4116
1977-1975 4116
1976-1975 4816
1978 5.0V8
1977 5.0V8
1978 5.7V8
1977-1975 57V8
1978 6.6 V8
1977-1975 6.6 V8
1976 74V8
K15/K1500 Pickup
1969-1967 3.8L6
1974-1967 4116
1974-1967 4816
1969-1968 5.0V6
1969-1968 5.0V6
1967-1966 5.0V6
1967 46V8
1973 5.0V8
1972-1970 5.0V8
1969-1968 5.0V8
1969-1968 5.0V8
1968-1967 53V8
1968 54V8
1974-1973 5.7V8
1972-1969 57V8
1969-1968 6.5V8
1972-1970 6.6 V8
1974-1973 74V8
K15/K1500 Suburban
1974-1967 4116
1971-1970 4816
1968-1967 4816
1969-1968 5.0V6
1969-1968 5.0V6
1967 5.0 V6

Application Identifier
Identificador de Aplicacion
Application Identifier

ThunderCore
Ultra™
(Premium)

900-1394
900-1597
900-1791
900-1393
900-1395
900-1528
900-1512
900-1394
900-1510
900-1791
900-1512
900-1394
900-1414
900-1658

900-1353
900-1509
900-1509
900-1512
900-1394
900-1512
900-1394
900-1512
900-1394
900-1513

900-1260
900-1260
900-1260
N/A
900-1664
900-1664
900-1597
900-1414
900-1597
N/A
900-1597
900-1597
900-1597
900-1414
900-1597
900-1417
900-1658
900-1658

900-1260
900-1260
900-1260
N/A
900-1664
900-1664

ThunderCore
Ultra™
Combo Kits

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A

ThunderCore™

(OE)

910-1394
910-1597
910-1791
910-1393
910-1395
910-1528
910-1512
910-1394
910-1510
910-1791
910-1512
910-1394
910-1414
910-1658

910-1353
910-1509
910-1509
910-1512
910-1394
910-1512
910-1394
910-1512
910-1394
910-1513

910-1260
910-1260
910-1260
910-1664
N/A
910-1664
910-1597
910-1414
910-1597
910-1597
N/A
910-1597
910-1597
910-1414
910-1597
910-1417
910-1658
910-1658

910-1260
910-1260
910-1260
910-1664
N/A
910-1664
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Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Ano Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
GMC (Cont'd.

K15/K1500 Suburban (Cont'd.)
1973 5.0V8 900-1414 N/A 910-1414
1972-1970 5.0V8 900-1597 N/A 910-1597
1969-1968 5.0V8 N/A N/A 910-1597
1969-1968 5.0V8 900-1597 N/A N/A
1968-1967 53V8 900-1597 N/A 910-1597
1968 54 V8 900-1597 N/A 910-1597
1974-1973 5.7V8 900-1414 N/A 910-1414
1972-1969 5.7V8 900-1597 N/A 910-1597
1969-1968 6.5V8 900-1417 N/A 910-1417
1972-1970 6.6 V8 900-1658 N/A 910-1658
1974-1973 74V8 900-1658 N/A 910-1658

K15 Suburban
1978 4116 900-1353 N/A 910-1353
1977-1975 4116 900-1509 N/A 910-1509
1978 5.0V8 900-1512 N/A 910-1512
1977 5.0V8 900-139%4 N/A 910-1394
1978 5.7V8 900-1512 N/A 910-1512
1977-1975 5.7V8 900-139%4 N/A 910-1394
1978 6.6 V8 900-1512 N/A 910-1512
1977-1975 6.6 V8 900-139%4 N/A 910-1394

K25
1978 4116 900-1353 N/A 910-1353
1976-1975 4116 900-1509 N/A 910-1509
1978 4816 900-1353 N/A 910-1353
1977-1975 4816 900-1509 N/A 910-1509
1978 5.0V8 900-1512 N/A 910-1512
1977 5.0V8 900-139%4 N/A 910-1394
1978 5.7V8 900-1512 N/A 910-1512
1977-1975 5.7V8 900-139%4 N/A 910-1394
1978 6.6 V8 900-1512 N/A 910-1512
1977-1975 6.6 V8 900-139%4 N/A 910-1394
1978-1977 74V8 900-1414 N/A 910-1414
1976 74V8 900-1513 N/A 910-1513

K25/K2500 Pickup
1974-1967 4116 900-1260 N/A 910-1260
1974-1967 4816 900-1260 N/A 910-1260
1969-1968 5.0V6 N/A N/A 910-1664
1969-1968 5.0 V6 900-1664 N/A N/A
1967 5.0V6 900-1664 N/A 910-1664
1967 46V8 900-1597 N/A 910-1597
1973 5.0V8 900-1414 N/A 910-1414
1972-1970 5.0V8 900-1597 N/A 910-1597
1969-1968 5.0V8 N/A N/A 910-1597
1969-1968 5.0V8 900-1597 N/A N/A
1968-1967 53V8 900-1597 N/A 910-1597
1968 54 V8 900-1597 N/A 910-1597
1974-1973 5.7V8 900-1414 N/A 910-1414
1972-1969 5.7V8 900-1597 N/A 910-1597
1969-1968 6.5V8 900-1417 N/A 910-1417
1972-1970 6.6 V8 900-1658 N/A 910-1658
1974-1973 7.4 V8 900-1658 N/A 910-1658
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Ao Lit/ Identificador de Aplicacién Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
GMC (Cont'd.

K25/K2500 Suburban
1974-1968 4116 900-1260 N/A 910-1260
1974-1968 4816 900-1260 N/A 910-1260
1969 5.0 V6 900-1664 N/A 910-1664
1968 5.0 V6 N/A N/A 910-1664
1968 5.0 V6 900-1664 N/A N/A
1973 50V8 900-1414 N/A 910-1414
1968 50V8 N/A N/A 910-1597
1968 50V8 900-1597 N/A N/A
1968 53V8 900-1597 N/A 910-1597
1968 54V8 900-1597 N/A 910-1597
1974-1973 5.7V8 900-1414 N/A 910-1414
1972-1969 5.7V8 900-1597 N/A 910-1597
1969-1968 6.5V8 900-1417 N/A 910-1417
1972-1970 6.6V8 900-1658 N/A 910-1658
1974-1973 74V8 900-1658 N/A 910-1658

K25 Suburban
1978 4816 900-1353 N/A 910-1353
1977-1975 4816 900-1509 N/A 910-1509
1978 50V8 900-1512 N/A 910-1512
1977 50V8 900-1394 N/A 910-1394
1978 5.7V8 900-1512 N/A 910-1512
1977-1975 5.7V8 900-1394 N/A 910-1394
1978 6.6V8 900-1512 N/A 910-1512
1977-1975 6.6 V8 900-1394 N/A 910-1394
1977 74V8 900-1414 N/A 910-1414
1976 74V8 900-1513 N/A 910-1513

K35
1978 4816 900-1353 N/A 910-1353
1977 4816 900-1509 N/A 910-1509
1978 5.7V8 900-1512 N/A 910-1512
1977 5.7V8 900-1394 N/A 910-1394
1978 6.6V8 900-1512 N/A 910-1512
1977 6.6 V8 900-1394 N/A 910-1394

K35/K3500 Pickup
1974-1968 4116 900-1260 N/A 910-1260
1974-1968 4816 900-1260 N/A 910-1260
1969-1968 5.0 V6 N/A N/A 910-1664
1969-1968 5.0 V6 900-1664 N/A N/A
1973 50V8 900-1414 N/A 910-1414
1972-1970 50V8 900-1597 N/A 910-1597
1969-1968 50V8 N/A N/A 910-1597
1969-1968 50V8 900-1597 N/A N/A
1968 53V8 900-1597 N/A 910-1597
1968 54V8 900-1597 N/A 910-1597
1974-1973 5.7V8 900-1414 N/A 910-1414
1972-1969 5.7V8 900-1597 N/A 910-1597
1969-1968 6.5V8 900-1417 N/A 910-1417
1972-1970 6.6 V8 900-1658 N/A 910-1658
1974-1973 74V8 900-1658 N/A 910-1658

K1500
1984-1979 4.1L6 900-1353 N/A 910-1353
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Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Ano Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
GMC (Cont'd.

K1500 (Cont'd.)
1980-1979 4816 900-1353 N/A 910-1353
1998 4.3V6 900-2072 N/A 910-2072
1997-1996 4.3V6 900-1362 N/A 910-1362
1995-1992 4.3V6 900-1515 N/A 910-1515
1991-1988 4.3V6 900-1329 N/A 910-1329
1986-1985 4.3V6 900-1360 N/A 910-1360
1999-1996 5.0V8 900-1436 N/A 910-1436
1995-1994 5.0V8 900-1434 N/A 910-1434
1993-1988 5.0V8 900-1393 N/A 910-1393
1986-1985 5.0V8 900-1528 N/A 910-1528
1984-1983 5.0V8 900-1395 N/A 910-1395
1982-1981 5.0V8 900-1528 N/A 910-1528
1979 5.0V8 900-1512 N/A 910-1512
1999-1996 5.7V8 900-1436 N/A 910-1436
1995-1994 5.7V8 900-1434 N/A 910-1434
1993-1988 5.7V8 900-1393 N/A 910-1393
1986-1985 5.7V8 900-1528 N/A 910-1528
1986-1985 5.7V8 w/ Cast Iron Exhaust Manifold 900-1528 N/A 910-1528
1986-1985 5.7V8 w/ Stainless Steel Exhaust Manifold 900-1512 N/A 910-1512
1984-1983 5.7V8 900-1395 N/A 910-1395
1982-1981 5.7V8 900-1528 N/A 910-1528
1980-1979 5.7V8 900-1512 N/A 910-1512
1980-1979 6.6 V8 900-1512 N/A 910-1512
1980-1979 74V8 900-1414 N/A 910-1414

K1500 Suburban
1980-1979 4116 900-1353 N/A 910-1353
1985 5.0V8 900-1528 N/A 910-1528
1984-1983 5.0V8 900-1395 N/A 910-1395
1982 5.0V8 900-1528 N/A 910-1528
1979 5.0V8 900-1512 N/A 910-1512
1999-1996 5.7V8 900-1436 N/A 910-1436
1995-1994 5.7V8 900-1434 N/A 910-1434
1993-1992 5.7V8 900-1393 N/A 910-1393
1985 5.7V8 900-1528 N/A 910-1528
1984-1983 5.7V8 900-1395 N/A 910-1395
1982 5.7V8 900-1528 N/A 910-1528
1981 5.7V8 VinL 900-1528 N/A 910-1528
1981 5.7V8 VinM 900-1512 N/A 910-1512
1980-1979 5.7V8 900-1512 N/A 910-1512
1980-1979 6.6 V8 900-1512 N/A 910-1512

K2500
1980 4116 900-1353 N/A 910-1353
1986-1979 4816 900-1353 N/A 910-1353
1995-1992 4.3V6 900-1330 N/A 910-1330
1991-1988 4.3V6 900-1329 N/A 910-1329
1985 4.3V6 900-1360 N/A 910-1360
1998 5.0V8 900-1436 N/A 910-1436
1995-1994 5.0V8 900-1434 N/A 910-1434
1993-1988 5.0V8 900-1393 N/A 910-1393
2000-1996 5.7V8 900-1436 N/A 910-1436
1995-1994 5.7 V8 900-1434 N/A 910-1434
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Ao Lit/ Identificador de Aplicacién Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
GMC (Cont'd.

K2500 (Cont'd.)
1993-1988 57V8 900-1393 N/A 910-1393
1986-1985 5.7V8 w/ Stainless Steel Exhaust Manifold 900-1512 N/A 910-1512
1986 5.7V8 w/ Cast Iron Exhaust Manifold 900-1528 N/A 910-1528
1985 5.7V8 900-1528 N/A 910-1528
1984-1983 57V8 900-1395 N/A 910-1395
1982-1981 5.7V8 VinL 900-1528 N/A 910-1528
1982-1981 57V8 Vin M 900-1512 N/A 910-1512
1980-1979 5.7V8 900-1512 N/A 910-1512
1980-1979 6.6 V8 900-1512 N/A 910-1512
2000-1996 74V8 900-1437 N/A 910-1437
1995-1994 74V8 900-1435 N/A 910-1435
1993-1991 74V8 900-1430 N/A 910-1430

K2500 Suburban
1984 4816 900-1353 N/A 910-1353
1982-1979 4816 900-1353 N/A 910-1353
1999-1996 57V8 900-1436 N/A 910-1436
1995-1994 5.7V8 900-1434 N/A 910-1434
1993-1992 57V8 900-1393 N/A 910-1393
1986-1985 5.7V8 w/ Stainless Steel Exhaust Manifold 900-1512 N/A 910-1512
1986 5.7V8 w/ Cast Iron Exhaust Manifold 900-1528 N/A 910-1528
1984-1983 5.7V8 900-1395 N/A 910-1395
1981 57V8 900-1528 N/A 910-1528
1980-1979 5.7V8 900-1512 N/A 910-1512
1980-1979 6.6 V8 900-1512 N/A 910-1512
1999-1996 74V8 900-1437 N/A 910-1437
1995-1994 74V8 900-1435 N/A 910-1435
1993-1992 74V8 900-1430 N/A 910-1430

K3500
1986-1979 4816 900-1353 N/A 910-1353
2000-1996 5.7V8 900-1436 N/A 910-1436
1995-1994 57V8 900-1434 N/A 910-1434
1993-1988 5.7V8 900-1393 N/A 910-1393
1986-1985 5.7V8 w/ Stainless Steel Exhaust Manifold 900-1512 N/A 910-1512
1986 5.7V8 w/ Cast Iron Exhaust Manifold 900-1528 N/A 910-1528
1984-1983 57V8 900-1395 N/A 910-1395
1982-1979 5.7V8 900-1512 N/A 910-1512
1980-1979 6.6 V8 900-1512 N/A 910-1512
2000-1996 74V8 900-1437 N/A 910-1437
1995-1994 74V8 900-1435 N/A 910-1435
1993-1990 74V8 900-1430 N/A 910-1430
1989-1988 74V8 900-1432 N/A 910-1432
1986-1985 74V8 w/ Cast Iron Exhaust Manifold 900-1415 N/A 910-1415
1986-1985 74V8 w/ Stainless Steel Exhaust Manifold 900-1427 N/A 910-1427
1984-1983 74V8 900-1415 N/A 910-1415
1982-1979 74V8 900-1414 N/A 910-1414

P15
1978 4816 900-1353 N/A 910-1353
1977-1975 4816 900-1509 N/A 910-1509

P15/P1500 Van
1969-1967 3.8L6 900-1260 N/A 910-1260
1974-1968 4116 900-1260 N/A 910-1260
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Year Eng.
Ao Lit/
Année La
GMC (Cont'd.
P15/P1500 Van (Cont'd.)
1967 4816
1967 46V8
1973 5.0V8
1972-1970 5.0V8
1972-1971 6.6 V8
P25
1978 4816
1977-1975 4816
1978 5.7V8
1977-1975 5.7V8
P25/P2500 Van
1974-1972 4116
1970 4116
1967 4116
1974-1967 4816
1967 46V8
1973 5.0V8
1972-1968 5.0V8
1974-1973 5.7V8
1972-1970 5.7V8
1972-1971 6.6 V8
1971-1970 74V8
P35
1978 4816
1977-1975 4816
1978 5.7V8
1977-1975 5.7V8
1978-1977 74V8
1976-1975 74V8
P35/P3500 Van
1974-1970 4116
1967 4116
1974-1967 4816
1967 46V8
1973 5.0V8
1972-1968 5.0V8
1974-1973 5.7V8
1972-1970 5.7V8
1972-1971 6.6 V8
1974-1973 74V8
1971-1970 74V8
P1500
1980-1979 4816
1979 74V8
P2500
1989 4816
1987-1979 4816
1989-1988 5.7V8
1987-1979 5.7V8
P3500
1989-1979 4316

Application Identifier
Identificador de Aplicacion
Application Identifier

ThunderCore
Ultra™
(Premium)

900-1260
900-1791
900-1510
900-1791
900-1658

900-1353
900-1509
900-1512
900-1394

900-1260
900-1260
900-1260
900-1260
900-1791
900-1510
900-1791
900-1510
900-1791
900-1658
900-1658

900-1353
900-1509
900-1512
900-1394
900-1414
900-1513

900-1260
900-1260
900-1260
900-1597
900-1510
900-1791
900-1510
900-1791
900-1658
900-1658
900-1658

900-1353
900-1414

900-1353
900-1353
900-1393
900-1512

900-1353

ThunderCore
Ultra™
Combo Kits

N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A

N/A
N/A
N/A
N/A

N/A

ThunderCore™

(OE)

910-1260
910-1791
910-1510
910-1791
910-1658

910-1353
910-1509
910-1512
910-139%4

910-1260
910-1260
910-1260
910-1260
910-1791
910-1510
910-1791
910-1510
910-1791
910-1658
910-1658

910-1353
910-1509
910-1512
910-1394
910-1414
910-1513

910-1260
910-1260
910-1260
910-1597
910-1510
910-1791
910-1510
910-1791
910-1658
910-1658
910-1658

910-1353
910-1414

910-1353
910-1353
910-1393
910-1512

910-1353
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Ao Lit/ Identificador de Aplicacién Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
GMC (Cont'd.
P3500 (Cont'd.)
1999 4.3V6 900-2072 N/A 910-2072
1998-1996 4.3V6 900-1362 N/A 910-1362
1995-1992 4.3V6 900-1330 N/A 910-1330
1991-1990 4.3V6 900-1329 N/A 910-1329
1999-1996 5.7V8 900-1436 N/A 910-1436
1995-1994 57V8 900-1438 N/A 910-1438
1993-1989 5.7V8 900-1393 N/A 910-1393
1988 57V8 Carbureted 900-1512 N/A 910-1512
1988 5.7V8 Fuel Injected 900-1393 N/A 910-1393
1987-1979 57V8 900-1512 N/A 910-1512
1999-1998 74V8 Vin B 900-1829 N/A 910-1829
1999-1996 74V8 Vin J 900-1437 N/A 910-1437
1997-1996 74V8 VinN 900-1435 N/A 910-1435
1995-1994 74V8 900-1435 N/A 910-1435
1993-1990 74V8 900-1430 N/A 910-1430
1989-1987 74V8 900-1427 N/A 910-1427
1986-1985 74V8 w/ Cast Iron Exhaust Manifold 900-1415 N/A 910-1415
1986-1985 74V8 w/ Stainless Steel Exhaust Manifold 900-1427 N/A 910-1427
1984-1983 74V8 900-1415 N/A 910-1415
1982-1979 74V8 900-1414 N/A 910-1414
PB15 Series
1966 4116 900-1260 N/A 910-1260
1966 4816 900-1260 N/A 910-1260
PB25 Series
1966 4116 900-1260 N/A 910-1260
1966 4816 900-1260 N/A 910-1260
PB1000 Series
1965-1963 2514 900-1094 N/A 910-1094
1966 3216 900-1260 N/A 910-1260
1966-1961 3.8L6 900-1260 N/A 910-1260
PB1500 Series
1965 2514 900-1094 N/A 910-1094
1965-1963 3.8L6 900-1260 N/A 910-1260
1965 4816 900-1260 N/A 910-1260
1965 5.0 V6 900-1664 N/A 910-1664
PB2500 Series
1965 2514 900-1094 N/A 910-1094
1965-1963 3.8L6 900-1260 N/A 910-1260
1965 4816 900-1260 N/A 910-1260
1965 5.0 V6 900-1664 N/A 910-1664
R1500
1987 4.3V6 900-1329 N/A 910-1329
1987 5.0V8 900-1393 N/A 910-1393
1987 57V8 900-1393 N/A 910-1393
R1500 Suburban
1987 5.0V8 900-1393 N/A 910-1393
1991-1987 57V8 900-1393 N/A 910-1393
R2500
1988-1987 4816 900-1353 N/A 910-1353
1987 4.3V6 900-1329 N/A 910-1329
1987 5.0 V8 900-1393 N/A 910-1393
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Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Ano Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
GMC (Cont'd.

R2500 (Cont'd.)
1989-1987 5.7V8 900-1393 N/A 910-1393
1989-1987 74V8 900-1428 N/A 910-1428

R2500 Suburban
1991-1987 5.7V8 900-1393 N/A 910-1393
1991-1990 74V8 900-1430 N/A 910-1430
1989-1987 74V8 900-1428 N/A 910-1428

R3500
1988-1987 4816 900-1353 N/A 910-1353
1991-1989 5.7V8 900-1393 N/A 910-1393
1988-1987 5.7V8 Carbureted 900-1512 N/A 910-1512
1988-1987 5.7V8 Fuel Injected 900-1393 N/A 910-1393
1991-1990 74V8 900-1430 N/A 910-1430
1989-1987 74V8 Carbureted 900-1427 N/A 910-1427
1989-1987 74V8 Fuel Injected 900-1428 N/A 910-1428

S15
1985-1982 1914 900-1044 N/A 910-1044
1984-1983 20L4 900-1226 N/A 910-1226
1990-1988 254 900-1230 N/A 910-1230
1987-1985 25L4 900-1586 N/A 910-1586
1990-1985 2.8V6 900-1514 N/A 910-1514
1984-1982 28V6 900-1335 N/A 910-1335
1990-1988 4.3V6 900-1330 N/A 910-1330

S$15 Jimmy
1984-1983 1914 900-1044 N/A 910-1044
1984-1983 20L4 900-1226 N/A 910-1226
1988 25L4 900-1230 N/A 910-1230
1987-1985 254 900-1586 N/A 910-1586
1989-1985 28 V6 900-1514 N/A 910-1514
1984-1983 2.8V6 900-1335 N/A 910-1335
1991-1988 4.3V6 900-1330 N/A 910-1330

Safari
1990-1988 254 900-1241 N/A 910-1241
1987 2514 900-1229 N/A 910-1229
1986-1985 254 900-1586 N/A 910-1586
2005-2002 4.3V6 900-2072 N/A 910-2072
2001-1996 4.3V6 900-1362 N/A 910-1362
1995-1992 4.3V6 900-1515 N/A 910-1515
1991-1986 4.3V6 900-1329 N/A 910-1329
1985 4.3V6 900-1360 N/A 910-1360

Savana 1500
2014-2008 4.3V6 900-2071 N/A 910-2071
2007-1998 4.3V6 900-2072 N/A 910-2072
1997-1996 4.3V6 900-1362 N/A 910-1362
2002-1996 5.0V8 900-1436 N/A 910-1436
2014-2009 53V8 900-1829A N/A 910-1829A
2008 53V8 900-2049 N/A 910-2049
2007-2006 53V8 900-2074 N/A 910-2074
2005-2003 53V8 900-1659 N/A 910-1659
2002-1996 5.7V8 900-1436 N/A 910-1436

Savana 2500
2005-1998 4.3 V6 900-2072 N/A 910-2072
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Ao Lit/ Identificador de Aplicacién Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
GMC (Cont'd.

Savana 2500 (Cont'd.)
1997-1996 4.3V6 900-1362 N/A 910-1362
2014-2009 4.8V8 900-1829A N/A 910-1829A
2008 48V8 900-2049 N/A 910-2049
2007-2006 48V8 900-2074 N/A 910-2074
2005-2003 48V8 900-1659 N/A 910-1659
2002-1996 50V8 900-1436 N/A 910-1436
2005-2003 53V8 900-1659 N/A 910-1659
2002-1996 5.7V8 900-1436 N/A 910-1436
2014-2009 6.0V8 900-1829A N/A 910-1829A
2008 6.0V8 900-2049 N/A 910-2049
2007-2006 6.0V8 900-2074 N/A 910-2074
2005-2003 6.0V8 CNG 900-2074 N/A 910-2074
2005-2003 6.0V8 GAS 900-1659 N/A 910-1659

Savana 3500
2014-2009 4.8V8 900-1829A N/A 910-1829A
2008 48V8 900-2049 N/A 910-2049
2007-2006 48V8 900-2074 N/A 910-2074
2002-1996 5.7V8 900-1436 N/A 910-1436
2014-2009 6.0V8 900-1829A N/A 910-1829A
2008 6.0V8 900-2049 N/A 910-2049
2007-2006 6.0V8 900-2074 N/A 910-2074
2005-2003 6.0V8 CNG 900-2074 N/A 910-2074
2005-2003 6.0V8 GAS 900-1659 N/A 910-1659
2000-1996 74V8 900-1437 N/A 910-1437
2002-2001 8.1V8 900-1828 N/A 910-1828

Savana 4500
2014-2009 6.0V8 900-1829A N/A 910-1829A

Sierra
2014-2007 53V8 900-1829A N/A 910-1829A
2014-2008 6.2 V8 900-1829A N/A 910-1829A

Sierra 1500
2013-2007 4.3V6 900-2071 N/A 910-2071
2006-2002 4.3 V6 900-2072 N/A 910-2072
2001-1999 4.3 V6 900-2026 N/A 910-2026
2013-2009 48V8 900-1829A N/A 910-1829A
2008 48V8 900-2049 N/A 910-2049
2007 48V8 New Body Style 900-2049 N/A 910-2049
2006-1999 48V8 Round Coil 900-1829A N/A 910-1829A
2006-1999 48V8 Square Coil 900-1829 N/A 910-1829
2013-2009 53V8 900-1829A N/A 910-1829A
2008 53V8 900-2049 N/A 910-2049
2007 53V8 New Body Style 900-2049 N/A 910-2049
2006-1999 53V8 Round Coil 900-1829A N/A 910-1829A
2006-1999 53V8 Square Coil 900-1829 N/A 910-1829
2013-2009 6.0V8 900-1829A N/A 910-1829A
2008 6.0V8 900-2049 N/A 910-2049
2007-2002 6.0V8 Round Coil 900-1829A N/A 910-1829A
2007-2002 6.0V8 Square Coil 900-1829 N/A 910-1829
2013-2009 6.2V8 900-1829A N/A 910-1829A
2008-2007 6.2V8 900-2049 N/A 910-2049
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Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Ao Lit/ Identificador de Aplicacién Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
GMC (Cont'd.
Sierra 1500 HD
2006-2005 6.0V8 Round Coil 900-1829A N/A 910-1829A
2006-2005 6.0V8 Square Coil 900-1829 N/A 910-1829
2003-2001 6.0V8 Round Coil 900-1829A N/A 910-1829A
2003-2001 6.0V8 Square Coil 900-1829 N/A 910-1829
Sierra 1500 HD Classic
2007 6.0V8 Round Coil 900-1829A N/A 910-1829A
2007 6.0V8 Square Coil 900-1829 N/A 910-1829
Sierra 2500
2000-1999 5.3V8 Round Coil 900-1829A N/A 910-1829A
2000-1999 5.3V8 Square Coil 900-1829 N/A 910-1829
2004-1999 6.0V8 Round Coil 900-1829A N/A 910-1829A
2004-1999 6.0V8 Square Coil 900-1829 N/A 910-1829
Sierra 2500 HD
2013-2009 6.0V8 900-1829A N/A 910-1829A
2008-2007 6.0V8 New Body Style 900-2049 N/A 910-2049
2007 6.0V8 Old Body Style, Round Coil 900-1829A N/A 910-1829A
2007 6.0V8 Old Body Style, Square Coil 900-1829 N/A 910-1829
2006-2001 6.0V8 Round Coil 900-1829A N/A 910-1829A
2006-2001 6.0V8 Square Coil 900-1829 N/A 910-1829
2006-2003 8.1V8 900-2050 N/A 910-2050
2002-2001 8.1V8 900-1828 N/A 910-1828
Sierra 2500 HD Classic
2007 8.1V8 900-2050 N/A 910-2050
Sierra 3500
2006-2001 6.0V8 Round Coil 900-1829A N/A 910-1829A
2006-2001 6.0V8 Square Coil 900-1829 N/A 910-1829
2006-2003 8.1V8 900-2050 N/A 910-2050
2002-2001 8.1V8 900-1828 N/A 910-1828
Sierra 3500 Classic
2007 6.0V8 Round Coil 900-1829A N/A 910-1829A
2007 6.0V8 Square Coil 900-1829 N/A 910-1829
2007 8.1V8 900-2050 N/A 910-2050
Sierra 3500 HD
2014-2009 6.0V8 900-1829A N/A 910-1829A
2008 6.0V8 900-2049 N/A 910-2049
2007 6.0V8 New Body Style 900-2049 N/A 910-2049
2007 6.0V8 Old Body Style, Round Coil 900-1829A N/A 910-1829A
2007 6.0V8 Old Body Style, Square Coil 900-1829 N/A 910-1829
Sonoma
2003-1998 2214 900-1804 N/A 910-1804
1997-1996 2214 900-1242 N/A 910-1242
1995-1994 2214 900-1804 N/A 910-1804
1993-1991 2514 900-1241 N/A 910-1241
1993-1991 28V6 900-1514 N/A 910-1514
2004-1998 4.3V6 900-2072 N/A 910-2072
1997-1996 4.3V6 900-1362 N/A 910-1362
1995 4.3V6 w/ Horizontal Distributor Cap 900-1799 N/A 910-1799
1995 4.3V6 w/ Vertical Distributor Cap 900-1515 N/A 910-1515
1994-1992 4.3V6 900-1515 N/A 910-1515
1991 4.3 V6 900-1330 N/A 910-1330
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Year Eng.
Ao Lit/
Année La
GMC (Cont'd.
Sprint
1977-1975 4116
1972-1971 4116
1977-1976 50V8
1973 50V8
1972-1971 50V8
1977-1975 57V8
1974 57V8
1974 57V8
1973-1971 57V8
1976-1975 6.6 V8
1974 6.6 V8
1974 6.6 V8
1972-1971 6.6 V8
1975 74V8
1974 74V8
1974 74V8
1973-1971 74V8
Suburban
1966-1963 2514
1966-1960 3816
1966 4116
1966-1963 4816
1966-1960 50V6
1965-1960 46V8
Syclone
1991 43V6
T6500
1998-1997 6.0V8
T7500
1998-1997 6.0V8
Tracker
1991 16L4
1990-1989 16L4
Truck
1960 50 V6
Typhoon
1993-1992 43V6
V1500
1987 43V6
1987 50V8
1987 57V8
V1500 Suburban
1991-1987 57V8
V2500
1987 4816
1987 57V8
V2500 Suburban
1991-1987 57V8
V3000 Forward Control
1962-1960 4416
1962-1960 50 V6

Application Identifier
Identificador de Aplicacion
Application Identifier

w/ HEI
w/o HEI

w/ HEI
w/o HEI

w/ HEI
w/o HEI

ThunderCore
Ultra™
(Premium)

900-1509
900-1260
900-1394
900-1510
900-1791
900-1394
900-1394
900-1510
900-1791
900-1394
900-1394
900-1510
900-1658
900-1513
900-1513
900-1658
900-1658

900-1094
900-1260
900-1260
900-1260
900-1664
900-1597
900-1361
900-1431
900-1431

900-1055
900-1103

900-1272

900-1361

900-1329

900-1393

900-1393

900-1393

900-1353
900-1393

900-1393

900-1260
900-1664

ThunderCore
Ultra™
Combo Kits

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A
N/A

N/A

N/A
N/A

ThunderCore™

(OE)

910-1509
910-1260
910-1394
910-1510
910-1791
910-1394
910-1394
910-1510
910-1791
910-1394
910-1394
910-1510
910-1658
910-1513
910-1513
910-1658
910-1658

910-1094
910-1260
910-1260
910-1260
910-1664
910-1597
910-1361
910-1431
910-1431

910-1055
910-1103

910-1272
910-1361
910-1329
910-1393
910-1393

910-1393

910-1353
910-1393

910-1393

910-1260
910-1664
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Year Eng. Application Identifier ThunderCore  ThunderCore ThunderCore™
Ano Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
GMC (Cont'd.

V3500
1988-1987 4816 900-1353 N/A 910-1353
1991-1987 5.7V8 900-1393 N/A 910-1393
1991-1990 74V8 900-1430 N/A 910-1430
1989-1987 74V8 Carbureted 900-1427 N/A 910-1427
1989-1987 74V8 Fuel Injected 900-1428 N/A 910-1428

W3500 Forward
2003-1995 5.7V8 900-1436 N/A 910-1436
2008-2004 6.0V8 900-1829 N/A 910-1829

W4500 Forward
2002-1998 5.7V8 900-1436 N/A 910-1436
2010-2003 6.0V8 900-1829 N/A 910-1829

Yukon
2009 48V8 900-1829A N/A 910-1829A
2008-2007 48V8 900-2049 N/A 910-2049
2006-2000 48V8 Round Coil 900-1829A N/A 910-1829A
2006-2000 48V8 Square Coil 900-1829 N/A 910-1829
2014-2009 53V8 900-1829A N/A 910-1829A
2008-2007 53V8 900-2049 N/A 910-2049
2006-2000 53V8 Round Coil 900-1829A N/A 910-1829A
2006-2000 53V8 Square Coil 900-1829 N/A 910-1829
2000-1996 5.7V8 900-1436 N/A 910-1436
1995-1994 5.7V8 900-1434 N/A 910-1434
1993-1992 5.7V8 900-1393 N/A 910-1393
2013-2009 6.0V8 900-1829A N/A 910-1829A
2008 6.0V8 900-2049 N/A 910-2049
2006-2001 6.0V8 Round Coil 900-1829A N/A 910-1829A
2006-2001 6.0V8 Square Coil 900-1829 N/A 910-1829
2014-2009 6.2V8 900-1829A N/A 910-1829A
2008-2007 6.2V8 900-2049 N/A 910-2049

Yukon XL 1500
2014-2009 53V8 900-1829A N/A 910-1829A
2008-2007 53V8 900-2049 N/A 910-2049
2006-2000 53V8 Round Coil 900-1829A N/A 910-1829A
2006-2000 53V8 Square Coil 900-1829 N/A 910-1829
2009-2007 6.0V8 900-2049 N/A 910-2049
2006-2001 6.0V8 Round Coil 900-1829A N/A 910-1829A
2006-2001 6.0V8 Square Coil 900-1829 N/A 910-1829
2014-2009 6.2V8 900-1829A N/A 910-1829A
2008-2007 6.2V8 900-2049 N/A 910-2049

Yukon XL 2500
2013-2011 6.0V8 900-1829A N/A 910-1829A
2008-2007 6.0V8 900-2049 N/A 910-2049
2006-2000 6.0V8 Round Coil 900-1829A N/A 910-1829A
2006-2000 6.0V8 Square Coil 900-1829 N/A 910-1829
2006-2003 8.1V8 900-2050 N/A 910-2050
2002-2001 8.1V8 900-1828 N/A 910-1828

 HONDA |

Accord
1978-1976 1.6L4 900-1118 N/A 910-1118
1985-1984 1814 900-1117 N/A 910-1117
1983-1979 1.8 14 900-1118 N/A 910-1118
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Year Eng. Application Identifier ThunderCore ThunderCore ThunderCore™
Aio Lit/ Identificador de Aplicacion Ultra™ Ultra™
Année La Application Identifier (Premium) Combo Kits (OE)
HONDA (Cont'd.

Accord (Cont'd.)
1989-1986 20L4 900-1116 N/A 910-1116
1997-1994 2214 F22B1 900-1206 N/A 910-1206
1997-1994 2214 F22B2 900-1109 N/A 910-1109
1993-1990 2214 900-1109 N/A 910-1109
2002-1998 2314 900-1206 N/A 910-1206
1997-1995 2.7V6 900-1322 N/A 910-1322
1999-1998 3.0V6 900-1643 N/A 910-1643

Civic
1979-1973 1214 900-1023 N/A 910-1023
1987-1985 1314 900-1645 N/A 910-1645
1984 1314 900-1646 N/A 910-1646
1983-1980 1314 900-1045 N/A 910-1045
1995-1992 1514 VTEC Engine 900-1205 N/A 910-1205
1995-1988 1.5L4 900-1219 N/A 910-1219
1987-1985 1514 CARB 900-1119 N/A 910-1119
1987-1985 1514 Fl 900-1645 N/A 910-1645
1984 1514 900-1119 N/A 910-1119
1983-1975 1.5L4 900-1045 N/A 910-1045
2000-1999 1.6 L4 DOHC 900-1206 N/A 910-1206
2000-1992 1.6 L4 900-1205 N/A 910-1205
1991-1988 1.6L4 900-1219 N/A 910-1219

Civic del Sol
1995-1993 1.5L4 900-1219 N/A 910-1219
1997-1996 1.6 L4 900-1205 N/A 910-1205
1997-1996 1.6L4 V-TEC DOHC 900-1206 N/A 910-1206
1995-1994 1.6 L4 DOHC, DOHC 900-1206 N/A 910-1206
1995-1994 1.6 L4 SOHC N/A N/A 910-1205
199