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HIGH PERFORMANCE
IGNITION WIRES

924-6001	 LS Series - Silcone Straight Boot Short - 10”	 8.8MM	 500 Ω/FT
924-6002	 LS Series - Silcone 90 Degree Short - 10”	 8.8MM	 500 Ω/FT
924-6003	 LS Series - Silcone 135 Degree Short - 10”	 8.8MM	 500 Ω/FT
924-6004	 LS Series - Silcone Straight Long - 13”	 8.8MM	 500 Ω/FT
924-6005	 LS Series - Silcone 90 Degree Long - 13”	 8.8MM	 500 Ω/FT
924-6006	 LS Series - Silcone 135 Degree Long - 13”	 8.8MM	 500 Ω/FT
924-6007	 LS Series - Ceramic Straight Short, White - 10”	 8.8MM	 500 Ω/FT
924-6007B	 LS Series - Ceramic Straight Short, Black - 10”	 8.8MM	 500 Ω/FT
924-6008	 LS Series - Ceramic 90 Degree Short, White - 10”	 8.8MM	 500 Ω/FT
924-6008B	 LS Series - Ceramic 90 Degree Short, Black - 10”	 8.8MM	 500 Ω/FT
924-6009	 LS Series - Ceramic 135 Degree Short, White - 10”	 8.8MM	 500 Ω/FT
924-6009B	 LS Series - Ceramic 135 Degree Short, Black - 10”	 8.8MM	 500 Ω/FT
924-6010	 LS Series - Ceramic Straight Long, White - 13”	 8.8MM	 500 Ω/FT
924-6010B	 LS Series - Ceramic Straight Long, Black - 13”	 8.8MM	 500 Ω/FT
924-6011	 LS Series -Ceramic 90 Degree Long, White - 13”	 8.8MM	 500 Ω/FT
924-6011B	 LS Series -Ceramic 90 Degree Long, Black - 13”	 8.8MM	 500 Ω/FT
924-6012	 LS Series -Ceramic 135 Degree Long, White - 13”	 8.8MM	 500 Ω/FT
924-6012B	 LS Series -Ceramic 135 Degree Long, Black - 13”	 8.8MM	 500 Ω/FT
924-6013	 Universal Silcone 90 Degree Boot	 8.8MM	 500 Ω/FT
924-6014	 Universal Silcone 135 Degree Boot	 8.8MM	 500 Ω/FT

WALKER #	 DESCRIPTION	 WIRE	 RESISTANCE
924-6015	 Universal Silcone Straight Boot	 8.8MM	 500 Ω/FT
924-6016	 Universal Ceramic 90 Degree Boot, White	 8.8MM	 500 Ω/FT
924-6016B	 Universal Ceramic 90 Degree Boot, Black	 8.8MM	 500 Ω/FT
924-6017	 Universal Ceramic 135 Degree Boot, White	 8.8MM	 500 Ω/FT
924-6017B	 Universal Ceramic 135 Degree Boot, Black	 8.8MM	 500 Ω/FT
924-6018	 Universal Ceramic Straight Boot, White	 8.8MM	 500 Ω/FT
924-6018B	 Universal Ceramic Straight Boot, Black	 8.8MM	 500 Ω/FT
924-6019	 Small Block Chevy Points	 8.8MM	 500 Ω/FT
924-6020	 Small Block Chevy HEI	 8.8MM	 500 Ω/FT
924-6021	 Big Block Chevy Points	 8.8MM	 500 Ω/FT
924-6022	 Big Block Chevy HEI	 8.8MM	 500 Ω/FT
924-6023	 Small Block Ford Points	 8.8MM	 500 Ω/FT
924-6024	 Small Block Ford HEI	 8.8MM	 500 Ω/FT
924-6025	 Big Block Ford Points	 8.8MM	 500 Ω/FT
924-6026	 Big Block Ford HEI	 8.8MM	 500 Ω/FT
924-6027	 Mopar Small Block	 8.8MM	 500 Ω/FT
924-6028	 Mopar Big Block	 8.8MM	 500 Ω/FT
924-6029	 Mopar Hemi 426 Early	 8.8MM	 500 Ω/FT
924-6030	 Mopar Hemi Late Model	 8.8MM	 500 Ω/FT

7.0 - 8.0 MINI STRIPPER CRIMPER
924-5001

8.5 - 9.5 MINI STRIPPER CRIMPER
924-5002

7.0-8.0 & 8.5 - 9.5
MINI STRIPPER CRIMPERS

924-5003

LS WHITE CERAMIC
BOOT SET
924-6009

UNIVERSAL SILICONE 
90 DEGREE BOOT SET

924-6013

WALKER #	 DESCRIPTION	 WIRE	 RESISTANCE

LS BLACK CERAMIC
BOOT SET

924-6009B

• Ceramic boots withstand temperatures up to 2000° F
• Silicone jacketed wire is rated at 600° F 

Disclaimer: These parts are designed for off-road use only and may not comply with local, state, or federal road regulations.


